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	Dual Mode Toggle Update: 
	


Overview:  The software that controls the Dual Mode Autosense function has bee enhanced to
allow manual control of which touch input device is active; Digitizer or Touch Panel.  In addition, panel control center now has a “None” Function to disable the programmable keys.

At the end of this document is a brief overview on the settings and functions.
INSTALLATION:
YOU MUST HAVE ADMINISTRATOR RIGHTS TO INSTALL!
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 that was downloaded with this file.  There will be several prompts during the installation.

2. When prompted to continue Click YES
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3. A window will appear
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4. Then a prompt will appear to Remove Bios Setup Utility, Click “YES”
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5. The this uninstall is complete a prompt will appear Click “OK
[image: image5.jpg]3

Ity Bldetootty
Places.

-
=

Tnternet
EGIOtERIC: \DOCUME™1\tes t \LOCALS “1\Tenp\WZSEB. TMPYxcopy *.% c:\windous\driver\ /e /q

27 FileCs) copied

DOCUME™1\test\LOCALS “1\Tenp\WZSEG. TMP)RunD1132_C:\PROGRA™I\COMMON“{\INSTAL™1\| -
fengine\6\INTEL3“{\Ctor.d11, LaunchSetip “C:\Progran Files\InstallShield Installat|

n Information\(E373FFE -
WGz \Progran Files\E InstaliShield Wizard
fetup UtilityNuninst.dll

Setup Status

Tablet PC Input Panel EIE &
Tistart o | Goa-pem [EQwidps. | mciooc. | meinsalsh. | mmeosse 7 N e






6. Next a prompt will appear to remove Panel Control Center, Click “OK”
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7. When uninstallation is complete it prompt, Click “FINISH”
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8. Next will uninstall the Touch Utility, Click “NEXT”
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9. A window will appear, Please leave this windows up.
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10. There will be a few screens that will Flash during the re-installation of the new Software.  When it is all complete a “Confirm” window will appear, Click “YES” to reboot the unit.
[image: image10.jpg]IriEmeileng ine \6NINTEL3~1\Ctor.d11, LaunchSetup "C:NProgran Files\InstallShield Installatfpy
EGletetlion Informat ion\(E373FFEC-DFBB-4CAR-9D38-CIBDIELGPABSINSetup.exe” ~10x9 —uninst
" VC:\Progran Files\BIOS Setup Utility\Uninst.isu" —c"C:\Progran Files\BIOS |
g Jetup Utilityuninst.dll
DOCUME™1\test\LOCALS “1\Tenp\WZSE®. TMP)RunD1132_C:\PROGRA™1\COMMON“I\INSTAL™1\|

fengine \6\INTEL3“1\Ctor.d11, LaunchSetup “C:\Progran Files\InstallShield Installat|
ion Information\(376E6331-9230-4834-8BD2-DA7LCD218B22)\SETUP. ERE" ~18x9

DOCUME™1\test\LOCALS “1\Tenp\WZSEB. TMP>UtcServiceApp —s

DOCUME™1\test\LOCALS “1\Tenp\WZSEG. TMP>UtcServiceApp —u

DOCUME™1\test\LOCALS “1\Tenp\WZSE®. TMP>Rendev “"USB\Uid_1391&Pid 1888 UTCUSB.sy|

DOGUME™1\tes t\LOCALS“1\Ienn\WZSEA TMP>Rendey “USENUid 13918Pid 20Aa ITCISE sl ~
Gonfirm,

DOGUME™1\tes t\LOGALS "1}

DOGUME™1\test\LOCALS "1}

Tablet PC Input Panel EIE &
77 start we [ 5-paint 3 winzip seff-£xt, . CADOCUME~1 18 Setup. P O 3 o)V o [ 12ies am






11. After the reboot, there might experience double clicking, where both the digitizer and touch panel are active at the same time.  To correct this, reboot the unit one more time.

	Dual Mode Functions description:  

There are two software elements that control the Dual Mode functionality, Bios Setup Utility and Panel Control Center.  Bios Setup Utility controls the boot up default settings, and Panel Control Center allows for temporary settings via the programmable keys.  The below charts will explain definitions of functions, valid combinations of settings, and examples.

BIOS SETUP UTILITY:

1. Controls:
The Control for the Dual Mode can be found in Bios Setup Utility under the Startup Configuration in the Digitizer Section:
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Digitizer Selection values and meanings

Digitizer Selection

Description

Notes

Auto

This is Auto Sense where the Tablet automatically senses for the active pen, if not present the Touch Panel is active

This is default mode

Touch Only

This allows for only Touch input.  Digitizer and Auto Sense are disabled

Digitizer Only

This allows for only Active Pen input.  Touch Panel and Auto Sense are disabled

For Glass and All Vue units this is the default setting and the Digitizer Selection is disabled (grayed out).


	


2. Security:
To allow or disallow User control of this control will be based on the Bios Setup Utility Supervisor password.


	Password Setting
	Description
	Notes

	No passwords set
	Control can be changed by anyone
	This control is not controlled by Windows User groups

	Supervisor password set only
	Control can be only changed by entering Supervisor password
	The password will be prompted prior to Bios Setup Utility will open

	User Password set
	Controls are disabled
	Only the supervisor can change digitizer controls


3. Changing values:
Anytime the value is change Bios Setup Utility will prompt for the unit to be rebooted when the OK button is clicked.  It is strongly recommended to reboot unit after changing this value.
This value will now be the default input mode that the unit will be in when booting or restarting.
Examples of implementation:

Power users or limited users to have Touch only with the ability to turn of the touch screen.  Users do not have option to change any controls.

Setup:

1. Set a Supervisor password in Bios Setup utility. (This will protect the digitizer selection, for that matter all bios setup utility controls)

2. Set one of the P Keys to Touch Panel Toggle in Administrator mode (Windows)

3. Create User Account (Add new user). Or if user is already created the setting the admin has set will replicate to all users on the unit.

Power user or limited users to default to Autosense but allow temporary selection.  User have the option to change the default.

Setup:

1. Do not set a Supervisor password (leave open)

2. Set one of the P Keys to Digitizer Selection

3. Create User Account (add new User) 

