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* Based on national average residential electricity 
rate. Rates vary.

Details abound in this classic open concept media console fireplace. The kick-plate front 
gives the appearance of feet on the hearth base and the reed style crown molding are perfect 
examples of the added value this media console provides the discerning consumer.

120 Volts / 1,400 Watts / 4,777BTU

36.3 in.
92.1 cm

15.7 in.
40 cm

64.9 in.
164.8 cm

Model # Description Lbs / Kg UPC Wty.† Carton Dimensions (WxHxD) Cube

Inches cm ft3 m3

Package consists of two cartons:

DFP20-1343MA Media console kit  154 / 70 781052 084223 1 yr. 68.3 x 27.2 x 19 173.5 x 69.1 x 48.3  20.4  0.58

Keswick Media Console
Flame
A blend of technology, artistry and 
craftsmanship – the patented Dimplex 
LED flame technology creates the illusion 
of a true fire. 

Supplemental Heat
Includes a powerful fan-forced heater 
designed to keep the rooms you spend 
the most time in warm and comfortable. 
Reduce your central furnace temperature 
and cut your heating costs!

Thermostat
Includes a thermostat controlled fan-
forced heater to ensure consistent 
comfort. 

Remote 
Includes a convenient remote control for 
ease of use at your fingertips.

Year-round Enjoyment
Enjoy the ambiance of the flame with or 
without the heater for year-round 
enjoyment.

Economical 
Economical to operate. Costing only 
pennies per hour.*

Green
The green alternative. No harmful 
particulates or emissions and 100% 
efficient. Produces 90% less carbon 
dioxide than an average direct vent gas 
fireplace. 

Safe
Front glass stays cool, making it safe to 
touch.

Instant Ambiance
Plugs into any standard household 
outlet.

Quick Assembly
Sets up in minutes with step-by-step 
assembly instructions allowing you more 
time to enjoy your fireplace.

DFP20-1343MA


