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A WARNING - USER RESPONSIBILITY

FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS DESCRIBED HEREIN OR RELATED
ITEMS CAN CAUSE DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.

e This document and other information from Parker-Hannifin Corporation, its subsidiaries and authorized distributors pro-
vide product or system options for further investigation by users having technical expertise.

e The user, through its own analysis and testing, is solely responsible for making the final selection of the system and
components and assuring that all performance, endurance, maintenance, safety and warning requirements of the appli-
cation are met. The user must analyze all aspects of the application, follow applicable industry standards, and follow the
information concerning the product in the current product catalog and in any other materials provided from Parker or its
subsidiaries or authorized distributors.

e To the extent that Parker or its subsidiaries or authorized distributors provide component or system options based upon
data or specifications provided by the user, the user is responsible for determining that such data and specifications are
suitable and sufficient for all applications and reasonably foreseeable uses of the components or systems.

Parker Safety Guide

for Selecting and Using Hose, Tubing, Fittings and Related Accessories
Parker Publication No. 4400-B.1
Revised: November, 2007

WARNING: Failure or improper selection or improper use of hose, tubing, fittings, assemblies or related accessories
(“Products”) can cause death, personal injury and property damage. Possible consequences of failure or improper
selection or improper use of these Products include but are not limited to:

* Fittings thrown off at high speed. * Contact with conveyed fluids that may be hot, cold, toxic

* High velocity fluid discharge. or otherwise injurious.

e Explosion or burning of the conveyed fluid. e Sparking or explosion caused by static electricity buildup or

* Electrocution from high voltage electric powerlines. other sources of electricity.

¢ Contact with suddenly moving or falling objects that e Sparking or explosion while spraying paint or flammable
are controlled by the conveyed fluid. liquids.

¢ Injections by high-pressure fluid discharge. * Injuries resulting from inhalation, ingestion or exposure to

¢ Dangerously whipping hose. fluids.

Before selecting or using any Parker hose, fittings or related accessories, it is important that you read and follow the instruc-
tions in this Industrial Hose Catalog 4800, and the Parker Safety Guide for Selecting and Using Hose, Fittings and Related
Accessories, Parker Publication No. 4400-B.1, November 2007 (refer to the Safety and Technical section of this catalog).
Only hose from Parker's Stratoflex Products Division is approved for in-flight aerospace applications.

Offer of Sale

Parker Hannifin Corporation, its subsidiaries or its authorized distributors hereby offer the items described in this
document for sale. The provisions in the “Offer of Sale” stated on page 455 of this catalog govern this offer and
its acceptance.

® Copyright 2011, Parker Hannifin Corporation, All Rights Reserved. Trademarks used herein are the property of their respective owners.
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SP353 ... 224
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SW333....eeeee e, 217
SW336.....oieveieiereee e, 140
SW339 ..., 94

Series Page Series Page
SW35B6 ..., 95 Couplings & Equipment
SW360.......coeeeerrireeees 36, 150 20 s 385
SW373 .o 72,118 A3 379-380
SW383....oieeeerr e 68, 116 T s 380
SW387 ..o, 157, 232 B60-T oo 391
SWA09......ooiieieeieee e, 149 B70-T oo 391
SWAB0....ooieceereeeeees 103 7610 385
SWAST o 113 7612 385
SWAS6 ... 301 7667 ... 381-384
SW500......ceeeeeeeeeeeeee e 326 CGHBL ..o 385
SW560......coeeeeececrceeeeee 37,151 Composite Factory Cplgs....... 387
SW569......oeieeeeeeeeeee e 304 COS-KT o 388
SWE74 ..o 73,120 COS-K2 ..o 389
SW5E93 ... 62 COS-K4 ..o 390
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SWC316R ... 220 SMCP ... 386
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SWCH509......ccierieieeeeeenn, 167

SWECB09........cocvevevieeeeeeeee 219

SWCB09R ..o, 219

SWCB83.....coeeieeeeieiereeereeenne 65
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SWCB93......ooeierieierenn 60, 122
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Description Page Series

Air & Multipurpose

Air HoSe — FACtory ASSEMDIIES ......ooveeeeeeeceeeee ettt 51 o, 7092, 7093
ARCTIC EDGE™ Low Temperature Multipurpose HOSE ......c.coeveviiicicicceee e 32 e 7102
DAY-FLO® MURIPUIPOSE HOSE ...t 31 7134, 7187
DRAGON BREATH® Hot Air BIOWEr HOSE. ......c.ceoieieiicieiriieieiecie e 36 e SW360
E-Z FORM™ GS General SErvice HOSE.........ccuoviirirereeieiciiissise et 45 7395
E-Z FORM™ MP MURIPUIPOSE HOSE....c.voveeeeeciecteeeeee ettt 47 o, 7219
GRIZZLY™ 500 MUltipurpoSe HOSE .....cuooveeeeeecieceeececece e 24 o, 7107
GSTC 1] GENEIAl SEIVICE HOSE ... ettt 16 7031(R), 7057, 7092,
7093, 7096
Heavy Duty Multipurpose DiScharge HOSE........ccoveuieeicieieeeeeeeee e 35 i SS131
Jackhammer Hose — Factory ASSEMBIES ........cccveurevciieiceeecee e 50 e, 7081
JIFFY FLEX™ 250 Push-0n MultipurpoSe HOSE.......c.ccvoviuieeieeececeeeeeeeee e 29 o 7161
JIFFY™ Push-0n Hose — FACtOry COilS ........ovveeeeeeeeeecee e B3 i, 7212BL, 7212GY
JIFFY™ Push-0n Multipurp0Se HOSE ......cvoueiveiieeceeeeeee e 25 e, 7212
MAXIMAIRE® Heavy Duty Air HOSE ......c.cuoiiiieiieieieicieseeecee e 38 7201
MAXIFLEX® Lightweight Air HOSE.......c.vurviiiieiieieircsee e 39 7308, 7308E
Medium Duty Multipurpose DiScharge HOSE .......c.cooveveueeieeeeccecteeeee e 3 SS110
MPT® Il Multipurpose, Oil Resistant Air & Water Hose — Nonconductive ................... 20 .. 7094, 7095
MPW-1000® High Pressure Wire Braid Multipurpose HOSE ........c.ccoeeeveeeevcvcrennee. 40 e 7204
Service Station Hose — Factory ASSEMDBIES.........cocueeveeiiieeceeeeceeeeeee e, Y 7092
Sledgehammer Hose — Factory ASSEMBIES.........cocveeveeieieciceeeeceeee e, 50 i 7082, 7083
SPARTAN™ Hot Air BIOWET HOSE ...t 37 e SW560
STINGER™ || High Pressure Wire Braid Mine and Multipurpose Hose ....................... 43 . 7268E
SUPER MPT® II Multipurpose, Oil Resistant Air & Water Hose — Nonconductive........ 22 o 7396
SUPER-FLEX® GS General Service Air & Water HOSE.......oveeeeeeeeeeeeeeeeee e 19 i, 7322, 7323
SUPER-LOK GS™ PUSH-0N HOSE ......vivuieiiiicieieeieicieieseeeeis e 27 . 7211
THORO-BRAID® Medium Pressure Wire Braid Multipurpose HOSE .........c.ccceveveueeeiene. 42 o 7251
WHIPPET® 200 MURIPUIPOSE HOSE ...ttt 33 7137
YELLOW BIRD® High Pressure Wire Braid Mine and Multipurpose Hose.................... 4 ............... 7284
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series
Chemical

Anhydrous Ammonia Hose — Nylon Reinforced..........ccoooeveieeece i 75 i, 7262
Anhydrous Ammonia Hose — Stainless Steel Reinforced............coooovveeivciniicennnes T . 7261

BLUE THUNDER® UHMWPE Chemical HOSE ........ccccoviuririiicirieicreeieeeee e 58 .. 7373T
EXACT-CHEM™ Modified XLPE Chemical HOSE...........coriiureriiiciriceeeeeeecie e 68 e Sw383

FEP ChemiCal HOSE ........eieeiiiiiiie s 72 i, SW373
LIGHT-N-BRIGHT™ Modified XLPE Chemical HOSE...........ccoviiuririicieecccecieeee, 70 e, SP483

Orange PVC Banding Coil/PVC Abrasion GOl ...........ccccoeeeeeeeieeeeceeee e, [ SP100, XSP100
PaINT FIUIA HOSE ... 80 .o 7108

Chemical (Continued)

POLY-CHEM® XLPE Chemical HOSE ........cceiiiuieeinieiesicieeeseie e 64 .o 7276
POLY-CHEM® XLPE Corrugated Chemical HOSE..........coveveueeveeeieceececceeeecee e 63 . 7274
RELIAMAX™ Modified XLPE Crush Resistant Corrugated Chemical Hose .................. 67 oo SMC683
SPARTAN™ UHMWPE Chemical HOSE .........cururiirieiiicieinicieece e 62 .o SW593
THORO-SPRAY® High Pressure Chemical Spray HOSE.........cooveveveeeieieecceceeee 79 7180
TITANFLEX® FEP Chemical HOSE ......cocuuiiieeriicieieece e 73 e, SW574
TITANFLEX® Modified XLPE Chemical HOSE.........cccovururiiicieiniceincceereee e 65 e SWC683, SWC683G
TITANFLEX® UHMWPE Chemical HOSE.......c.coviuiuriieriricieseeee e 60 .o SWC693
Composite
Aggressive Chemical Transfer HOSE .......covoviviieiieccece e 87 . 4100
BOttom L0AdING HOSE ... 85 4500
Chemical TransSTer HOSE ..o 86 .o 3100
Petroleum TransSter HOSE ..o 84 .o 2100
PTFE Chemical TranSfer HOSE........cciiiiiriieicccee e 88 i 5100
VaPOr REBCOVEIY HOSE ...ttt 83 1000
Composite Hose Factory COUPINGS ........oveeveveeeiieeceeee e 387
Couplings & Equipment...................ccooooiiiieeeee e, 375-392
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series
Dock
Corrugated Flex Barge Dock Hose — Petroleum Service .........ccceovvevevriercvvisriesiennen, 93 e EWC439
Heavy Duty Dock Hose — Petrochemical SErvice ..........ccoooveirrrseeenessseeecines 96 .o EW399
Heavy Duty Dock Hose — Petroleum SErviCe ........ccccovveeriieeriseiie e, M EW339
.................................................................................................................... 92...ccooeee... EW355
.................................................................................................................... 9%.........SW339
.................................................................................................................... 95....cccee..... SW356
HOt Tar & ASPNAIt HOSE ......voveieceiccee e 98 . EW499
Molten Sulphur DOCK HOSE ........cvcviiiiicieee e 97 e EW460

Food & Beverage

Beverage and Potable Water Discharge HOSE........ccccovvveeviiicicicee e 106 ..o S$S290

Brewers DIiSCharge HOSE.......ccoviveviiiieciceet e M2 SS200

Corrugated FOO SUCHION HOSE .......ccovveeiicietiiccee e 104 ... SWC430, SWC432

EXACT-CHEM™ Modified XLPE Chemical and Food Suction HOSE...........cccoveveueennnes 116 oo SW383

FEP Chemical and FOOd SUCTION HOSE ..o 118 SW373

FIOUT HOSE ..ot 113 e, SW431

FOOO DISChArge HOSE.....cveiieieeicictie ettt e M4 SS231

Food Suction/Hot Air BIOWET HOSE .......cuevevririiriceeeic e 115 SW319

FOOA SUCTION HOSE... ..t 107 oo SW330

HARVEST PLUS™ FoOd SUCHION HOSE..........cvviiecieiciesisece e 109 .. SM382

LIGHT-N-BRIGHT™ FOOd SUCHION HOSE.......oeveiiiciiccieieece e 110 e, SP330

Orange PVC Banding Coil/PVC Abrasion COil ..........cccooueuenirenicesieeeeeee s L SP100, XSP100

TITANFLEX® FOOA SUCHION HOSE .......ouviieiiicieeeee s 103 i SW430
.................................................................................................................. 108 ................ SW630
.................................................................................................................. 102 ................ SW640

TITANFLEX® FEP Chemical and Food Suction HOSE ..........ccccuruerrnnicccceenes 120 s SW574

TITANFLEX® Corrugated Chemical and Food Suction HOSE............ccccceeeeiciciriiinenee. 122 e SWC693

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series

Material Handling/Dredge

Concrete PlacemMeNt HOSE ... 129 o 7236
Corrugated ROCK DUSE HOSE ......cuvvviiicieecctes et 141 7393
Corrugated Industrial Vacuum HOSE........cccooeeriiieiiceeccee e 142 EWC838
Corrugated Material Handling HOSE .......c.ccveeuiriiiciicceccee e, 137 i EWC334
Corrugated Material Handling Hose — Suction/Vacuum...........cccocoevvveeivvisvcrssienene, 145 . EWC777
Corrugated Vacuum TruCK HOSE .......ccvoveveieieiicicee et 143 EWC789
DAY-LITE® Corrugated Material Handling HOSE..........ccccoovevveiciereciciceeeceeve 139 8341
Deadman TWin SENSING HOSE ......ccovvveviiiciiie et 148 ..o 7138
DRAGON BREATH® Hot Air BIOWEr HOSE. ..o 150 e, SW360
Dredge Sand SUCHION HOSE......c.cvcviiiiceiccet e e 185 EW708
.................................................................................................................. 156 .......c........ EW709
DIEAGE SIBBVE ... vttt ettt sttt be s 153 i ES907
DIY CEMENT HOSE.....c.vcviiiceeee ettt 131 SS135
.................................................................................................................. 132 ... SS147
Elephant Trunk Material Handling HOSE..........ccoovvieiiiicii e 136 . ES937
Exacta Pipe Material Handling HOSE ..........coooviviiiiiciiccc e 144 ............... EW336
GOLIATH™ High Pressure Grout Placement HOSE...........ccoovveiviieeviiciccce e 130 i, SS201
Heavy DUty Dredge SIBEVE.......cocvcveiieeieceestee e s 154 .. ES908
Heavy Duty Dry Cement HOSE...........ceivieieiiicicc e 134 . SS247
HOT AIr BIOWEE HOSE ... 152 s EW360
HOt Tar & ASPNAIt HOSE .......vcviieeiicceece s 158 i EW499
.................................................................................................................. 157 oo SW387
Material Handling HOSE.........cooviueriicicie e s 135 i SS225
.................................................................................................................. 146 ................ S§236
Material Handling Hose — SUCHION/VaCUUM ......ccooveviiiiciiiceecee e 140 ... SW336
MPW-1000® High Pressure Wire Braid Multipurpose HOSE .........cccccevvveveieviicvcrenennes 199 7204
Premium Concrete Placement HOSE .......coovovoveireiiieeeeee e 128 SS123
SANG BIAST HOSE. ... 147 7244
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series

Material Handling/Dredge (Continued)

Sand Recovery Hose — SUCHION/VACUUM ......cvviiieeiiceeccee e, 149 ... SW409
SPARTAN™ Dry CemMENt HOSE .......vuvereieeiiieieieieieee e 133 e, SS187
SPARTAN™ Hot Air BIOWEE HOSE ......voveveiieicieicice s 151 o, SW560
SUPER-FLEX® Corrugated Material Handling HOSE ............cccceveveveiiiiiiiccccieee 138 . 7363
MITIRArY HOSEB ... 162

0il Field

BS & W™ Corrugated Qil Field Suction/Vacuum HOSE ........cceovvvveveviiciieee e 166 ... 7213E
BS & W™ Qil Field Suction/Vacuum HOSE ..........ccvriueurirircieieieesice e 165 oo, 7208E
Corrugated Fracturing (Frac) Tank HOSE..........ccoeueriiniiirseeeeeeee s 168 .o 7307
High Pressure JEtting HOSE .........cooviieiiicii e e 170 e SS111
Medium Pressure Jetting HOSE.......coceeiiieiiiieesce e 169 .o 7335
Mud DiSChArge HOSE .....cvouvieiieiietii ettt 171 7309
MU SUCTION HOSE ... 172 o TKW160
TITANFLEX® Corrugated Qil Field Suction/Vacuum HOSE ..........ccceveveecienciiiee. 167 e SWC509
WILDCATTER® Hot Oiler HOSE.......cvuveveeeiciicicee e 174 7301
WILDCATTER® Slim Hole Rotary Drill HOSE .........coouevivrireiiieicieiciseeee e 173 7234

Petroleum - Aircraft

Deadman TWin SENSING HOSE ......ccoviveuiiiieiie et 181 7139

GOLD LABEL® Aircraft FUBIING HOSE........cocvovivivereieecccece s 177 . 7775
.................................................................................................................. 178 e 7776

GOLD LABEL® Cold Temperature Aircraft Fueling HOSe ..........ccccocevivieieieicicicrcicne 179 i 7776CT

GOLD LABEL® Jac-Riser Aircraft Fueling HOSE..........ccccovovvvevcieeciciccieeeeeeeeevees 180 ..o 7777

TWIN SENSING HOSE ..ottt bbbt 182 7140

Parker Industrial Hose Customer Service iX m

866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series

Petroleum - Dispenser

Farm Pump/Gravity Tank Fuel Hose — No Static Wire........cccooveveevivieeceeee e 190 ... 7174
Farm Pump/Gravity Tank Fuel Hose — Static Wire .........ccccooeeeeeeiiicecece e 188 . 7175
FLEX-EVER™ 2000 Hardwall Gasoline Dispenser HOSE.........cccccvevvvececvcrcecvercnne. 185 7280
SOFT-FLEX™ 2000 Softwall Gasoline Dispenser HOSE .........ccccveveueeeevereeeierieciene, 187 v 7114
SUPER-FLEX® 2000 Semi-Hardwall Gasoline Dispenser HOSE .........ccccoeeveveveevnene, 186 .o 7124
Petroleum - LPG
X-TREME™ Low Temperature LP Gas HOSE .......cceveveueeiiccieece e 198 ... 7132XTC
LP Gas Hose — UL21, CGA Type 1 Stainless Steel Reinforced ...........ccoeeveeveverennnee. 202 ..o, 7231
UL21, Stainless Steel RINFOrCEA ........coviiiiieeeeeeeeeee e 206 ..., 7233
UL21, Stainless Steel Reinforced, Textile COVEr ........cccovivrninccicicieiene, 207 o 7243
LP Gas HoSe — UL21, CGA TYPE vt 195 e, 7132
.................................................................................................................. 200 ................ 7232

Petroleum - LPG (Continued)

LP Gas HOSE — ULBBO, CSA......oeeeeeeee ettt 209 ... 7170
LP Gas HOSE — StALIC WIlB... .ottt 204 ................ SS106
LP GaS VAPOT HOSE......coeevvieeeeeceeeteteee ettt 210 e, 7122

Petroleum - Transport

Refined Fuel/Hose Compatibility GUIAE..........ccooveveeeieieceeceee e, 213-214

ARCTIC TRANSLITE® Low Temperature Corrugated Tank Truck Hose...................... 222 e, SWC(C325

E-Z FORM™ MP MURIPUIPOSE HOSE.....cuvveviecieteeectce e 233 i, 7219

GREEN LABEL™ Corrugated Tank Truck HOSE .......c.cccveveveieeiiiirccececeece e, 221 o, 7705

Heavy Duty Petroleum DiSCharge HOSE .......c.ceeveieuiiiciiiceeceee e 228 . ES145

Heavy Duty Tank TrUCK HOSE ......cvciiieicecee et 218 o 7330

.................................................................................................................. 226 ................ EW353

HOt Tar & ASPhalt HOSE ......cvcuicecie et 232 i, SW387

LIGHT-N-BRIGHT™ Corrugated Tank Truck HOSE ..........cocoveveeeeieicicceceeee e 224 ... SP353

LIGHT-N-BRIGHT™ PLUS Corrugated Petroleum Drop HOSE........cccocceevereecrcrennne. 223 o, SP204

m X Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series

Petroleum - Transport (Continued)

Lightweight Petroleum DiSCharge HOSE.........c.coveueeueeeeceeeeee e 227 o, SS107, SS107R
.................................................................................................................. 229 ................ 55254

MPW-1000® High Pressure Wire Braid Multipurpose HOSE .........ccccveeveveceevcvennne. 230 ..o 7204

Orange PVC Banding Coil/PVC Abrasion GOl ...........ccccoveeeveiiceeeceeeeeceece e 225 ., SP100, XSP100

Petroleum Suction & DiSCharge HOSE ........coeveeveuieeeeeeceeeeee e 217 . SW333

PETROMAX™ Corrugated Tank TruCk HOSE .......cveveeeeieceeeceeeeceeeee e 220 i, SWC316, SWC316R

TITANFLEX® Corrugated Tank TruCk HOSE.........coviveeeeeiee e 219 SW(C609, SWC609R

TRANSLITE® Tank TruCk HOSE ......oviuiiiriiieisicieeeie i 215 e 7216, 7217
.................................................................................................................. 216 ................ 7216E

PVC

DYNAFLEX™ Clear Corrugated PVC Suction HOSE ........cooeveueeeeececeeceeeee e 268 ................ 7563

DYNAFLEX™ Clear PVC SUCHION HOSE ......ovvueiiecieicicieiecceeees s 269 ... 7564

DYNAFLEX™ PVC Corrugated Lightweight Suction HOSE.........c.covevviveiieiciceee 267 ..o 7561

DYNAFLEX™ PVC Standard Duty SUction HOSE .......c.ccoouvieiiicececeeeeee e 266 ................ 7560

DYNAFLEX™ PVC SUCLION HOSE ....cvoeieciiicieicceeieeee e 270 e 7570

Fire Extinguisher and BOOSTEr HOSE.........cocviuiiicececee et 256 ..o 167

GULLY WASHER® Heavy Duty Lay Flat PVC Water Discharge Hose. ......................... 273 . 7545

GULLY WASHER® Medium Duty Lay Flat PVGC Water Discharge Hose....................... 272 . 7542

GULLY WASHER® Standard Duty Lay Flat PVC Water Discharge Hose..................... 2771 . 7541

NEXAQUA Potable Water HOSE ...ttt 260 ..., 162, 164

NEXAQUA WALEr HOSE ...ttt 264 ... 160, 161

NEXBRAID® ClEar PVC HOSE.......oucuiiiieieieieieiccie et 257 e 125, 126

NEXBRAID® PW Potable Water By-Pass HOSE.........cccoveueurevieieeceeeeceeeee e 263 ... 128

NEXCLEAR® Clear PVC TUDING ....vecviviiieieiceescceee e 241 100

NEXCOL General PurpoSe TUDING .......covoviieeieceeeeeee e 243 . 106

NEXCOL HSG Aeration TUDING .......ccoiiuiriiieieceeeesece e 244 ... 106 HSG

NEXPRIME T Fuel Grade TUBING ........cocuririiieriicieeeerece e 245 ... 115

NEXSPRAY SPray HOSE ..ottt 253 268

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series
PVC (Continued)
NEXSPRAY U Urethane/PVC Spray HOSE.........cooeveueeieieeceeeeeee e 254 .o 202, 203
NEXSYN F65 EPDM/TPV TUDING....oviieiiiieieicieieseie e 248 ... 714
NEXSYN G55 General Purpose EPDM/TPV Tubing........cooooeveieeeeiceeceeeee e 247 e 709
NEXSYN HB1 EPDM/TPV HOSE ....covvieieiicieisicice e 262 ... 715
NEXVA EVA HOSE ..ottt 255 e 450
NEXVA T EVA TUDING ...t 246 ... 439, 440
NEXWRAP Spiral Wrap Chafe GUArd .............ccoooeeeeieeiieceeceeee e 275 e, 475
OMNI-FLEX™ PVC Multipurp0Se HOSE ........coeuriimririiieirinicieneieisseeeeeee e 251 o 7521, 7522, 7523
PVC General PUMPOSE HOSE .....cueveeeeeeeeeeee ettt 249 ..o GPH
PVC Split Cable GUATT ........c.c.oiierriiieieece e 274 .. 7575
THORO-BRAID® Clear PVC HOSE ......cucueincieiricieieieieieteeseee e 259 e 7581
Specialty
ARMADA® Marine Multipurpose, Fuel Fill/\Vent and Hardwall Wet Exhaust Hose......304 ................ SW569
CARBOBLUE™ DEF SUCHON HOSE......coviniiiiiicieieieisiseceieece e 286 ... 7215
Corrugated Heavy Duty Fire Engine Suction HOSE..........ccccvevieveiccceeccece e 303 .. LW720
E-Z FORM™ GS General SErvice HOSE........ccuoviirieeeicieiiiieesisieieie s 280 ..o 7395
E-Z FORM™ MP MUIPUIPOSE HOSE.....oveeeeectecteeeeeee et 282 .. 7219
Fire Engine Suction and Discharge HOSE ..........ccccvoeoveiiiieeceeee e 301 o SW456
Fuel Line/Vapor EMISSION HOSE ........c.oviuiieeeceeceeeeeeee e 289 ..o 395
Hardwall Furnace Door Coolant HOSE .........ccoiieciiciisceeeee s 296 ..o 7386
HBATET HOSE ... 291 7181
.................................................................................................................. 292 ................ 7186
Heavy Duty Fire Engine SUCION HOSE.......c.cv i 302 .. LW701
LP Gas Hose — UL21, Stainless Steel Reinforced, Textile COVer..........cocoeeiiinennee. 290 ..o 7243
Marine Softwall Wet EXRAUSE HOSE ...t 306 ..., ES269, SS269
Nonreinforced ConAUit HOSE...........uivoueueiiiiiiireeeee s 299 . 7338
OXygen Charging HOSE ......ov ittt 294 ..o 7293
PVC Split Cable GUATT ..........c.oiiereriiieieiceeeie e 300 ... 7575
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series

Specialty (Continued)

Reinforced CondUIt HOSE .......voveveieiiiii e 297 o 7337
.................................................................................................................. 298 .....ccoeeeene. 71337TM
SigNal Call TUDING ...t 293 . 39521
SOFT-FLEX™ DEF DiSPENSEr HOSE .....vveieeeeecteceeeeeee e 285 .o 7116M
Softwall Furnace Door Coolant HOSE ...........coveueuriiiiieccec s 295 . 7385
SUPER-FLEX® FL Barrier Fuel LiNe HOSE ........ccururirririicccieiee s 288 .. 397
SUPER-FLEX® FL-7 Barrier Fuel Ling HOSE.......cccouiririniiceiceesseeeec e 287 o 389
WAVEMASTER™ Marine Barrier Fuel Line/Vent HOSE ........cccoovriicciciine 308 ..o 7165
Steam
DRAGON BREATH® 250 Oil Resistant Steam HOSE ..........cccooviereririenrreccccee, 316 . 7288
DRAGON BREATH® Chlorobutyl Compact Steam HOSE .........cooeveveveveceeececeee 317 . 72860
DRAGON BREATH® Il Chlorobutyl Barber Pole Steam HOSE .........cccocvcveveveeecrcrenne. 31 7285
Hydrocarbon Drain HOSE .........covoviuiiieeceeeee et 320 ... 7200
MPW-1000® High Pressure Wire Braid Multipurpose HOSE .........cccceevevececvcvennne. 318 7204
STEAM-LANCE® 250 EPDM Compact Steam HOSE..........ccvimruriricicirecsircieeeies 312 e 7263C, 7264C
STEAM-LANCE® 250 EPDIM Steam HOSE........cururiiueiriiicieineeiesecieseeie e 314 7263(E), 7264
Water
Black Molded PVC Strain Relievers/Bend Restrictors..........cooveveeeininnnnniciccnes 342 .o S815
BLUE RIBBON® Pressure Washer HOSE...........cociueurururirirnneieciciee e 343 .. 7247
Contractor's Water Hose — Factory ASSEMDIIES........ccoovveveeveiieeeeceeeeeec e 353 7055, 7093
DAY-FLO® EPDM Heavy Duty Water Discharge HOSE........ccoeveveveeeveceeeee e 332 7306H
ECW™ Economy White WasShdown HOSE .........cccceeueeveiiiieeceeee e 345 ... 7079
EPDM Water DiSCharge HOSE ........cvovieieiceeeceeeeeeeee e 331 7306E
E-Z FORM™ GS General SErvice HOSE........ccuoviririreeiciciiiiiesrisisiee e 35T 7395
HDW™ Heavy Duty White Creamery Washdown HOSE............cccovevrveicecieccieeee 346 ................ 7080
HBATET HOSE ... 349 .o 7181
.................................................................................................................. 350................ 7186
Heavy Duty Water DiSCharge HOSE ..........coeueiueieeeeeceece e 334 . ES104
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Alphabetical Index by Application and Name (Continued)

Description Page Series
Water (Continued)
Heavy Duty Water SUCHION HOSE .........covietieceeeeccecce e 330 ., EW301
High Pressure Water Jetting HOSE........coiveiii i 338 . SS111
HURRICANE™ Pressure Washer HOSE ... 341 7258
HURRICANE™ Pressure Washer Hose — Factory AsSemblies.........cccoevveveevivrcvennaes 342 7258BK, 7258BL
Lightweight Water DiSCharge HOSE..........ccoceieiieiicice e 335 . ES115
Lightweight Water Jetting HOSE.........cooieieiieceee e 337 e, SS122
Lightweight Water SUCHION HOSE ........c.cueveieieicceecce e 329 .. EW300
.................................................................................................................. 327 ...ccoeuee..... SW300
Medium Duty Water DiSCharge HOSE.........cccvcviueiieiiiece e 333 SS155
Medium Pressure Water Jetting HOSE .........ccvoeiveiicice e 336 ..o 7335
Premium Contractor's Water Hose — Factory ASSEmbIIes .........ccooveeevevecevcicreeeeienene, 354 ., PR
Premium Earthtone Rubber Garden Hose — Factory AssemblieS..........ccccevevevevvnnee. 355 e BR, GR
Premium Hot Water Hose — Factory ASSEMDBIIES ........ccovoevveiiiiiceiecceeccee e 354 .. HWR
Premium Rubber Garden Hose — Factory ASSEmMDBIIES ........ccccveeveveeevceeceecereeecene, 355 e RGR
PWD™ High Pressure Washdown HOSE ........c.ccooeieiiciiecccecee e 344 ................ 7143
STINGER™ Il High Pressure Mine and Multipurpose HOSE .........cccoeeveeievccecicrennne, 339 . 7268E
SUPER-FLEX® EPDM Heavy Duty Water Suction HOSE ........c.cccovvveveeeiiecicciecee, 328 .. 7325
SUPER-FLEX® EPDM Water SUCtion HOSE........ccvurireriiieicicicirirsneeeee s 324 .o 7392
.................................................................................................................. 325 ... T392E
THORO-SPRAY® High Pressure Chemical Spray HOSE.........ccoeveveeviieieeicececeeee 348 ... 7180
WALRUS™ EPDM Water SUCLION HOSE ........ccueuriierieiiiiicccicieirsee s 326 ..o SW500
WILDCATTER® White Washdown HOSE..........cccerurrirriniiiceieieiseseee s 347 i, 7360
YELLOW BIRD® High Pressure Mine and Multipurpose HOSE.........ccccoveveevcverecnanene. 340 ... 7284
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Description Page Series

Welding

CaDIB COVEI HOSE.........eeveceeceeeeeeeeee ettt ettt st ne e naene e 372 i 7172

Grade R Single Line Welding HOSE .........cooveiieeceececeeee e 365 i, 7031R, 7120, 7121
Grade T Single Line Welding HOSE ......c.cuvoveieeeiccecece et 361 ..o 7141, 7142

MBI GAS HOSE ...ttt ettt e et ee et nas 371 7123

SIAMEEZ® Grade R Twin Line Welding HOSE........ccceeeiveiiieieieeceececeeeee e 363 ... 7126

SIAMEEZ® Grade RM Twin Line Welding HOSE ......c.cccoveveviviieieceececceeeeee e 367 oo 7110

SIAMEEZ® Grade T Twin Line Welding HOSE .......ccccveeeeietiiicieceeeec e 359 . 7109

Welding and SCarfing HOSE ........c.oiiveuiieieiee e 369 ... 7228T, 7229T
Parker Industrial Hose Customer Service XV m
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Parker Hannifin Corporation

Your Partner for
Motion Control Solutions

Parker Hannifin is a global Fortune 250
Company and the world’s leading supplier
of motion control products, systems and
solutions. The corporation posts over $12
billion in annual sales and delivers hydraulic,
pneumatic, electromechanical, fluid connector
and filtration technology to more than 13,000
worldwide distribution and MRO outlets.
Parker's extensive product lines encourage
single-sourcing of fluid and material transfer,
fluid power and motion control applications,
and Parker’s state-of-the-art solutions—such
as integrated systems, kitting services and

standard and customized products—are supported by superior application engineering and technical
expertise. With global headquarters in Cleveland Ohio, and manufacturing and distribution facilities located
strategically throughout North America, Europe, Asia and South America, Parker is truly a global partner.
Parker is listed on the NYSE as PH.

ARPM

Amlq vion o mﬁm Ty MasulacTuness

THE ASSOCIATION FOR HOSE AND
ACCESSORIES DISTRIBUTION

Parker Industrial Hose

Industry Organizations

The Parker Industrial Hose Division is well represented and continues to
have a strong voice in key industry organizations.

Parker is now a member of a new organization—the Association for Rubber
Products Manufacturers. In 2010 Parker transferred its membership from
the Rubber Manufacturers Association (RMA) when the Elastomerics
Products Group of the RMA formed the ARPM, a separate and distinct
organization focusing on hose, belting, molded products, seals and
related rubber products and markets. The ARPM maintains an informal
relationship with RMA in areas such as nomenclature of published
specifications and guidelines, which will be fully transitioned to ARPM
as part of an ongoing process. Refer to page 403 for ARPM contact and
ordering information.

Parker continues a proud legacy, through acquisition of Dayco and
Titan, as a charter member of one of the industry’s oldest and most
respected organizations—NAHAD, the National Association for Hose
and Accessories Distribution. Parker supports the NAHAD Industrial
Hose Assembly Specification Guidelines, which were established
by NAHAD member volunteers. The guidelines provide performance
recommendations for the specification, design and fabrication of hose
assemblies and sets a benchmark in our industry for quality, reliability
and safety.

Parker Industrial Hose Customer Service

. . 1
866 810 HOSE (4673) 800 242 HOSE (4673) m
Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Tradition and Growth

Parker industrial hose products are the preferred
choice for transferring abrasive materials, acid and
chemicals, air, compressed gases, food, fuel, oil,
sanitary materials, steam, welding gases, water and
many other materials. We manufacture a variety of
hoses with covers that are resistant to abrasion,
chemicals, flame, heat, oil, ozone, ultraviolet light
and weathering.

Parker also penetrates new markets with new
capabilities, products and services, leveraging our
corporate economic power to pursue a program
of aggressive, synergistic growth. During the past
several years, Parker has acquired companies that
complement the legacy product line, bridging gaps
in the product offering and strengthening our overall
market position.

Recent activities include:

* Acquisition of Titan Industries, a leading
manufacturer of large bore industrial, custom
made, food and composite hose.

* Acquisition of Nexgen®, a leading manufacturer
of PVC/thermoplastic hose and tubing.

e |Institution of Certified Hose Assembly Fabricator
programs for aircraft fueling hose and composite
hose.

* Development of breakthrough technology,
such as extremely abrasion-resistant Cergom
material handling hose.

e Introduction of innovative products, such as
ultra-flexible E-Z Form™ hose. E-Z Form
hose handles extreme bends while allowing
full-flow, kink-free performance, replacing
formed hoses in many applications—eliminating
special tooling costs and orders for minimum
production quantities. E-Z Form is available with
an oil resistant multipurpose construction and
a general service construction for coolant and
water applications. Both versions incorporate a
helical wire for full suction/vacuum service.

These initiatives enable Parker to participate more
fully in existing markets and establish a commanding
position in emerging markets.

Series 7395 E-Z Form™
General Service Hose

Parker now has strategically placed manufacturing
capabilities and distribution centers throughout the
USA and in Canada:

Site
Strongsville, OH

Primary Products
Division Headquarters

Air & Multipurpose, Composite,
Garden, LPG, Welding Hose

Custom Made Hose

McCook, NE

Salisbury, NC

Chemical, Food, Material Handling,

R Pciroloum Hose

Aircraft Fueling, Chemical, Marine,

vero Beach, FL o Fielq, Petroleum Hose

Fergus, ON PVC/Thermoplastic Hose and Tubing
Houston, TX Distribution Center
Louisville, KY Distribution Center

Parker facilities are certified to 1ISO 9001-2008.

The program of strategic, synergistic growth
provides opportunities for end customers to single-
source highly engineered industrial hose systems
from well-positioned Parker distributor partners.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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McCook,
NE

South Gate, CA

Industrial Hose Markets/
New Products

Through internal growth and acquisitions we have
expanded and strengthened our market position.

Here are a few examples:

Markets New Products

Agriculture PVC High Pressure Spray Hose,
Irrigation Tubing

Aviation Gold Label® Aircraft Fueling Hose

Construction  Large Bore Welding Hose

Food & FDA Titanflex® Food Hose,
Beverage NSF PVC Hose and Tubing
General E-Z Form™ GS and MP Hose,
Industrial Super-Lok™ GS Push-On Hose
Marine Armada® Multipurpose Hose,
Wavemaster™ Fuel Line Hose
Material Cergom Hose, Dredge Hose
Handling
Mobile DEF Hose, Super-Flex® CARB
Equipment Fuel Line Hose, SAE Heater Hose
Oil and Gas X-TREME™ Low Temperature

LPG Hose, Dock Hose*

Petrochemical Composite Hose, Barber Pole
Steam Hose

Transportation Arctic Translite®, Light-N-Bright™
Transport Hose

* Includes new Custom Made Hose products and Dock Hose
Inspection Program

Fergus, Ontario
Canada (Nexgen)

Strongsville, OH

Louisville, KY

Salisbury,
NC

Vero Beach, FL

Houston, TX

Capabilities

Parker has installed additional manufacturing
capabilities and capacities—providing expanded
access to diverse marketplaces. While Parker was
already regarded as a world-class supplier of hose
products for transferring acid and chemicals, air
and water, compressed gas, fuel, oil and steam, the
addition of Titan and Nexgen products and markets
makes Parker even more formidable.

Composite Hose

Custom Made Hose
Fluoropolymer Hose
Food/Sanitary Hose and Tubing
PVC Hose and Tubing

PVC Tubing

PVC Continuous Lengths (Hose)
PVC Continuous Lengths (Tubing)
Silicone Hose

Flex- and Non-Mandrel Hose

Rigid Mandrel Hose

1"to 10" ID

2"t0 60" ID

1/2" to 6" ID

1/2"t0 8" ID

1/16" to 2" ID

Up to 1,500 ft.

Up to 10,000 ft.

1/4" to 4" ID; shapes
3/16" to 1-1/2" ID
1/2" to 60" ID

= Standard and insulated bundles, communication/
control wires, formed hose, bonded/welded multi-line

ribbons

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Composite Hose

Composite petrochemical hose construction—
featuring inner and outer helical wires, with layers of
fabrics, films and tubes sandwiched in-between—is
durable, economical, flexible, lightweight and
resistant to abrasion, kinking and vibration. Parker
composite hose assembly systems—using a new
generation of hose constructions, innovative dry
seal coupling technology and Parker crimping
equipment—save time and cost due to quick
fabrication, easy installation and superior long-
lasting performance.

Parker composite hose—manufactured in a state-
of-the-art production environment—is a unique
alternative to traditional rubber and metal hose,
making it suitable for a wide array of petrochemical
fluids in loading/unloading, processing, transfer and
transport applications.

We have also introduced an innovative dry seal
coupling technology, a transformational process that
reduces composite hose assembly fabrication time,
minimizes downtime and enhances the appearance
of finished assemblies. Parker composite hose dry
seal assemblies can be supplied to the application
in a fraction of the time.

In the composite hose market, outdated designs,
outmoded materials, hand-built manufacturing
technology and labor-intensive hose assembly
fabrication processes are prevalent. The old way of
doing things produces the same old results: high

costs, delayed deliveries and inconsistent quality.
The modern Parker composite hose assembly
system provides sharp contrast with a performance-
engineered, computer-controlled, high quality,
quickly delivered product. Refer to the Composite
Hose section of this catalog or Composite Hose
Catalog 4805 for specific product information.

Custom Made Hose (CMH)

Custom Made Hose applications are found in almost
every industry, usually requiring special tube and
cover compounds or thicknesses, large inside
diameters (up to 60" ID), and built-in nipples and
flanges or soft cuff ends. Parker is the largest full-
service Custom Made Hose supplier in the United
States, with our master manufacturing location in
Salisbury, North Carolina. We specialize in designing
and fabricating application-engineered hoses and
assemblies, relying on our extensive experience in
the art and science of hose design, engineering,
materials and production.

Our experienced hose designers determine the
unique requirements of the application and design a
hose solution suited for the specific circumstances.
Utilizing computer-controlled lathes that ensure
consistent wrap pressure and material overlap,
our master hose builders complete the project by
integrating traditional hand-built hose craftsmanship
with modern technology to fabricate an assembly
capable of performing in even the most demanding
applications.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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CMH Design Capabilities

Virtually any feature of a Custom Made Hose can
be modified to meet your specific requirements,
such as:

¢ Bend radius

* Cover color and finish (corrugated, gimbel,
smooth)

e End fittings

* Inside and outside diameters (see the
following “Size Capabilities” chart)

* Length (see chart below)

e Materials (tube and cover)

e Tube thickness

* Weight

* Working pressure

Size Capabilities

Hose ID Manufactured Length

2"to 16" Any length to 100 ft. maximum
17" to 48"  Any length to 60 ft. maximum
60" Any length to 50 ft. maximum

Industries/Applications

Applications requiring Custom Made Hose can be
found in nearly every industry, such as:

* Bulk hauling

e Chemical plants

e Concrete plants

* Construction sites

* Dock facilities

* Dredge operations

e Foundries

* Manufacturing plants

* Mining and mineral processing
e Paper mills

* Power plants

* Refineries

e Sand and gravel plants
* Sewage treatment plants
e Steel mills

Cergom Hose

Cergom hose is a special category of Custom Made
Hose, featuring a tube comprised of highly abrasion-
resistant hexagonal ceramic plates for extreme
applications. The hose is suitable for compressed air
and vacuum conveying systems for highly abrasive
materials, such as ceramic powders, coal powders,
dry cement, glass fibers and minerals in applications
such as ceramic/glass works, insulating material
manufacturing, mining and steel mills. The unique
construction provides service life many times longer
than traditional rubber material handling hose.

CMH Packaging and Shipping

Drop-shipping bulky, cumbersome and heavy
Custom Made Hose is not a problem with special
protective bales, crates and slat packaging available
to ensure undamaged delivery.

Custom Made Hose / Cergom Hose
Engineering and Quotation Hotlines

Critical inquiries require immediate responses for
technical service and pricing. Parker has established
two toll-free Custom Made Hose hotlines with
nationwide service twelve hours every working
day. Our experienced and savvy product designers
will assist you with application recommendations,
designs and quotations.

Salisbury, NC

1-800-438-2004

7:00 am—4:30 pm
Eastern Time

Arvada, CO

1-800-783-3922

10:00 am—7:00 pm
Eastern Time

Popular Custom Made Hose products are located
in the Dock Hose and Material Handling/Dredge
sections of this catalog. Refer to those sections for
specific product information, or contact Parker for
other inquiries.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Parker Nexgen® PVC/
Thermoplastic Hose and Tubing

Parker Nexgen offers a broad line of standard and
custom thermoplastic hose and tubing to meet
the constantly changing requirements of diverse
marketplaces. From design, development and
production to inventory and shipment, we apply
our experience and modern processes to deliver
hose and tubing solutions. Most low pressure
thermoplastic hose and tubing (primarily PVC,
but also EVA, PU and TPR) is designed to handle
air, mild chemicals and water to take advantage
of abrasion and ultraviolet light resistance, and
coloration and lightweight characteristics of
thermoplastic materials.

We offer traditional hose and tubing and a wide
variety of custom made products, many of which
meet industry standards such as FDA, NSF and
USP, IAPMO and UL. Refer to the PVC section of
this catalog for specific product information.

c\RCLE o,

SAFETY

Circle of Safety
Philosophy

The Parker Circle of Safety program was the first
to recognize and address the exorbitant costs of
industrial hose litigation. Although organizations
such as NAHAD, in cooperation with Parker and
other industry leaders, have established basic
hose assembly design and fabrication training
programs, there are few comprehensive industrial
hose assembly safety standards similar to those
established for high-pressure hydraulic hose
applications. Since many suppliers in this industry
manufacture only one hose assembly component—
hose, couplings, or attachment devices—there
is great risk for a hose assembly failure due to
mismatched or unqualified components. The
innovative Parker Circle of Safety program was the
first to build a tested and validated link between
the component supplier (Parker), the distributor/
fabricator and the end-user of the industrial
hose assembly. No more mixing and matching of
components means no more worries. Parker is the
preferred single-source for safe and reliable hose
assembly solutions in a wide range of applications
and markets.

Qualified and Validated Hose
Assemblies

When hose assemblies must operate under high
pressures or in critical applications, crimping is
recommended over bands or clamps to attach
couplings. The Circle of Safety program enables
selection of the most appropriate hose, crimp
couplings and fabrication methods to ensure that a
hose assembly meets the maximum rated working

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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pressure and design factor of the hose. After
testing, qualified crimp specifications are entered
onto CrimpSource™, a real-time online database
accessible through www.safehose.com. As new
hoses are added to the product offering and tested
and qualified, CrimpSource is updated with the
appropriate hose assembly specifications. Additional
crimp specifications are established based upon an
easy distributor-request procedure, also accessible
through CrimpSource.

Parker Certified Hose Assembly
Fabricators

Some industrial hoses, due to the inherently
dangerous nature of the media—or the distributor
experience and expertise required—are available
in bulk only to select distributors. As part of our
commitment to safety, Parker has established
Certified Hose Assembly Fabricator (CHAF)
programs for these products. Parker CHAFs
must undergo rigorous training, maintain detailed
documentation, submit to regular audits by Parker
and invest in appropriate assembly equipment
and inventories. Parker CHAF classifications are
currently established for Aircraft Fueling Hose,
Anhydrous Ammonia Hose and Composite Hose.
Distributors interested in participation are requested
to contact Parker.

NOTE: Factory assemblies are available from Parker
for aircraft fueling and composite hose, but not
anhydrous ammonia hose.

Customer Service, Sales and
Online Support

Parker provides significant customer support
through live, toll-free nationwide Customer Service
availability twelve hours per workday, as well as
through local Fluid Connectors sales representatives,
regional Industrial Hose Sales specialists, Product
Sales Managers and Engineers.

Toll-Free Customer Service
8AM - 8PM Eastern Time

866-810-HOSE (4673)
800-242-HOSE (4673)

Website

www.safehose.com

The safehose website is an easy-to-use location for
online product support. It contains:

e Product information

e Product selector

* Product cross-reference

e (Circle of Safety distributor locator

* CrimpSource crimp specifications

* Technical resources

 Literature downloads and ordering

» Divisional news and event calendar

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Hose Selection

This catalog provides guidance for selecting the proper hose for the applications listed herein. It contains
many cautions, descriptions, directions and warnings for the safe and proper use of Parker industrial hose.
All aspects of hose selection criteria should be clearly understood before recommending, suggesting,
specifying or using any hoses.

/A\WARNING! Failure to follow recommended application information and recommended procedures for selection,
installation, care, maintenance and storage of hose, couplings or hose assemblies may result in failure of the product to
perform properly and may result in damage to property, serious bodily injury or death. Make sure that hose selected for any
application is appropriate and suitable for that service. Application information is given with each hose listed in the Parker
catalog. Refer to the Safety and Technical Data section of this catalog for information regarding safety, care, maintenance
and storage. Contact Parker or your local Parker distributor for assistance.

Hose Selection Procedure

A. If you know the Parker series number, find the page number in the “Index by Series” on pages ii through
iv.

B. If you don’t know the Parker series number, see the “Index by Application and Name” on pages v
through xv, which is divided into various application categories.

C. If you don’t know the Parker series number or name:

Use the “STAMPED” guide to assist in determining the correct hose, coupling, and attachment
method when selecting a hose.

SIZE: Hose inside diameter, outside diameter and overall length

T EMPERATURE: Maximum temperature of the material being conveyed and of the application
environment

A PPLICATION: External conditions/environment such as abrasion, bend radius, climate/
temperature, crushing, flexing, kinking and exposure to chemicals, oil, ozone and ultraviolet light

MEebDIA: Type and concentration of material being conveyed and compatibility with the hose
P RESSURE: Maximum system pressure, including pressure spikes

ENDs: Style, type, attachment method, pressure rating and material compatibility of end
couplings and connections

DELIVERY: Testing, packaging and delivery requirements

Other considerations: Abrasion, color, conductivity/nonconductivity, suction/vacuum; industry or
regulatory specifications or standards

D. If you can’t determine the appropriate or suitable hose or have special requirements, call Parker
Customer Service at 866-810-HOSE (4673) or 800-242-HOSE (4673).

The hose listings in this catalog provide detailed information to help select the correct hose for
most applications. Also refer to the Safety and Technical section of this catalog for general product
information. The hose listings include recommended coupling styles. Refer to the Couplings and
Equipment section of this catalog for specific product information.

/A WARNING! Many product pages contain comparisons to competitor products. These are provided as a tool to identify
parts similar in form, fit, or function and are not intended as direct cross-references or direct interchanges to Parker
products. The user must take care to compare any variances in materials and constructions between manufacturers, and to
ensure the selected hose does not constitute a safety risk or change in required performance. For a more complete guide,
refer to www.safehose.com.

8 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Industry and/or Governmental Standards

Parker industrial hose meets a variety of industry and/or governmental specifications and standards. Data
in the following table is incorporated in the Hose Selector Guides at the beginning of product sections of
this catalog.

Series by Industry and/or Governmental Standard

Industry| ABYC | ANSI/ ARPM API/IP |BS/EN|CARB| CE | CGA CGA | EPA | EU FDA
Stds* NSF** (CAN)
51 |61 | IP-7 |IP-14| 1529 | 1361 E-1 |8.1-M86
Hos_e 7165 100 |{128|7031R |7261 |7775 7776 |389 |7165|7109 |7132 389 (100 (100 |7570 SW383
Series |bspgo |125 7147100 (7262 7776 7777|397 7141 |7132XTC|397 |125 [125 |7581  |SW430
SS269 (126 |715|7110 7776CT 7165 7142 7170 7165 |126 (126 |SM382 |SW431
SW569 (162 7120 7777 7231 162 (128 |SP330 |SW574
715 7121 7232 714 |162 |SS200 |SW630
7126 715 {164 |SS231 |SW640
ABS 7141 CSA 714 |SS290 |SWC430
2100 7142 7170 715 |SW319 |SWC432
7563 |SW330 |SWC693
7564 |SW373
** See product pages for details.
Series by Industry and/or Governmental Standard (Continued)
Industry ISO MSHA NMMA NFPA PMO RoHS
qEF 2928- | 7840 | 8469 30A | 407 | 1901,
1986 (E) 1962
Hos_e SS106 7165 SW569 (7107 |7337M |7165 |7114 7775 |LW701 |SM382 |SW431 100 |440
Series SW569 7161 7338 |SW569 7124  |7776 |LW720 |SP330 |SW574 |125 (450
7212|7393 7280 7776CT SS200 |SW630 126|714
7251 |7542 7777 SS290 |SW640 162 |715
7268E |7545 SW319 |[SWC430 |164
7284 |7575 SW330 |[SWC432
7337 SW430
*Industry and/or Governmental Organizations
ABS American Bureau of Shipping EU European Union
ABYC American Boat and Yacht Council FDA Food and Drug Administration
ANSI/NSF  American National Standards Institute/ ISO International Standards Organization
National Sanitation Foundation MSHA Mining Safety and Health Administration
ARPM Association for Rubber Products Manufacturers NMMA National Marine Manufacturers Association
API/IP American Petroleum Institute/ NFPA National Fire Protection Association
Institute of Petroleum PMO Pasteurized Milk Ordinance
BS/EN British Standard/Européene de Normalisation RoHS Restriction of Hazardous Substances (Directive)
CARB Caiifornia Air Resource Board SAE Society of Automotive Engineers
CE Conformité Européene USDA United States Department of Agriculture
CGA Compressed Gas Association 3-A (Sanitary Standards)
CGA (CAN) Canadian Gas Association UL Underwriters Laboratories
CSA Canadian Standards Association UuLC Underwriters Laboratories Canada
EPA Environmental Protection Agency USP United States Pharmacoepia (Convention)

(Continued on the following page)

Parker Industrial Hose Customer Service

866 810 HOSE (4673)
Strongsville, OH

Eastern USA

800 242 HOSE (4673)
South Gate, CA
Western USA

www.safehose.com
e-mail: indhose @parker.com
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Series by Industry and/or Governmental Standard (Continued)

Industry SAE USDA
Stds* J20R2 | J20R3EC | J20R4 | J20R5 | J30R5 | J30R7 | J1527 | J1527 |J1527 | J1942 | J2006
D2 Al A2 |A1-15
HOS_e SW569 (7181 SW569 [SW569 |[SW569 |389 SW569 |SW569 7165 |SW569 |ES269 [SM382 |[SW330 |SW630
Series 395 S$S269 |SP330 |SW373 |SW640
SW569 [SS200 [SW383 |SWC430
J30R14T2 SS231 |SW430|SWC432
389 SS290 |SW431|SWC693
SW319 |SW574
Series by Industry and/or Governmental Standard (Continued)
Industry 3-A UL ULC USCG US Govt | USP Non-
s 21 | 92| 569 | 330/ | 330 A-A-52047 | Class | conductive
30N4 Type VI Vi
HOS_e SM382 |SW330 |SW630 (7132 167 7170 |7114 |7114 |1000 |EW460 100 100 |7094 (7201
Series  Spasp |swara  |SWE40  |7132XTC 7124 7124 |7165 |EW499 125 |7095 7385
SS200 |SW383 |SWC430 (7231 7280 |7280 |[EW339 |[EWC439 126 (7107 |7396
SS231 |SW430 |SWC432 (7232 EW355 |SW339 162 |7161 |GPH
SS290 |SW431 SWC693 |7233 EW399 |SW569 7172
SW319 |SW574 7243
*Industry and/or Governmental Organizations
ABS American Bureau of Shipping EU European Union
ABYC American Boat and Yacht Council FDA Food and Drug Administration
ANSI/NSF  American National Standards Institute/ ISO International Standards Organization
National Sanitation Foundation MSHA Mining Safety and Health Administration
ARPM Association for Rubber Products Manufacturers NMMA National Marine Manufacturers Association
API/IP American Petroleum Institute/ NFPA National Fire Protection Association
Institute of Petroleum PMO Pasteurized Milk Ordinance
BS/EN British Standard/Européene de Normalisation RoHS Restriction of Hazardous Substances (Directive)
CARB Caiifornia Air Resource Board SAE Society of Automotive Engineers
CE Conformité Européene USDA United States Department of Agriculture
CGA Compressed Gas Association 3-A (Sanitary Standards)
CGA (CAN) Canadian Gas Association UL Underwriters Laboratories
CSA Canadian Standards Association ULC Underwriters Laboratories Canada
EPA Environmental Protection Agency USP United States Pharmacoepia (Convention)
10 Parker Industrial Hose Customer Service
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Parker Industrial Hose Cross-Reference

The following table identifies the products that have been discontinued since the last printing of this catalog
and the product cross-reference, if applicable.

Discontinued Refer to Discontinued Refer to Discontinued Refer to
Series Series Series Series Series Series

339XX - 7289 7288 SS104 7306H
3936X = 7290 SW387 SS115 7306E
3937X 7523 7306M 7306E SS120 SS123
3938X = 7351 SS107 SS124 7705
3939X 7522 7397 7396 SS141 7293
7101 7134 7518 = SS145 ES145
7114GRM - 7519 - SS160 7309
7119 7187 7520 162 SS242 SS107
7132XT 7132XTC 7527 - SS244 7776
7173 7174 7534 = SS244CT 7776CT
7208 7208E 7558 100 SS715 7306E
7209 LW720 7580 268 SW303 7216
7210 LW701 7582 7564 SW308 7216E
7213 7213E 7585 = SW309 7216
7218 SS135, SS147, SS247 7586 - SwW327 SwW387
7220 SWC609R 7587 202 SW344 7777
7222 SWC609 7588 203 SW353 7330
7223 SWC609R 7589 450 SW355 7330
7224 SS107R 7611 - SW369 SW569
7225 SS107 7615 = SW393 7373T
7244E 7244 7628 - SW469 SW569
7250 7204 7670 = SW501 7392E
7268 7268E 7692 - SW508 7208E
7270 = BW WC SW549 7705
7281 SW360 EW339RB EW339 SWC393 7373T
7286 7286C EW460RB EW460
Parker Industrial Hose Customer Service 11 m
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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[} . . .
@ Hose Selector Guide - by application
Q Series Trademark Hose Application/Construction / Tube Cover Size Pressure Temp Page
™ Selector Guide Range Range Range No.
= i | es) | R
ir, water piral, green/blue - - -40/ +
.g 7031(R)/ GSTeIl Ai Spiral /blue/ | EPDM EPDM 3/16 - 2 200-300 40/+212 16
wud 7057/7092/ red/black/yellow
E 7093 /7096
E 7094/7095 | MPT® Il Air, oil, water | Spiral, red/black | Nitrile Chloroprene | 1/4 - 1-1/2 | 200-300 | -20/+212 20
7102 ARCTIC Air, oil, water, | Spiral, low temp | Nitrile Chloroprene | 3/8 - 1-1/2 | 300 -70/+212 32
o EDGE™ fuel (-70°F)
- 7107 GRIZZLY™ Air, oil, water | Spiral, aramid, Nitrile Nitrile/PVC | 1/4 -2 500 -40/+212 24
- yellow
< 7134/7187 | DAY-FLO® Air, oil, water | Braided, Nitrile Chloroprene | 3/16 - 1/2 | 250-300 |-20/+212 31
red/black
7137 WHIPPET® Air, oil, water | Braided, black Nitrile Chloroprene | 3/16 - 3/8 | 200 -40/+180 839
7161 JIFFY™ FLEX Air, oil, water | Push-on, spiral Nitrile Chloroprene | 1/4 - 1/2 | 250 -20/+180 29
7201 MAXIMAIRE™ | Air, oil, water, | Textile ply, green | Chloroprene | Nitrile/PVC | 1/2 - 2 350-500 |-20/+180 38
large bore
7204 MPW-1000® Air, oil (hot), | Wire braid, black | Nitrile Chloroprene | 1/2 - 1 1000 -20/ 40
water, steam +300/+350
7211 SUPER-LOK™ | Air, water Push-on, braided | EPDM EPDM 1/4 -1/2 300 -40/+212 27
7212 JIFFY™ Air, oil, water | Push-on, braided | Nitrile Chloroprene | 1/4 - 3/4 | 300 -40/+212 25
7219 E-Z Form™ MP | Air, oil, water | Wire helix, flexible | Nitrile Chloroprene | 1/2 - 4 75 -20/+200 47
7251 THORO-BRAID® | Air, oil, water | Wire braid, yellow | Chloroprene | Nitrile/PVC | 1-1/2 -4 | 400-600 -20/+212 42
7268E STINGER™ I Air, oil, water | Wire braid, yellow | Nitrile Nitrile/PVC | 3/4 - 2 1000 -20/+212 43
7284 YELLOW BIRD® | Air, water Wire braid, yellow | SBR Nitrile/PVC | 3/8 - 1 1000-1500(-20/+212 44
7308/7308E | MAXIFLEX® Air, water, Textile ply, yellow |SBR SBR 1-3 250 -20/+212 39
large bore
7322/7323 | SUPER-FLEX® | Air, water, Textile ply, red/ EPDM EPDM 1-1/4-2 | 200 -40/+212 19
GS large bore black
7395 E-Z FORM™ GS | Air, coolant, | Wire helix, flexible | EPDM EPDM 1/2 -4 75 -40/ +257 | 45
water
7396 SUPER MPT® Air, oil, water, | Textile ply, red Nitrile Chloroprene | 1-1/4 - 2 200-300 -20/+212 22
large bore
SS110 Air, oil, water, | Textile ply, black | Nitrile SBR 1-1/4 -6 | 400-500 -40/+180 34
large bore
SS131 Air, oil, water, | Textile ply, blue Nitrile Synthetic 1-1/2-4 | 800-1000 |-40/+180 35
large bore
SW360 Air, water, Wire helix, high EPDM EPDM 2-6 100-200 |-40/+350 36
large bore temp
SW560 SPARTAN™ Air, water, Wire helix, high EPDM EPDM 2-4 100-125 |-40/+350 37
large bore temp
Assemblies Air — — - — - 50

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application.
Refer to product pages for specific data. Contact Parker for additional information.

See the following page for the Hose Selector Guide by industry standard. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through ivfor an index of all product series by series number and pages v through xv for an index by application
and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Hose Selector Guide - by industry standard @
Industry ARPM IP-7 ARPM Oil MSHA Nonconductive 8.
Standards Resistance -
Class A Tube = 1

Hose Series 7031R 7094 7107 7094 .g'
7095 7161 7095 -

7107 7212 7107 =

7134 7251 7161 =

7187 7268E 7201 o

7161 7284 7396 .

7396 i

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most
appropriate product for the application. Refer to product pages for specific data. Contact Parker for
additional information.

See the previous page for the Hose Selector Guide by application. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages
v through xv for an index by application and by series name.

Parker Industrial Hose Customer Service 15
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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GST® I

General Service Hose

Series 7031(R) (Green), Series 7057 (Blue),
Series 7092 (Red), Series 7093 (Black), and
Series 7096 (Yellow)

GST®1I hose is a versatile general purpose hose designed to handle air,
mild chemicals and water. The hose construction incorporates a tube that
is compatible with light oil mists found in air tool lubricating systems, and
the multiple plies of textile reinforcement provide flexibility. The cover is
resistant to abrasion, heat and ozone, and is available in multiple standard
colors for color-coded identification.

NOTE: Do notwith use with oil or refined fuel.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:

Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:

Packaging:

Black EPDM; ARPM Class C oil resistance

Multiple textile plies

Black, blue, green, red, yellow EPDM; smooth finish
-40°F to +212°F (-40°C to +100°C)

White ink on black, blue, green, red hose;

black ink on yellow hose

PARKER (SERIES) GST® Il (ID) XXX PSI MAX WP
MADE IN USA (DATE CODE)

4:1

ARPM Class C oil resistant tube; ARPM IP-7 (7031R only)
e Air (including oil mist), mild chemicals, water

e Agriculture, construction, general industrial

Not recommended

Boston Bosflex A/W; Gates Adapta Flex; Thermoid
Valuflex GS; Veyance Horizon General Purpose
Reels; cartons

(Continued on the following page)

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

16
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Series 7031(R), Series 7057, Series 7092, Series 7093, and Series 7096 —
GST® Il General Service Air & Water Hose (Continued)

Series 7092 (Red) and Series 7093 (Black)

Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std 7092 7093
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Stock Stock
7092 or 7093 (lbs/ft) (kg/ft) Rad Rad WP WP Rec Qty Status Status

(in)  (mm) (psi) (bar) (ft)

-19200 3/16 4.8 2 0437 111 007 0.03 2.0 50.8 200 13.8 * 800 N Y
-19300 3/16 4.8 2 0437 111 007 0.03 2.0 50.8 300 20.7 * 800 N N
-25200 1/4 6.4 2 0500 12.7 0.09 0.04 2.5 63.5 200 13.8 HY 800 Y Y
-2520050 1/4 6.4 2 0500 12.7 0.09 0.04 2.5 63.5 200 13.8 HY 50 Y N
-25250 1/4 6.4 2 0508 129 0.10 0.05 3.0 76.2 250 17.2 HY 800 N N
-25300 1/4 6.4 2 0550 14.0 0.12 0.05 3.3 83.8 300 20.7 HY 800 Y Y
-2530050 1/4 6.4 2 0550 14.0 0.12 0.05 3.3 83.8 300 20.7 HY 50 Y N
-31200 516 7.9 2 0594 151 012 0.05 3.3 83.8 200 13.8 HY 750 Y Y
-31300 5/16 7.9 2 0625 159 0.14 0.06 3.5 88.9 300 20.7 HY 750 Y Y
-3130050 5/16 7.9 2 0625 159 0.14 0.06 3.5 88.9 300 20.7 HY 50 N N
-38200 3/8 9.5 2 0656 16.7 0.14 0.06 3.5 88.9 200 13.8 HY 700 Y Y
-3820050 3/8 9.5 2 0656 16.7 0.14 0.06 3.5 889 200 13.8 HY 50 Y N
-38250 3/8 915 2 0656 16.7 0.14 0.06 4.0 101.6 250 17.2 HY 700 N N
-38300 3/8 9.5 2 0688 175 0.16 0.07 4.0 101.6 300 20.7 HY 700 Y Y
-3830050 3/8 9.5 2 0688 175 0.16 0.07 4.0 101.6 300 20.7 HY 50 Y N
-50200 1/2 127 2 0813 20.7 020 0.09 45 1143 200 13.8 HY 550 Y Y
-5020050 1/2 127 2 0813 20.7 021 0.10 45 1143 200 13.8 HY 50 Y N
-50250 1/2 127 2 0844 214 022 0.10 45 1143 250 17.2 HY 550 Y Y
-50254 1/2 127 4 0860 21.8 023 0.10 50 127.0 250 17.2 HY 500 N N
-50304 172 127 4 0875 222 024 0.1 5.0 127.0 300 20.7 HY 500 Y Y
-5030450 172 127 4 0875 222 024 0.1 50 127.0 300 20.7 HY 50 Y N
-63200 5/8 159 2 0969 246 024 0.1 55 139.7 200 13.8 HY 450 Y Y
-6320050 5/8 159 2 0969 246 024 0.1 55 139.7 200 13.8 HY 50 Y Y
-63254 5/8 159 4 1.030 262 032 0.15 6.0 1524 250 17.2 HY 450 N N
-63304 5/8 159 4 1.062 27.0 035 0.16 55 1397 300 20.7 HY 450 Y Y
-75200 3/4 19.1 2 1109 282 032 0.15 6.0 1524 200 13.8 HY 400 Y Y
-7520050 3/4 19.1 2 1109 282 032 0.15 6.0 1524 200 13.8 HY 50 Y Y
-75254 3/4 19.1 4 1156 294 037 0.17 6.0 1524 250 17.2 HY 400 N N
-7525450 3/4 19.1 4 1156 294 037 0.17 6.0 1524 250 17.2 HY 50 N N
-75304 3/4 19.1 4 1156 294 037 0.17 6.0 152.4 300 20.7 HY 400 Y Y
-7530450 3/4 19.1 4 1156 294 037 0.17 6.0 152.4 300 20.7 HY 50 Y N
-100200 1 254 2 1406 357 0.47 0.21 70 177.8 200 13.8 HY 300 Y Y
-10020050 1 254 2 1406 357 047 0.21 70 177.8 200 13.8 HY 50 Y Y
-100254 1 254 4 1.408 358 047 0.21 8.0 2032 250 17.2 HY 300 N N
-100304 1 254 4 1438 365 051 023 8.0 2032 300 20.7 HY 300 Y Y
-10030450 1 2564 4 1438 36.5 053 024 8.0 2032 300 20.7 HY 50 Y N

Factory Assemblies: Air, Service Station Air, Jackhammer and Sledgehammer hose assemblies available from stock in popular configura-
tions. Refer to pages 50-52.

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

(Continued on the following page)
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Series 7031(R), Series 7057, Series 7092, Series 7093, and Series 7096 —
GST® Il General Service Air & Water Hose (Continued)

Series 7092 (Red) and Series 7093 (Black) (Continued)

Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std 7092 7093

Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Stock Stock

7092 or 7093 (Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty Status Status
(in)  (mm) (psi) (bar) * (ft) * >
-125204 1-1/4 31.8 4 1781 452 0.77 0.35 9.0 228.6 200 13.8 HY 250 Y Y
-150204 1-1/2 38.1 4 2031 516 084 038 10.0 254.0 200 13.8 43 200 Y Y
-15020450 1-1/2  38.1 4 2031 516 084 038 10.0 254.0 200 13.8 43 50 Y N
-150204100 1-1/2 38.1 4 2031 516 084 038 10.0 254.0 200 13.8 43 100 Y N
-200154 2 50.8 4 2550 648 1.13 0.51 14.0 355.6 200 13.8 43 250 Y Y

Factory Assemblies: Air, Service Station Air, Jackhammer and Sledgehammer hose assemblies available from stock in popular configura-
tions. Refer to pages 50-52.

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series 7031/7031(R) (Green)

7031R meets ARPM IP-7 requirements for Grade R oxygen service in welding applications.

Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec WP Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) WP Rec Qty **
(in) (mm) (bar) * (ft)
7031-50250 12 12.7 2 0.844 214 0.23 0.10 4.5 114.3 250 17.2 HY 500 Y
7031-75304R 3/4 1941 4 1.156 294 0.37 0.17 6.0 152.4 300 20.7 HY 350 Y
7031-7530450R 3/4 19.1 4 1.156 294 0.37 0.17 6.0 152.4 300 20.7 HY 50 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series 7057 (Blue)

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty *
(in)  (mm) (psi) (bar) * (ft)
7057-50250 1/2 12.7 2 0.844 214 023 0.10 4.5 114.3 250 17.2 HY 500 Y
7057-75304 3/4 19.1 4 1156 294 037 0.17 6.0 152.4 300 20.7 HY 350 Y
7057-7530450 3/4 19.1 4 1156 294 037 0.17 6.0 152.4 300 20.7 HY 50 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series 7096 (Yellow)

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty **
(in)  (mm)  (psi) (bar) * (ft)
7096-75304 3/4 19.1 4 1.156 294 037 0.17 6.0 152.4 300 20.7 HY 400 Y
7096-7530450 3/4 19.1 4 1156 294 037 0.17 6.0 152.4 300 20.7 HY 50 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com



SUPER-FLEX® GS

General Service Air & Water Hose
Series 7322 (Red) and Series 7323 (Black)

Series 7322/7323 is a versatile general purpose hose designed to handle air,
mild chemicals and water. The hose incorporates a tube that is compatible
with light oil mists, and features a rigid mandrel construction that produces
a true round, concentric profile for superior coupling fit and retention. The
cover is resistant to abrasion, heat and ozone.

NOTE: Do not with use with oil or refined fuel.
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g % Tube: Black EPDM; ARPM Class C oil resistance
—— — Reinforcement: Multiple textile plies
m m Cover: 7322: Red EPDM, wrapped finish
w 72 7323: Black EPDM, wrapped finish
~ ~ Temp. Range: -40°F to +212°F (-40°C to +100°C)
% % Brand Method: 7322: White text on red stripe
N W 7323: White text on black stripe
W wn Brand Example: PARKER SERIES (7322) (7323) SUPER-FLEX® GS
== (- 200 PSI MAX WP GENERAL SERVICE MADE IN USA
v a Design Factor: 4:1
Vacuum: Not recommended
Industry Standards: ARPM Class C oil resistant tube
Applications: e Air (including oil mist), mild chemicals, water
e Agriculture, construction, general industrial
Compare to: Gates AdaptaFlex; Veyance Horizon
Packaging: Coils, reels (“A” part numbers)

Series 7322 (Red) and Series 7323 (Black)

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std 7322 7323

Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Stock Stock

7322 or 7323 (Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty Status Status
(in)  (mm) (ps) (bar) * (ft) * *
-125200 1-1/4 318 2 1.741 442 0.71 0.32 75 1905 200 13.8 43 200 Y Y
-12520050 1-1/4 31.8 2 1.741 442 0.71 0.32 75 190.5 200 13.8 43 50 Y N
-125200100 1-1/4 31.8 2 1.741 442 0.71 0.32 75 190.5 200 13.8 43 100 Y Y
-125200A 1-1/4  31.8 2 1.741 442 0.71 0.32 7.5 190.5 200 13.8 43 400 Y N
-150200 1-1/2  38.1 2 1.985 504 0.82 0.37 85 2159 200 13.8 43 200 Y Y
-15020050 1-1/2  38.1 2 1.985 504 0.82 0.37 85 2159 200 13.8 43 50 Y N
-150200100 1-1/2  38.1 2 1.985 504 0.82 0.37 85 2159 200 13.8 43 100 Y Y
-150200A 1-1/2  38.1 2 1.985 504 0.82 0.37 85 2159 200 13.8 43 400 Y Y
-200200 2 50.8 4 2568 652 123 056 12.0 304.8 200 13.8 43 200 Y Y
-20020050 2 50.8 4 2568 652 123 056 12.0 304.8 200 13.8 43 50 Y N
-200200100 2 50.8 4 2568 652 123 056 12.0 304.8 200 13.8 43 100 Y Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 19
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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MPT® Il

s Multipurpos_e Oil Resistant Hose -
’;:::::::::::.: Wit Nonconductive

Series 7094 (Red) and Series 7095 (Black)

Series 7094/7095 is a versatile, nonconductive multipurpose hose designed
to handle air, mild chemicals, oil and water. The hose construction is
electrically nonconductive with a minimum resistance of one megaohm per
inch at 1000 volts DC. The multiple plies of textile reinforcement provide
flexibility and the cover is resistant to oil and weathering.
NOTES: « Do not use in hot, dry air applications or with refined fuel.

« The user must determine if the hose is suitable for applications

subject to electrical hazard. Contact Parker for additional

information.
Tube: Black nitrile; ARPM Class A oil resistance
Reinforcement: Multiple textile plies
Cover: 7094: Red chloroprene, smooth finish

7095: Black chloroprene, smooth finish

Temp. Range: -20°F to +212°F (-29°C to +100°C)
Brand Method: White ink
Brand Example: PARKER SERIES (7094) (7095) MPT® Il (ID) XXX PSI MAX

WP MADE IN USA ELECTRICALLY NONCONDUCTIVE
(DATE CODE)

Design Factor: 4:1

Industry Standards: ARPM Class A oil resistant tube; electrically
nonconductive with a minimum resistance of one
megaohm per inch at 1000 volts DC

Applications: e Air, mild chemicals, oil, water
e Cooling lines for electric furnaces and pot lines;

lubrication systems

e Agriculture, consruction, foundries, general industrial

Vacuum: Not recommended

Compare to: Boston Shock Safe; Gates PremoFlex/19B;
Veyance Ortac/Wingfoot

Packaging: Reels, cartons

(Continued on the following page)

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

20 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Series 7094 (Red) and Series 7095 (Black) —
MPT® Il Multipurpose Oil Resistant Hose — Nonconductive (Continued)

Series 7094 (Red) and Series 7095 (Black)

Part ID ID Reinf OD OD Approx Approx Min Min Max Max  Perm Std 7094 7095
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Stock Stock
7094 or (Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty Status Status

7095 (in) (mm) (psi) (bar) * (ft) * **

-25200 1/4 6.4 2 0.500 12.7 0.10 0.05 2.0 50.8 200 13.8 HY 800 Y Y
-25300 1/4 6.4 2 0.550 14.0 0.12 0.05 2.5 63.5 300 20.7 HY 800 Y Y
-31300 5/16 7.9 2 0.594 15.1 0.13 0.06 3.3 83.8 300 20.7 HY 750 Y Y
-38200 3/8 9.5 2 0.656 16.7 0.15 0.07 3.8 96.5 200 13.8 HY 700 Y Y
-38300 3/8 9.5 2 0.688 175 0.17 0.08 3.8 96.5 300 20.7 HY 650 Y Y
-3830050 3/8 9.5 2 0.688 17,5 0.17 0.08 3.8 96.5 300 20.7 HY 50 Y N
-50200 1/2 12.7 2 0.813 20.7 0.21 0.10 50 127.0 200 13.8 HY 550 Y Y
-50250 1/2 12.7 2 0.844 214 0.22 0.10 5.0 127.0 250 17.2 HY 550 Y N
-50304 1/2 12.7 4 0875 222 026 0.12 50 127.0 300 20.7 HY 500 Y Y
-63304 5/8 15.9 4 1.062 27.0 0.38 0.17 6.1 154.9 300 20.7 HY 450 Y Y
-75200 3/4 19.1 2 1.109 282 0.34 0.15 7.5 190.5 200 13.8 HY 400 Y Y
-7520050 3/4 19.1 2 1.109 282 0.34 0.15 75 190.5 200 13.8 HY 50 N N
-75304 3/4 19.1 4 1.156 294 0.40 0.18 6.0 1524 300 20.7 HY 400 Y Y
-7530450 3/4 19.1 4 1.156 294 040 0.18 6.0 1524 300 20.7 HY 50 Y N
-100200 1 25.4 2 1.406 357 0.49 022 10.0 254.0 200 13.8 HY 300 Y Y
-100304 1 254 4 1438 36.5 054 0.24 8.0 2032 300 20.7 HY 300 Y Y
-125204 1-1/4  31.8 4 1.781 452 0.82 0.37 9.0 2286 200 13.8 HY 250 Y N
-150204 1-1/2  38.1 4 2.031 516 090 0.41 10.0 254.0 200 13.8 HY 200 Y N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service 21
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Back I

SUPER MPT® I

Multipurpose Oil Resistant Hose -
Nonconductive
Series 7396

Series 7396 is a versatile, nonconductive multipurpose hose designed to handle air, mild
chemicals, oil and water. The hose is electrically nonconductive with a minimum resistance
of one megaohm per inch at 1000 volts DC. The rigid mandrel construction produces a true
round, concentric profile for superior coupling fit and retention. The cover is resistant to oil
and weathering.

NOTES: e Do not use in hot, dry air applications or with refined fuel.

« The user must determine if the hose is suitable for applications subject to
electrical hazard. Contact Parker for additional information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:
Packaging:

Black nitrile; ARPM Class A oil resistance

Multiple textile plies

Red chloroprene, wrapped finish

-20°F to +212°F (-29°C to +100°C)

White text on red stripe

PARKER SERIES 7396 SUPER-MPT® MULTIPURPOSE HOSE XXX PSI
MAX WP ELECTRICALLY NONCONDUCTIVE MADE IN USA

4:1

ARPM Class A oil resistant tube; electrically nonconductive with a
minimum resistance of one megaohm per inch at 1000 volts DC

e Air, mild chemicals, oil, water

e Cooling lines for electric furnaces and pot lines; lubrication systems
e Agriculture, construction, foundries, general industrial

Not recommended

Gates Duroflex; Veyance Ortac 250

Coils, reels (“A” part numbers)

(Continued on the following page)

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

22 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Series 7396 — SUPER MPT® Il Multipurpose Oil Resistant Hose -
Nonconductive (Continued)
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wi Bend Bend Rec Rec Cplg Pack Stesus

t
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty
(in)  (mm) (psi) (bar) * (ft)

1.741 442 0.70 0.32 75 1905 200 13.8 71 50
1.741 442 0.70 0.32 75 1905 200 13.8 71 100
1.741 442 0.70 0.32 75 1905 200 13.8 71 200
1.741 442 0.70 0.32 75 1905 200 13.8 71 400
1.798 45.7 0.79 0.36 75 1905 300 20.7 71 50
1.798 45.7 0.79 0.36 75 1905 300 20.7 71 100
1.798 457 0.79 0.36 75 1905 300 20.7 71 200
1.798 45.7 0.79 0.36 7.5 1905 300 20.7 71 400
1.985 504 0.80 0.36 85 2159 200 13.8 71 50
1.985 504 0.80 0.36 85 2159 200 13.8 71 100
1.985 504 0.80 0.36 85 2159 200 13.8 71 200
1.985 504 0.80 0.36 85 2159 200 13.8 71 400
2.025 514 0.87 0.39 85 2159 300 20.7 71 50
2.025 514 0.87 0.39 85 2159 300 20.7 71 100
2.025 514 087 0.39 85 2159 300 20.7 71 200
2.025 514 087 0.39 85 2159 300 20.7 71 400
2.568 652 1.22 0.55 12.0 3048 200 138 WC 50

7396-12520050 1-1/4  31.8
7396-125200100 1-1/4 31.8
7396-125200200 1-1/4 31.8
7396-125200A 1-1/4  31.8
7396-12530050 1-1/4 31.8
7396-125300100 1-1/4 31.8
7396-125300200 1-1/4 31.8
7396-125300A 1-1/4  31.8
7396-15020050 1-1/2  38.1
7396-150200100 1-1/2  38.1
7396-150200200 1-1/2  38.1
7396-150200A 1-1/2  38.1
7396-15030050 1-1/2  38.1
7396-150300100 1-1/2  38.1
7396-150300200 1-1/2  38.1
7396-150300A 1-1/2  38.1
7396-20020050 2 50.8
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7396-200200100 2 50.8 2.568 652 1.22 0.55 12.0 3048 200 138 WC 100
7396-200200200 2 50.8 2568 652 1.22 0.55 12.0 3048 200 13.8 WC 200
7396-20030050 2 50.8 2.600 66.0 1.29 059 12.0 304.8 300 20.7 WC 50
7396-200300100 2 50.8 2.600 66.0 1.29 0.59 12.0 3048 300 20.7 WC 100

< << <<Z <K< <K<Z <K< <Z<<<Z<<<Z

7396-200300200 2 50.8 4 2600 660 129 059 12.0 3048 300 20.7 WC 200

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service 23
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



GRIZZLY™ 500
Multipurpose Hose
Nonconductive, MSHA
Series 7107

Series 7107 is a premium quality multipurpose hose designed to handle air, mild chemicals,
oil and water. The hose is electrically nonconductive with a minimum resistance of one
megaohm per inch at 1000 volts DC. The multiple plies of high tensile aramid reinforcement
provide durability, kink resistance, high pressure capability, superior coupling retention—
(7] and the toughness of a heavy duty braided hose in a flexible, plied construction. The bright
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yellow flame resistant modified nitrile/PVC cover meets MSHA requirements and is also
resistant to abrasion, oil and weathering.
NOTES: « Do not use in hot, dry air applications or with refined fuel.
« The user must determine if the hose is suitable for applications subject to
electrical hazard. Contact Parker for additional information.

Tube: Black nitrile; ARPM Class A oil resistance

Reinforcement: Multiple aramid plies

Cover: Yellow nitrile/PVC; smooth finish

Temp. Range: -40°F to +212°F (-40°C to +100°C)

Brand Method: Black ink

Brand Example: PARKER SERIES 7107 GRIZZLY (ID) 500 PSI MAX WP ELECTRICALLY
NONCONDUCTIVE MSHA # MADE IN USA B2 (DATE CODE)

Design Factor: 4:1

Industry Standards: ARPM Class A oil resistance; electrically nonconductive with a minimum
resistance of one megaohm per inch at 1000 volts DC; MSHA

Applications: e Air, oil, mild chemicals, water
e Agriculture, construction, foundries, general industrial, mines
Vacuum: Not recommended
Compare to: Boston Mineforce; Gates Terminator; Veyance Gorilla
Packaging: Reels, cartons
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Qty Status
(bs/ft) (kg/f)f Rad Rad WP WP Rec (ft) *¥
(in) (mm)  (psi) (bar) *
7107-25500 1/4 6.4 4 0625 159 0.16 0.07 2.0 50.8 500 34.5 7661 750 Y
7107-38500 3/8 9'5 4 0.750 1941 0.20 0.09 3.0 76.2 500 34.5 HY 600 Y
7107-50500 1/2 12.7 4 0.906 22.2 0.27 0.12 3.0 76.2 500 345 7661 500 Y
7107-75500 3/4 19.1 4 1.187 30.1 0.40 0.18 5.0 127.0 500 34.5 HY 400 Y
7107-75500050 3/4 19.1 4 1187 30.1 040 0.18 50 127.0 500 345 HY 24 x50 N
7107-100500 1 254 4 1.500 38.1 0.59 0.27 6.0 152.4 500 345 7661 300 Y
7107-125500 1-1/4  31.8 4 1800 457 080 0.36 9.0 2286 500 345 43 250 Y
7107-150500 1-1/2  38.1 4 2.031 516 0.91 0.41 12.0 304.8 500 34.5 43 200 Y
7107-200500 2 50.8 4 2.670 67.8 1.31 0.59 24.0 609.6 500 34.5 71 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

24 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Tube:

Other cover colors .
Reinforcement:

available: Cover:
7212-BL [  Temp. Range:
7212-GN _ Brand Method:
7212-GY [ Brand Example:
7212-R0 [
Design Factor:
7212-YL Industry Standards:
Applications:
Compare to:
Vacuum:
Packaging:

Push-0n Multipurpose Oil Resistant Hose

Series 7212

Series 7212 is a versatile multipurpose push-on hose designed to handle air, mild
chemicals, water, oil, and refined fuels such as biodiesel (to B20 in dedicated service),
diesel, ethanol and gasoline. The hose construction incorporates a silicone-free tube that
does not contaminate air powered paint spray systems. The braided textile reinforcement
is applied at a precise angle to provide kink resistance and superior coupling retention—
push-on couplings do not require bands, clamps or special tools for installation. The
flame resistant cover meets MSHA requirements, is resistant to oil and weathering, and is
available in multiple standard colors for color-coded identification.
NOTES: « Do not use for fuel dispensing or service applications requiring API, NFPA, UL,
ULC or any other agency approval or listing.
o Refer to the table on pages 213-214 for fuel compatibility and service conditions.
» Do not use in hot, dry air applications, impulsing applications, or vehicle fuel

e Do not use bands or clamps to attach push-on couplings.
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Black nitrile

One textile braid

Black, blue, gray, green, red or yellow chloroprene; smooth finish

-40°F to +212°F (-40°C to +100°C)

White ink on black, blue and red hose; black ink on green,

gray and yellow hose

PARKER 7212 JIFFY™ HOSE PUSH-ON (ID) 300 PSI MAX WP MSHA #

MADE IN USA B2 (DATE CODE)

4:1

MSHA

¢ Air, mild chemicals, oil, water; biodiesel (to B20 in dedicated service),
diesel, ethanol, gasoline

¢ Air operated paint systems, air tools, transfer lines, vacuum lines

e Agriculture, construction, general industrial; automotive/factory
color-coded assembly equipment

Gates Python Plus; Thermoid Flex Loc 300; Veyance Autogrip

1/4" to 1/2" @ 28" Hg; 5/8" to 3/4" @ 15" Hg

Reels

(Continued on the following page)

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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b4 Series 7212 - JIFFY™ Push-On Multipurpose Oil Resistant Hose,

4 MSHA (Continued)

-

=

Q Part ID ID Reinf oD OD Approx Approx Min Min Max Max  Perm Std Stock

- Number (in) (mm) Braids (in) (mm) Wi Wit Bend Bend Rec Rec Cplg Pack Status

- (bs/ft) (kg/f)y Rad Rad WP WP Rec  Qty %

= (in)  (mm) (psi) (bar) * (ft)

E 7212-251BK 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y
7212-251BL 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

d 7212-251GN 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

.= 7212-251GY 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

< 7212-251RD 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y
7212-381BK 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-381BL 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-381GN 3/8 9.5 1 0.617 15.7 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-381GY 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-381RD 3/8 9.5 1 0.617 15,7 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-381YL 3/8 9.5 1 0.617 15.7 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7212-501BK 1/2 12.7 1 0.750 1941 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7212-501BL 1/2 12.7 1 0.750 191 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7212-501GN 1/2 12.7 1 0.750 1941 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7212-501GY 1/2 12.7 1 0.750 191 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7212-501RD 1/2 12.7 1 0.750 191 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7212-631BK 5/8 15.9 1 0.906 23.0 0.21 0.10 6.0 152.4 300 20.7 HY 500 Y
7212-631BL 5/8 15.9 1 0.906 23.0 0.21 0.10 6.0 1524 300 20.7 HY 500 Y
7212-631GN 5/8 15.9 1 0.906 23.0 0.21 0.10 6.0 1524 300 20.7 HY 500 N
7212-631GY 5/8 15.9 1 0.906 23.0 0.21 0.10 6.0 1524 300 20.7 HY 500 N
7212-631RD 5/8 15.9 1 0.906 23.0 0.21 0.10 6.0 1524 300 20.7 HY 500 Y
7212-750BK 3/4 19.1 1 1.091 27.7 030 0.14 70 1778 300 20.7 HY 400 Y
7212-750BL 3/4 19.1 1 1.091 277 030 0.14 7.0 177.8 300 20.7 HY 400 Y
7212-750GN 3/4 19.1 1 1.091 277 030 0.14 7.0 177.8 300 20.7 HY 400 Y
7212-750GY 3/4 19.1 1 1.091 277 030 0.14 70 177.8 300 20.7 HY 400 Y
7212-750RD 3/4 19.1 1 1.091 277 030 0.14 70 177.8 300 20.7 HY 400 Y

Factory Cut Lengths: Blue and gray hose available from stock in 50-ft. coils. Refer to page 53.

* Permanent Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
Reattachable Couplings: Parker Series 82 Push-Lok® couplings.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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SUPER-LOK GS™
Push-0On Hose
Series 7211

Series 7211 is a versatile push-on hose designed to handle air, mild chemicals and water. The
hose construction incorporates a silicone-free tube that does not contaminate air powered
paint spray systems, and is compatible with light oil mists found in air tool lubricating
systems. The braided textile reinforcement is applied at a precise angle to provide kink
resistance and superior coupling retention—push-on couplings do not require bands, clamps
or special tools for installation. The cover is resistant to abrasion, heat and ozone, and is
available in multiple standard colors for color-coded identification.

NOTES: « Do not with use with oil or refined fuel.
« Do not use bands or clamps to attach push-on couplings.
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Tube: Black EPDM; ARPM Class C oil resistance
Reinforcement: One textile braid
Cover: Black, blue, green, gray or red EPDM; smooth finish
Temp. Range: -40°F to + 212°F (-40°C to + 100°C)
Brand Method: White ink on black, blue and red hose;
black ink on green and gray hose
Brand Example: PARKER 7211 SUPER-LOK GS PUSH-ON HOSE (ID) 300 PSI MAX WP
MADE IN USA B2 (DATE CODE)
Oth_er cover colors Design Factor: 41
available: Industry Standards: None applicable
7211-BL [ Avplications: e ARPM Class C oil resistant tube
e Air (including oil mist), mild chemicals, water
7211-GN _ e Air E)peratedgpaint sy)stems, air tools, transfer lines, vacuum lines
7211-GY _ e Agriculture, construction, general industrial; automotive/factory
color-coded assembly equipment
7211-RD _ Vacuum: 28" Hg
Packaging: Reels
(Continued on the following page)
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3 Series 7211 — SUPER-LOK GS™ Push-On Hose (Continued)

=]

E' Part ID ID Reinf oD OD Approx Approx Min Min Max Max  Perm Std Stock

= Number (in) (mm) Braids (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Stezus

(Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty

Q i) (mm) (ps) (ba) * (f)

.'E 7211-251BK 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

= 7211-251BL 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

E 7211-251GN 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 N

d 7211-251GY 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 Y

- 7211-251RD 1/4 6.4 1 0.494 125 0.09 0.04 3.0 76.2 300 20.7 HY 700 N

'i 7211-381BK 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7211-381BL 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7211-381GN 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 N
7211-381GY 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 Y
7211-381RD 3/8 9.5 1 0.617 157 0.12 0.05 3.0 76.2 300 20.7 HY 700 N
7211-501BK 1/2 12.7 1 0.750 19.1 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7211-501BL 1/2 12.7 1 0.750 19.1 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7211-501GN 1/2 12.7 1 0.750 19.1 0.15 0.07 50 127.0 300 20.7 HY 600 N
7211-501GY 1/2 12.7 1 0.750 19.1 0.15 0.07 50 127.0 300 20.7 HY 600 Y
7211-501RD 1/2 12.7 1 0.750 19.1 0.15 0.07 50 127.0 300 20.7 HY 600 N

* Permanent Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
Reattachable Couplings: Parker Series 82 Push-Lok® couplings.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Tl Tube:
Other cover colors Remfo.rcement:
available: '(I-':over.R
emp. Range:
7161-BL _ Brand Method:
7161-GN [
Brand Example:
7161-GY [N
7ie1-r0 [
Design Factor:
Industry Standards:
Applications:
Vacuum:
Compare to:
Packaging:

JIFFY FLEX™ 250

Push-0n Multipurpose Oil Resistant Hose
Nonconductive, MSHA
Series 7161

Series 7161 is a versatile nonconductive multipurpose push-on hose designed to handle
air, mild chemicals, oil, and water. The hose construction is electrically nonconductive

with a minimum resistance of one megaohm per inch at 1000 volts DC. The silicone-free
tube does not contaminate air powered paint spray systems. The multiple plies of textile
reinforcement are applied at a precise angle to provide flexibility and superior coupling
retention—push-on couplings do not require bands, clamps or special tools for installation.
The flame resistant cover meets MSHA requirements, is resistant to oil and weathering, and
is available in multiple standard colors for color-coded identification.

NOTES: « Do not use in hot, dry air applications, impulsing applications or vehicle

« The user must determine if the hose is suitable for applications subject to
electrical hazard. Contact Parker for additional information.
e Do not use bands or clamps to attach push-on couplings.
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Black nitrile; ARPM Class A oil resistance

Multiple textile plies

Black, blue, gray, green or red chloroprene; smooth finish
-20°F to +180°F (-29°C to +82°C)

White ink on black, blue and red hoses;

black ink on green and gray hoses

PARKER 7161 JIFFY FLEX™ 250 PUSH-ON HOSE (ID)

250 PSI MAX WP MSHA # ELECTRICALLY NON-CONDUCTIVE

MADE IN USA B2 (DATE CODE)

4:1

ARPM Class A oil resistant tube; electrically nonconductive with a

minimum resistance of one megaohm per inch at 1000 volts DC; MSHA

e Air, mild chemicals, oil, water

e Air operated paint systems, air tools, transfer lines, vacuum lines

e Agriculture, construction, general industrial; automotive/factory color-
coded assembly equipment

Not recommended

Boston Easy Couple; Thermoid Flex-Loc Push On;

Veyance InstaGrip 250

Reels

(Continued on the following page)
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Series 7161 — JIFFY FLEX™ 250 Push-On Multipurpose Oil Resistant Hose,
Nonconductive, MSHA (Continued)
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(bs/f) (kg/f) Rad Rad WP WP  Rec Qty 2

(in)  (mm)  (psi) (bar) * (ft)
0.520 132 0.10 0.05 3.0 76.2 250 17.2 HY 500
0.520 132 0.10 0.05 3.0 76.2 250 17.2 HY 500
0.520 132 0.10 0.05 3.0 76.2 250 17.2 HY 500
0.645 16.4 0.14 0.06 3.0 76.2 250 17.2 HY 500
0.645 16.4 0.14 0.06 3.0 76.2 250 17.2 HY 500
0.645 164 0.14 0.06 3.0 76.2 250 17.2 HY 500
0.645 164 0.14 0.06 3.0 76.2 250 17.2 HY 500
0.645 16.4 0.14 0.06 3.0 76.2 250 17.2 HY 500
0.780 19.8 0.18 0.08 5.0 127.0 250 17.2 HY 500
0.780 19.8 0.18 0.08 50 127.0 250 17.2 HY 500
7161-50250GN 1/2 12.7 0.780 19.8 0.18 0.08 5.0 127.0 250 17.2 HY 500
7161-50250GY 172 12.7 0.780 19.8 0.18 0.08 5.0 127.0 250 17.2 HY 500
7161-50250RD 172 12.7 2 0.780 19.8 0.18 0.08 50 127.0 250 17.2 HY 500

* Permanent Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
Reattachable Couplings: Parker Series 82 Push-Lok® couplings.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

7161-25250BK 1/4 6.3
7161-25250BL 1/4 6.3
7161-25250GY 1/4 6.3
7161-38250BK 3/8 9.5
7161-38250BL 3/8 9.5
7161-38250GN 3/8 9.5
7161-38250GY 3/8 9.5
7161-38250RD 3/8 9.5
7161-50250BK 172 12.7
7161-50250BL 1/2 12.7

[
7]
o
Q
S
3
Q

IE
3

=

o3

i

g

DN NDNDNDNDNDNDNDNDDNDDN
zZ2zZzzZzzZz<zZz<<zz<<zZzzZz-<

30 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



DRI
AR

R
o b4
BN

i

DAY-FLO®
Multipurpose Oil Resistant Hose

;&c x“ "\'”’\ Series 7134 (Red) and 7187 (Black)

NOTE: Do notuse in hot, dry air applications or with refined fuel.

Series 7134/7187 is a versatile, multipurpose hose designed to handle air,
mild chemicals, oil, and water. The braided textile reinforcement provides
kink resistance and superior coupling retention, and the cover is resistant to
oil and weathering.
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g’; rul?l Tube: Black nitrile; ARPM Class A oil resistance
D R Reinforcement: One or multiple textile braids
m m Cover: 7134: Red chloroprene, smooth finish
7187: Black chloroprene, smooth finish
j j Temp. Range: -20°F to +212°F (-29°C to +100°C)
g 3 Brand Method: White ink
o o Brand Example: PARKER SERIES (7134) (7187) DAY-FLO® (ID)
> > XXX PSI MAX WP (DATE CODE)
'F ',< Design Factor: 4:1
m m Industry Standards: ARPM Class A oil resistant tube
® ® Applications: e Air, mild chemicals, oil, water
e Agriculture, construction, general industrial
Vacuum: Not recommended
Compare to: Boston Easy Couple
Packaging: Reels

Series 7134 (Red) and Series 7187 (Black)

Part ID ID Reinf oD oD
Number  (in) (mm) Braids (in)

Approx Approx Min Min Max Max Perm Std 7134 7187
(mm) Wit Wt Bend Bend RecWP Rec Cplg Pack  Stock Stock

7134 or (Ibs/ft)  (kg/ft) Rad Rad (psi) WP Rec Qty Status Status
7187 (in) (mm) (bar) * (ft) * >k
-191 3/16 4.8 0.437 1141 0.08 0.04 2.0 50.8 250 17.2 HY 700 Y Y

-251 1/4 6.4
-262 174 6.4

1
1 0.500 12.7 0.09 0.04 2.5 63.5 250 17.2 HY 700
2
-311 5/16 7.9 1
1
2
1

Y
0.594 15.1 0.15  0.07 3.3 83.8 300 20.7 HY 700 Y
0.625 15.9 0.14 0.06 3.0 76.2 250 17.2 HY 700 Y
-381 3/8 9.5 0.687 174 0.17 0.08 3.5 88.9 250 17.2 HY 700 Y
-382 3/8 95 0.719 183 0.19 0.09 4.0 101.6 300 20.7 HY 700 Y
-501 12 127 0.812 206 0.21 0.10 4.5 114.3 250 17.2 HY 600 Y
-502***  1/2  12.7 2 0.875 222 026 0.12 4.8 121.9 300 20.7 HY 600 n/a

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
***Series 7187 only.

< << =<zZ <<

AWARN ING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 31
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com


http://www.nahad.org/aws/NAHAD/pt/sp/hsi_guidelines

ARCTIC EDGE™

Low Temperature Multipurpose Hose
Series 7102

Series 7102 is a low temperature, multipurpose hose designed to handle air, mild chemicals,
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E water, oil and refined fuels such as biodiesel (to B20 in dedicated service), diesel, ethanol
- and gasoline. The hose construction incorporates a static wire as a path to conduct an
E electrical charge to ground, and the multiple plies of textile reinforcement provide flexibility
- and kink resistance to -70°F (-54°C). The cover is resistant to oil and weathering, and
(7)) incorporates a longitudinal solid blue stripe for color-coded identification.
m NOTES: « Refer to the table on pages 213-214 for fuel compatibility and service conditions.
2 Do not use for fuel dispensing or service applications requiring API, NFPA, UL,
m ULC or any other agency approval or listing.
=J Tube: Black nitrile
E; Reinforcement: Multiple textile plies with static wire
N Cover: Black chloroprene; smooth finish
> Temp. Range: -70°F to +212°F (-57°C to +100°C)
) Brand Method: White ink; solid blue stripe on reverse
(@) Brand Example: PARKER SERIES 7102 ARCTIC EDGE™ (-70°F) LOW TEMP (ID)
300 PSI MAX WP MADE IN USA (DATE CODE)

Design Factor: 4:1

Industry Standards: None applicable

Applications: ¢ Air, mild chemicals, oil, water; biodiesel (to B20 in dedicated service),

diesel, ethanol, gasoline
e Cold weather, refrigerated applications
e Agriculture, construction, general industrial

Vacuum: Not recommended
Compare to: Thermoid Glacier Multipurpose; Veyance Arctic Ortac
Packaging: Reels
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(bs/f) (kg/ft) Rad Rad WP WP Rec  Qty **
(in) (mm)  (psi) (bar) * (ft)
7102-38304 3/8 9.5 4 0.750 19.1 0.21 0.10 3.8 96.5 300 20.7 HY 650 N
7102-50304 172 127 4 0.906 23.0 0.28 0.13 50 127.0 300 20.7 7661 500 N
7102-75304 3/4 1941 4 1.156 294 037 0.17 6.0 1524 300 20.7 HY 400 Y
7102-100304 1 25.4 4 1458 37.0 054 0.24 8.0 2032 300 20.7 HY 300 Y
7102-125304 1-1/4 31.8 4 1.810 46.0 0.83 0.38 9.0 2286 300 20.7 HY 250 Y
7102-138304 1-3/8 34.9 4 1.925 48.9 0.89 0.40 95 2413 300 20.7 * 200 N
7102-150304 1-1/2  38.1 4 2.031 516 092 042 10.0 254.0 300 20.7 43 200 Y

*

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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WHIPPET® 200

Multipurpose Hose
Series 7137

Series 7137 is a light duty, multipurpose hose designed to handle air, mild chemicals, oil
and water, and is ideal for air hose whip ends, industrial bench work and light duty air lines.
The braided textile reinforcement provides kink resistance and superior coupling retention,
and the cover is resistant to oil and weathering.
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Tube: Black nitrile

Reinforcement: One textile braid

Cover: Black chloroprene; smooth finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Not branded

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Air, mild chemicals, oil, water

e Air tools, hose whips
e Assembly lines, general industrial

Vacuum: Not recommended
Compare to: Boston Easy Couple
Packaging: Reels
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Braids (in) (mm) Wit Wt Bend Bend Rec WP Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) WP Rec Qty **
(in) (mm) (bar) * (ft)
7137-251 1/4 6.4 1 0.435 11.0 0.06 0.03 2.0 50.8 200 13.8 HY 700 Y
7137-311 5/16 7.9 1 0.531 13.5 0.09 0.04 2.5 63.5 200 13.8 HY 700 Y
7137-381 3/8 9.5 1 0.625 15.9 0.12 0.05 3.5 88.9 200 13.8 HY 700 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Medium Duty Multipurpose
Discharge Hose
Series SS110

Series SS110 is a large diameter, medium duty discharge hose designed to handle air, mild
chemicals, oil, and water. The hose construction incorporates a static wire to conduct an
electrical charge to ground, and the cover is resistant to abrasion and weathering.

NOTE: Do not use in hot, dry air applications or with refined fuel.
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Tube: Black nitrile
Reinforcement: Multiple textile plies with static wire
Cover: Black SBR; perforated wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES SS110 MULTIPURPOSE HOSE XXX PSI WP MADE IN
USA
Design Factor: 4:1
Applications: e Air, mild chemicals, oil, water
e General industrial, oil field
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rgc (ft) *
SS110-1250 1-1/4 31.8 4 1.875 47.6 0.92 0.42 500 34.5 * 100 N
S$S110-1500 1-1/2 38.1 4 2.188 55.6 1.09 0.49 500 34.5 * 100 N
$S110-2000 2 50.8 4 2750  69.9 1.42 0.64 500 34.5 * 100 \'%
S$S110-2500 2-1/2 63.5 6 S5 85.7 2.21 1.00 500 34.5 * 100 N
S$S110-3000 3 76.2 6 3.875 98.4 2.55 1.16 500 34.5 * 100 N
SS110-4000 4 101.6 6 5000 1270 3.72 1.69 500 34,5 o 100 Y
SS110-6000 6 152.4 8 7.125 181.0 6.27 2.84 400 27.6 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN ING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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. 0
Heavy Duty Multipurpose @
- °
Discharge Hose 8
5
Series SS131 a
I;
Series SS131 is a large diameter, heavy duty discharge hose designed to handle air, mild E
chemicals, oil, and water. The hose construction incorporates multiple plies of textile E
y reinforcement for extreme pressure capability and kink resistance, and the cover is resistant
= to abrasion and weathering. d
g NOTE: Do not use in hot, dry air applications or with refined fuel. g
2 Tube: Black nitrile <
m Reinforcement: Multiple textile plies
E Cover: Blue synthetic rubber; perforated wrapped finish
m Temp. Range: -40°F to +180°F (-40°C to +82°C)
» Brand Method: Blue text on white stripe
7)) Brand Example: PARKER SERIES SS131 HEAVY DUTY MULTIPURPOSE DISCHARGE
w HOSE XXX PSI WP MADE IN USA
a Design Factor: 4:1
- Applications: e Air, mild chemicals, oil, water
T e Abrasion resistant, very high pressure discharge
= e General industrial, oil field
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rec (ft) **
SS131-1500 1-1/2 38.1 6 2.375 60.3 1.53 0.69 1000 68.9 * 100 N
$S131-2000 2 50.8 6 3.000 762 206 093 1000  68.9 2 100 N
S$S131-3000 3 76.2 6 4.125 104.8 3.27 1.48 800 55.2 * 100 N
$S131-4000 4 101.6 6 5.188 131.8 464 210 800 55.2 = 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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DRAGON BREATH®

Hot Air Blower Hose
Series SW360

Series SW360 is a heavy duty, high pressure hot air blower hose designed for bulk loading/
unloading of dry materials in plants or transport vehicles. The hose transfers hot air from
a compressor to the storage bin/cargo bay to propel bulk product. The hose construction
incorporates a tube that features a temperature rating to 350°F (177°C) and resists drying
out. The dual wire helix provides full suction capability, kink resistance, flexibility for ease
of handling and a path to conduct a static electrical charge to ground. The cover resists
abrasion, heat and ozone.

NOTE: For larger diameter hose, refer to Series EW360.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Black EPDM

Multiple textile plies with dual wire helix

Black EPDM; wrapped finish

-40°F to +350°F (-40°C to +177°C)

Black text on yellow stripe

PARKER SERIES SW360 DRAGON BREATH® HOT AIR BLOWER HOSE
XXX PSI WP (CAUTION) MADE IN USA

4:1

Applications: e Hot air blower systems
¢ In-plant transfer; delivery, loading/unloading
e General industrial, transportation
Compare to: Eaton Boston Wildcat Hot Air; Gates Hot Air Blower; Veyance Plicord
Torrid Air
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec WP Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) WP Rec Qty **
(in) (mm) (bar) * (ft)
SW360-2000 2 50.8 2 2500 63.5 1.08 0.49 6.0 1524 200 13.8 * 100 Y
SW360-3000 3 76.2 2 3.563 90.5 1.78 0.81 12.0 304.8 200 13.8 * 100 Y
SW360-4000 4 101.6 2 4563 1159 246 1.12 16.0 4064 125 8.6 * 100 Y
SW360-6000 6 152.4 2 6.813 173.0 5.00 227 24.0 609.6 100 6.9 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!
» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
» Do not use with cam and groove couplings, which are designed for use with liquids.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Back I
SPARTAN™

Hot Air Blower Hose
Series SW560

Series SW560 is a lightweight, medium pressure hot air blower hose designed for bulk
loading/unloading of dry materials in plants or transport vehicles. The hose transfers

hot air from a compressor to the storage bin/cargo bay to propel bulk product. The hose
construction incorporates a tube that features a temperature rating to 350°F (177°C) and
resists drying out. The dual wire helix provides full suction capability, kink resistance,
flexibility for ease of handling and a path to conduct a static electrical charge to ground. The
cover resists abrasion, heat and ozone.

NOTE: For larger diameter hose, refer to Series EW360.
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Tube: Black EPDM
Reinforcement: Multiple textile plies with dual wire helix
Cover: Black EPDM; wrapped finish
Temp. Range: -40°F to +350°F (-40°C to +177°C)
Brand Method: Black text on yellow stripe
Brand Example: PARKER SERIES SW560 SPARTAN™ HOT AIR BLOWER HOSE
Design Factor: 4:1
Applications: e Hot air blower systems
¢ In-plant transfer; delivery, loading/unloading
e General industrial, transportation

dS 09SMS SaiHas .

Vacuum: Full

Packaging: Coils
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wi Bend Bend Rec WP Rec WP Cplg Pack Status
*%

t
(Ibs/ft) (kg/ft)  Rad Rad (psi)  (bar)  Rec Qty
(in) (mm) * (ft)

SW560-2000 2 50.8 2 2450 622 089 0.40 6.0 1524 125 8.6 * 100 N
SW560-3000 3 76.2 2 3.480 884 148 067 120 3048 125 8.6 * 100 Y
SW560-4000 4 101.6 2 4.480 1138 199 090 16.0 406.4 100 6.9 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!
» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
» Do not use with cam and groove couplings, which are designed for use with liquids.

Parker Industrial Hose Customer Service 37
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Back I

MAXIMAIRE™
Heavy Duty Air Hose

Nonconductive

Series 7201

Series 7201 is a heavy duty hose designed to handle air, mild chemicals, oil and water. The
hose is electrically nonconductive with a minimum resistance of one megaohm per inch at
1000 volts DC. The nitrile/PVC cover is resistant to abrasion, oil and weathering.

NOTE: The user must determine if the hose is suitable for applications subject to electrical
hazard. Contact Parker for additional information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:

Brand Example:

Design Factor:

Industrial Standards:

White chloroprene

Multiple textile plies

Green nitrile/PVC; wrapped finish

-20°F to +180°F (-29°C to +82°C)

Embossed

PARKER SERIES 7201 MAXIMAIRE HEAVY DUTY AIR HOSE (ID)

XXX PSI MAX WP USA

4:1

Electrically nonconductive with a minimum resistance of one megaohm
per inch at 1000 volts DC

Applications: e Air, mild chemicals, oil, slurries, water
e Heavy duty air tools, compressors
e Construction, general industrial, mines, quarries
Vacuum: Not recommended
Compare to: Boston Shock Safe, Mineforce; Veyance Ortac 400
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc (ft) *
7201-752100 3/4 19.1 4 1.250 31.8 0.46 0.21 500 34.5 * 100 N
7201-1002050 1 25.4 4 1.551 39.4 0.64 0.29 500 34.5 * 50 N
7201-1002100 1 254 4 1.551 39.4 0.64 0.29 500 34.5 * 100 N
7201-1252K 1-1/4 31.8 4 1.812 46.1 0.79 0.36 350 241 * 150 Y
7201-1503K 1-1/2 38.1 4 2.125 54.0 1.04 0.47 350 241 * 150 Y
7201-2003K 2 50.8 6 2.656 67.5 1.53 0.69 350 241 * 150 Y

*

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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MAXIFLEX®
Lightweight Air Hose

Series 7308 and Series 7308k

Series 7308/7308E is a flexible, lightweight, medium pressure hose designed to handle air,
mild chemicals and water. The rugged cover is resistant to abrasion and weathering. Series
7308/7308E provides service for low to medium pressure air and water applications in
construction, general industrial, mines and quarries.
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Tube: Black SBR

Reinforcement: Multiple textile plies

Cover: Yellow SBR; wrapped finish

Temp. Range: -20°F to +212°F (-29°C to +100°C)

Brand Method: Embossed

Brand Example: PARKER SERIES (7308) (7308E) MAXIFLEX AIR HOSE XXX PSI WP
Design Factor: 3:1

Industry Standards: None applicable

Applications: e Air, water

e Heavy duty air tools, compressors
e Construction, general industrial, mines, quarries

Vacuum: Not recommended
Compare to: Veyance Plicord Air 300
Packaging: Coils
Series 7308
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc (ft) *
7308-1004 1 25.4 2 1.488 37.8 0.49 0.23 250 17.2 * 100 N
7308-1254 1-1/4 31.8 2 1.772 45.0 0.63 0.32 250 17.2 * 100 N
7308-1504 1-1/2 38.1 2 2.031 51.6 0.74 0.43 250 17.2 * 100 N
7308-2004 2 50.8 4 2.598 66.0 1.08 0.61 250 17.2 * 100 Y
7308-2504 2-1/2 63.5 4 3.051 77.5 1.20 0.74 250 17.2 * 100 N
7308-3004 3 76.2 4 3.528 89.6 1.35 0.88 250 17.2 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series 7308E

Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rec (ft) **
7308E-2000300 2 50.8 2 2.560 65.0 1.16 0.53 300 20.7 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 39
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Back I

MPW-1000°

High Pressure Wire Braid Multipurpose Hose

Series 7204

Series 7204 is an extremely versatile hose designed to handle air, mild chemicals, oil, refined
fuels such as biodiesel (to B20 in dedicated and non-dedicated service), diesel, ethanol

and gasoline, saturated steam and water. The hose construction incorporates a premium
grade tube especially suited for high temperature materials such as hot asphalt, glue, oil, tar
and wax to 300°F continuous/350°F intermittent (149°C/177°C). The high tensile wire braid
reinforcement provides durability, kink resistance, high pressure capability and superior
coupling retention, and the cover is resistant to heat, oil and weathering. Series 7204 is also
designed for saturated steam applications at temperatures to 368°F (187°C) and pressures to
150 psi (10.3 bar). The tube resists popcorning and oil-based detergents and rust inhibitors
found in steam systems.

NOTE:

» Do not use for fuel dispensing or service applications requiring API, NFPA, UL,

ULC or any other agency approval or listing.
o Refer to the table on pages 213-214 for fuel compatibility and service conditions.

Tube:
Reinforcement:
Cover:

Temp. Range:

Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:
Packaging:

Black nitrile

One wire braid

Black chloroprene; perforated wrapped finish

Steam: -20°F to +368°F (-29°C to +187°C) saturated steam to 150 psi

max WP

Other: -20°F to +300°F (-29°C to +149°C) / 350°F (177°C) intermittent

Embossed

PARKER SERIES 7204 - MPW XXX PSI MAX WP (DATE CODE) MADE IN

USA

4:1 (10:1 steam @ 150 psi/10.3 bar)

None applicable

¢ Air, mild chemicals, oil, water; hot asphalt, glue, oil, tar and wax; steam;
biodiesel (to B20 in dedicated and non-dedicated service), diesel,
ethanol, gasoline

¢ High pressure washdown; cleaning containment vessels and
manufacturing equipment; cleaning and heating processing equipment

e General industrial, manufacturing and processing plants, refineries

Not recommended

Boston Hot Tar Pumping; Gates 319MB Gold Master; Veyance Pyroflex

Reels

AWARNINGS!

» Failure to properly inspect, maintain, test and use steam hose assemblies may result in property damage, personal injury or death. Refer to
ARPM publication IP-11-1, “Guide for Use, Testing and Inspection of Steam Hose.”

» Water changes to hot water and phases of steam when subjected to heat and pressure. The greater the pressure, the higher the
temperature required to achieve and maintain a steam phase. If steam escapes, dangerous quantities of heat may be released very
suddenly. Exposure to hot water, low pressure steam and high pressure steam may cause severe scalding or fatal burns.

» Use only hoses designated for steam service for steam applications. Use ONLY Parker recommended hose/coupling combinations for
steam applications. Refer to CrimpSource at www.safehose.com.

» Prior to use with detergents or rust inhibitors, refer to the chemical guide in this catalog or contact Parker.

» Drain steam hose after each use to reduce the possibility of hose popcorning while in service.

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

40 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com
e-mail: indhose @parker.com
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* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series 7204 — MPW-1000°® High Pressure Wire Braid Multipurpose Hose 8

(Continued) 2

-

Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock g.

Number (in) (mm) Braids (in) (mm) Wit Wit Bend Bend Rec WP Rec WP Cplg Pack Status T

(lbs/ft) (kg/ft) Rad Rad (psi) (bar) Rec Qty ** el

(in) (mm) Non-Steam Applications ' ) E

7204-501 172 12.7 1 0.906 23.0 034 0.15 70 177.8 1000 68.9 43 500 N E
7204-751 3/4 191 1 1.187 30.1 0.52 0.24 10.0 254.0 1000 68.9 43 500 Y

7204-1001 1 254 1 1.500 38.1 0.75 0.34 12.0 304.8 1000 68.9 43 500 Y f

g

Parker Industrial Hose Customer Service 41
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Part
Number

7251-1501K
7251-2002K
7251-2502K
7251-3002K
7251-4002K

*

ID
(in)

1-1/2
2
2-1/2
3
4

THORO-BRAID®

Medium Pressure Wire Braid Multipurpose Hose

MSHA

Series 7251

Series 7251 is a large diameter, versatile, medium pressure hose designed to handle air,
mild chemicals, oil and water. The hose construction incorporates high tensile wire braid
reinforcement that provides durability, kink resistance, medium pressure capability, and
superior coupling retention. The flame resistant yellow cover meets MSHA requirements
and is resistant to abrasion and oil. Series 7251 provides service for high pressure air, dust
suppression and water applications in construction, general industrial, mines and quarries.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:
Applications:
Vacuum:
Compare to:
Packaging:

ID Reinf oD
(mm) Braids (in)
38.1 1 2.062
50.8 2 2.656
63.5 2 3.156
76.2 2 3.656
101.6 2 4.656

Black chloroprene

One or multiple wire braids

Yellow nitrile/PVC; perforated wrapped finish

-20°F to +212°F (-29°C to +100°C)

Embossed

PARKER SERIES 7251 THORO-BRAID® AIR HOSE - WIRE BRAID XXX PSI
MAX WP-DE4 FIRE RESISTANT-MSHA # - (DATE CODE) USA

4:1

MSHA

e Air, mild chemicals, oil, water

e Heavy duty air tools, compressors; bull hose, drill hose

e Construction, general industrial, mines and quarries

Not recommended

Gates 500 MP/Air Drill; Kuriyama T130AK; Veyance Ultrabraid Steel Air
Cartons

OD Approx Approx Min Min Max Max Perm Std Stock
(mm) Wit Wit Bend Bend RecWP Rec Cplg Pack Status
(Ibs/ft) (kg/ft) Rad Rad (psi) WP Rec Qty *k
(in)  (mm) (bar) * (ft)
524 1.22 0.55 20.0 508.0 600 414 43,71 150 Y
67.5 1.89 0.86 25.0 635.0 600 41.4 43, WC 150 Y
80.2 2.30 1.04 32.0 81238 500 34.5 * 150 Y
929 2.73 1.24 36.5 927.1 500 34.5 * 150 Y
118.3 3.63 1.65 48.0 1219.2 400 27.6 * 150 Y

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

42 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com
e-mail: indhose @parker.com
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STINGER™ I

High Pressure Wire Braid Mine and
Multipurpose Hose

MSHA

Series 7268E

Series 7268E is a versatile, high pressure hose designed to handle air, mild chemicals,
> oil, and water. The hose construction incorporates high tensile wire braid reinforcement
117 that provides durability, kink resistance, high pressure capability, and superior coupling
) retention. The flame resistant bright yellow cover meets MSHA requirements and is also
P resistant to abrasion and oil. Series 7268E provides service for high pressure air, dust
> suppression and water applications in construction, general industrial, mines and quarries.
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o Tube: Black nitrile
l\ Reinforcement: One wire braid
r Cover: Yellow nitrile/PVC; perforated wrapped finish
11 Temp. Range: -20°F to +212°F (-29°C to +100°C)
(3 Brand Method: Embossed (1-1/2" black ink)
2 Brand Example: PARKER SERIES 7268E STINGER Il (ID) 1000 PSI MAX WP MSHA #
Design Factor: 4:1
Industry Standards: MSHA
Applications: e Air, mild chemicals, oil, water
e Heavy duty air tools, compressors; drill hose, dust suppression in
mines
e Construction, general industrial, mines and quarries
Vacuum: Not recommended
Compare to: Boston Concord Yellow Jack; Gates 1000MP/Mine Spray; Veyance
Minespray, Super Ortac
Packaging: Reels, cartons
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Braids (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(bs/ft) (kg/f) Rad  Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
7268E-751 3/4 1941 1.043 26,5 034 0.15 6.0 1524 1000 689 HY,43 524

7268E-751050 3/4 19.1
7268E-751100 3/4 191
7268E-1001 1 25.4
7268E-1001050 1 254
7268E-1001100 1 25.4
7268E-1251050 1-1/4 31.8
7268E-1251100 1-1/4 31.8
7268E-1501050 1-1/2 38.1
7268E-1501100 1-1/2 38.1

1.043 265 034 0.15 6.0 1524 1000 689 HY,43 50
1.043 26,5 034 0.15 6.0 1524 1000 68.9 HY,43 100
1339 34.0 050 0.23 8.0 2032 1000 689 HY,43 524
1339 34.0 050 0.23 8.0 2032 1000 689 HY,43 50
1.339 340 050 0.23 8.0 2032 1000 689 HY,43 100
1.630 414 067 030 120 3048 1000 689 HY,43 50
1.630 414 067 030 12.0 3048 1000 689 HY,43 100
1.890 48.0 086 039 140 3556 1000 68.9 43 50
1800 48.0 086 0.39 14.0 355.6 1000 68.9 43 100
7268E-2001 2 50.8 2437 620 114 052 18.0 4572 1000 68.9 43 50
7268E-2001100 2 50.8 2437 620 1.14 052 18.0 4572 1000 68.9 43 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

< << << << <=<=<=<=

AWARN ING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 43
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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YELLOW BIRD®
High Pressure Wire Braid Mine and
Multipurpose Hose

MSHA
E Series 7284
Series 7284 is a versatile, heavy duty high pressure hose designed to handle air, mild
(7)) chemicals and water. The hose construction incorporates high tensile wire braid
m reinforcement that provides durability, kink resistance, high pressure capability, and
o) superior coupling retention. The flame resistant bright yellow cover meets MSHA
S— requirements and is also resistant to abrasion and oil. Series 7284 provides service for high
(I}} pressure air, dust suppression and water applications in construction, general industrial,
mines and quarries.
ﬂ
N Tube: Black SBR
o] Reinforcement: One wire braid
o Cover: Yellow nitrile/PVC; perforated wrapped finish
< Temp. Range: -20°F to +212°F (-29°C to +100°C)
m Brand Method: Black ink
- Brand Example: PARKER SERIES 7284 YELLOW BIRD® HOSE XXXX PSI MAX WP
MSHA #—FLAME RESISTANT MADE IN USA (DATE CODE)
Design Factor: 4:1
Industry Standards: MSHA
Applications: e Air, water
e Heavy duty air tools, compressors; drill hose, dust suppression in
mines
e Construction, general industrial, mines and quarries
Vacuum: Not recommended
Compare to: Boston Concord Yellow Jack; Gates 1000MP/Mine Spray; Thermoid
Hercules 1000
Packaging: Reels, cartons
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Braids (in) (mm) Wit Wit Bend Bend Rec WP Rec WP Cplg Pack  Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Rec Qty *
(i) (mm) * (ft)
7284-381 3/8 9.5 1 0.700 17.8 0.23 0.10 6.0 152.4 1500 103.4 HY 500 Y
7284-381050 3/8 9.5 1 0.700 17.8 0.23 0.10 6.0 1524 1500 103.4 HY 50 N
7284-381075 3/8 9.5 1 0.700 17.8 0.28 0.10 6.0 152.4 1500 103.4 HY 75 N
7284-381100 3/8 95 1 0700 17.8 023 010 6.0 1524 1500 103.4 HY 100 N
7284-501 1/2 12.7 1 0969 246 037 0.17 7.0 177.8 1000 689 7661 500 Y
7284-501050 12 12.7 1 0969 246 037 0.17 7.0 177.8 1000 689 7661 50 Y
7284-501100 1/2 12.7 1 0969 246 037 0.17 7.0 177.8 1000 68.9 7661 100 N
7284-751 3/4  19.1 1 1219 310 050 023 95 2413 1000 689 HY 500 Y
7284-751050 3/4 1941 1 1219 31.0 050 0.23 9.5 2413 1000 68.9 HY 50 Y
7284-751075 3/4 19.1 1 1.219 31.0 0.50 0.28 9.5 2413 1000 68.9 HY 75 N
7284-751100 3/4  19.1 1 1219 310 050 023 95 2413 1000 689 HY 100 Y
7284-1001050 1 25.4 1 1469 373 0.69 0.31 12.0 304.8 1000 68.9 7661 50 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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E-Z FORM™ GS

General Service Hose
SAE J20R2-D1 Performance
Series 7395

Series 7395 is an extremely flexible, lightweight low pressure hose designed to handle

air, coolant, mild chemicals and water. The hose construction incorporates a tube that

is resistant to commonly used coolant mixtures, a wire helix that provides full suction/
vacuum capability and a path to conduct a static electrical charge to ground, and a cover
that is resistant to abrasion, mild chemicals, heat and ozone. The unique Greek cover
corrugations are tightly pitched and precision-engineered, providing minimal force-to-bend,
superior kink resistance, and maximum flexibility for ease of handling. Series 7395 is capable
of being routed through confined spaces where formed hose might normally be required.
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NOTES: « Do not drag across sharp edges or highly abrasive surfaces.
 For E-Z FORM™ oil resistant multipurpose hose, refer to Series 7219.

Tube: Black EPDM

Reinforcement: Multiple textile plies with wire helix

Cover: Black EPDM; Greek corrugated finish

Temp. Range: -40°F to +257°F (-40°C to +125°C)

Brand Method: Black text on blue stripe

Brand Example: PARKER SERIES 7395 E-Z™ FORM GS HOSE 75 PSI MAX WP
Design Factor: 4:1

Industry Standards: SAE J20R2-D1 performance

Applications: e Air, coolant, mild chemicals, water

e Coolant systems, drain lines, vacuum service
e SAE-performance in engine coolant service, general industrial

Vacuum: Full
Packaging: Coils
Part ID ID Reinf  OD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec WP Rec Cplg Pack Status
(lbs/ft) (kg/ft)  Rad Rad (psi) WP Rec Qty **
(in) (mm) (bar) * (ft)

7395-0500025 1/2 12.7 2 0.906 23.0 023 0.10 1.4 35.6 75 5.2 HY 25 Y
7395-0500130 1/2 12.7 2 0.906 23.0 0.23 0.10 1.4 35.6 75 5.2 HY 130 N
7395-0594025 19/32 151 2 0.984 250 025 0.1 1.8 45.7 75 5.2 HY 25 N
7395-0594130 19/32 151 2 0984 250 025 0.11 1.8 45.7 75 5.2 HY 130 N
7395-0625025 5/8 15.9 2 1.024 26.0 027 0.12 1.8 45.7 75 5.2 HY 25 Y
7395-0625130 5/8 15.9 2 1.024 26.0 027 0.12 1.8 45.7 75 5.2 HY 130 N
7395-0688025 11/16 175 2 1.102 28.0 029 0.13 1.8 45.7 75 &2 * 25 N
7395-0688130 11/16 175 2 1102 28.0 029 0.13 1.8 45.7 75 5.2 * 130 N
7395-0750025 3/4 19.1 2 1.142 29.0 0.31 0.14 2.0 50.8 75 5.2 HY 25 Y
7395-0750130 3/4 19.1 2 1.142 29.0 0.31 0.14 2.0 50.8 75 5.2 HY 130 N
7395-0813025 13/16  20.6 2 1181 30.0 032 0.15 2.0 50.8 75 5.2 * 25 N
7395-0813130 13/16  20.6 2 1.181 30.0 032 0.15 2.0 50.8 75 5.2 * 130 N
7395-1000025 1 25.4 2 1378 350 038 0.17 2.0 50.8 75 5.2 HY 25 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

(Continued on the following page)

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 45
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com


http://www.nahad.org/aws/NAHAD/pt/sp/hsi_guidelines

Back I

Series 7395 — E-Z FORM™ GS General Service Hose (Continued)
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec WP Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) WP Rec Qty *
(in) (mm) (bar) * (ft)
7395-1000130 1 25.4 1.378 35.0 038 0.17 2.0 50.8 75 5.2 HY 130

7395-1125025 1-1/8 28.6
7395-1125130 1-1/8 28.6
7395-1188025 1-3/16  30.2
7395-1188130 1-3/16  30.2
7395-1250025 1-1/4 318
7395-1250130 1-1/4  31.8
7395-1375025 1-3/8 349
7395-1375130 1-3/8 349
7395-1500025 1-1/2 381
7395-1500130 1-1/2 38.1
7395-1563025 1-9/16 39.7
7395-1563130 1-9/16 39.7
7395-1625025 1-5/8 41.3
7395-1625130 1-5/8 41.3
7395-1750025 1-3/4 445
7395-1750130 1-8/4 445
7395-2000025 2 50.8

2
2 1496 38.0 042 0.19 2.6 66.0 75 5.2 * 25
2 1496 38.0 042 0.19 2.6 66.0 75 5.2 * 130
2 1.575 400 045 0.20 3.0 76.2 75 5.2 * 25
2 1575 400 045 0.20 3.0 76.2 75 5.2 * 130
2 1.693 43.0 050 0.23 3.1 78.7 75 5.2 HY 25
2 1.693 43.0 050 0.23 3.1 78.7 75 5.2 HY 130
2 1.811 46.0 054 0.24 3.7 94.0 75 &2 * 25
2 1.811 46.0 054 0.24 3.7 94.0 75 5.2 * 130
2 1.929 490 058 0.26 3.9 99.1 75 5.2 43 25
2 1.929 490 058 0.26 3.9 99.1 75 5.2 43 130
2 2.008 51.0 0.61 0.28 4.3 109.2 75 5.2 * 25
2 2.008 51.0 0.61 0.28 43 109.2 75 5.2 * 130
2 2.087 53.0 0.64 0.29 4.7 1194 75 5.2 * 25
2 2.087 53.0 0.64 0.29 4.7 1194 75 5.2 * 130
2 2205 56.0 0.68 0.31 5.1 129.5 75 5.2 * 25
2 2205 56.0 0.68 0.31 5.1 129.5 75 5.2 * 130
2 2480 63.0 096 044 5.9 1499 75 5.2 43 25
7395-2000130 2 50.8 2 2480 63.0 096 0.44 59 1499 75 5.2 43 130
7395-2188025 2-3/16 55.6 2 2638 67.0 1.03 0.47 7.1 180.3 75 5.2 * 25
7395-2188130 2-3/16 55.6 2 2638 67.0 1.03 047 7.1 180.3 75 5.2 * 130

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

2

[
7]
o
Q
S
3
Q

IE
3

=

o3

i

g

7395-2250025 2-1/4 571 2756 70.0 1.08 0.49 7.9 200.7 75 5.2 * 25
7395-2250130 2-1/4 571 2756 70.0 1.08 049 7.9 200.7 75 5.2 * 130
7395-2375025 2-3/8 60.3 2.874 73.0 1.11 0.50 8.3 210.8 75 5.2 * 25
7395-2375130 2-3/8 60.3 2.874 73.0 1.11 0.50 8.3 2108 75 5.2 * 130
7395-2500025 2-1/2  63.5 3.012 765 117 0.53 8.7  2210. 75 5.2 * 25
7395-2500130 2-1/2  63.5 3.012 765 117 0.53 8.7  2210. 75 5.2 * 130
7395-2563025 2-9/16 65.1 3.071 78.0 1.19 0.54 9.0 228.6 75 5.2 * 25
7395-2563130 2-9/16 65.1 3.071 78.0 1.19 0.54 9.0 228.6 75 5.2 * 130
7395-2750025 2-3/4  69.9 3.307 84.0 1.40 0.64 9.8  248.9 75 5.2 * 25
7395-2750130 2-3/4  69.9 3.307 84.0 1.40 0.64 9.8  248.9 75 5.2 * 130
7395-3000025 3 76.2 3.543 90.0 1.51 0.68 10.6 269.2 75 5.2 * 25
7395-3000130 3 76.2 3.543 90.0 1.51 0.68 10.6 269.2 75 5.2 * 130
7395-3125025 3-1/8 79.4 3.701 94.0 157 0.71 11.8  299.7 75 5.2 * 25
7395-3125130 3-1/8 79.4 3.701 94.0 157 0.71 11.8  299.7 75 5.2 * 130
7395-3375025 3-3/8 85.7 3.937 100.0 1.74 0.79 129 327.7 75 5.2 * 25
7395-3375130 3-3/8 85.7 3.937 100.0 1.74 0.79 129 327.7 75 5.2 * 130
7395-3500025 3-1/2  88.9 4.094 104.0 192 0.87 13.6 3454 75 5.2 * 25
7395-3500130 3-1/2 88.9 4.094 104.0 192 0.87 13.6 3454 75 5.2 * 130
7395-3563025 3-9/16 90.5 4134 1050 196 0.89 13.8 350.5 75 5.2 * 25
7395-3563130 3-9/16  90.5 4134 105.0 196 0.89 13.8 350.5 75 5.2 * 130
7395-4000025 4 101.6 4567 116.0 220 1.00 15.7 398.8 75 5.2 * 25
7395-4000130 4 1016 2 4567 116.0 220 1.00 15.7 398.8 75 5.2 * 130

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

ZIRZ(Z|Z|Z2|ZEZ|Z|Z | 2|2 |22 Z2(2(Z([RZ2|RZEZ(|X =2 |2 |Z2|R2B| 2| Z2(Z2|(Z2 (2|22 NZ2|X 2|2 |2 |<|ZE

46 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



E-ZFORM™ MP
Multipurpose Oil Resistant Hose

Series 7219

Series 7219 is an extremely flexible, lightweight, low pressure oil suction/return hose and
vehicle fuel fill connector line—as well as a suction and discharge hose for refined fuels
such as biodiesel (to B20 in dedicated and non-dedicated service), diesel, ethanol and
gasoline. The lightweight Greek corrugated hose construction incorporates a wire helix
that provides full suction capability, superior kink resistance, minimal force-to-bend and
a path to conduct a static electrical charge to ground. The unique Greek corrugations are
tightly pitched and precision-engineered, providing extreme flexibility and kink resistance
compared to the traditional rounded corrugation profile. The cover is resistant to oil and
weathering. Series 7219 is capable of being routed through confined spaces where formed
hose might normally be required.
NOTES: e Do not use for fuel dispensing or service applications requiring API, NFPA, UL,
ULC or any other agency approval or listing.

e Refer to the table on pages 213-214 for fuel compatibility and service conditions.

e Do not drag across sharp edges or highly abrasive surfaces.

e For E-Z FORM™ coolant, vacuum and water hose, refer to Series 7395.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:
Design Factor:
Industry Standards:
Applications:

Vacuum:
Packaging:
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Black chloroprene

Multiple textile plies with wire helix

Black chloroprene; Greek corrugated finish

-20°F to +200°F (-29°C to +93°C)

Black text on red stripe

PARKER SERIES 7219 E-Z FORM™ MP HOSE 75 PSI MAX WP

4:1

None applicable

e Biodiesel (to B20 in dedicated and non-dedicated service), diesel,
ethanol, gasoline

¢ Qil suction/return lines; vehicle fuel fill connector lines; drain lines

e Buses, cranes, mobile off-road equipment

Full

Coils

(Continued on the following page)

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Series 7219 — E-Z FORM™ MP Multipurpose Oil Resistant Hose (Continued)

Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm  Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/ft) Rad Rad WP WP Rec Qty **

(n)  (mm) (psi) (bar) * (ft)

0.906 23.0 0.23 0.10 1.4 35.6 75 5.2 HY 25
0.906 23.0 0.23 0.10 1.4 35.6 75 5.2 HY 130
0.984 25.0 0.25 0.1 1.8 45.7 75 5.2 HY 25
0.984 25.0 025 0.1 1.8 45.7 75 5.2 HY 130
1.024 26.0 0.27 0.12 1.8 45.7 75 5.2 HY 25
1.024 26.0 0.27 0.12 1.8 45.7 75 5.2 HY 130
1.102  28.0 029 0.13 1.8 45.7 75 52 * 25
1.102  28.0 029 0.13 1.8 45.7 75 5.2 * 130
1.142  29.0 0.31 0.14 2.0 50.8 75 5.2 HY 25
1.142 29.0 0.31 0.14 2.0 50.8 75 5.2 HY 130
1.181  30.0 0.32 0.15 2.0 50.8 75 5.2 * 25
1.181  30.0 0.32 0.15 2.0 50.8 75 5.2 * 130
1.378 35.0 0.38 0.17 2.0 50.8 75 5.2 HY 25
1.378 35.0 0.38 0.17 2.0 50.8 75 5.2 HY 130
1.496 38.0 0.42 0.19 2.6 66.0 75 5.2 * 25
1.496 38.0 0.42 0.19 2.6 66.0 75 5.2 * 130
1.575 40.0 0.45 0.20 3.0 76.2 75 5.2 * 25
1.575 40.0 0.45 0.20 3.0 76.2 75 5.2 * 130
1.693 43.0 0.50 0.23 3.1 78.7 75 5.2 HY 25
1.693 43.0 0.50 0.23 3.1 78.7 75 5.2 HY 130
1.811  46.0 0.54 0.24 3.7 93.9 75 5.2 * 25
1.811  46.0 0.54 0.24 3.7 93.9 75 5.2 * 130
1.929 49.0 0.58 0.26 3.9 99.1 75 5.2 43 25
1.929 49.0 0.58 0.26 3.9 99.1 75 5.2 43 130
2.008 51.0 0.61 0.28 43 109.2 75 5.2 * 25
2.008 51.0 0.61 0.28 43 109.2 75 5.2 * 130
2.087 53.0 0.64 0.29 47 1194 75 5.2 * 25
2.087 53.0 0.64 0.29 47 1194 75 5.2 * 130
2.205 56.0 0.68 0.31 5.1 129.5 75 5.2 * 25
2205 56.0 0.68  0.31 5.1 129.5 75 5.2 * 130
2.480 63.0 0.96 0.44 59 1499 75 5.2 43 25
2.480 63.0 0.96 0.44 59 1499 75 5.2 43 130
2.638 67.0 1.08 047 7.1 180.3 75 5.2 * 25
2.638 67.0 1.08 047 7.1 180.3 75 5.2 * 130
2.756  70.0 1.08 0.49 7.9 200.7 75 5.2 * 25
2.756 70.0 1.08 0.49 7.9 200.7 75 5.2 * 130
2.874 73.0 1.11  0.50 83 2108 75 5.2 * 25
2.874 73.0 1.11  0.50 83 2108 75 5.2 * 130
3.012 76.5 117 0.53 87 221.0 75 5.2 * 25
7219-2500130 2-1/2 635 3.012 76.5 1.17  0.53 87 221.0 75 5.2 * 130
7219-2563025 2-9/16  65.1 3.071  78.0 1.19 0.54 9.0 2286 75 5.2 * 25

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

7219-0500025 172 12.7
7219-0500130 1/2 12.7
7219-0594025 19/32  15.1
7219-0594130 19/32 15.1
7219-0625025 5/8 15.9
7219-0625130 5/8 15.9
7219-0688025 11/16 175
7219-0688130 11/16 175
7219-0750025 3/4 19.1
7219-0750130 3/4 19.1
7219-0813025 13/16  20.6
7219-0813130 13/16  20.6
7219-1000025 1 254
7219-1000130 1 25.4
7219-1125025 1-1/8 28.6
7219-1125130 1-1/8 28.6
7219-1188025 1-83/16  30.2
7219-1188130 1-3/16  30.2
7219-1250025 1-1/4  31.8
7219-1250130 1-1/4  31.8
7219-1375025 1-3/8 34.9
7219-1375130 1-3/8 34.9
7219-1500025 1-1/2 381
7219-1500130 1-1/2 381
7219-1563025 1-9/16 39.7
7219-1563130 1-9/16 39.7
7219-1625025 1-5/8  41.3
7219-1625130 1-5/8 413
7219-1750025 1-3/4 445
7219-1750130 1-8/4 445
7219-2000025 2 50.8
7219-2000130 2 50.8
7219-2188025 2-3/16 55.6
7219-2188130 2-3/16 55.6
7219-2250025 2-1/4 571
7219-2250130 2-1/4 571
7219-2375025 2-3/8  60.3
7219-2375130 2-3/8  60.3
7219-2500025 2-1/2  63.5
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(Continued on the following page)
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Series 7219 — E-Z FORM™ MP Multipurpose Oil Resistant Hose (Continued)

Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm  Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/ft) Rad Rad WP WP Rec Qty **

(n)  (mm) (psi) (bar) * (ft)

3.071  78.0 1.19 0.54 9.0 2286 75 5.2 * 130
3.307 84.0 1.40 0.64 9.8 2489 75 5.2 * 25
3.307 84.0 1.40 0.64 9.8 2489 75 5.2 * 130
3.543 90.0 1.51 068 10.6 269.2 75 5.2 * 25
3.543 90.0 1.561 068 10.6 269.2 75 5.2 * 130
7219-3125025 3-1/8 794 3.701 94.0 1.57  0.71 11.8 299.7 75 5.2 * 25
7219-3125130 3-1/8 794 3.701 94.0 1.57  0.71 11.8 299.7 75 5.2 * 130

7219-2563130 2-9/16  65.1 2
2
2
2
2
2
2

7219-3375025 3-3/8 85.7 2 3.937 100.0 1.74 0.79 129 327.7 75 5.2 * 25
2
2
2
2
2
2
2

7219-2750025 2-3/4  69.9
7219-2750130 2-3/4  69.9
7219-3000025 3 76.2
7219-3000130 3 76.2
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7219-3375130 3-3/8 85.7 3.937 1000 1.74 0.79 129 3277 75 5.2 * 130
7219-3500025 3-1/2  88.9 4.094 1040 192 0.87 136 3454 75 5.2 * 25
7219-3500130 3-1/2  88.9 4.094 1040 192 0.87 136 3454 75 5.2 * 130
7219-3563025 3-9/16 90.5 4134 1050 196 0.89 138 3505 75 5.2 * 25
7219-3563130 3-9/16 90.5 4134 1050 196 0.89 138 3505 75 5.2 * 130
7219-4000025 4 101.6 4567 116.0 220 1.00 15.7 3988 75 5.2 * 25
7219-4000130 4 101.6 4.567 116.0 220 1.00 15.7 398.8 75 5.2 * 130

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

ZIR =2 |ZE &= |Z|=Z =2 |2 2|2 =&
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Back I
Factory Assemblies

Jackhammer Hose
Series 7081 (Red EPDM)

Temp Range: -40°F to +212°F (-40°C to +100°C)
Design Factor: 4:1

Crimped-on Universal Couplings Each End

Coiled and Tied, No Center Disc

Cartons
Part ID ID Length Length  Approx Approx Max Max Std Pack  Stock
Number (in) (mm) (ft) (mtrs) Wit Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) **
7081JHE75-600 3/4 19.1 50 15.24 16.84 7.64 200 13.8 1 Y
7081JHE75-600B 3/4 19.1 50 15.24 16.84 7.64 200 13.8 36 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.

Sledgehammer Hose
Series 7082 (Red EPDM) and
Series 7083 (Yellow EPDM)

Temp Range: -40°F to +212°F (-40°C to +100°C)
Design Factor: 4:1

Crimped-on Universal Couplings Each End

Coiled and Tied, No Center Disc

Cartons
Series 7082 (Red)
Part ID ID Length Length  Approx Approx Max Max Std Pack  Stock
Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) **
7082JHP75-600 3/4 19.1 50 15.24 19.15 8.69 300 20.7 1 Y
7082JHP75-600B 3/4 19.1 50 15.24 19.15 8.69 300 20.7 36 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.

Series 7083 (Yellow)

Part ID ID Length Length  Approx Approx Max Max Std Pack  Stock

Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) **
7083JHP75-600 3/4 19.1 50 15.24 19.23 8.72 300 20.7 1 Y
7083JHP75-600B 3/4 19.1 50 15.24 19.23 8.72 300 20.7 36 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.
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Factory Assemblies

Air Hose
Series 7092 (Red) and
Series 7093 (Black)

Temp Range: -40°F to +212°F (-40°C to +100°C)

Design Factor: 4:1

Crimped-on Brass, Rigid Male 1/4" x 1/4" NPT Thread Couplings Each End
Display Coils with Parker Center Retail Packaging Disc

Cartons
Series 7092 (Red)
Part ID ID Length Length Approx Approx Max Max Std Pack
Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty
(Ibs/ea) (kg/ea) (psi) (bar) (ea)
7092252-KAC 1/4 6.4 50 15.24 4.75 2.15 200 13.8 5
7092252-KAD 1/4 6.4 25 7.62 2.50 1.18 200 13.8 10
7092253-KAA 1/4 6.4 50 15.24 6.01 2.73 300 20.7 5
7092253-KAB 1/4 6.4 25 7.62 3.15 1.43 300 20.7 10
7092382-KAC 3/8 9.5 50 15.24 7.37 3.34 200 13.8 S
7092382-KAD 3/8 9.5 25 7.62 3.86 1.75 200 13.8 10
7092383-KAA 3/8 9.5 50 15.24 8.33 3.78 300 20.7 5
7092383-KAB 3/8 9.5 25 7.62 4.34 1.87 300 20.7 10

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.

Series 7093 (Black)
Part ID ID Length Length Approx Approx Max Max Std Pack

Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty

(Ibs/ea) (kg/ea) (psi) (bar) (ea)
7093252-KAC 1/4 6.4 50 15.24 4.65 2.11 200 13.8 5
7093253-KAA 1/4 6.4 50 15.24 5.83 2.64 300 20.7 5
7093382-KAC 3/8 9.5 50 15.24 7.15 3.24 200 13.8 5
7093383-KAA 3/8 9.5 50 15.24 8.09 3.67 300 20.7 5

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.
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4 Factory Assemblies

2

| Service Station Air Hose

=l Series 7092 (Red)

g Temp Range: -40°F to +212°F (-40°C to +100°C)
Design Factor: 4:1

d Crimped-on Brass, Rigid Male 1/4" x 1/4" NPT Thread Couplings Each End

- Coiled and Tied, No Center Disc

'i Cartons

Part ID ID Length Length  Approx Approx Max Max Std Pack  Stock
Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) *k

7092RKH-300 1/4 6.4 25 7.62 & 1.43 300 20.7 10 Y
7092RKH-600 1/4 6.4 50 15.24 6.05 2.74 300 20.7 5] N
7092RLB-300 3/8 9.5 25 7.62 4.34 1.87 300 20.7 10 Y
7092RLB-600 3/8 9.5 50 15.24 8.33 3.78 300 20.7 5 Y
7092RLC-300 3/8 9.5 25 7.62 4.34 1.87 200 13.8 10 Y
7092RLC-600 3/8 9.5 50 15.24 8.33 3.78 200 13.8 5 Y
7092RMA-300 3/8 9.5 25 7.62 3.86 1.75 300 20.7 10 N
7092RMA-600 3/8 9.5 50 15.24 7.37 3.34 300 20.7 5 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.
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Factory Coils 8
™ e
JIFFY"™ Push-0On Hose - = H
(cut length only) ' - -
: =
Series 7212BL (Blue) and s
Series 7212GY (Gray) oY
Temp Range: -40°F to +212°F (-40°C to +100°C) o
Design Factor: 4:1 <
Display Coils with Parker Center Retail Packaging Disc
Cartons
.
Series 7212BL (Blue)
Part ID ID Length Length Approx Approx Max Max Std Pack  Stock
Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) >k
7212BL25-J050 1/4 6.4 50 15.24 4.34 1.87 300 20.7 5 Y
7212BL25-J100 1/4 6.4 100 30.48 8.68 3.94 300 20.7 5 Y
7212BL38-J050 3/8 9.5 50 15.24 5.74 2.60 300 20.7 & Y
7212BL38-J100 3/8 9.5 100 30.48 11.48 5.21 300 20.7 5 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.

Series 7212GY (Gray)
Part ID ID Length Length  Approx Approx Max Max Std Pack  Stock
Number (in) (mm) (ft) (mtrs) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ea) (kg/ea) (psi) (bar) (ea) *
7212GY25-J050 1/4 6.4 50 15.24 4.37 1.98 300 20.7 5 Y
7212GY25-J100 1/4 6.4 100 30.48 8.74 3.96 300 20.7 5 Y
7212GY38-J050 3/8 9.5 50 15.24 5.78 2.62 300 20.7 5 Y
7212GY38-J100 3/8 9.5 100 30.48 11.55 5.24 300 20.7 3 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker
Customer Service.

NOTE: Do not use external bands or clamps with push-on couplings.

Parker Industrial Hose Customer Service 53
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Hose Selector Guide - by application

Series Trademark Hose Application/Construction / Tube Cover Size Pressure | Temp Page
Selector Guide Range Range Range No.
(in) (psi) (°F)

7108 Paint transfer Nylon Chloroprene | 1/4 - 1/2 | 500-750 | 0/+200 80

7180 THORO-SPRAY® Chemical spray Nitrile Nitrile/PVC | 1/4 - 1/2 | 800 -20/+180 79

7261 Anhydrous Stainless steel | EPDM EPDM 1-2 350 -40/+180 77

ammonia reinforced
7262 Anhydrous Nylon EPDM EPDM 1/2 -2 350 -40/+180 75
ammonia reinforced

7274 POLY-CHEM® Chemical transfer | Corrugated, XLPE EPDM 1-4 150-200 | -20/+160 63
green

7276 POLY-CHEM® Chemical transfer | Smooth, green | XLPE EPDM 3/4 -4 150-200 | -20/+160 64

7373T BLUE THUNDER® | Chemical transfer | Corrugated, UHMWPE | EPDM 3/4 -4 200 -40/+250 58
blue

SMC683 | RELIAMAX® Chemical transfer | Corrugated, MXLPE EPDM 3/4 -4 200 -40/+250 67
black

SP100 PVC banding n/a n/a 2-6 n/a n/a 71
coil

XSP100 PVC abrasion |n/a n/a 2-6 n/a n/a 71
coil

SP483 LIGHT-N-BRIGHT™ | Chemical transfer | PVC external MXLPE Synthetic 2-4 150 -40/+180 70
helix rubber

SW373 Chemical transfer | Smooth, yellow | FEP EPDM 1/2 - 4 100-500 |-40/+300 72

Sw383 EXACT-CHEM™ Chemical transfer | Smooth, blue MXLPE EPDM 1-6 150-200 | -40/+180 68

SW574 TITANFLEX® Chemical transfer | Smooth, blue FEP EPDM 3/4-4 200-400 |-40/+300 73

SW593 SPARTAN™ Chemical transfer | Smooth, green | UHMWPE | EPDM 1-3 200 -40/+250 62

SWC683 | TITANFLEX® Chemical transfer | Corrugated, MXLPE EPDM 1-4 200-250 | -40/+250 65
black

SWC683G | TITANFLEX® Chemical transfer | Corrugated, MXLPE EPDM 1-4 200-250 |-40/+250 65
green

SWC693 | TITANFLEX® Chemical transfer | Corrugated, UHMWPE | EPDM 1-4 200-250 | -40/+250 60
green

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

See the following page for the Hose Selector Guide by industry standard. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by application
and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Hose Selector Guide - by industry standard

Industry ARPM FDA USDA 3-A
Standards IP-14
Hose Series 7261 SW373 SW373 SW373
7262 SW383 SW383 SW383
SW574 SW574 SW574
SWC693 SWC693 SWC693

NOTE: This is a guide only. It is the responsibility of the end user to select and/or
test the most appropriate product for the application. Refer to product pages for
specific data. Contact Parker for additional information.

See the previous page for the Hose Selector Guide by application. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.
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BLUE THUNDER®
UHMWPE Chemical Hose
Series 7373T

Series 7373T is a high pressure, high temperature suction and discharge hose designed to
handle approximately 98% of commonly used acids, chemicals and solvents. The ultra high
molecular weight polyethylene (UHMWPE) tube will not leach into and contaminate the
product being conveyed, and features a temperature rating to 250°F (121°C). The corrugated
hose construction incorporates a dual wire helix that provides full suction capability, kink
resistance, flexibility for ease of handling, and a path to conduct a static electrical charge

to ground. The cover is resistant to abrasion, mild chemicals and ozone. Series 7373T is
available in 200-foot continuous lengths.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Translucent ultra high molecular weight polyethylene (UHMWPE)
Reinforcement: Multiple textile plies with dual wire helix
Cover: Blue EPDM; corrugated wrapped finish
Temp. Range: -40°F to +250°F (-40°C to +121°C)
Brand Method: Yellow text on blue stripe
Brand Example: PARKER SERIES 7373T BLUE THUNDER® UHMWPE TUBE MAX WP
200 PSI MADE IN USA (LOT#)
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Acid, chemicals, solvents
¢ In-plant and storage tank transfer
e Delivery, transport

)
m
A
m
»
q
w
-4
W
- |
v

Vacuum: Full
Compare to: Boston Chemcat; Gates Renegade; Veyance Fabchem
Packaging: Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

58 Parker Industrial Hose Customer Service
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Series 7373T Hose — Blue Thunder® UHMWPE Chemical Hose (Continued)

Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/f) Rad Rad WP WP Rec Qty **
(in)  (mm) (psi) (bar) * (ft)
7373T-750 3/4 19.1 2 1193 303 040 0.18 3.0 76.2 200 13.8 43 100 Y
7373T-1000 1 25.4 2 1457 370 055 025 3.0 76.2 200 13.8 43 100 Y
7373T-1250 1-1/4 31.8 2 1700 432 064 029 40 101.6 200 13.8 43 100 Y
7373T-1500 1-1/2 38.1 2 1965 499 0.79 036 50 127.0 200 13.8 43 100 Y
7373T-2000 2 50.8 2 2560 65.0 127 058 6.0 1524 200 13.8 43, RE,RST, TM, WC 100 Y
7373T-2500 2-1/2 63.5 4 3154 80.1 1783 078 7.0 1778 200 13.8 * 100 N
7373T-3000 8 76.2 4 3645 926 212 096 7.0 177.8 200 13.8 HAPS,RE,RST,TM 100 Y
7373T-4000 4 101.6 4 4.724 120.0 3.02 1.37 8.0 203.2 200 13.8 HAPS 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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TITANFLEX®

UHMWPE Chemical Hose
FDA, USDA, 3-A

Series SWC693

Series SWC693 is an extremely flexible, high pressure, high temperature suction and
discharge hose designed to handle approximately 98% of commonly used acids,

chemicals and solvents as well as food, pharmaceutical and sanitary materials. The hose is
manufactured using polished stainless steel mandrels for an ultra-smooth tube that will not
impart taste or odor. The ultra high molecular weight polyethylene (UHMWPE) tube meets

FDA, USDA and 3-A requirements and will not leach into and contaminate the product
being conveyed. The lightweight corrugated hose construction incorporates a dual wire
helix that provides full suction capability, superior kink resistance, minimal force-to bend
and a path to conduct a static electrical charge to ground. The cover is resistant to abrasion,
mild chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

Translucent ultra high molecular weight polyethylene (UHMWPE)

Multiple textile plies with dual wire helix

Green EPDM; corrugated wrapped finish

-40°F to +250°F (-40°C to +121°C)

Black text on yellow stripe

PARKER SERIES SWC693 TITANFLEX® UHMWPE CHEMICAL SUCTION

HOSE XXX PSI MADE IN USA

4:1

FDA, USDA, 3-A

¢ Non-fatty and non-oily foods and liquids, potable water, sanitary
products

® Acids, chemicals, solvents

¢ |In-plant and tank transfer, delivery, transport

Full

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

60 Parker Industrial Hose Customer Service
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Series SWC693 Hose - Titanflex® UHMWPE Chemical Hose (Continued)

Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty **

(in) (mm)  (psi) (bar) * (ft)

1.375 349 038 0.17 1.0 254 250 17.2 HAPS 100
1.625 413 048 0.22 1.3 33.0 250 17.2 * 100
1875 478 0.62 0.28 1.5 38.1 250 17.2 HAPS 100
SWC693-2000 2 50.8 2438 619 093 042 2.0 50.8 250 17.2 HAPS 100
SWC693-3000 3 76.2 3.438 873 1.45 0.66 45 1143 200 13.8 * 100
SWC693-4000 4 101.6 2 4500 1143 217 0.98 8.0 2032 200 13.8 * 100

*

SWC693-1000 1 25.4
SWC693-1250 1-1/4  31.8
SWC693-1500 1-1/2  38.1

N NN NN DN
< < <zZzZ<

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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SPARTAN™
UHMWPE Chemical Hose
Series SW593

Series SW593 is a lightweight, high pressure, high temperature suction and discharge hose
designed to handle approximately 98% of commonly used acids, chemicals and solvents.

The ultra high molecular weight polyethylene (UHMWPE) tube will not leach into and
contaminate the product being conveyed. The hose construction incorporates a dual wire
helix that provides full suction capability, kink resistance, flexibility for ease of handling,
and a path to conduct a static electrical charge to ground. The cover is resistant to abrasion,
(2] mild chemicals and ozone.
% NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
— use information. Refer to the Chemical Guide section of this catalog to determine
m compatibility with specific chemicals. Contact Parker for additional chemical
» compatibility information.
E Tube: Translucent ultra high molecular weight polyethylene (UHMWPE)
(3] Reinforcement: Multiple textile plies with dual wire helix
8 Cover: Green EPDM; wrapped finish
Temp. Range: -40°F to +250°F (-40°C to +121°C)
» Brand Method: Green text on yellow stripe
Brand Example: PARKER SERIES SW593 SPARTAN™ UHMWPE CHEMICAL SUCTION
HOSE 200 PSI WP
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Acids, chemicals, solvents

¢ |n-plant tank transfer
e Delivery, transport

Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad WP WP Rec Qty *
(in)  (mm) (psi) (bar) * (ft)
SW593-1000 1 25.4 1.375 349 0.41 0.19 6.0 152.4 200 13.8 * 100

2
SW593-1500 1-1/2 38.1 2 1.875 476 0.63 0.29 9.0 2286 200 13.8 * 100
SW593-2000 2 50.8 2 2438 619 1.01 046 12.0 304.8 200 13.8 * 100
SW593-3000 3 76.2 2 3.440 873 163 0.74 18.0 4572 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

< <z <

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

62 Parker Industrial Hose Customer Service
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POLY-CHEM®
XLPE Corrugated Chemical Hose
Series 7274

Series 7274 is a flexible suction and discharge hose designed to handle many commonly
used acids, chemicals and solvents. The cross-linked polyethylene (XLPE) tube will not
leach into and contaminate the product being conveyed. The corrugated hose construction
incorporates a wire helix that provides full suction capability, flexibility, kink resistance and
a path to conduct a static electrical charge to ground. The cover is resistant to abrasion, mild
chemicals and ozone. Series 7274 is available in 200-foot continuous lengths.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Translucent cross-linked polyethylene (XLPE)

Reinforcement: Multiple textile plies with dual wire helix

Cover: Green EPDM; corrugated wrapped finish

Temp. Range: -20°F to +160°F (-29°C to +71°C)

Brand Method: Green text on yellow stripe

Brand Example: PARKER SERIES 7274 CORRUGATED POLY-CHEM® 200 PSI MAX WP
MADE IN USA (LOT#)

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Acids, chemicals, solvents

¢ |n-plant tank transfer
e Delivery, transport

Vacuum: Full
Compare to: Boston Panther Chemical Transfer; Veyance Blue Flexwing
Packaging: Coils
Part ID ID Reinf OD OD Approx Approx Min Min  Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty **
(n) (mm) (psi) (bar) * (ft)
7274-1002 1 254 2 1475 375 055 025 3.0 76.2 200 13.38 43 100 Y
7274-1252 1-1/4 31.8 2 1710 434 063 029 4.0 1016 200 13.8 43 100 Y
7274-1502 1-1/2 38.0 2 2,000 508 077 035 50 127.0 200 13.8 43 100 Y
7274-2002 2 50.8 2 2519 652 1.14 052 6.0 1524 200 13.8 43,RE,RST, TM,WC 100 Y
7274-2502 2-1/2 63.5 4 308 784 158 072 7.0 177.8 200 13.8 * 100 N
7274-3002 8 76.2 4 3580 909 1.91 0.87 7.0 177.8 200 13.8 RE, RST, TM 100 Y
7274-4002 4 101.6 4 4710 1196 285 129 8.0 2032 200 13.8 * 100 N

*

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.
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POLY-CHEM®
XLPE Chemical Hose
Series 7276

Series 7276 is a suction and discharge hose designed to handle many commonly used acids,

chemicals and solvents. The cross-linked polyethylene (XLPE) tube will not leach into and

contaminate the product being conveyed. The hose construction incorporates a wire helix
that provides full suction capability, kink resistance and a path to conduct a static electrical

charge to ground. The cover is resistant to abrasion, mild chemicals and ozone. Series 7276

is available in 200-foot continuous lengths.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Translucent cross-linked polyethylene (XLPE)
Reinforcement: Multiple textile plies with dual wire helix
Cover: Green EPDM; wrapped finish
Temp. Range: -20°F to +160°F (-29°C to +71°C)
Brand Method: Green text on yellow stripe
Brand Example: PARKER SERIES 7276 POLY-CHEM® HOSE 200 PSI MAX WP MADE IN
USA (LOT#)
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Acids, chemicals, solvents
¢ |In-plant tank transfer
e Delivery, transport

10d 9222 SANN3S imcm

Vacuum: Full
Compare to: Boston Panther Chemical Transfer; Veyance Blue Flexwing
Packaging: Coils
Part ID ID Reinf OD OD  Approx Approx Min Min Max Max Perm Std  Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad WP WP Rec Qty *
(in)  (mm) (psi) (bar) * (ft)
7276-752 3/4 19.1 2 1250 318 045 020 30 762 200 13.8 43 100 Y
7276-1002 1 25.4 2 1475 375 056 025 4.0 101.6 200 13.8 43 100 Y
7276-1252 1-1/4 31.8 2 1715 436 065 029 5.0 127.0 200 13.8 43 100 Y
7276-1502 1-1/2 38.0 2 2000 508 090 0.41 6.0 1524 200 13.8 43 100 Y
7276-2002 2 50.8 2 2567 652 132 060 80 2032 200 13.8 43,HAPS,RE, 100 Y
RST, TM, WC
7276-3002 3 76.2 4 3606 916 210 095 12.0 304.8 200 13.8 RE, RST, TM 100 Y
7276-4002 4 1016 4 4700 119.4 2.99 1.36 16.0 406.4 200 13.8 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.
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TITANFLEX®

Modified XLPE Chemical Hose
Series SWC683 (Black) and
Series SWC683G (Green)

Series SWC683/SWC683G is a flexible, lightweight, high pressure, high
temperature suction and discharge hose designed to handle many
commonly used acids, chemicals and solvents. The modified cross-linked
polyethylene (MXLPE) tube will not leach into and contaminate the product
being conveyed, and features a temperature rating to 250°F (121°C). Series
SWC683/SWC683G can be cleaned with a 10% alkali bath, hot water or low
pressure steam. The corrugated hose construction incorporates a dual wire
helix that provides full suction capability, flexibility, kink resistance and a
path to conduct a static electrical charge to ground, and is suitable for use
with internally expanded couplings. The cover is resistant to abrasion, mild

chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety,
handling and use information. Refer to the Chemical Guide section
of this catalog to determine compatibility with specific chemicals.
Contact Parker for additional chemical compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:

Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare To:
Packaging:

Tan modified cross-linked polyethylene (MXLPE)
Multiple textile plies with dual wire helix

SWC683: Black EPDM, corrugated wrapped finish
SWC683G: Green EPDM, corrugated wrapped finish
-40°F to +250°F (-40°C to +121°C)

Red text on yellow stripe

PARKER SERIES SWC683 (SWC683G) TITANFLEX®
MOD XLPE CHEMICAL SUCTION XXX PSI WP MADE IN
USA

4:1

None applicable

e Acid, chemicals, solvents

e |n-plant tank transfer

e Delivery, transport

Full

Gates Mustang

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working

pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Series SWC683 (Black) and Series SWC683G (Green) Hose —
Titanflex® Modified XLPE Chemical Hose (Continued)

Series SWC683 (Black)

Part ID ID Reinf OD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/ft) Rad Rad WP WP Rec Qty **

(in) (mm)  (psi) (bar) * (ft)

SWC683-1000 1 25.4 2 1500 38.1 0.49 0.22 2.0 50.8 250 17.2 * 100
SWC683-1500 1-1/2 38.1 2 2031 516 0.71 0.32 3.0 76.2 250 17.2 * 100
SWC683-2000 2 50.8 2 2563 65.1 1.05 0.48 40 101.6 250 17.2 * 100
SWC683-2500 2-1/2 63.5 2 3.015 76.6 147 0.67 5.0 127.0 200 13.8 * 100
SWC683-3000 3 76.2 2 3625 92.1 1.93 0.88 6.0 1524 200 13.8 * 100
SWC683-4000 4 1016 2 4625 1175 260 1.21 8.0 2032 175 12.1 * 100
SWC683-6000 6 1524 2 6.750 1715 4.22 1.91 18.0 4572 125 8.6 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Series SWC683G (Green)

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/ft)  Rad Rad WP WP Rec Qty **

(in) (mm)  (psi) (bar) * (ft)

SWC683G-1000 1 25.4 2 1.500 38.1 0.49 0.22 2.0 50.8 250 17.2 * 100
SWC683G-1500 1-1/2 38.1 2 2.031 516 0.77 0.35 3.0 76.2 250 17.2 * 100
SWC683G-2000 2 50.8 2 2.563 65.1 1.04 047 40 101.6 250 17.2 * 100

2

2

2

SWC683G-2500 2-1/2 63.5 3.015 766 148 0.67 5.0 127.0 200 13.8 * 100
SWC683G-3000 3 76.2 3.625 92.1 1.98 0.90 6.0 1524 200 13.8 * 100
SWC683G-4000 4 101.6 4625 1175 266 1.21 8.0 2032 175 12.1 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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RELIAMAX™

Modified XLPE Crush Resistant
Corrugated Chemical Hose
Series SMC683

Series SMC683 is an extremely flexible, high pressure, high temperature suction and
discharge hose designed to handle many commonly used acids, chemicals and solvents.
The modified cross-linked polyethylene (MXLPE) tube will not leach into and contaminate
the product being conveyed, and features a temperature rating to 250°F (121°C). The

(7)) lightweight corrugated hose construction incorporates a dual monofilament helix that
m provides full suction capability with superior crush and kink resistance—allowing the
:_U' hose to return to its original shape—and flexibility, and is suitable for use with internally
m expanded couplings. The dual static wires provide a path to conduct an electrical charge to
w ground. The cover is resistant to abrasion, mild chemicals and ozone.
w NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
= use information. Refer to the Chemical Guide section of this catalog to determine
@) compatibility with specific chemicals. Contact Parker for additional chemical
8 compatibility information.
it Tube: Tan modified cross-linked polyethylene (MXLPE)
Reinforcement: Multiple textile plies with dual monofilament helix and dual static wires
Cover: Black EPDM; corrugated wrapped finish
Temp. Range: -40°F to +250°F (-40°C to +121°C)
Brand Method: Black text on yellow stripe
Brand Example: PARKER SERIES SMC683 RELIAMAX™ CRUSH RESISTANT MOD XLPE
CHEMICAL SUCTION HOSE 200 WP MADE IN USA
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Acid, chemicals, solvents

e |n-plant tank transfer
e Delivery, transport

Vacuum: Full
Packaging: Coils
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty *
(in) (mm)  (psi) (bar) * (ft)
SMC683-750 3/4 19.1 2 1.344 34.0 0.46 0.21 3.0 76.2 200 13.8 * 100 N
SMC683-1000 1 254 2 1.563 39.7 0.57 0.26 4.0 101.6 200 13.8 * 100 N
SMC683-1500 1-1/2 38.1 2 2.094 53.2 0.79 0.36 6.0 152.4 200 13.8 * 100 N
SMC683-2000 2 50.8 2 2.750 69.9 1.16  0.53 8.0 203.2 200 13.8 * 100 N
SMC683-3000 3 76.2 2 3.781 96.0 1.86 0.84 14.0 355.6 200 13.8 * 100 N
SMC683-4000 4 101.6 2 4781 1214 2.46 112 20.0 508.0 200 13.8 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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EXACT-CHEM™

Modified XLPE Chemical Hose
FDA, USDA, 3-A

Series SW383

Series SW383 is a high pressure, high temperature suction and discharge hose designed
to handle many commonly used acids, chemicals and solvents. The hose construction
incorporates a modified cross-linked polyethylene (MXLPE) tube that features a
temperature rating to 180°F (82°C), meets FDA, USDA and 3-A requirements, and will not
leach into and contaminate the product being conveyed. The dual wire helix provides full
suction capability, kink resistance and a path to conduct a static electrical charge to ground,
and is suitable for use with internally expanded couplings. The cover is resistant to abrasion,
mild chemicals and ozone.
NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Tan modified cross-linked polyethylene (MXLPE)

Reinforcement: Multiple textile plies with dual wire helix

Cover: Blue EPDM; wrapped finish

Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Blue text on yellow stripe

Brand Example: PARKER SERIES SW383 EXACT-CHEM™ MOD X-LINK HOSE XXX PSI
WP MADE IN USA

Design Factor: 4:1

Industry Standards: FDA, USDA, 3-A

Applications: e Non-fatty and non-oily foods and liquids, potable water, sanitary

products

e Acid, chemicals, solvents
¢ In-plant and tank transfer, delivery, transport

Vacuum: Full

Compare to: Boston Panther Chemical Transfer; Gates Mustang 45HW;
Veyance Blue Flexwing

Packaging: Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Series SW383 — Exact-Chem™ Modified XLPE Chemical Hose

(Continued)
Part ID ID Reinf  OD OD Approx Approx Min Min Max Max Perm Std  Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
SW383-1000 1 254 1.500 38.1 0.56 0.25 6.0 152.4 200 13.8 * 100

2
SW383-1250 1-1/4  31.8 2 1.750 445 0.68 0.31 8.0 2032 200 13.8 * 100
SW383-1500 1-1/2  38.1 2 2.000 50.8 0.77 0.35 9.0 2286 200 13.8 * 100
SW383-2000 2 50.8 2 2531 643 1.08 049 12.0 3048 200 13.8 * 100
SW383-3000 76.2 2 3656 929 202 092 180 4572 150 10.3 * 100
SW383-4000 4 101.6 2 4719 1199 3.03 137 280 7112 150 10.3 * 100
SW383-6000 6 152.4 2 6813 173.0 590 268 42.0 1066.8 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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LIGHT-N-BRIGHT™
Modified XLPE Chemical Hose
External PVC Helix

Series SP483

Series SP483 is an extremely flexible suction and discharge hose designed to handle many
commonly used acids, chemicals and solvents. The modified cross-linked polyethylene
(MXLPE) tube will not leach into and contaminate the product being conveyed. The
lightweight hose construction incorporates a static wire as a path to conduct an electrical
charge to ground, and the cover features an external PVC helix for full suction capability
and superior abrasion, crush and kink resistance. Series SP100 banding coils are
recommended for installation of couplings. Series XSP100 abrasion coils are available for
maximum abrasion resistance along the entire length of the hose.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Tan modified cross-linked polyethylene (MXLPE)
Reinforcement: Multiple textile plies with static wire

Cover: Blue synthetic rubber with external orange PVC helix
Temp. Range: -40° to +180°F (-40°C to +82°C)

Brand Method: Not branded

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Acid, chemicals, solvents

e |n-plant tank transfer
e Delivery, transport

Vacuum: Full
Packaging: Coils
Couplings: Requires SP100 Banding Coils
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)

SP483-2000 2 50.8 2 300 762 123 056 16.0 4064 150 10.3 * 100 N
SP483-3000 3 76.2 2 400 1016 1.76 080 24.0 609.6 150 10.3 * 100 N
SP483-4000 4 101.6 2 500 1270 230 1.04 28.0 711.2 150 10.3 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Orange PVC Banding Coil /

PVC Abrasion Coil
Series SP100/XSP100

Series SP100 is a rugged PVC coil that threads onto a complementary hose end to create a
uniform banding area for coupling attachment. The coil fills the gaps between the loops of
the outer PVC helix of the hose, providing an area for securing the banding clamp or ferrule.
Series XSP100 threads onto the entire length of a complementary hose to protect it from
abrasion and scuffs, helping to extend hose life in highly abrasive areas. Series SP100 and
XSP100 are applied to Parker SP204, SP330, SP353 and SP483 hoses.

il

—_—

I

e g SP100

. \ Part Hose Hose Approx  Approx Turns Stock

\ Number ID ID Wt Wt Status
S \‘ (in) (mm) (Ibs/ft)  (kg/ft) &

) \ SP100-2000 2 50.8 0.19 0.09 8 Y
A -

_ _ SP100-3000 3 76.2 0.33 0.15 10 Y
‘_' \ SP100-4000 4 101.6  0.46 0.21 10 Y
L SP100-6000 6 1524 102 046 16 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock
status subject to change. Contact Parker Customer Service.

’

Other colors available: Optional Colors: Gray, Green, Red, Sand Matte. Specify when ordering.

Gray I XSP100

Green _ Part Hose Hose  Approx  Approx Ft. Stock
Red ] Number (Iilr:n)) (n|1?n) (It:g/tft) (k‘g/tft) Stapee
Sand XSP100-2000 2 50.8 0.19 0.09 100 N
Matte XSP100-3000 S 76.2 0.33 0.15 100 N
XSP100-4000 4 101.6 0.46 0.21 100 N
XSP100-6000 6 152.4 1.02 0.46 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock
status subject to change. Contact Parker Customer Service.

Optional Colors: Gray, Green, Red, Sand Matte. Specify when ordering.
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FEP Chemical Hose
FDA, USDA, 3-A
Series SW373

Series SW373 is a premium quality high pressure, high temperature suction and discharge
hose designed to handle approximately 99.5% of commonly used acids, chemicals and
solvents, as well as food and sanitary materials. The fluorinated ethylene propylene (FEP)
tube meets FDA, USDA and 3-A requirements, will not leach into and contaminate the
product being conveyed, and features a temperature rating to 300°F (149°C). The hose
construction incorporates a dual wire helix that provides full suction capability, kink

w resistance and a path to conduct a static electrical charge to ground. The cover is resistant to
m abrasion, mild chemicals and ozone.
E NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
m use information. Refer to the Chemical Guide section of this catalog to determine
w compatibility with specific chemicals. Contact Parker for additional chemical
) compatibility information.
g Tube: White fluorinated ethylene propylene (FEP)
-~ Reinforcement: Multiple textile plies with dual wire helix
w Cover: Yellow EPDM; wrapped finish
i Temp. Range: -40° to +300°F (-40°C to +149°C)
Brand Method: Yellow text on red stripe
Brand Example: PARKER SERIES SW373 FEP HOSE MEETS FDA, 3-A & USDA
REQUIREMENTS XXX PSI WP MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, USDA, 3-A
Applications: ¢ Non-fatty and non-oily foods and liquids, potable water, sanitary
products

e Acids, chemicals, solvents
e |In-plant and tank transfer, delivery, transport

Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std  Stock
Number (in) (mm)  Plies (in) (mm) Wt Wit Bend Bend Rec WP Rec WP Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Rec Qty *
(in) (mm) * (ft)

SW373-500 172 12.7 2 0.969 246 037 0.17 7.0 1778 500 345 * 100
SW373-750 3/4 19.1 2 1250 31.8 055 0.25 8.0 2032 500 345 * 100
SW373-1000 1 25.4 2 1631 389 0.69 0.31 9.0 228.6 400 27.6 * 100
SW373-1250 1-1/4  31.8 2 1.750 445 075 034 11.0 2794 375 259 * 100
SW373-1500 1-1/2  38.1 2 2125 540 111 050 12.0 304.8 350 24.1 * 100
SW373-2000 2 50.8 2 2688 683 157 0.71 16.0 406.4 300 20.7 * 100
SW373-3000 3 76.2 4 3.875 984 286 1.30 30.0 762.0 200 13.8 * 100
SW373-4000 4 101.6 4 5.000 127.0 4.28 1.94 420 1066.8 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

2 Z2z2zZ2ZzZ22Z22Z 2

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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TITANFLEX®

FEP Chemical Hose
FDA, USDA, 3-A

Series SW574

Series SW574 is a flexible, lightweight, premium quality suction and discharge hose

designed for use in high temperature, high pressure chemical and purity applications.

The fluorinated ethylene propylene (FEP) tube is compatible with 99.5% of commonly

used chemicals and solvents, as well as food, pharmaceutical and sanitary materials. The

tube also has an elevated temperature rating of 300°F (149°C), will not leach into and
contaminate the product being conveyed, and meets FDA, USDA and 3-A requirements.

The special construction incorporates a dual wire helix that provides full suction capability,

superior force-to-bend and kink resistance and a path to conduct a static electrical charge

to ground. The EPDM cover is resistant to abrasion, mild chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

White fluorinated ethylene propylene (FEP)

Multiple textile plies with dual wire helix

Blue EPDM; wrapped finish

-40°F to +300°F (-40°C to +149°C)

Red text on yellow stripe

PARKER SERIES SW574 TITANFLEX® FEP CHEMICAL/FOOD QUALITY

HOSE XXX PSI MEETS FDA/3-A/USDA REQUIREMENTS (3-A LOGO)

MADE IN USA

4:1

FDA, USDA, 3-A

¢ Non-fatty and non-oily foods and liquids, potable water, sanitary
products

e Acids, chemicals, solvents

¢ In-plant and tank transfer, delivery, transport

Full

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F (52°C) and above, only permanently attached couplings should be installed. At any operating
temperature, couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum
rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

Parker Industrial Hose Customer Service

866 810 HOSE (4673)
Strongsville, OH
Eastern USA
www.safehose.com
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South Gate, CA
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Series SW574 - Titanflex® FEP Chemical Hose (Continued)

Part ID ID Reinf  OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty **
(n)  (mm) (psi) (bar) * (ft)
SW574-750 3/4 19.1 1.281 325 048 0.22 2.0 50.8 400 27.6 * 100

2
SW574-1000 1 25.4 2 1469 373 052 024 2.5 63.5 400 27.6 * 100
SW574-1500 1-1/2  38.1 2 2031 516 081 0.37 40 1016 300 20.7 * 100
SW574-2000 2 50.8 2 2531 643 111 0.50 6.5 165.1 300 20.7 * 100
SW574-3000 3 76.2 2 3688 937 217 098 120 3048 200 13.8 * 100
SW574-4000 4 101.6 2 4688 1191 3.03 137 18.0 4572 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Anhydrous Ammonia Hose
Nylon Reinforced

Series 7262

Series 7262 is a lightweight anhydrous ammonia transfer hose. The hose construction
incorporates corrosion resistant high tensile nylon braids for flexibility and kink resistance.
The perforated cover is resistant to abrasion, mild chemicals and ozone, and the distinctive
dual green stripes provide color-coded identification.

NOTES: « Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals.

o Contact Parker for additional chemical compatibility information, and for
suitability for non-agricultural/industrial refrigeration applications.

e Do not use with LPG or natural gas.

« Series 7262 is a non-stock, seasonal product available only through Parker
Certified Anhydrous Ammonia Hose Assembly Fabricators. Contact Parker for a

referral.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:

Brand Example:

Black EPDM

Multiple textile braids

Black EPDM; perforated wrapped finish

-40°F to +180°F (-40°C to +82°C)

Side 1: Embossed

Side 2: Two solid green stripes

PARKER SERIES 7262 NYLON ANHYDROUS AMMONIA - (YEAR) -
REMOVE NO LATER THAN (YEAR +6) - 350 PSI MAX WP ARPM
(BATCH CODE) CAUTION ANHYDROUS AMMONIA USE ONLY -
(YEAR) -REMOVE NO LATER THAN (YEAR +6)

Design Factor: 5:1

Industry Standards: ARPM IP-14

Applications: e Anhydrous ammonia
¢ In-plant and tank transfer, transport and delivery; fertilizer dispensing
e Agriculture

Vacuum: Not recommended

Compare to: Goodall N2000

Packaging: Coils (bulk hose available only to Parker Certified Anhydrous Ammonia

Hose Assembly Fabricators)

(Continued on the following page)

AWARNINGS!

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Refer to the Safety and Technical section of this catalog for the proper use of this hose.

» For Anhydrous Ammonia use ONLY. Do not use in Liquid Petroleum Gas (LPG)/Propane or Natural Gas applications. Use only with
couplings qualified by Parker. Do not use with couplings containing hidden o-rings such as male swivel couplings. For non-agricultural or
refrigeration applications, contact Parker.

» Contact with Anhydrous Ammonia (NH3) will burn skin and is especially damaging to the eyes and lungs. This is true for its liquid and
gaseous (vapor) state. Many accidents involving NH3 have occurred by using the wrong hose. NH3 hose must be specially compounded
and constructed to handle the media. NEVER use a hose that is not designed for NH3 because it may fail very quickly and cause bodily
injury or death. It is especially important to ensure that only Anhydrous Ammonia hose is recommended and used for this service. Refer to
ARPM Publications IP-14 “Anhydrous Ammonia Hose, Specifications” and IP-11-2 “Anhydrous Ammonia Hose, Manual for Maintenance,
Testing and Inspection.”
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Series 7262 — Anhydrous Ammonia Hose, Nylon Reinforced (Continued)

Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Braids (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
7262-502 1/2 12.7 0.950 2441 0.25 0.11 5.0 127.0 350 241 7661 50
7262-752 3/4 19.1 1250 31.8 0.38 017 8.0 203.2 350 241 HY 50
7262-1002 1 25.4 1.510 38.1 0.49 0.22 10.0 254.0 350 241 7661 50

7262-1252 1-1/4  31.8 1.781 452  0.61 0.28 12.0 304.8 350 241 HY 50
7262-1502K  1-1/2  38.1 2030 516 073 033 140 355.6 350 241 43 50
7262-2003K 2 50.8 3 2750 699 140 064 16.0 406.4 350 241 7661 50

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

N NN N NN
Z RN N N2 N

Hose Assemblies: Available only from Parker Certified Anhydrous Ammonia Hose Assembly Fabricators.
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Anhydrous Ammonia Hose
Stainless Steel Reinforced
Series 7261

Series 7261 is a premium anhydrous ammonia transfer hose. The hose construction
incorporates corrosion resistant high tensile stainless steel and nylon braids for superior
durability and service life. The perforated cover is resistant to abrasion, mild chemicals and
ozone, and the distinctive silver stripe provides color-coded identification.

NOTES: « Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals.

« Contact Parker for additional chemical compatibility information, and for
suitability for non-agricultural/industrial refrigeration applications.

« Do not use with LPG or natural gas.

« Series 7261 is a non-stock, seasonal product available only through Parker
Certified Anhydrous Ammonia Hose Assembly Fabricators. Contact Parker for a
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referral.
Tube: Black EPDM
Reinforcement: One or multiple stainless steel braids and one textile braid
Cover: Black EPDM; perforated wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Side 1: Embossed

Side 2: Solid silver stripe

PARKER SERIES 7261 SS ANHYDROUS AMMONIA - (YEAR)
REMOVE NO LATER THAN (YEAR +7) - 350 PSI MAX WP ARPM
(BATCH CODE) - CAUTION ANHYDROUS AMMONIA USE ONLY -

(YEAR) REMOVE NO LATER THAN (YEAR +7)

Brand Example:

Design Factor: 5:1

Industry Standards: ARPM IP-14

Applications: e Anhydrous ammonia
¢ |n-plant and tank transfer, transport and delivery; fertilizer dispensing
e Agriculture

Vacuum: Not recommended

Compare to: Goodall N2595

Packaging: Coils (bulk hose available only to Parker Certified Anhydrous Ammonia

Hose Assembly Fabricators)

(Continued on the following page)

AWARNINGS!

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Refer to the Safety and Technical section of this catalog for the proper use of this hose.

» For Anhydrous Ammonia use ONLY. Do not use in Liquid Petroleum Gas (LPG)/Propane or Natural Gas applications. Use only with
couplings qualified by Parker. Do not use with couplings containing hidden o-rings such as male swivel couplings. For non-agricultural or
refrigeration applications, contact Parker.

» Contact with Anhydrous Ammonia (NH3) will burn skin and is especially damaging to the eyes and lungs. This is true for its liquid and
gaseous (vapor) state. Many accidents involving NH3 have occurred by using the wrong hose. NH3 hose must be specially compounded
and constructed to handle the media. NEVER use a hose that is not designed for NH3 because it may fail very quickly and cause bodily
injury or death. It is especially important to ensure that only Anhydrous Ammonia hose is recommended and used for this service. Refer to
ARPM Publications IP-14 “Anhydrous Ammonia Hose, Specifications” and IP-11-2 “Anhydrous Ammonia Hose, Manual for Maintenance,
Testing and Inspection.”
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Series 7261 — Anhydrous Ammonia Hose, Stainless Steel Reinforced
(Continued)

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std  Stock
Number (in) (mm) Braids (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft)  (kg/ft) Rad Rad WP WP Rec Qty **
(in) (mm)  (ps) (bar) * (ft)
7261-1001 1 254 2 1.500 38.1 0.65 0.29 12.0 304.8 350 241 43, 7661 50 N
7261-1252 1-1/4  31.8 2 1.781 452 0.85 0.39 16.5 419.1 350 241 43 50 N
7261-1501K 1-1/2  38.1 2 2.030 516 1.02 0.46 20.0 508.0 350 241 43 50 N
7261-2002K 2 50.8 3 2.625 66.7 1.61 0.73 25.0 635.0 350 241 7661 50 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Hose Assembilies: Available only from Parker Certified Anhydrous Ammonia Hose Assembly Fabricators.
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THORO-SPRAY®

High Pressure Chemical Spray Hose

Series 7180

Series 7180 is a high pressure spray hose designed to handle liquid fertilizers, herbicides,

many common chemicals and water. The hose construction incorporates braided textile

reinforcement for kink resistance and superior coupling retention. The cover is resistant to

mild chemicals and weathering, and is non-marking for commercial and residential use.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube: Black nitrile

Reinforcement: Multiple textile braids

Cover: Green nitrile/PVC; wrapped finish
Temp. Range: -20°F to +180°F (-29°C to +82°C)

Brand Method:
Brand Example:
Design Factor:

Black ink
PARKER SERIES 7180 THORO-SPRAY® HOSE XXX PSI MAX WP
4:1

Industry Standards: None applicable
Applications: e Fertilizers, pesticides
e Agricultural, commercial and residential sprayers
Vacuum: Not recommended
Packaging: Reels
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Braids (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft)  (kg/ft) Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
7180-252 1/4 6.4 2 0.625 159 0.16 0.07 3.0 76.2 800 55.2 * 500 N
7180-382 3/8 95 2 0.750 19.1 0.21 0.10 4.0 101.6 800 55.2 HY 500 N
7180-502 1/2 127 2 0.938 23.8 0.31 0.14 5.0 127.0 800 55.2 HY 500 Y

*

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Itis the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance
guides are based on temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals
will become more aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for
chemical compatibility data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired

temperature.
Parker Industrial Hose Customer Service 79
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Paint Fluid Hose
Series 7108

Series 7108 is a medium pressure transfer hose designed to handle high aromatic content
products such as ketone solvents, lacquers, paint thinners, oil-based and water-based
paints and many common chemicals. The hose construction incorporates a nylon tube that
will not leach into and contaminate the product being conveyed, and the robust aramid
reinforcement provides kink resistance, strength and superior coupling retention. The cover
is resistant to mild chemicals, oil and ozone.

NOTES: . Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

e Do not use in high pressure paint spray applications.

Tube: Translucent nylon
Reinforcement: Multiple aramid plies
Cover: Black chloroprene; smooth finish
Temp. Range: 0°F to +200°F (-18°C to +93°C)
Brand Method: White ink
Brand Example: PARKER SERIES 7108 PAINT FLUID HOSE (ID) XXX PSI MAX WP MADE
IN USA (DATE CODE)
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Lacquers, light chemicals, paints, solvents, thinners
e Connector, mixing, transfer service
Vacuum: Not rated
Compare to: Boston Nyall; Gates 77B; Veyance NR Spray
Packaging: Reels
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Sthus

(lbs/ft) (kg/ft)  Rad Rad WP WP Rec Qty
(in) (mm)  (psi) (bar) * (ft)

7108-251 1/4 6.4 2 0.488 124 0.09 0.04 3.0 76.2 500 34.5 HY,43 500 Y
7108-381 3/8 9.5 2 0.680 173 0.16  0.07 4.0 101.6 500 345 HY,43 500 Y
7108-501 172 12.7 2 0.875 222 025 0.1 5.0 127.0 750 51.7 HY,43 500 Y

*

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» Do not use in high pressure paint spray applications requring a statically conductive hose.
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" Hose Selector Guide - by application
g Series Trademark Hose Application/ anstruction / Tube Size Pressure Temp Page
o Selector Guide Ra.nge Range Range No.
E . (in) (psi) (°F)
1000 Vapor recovery Yellow Poly fabric 4-10 100 -40 /+212 83
8 2100 Petroleum Blue Poly fabric 1-10 150-250 |-40 /+212 84
3100 Chemical Black Poly fabric 1-8 250 -40 /+212 86
4100 Chemical, aggressive Green Poly fabric 1-8 250 -40 /+212 87
4500 Petroleum, bottom loading Blue Poly fabric 3-4 200 -40 /+212 85
5100 Chemical, premium Red PTFE film 1-8 250 -40 /+212 88

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

Hose Selector Guide - by industry standard

Industry ABS USCG
Standards
Hose Series 2100 1000

NOTE: This is a guide only. It is the responsibility of the end user to select
and/or test the most appropriate product for the application. Refer to product
pages for specific data. Contact Parker for additional information.

Refer to pages 9-10 for a complete listing of industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

Refer to Composite Hose Catalog 4805 for additional information.

Composite Hose and Biodiesel
Composite hose is designed to handle biodiesel to
B100 in dedicated and non-dedicated service. Refer
to the table on pages 213-214 for fuel compatibility
and service conditions.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com



Back I

Component

Inner Wire

QOuter Wire

Inner Liner

Available Component Materials AWARNING! It is the responsibility of the user to determine
Description Alpha Designation if the hose is suitable for the application. Elevated temperatures
. can change the chemical resistance ratings. Many chemicals will
in Hose Part Number become more aggressive as temperatures increase, reducing
Galvanized Steel G the ability of hose materials to withstand them. Contact Parker
. for chemical compatibility data at elevated temperatures. Refer
Stainless Steel (316) S to the Safety and Technical section of this catalog for safety,
Galvanized Steel G handling and use information. Refer to the Composite Hose
Stainless Steel (316) s table in the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for
Polypropylene n/a (Standard) additional chemical compatibility information. If no data exists,
Polytetrafluoroethylene (PTFE) # users are required to perform compatibility testing at the desired
temperature.

Couplings

Notes:

Vapor Recovery Hose
Series 1000

Inner Wire:
Inner Liner:
Hose Wall:
Cover:

Outer Wire:
Temp Range:
Brand Method:
Brand Example:

Design Factor:

Applications:

Vacuum:
Compare to:

Part
Number

1000GG-4000
1000GG-6000
1000GG-8000
1000GG-10000

Standard Wire:

Available Wire Options:
Alternate P/N Example:

Coupling Rec:

Assemblies:

Carbon Steel
Stainless Steel

Industry Standards:

Galvanized steel (G)

Polypropylene fabric

Multiple layers of fabric/film/tubes

Yellow PVC-covered polyester

Galvanized steel (G)

-40°F to +212°F (-40°C to +100°C)

White text on black stripe

PARKER SERIES 1000 VAPOR RECOVERY HOSE 100 PSI MAX WP
MADE IN USA

4:1

USCG 33CFR 154.810

Petroleum and petrochemical vapor recovery in bottom loading,
ship-to-shore and tank truck transfer

NOTE: Not for dry material service.

Full

Apollo 110P, Dantec Danoil VR; Peraflex GGP-VRH; Tift 944 Chemflex
VRH; Uni-Chem Uni-VR; Wilcox 1321

ID ID Approx Min Bend Max Max Lg

(in) (mm) Wt Rad Rec WP (ft)
(Ibs/ft) (in) (psi)

4 101.6 3.0 11.0 100 70

6 152.4 4.0 16.0 100 65

8 203.2 8.0 22.0 100 65

10 254.0 18.0 35.0 100 50

G (Galvanized) inner and outer

See table below

1000GS-4000 (Galvanized inner, Stainless outer)

Permanently attached one-piece male pipe or flanged ends; cam

and groove. Refer to page 387 for standard factory coupling options.
Per customer requirement; hydrostatically tested to 150% of the rated
working pressure. Contact Parker.

e Inner liner and inner wire selection should match that of the
composite transfer hose.

e See page 387 for additional coupling materials data.
# Specify when ordering.

Parker Industrial Hose Customer Service

866 810 HOSE (4673)
Strongsville, OH

Eastern USA

800 242 HOSE (4673)
South Gate, CA
Western USA

www.safehose.com
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Series 2100

Inner Wire:
Inner Liner:

Petroleum Transfer Hose

Galvanized steel (G)
Polypropylene fabric

Hose Wall:
Cover:

Outer Wire:
Temp Range:
Brand Method:
Brand Example:

Design Factor: 4:1

Multiple layers of fabric/film/tubes
Blue PVC-covered polyester
Galvanized steel (G)
-40°F to +212°F (-40°C to +100°C)

Black text on gold stripe

PARKER SERIES 2100 PETROLEUM TRANSFER HOSE
XXX PSI MAX WP MADE IN USA

Industry Standards: American Bureau of Shipping (ABS) Certificate of Design Assessment
2009 Steel Vessels Rules
Applications: Marine, plant processing, rail car, ship-to-shore, tank truck
NOTE: Not for dry material service.
Vacuum: Full
Compare to: Apollo 100P; Dantec Danoil 7 GG; Peraflex GGP Hydrocarbon; Tift 901
Fuelmaster; Uni-Chem Uni-Oil GG; Wilcox 1091/1151 GG
Part ID ID Approx Min Bend Max Max Lg
Number (in) (mm) Wit Rad Rec WP (ft)
(Ibs/ft) (in) (psi)
2100GG-1000 1 25.4 0.8 5.0 250 75
2100GG-1500 1-1/2 38.1 1.0 6.0 250 75
2100GG-2000 2 50.8 1.2 6.5 250 75
2100GG-2500 2-1/2 63.5 1.6 8.0 250 75
2100GG-3000 S 76.2 2.0 9.5 250 70
2100GG-4000 4 101.6 4.4 16.0 250 70
2100GG-6000 6 152.4 7.0 20.0 250 65
2100GG-8000 8 203.2 10.0 29.0 250 65
2100GG-10000 10 254.0 23.0 40.0 150 50
Standard Wire: G (Galvanized) inner and outer
Available Wire Options: See table below
Coupling Rec: Permanently attached one-piece male pipe or flanged ends; cam
and groove. Refer to page 387 for standard factory coupling options.
Assemblies: Per customer requirement; hydrostatically tested to 150% of the

Available Component Materials

rated working pressure. Contact Parker.

AWARNING! Itis the responsibility of the user to
determine if the hose is suitable for the application.

I D EZETN i:ll-r:sz[:’(;ﬂg;s:;:r Elevated temperatures can change the chemical
resistance ratings. Many chemicals will become
Inner Wire  Galvanized Steel G more aggressive as temperatures increase, reducing
. . the ability of hose materials to withstand them.
QUi e (CElYEIREE) Cies] G Contact Parker for chemical compatibility data at
Inner Liner Polypropylene n/a (Standard) elevated temperatures. Refer to the Safety and
Polytetrafluoroethylene (PTFE) # Technical section of this catalog for safety, handling
, . and use information. Refer to the Composite Hose
Select PTFE for extremely high aromatic content table in the Chemical Guide section of this catalog
Couplings Carbon Steel - to determine compatibility with specific chemicals.
Stainless Steel _ Contact Parker for additional chemical compatibility
information. If no data exists, users are required
See page 387 for additional coupling materials data. to perform compatibility testing at the desired
# Specify when ordering. temperature.
84 Parker Industrial Hose Customer Service

866 810 HOSE (4673)
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Inner Wire:
"Il Inner Liner:
Y Hose Wall:
£ Cover:
— Outer Wire:
Temp Range:

Brand Method:
Brand Example:

Design Factor:

Applications:

Vacuum:
Compare To:

Part
Number

4500GG-3000
4500GG-4000

Standard Wire:

Available Wire Options:

Coupling Rec:

Assemblies:

Available Component Materials

Component Description Alpha Designation
in Hose Part Number
Inner Wire  Galvanized Steel G
Outer Wire Galvanized Steel G
Inner Liner Polypropylene n/a (Standard)
Couplings Carbon Steel -

Stainless Steel -

See page 387 for additional coupling materials data.

Industry Standards:

Bottom Loading Hose
Series 4500

Galvanized steel (G)

Polypropylene fabric

Multiple layers of fabric/film/tubes

Blue PVC coated polyester

Galvanized steel (G)

-40°F to +212°F (-40°C to +100°C)

Black text on gold stripe

PARKER SERIES 4500 BOTTOM LOADING HOSE 200 PSI MAX WP
MADE IN USA

4:1

None applicable

Hose loading arms in bottom loading applications at bulk distributing and
refining facilities

NOTE: Not for dry material service.

Full

Peraflex BL-GGP Bottom Loading; Tift 901/401 Bottom Loading;
Uni-Chem Uni-BL; Wilcox 4124SS/4121SG

ID ID Approx  Min Bend Max Max Lg
(in) (mm) Wit Rad Rec WP (ft)
(Ibs/ft) (in) (psi)
3 76.2 2.0 9.5 200 70
4 101.6 4.4 16.0 200 70

G (Galvanized) inner and outer

See table below

Permanently attached one-piece TTMA (Truck Trailer Manufacturers
Association) flanges. Refer to page 387 for standard factory coupling
options.

Per customer requirement; hydrostatically tested to 150% of the rated
working pressure. Contact Parker.

AWARNING! It is the responsibility of the user to determine if the hose
is suitable for the application. Elevated temperatures can change the
chemical resistance ratings. Many chemicals will become more aggressive
as temperatures increase, reducing the ability of hose materials to
withstand them. Contact Parker for chemical compatibility data at elevated
temperatures. Refer to the Safety and Technical section of this catalog for
safety, handling and use information. Refer to the Composite Hose table in
the Chemical Guide section of this catalog to determine compatibility with
specific chemicals. Contact Parker for additional chemical compatibility
information. If no data exists, users are required to perform compatibility

testing at the desired temperature.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
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Inner Wire:
Inner Liner:
Hose Wall:
Cover:

Outer Wire:
Temp Range:
Brand Method:
Brand Example:

Design Factor:
Industry Standards:
Applications:

Vacuum:
Compare to:

Part
Number

3100PG-1000
3100PG-1500
3100PG-2000
3100PG-2500
3100PG-3000
3100PG-4000
3100PG-6000
3100PG-8000

Standard Wire:

Available Wire Options:
Alternate P/N Example:

Coupling Rec:

Assemblies:

Available Component Materials

Component Description
Inner Wire  Polypropylene-coated steel P
Outer Wire Galvanized Steel G
Stainless Steel (316) S
Inner Liner Polypropylene
Couplings Carbon Steel -

Stainless Steel -

See page 387 for additional coupling materials data.

Alpha Designation
in Hose Part Number

n/a (Standard)

Chemical Transfer Hose
Series 3100

Polypropylene-coated steel (P)

Polypropylene fabric

Multiple layers of fabric/film/tubes

Black PVC coated polyester

Galvanized steel (G)

-40°F to +212°F (-40°C to +100°C)

Black text on gold stripe

PARKER SERIES 3100 CHEMICAL TRANSFER HOSE 250 PSI MAX WP
MADE IN USA

4:1

None applicable

Chemicals, inks, paints, plant processing, rail cars, tank trucks
NOTE: Not for dry material service.

Full

Apollo 1052P; Dantec Danchem PG/PS; Peraflex PGP Standard
Chemical; Tift 951 PG/PS; Uni-Chem PG/PS; Wilcox 3091PG/3094PS

ID ID Approx Min Bend Max Max Lg

(in) (mm) Wit Rad Rec WP (ft)
(Ibs/ft) (in) (psi)

1 254 0.8 5.0 250 75
1-1/2 38.1 1.0 6.0 250 75
2 50.8 1.2 6.5 250 75
2-1/2 63.5 1.6 8.0 250 75
3 76.2 2.0 9.5 250 70
4 101.6 4.4 16.0 250 70
6 152.4 7.0 20.0 250 65
8 203.2 10.0 29.0 250 65

P (Polypropylene-coated steel inner) and G (Galvanized) outer

See table below

3100PS-4000 (Polypropylene coated inner, Stainless outer)
Permanently attached one-piece male pipe or flanged ends; cam and
groove. Refer to page 387 for standard factory coupling options.

Per customer requirement; hydrostatically tested to 150% of the rated
working pressure. Contact Parker.

AWARNING! Itis the responsibility of the user to determine
if the hose is suitable for the application. Elevated temperatures
can change the chemical resistance ratings. Many chemicals will
become more aggressive as temperatures increase, reducing the
ability of hose materials to withstand them. Contact Parker for
chemical compatibility data at elevated temperatures. Refer to the
Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Composite Hose table in the Chemical
Guide section of this catalog to determine compatibility with specific
chemicals. Contact Parker for additional chemical compatibility
information. If no data exists, users are required to perform
compatibility testing at the desired temperature.

86 Parker Industrial Hose Customer Service
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Aggressive Chemical Transfer Hose
Series 4100

Composite

Inner Wire: Stainless steel (S)
Inner Liner: Polypropylene fabric
Hose Wall: Multiple layers of fabric/film/tubes
Cover: Green PVC coated polyester
Outer Wire: Stainless steel (S)
Temp Range: -40°F to +212°F (-40°C to +100°C)
Brand Method: Black text on gold stripe
Brand Example: PARKER SERIES 4100 AGGRESSIVE CHEMICAL TRANSFER HOSE
250 PSI MAX WP MADE IN USA
Design Factor: 4:1
Industry Standards: None applicable
Applications: Chemicals, inks, paints, plant processing, rail cars, tank trucks
NOTE: Not for dry material service.
Vacuum: Full
Compare to: Apollo 1052S; Dantec SS/SG; Peraflex SSP/SGP Chemical;
Tift 951 SS/SG; Uni-Chem SS/SG; Wilcox 4094SS/4091SG
Part ID ID Approx Min Bend Max Max Lg
Number (in) (mm) Wit Rad Rec WP (ft)
(Ibs/ft) (in) (psi)
4100SS-1000 1 25.4 0.8 5.0 250 75
4100SS-1500 1-1/2 38.1 1.0 6.0 250 75
4100SS-2000 2 50.8 1.2 6.5 250 75
4100SS-2500 2-1/2 63.5 1.6 8.0 250 75
4100SS-3000 S 76.2 2.0 9.5 250 70
4100SS-4000 4 101.6 4.4 16.0 250 70
4100SS-6000 6 152.4 7.0 20.0 250 65
4100SS-8000 8 203.2 10.0 29.0 250 65
Standard Wire: S (Stainless) inner and outer

Available Wire Options: See table below
Alternate P/N Example: 4100SG-4000 (Stainless inner, Galvanized outer)

Coupling Rec: Permanently attached one-piece male pipe or flanged ends; cam and
groove. Refer to page 387 for standard factory coupling options.
Assemblies: Per customer requirement; hydrostatically tested to 150% of the

rated working pressure. Contact Parker.

Available Component Materials AWARNING! It is the responsibility of the user to determine if the
c t Descrioti Alpha Desianati hose is suitable for the application. Elevated temperatures can change
omponen EscHpion . P e sanaton the chemical resistance ratings. Many chemicals will become more
in Hose Part Number

aggressive as temperatures increase, reducing the ability of hose
Inner Wire  Stainless Steel (316) S materials to withstand them. Contact Parker for chemical compatibility

. . data at elevated temperatures. Refer to the Safety and Technical section
Outer Wire  Galvanized Steel G of this catalog for safety, handling and use information. Refer to the
Stainless Steel (316) S Composite Hose table in the Chemical Guide section of this catalog
Inner Liner  Polypropylene n/a (Standard) to determine compatibility with specific chemicals. Contact Parker for

additional chemical compatibility information. If no data exists, users are

Couplings  Carbon Steel - required to perform compatibility testing at the desired temperature.

Stainless Steel -

See page 387 for additional coupling materials data.

Parker Industrial Hose Customer Service 87
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PTFE Chemical Transfer Hose

Series 5100

Inner Wire: Stainless steel (S)

Inner Liner: Polytetrafluoroethylene (PTFE / Teflon®) film
Hose Wall: Multiple layers of fabric/film/tubes

Cover: Red PVC coated polyester

Outer Wire: Stainless steel (S)

Temp Range: -40°F to +212°F (-40°C to +100°C)

Brand Method:
Brand Example:

Design Factor:
Industry Standards:
Applications:

Black text on gold stripe

PARKER SERIES 5100 PTFE CHEMICAL TRANSFER HOSE

250 PSI MAX WP MADE IN USA

4:1

None applicable

Chemicals, inks, paints, pharmaceuticals, plant processing, rail cars, tank
trucks

NOTE: Not for dry material service.

Vacuum: Full
Compare To: Apollo 1052T; Dantec Danflon SS/SG; Peraflex SST/SGT Aggressive
Chemical; Tift 947 Tel-Flex SS/SG; Uni-Chem Uni-Flon SS/SG; Wilcox
4124SS/4121SG
Part ID ID Approx Min Bend Max Max Lg
Number (in) (mm) Wit Rad Rec WP (ft)
(Ibs/ft) (in) (psi)
5100SS-1000 1 25.4 0.8 5.0 250 75
5100SS-1500 1-1/2 38.1 1.0 6.0 250 75
5100SS-2000 2 50.8 1.2 6.5 250 75
5100SS-2500 2-1/2 63.5 1.6 8.0 250 75
5100SS-3000 3 76.2 2.0 9.5 250 70
5100SS-4000 4 101.6 4.4 16.0 250 70
5100SS-6000 6 152.4 7.0 20.0 250 65
5100SS-8000 8 203.2 10.0 29.0 250 65

Standard Wire:

Available Wire Options:
Alternate P/N Example:

S (Stainless) inner and outer
See table below
5100SG-4000 (Stainless inner, Galvanized outer)

Coupling Rec: Permanently attached one-piece male pipe or flanged ends; cam and
groove. Refer to page 387 for standard factory coupling options.
Assemblies: Per customer requirement; hydrostatically tested to 150% of the rated

working pressure. Contact Parker.

Available Component Materials AWARNING! It is the responsibility of the user to determine
Component Description Alpha Designation if the hose is suitable for the application. Elevated temperatures
in Hose Part Number can change the chemical resistance ratings. Many chemicals will
become more aggressive as temperatures increase, reducing the
Inner Wire  Stainless Steel (316) S ability of hose materials to withstand them. Contact Parker for
Outer Wire Galvanized Steel G chemical compatibility data at elevated temperatures. Refer to the
Safety and Technical section of this catalog for safety, handling
Stainless Steel (316) S and use information. Refer to the Composite Hose table in the
Inner Liner  Polytetrafluoroethylene (PTFE) n/a (Standard) Chemical _C?uide se_ction of this catalog to deterr_‘n_ine compa?ibility
. with specific chemicals. Contact Parker for additional chemical
Couplings ~ Carbon Steel - compatibility information. If no data exists, users are required to
Stainless Steel - perform compatibility testing at the desired temperature.

See page 387 for additional coupling materials data.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
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Hose Selector Guide - by application

Series Trademark Hose Application/ Construction / Tube Cover Size Pressure Temp Page
Selector Guide Range Range Range No.
(in) (psi) (°F)
EW339 Petroleum 50% aromatics Nitrile | Synthetic 6-12 200 -40 /+180
91
rubber
EW355 Petroleum 50% aromatics Nitrile | Synthetic 6-12 250 -40 /+180 92
rubber
EW399 Petrochemical 100% aromatics | FKM Synthetic 4-10 250 -40 /+180
96
rubber
EW460 Molten sulphur EPDM |EPDM 6-10 200 -40 /+300 97
EW499 Hot tar & asphalt FKM Synthetic 4-10 200 -40 /+350
98
rubber
EWC439 Petroleum 50% aromatics, Nitrile | Synthetic 4-12 225 -40 /+180 93
corrugated rubber
SW339 Petroleum 50% aromatics Nitrile | Synthetic 4-8 200 -40 /+180
94
rubber
SW356 Petroleum 60% aromatics Nitrile | Synthetic 4-8 250-300 |-40 /+180
rubber 95

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

Hose Selector Guide - by industry standard

Industry USCG
Standards
Hose Series EW339
EW355
EW399
EW460
EW499
EWC439
SW339

NOTE: This is a guide only. It is the responsibility of the end user to select and/or
test the most appropriate product for the application. Refer to product pages for
specific data. Contact Parker for additional information.

Refer to pages 9-10 for a complete listing of industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

90 Parker Industrial Hose Customer Service
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Heavy Duty Dock Hose -

Petroleum Service
USCG

Series EW339
Custom Made Hose

Series EW339 is a heavy duty oil suction and discharge (OS&D)/dock hose for transferring

oil between tankers, barges, and storage tanks. The hose construction incorporates a
specially formulated tube that resists media to 50% aromatic content. The wire helix
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The rugged cover is resistant to abrasion, mild chemicals, oil and
weathering. Series EW339 meets all United States Coast Guard (USCG) requirements for

dock/OS&D hose.

NOTES: « Other customized versions of this product are available. Contact Parker.
« For corrugated construction, refer to Series EWC339. Contact Parker.
« For smaller diameter hose, refer to Series SW339.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:
Industry Standards:
Applications:
Vacuum:
Packaging:
Couplings:
Part ID ID Reinf oD
Number (in) (mm) Plies (in)
EW339-6000 6 152.4 4 7.125
EW339-8000 8 203.2 6 9.375
EW339-10000 10 254.0 8 11.750
EW339-12000 12 304.8 8 13.750

Black nitrile

Multiple plies of tire cord with wire helix

Black synthetic rubber; wrapped finish

-40°F to +180°F (-40°C to +82°C)

Black text on red stripe

PARKER SERIES EW339 NITRILE / OIL SERVICE

4:1

USCG

¢ Oil and fuel to 50% aromatic content

¢ Transfer between barges, storage tanks and marine vessels
Full

Lengths or coils in bales, crates or slat packs

Built-in nipples, male pipe or flanged. Other configurations available.
Contact Parker.

oD Approx Approx Min Min Max Max Max
(mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)

(in) (mm) (psi) (bar)
181.0 8.00 3.63 36.0 914.4 200 13.8 100
247.7 13.30 6.03 48.0 1219.2 200 13.8 50
298.5  20.00 9.07 60.0 15240 200 13.8 50
3493  27.00 12.25 72.0 1828.8 200 13.8 50

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com




Heavy Duty Dock Hose -

Petroleum Service
USCG

Series EW355
Custom Made Hose

Series EW355 is a heavy duty oil suction and discharge (OS&D)/dock hose for transferring
oil between tankers, barges, and storage tanks. The hose construction incorporates a
specially formulated tube that resists media to 50% aromatic content. The wire helix
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The rugged cover is resistant to abrasion, mild chemicals, oil and
weathering. Series EW355 meets all United States Coast Guard (USCG) requirements for
dock/OS&D hose.

NOTE: Other customized versions of this product are available. Contact Parker.

Tube: Black nitrile
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black synthetic rubber; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on red stripe
Brand Example: PARKER SERIES EW355 DOCK HOSE 250 PSI ASSEMBLY -
USCG CERTIFIED - USA
Design Factor: 4:1
Industry Standards: USCG
Applications: e Qil and fuel to 50% aromatic content
¢ Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: ANSI 1504# carbon steel built-in nipples and fixed x floating flanges. Other
lengths and configurations available. Contact Parker.
Assembly ID ID Reinf oD oD Approx Approx  Min Min Max Max Assy Stock
Part (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg Status
Number (Ibs/ea) (kg/ea) Rad Rad WP WP (ft) *

(in) (mm)  (psi) (bar)
7250 184.2 300.00 136.10 36.0 9144 250 172 25
EW355X6000KAB-360 6 1524 7250 184.2 330.00 149.70 36.0 9144 250 17.2 30
EW355X8000KAB-360 8 203.2 9.500 241.3 550.00 249.50 48.0 12192 250 172 30
EW355X10000KAB-300 10 254.0 8 11.750 298.5 655.00 297.10 60.0 15240 250 172 25
EW355X12000KAB-240 12 3048 10 13.875 352.4 785.00 356.10 72.0 1828.8 250 17.2 20

EW355X6000KAB-300 6 1524

o o O
< < < < =<

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Corrugated Flex Barge
Dock Hose -

Petroleum Service
USCG

Series EW(C439

Custom Made Hose

Series EWC439 is a heavy duty oil suction and discharge (OS&D)/dock hose for transferring
oil between tankers, barges, and storage tanks. The hose construction incorporates a
specially formulated tube that resists media to 50% aromatic content. The wire helix
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The rugged corrugated cover provides additional flexibility and is
resistant to abrasion, mild chemicals, oil and weathering. Series EWC439 meets all United
States Coast Guard (USCG) requirements for dock/OS&D hose.

NOTE: For 300 psi hose, refer to Series EWC356. Other customized versions of this product
are available. Contact Parker.

Tube: Black nitrile
Reinforcement: Multiple plies of tire cord with dual wire helix
Cover: Black synthetic rubber; corrugated wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on red stripe
Brand Example: PARKER SERIES EWC439 FLEX BARGE HOSE
Design Factor: 4:1
Industry Standards: USCG
Applications: e Qil and fuel to 50% aromatic content
e Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Built-in nipples, male pipe or flanged. Other configurations available.

Contact Parker.

Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EWC439-4000 4 101.6 4 5.000 127.0 4.30 1.95 20.0 508.0 225 15.5 100
EWC439-6000 6 152.4 6 7.250 184.2 8.20 3.72 29.0 736.6 225 15.5 100
EWC439-8000 8 203.2 6 9.406 238.9 12.30 5.58 38.0 965.2 225 185 50
EWC439-10000 10 254.0 8 11.719  297.7 21.01 9.53 48.0 1219.2 225 185 50

EWC439-12000 12 304.8 10 13.906 353.2 27.06 12.27 58.0 1473.2 225 165 50
Parker Industrial Hose Customer Service 93
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USCG

dock/OS&D hose.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:
Industry Standards:
Applications:
Vacuum:
Packaging:
Part ID ID Reinf oD oD
Number (in) (mm) Plies (in) (mm)
SW339-4000 4 101.6 4 5188 131.8
SW339-6000 6 1524 4 7.250 184.2
SW339-8000 8 203.2 4 9.250 235.0

Heavy Duty Dock Hose -
Petroleum Service

Series SW339

Series SW339 is a heavy duty oil suction and discharge (OS&D)/dock hose for transferring
oil between tankers, barges, and storage tanks. The hose construction incorporates a
specially formulated tube that resists media to 50% aromatic content. The dual wire helix
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The rugged cover is resistant to abrasion, mild chemicals, oil and
weathering. Series SW339 meets all United States Coast Guard (USCG) requirements for

NOTES: . For corrugated hose, refer to Series EWC439.
« For larger diameter hose, refer to Series EW339.

Black nitrile

Multiple plies of tire cord with dual wire helix

Black synthetic rubber; wrapped finish

-40°F to +180°F (-40°C to +82°C)

Black text on red stripe

PARKER SERIES SW339 NITRILE/OIL SERVICE 200 PSI WP
MADE IN USA

4:1

USCG

e QOil and fuel to 50% aromatic content

¢ Transfer between barges, storage tanks and marine vessels
Full

Coils
Approx  Approx Min Min Max Max Std Stock
Wit Wt Bend Bend Rec Rec Pack Status
(Ibs/ft) (kg/ft) Rad Rad WP WP Qty **
(in) (mm) (psi) (bar) (ft)
5.80 2.63 16.0 406.4 200 14 100 N
9.41 4.27 36.0 914.4 200 14 100 N
12.35 5.60 48.0 1219.2 200 14 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Heavy Duty Dock Hose -
Petroleum Service
Series SW356

Series SW356 is a heavy duty oil suction and discharge (OS&D)/dock hose for transferring
oil between tankers, barges, and storage tanks. The hose construction incorporates a
specially formulated tube that resists media to 60% aromatic content. The wire helix
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The rugged cover is resistant to abrasion, mild chemicals, oil and

weathering.

Tube: Black nitrile

Reinforcement: Multiple plies of tire cord with dual wire helix

Cover: Black synthetic rubber; wrapped finish

Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Black text on red stripe

Brand Example: PARKER SERIES SW356 HEAVY DUTY OS&D HOSE XXX PSI WP

MADE IN U.S.A.

Design Factor: 4:1

Industry Standards: None applicable

Applications: ¢ Qil and fuel to 60% aromatic content

¢ Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Pack Status
(Ibs/ft) (kg/ft) Rad Rad WP WP Qty **
(in) (mm) (psi)  (bar) ()

SW356-4000 4 1016 4 5250 1334  6.09 276 200 5080 300 20.7 100 N
SW356-6000 6 152.4 4 7.375 187.3 9.80 4.45 34.0 863.6 300 20.7 100 Y
SW356-8000 8 2032 4 9375 2381 1269 576 46.0 11684 250 17.2 100 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service 95
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Heavy Duty Dock Hose -

Petrochemical Service
FKM Tube, USCG

Series EW399
Custom Made Hose

Series EW399 is a heavy duty, high pressure suction and discharge/dock hose for
transferring oil, fuel and petrochemical products between tankers, barges, and storage
tanks. The hose construction incorporates a specially formulated, premium quality tube
that resists multiple types and concentrations of media to 100% aromatic content. The
wire helix provides full suction capability, kink resistance and a path to conduct a static
electrical charge to ground. The rugged cover is resistant to abrasion, mild chemicals, oil
and weathering. Series EW399 meets all United States Coast Guard (USCG) requirements
for dock/OS&D hose.

NOTE: Other customized versions of this product are available. Contact Parker.

Tube: Black FKM fluoroelastomer
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black synthetic rubber; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on red stripe
Brand Example: PARKER SERIES EW399 FKM DOCK / OS&D HOSE
Design Factor: 4:1
Industry Standards: USCG
Applications: e Petrochemicals; oil and fuel to 100% aromatic content
¢ Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Built-in nipples, male pipe or flanged. Other configurations available.

Contact Parker.

Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EW399-4000 4 101.6 4 5.250 133.4 5.50 2.49 24.0 609.6 250 17.2 100
EW399-6000 6 152.4 6 7.313 185.7 8.50 3.86 36.0 914.4 250 17.2 100
EW399-8000 8 203.2 8 9.500 241.3 14.80 6.71 48.0 1219.2 250 17.2 50

EW399-10000 10 254.0 10 12.000 304.8 23.00 10.43 60.0 1524.0 250 17.2 50

96 Parker Industrial Hose Customer Service
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Molten Sulphur

Dock Hose
USCG

Series EW460
Custom Made Hose

Series EW460 is a heavy duty, high temperature suction and discharge/dock hose for
transferring molten sulphur between tankers, barges, and storage tanks. The hose
construction incorporates a specially formulated high grade EPDM tube that features a
temperature rating to 300°F (149°C). The wire helix provides full suction capability, kink
resistance and a path to conduct a static electrical charge to ground. The rugged, high grade
EPDM cover is resistant to abrasion, heat, mild chemicals and ozone. Series EW460 meets
all United States Coast Guard (USCG) requirements for dock/OS&D hose.

NOTE: Other customized versions of this product are available. Contact Parker.

Tube: Black EPDM
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black EPDM; wrapped finish
Temp. Range: -40°F to +300°F (-40°C to +149°C)
Brand Method: Black text on red stripe
Brand Example: PARKER SERIES EW460 MOLTEN SULPHUR DOCK HOSE
Design Factor: 5:1
Industry Standards: USCG
Applications: * Hot, molten sulphur
¢ Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Built-in nipples, male pipe or flanged. Other configurations available.

Contact Parker.

Part ID ID Reinf oD oD Approx Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EW460-6000 6 152.4 6 8.000 203.2 12.00 5.44 42.0 1066.8 200 13.8 100
EW460-8000 8 203.2 8 10.250 260.4 20.00 9.07 54.0 1371.6 200 13.8 50

EW460-10000 10 254.0 8 12.250 311.2 28.00 12.70 66.0 1676.4 200 13.8 50

Parker Industrial Hose Customer Service 97
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Part
Number

EW499-4000
EW499-6000
EW499-8000
EW499-10000

ID
(in)

Hot Tar & Asphalt Hose
FKM Tube

USCG

Series EW499

Custom Made Hose

Series EW499 is a heavy duty, high temperature suction and discharge/dock hose for
transferring hot tar and asphalt between tankers, barges, and storage tanks. The hose
construction incorporates a specially formulated tube that features a temperature rating
to 350°F (177°C). The wire helix provides full suction capability, kink resistance and a path
to conduct a static electrical charge to ground. The rugged cover is resistant to abrasion,
heat, oil and weathering. Series EW499 meets all United States Coast Guard (USCG)
requirements for dock/OS&D hose.
NOTES: « Other customized versions of this product are available. Contact Parker.

o For smaller diameter suction and discharge hose, refer to Series SW387.

« For high pressure applicator hose, refer to Series 7204.

Tube: Black FKM fluoroelastomer

Reinforcement: Multiple plies of tire cord with wire helix

Cover: Black synthetic rubber; wrapped finish

Temp. Range: -40°F to +350°F (-40°C to +177°C)

Brand Method: Black text on red stripe

Brand Example: PARKER SERIES EW499 HOT TAR & ASPHALT HOSE
Design Factor: 5:1

Industry Standards: USCG

Applications: e Hot asphalt, oil, tar

¢ Transfer between barges, storage tanks and marine vessels
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Built-in nipples, male pipe or flanged. Other configurations available.
Contact Parker.

ID Reinf oD oD Approx  Approx Min Min Max Max Max
(mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
101.6 4 5.250 133.3 5.50 2.49 28.0 711.2 200 13.8 100
152.4 6 7.500 190.5 9.90 4.50 42.0 1066.8 200 13.8 100
203.2 8 9.875 250.8 15.30 6.90 54.0 1371.6 200 13.8 50
254.0 8 12.000 304.8 20.80 9.43 66.0 1676.4 200 13.8 50

AWARNING! Do not use above 350°F (177°C) or for applications beyond its intended service.

98 Parker Industrial Hose Customer Service
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-] Hose Selector Guide - by application
E Series Trademark Hose Application/ Construction / Tube Cover Size Pressure Temp Page
Q Selector Guide Range Range Range No.
> (in) (psi) (F)
Q SM382 |HARVEST PLUS+ Non-fatty, non-oily | Crush Chlorobutyl | EPDM 1-1/2 -4 200-250 | -40/+225 | 109
m foods resistant
SP330 LIGHT-N-BRIGHT™ | Non-fatty, non-oily | PVC external | Chlorobutyl |Synthetic |2 -4 150 -40/+200 | 110
d foods helix rubber
©C SP100 PVC banding |n/a n/a 2-6 n/a n/a 111
(=] coil
e XSP100 PVC abrasion | n/a n/a 2-6 n/a n/a 111
coil
S$S5200 Non-fatty, non-oily | Brewers hose, | Chlorobutyl | EPDM 1-1/2-4 350 -40/+180 | 112
foods discharge only
S$8231 Dry foods Abrasion Natural Natural |2-6 110-200 | -20/+180 | 114
resistant rubber rubber
S$S290 Fatty, oily foods Discharge Nitrile Natural 1-1/2-4 250 -20/+225 | 106
only rubber
SW319 Dry foods Hot air blower, | EPDM EPDM 1-1/4 -3 150-250 |-20/+325/| 115
high temp +350
SW330 Non-fatty, non-oily Chlorobutyl | EPDM 1-4 150 -40/+225 | 107
foods
SW373 Non-fatty, non-oily | Premium tube | FEP EPDM 1/2 - 4 100-500 | -40/+300 | 118
foods
Sw383 |EXACT-CHEM™ Dry foods MXLPE EPDM 1-6 150-200 | -40/+180 | 116
SW430 Fatty, oily foods Nitrile Nitrile 1-1/2-4 150 -20/+225 | 103
SW431 Dry foods Abrasion Natural Natural [4-5 100 -20/+180 | 113
resistant rubber rubber
SW574 | TITANFLEX® Non-fatty, non-oily | Premium tube | FEP EPDM 3/4 -4 200-400 | -40/+300 | 120
foods
SW630 Non-fatty, non-oily Chlorobutyl | EPDM 1-1/2-4 200 -40/+225 | 108
foods
SW640 Fatty, oily foods Nitrile Nitrile 1-1/2 -4 200-250 | -20/+225 | 102
SWC430 Fatty, oily foods Corrugated Nitrile Nitrile 2-6 100-150 | -20/+225 | 104
SWC432 Fatty, oily foods Corrugated Nitrile Nitrile 2-4 100-200 | -20/+225 | 105
SWC693 | TITANFLEX® Non-fatty, non-oily | High pressure, | UHMWPE EPDM 1-4 200-250 | -40/+250 | 122
foods high temp

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

See the following page for the Hose Selector Guide by industry standard. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

100 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Hose Selector Guide - by industry standard )
Industry FDA PMO USDA 3-A E
Standards 0
Hose Series SM382 SM382 SM382 SM382 >
SP330 SP330 SP330 SP330 8
$S200 $S200 $S200 SS200
$S231 $5290 $5231 SS231 o3
$S290 SW319 $S290 $S290 -
SW319 SW330 SW319 SW319 o
SW330 SW430 SW330 SW330 |2
SW373 SW431 SW373 SW373
SW383 SW630 SW383 SW383
SW430 SW640 SW430 SW430
SW431 SWC430 SW431 SW431
SW574 SWC432 SW574 SW574
SW630 SW630 SW630
SW640 SW640 SW640
SWC430 SWC430 SWC430
SWC432 SWC432 SWC432
SWC693 SWC693 SWC693

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate
product for the application. Refer to product pages for specific data. Contact Parker for additional information.

See the previous page for the Hose Selector Guide by application. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Parker Industrial Hose Customer Service 101
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TITANFLEX®

Food Suction Hose
Nitrile Tube

FDA, PMO, USDA, 3-A
Series SW640

Series SW640 is an extremely flexible, kink resistant suction and discharge hose designed
to handle dry materials, fatty and oily foods, liquids, sanitary products and potable water in
a variety of transfer applications. The hose is manufactured using polished stainless steel
mandrels for an ultra-smooth, bacteria-free tube that will not impart taste or odor. The tube
cleans easily with 10% alkali bath, hot water, or open-end low pressure steam to 15 psi (1.0
bar). The lightweight construction incorporates a dual wire helix that provides full suction
capability, kink resistance and a path to conduct a static electrical charge to ground. The
nitrile cover is resistant to abrasion and oil.

(]
)
®
L
0
>
0

m

o3

T
o
o

T

Tube: White nitrile

Reinforcement: Multiple textile plies with dual wire helix

Cover: Gray nitrile; wrapped finish

Temp. Range: -20°F to +225°F (-29°C to +107°C)

Brand Method: Gray text on blue stripe

Brand Example: PARKER SERIES SW640 TITANFLEX® NITRILE FOOD SUCTION
MEETS FDA/3-A/USDA/PMO REQUIREMENTS (3-A LOGO) XXX PSI WP
MADE IN USA

Design Factor: 4:1

Industry Standards: FDA, PMO, USDA, 3-A

Applications: e Fatty and oily foods, liquids, milk, potable water, sanitary products

¢ |n-plant and tank transfer
e Delivery, transport

Vacuum: Full

Packaging: Coils
Part ID ID Reinf  OD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status

(lbs/ft) (kg/f) Rad  Rad WP WP Rec Qty
(in) (mm)  (psi) (bar) * (ft)

SW640-1500 1-1/2 381 2 2.000 508 095 043 50 127.0 250 17.2 * 100
SW640-2000 2 50.8 2 2500 635 129 0.59 6.0 1524 250 17.2 * 100
SW640-2500 2-1/2  63.5 2 3.000 762 158 0.72 7.0 177.8 200 13.8 * 100
SW640-3000 3 76.2 2 3.625 92.1 2.05 0.93 8.0 2032 200 13.8 * 100
SW640-4000 4 101.6 2 4.688 1191 3.14 142 11.0 2794 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

2l N2 2 2

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

102 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Food Suction Hose
Nitrile Tube

FDA, PMO, USDA, 3-A
Series SW430

] Series SW430 is a suction and discharge hose designed to handle fatty and oily foods,
liquids, sanitary products and potable water in a variety of transfer applications. The hose
is manufactured using polished stainless steel mandrels for an ultra-smooth, bacteria-
free tube that will not impart taste or odor. The tube cleans easily with 10% alkali bath, hot

I water, or open-end low pressure steam to 15 psi (1.0 bar). The lightweight construction
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incorporates a dual wire helix that provides full suction capability, kink resistance and a
path to conduct a static electrical charge to ground. The nitrile cover is resistant to abrasion

Y N ) i, ) s,

and oil.

Tube: White nitrile

Reinforcement: Multiple textile plies with dual wire helix

Cover: Gray nitrile; wrapped finish

Temp. Range: -20°F to +225°F (-29°C to +107°C)

Brand Method: Gray text on blue stripe

Brand Example: PARKER SERIES SW430 FOOD GRADE SUCTION & DISCHARGE HOSE
MEETS FDA/3-A/USDA/PMO REQUIREMENTS (3-A LOGO) 150 PSI WP
MADE IN USA

Design Factor: 4:1

Industry Standards: FDA, PMO, USDA, 3-A

Applications: e Fatty and oily foods, liquids, milk, potable water, sanitary products

¢ In-plant and tank transfer
e Delivery, transport

Vacuum: Full

Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status

(bs/f) (kg/f)f Rad Rad WP WP  Rec Qty
(in) (mm)  (psi) (bar) * (ft)

SW430-1500 1-1/2  38.1 2 2125 54.0 1.01 0.46 6.0 152.4 150 10.3 * 100
SW430-2000 2 50.8 2 2.625 66.7 1.41 0.64 7.0 177.8 150 10.3 * 100
SW430-2500 2-1/2  63.5 2 3.188 81.0 1.89 0.86 8.0 2032 150 10.3 * 100
SW430-3000 3 76.2 2 3.688 93.7 239 1.08 9.0 228.6 150 10.3 * 100
SW430-4000 4 101.6 2 4813 1222 359 1.63 120 3048 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

<<z <<

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Corrugated Food Suction Hose
Nitrile Tube

FDA, PMO, USDA, 3-A

Series SWC430

Series SWC430 is a flexible suction and discharge hose designed to handle fatty and oily
foods, liquids, sanitary products and potable water in a variety of transfer applications.

The hose is manufactured using polished stainless steel mandrels for an ultra-smooth,
bacteria-free tube that will not impart taste or odor. The tube cleans easily with 10%

alkali bath, hot water, or open-end low pressure steam to 15 psi (1.0 bar). The lightweight
corrugated construction incorporates a dual wire helix that provides full suction capability,
kink resistance and additional flexibility for ease of handling, and a path to conduct a static
electrical charge to ground. The nitrile cover is resistant to abrasion and oil.
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@ Tube: White nitrile

E_{? Reinforcement: Multiple textile plies with dual wire helix

- Cover: Gray nitrile; corrugated wrapped finish

O Temp. Range: -20°F to +225°F (-29°C to +107°C)

E:S Brand Method: Gray text on blue stripe

(=] Brand Example: PARKER SERIES SWC430 CORRUGATED FOOD GRADE SUCTION &

DISCHARGE HOSE MEETS FDA/3-A/USDA/PMO REQUIREMENTS
(8-A LOGO) XXX PSI WP MADE IN USA

Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Fatty and oily foods, liquids, milk, potable water, sanitary products

e |n-plant and tank transfer
e Delivery, transport

Vacuum: Full

Packaging: Coils
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
*k

(lbs/ft) (kg/ft)  Rad Rad WP WP Rec Qty
(in) (mm)  (psi) (bar) * (ft)

SWC430-2000 2 50.8 2 2.625 66.7 1.46  0.66 5.0 127.0 150 10.3 * 100 N
SWC430-3000 3 76.2 2 3.688 93.7 2.39 1.08 6.0 152.4 150 10.3 * 100 N
SWC430-4000 4 101.6 2 4813 1222 3.68 1.67 8.0 2032 150 10.3 * 100 N
SWC430-6000 6 152.4 2 6.750 1715 586 2.66 12.0 304.8 100 6.9 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

104 Parker Industrial Hose Customer Service
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. 0
Corrugated Food Suction Hose =)
. - (1]
Nitrile Tube S
FDA, PMO, USDA, 3-A S
Series SWC432 3
Series SWC432 is an extremely flexible suction and discharge hose designed to handle -
fatty and oily foods, liquids, sanitary products and potable water in a variety of transfer o
applications. The hose is manufactured using polished stainless steel mandrels for an (]
ultra-smooth, bacteria-free tube that will not impart taste or odor. The tube cleans easily L
7y} with 10% alkali bath, hot water, or open-end low pressure steam to 15 psi (1.0 bar). The
m lightweight construction incorporates a dual wire helix that provides full suction capability,
A minimal force-to-bend, superior kink resistance, flexibility for ease of handling, and a path
ﬁ to conduct a static electrical charge to ground. The nitrile cover is resistant to abrasion and
- oil and features enhanced corrugations that allow easy, sanitary cleaning.
0 Tube: White nitrile
E Reinforcement: Multiple textile plies with dual wire helix
Cover: Gray nitrile; enhanced corrugated wrapped finish
a Temp. Range: -20°F to +225°F (-29°C to +107°C)
N Brand Method: Gray text on blue stripe
Brand Example: PARKER SERIES SWC432 FOOD SUCTION MEETS FDA/3-A/USDA/
PMO REQUIREMENTS (3-A LOGO) XXX PSI WP MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Fatty and oily foods, liquids, milk, potable water, sanitary products
e |n-plant and tank transfer
e Delivery, transport
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Pack Stock
Number (in) (mm)  Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Qty Status
(bs/f) (kg/f)y Rad Rad WP WP Rec (f) ok
(n)  (mm) (psi) (bar) *
SWC432-2000 2 50.8 2 2594 659 133 0.60 50 127.0 200 13.8 * 100 Y
SWC432-3000 3 76.2 2 3.625 921 2.09 0.95 8.0 2032 150 10.3 * 100 Y
SWC432-4000 4 1016 2 4688 1191 311 141 100 2540 100 6.9 = 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Part
Number

$§5290-1500
$S290-2000
$S290-2500
$5290-3000
$S5290-4000

ID
(in)

1-1/2
2
2-1/2
3
4

Beverage and Potable Water

Discharge Hose
Nitrile Tube
FDA, PMO, USDA, 3-A
Series SS290

Series SS290 is a high pressure discharge hose designed to handle beverages, liquids and
potable water in a variety of transfer applications. The hose is manufactured using polished
stainless steel mandrels for an ultra-smooth, bacteria-free tube that will not impart taste or
odor. The tube cleans easily with 10% alkali bath, hot water, or open-end low pressure steam
to 15 psi (1.0 bar). The lightweight construction provides flexibility for ease of handling. The
natural rubber cover is resistant to abrasion, mild chemicals and ozone.

NOTE: Do not for use in applications where a static charge may develop unless externally

grounded.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

White nitrile

Multiple textile plies

Gray natural rubber; wrapped finish

-20°F to +225°F (-29°C to +107°C)

Gray text on blue stripe

PARKER SERIES SS290 BEVERAGE & POTABLE WATER HOSE
MEETS FDA/3-A/USDA/PMO REQUIREMENTS (3-A LOGO) 250 PSI WP
MADE IN USA

4:1

FDA, PMO, USDA, 3-A

e Beverages, liquids, milk, potable water

e |n-plant and tank transfer

e Delivery, transport

Not recommended

Industry Standards:
Applications:
Vacuum:

Packaging:

ID Reinf oD
(mm) Plies (in)
38.1 4 2.125
50.8 4 2.625
63.5 4 3.125
76.2 4 3.625
101.6 4 4.625

Coils

oD Approx  Approx Max Max Perm  Std Pack Stock
(mm) Wit Wit Rec WP Rec WP Cplg Qty Status

(Ibs/ft) (kg/ft) (psi) (bar) Rec (ft) **

54.0 0.82 0.37 250 17.2 * 100 N

66.7 1.10 0.50 250 17.2 * 100 N

79.4 1.39 0.63 250 17.2 * 100 N

92.1 1.64 0.74 250 17.2 * 100 N

117.5 2.21 1.00 250 17.2 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the

maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Food Suction Hose
Chlorobutyl Tube
FDA, PMO, USDA, 3-A
Series SW330

Series SW330 is a suction and discharge hose designed to handle non-fatty and non-oily
foods, liquids, sanitary products and potable water in a variety of food transfer applications.
The hose is manufactured using polished stainless steel mandrels for an ultra-smooth tube
that will not impart taste or odor, and is resistant to bacteria and microbes. The lightweight
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(7)) construction incorporates a dual wire helix that provides full suction capability, kink
m resistance and a path to conduct a static electrical charge to ground. The EPDM cover is
X resistant to abrasion, mild chemicals and ozone.
m Tube: White chlorobutyl
@ Reinforcement: Multiple textile plies with dual wire helix
«» Cover: Gray EPDM; wrapped finish
E Temp. Range: -40°F to +225°F (-40°C to +107°C)
8 Brand Method: Gray text on blue stripe
o Brand Example: PARKER SERIES SW330 SANITARY SUCTION & DISCHARGE HOSE
E MEETS FDA/3-A/USDA/PMO REQUIREMENTS (3-A LOGO) 150 PSI WP
MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: ¢ Non-fatty and non-oily foods, liquids, milk, potable water,

sanitary products
¢ In-plant and tank transfer
¢ Delivery, transport
Vacuum: Full
Packaging: Coils

Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft) Rad Rad WP WP Rec Qty **

(in)  (mm)  (ps) (bar) * ()

SW330-1000 1 25.4 2 1625 413 075 0.34 40 101.6 150 10.3 * 100
SW330-1500 1-1/2 381 2 2188 556 1.05 0.48 6.0 1524 150 10.3 * 100
SW330-2000 2 50.8 2 2.625 66.7 1.45 0.66 7.0 177.8 150 10.3 * 100
SW330-2500 2-1/2  63.5 2 3250 826 192 0.87 8.0 2032 150 10.3 * 100
SW330-3000 3 76.2 2 3.750 953 247 112 9.0 2286 150 10.3 * 100
SW330-4000 4 101.6 2 4750 120.7 325 147 12.0 304.8 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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o
o TITANFLEX®
5 Food Suction Hose
> Chlorobutyl Tube
w (| FDA/PMO,USDA,3-A
g i Series SW630
g l E Series SW630 is a suction and discharge hose designed to handle non-fatty and non-oily
T foods, liquids, sanitary products and potable water in a variety of transfer applications.
_ The hose is manufactured using polished stainless steel mandrels for an ultra-smooth
l r‘ﬁ tube that will not impart taste or odor, and is resistant to bacteria and microbes. The tube
) cleans easily with 10% alkali bath, hot water, or open-end low pressure steam to 15 psi (1.0
8 p— bar). The lightweight construction incorporates a dual wire helix that provides full suction
i m capability, kink resistance and a path to conduct a static electrical charge to ground. The
W EPDM cover is resistant to abrasion, mild chemicals and ozone.
E Tube: White chlorobutyl
(o)) Reinforcement: Multiple textile plies with dual wire helix
g ) Cover: Gray EPDM; wrapped finish
r‘ > ] Temp. Range: -40°F to +225°F (-40°C to +107°C)
Brand Method: Blue text on white stripe
Brand Example: PARKER SERIES SW630 TITANFLEX® CHLOROBUTYL FOOD SUCTION
MEETS FDA/3-A/USDA/PMO REQUIREMENTS (3-A LOGO) 200 PSI WP
MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Non-fatty and non-oily foods, liquids, milk, potable water,
sanitary products
e |n-plant and tank transfer
¢ Delivery, transport
Vacuum: Full
Packaging: Coils
Part ID ID Reinf  OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Sta}us

(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty
(in) (mm)  (psi) (bar) * (ft)

SW630-1500 1-1/2  38.1 2 2125 540 098 044 45 1143 200 13.8 * 100
SW630-2000 2 50.8 2 2641 671 1.37 0.62 6.0 1524 200 13.8 * 100
SW630-2500 2-1/2  63.5 2 3156 802 1.77 0.80 7.5 1905 200 13.8 * 100
SW630-3000 3 76.2 2 3703 941 223 1.01 9.0 228.6 200 13.8 * 100
SW630-4000 4 101.6 2 4734 1203 3.18 1.44 12.0 304.8 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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0
Y HARVEST PLUS™ &
R Food Suction Hose >
= Chlorobutyl Tube - Crush Resistant 1
.. FDA,PMO,USDA, 3-A o
| | Series SM382 :
k: f Series SM382 is a suction and discharge hose designed to handle non-fatty and non-oily 8
'| | foods, liquids, sanitary products and potable water in a variety of transfer applications. T8
L g The hose is manufactured using polished stainless steel mandrels for an ultra-smooth tube
i 2 [ that will not impart taste or odor, and is resistant to bacteria and microbes. The lightweight
g lf construction incorporates a unique dual monofilament helix that provides full suction
¢ ﬁ y capability with superior crush and kink resistance—allowing the hose to return to its
i 7)) I original shape—and flexibility for ease of handling. The dual static wires provide a path
l | to conduct an electrical charge to ground. The EPDM cover is resistant to abrasion, mild
2 / chemicals and ozone.
g ’ Tube: White chlorobutyl
l N b Reinforcement: Multiple textile plies with dual monofilament helix and dual static wire
< T |, Cover: Gray EPDM; wrapped finish
' Temp. Range: -40°F to +225°F (-40°C to +107°C)
Brand Method: Purple text on yellow stripe
Brand Example: PARKER SERIES SM382 HARVEST PLUS+ CRUSH RESISTANT
FOOD/BEVERAGE/WINE SUCTION HOSE XXX PSI WP
MEETS FDA/USDA/3-A REQUIREMENTS (3-A LOGO) MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Non-fatty and non-oily foods, liquids, milk, potable water,
sanitary products
e |n-plant and tank transfer
e Delivery, transport
Vacuum: Full (1-1/2" ID through 3" ID); 15" Hg (4" ID)
Packaging: Coils
Part ID ID Reinf  OD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Sta}us

(Ibs/ft) (kg/ft)  Rad Rad WP WP  Rec Qty
(in) (mm) (psi)  (bar) * (ft)

SM382-1500 1-1/2 381 4 2250 572 116 0.53 5.0 127.0 250 17.2 * 100
SM382-2000 2 50.8 4 2781 706 153 0.69 7.0 177.8 250 17.2 * 100
SM382-2500 2-1/2  63.5 4 3281 833 193 088 13.0 330.2 250 17.2 * 100
SM382-3000 3 76.2 4 3.781 96.0 227 1.03 210 5334 250 17.2 * 100
SM382-4000 4 101.6 4 4781 121.4 3.03 137 400 1016.0 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

< < =< <<

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 109
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LIGHT-N-BRIGHT™

Food Suction Hose

Chlorobutyl Tube - External PVC Helix
FDA, PMO, USDA, 3-A
Series SP330

Series SP330 is a suction and discharge hose designed to handle non-fatty and non-oily
foods, liquids, sanitary products and potable water in a variety of transfer applications. The
hose is manufactured using polished stainless steel mandrels for an ultra-smooth tube that
will not impart taste or odor, and is resistant to bacteria and microbes. Series SP330 features
a lightweight construction with an external PVC helix for full suction capability, superior
flexibility and resistance to abrasion, crushing and kinking.
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Tube: White chlorobutyl

Reinforcement: Multiple textile plies (with dual wire helix, 3" and 4" ID only)
Cover: Red synthetic rubber with external gray PVC helix

Temp. Range: -40°F to +200°F (-40°C to +93°C)

Brand Method: Not branded

Design Factor: 4:1

Industry Standards: FDA, PMO, USDA, 3-A

Applications: e Non-fatty and non-oily foods, liquids, milk, potable water,

sanitary products
e |n-plant and tank transfer
e Delivery, transport

Vacuum: Full
Packaging: Coils
Couplings: Requires SP100 banding coils.
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Status
*%

(Ibs/ft) (kg/f) Rad  Rad WP WP Rec Qty
(in)  (mm) (psi) (bar) * (ft)

SP330-2000 50.8 2 3.000 76.2 139 0.63 2.0 50.8 100 7.0 * 100
SP330-2500 2-1/2  63.5 2 3.500 889 1.73 0.78 3.0 76.2 100 7.0 * 100
SP330-3000 76.2 2 4.000 101.6 248 1.12 4.0 101.6 100 7.0 * 100
SP330-4000 101.6 2 5.000 127.0 3.53 1.60 6.0 1524 100 7.0 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Other colors available:

Orange PVC Banding Coil /

PVC Abrasion Coil
Series SP100/XSP100

Series SP100 is a rugged PVC coil that threads onto a complementary hose end to create a
uniform banding area for coupling attachment. The coil fills the gaps between the loops of

the outer PVC helix of the hose, providing an area for securing the banding clamp or ferrule.

Series XSP100 threads onto the entire length of a complementary hose to protect it from
abrasion and scuffs, helping to extend hose life in highly abrasive areas. Series SP100 and
XSP100 are applied to Parker SP204, SP330, SP353 and SP483 hoses.

SP100
Part Hose Hose Approx  Approx Turns Stock
Number ID ID Wt Wit Status
(in) (mm) (Ibs/ft) (kg/ft) **
SP100-2000 2 50.8 0.19 0.09 8 Y
SP100-3000 3 76.2 0.33 0.15 10 Y
SP100-4000 4 101.6 0.46 0.21 10 Y
SP100-6000 6 152.4 1.02 0.46 16 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock
status subject to change. Contact Parker Customer Service.

Optional Colors: Gray, Green, Red, Sand Matte. Specify when ordering.

cray B xsp100

Green _ Part Hose Hose Approx  Approx Ft. Stock
Red I umber s Ko s
Sand XSP100-2000 2 50.8 0.19 0.09 100 N
Matte XSP100-3000 3 76.2 0.33 0.15 100 N
XSP100-4000 4 101.6 0.46 0.21 100 N
XSP100-6000 6 152.4 1.02 0.46 100 N
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock
status subject to change. Contact Parker Customer Service.
Optional Colors: Gray, Green, Red, Sand Matte. Specify when ordering.
Parker Industrial Hose Customer Service 111

866 810 HOSE (4673) 800 242 HOSE (4673)
South Gate, CA
Western USA

Strongsville, OH
Eastern USA
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(]
)
®
t
0
>
0

m

o3

-
o
<

bk




Brewers Discharge Hose
Chlorobutyl Tube

FDA, PMO, USDA, 3-A

Series SS200

Series SS200 is a discharge hose designed to handle beer, non-fatty and non-oily foods,
liquids and potable water in brewery and winery transfer applications. The hose is
manufactured using polished stainless steel mandrels for an ultra-smooth tube that will not
impart taste or odor, and is resistant to bacteria and microbes. The EPDM cover is resistant
to abrasion, mild chemicals and ozone.
NOTES: ¢ Do not use in applications where a static charge may develop unless externally
grounded.
« Capped ends available upon request.
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Tube: White chlorobutyl

Reinforcement: Multiple textile plies

Cover: Orange EPDM; wrapped finish

Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Orange text on purple stripe

Brand Example: PARKER SERIES SS200 BREWERS HOSE MEETS FDA/3-A/USDA/PMO
REQUIREMENTS (3-A LOGO) 350 PSI WP MADE IN USA

Design Factor: 4:1

Industry Standards: FDA, PMO, USDA, 3-A

Applications: e Beer, liquids, milk, non-fatty and non-oily foods, potable water,

sanitary products, wine
¢ In-plant and tank transfer
e Delivery, transport

Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec WP Rec WP  Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc (ft) *
S$S200-1500 1-1/2 38.1 4 2.375 60.3 1.33 0.60 350 241 * 100 Y
S$S200-2000 2 50.8 6 3.000 76.2 1.91 0.87 350 241 * 100 N
S$S200-2500 2-1/2 63.5 6 3.500 88.9 2.32 1.05 350 241 * 100 N
S$S200-3000 3 76.2 6 4125 104.8 3.05 1.38 350 241 * 100 N
S$S200-4000 4 101.6 6 5.125 130.2 3.87 1.76 350 241 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

112 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Flour Hose

3/16" Natural Rubber Tube
FDA, PMO, USDA, 3-A

Series SW431

Series SW431 is a low pressure suction and discharge hose designed to handle dry abrasive
materials such as flour, grains, granules, pellets and powders; non-fatty and non-oily foods,
liquids, sanitary products and potable water in a variety of transfer applications. The hose
is manufactured using polished stainless steel mandrels for an ultra-smooth, bacteria-

free tube that will not impart taste or odor, and is resistant to abrasion. The lightweight
construction incorporates a thick tube for abrasion resistance. The dual wire helix provides
full suction capability, kink resistance and a path to conduct a static electrical charge to
ground. The natural rubber cover is resistant to abrasion, mild chemicals and ozone.
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Tube: White natural rubber
Reinforcement: Multiple textile plies with dual wire helix
Cover: Gray natural rubber; wrapped finish
Temp. Range: -20°F to +180°F (-29°C to +82°C)
Brand Method: Gray text on blue stripe
Brand Example: PARKER SERIES SW431 FLOUR HOSE MEETS FDA/3-A/USDA/PMO
REQUIREMENTS (3-A LOGO) 100 PSI WP MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: ¢ Flour, dry abrasive materials, grains, granules, pellets, powders, sugar
¢ Non-fatty and non-oily foods, liquids, milk, potable water, sanitary
products
¢ In-plant and tank transfer, delivery, transport
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty =
(in) (mm)  (psi) (bar) * (ft)
SW431-4000 4 101.6 2 4.750 120.7 3.04 1.38 14.0 355.6 100 6.9 * 100 N
SW431-5000 & 127.0 2 5750 1461 390 1.77 20.0 508.0 100 6.9 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 118
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Food Discharge Hose
Natural Rubber Tube
FDA, PMO, USDA, 3-A

Series SS231

Series SS231 is a medium pressure discharge hose designed to handle dry abrasive
materials such as grains, granules, pellets and powders; and non-fatty and non-oily foods,
liquids, sanitary products and potable water in a variety of transfer applications. The hose
is manufactured using polished stainless steel mandrels for an ultra-smooth, bacteria-free
tube that will not impart taste or odor, and is resistant to abrasion. The natural rubber cover
is resistant to abrasion, mild chemicals and ozone. Series SS231 incorporates dual static
wires to conduct an electrical charge to ground.
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Tube: White natural rubber
Reinforcement: Multiple textile plies with dual static wires
Cover: Gray natural rubber; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Gray text on blue stripe
Brand Example: PARKER SERIES SS231 FOOD GRADE DISCHARGE 1/4" TUBE
XXX PSI WP MADE IN USA
Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Dry abrasive materials, flour, grains, granules, pellets, powders, sugar
¢ Non-fatty and non-oily foods, liquids, milk, potable water, sanitary
products
¢ In-plant and tank transfer, delivery, transport
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec WP Rec WP  Cplg Pack Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc ?{3 *
S$S231-2000 2 50.8 2 2.844 72.2 1.60 0.73 200 13.8 * 100 N
$S231-2500 2-1/2 635 2 3.344  84.9 1.92 0.87 200 13.8 2 100 N
S$S231-3000 3 76.2 2 3.844 97.6 2.23 1.01 140 9.7 * 100 N
S$S231-4000 4 101.6 2 4.844 123.0 2.88 1.31 120 8.3 * 100 Y
$S231-6000 6 152.4 2 6.844 173.8 4.27 1.94 110 7.6 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

114 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
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Food Suction /Hot Air Blower Hose
EPDM Tube

FDA, PMO, USDA, 3-A

Series SW319

Series SW319 is a high temperature hot air blower hose designed to load/unload dry
materials in plants or from transport vehicles. SW319 is also a suction and discharge hose
designed to handle dry abrasive materials such as grains, granules, pellets and powders,
non-fatty and non-oily foods, liquids, sanitary products and potable water in a variety

of food transfer applications. The hose is manufactured using polished stainless steel
mandrels for an ultra-smooth, bacteria-free tube that will not impart taste or odor, and

is resistant to abrasion. The lightweight construction incorporates a dual wire helix that
provides full suction capability, kink resistance and a path to conduct a static electrical
charge to ground. The EPDM cover is resistant to abrasion, mild chemicals and ozone.

Tube: White EPDM
Reinforcement: Multiple textile plies with dual wire helix
Cover: Gray EPDM; wrapped finish
Temp. Range: -20°F to +325°F [+350°F intermittent]
(-29°C to +163°C [+177°C intermittent])
Brand Method: Yellow text on blue stripe
Brand Example: PARKER SERIES SW319 EPDM FOOD GRADE SUCTION/HOT AIR

BLOWER HOSE MEETS FDA/3-A/USDA/PMO REQUIREMENTS
(8-A LOGO) XXX PSI WP MADE IN USA

Design Factor: 4:1
Industry Standards: FDA, PMO, USDA, 3-A
Applications: e Dry abrasive materials, flour, grains, granules, pellets, powders, sugar

¢ Non-oily foods, liquids, milk, potable water, sanitary products
¢ Hot air blower systems
¢ In-plant and tank transfer, delivery, transport

Vacuum: Full

Packaging: Coils
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wit Bend Bend Rec Rec Cplg Pack Status

(bs/f) (kg/f)y Rad Rad WP WP  Rec Qty
(in) (mm)  (psi) (bar) * (ft)

1.813 46.0 0.75 0.34 50 127.0 250 17.2 * 100
2063 524 086 0.39 6.0 1524 250 17.2 * 100
SW319-2000 2 50.8 2625 66.7 127 0.58 7.0 1778 200 13.8 * 100
SW319-2500 2-1/2  63.5 3.188 81.0 175 0.79 10.0 254.0 200 13.8 * 100
SW319-3000 3 76.2 2 3688 937 225 1.02 12.0 3048 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

SW319-1250 1-1/4  31.8
SW319-1500 1-1/2  38.1

NN NN
2 2 Z2 Z Z

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 115
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www.safehose.com
e-mail: indhose @parker.com
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EXACT-CHEM™
Modified XLPE Chemical and Food Suction

Hose

FDA, USDA, 3-A
Series SW383

Series SW383 is a high pressure, high temperature suction and discharge hose designed
to handle many commonly used acids, chemicals and solvents. The hose construction
incorporates a modified cross-linked polyethylene (MXLPE) tube that features a
temperature rating to 180°F (82°C), meets FDA, USDA and 3-A requirements, and will not
leach into and contaminate the product being conveyed. The dual wire helix provides full
suction capability, kink resistance and a path to conduct a static electrical charge to ground,
and is suitable for use with internally expanded couplings. The cover is resistant to abrasion,
mild chemicals and ozone.
NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:

Packaging:

Tan modified cross-linked polyethylene (MXLPE)

Multiple textile plies with dual wire helix

Blue EPDM; wrapped finish

-40°F to +180°F (-40°C to +82°C)

Blue text on yellow stripe

PARKER SERIES SW383 EXACT-CHEM™ MOD X-LINK HOSE XXX PSI

WP MADE IN USA

4:1

FDA, USDA, 3-A

e Acid, chemicals, solvents

e Non-fatty and non-oily foods and liquids, potable water, sanitary
products

¢ |n-plant and tank transfer, delivery, transport

Full

Boston Panther Chemical Transfer; Gates Mustang 45HW;

Veyance Blue Flexwing

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F and above, only permanently attached couplings should be installed. At any operating temperature,
couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

116 Parker Industrial Hose Customer Service
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Series SW383 - EXACT-CHEM™ Modified XLPE Chemical Hose

(Continued)
Part ID ID Reinf  OD OD Approx Approx Min Min Max Max Perm Std  Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Cplg Pack Status
(Ibs/ft) (kg/ft)  Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
SW383-1000 1 254 1.500 38.1 0.56 0.25 6.0 152.4 200 13.8 * 100

2
SW383-1250 1-1/4  31.8 2 1.750 445 0.68 0.31 8.0 2032 200 13.8 * 100
SW383-1500 1-1/2  38.1 2 2.000 50.8 0.77 0.35 9.0 2286 200 13.8 * 100
SW383-2000 2 50.8 2 2531 643 1.08 049 12.0 3048 200 13.8 * 100
SW383-3000 76.2 2 3656 929 202 092 180 4572 150 10.3 * 100
SW383-4000 4 101.6 2 4719 1199 3.03 137 280 7112 150 10.3 * 100
SW383-6000 6 152.4 2 6813 173.0 590 268 42.0 1066.8 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

w
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FEP Chemical and Food Suction Hose
FDA, USDA, 3-A
Series SW373

Series SW373 is a premium quality, high pressure, high temperature suction and discharge
hose designed to handle approximately 99.5% of commonly used acids, chemicals and
solvents, as well as food and sanitary materials. The fluorinated ethylene propylene (FEP)
tube meets FDA, USDA and 3-A requirements, will not leach into and contaminate the
product being conveyed, and features a temperature rating to 300°F (149°C). The hose
construction incorporates a dual wire helix that provides full suction capability, kink
resistance and a path to conduct a static electrical charge to ground. The cover is resistant to
abrasion, mild chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

White fluorinated ethylene propylene (FEP)

Multiple textile plies with dual wire helix

Yellow EPDM; wrapped finish

-40°F to +300°F (-40°C to +149°C)

Yellow text on red stripe

PARKER SERIES SW373 FEP HOSE MEETS FDA, 3-A & USDA

REQUIREMENTS XXX PSI WP MADE IN USA

4:1

FDA, USDA, 3-A

¢ Non-fatty and non-oily foods and liquids, potable water, sanitary
products

¢ Acids, chemicals, solvents

¢ |n-plant and tank transfer, delivery, transport

Full

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

»> At operating temperatures of 125°F (52°C) and above, only permanently attached couplings should be installed. At any operating
temperature, couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum
rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

118 Parker Industrial Hose Customer Service
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Series SW373 - FEP Chemical and Food Suction Hose (Continued)
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm  Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft) (kg/ft) Rad Rad WP WP Rec Qty **
(in) (mm) (psi)  (bar) * (ft)
SW373-500 1/2 12.7 0969 246 037 0.17 7.0 177.8 500 34.5 * 100

2
SW373-750 3/4 19.1 2 1250 318 055 0.25 8.0 203.2 500 34.5 * 100
SW373-1000 1 25.4 2 1531 389 0.69 0.31 9.0 228.6 400 27.6 * 100
SW373-1250 1-1/4  31.8 2 1.750 445 075 034 11.0 2794 375 25.9 * 100
SW373-1500 1-1/2 381 2 2125 54.0 1.11 0.50 12.0 304.8 350 241 * 100
SW373-2000 2 50.8 2 2.688 683 157 0.71 16.0 406.4 300 20.7 * 100
SW373-3000 3 76.2 4 3.875 984 286 1.30 30.0 762.0 200 13.8 * 100
SW373-4000 4 101.6 4 5.000 127.0 428 194 42.0 1066.8 150 10.3 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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TITANFLEX®

FEP Chemical and Food Suction Hose
FDA, USDA, 3-A

Series SW574

Series SW574 is a flexible, lightweight, premium quality suction and discharge hose

designed for use in high temperature, high pressure chemical and purity applications.

The fluorinated ethylene propylene (FEP) tube is compatible with 99.5% of commonly

used chemicals and solvents, as well as food, pharmaceutical and sanitary materials. The

tube also has an elevated temperature rating of 300°F (149°C), will not leach into and
contaminate the product being conveyed, and meets FDA, USDA and 3-A requirements.

The special construction incorporates a dual wire helix that provides full suction capability,

superior force-to-bend and kink resistance and a path to conduct a static electrical charge

to ground. The EPDM cover is resistant to abrasion, mild chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

White fluorinated ethylene propylene (FEP)

Multiple textile plies with dual wire helix

Blue EPDM; wrapped finish

-40°F to +300°F (-40°C to +149°C)

Red text on yellow stripe

PARKER SERIES SW574 TITANFLEX® FEP CHEMICAL/FOOD QUALITY

HOSE XXX PSI MEETS FDA/3-A/USDA REQUIREMENTS (3-A LOGO)

MADE IN USA

4:1

FDA, USDA, 3-A

¢ Non-fatty and non-oily foods and liquids, potable water, sanitary
products

¢ Acids, chemicals, solvents

¢ In-plant and tank transfer, delivery, transport

Full

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F (52°C) and above, only permanently attached couplings should be installed. At any operating
temperature, couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum
rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.

120 Parker Industrial Hose Customer Service
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2
SW574-1000 1 25.4 2 1469 373 052 0.24 2.5 63.5 400 27.6 * 100
SW574-1500 1-1/2 3841 2 2031 516 081 037 40 1016 300 20.7 * 100
SW574-2000 2 50.8 2 2531 643 1.11 0.50 6.5 165.1 300 20.7 * 100
SW574-3000 3 76.2 2 3.688 93.7 217 098 12.0 304.8 200 13.8 * 100
SW574-4000 4 101.6 2 4688 119.1 3.08 1.37 18.0 4572 200 13.8 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Series SW574 - Titanflex® FEP Chemical and Food Suction Hose =
(Continued) ©
(]
Part ID ID Reinf  OD OD Approx Approx Min Min Max Max Perm Std Stock >
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status Q
(bs/ft) (ka/f) Rad Rad WP WP  Rec Qty ** m

(in)  (mm) (psi) (bar) * (ft)
SW574-750 3/4 19.1 1281 325 048 0.22 2.0 50.8 400 27.6 * 100 d
T
o
o
T8

2 N 2 2 B B
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TITANFLEX®

Corrugated Chemical and Food Suction Hose
UHMWPE Tube

FDA, USDA, 3-A

Series SWC693

Series SWC693 is an extremely flexible, high pressure, high temperature suction and
discharge hose designed to handle approximately 98% of commonly used acids,

chemicals and solvents as well as food, pharmaceutical and sanitary materials. The hose is
manufactured using polished stainless steel mandrels for an ultra-smooth tube that will not
impart taste or odor. The ultra high molecular weight polyethylene (UHMWPE) tube meets

FDA, USDA and 3-A requirements and will not leach into and contaminate the product
being conveyed. The lightweight corrugated hose construction incorporates a dual wire
helix that provides full suction capability, superior kink resistance, minimal force-to bend
and a path to conduct a static electrical charge to ground. The cover is resistant to abrasion,
mild chemicals and ozone.

NOTE: Refer to the Safety and Technical section of this catalog for safety, handling and
use information. Refer to the Chemical Guide section of this catalog to determine
compatibility with specific chemicals. Contact Parker for additional chemical
compatibility information.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

Translucent ultra high molecular weight polyethylene (UHMWPE)

Multiple textile plies with dual wire helix

Green EPDM; corrugated wrapped finish

-40°F to +250°F (-40°C to +121°C)

Black text on yellow stripe

PARKER SERIES SWC693 TITANFLEX® UHMWPE CHEMICAL SUCTION

HOSE XXX PSI MEETS FDA MADE IN USA

4:1

FDA, USDA, 3-A

e Non-fatty and non-oily foods and liquids, potable water, sanitary
products

¢ Acids, chemicals, solvents

¢ In-plant and tank transfer, delivery, transport

Full

Coils

(Continued on the following page)

AWARNINGS!

» It is the responsibility of the user to determine if the hose is suitable for the application. Most chemical resistance guides are based on
temperatures of 70°F (21°C). Elevated temperatures can change the chemical resistance ratings. Many chemicals will become more
aggressive as temperatures increase, reducing the ability of hose compounds to withstand them. Contact Parker for chemical compatibility
data at elevated temperatures. If no data exists, users are required to perform compatibility testing at the desired temperature.

» At operating temperatures of 125°F (52°C) and above, only permanently attached couplings should be installed. At any operating
temperature, couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum
rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with internally expanded couplings. Refer to chemical hoses that incorporate a MXLPE tube.
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Series SWC693 - Titanflex® Corrugated Chemical and Food Suction Hose
(Continued)
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack SteEus

(bs/f) (kg/ffy Rad Rad WP WP  Rec Qty
(in) (mm)  (psi) (bar) * (ft)

1.375 349 038 0.17 1.0 25.4 250 17.2 HAPS 100
1625 413 048 0.22 1.3 33.0 250 17.2 * 100
1.875 478 0.62 0.28 1.5 38.1 250 172 HAPS 100
SWC693-2000 2 50.8 2438 619 093 0.42 2.0 50.8 250 17.2 HAPS 100
SWC693-3000 3 76.2 3.438 873 145 0.66 45 1143 200 13.8 * 100
SWC693-4000 4 101.6 2 4500 1143 217 0.98 8.0 2032 200 13.8 * 100

*

SWC693-1000 1 254
SWC693-1250 1-1/4  31.8
SWC693-1500 1-1/2  38.1

(]
)
®
t
0
>
0
m
o3
-
o
<
S

NN NN DN DN
< <<z zZ<

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service 123
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



(]
)
®
L
0
>
0

m

o3

T
o
o

b

Back I

124

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



[

Material Handling/Dredge



Back I

((}] . . .

-/ Hose Selector Guide - by application

0 Series Trademark Hose Application/ Construction / Tube Cover Size Pressure Temp Page

} Selector Guide Range Range Range No.

(=] (in) (psi) (°F)

~ 7138 Deadman twin Air EPDM EPDM 3/16 200 -30/+200| 148

(<)) sensing

.E 7204 Hot tar & asphalt High pressure Nitrile Chloroprene | 1/2 - 1 1000 -20/+300| 159

% 7236 Concrete placement NR/SBR | NR/SBR 1-1/4-2 |800 -30/+150| 129

[ = 7244 Sand blast NR Synthetic 1/2-2 150 -20/+160| 147

(1] rubber

: blend

-— 7363 SUPER-FLEX® |Dry/wet abrasives Suction/vacuum, NR/SBR | NR/SBR 2-6 100 -40/+160| 138

[ corrugated

l: 7393 Rock dust Suction/vacuum, NR/SBR | NR/SBR 1-1/4 -3 | 50-90 -30/+160| 141

[} corrugated

el 8341 DAY-LITE® Dry/wet abrasives Suction/vacuum, NR/SBR | NR/SBR 1-1/2-8 |75 -40/+180| 139

(1] corrugated

E ES907 Dredge sleeve Custom Made Hose |[NR SBR 4-18 150-200 |-40/+150| 153
ES908 Dredge sleeve, Custom Made Hose |NR SBR 4-18 150-200 |-40/+150| 154

heavy duty
ES937 Elephant trunk Custom Made Hose |SBR SBR 6 -30 20-65 -40/+180| 136
EW336 Abrasives Custom Made Hose |[NR SBR 4-14 100 -40/+150| 144
EW360 Hot air blower Custom Made Hose |EPDM EPDM 6-5/8 - 14 | 50-100 -40/+300| 152
EW499 Hot tar & asphalt Custom Made Hose |FKM Synthetic 6-10 200 -40/+350| 158
rubber
EW708 Dredge suction Custom Made Hose [NR SBR 4-18 150-200 |-40/+150| 155
EW709 Dredge suction, Custom Made Hose |[NR SBR 4-18 150-200 |[-40/+150| 156
heavy duty

EWC334 Dry cement, powders | Custom Made Hose |NR SBR 6-12/34 | 65-135 -40/+150| 137
EWC777 Dry/wet abrasives Custom Made Hose |NR SBR 4-24 75-150 -40/+150| 145
EWC789 Abrasives/vacuum Custom Made Hose |SBR SBR 4-10 100-150 |-40/+180| 143
EWC888 Abrasives/vacuum Custom Made Hose |NR SBR 5-12 30-75 -40/+150| 142
SS123 Concrete placement SBR SBR 1-6 500-800 |-40/+180| 128
SS135 Dry cement, powders SBR SBR 4-6 65 -40/+180| 131
SS147 Dry cement, powders SBR SBR 4 60 -40/+180| 132
SS187 |SPARTAN™ Dry cement, powders SBR SBR 4 50 -40/+180| 133
§S201 |GOLIATH™ Grout placement SBR SBR 1-1/2 -4 |800-1200|-40/+180| 130
S§S8225 Dry cement, powders SBR SBR 3-6-5/8 [100-125 |-40/+180| 135
S$S5236 Dry/wet abrasives NR SBR 1-1/2-6 |85-150 |-40/+150| 146
S$8247 Dry cement SBR SBR 4-8 60-75 -40/+180| 134
SW336 Abrasives Suction/vacuum NR SBR 3-6 110-125 |-40/+150| 140
SW360 Hot air blower EPDM EPDM 2-6 100-200 |-40/+350| 150
SW387 Hot tar & asphalt Suction/discharge | Nitrile Nitrile 1-1/2-4 | 150 -40/+300| 157
SW409 Sand recovery Suction/vacuum NR SBR 2-6 100-200 |-40/+150| 149
SW560 |SPARTAN™ Hot air blower EPDM EPDM 2-4 100-125 |-40/+350| 151

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

See the following page for the Hose Selector Guide by industry standard. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Hose Selector Guide - by industry standard

Industry MSHA Static
Standards Dissipating

Hose Series 7393 7236
7244
7363
7393
8341
SS135
SS147
SS187
SS8225
SS247
SW409

NOTE: This is a guide only. It is the responsibility of the end user to
select and/or test the most appropriate product for the application.
Refer to product pages for specific data. Contact Parker for additional
information.
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See the previous page for the Hose Selector Guide by application. Refer to pages 9-10 for a complete listing of
industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.
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Premium Concrete Placement Hose

SBR Tube

Series SS123

Series SS123 is a premium grade, high quality concrete placement hose for wet abrasive
materials. The thick SBR tube provides abrasion resistance and the thick wall incorporates
multiple plies of reinforcement for kink resistance. The SBR cover is resistant to abrasion,
cuts, gouges, scuffs and weathering.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Black SBR

Multiple textile plies

Black SBR; wrapped finish

-40°F to +180°F (-40°C to +82°C)

Black text on green stripe

PARKER SERIES SS123 PREMIUM CONCRETE PUMP HOSE XXX PSI
WP MADE IN USA

4:1

Industry Standards: None applicable
Applications: e \Wet abrasive materials, concrete
e Construction, general industrial
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec Rec Qty Status
(Ibs/ft) (ka/ft) WP WP (ft) *
(psi) (bar)
S$S123-1000 1 25.4 2 1.500 38.1 0.46 0.21 800 55.2 100 N
S$S123-1250 1-1/4 31.8 2 1.750 44.5 0.57 0.26 800 55.2 100 Y
S$S123-1500 1-1/2 38.1 2 2.188 55.6 0.99 0.45 800 55.2 100 N
S$S123-2000 2 50.8 4 2.813 71.4 1.40 0.64 800 55.2 100 Y
S$S123-2500 2-1/2 63.5 4 3.313 84.1 1.77 0.80 500 34.5 100 N
S$S123-3000 3 76.2 6 4.063 103.2 2.80 1.27 500 34.5 100 Y
S$S123-4000 4 101.6 6 5.063 128.6 4.02 1.82 500 34.5 100 Y
S$S123-5000 5 127.0 6 6.250 158.8 4.93 2.24 500 34.5 100 Y
S$S123-6000 6 152.4 6 7.313 185.7 6.18 2.80 500 34.5 100 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Concrete Placement Hose
Natural Rubber/SBR Blend Tube

Series 7236

Series 7236 is a high pressure placement hose for dry and wet cement, concrete and plaster.
The hose construction incorporates a thick static dissipating natural rubber/SBR blend tube
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that provides abrasion resistance, and a heavy wall that provides kink resistance. The SBR
cover is resistant to abrasion and weathering. Series 7236 is available in 200-foot continuous
lengths.
wn Tube: Black natural rubber/SBR blend; static dissipating
m Reinforcement: Multiple textile plies
) Cover: Black natural rubber/SBR blend; wrapped finish
ﬁ Temp. Range: -30°F to +150°F (-34°C to +66°C)
w Brand Method: Black text on white stripe
~ Brand Example: PARKER SERIES 7236 PLASTER & CONCRETE HOSE 800 PSI MAX WP
N MADE IN USA (LOT#)
= Design Factor: 3:1
- Industry Standards: None applicable
) Applications: e Abrasive materials, dry and wet cement, concrete, plaster
C e Construction, general industrial
Vacuum: Not recommended
Compare to: Veyance Allcrete Textile
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx  Min Min Max Max Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Pack  Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Qty &
(in) (mm)  (psi) (bar) (ft)
7236-125800 1-1/4 318 4 1.882 478 0.78 0.35 9.0 2286 800 55.2 100 N
7236-150800 1-1/2  38.1 4 2212 562 1.01 046 12.0 304.8 800 552 100 N
7236-200800 2 50.8 4 2.762 70.2 1.38 063 24.0 609.6 800 55.2 100 N

7236-200800050 2 50.8 4 2762 70.2 1.38 0.63 24.0 609.6 800 556.2 50 N
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 129
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http://www.nahad.org/aws/NAHAD/pt/sp/hsi_guidelines

0
)
T
0
e
(=]
—
)
=
T
c
®
=
3
]
0
el
©
=

Back

_Back |

19 1L02SS SAIH3S Gl

Part
Number

$S201-1500
$S201-2000
$S201-2500
S$S201-3000
$5201-4000

ID
(in)

1-1/2

2-1/2

5
4

GOLIATH™

High Pressure Grout Placement Hose

SBR Tube

Series SS201

Series SS201 is a high pressure placement hose for cement, grout, plaster and shotcrete.
The SBR tube provides abrasion resistance and the thick wall incorporates multiple plies
of reinforcement for contraction/elongation control and kink resistance. The SBR cover is
resistant to abrasion, cuts, gouges, scuffs and weathering.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Packaging:

ID Reinf
(mm) Plies

38.1
50.8
63.5
76.2
101.6 6

D o O b

Black SBR

Multiple textile plies

Black SBR; wrapped finish

-40°F to +180°F (-40°C to +82°C)

Green text on white stripe

PARKER SERIES SS201 GOLIATH™ HIGH PRESSURE GROUT HOSE
XXX PSI WP MADE IN USA

4:1

None applicable

e Abrasive materials, cement, grout, plaster, shotcrete

e Construction, general industrial

Not recommended

Coils

oD oD Approx  Approx Max Max Std Pack  Stock

(in) (mm) Wit Wit Rec Rec Qty Status

(Ibs/ft) (kg/ft) WP WP (ft) **
(psi) (bar)

2.375 60.3 1.35 0.61 1200 82.7 100 Y
3.000 76.2 2.00 0.91 1200 82.7 100 N
3.500 88.9 2.50 1.13 1000 68.9 100 N
4.063 103.2 3.36 1.52 1000 68.9 100 N
5.125 130.2 4.41 2.00 800 55.2 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

130 Parker Industrial Hose Customer Service
866 810 HOSE (4673)
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Dry Cement Hose
1/8" SBR Tube
Series SS135

Series SS135 is a lightweight, low pressure discharge hose for dry abrasive materials such as
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cement and powders. The static dissipating 1/8" SBR tube provides abrasion resistance and
the SBR cover is resistant to abrasion, cuts, scuffs and weathering.
Tube: 1/8" Black SBR,; static dissipating
Reinforcement: Multiple textile plies
w Cover: Black SBR; wrapped finish
m Temp. Range: -40°F to +180°F (-40°C to +83°C)
2 Brand Method: Black text on white stripe
m Brand Example: PARKER SERIES SS135 DRY CEMENT DISCHARGE 65 PSI WP MADE
wn IN USA
(7)) Design Factor: 4:1
(7)) Industry Standards: None applicable
— Applications: e Abrasive materials, dry cement, lime, powders, silica
g e Bulk transport trucks
e Construction, general industrial
O Vacuum: Not recommended
- Compare to: Boston Lynx HD; Gates Dry Cement Delivery; Thermoid Transporter;
Veyance Black Softwall
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec Rec Qty Status
(Ibs/ft) (kg/ft) WP WP (ft) *
(psi) (bar)
S$S135-4000 4 101.6 2 4.500 114.3 1.49 0.68 65 4.5 100 Y
S$S135-4500 4-1/2 114.3 2 5.000 127.0 1.71 0.78 65 4.5 100 Y
SS135-5000 5 127.0 2 5500  139.7 1.90 0.86 65 45 100 N
S$S135-6000 6 152.4 2 6.560 166.6 2.32 1.05 65 4.5 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 131
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Dry Cement Hose
3/16" SBR Tube
Series SS147

Series SS147 is a lightweight, low pressure discharge hose for dry abrasive materials such
as cement and powders. The static dissipating 3/16" SBR tube provides abrasion resistance
and the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

3/16" Black SBR; static dissipating

Multiple textile plies

Black SBR; wrapped finish

-40°F to +180°F (-40°C to +83°C)

Black text on green stripe

PARKER SERIES SS147 DRY MATERIAL DISCHARGE HOSE 60 PSI WP
MADE IN USA

4:1

Industry Standards: None applicable
Applications: e Abrasive dry materials, cement, lime, powders, silica
e In-plant transfer/loading, bulk transport trucks
e Construction, general industrial
Vacuum: Not recommended
Compare to: Boston Lynx HD; Gates Dry Cement Delivery; Thermoid Transporter;
Veyance Black Softwall
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Rec WP  Rec WP Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) (ft) **
SS147-4000 4 101.6 2 4625 1175 1.96 0.89 60 4.1 100 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

132 Parker Industrial Hose Customer Service
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SPARTAN™
Dry Cement Hose
3/16" SBR Tube
Series SS187

Series SS187 is a gravity flow and low pressure discharge hose for dry cement and abrasive
materials in bulk transfer applications. The static dissipating 3/16" SBR tube provides
abrasion resistance and the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

3/16" Black SBR,; static dissipating

Multiple textile plies

Black SBR; wrapped finish

-40°F to +180°F (-40°C to +83°C)

Black text on green stripe

PARKER SERIES SS187 MATERIAL HANDLING HOSE 50 PSI
MADE IN USA

4:1

Industry Standards: None applicable
Applications: e Abrasive dry materials, cement, lime, powders, silica
¢ In-plant transfer/loading, bulk transport turcks
e Construction, general industial
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Rec WP Rec WP Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) (ft) **
SS187-4000 4 101.6 2 4.595 116.7 1.85 0.84 50 3.4 100 Y
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** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 133
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Back I

Part
Number

$S5247-4000
S$S5247-4500
$8247-5000
$5247-6000
S$5247-8000

ID
(in)

Heavy Duty Dry Cement Hose
1/4" SBR Tube
Series SS247

Series SS247 is a flexible, heavy duty discharge hose for dry abrasive materials such as
pebble lime and sand. The static dissipating 1/4" SBR tube provides abrasion resistance and
the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Customized versions of this product are available. Contact Parker.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:
Industry Standards:
Applications:

Vacuum:
Compare to:

Packaging:

ID Reinf
(mm) Plies

101.6
114.3
127.0
152.4
203.2 2

NN NN

1/4" Black SBR; static dissipating

Multiple textile plies

Black SBR; wrapped finish

-40°F to +180°F (-40°C to +83°C)

Black text on blue stripe

PARKER SERIES SS247 HEAVY DUTY DRY CEMENT HOSE XX PSI WP
MADE IN USA

3:1

None applicable

¢ Dry abrasive materials, cement, pebble lime, powders, sand, silica
e In-plant transfer/loading, bulk transport trucks

e Construction, general industrial

Not recommended

Boston Lynx HD; Gates Dry Cement Delivery; Thermoid Transporter;
Veyance Black Softwall

Coils
oD oD Approx  Approx Max Max Std Pack  Stock
(in) (mm) Wit Wt Rec Rec Qty Status
(Ibs/ft) (kg/ft) WP WP (ft) **
(psi) (bar)
4.750 120.7 2.49 1.13 75 5.2 100 Y
5.250 133.4 2.79 1.27 75 5.2 100 N
5.750 146.1 3.11 1.41 75 5.2 100 Y
6.750 171.5 3.69 1.67 70 4.8 100 N
8.750 222.3 4.88 2.21 60 4.1 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

134 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Material Handling Hose
1/4" SBR Tube
Series SS225

Series §S225 is a lightweight, medium pressure discharge hose for dry abrasive materials
such as cement and powders. The static dissipating 1/4" SBR tube provides abrasion
resistance and the SBR cover is resistant to abrasion, cuts, scuffs and weathering.
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Tube: 1/4" Black SBR; static dissipating

Reinforcement: Multiple textile plies

Cover: Black SBR; wrapped finish

Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Black text on blue stripe

Brand Example: PARKER SERIES SS225 MATERIAL HANDLING HOSE XXX PSI WP
1/4" TUBE MADE IN USA

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Abrasive dry materials, cement, lime, powders, silica

¢ In-plant transfer/loading, bulk transport trucks
e Construction, general industrial

Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec Rec Qty Status
(Ibs/ft) (kg/ft) WP WP (ft) **
(psi) (bar)
$S225-4000 4 101.6 2 4.750 120.7 2.61 1.18 125 8.6 100 Y
§S8225-4500 4-1/2 114.3 2 5.250 133.4 2.96 1.34 100 6.9 100 N
§S225-5000 5 127.0 2 5.750 146.1 3.28 1.49 100 6.9 100 N
$S225-6000 6 152.4 2 6.750 171.5 3.92 1.78 100 6.9 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

Parker Industrial Hose Customer Service 135
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Elephant Trunk Material Handling Hose
1/8" SBR Tube

Series ES937

Custom Made Hose

Series ES937 is a flexible, lightweight hose for gravity flow and low pressure discharge of
cement and other abrasive materials. The 1/8" SBR tube provides abrasion resistance and
the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 1/8" Black SBR
Reinforcement: Multiple plies of tire cord
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on green stripe
Brand Example: PARKER SERIES ES937 ELEPHANT TRUNK HOSE
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Light abrasives, dry cement
e Construction, general industrial
Vacuum: Not recommended
Packaging: Folded and palletized coils
Couplings: Plain or enlarged ends only; contact Parker
Part ID ID Reinf oD oD Approx Approx Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Rec WP Rec WP Lg
(Ibs/ft) (kg/ft) (psi) (bar) (ft)
ES937-6000 6 152.4 2 6.531 165.9 2.90 1.32 65 4.5 100
ES937-6625 6-5/8 168.3 2 7.156 181.8 3.10 1.41 60 4.1 100
ES937-7000 7 177.8 2 7.531 191.3 3.30 1.50 60 4.1 50
ES937-7500 7-1/2 190.5 2 8.031 204.0 3.60 1.63 55 3.8 50
ES937-8000 8 203.2 2 8.531 216.7 3.80 1.72 50 3.4 50
ES937-8625 8-5/8 2191 2 9.156 232.6 4.20 1.91 45 3.1 50
ES937-10000 10 254.0 2 10.531 267.5 4.90 2.22 45 3.1 50
ES937-10750 10-3/4 273.1 2 11.281 286.5 5.20 2.36 40 2.8 50
ES937-12000 12 304.8 2 12.531 318.3 5.80 2.63 40 2.8 50
ES937-12750 12-3/4 323.9 2 13.281 337.3 6.20 2.81 40 2.8 50
ES937-14000 14 355.6 2 14.531 369.1 6.80 3.08 85 2.4 50
ES937-16000 16 406.4 2 16.531 419.9 7.70 3.49 30 2.1 50
ES937-18000 18 457.2 2 18.531 470.7 8.70 3.95 30 2.1 50
ES937-20000 20 508.0 2 20.531 521.5 9.60 4.35 25 1.7 50
ES937-22000 22 558.8 2 22.531 572.3 10.60 4.81 20 1.4 50
ES937-24000 24 609.6 2 24.531 623.1 11.15 5.06 20 1.4 50
ES937-30000 30 762.0 2 30.594 7771 14.00 6.35 20 1.4 50
m 136 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



Corrugated Material Handling Hose
1/8" Natural Rubber Tube

Series EWC334
Custom Made Hose

Series EWC334 is a flexible, lightweight, low pressure material transfer hose for dry cement,
powders and similar abrasive materials. The 1/8" natural rubber tube provides excellent
abrasion resistance, durability and rebound, and the dual wire helix provides full suction
capability, kink resistance and a path to conduct a static charge to ground. The corrugated
SBR cover provides flexibility and is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 1/8" Black natural rubber
Reinforcement: Multiple textile plies with dual wire helix
Cover: Black SBR; corrugated wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Not branded
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e Construction, general industrial
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Lg
(lbs/ft)  (kg/ft) Rad Rad WP WP (f)
(in) (mm) (psi)  (bar)
EWC334-6000 6 152.4 4 6.875 174.6 5.60 2.54 290 736.6 135 93 100
EWC334-6625 6-5/8 168.3 4 7.500 190.5 6.40 2.90 32.0 812.8 125 8.6 100
EWC334-8000 8 203.2 4 8.875 225.4 8.00 3.63 38.0 965.2 100 6.9 100
EWC334-8625 8-5/8 219.1 4 9.563 242.9 8.80 3.99 42.0 1066.8 95 6.6 100
EWC334-10000 10 254.0 4 11.000 279.4  11.60 5.26 480 12192 85 5.9 50
EWC334-10750 10-3/4 2731 4 11.750 298.5 12.40 5.62 52.0 1320.8 75 5.2 50
EWC334-12000 12 304.8 4 13.125  333.4 16.50 7.48 58.0 1473.2 65 4.5 50
EWC334-12750 12-3/4  323.9 4 13.872 3524  17.50 7.94 62.0 15748 65 45 50
Parker Industrial Hose Customer Service 137 m
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA

Eastern USA Western USA
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e-mail: indhose @parker.com



SUPER-FLEX®

Corrugated Material Handling Hose
Suction /Vacuum

3/16" Natural Rubber /SBR Blend Tube
Series 7363
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Series 7363 is a flexible suction and discharge hose for dry or wet abrasive materials

in applications such as loading/unloading barges, hoppers and railcars, and debris
evacuation. The static dissipating 3/16" natural rubber/SBR blend tube provides abrasion
resistance, and the wire helix provides full suction capability and kink resistance. The
corrugated natural rubber blend cover provides flexibility and is resistant to abrasion and
weathering. Series 7363 is available in 200-foot continuous lengths.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Black natural rubber/SBR blend; static dissipating

Multiple textile plies with wire helix

Black natural rubber/SBR blend; corrugated wrapped finish
-40°F to +160°F (-40°C to +71°C)

White text on black stripe

PARKER SERIES 7363 SUPER-FLEX® ABRASIVE SUCTION AND

DISCHARGE 100 PSI MAX WP MADE IN USA (LOT#)

Design Factor: 3:1

Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e | oading/unloading barges, hoppers and railcars
e Construction, general industrial, mining, sewer cleaning
Vacuum: Full
Compare to: Boston Sabertooth; Diversiflex; Gates 688SB; Veyance Plicord HD
Vacuum
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Pack Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Qty =
(in) (mm) (psi) (bar) (ft)
7363-2000 2 50.8 3 2.740  69.6 1.53 0.69 6.0 152.4 100 6.9 100 N
7363-3000 3 76.2 3 3.800 96.6 2.35 1.07 9.0 228.6 100 6.9 100 Y
7363-4000 4 101.6 3 4.845 123.1 3.26 1.48 12.0 304.8 100 6.9 100 Y
7363-5000 5 127.0 3 5.929 150.6 4.64 2.10 15.0 381.0 100 6.9 100 N
7363-6000 6 152.4 3 6.937 176.2 5.60 2.54 18.0 457.2 100 6.9 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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DAY-LITE®

Corrugated Material Handling Hose
Suction /Vacuum

Natural Rubber /SBR Blend Tube

Series 8341

Series 8341 is a flexible suction/vacuum and discharge hose for dry or wet abrasive

materials such as debris evacuation by mobile vacuum trucks in sewer cleaning and similar

applications. The static dissipating natural rubber/SBR blend tube provides abrasion
resistance, and the wire helix provides full suction capability and kink resistance. The
corrugated natural rubber/SBR cover provides flexibility and is resistant to abrasion and
weathering. Series 8341 is available in 200-foot continuous lengths.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Black natural rubber/SBR blend

Multiple textile plies with wire helix

Black natural rubber/SBR; corrugated wrapped finish

-40°F to +180°F (-40°C to +83°C)

Black text on green stripe

PARKER SERIES 8341 DAY-LITE® SUCTION AND DISCHARGE HOSE

MADE IN USA (DATE CODE)

Design Factor: 3:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e Construction, general industrial, sewer cleaning
Vacuum: Full
Compare to: Veyance Plicord Vacuum
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Pack  Status
(Ibs/ft)  (kg/f)  Rad Rad wP WP Qty &
(in) (mm) (psi) (bar) (ft)
8341-1500 1-1/2 38.1 2 1.969 50.0 0.77 0.35 4.5 114.3 75 5.2 100 N
8341-2000 2 50.8 2 2.480 63.0 1.00 0.45 6.0 152.4 75 5.2 100 N
8341-3000 3 76.2 2 3.543  90.0 1.62 0.73 9.0 228.6 75 5.2 100 N
8341-4000 4 101.6 2 4615 117.2 2.47 1.12 12.0 304.8 75 5.2 100 N
8341-6000 6 152.4 2 6.693 170.0 4.41 200 180 4572 75 5.2 100 Y

8341-8000 8 208.2 3 8.724 221.0 5.91 2.68 24.0 609.6 75 5.2 100 N
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 139
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com

e-mail: indhose @parker.com
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Part
Number

SW336-3000
SW336-4000
SW336-5000
SW336-6000

ID
(in)

a b~ W

6

Material Handling Hose
Suction/Vacuum

1/4" Natural Rubber Tube
Series SW336

Series SW336 is a durable material suction and discharge hose for highly abrasive materials.
The 1/4" natural rubber tube provides abrasion resistance, and the dual wire helix provides
full suction capability and kink resistance.

NOTE: For larger diameter hose, refer to Series EW336. For corrugated construction,
contact Parker.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:

Packaging:

ID Reinf oD
(mm) Plies (in)

76.2 2 3.938
101.6 2 5.000
127.0 2 6.000
152.4 2 7.063

1/4" Tan natural rubber

Multiple textile plies with dual wire helix

Black SBR; wrapped finish

-40°F to +150°F (-40°C to +66°C)

Black text on blue stripe

PARKER SERIES SW336 MATERIAL HANDLING HOSE XXX PSI WP
1/4" TUBE MADE IN USA

4:1

None applicable

e Abrasive materials, debris

e Construction, general industrial, mining

Full

Boston Sabertooth; Diversiflex; Gates 688SB; Veyance Plicord HD
Vacuum

Coils
oD Approx Approx Min Min Max Max Std Stock
(mm) Wit Wit Bend Bend Rec Rec Pack  Status
(Ibs/ft)  (kg/ft) Rad Rad WP WP Qty *
(in) (mm) (psi) (bar) (ft)
100.0 2.69 1.22 12.0 304.8 125 8.6 100 N
127.0 4.00 1.81 18.0 457.2 125 8.6 100 Y
152.4 5.35 2.43 25.0 635.0 110 7.6 100 Y

179.4  7.09 3.22 30.0 762.0 110 7.6 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

140 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Corrugated Rock Dust Hose
MSHA

Natural Rubber /SBR Blend Tube
Series 7393

Series 7393 is a flexible, lightweight suction and discharge hose for rock dust collection

and suppression systems in underground mines. The static dissipating natural rubber/SBR
blend tube provides abrasion resistance, and the wire helix provides full suction capability
and kink resistance. The corrugated, flame resistant blended rubber cover meets MSHA
requirements, provides flexibility and is resistant to abrasion and weathering. Series 7393 is
available in 200-foot continuous lengths.
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Tube: Black natural rubber/SBR blend; static dissipating

Reinforcement: Multiple textile plies with wire helix

Cover: Black natural rubber/SBR blend; corrugated wrapped finish

Temp. Range: -30°F to +160°F (-34°C to +71°C)

Brand Method: Embossed

Brand Example: PARKER SERIES 7393 ROCK DUST HOSE FLAME RESISTANT MSHA
NO. IC-123/22 MADE IN USA (DATE CODE)

Design Factor: 4:1

Industry Standards: MSHA

Applications: e Abrasive materials, rock dust, water

e Dust suppression and collection systems
e Construction, general industrial, mining

Vacuum: Full
Compare to: Veyance Flextra Rock Dust
Packaging: Coils
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Bend Bend Rec Rec Pack  Status
* (Ibs/ft)  (kg/ft) Rad Rad WP WP Qty **
(in) (mm)  (psi) (bar) (ft)
7393-1252 1-1/4  31.8 2 1.602  40.7 0.46 0.21 2.5 63.5 90 6.2 100 Y
7393-1252050C 1-1/4  31.8 2 1.602 40.7 0.46 0.21 2.5 63.5 90 6.2 50 N
7393-1502 1-1/2 38.1 2 1.890 48.0 0.63 0.29 3.0 76.2 90 6.2 100 N
7393-1502050C 1-1/2 38.1 2 1.890 48.0 0.63 0.29 3.0 76.2 90 6.2 50 Y
7393-2002 2 50.8 2 2401 61.0 0.83 0.38 4.0 101.6 75 5.2 100 Y
7393-2002050C 2 50.8 2 2.401 61.0 0.83 0.38 4.0 101.6 75 5.2 50 Y
7393-2502 2-1/2 63.5 2 2862 72.7 0.93 0.42 6.0 152.4 60 4.1 100 N
7393-2502050C 2-1/2 63.5 2 2862 72.7 0.93 0.42 6.0 152.4 60 4.1 50 N
7393-3002 3 76.2 2 3.409 86.6 1.27 0.58 8.0 203.2 50 3.4 100 N
7393-3002050C 3 76.2 2 3.409 86.6 1.27 0.58 8.0 203.2 50 3.4 50 N

*

Part numbers ending in 050C indicate 50-ft lengths with soft cuffs each end.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
*** Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 141
866 810 HOSE (4673) 800 242 HOSE (4673)

Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Corrugated Industrial Vacuum Hose
1/8" Natural Rubber Tube

Series EW(C888
Custom Made Hose

Series EWC888 is a flexible, light duty suction/vacuum hose for general industrial
applications. The 1/8" natural rubber tube provides abrasion resistance, and the dual wire
helix provides full suction capability, kink resistance and a path to conduct a static charge
to ground. The corrugated SBR cover provides flexibility and is resistant to abrasion, cuts,
scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 1/8" Black natural rubber
Reinforcement: Multiple plies of tire cord with dual wire helix
Cover: Black SBR; corrugated wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Not branded
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e Construction, general industrial
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Lg
(Ibs/ft)  (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EWC888-5000 5 127.0 2 5.813 147.7 3.80 1.72 20.0 508.0 75 5.2 100
EWC888-6000 6 152.4 2 6.875 174.6 4.80 2.18 24.0 609.6 75 5.2 100
EWC888-8000 8 203.2 2 8.938 227.0 7.00 3.18 36.0 9144 75 52 100
EWC888-10000 10 254.0 2 11.000 1794 10.30 4.67 48.0 1219.2 50 3.4 50
EWC888-12000 12 304.8 2 13.125 3334 13.20 6.00 60.0 1524.0 40 2.8 50
m 142 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA

Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Corrugated Vacuum Truck Hose
1/4" SBR Tube

Series EWC789
Custom Made Hose

Series EWC789 is a flexible suction/vacuum hose for debris evacuation by mobile vacuum
trucks in sewer cleaning applications. The high pressure jetting hose loosens the debris,
which is then evacuated by the vacuum hose. The 1/4" SBR tube provides abrasion
resistance, and the dual wire helix provides full suction capability, kink resistance and a
path to conduct a static charge to ground. The corrugated SBR cover provides flexibility and
is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 1/4" Black SBR
Reinforcement: Multiple textile plies with dual wire helix
Cover: Black SBR; corrugated wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Not branded
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e Construction, general industrial, sewer cleaning
Vacuum: Full
Compare to: Veyance Plicord Vacuum
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Soft cuff ends; contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EWC789-4000 4 101.6 4 5203 132.2 5.00 2.27 180 4572 150 10.3 100
EWC789-6000 6 152.4 4 7.203 183.0 7.20 3.27 28.0 711.2 150 10.3 100
EWC789-8000 8 203.2 6 9.313  236.5 9.50 4.31 36.0 914.4 100 6.9 100
EWC789-10000 10 254.0 6 11.406 289.7 11.50 5.22 42.0 1066.8 100 6.9 50
Parker Industrial Hose Customer Service 143
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Exacta Pipe Material Handling Hose
Suction/Vacuum

1/4" Natural Rubber Tube

Series EW336

Custom Made Hose

Series EW336 is a general purpose suction and discharge hose for highly abrasive materials.
The 1/4" natural rubber tube provides excellent abrasion resistance, durability and
rebound, and the wire helix provides full suction capability, kink resistance and a path to
conduct a static charge to ground. The SBR cover is resistant to abrasion, cuts, scuffs and
weathering.
NOTES: o For higher working pressure hose, refer to Series SW336; for 3/8" tube,
refer to Series EW337; for 1/2" tube, refer to Series EW340.
e Other customized versions of this product are available. Contact Parker.
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Tube: 1/4" Natural rubber
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES EW336 EXACTA PIPE MATERIAL SUCTION HOSE
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, water
e Construction, general industrial
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Lg
(Ibs/ft)  (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)
EW336-4000 4 101.6 4 5.125 130.2 4.50 2.04 24.0 609.6 100 6.9 100
EW336-5000 5 127.0 4 6.125 155.6 5.80 2.63 30.0 762.0 100 6.9 100
EW336-6000 6 152.4 4 7125 1810  7.10 3.22 36.0 9144 100 6.9 100
EW336-6625 6-5/8  168.3 4 7.750 196.9 7.80 3.54 40.0 1016.0 100 6.9 100
EW336-8000 8 203.2 4 9.250 235.0 11.75 5888 48.0 1219.2 100 6.9 50
EW336-8625 8-5/8 2191 4 9.875 250.8 12.50 5.67 52.0 1320.8 100 6.9 50
EW336-10000 10 254.0 4 11.375 288.9 15.00 6.80 60.0 1524.0 100 6.9 50
EW336-10750 10-3/4 2731 4 12.250 311.2  20.20 9.16 65.0 1651.0 100 6.9 50
EW336-12000 12 304.8 4 13.500 3429 22.50 10.20 72.0 1828.8 100 6.9 50
EW336-12750 12-3/4 3239 4 14250 362.0 23.80 10.80 77.0 19558 100 6.9 50
EW336-14000 14 355.6 6 15.500 393.7 27.50 12.47 84.0 2133.6 100 6.9 50
m 144 Parker Industrial Hose Customer Service
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Corrugated Material Handling Hose
Suction/Vacuum
5/16" Natural Rubber Tube

Series EWCT777
Custom Made Hose

Series EWC777 is a flexible, versatile suction/vacuum hose for highly abrasive slurries.

The hose can be cut-to-length, coupled, and installed in minutes at the job site with the
Parker Split-Lok aluminum flange coupling system. The 5/16" natural rubber tube provides
abrasion resistance, and the wire helix provides full suction capability, kink resistance and a
path to conduct a static charge to ground. The corrugated SBR cover provides flexibility and
is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 5/16" Black natural rubber
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black SBR; corrugated wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Not branded
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, slurries, water
e Construction, general industrial
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Parker Split-Lok aluminum flange couplings through 14" ID; built-in
couplings for larger sizes
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg

(lbs/ft)  (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi) (bar)

EWC777-4000 4 101.6 4 5.500 139.7 5.00 2.27 19.0 482.6 150 10.3 100
EWC777-5000 5) 127.0 4 6.500 165.1 7.00 3.18 24.0 609.6 150 10.3 100
EWC777-6000 6 152.4 4 7.500 190.5 9.00 4.08 29.0 736.6 150 10.3 100
EWC777-8000 8 203.2 4 9.500 241.3 12.10 5.49 38.0 965.2 150 10.3 100
EWC777-10000 10 254.0 6 11.500 2921 16.00 7.26 48.0 1219.2 150 10.3 50
EWC777-12000 12 304.8 6 13.750 349.3 23.00 1043 58.0 1473.2 150 10.3 50
EWC777-14000 14 355.6 6 15.750 400.1 27.00 12.25 68.0 1727.2 100 6.9 50
EWC777-16000 16 406.4 6 17.750 450.9 31.10 14.11 78.0 1981.2 100 6.9 50
EWC777-18000 18  457.2 6 20.000 508.0 42.00 19.05 88.0 22352 100 6.9 50
EWC777-20000 20 508.0 6 22.000 558.8 48.00 21.77 100.0 2540.0 75 5.2 50
EWC777-22000 22 558.8 6 24.313 617.5 65.00 29.48 120.0 3048.0 75 5.2 50
EWC777-24000 24 609.6 6 26.313 668.3 69.00 31.30 130.0 3302.0 75 5.2 50
Parker Industrial Hose Customer Service 145 m
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Material Handling Hose
1/4" Natural Rubber Tube
Series SS236

Series SS236 is a durable, rugged, slurry discharge hose for highly abrasive dry and wet
materials. The 1/4" natural rubber tube provides abrasion resistance and the SBR cover is
resistant to abrasion, cuts, scuffs and weathering.
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Tube: 1/4" Tan natural rubber

Reinforcement: Multiple textile plies

Cover: Black SBR; wrapped finish

Temp. Range: -40°F to +150°F (-40°C to +66°C)

Brand Method: Black text on blue stripe

Brand Example: PARKER SERIES SS236 MATERIAL HANDLING HOSE

1/4" TUBE XXX PSI WP MADE IN USA

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Abrasive materials, debris, slurries, water

e Construction, general industrial, mining
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Rec Rec Qty Status
(Ibs/ft) (kg/ft) WP WP (ft) **
(psi) (bar)

S$S236-1500 1-1/2 38.1 2 2.313 58.7 1.21 0.55 150 10.3 100 N
S$S236-2000 2 50.8 2 2.813 71.4 1.56 0.71 150 10.3 100 N
$S5236-2500 2-1/2 63.5 2 3.313 84.1 1.90 0.86 150 10.3 100 N
S$S236-3000 3 76.2 2 3.813 96.8 2.20 1.00 150 10.3 100 N
S$S236-4000 4 101.6 2 4.813 122.2 2.85 1.29 100 6.9 100 N
$S5236-4500 4-1/2 1143 2 5.313 1349 3.23 1.47 100 6.9 100 N
S$S5236-5000 5 127.0 2 5.813 147.6 3.54 1.61 100 6.9 100 N
S$S236-6000 6 152.4 2 6.813 173.0 4.15 1.88 85 5.9 100 N

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

146 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Sand Blast Hose
Natural Rubber Tube

Series 7244

Series 7244 is designed to blast sand and other abrasive materials to clean, condition or
strip cement, steel, stone and other materials in a variety of applications. The thick, static
dissipating natural rubber tube provides abrasion resistance and a heavy wall provides kink
resistance. The blended rubber cover is resistant to abrasion and weathering.
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Tube: Black natural rubber; static dissipating

Reinforcement: Multiple textile plies

Cover: Black synthetic rubber blend

Temp. Range: -20°F to +160°F (-29°C to +71°C)

Brand Method: Embossed

Brand Example: PARKER SERIES 7244 SAND BLAST HOSE 150 PSI WP
Design Factor: 3:1

Industry Standards: None applicable

Applications: e Abrasive materials, sand

e Clean, condition or strip cement, steel, stone and other materials
e Construction, general industrial, shipyards

Vacuum: Not recommended
Compare to: Kuriyama Sand Blast; Veyance Plicord Blast; XF Blast
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Std Pack  Stock
Number (in) (mm) Plies (in) (mm) Wi Wit Rec Rec Qty Status
(Ibs/ft)  (ka/ft) WP WP (ft) *
(psi) (bar)
7244-500 1/2 12.7 2 1.055 26.8 0.33 0.15 150 10.3 50 Y
7244-750 3/4 19.1 4 1.500 38.1 0.65 0.29 150 10.3 50 Y
7244-1000 1 25.4 4 1.860 47.3 1.00 0.45 150 10.3 50 Y
7244-1250 1-1/4 31.8 4 2.170 53.8 1.25 0.57 150 10.3 50 Y
7244-1500 1-1/2 38.1 4 2.360 60.0 1.30 0.59 150 10.3 50 Y
7244-2000 2 50.8 4 2.870 72.8 1.75 0.79 150 10.3 50 Y

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Deadman Twin Sensing Hose
Series 7138 (Yellow / Gray)
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~ Series 7138 is a flexible air conduit that connects the remote hand control to the
o dispenser control valves in abrasive material blasting systems. When the hand trigger is
.E disengaged, the delivery system immediately shuts down, mininimizing uncontrolled
% high velocity discharge and spillage. Series 7138 hose lines are bonded to prevent
c separation and maximize flexibility, and the gray/yellow color coding provides quick
1] W and easy identification. The hose features an EPDM tube that is resistant to compressor
= m oil mist and an EPDM cover that is resistant to abrasion, heat and weathering.
© X Tube: Black EPDM
= E Reinforcement: Multiple textile plies
Q (7)) Cover: Yellow/gray EPDM; smooth finish
'E Temp. Range: -30°F to +200°F (-34°C to +93°C)
E j Brand Method: Black ink on yellow hose

w Brand Example: PARKER SERIES 7138 DEADMAN TWIN HOSE (ID) 200 PSI MAX

o WP MADE IN USA (DATE CODE)

Design Factor: 4:1
I'Url Industry Standards: None applicable
Applications: e Air
D

e Clean, condition or strip cement, steel, stone and other materials
as a component of abrasive material blasting systems
e Construction, general industrial, shipyards

Vacuum: Not recommended
Packaging: Reels
Part ID ID Reinf oD OD  Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Status
(lbs/ft)  (kg/ft)  Rad Rad WP WP Rec Qty **
(in) (mm)  (psi) (bar) * (ft)
7138-191 3/16 4.8 2 0.438 11.1 0.13 0.06 2.0 50.8 200 13.8 * 750 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

148 Parker Industrial Hose Customer Service
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Sand Recovery Hose
Suction/Vacuum

3/16" Natural Rubber Tube
Series SW409

Series SW409 is a heavy duty suction and discharge hose for transfer and recovery of sand
and severely abrasive materials. The static dissipating 3/16" natural rubber tube provides
abrasion resistance, and the dual wire helix provides full suction capability and kink
resistance. The SBR cover is resistant to abrasion, cuts, scuffs and weathering.

Tube: 3/16" Black natural rubber; static dissipating
Reinforcement: Multiple textile plies with dual wire helix
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on red stripe
Brand Example: PARKER SERIES SW409 SAND RECOVERY HOSE XXX PSI WP
MADE IN USA
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Abrasive materials, debris, sand
e Construction, general industrial, mining, sand clean-up/recovery
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec WP Rec WP Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Qty **

(in) (mm) (ft)

SW409-2000 2 50.8 2 2.750  69.9 1.41 0.64 6.0 152.4 200 13.8 100 N
SW409-3000 3 76.2 2 3.750 95.3 2.42 1.10 12.0 304.8 175 12.1 100 N
SW409-4000 4 101.6 2 4.750 120.7 3.16 1.43 16.0 406.4 150 10.3 100 Y
SW409-5000 5 127.0 2 5.813 1476 4.25 1.93 20.0 508.0 100 6.9 100 N

SW409-6000 6 152.4 2 6.813 173.0 5.30 2.40 24.0 609.6 100 6.9 100 Y
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 149
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DRAGON BREATH®

Hot Air Blower Hose
Series SW360

Series SW360 is a heavy duty, high pressure hot air blower hose designed for bulk loading/
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unloading of dry materials in plants or transport vehicles. The hose transfers hot air from
a compressor to the storage bin/cargo bay to propel bulk product. The hose construction
incorporates a tube that features a temperature rating to 350°F (177°C) and resists drying
out. The dual wire helix provides full suction capability, kink resistance, flexibility for ease
of handling and a path to conduct a static electrical charge to ground. The cover resists

% abrasion, heat and ozone.

o) NOTE: For larger diameter hose, refer to Series EW360.

g Tube: Black EPDM
Reinforcement: Multiple textile plies with dual wire helix

@ Cover: Black EPDM; wrapped finish

5 Temp. Range: -40°F to +350°F (-40°C to +177°C)

ot Brand Method: Black text on yellow stripe

o Brand Example: PARKER SERIES SW360 DRAGON BREATH® HOT AIR BLOWER HOSE

(] XXX PSI WP (CAUTION) MADE IN USA

m Design Factor: 4:1
Applications: e Hot air blower systems

¢ In-plant transfer; delivery, loading/unloading
e General industrial, transportation

Compare to: Eaton Boston Wildcat Hot Air; Gates Hot Air Blower; Veyance Plicord
Torrid Air
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec WP Rec WP Pack  Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Qty **
(in) (mm) (ft)
SW360-2000 2 50.8 2 2500 63.5 1.08 0.49 6.0 152.4 200 13.8 100 Y
SW360-3000 3 76.2 2 3.563 90.5 1.78 0.81 12.0 304.8 200 13.8 100 Y
SW360-4000 4 101.6 2 4563 1159 2.46 1.12 16.0 406.4 125 8.6 100 Y
SW360-6000 6 152.4 2 6.813 173.0 5.00 2.27 240 609.6 100 6.9 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

WARNINGS!

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

» Do not use with cam and groove couplings, which are designed for use with liquids.
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Brand Method:
Brand Example:
Design Factor:

SPARTAN™

Hot Air Blower Hose
Series SW560

Series SW560 is a lightweight, medium pressure hot air blower hose designed for bulk
loading/unloading of dry materials in plants or transport vehicles. The hose transfers

hot air from a compressor to the storage bin/cargo bay to propel bulk product. The hose
construction incorporates a tube that features a temperature rating to 350°F (177°C) and
resists drying out. The dual wire helix provides full suction capability, kink resistance,
flexibility for ease of handling and a path to conduct a static electrical charge to ground. The
cover resists abrasion, heat and ozone.

NOTES: . For higher pressure hose, refer to Series SW360.
« For larger diameter hose, refer to Series EW360.

Tube: Black EPDM

Reinforcement: Multiple textile plies with dual wire helix
Cover: Black EPDM; wrapped finish

Temp. Range: -40°F to +350°F (-40°C to +177°C)

Black text on yellow stripe
PARKER SERIES SW560 SPARTAN™ HOT AIR BLOWER HOSE
4:1

Applications: e Hot air blower systems
¢ In-plant transfer; delivery, loading/unloading
e General industrial, transportation
Vacuum: Full
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec WP Rec WP Pack  Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Qty **
(in) (mm) ()
SW560-2000 2 50.8 2 2450 622 0.89 0.40 6.0 152.4 125 8.6 100 N
SW560-3000 8 76.2 2 3.480 884 1.48 0.67 12.0 304.8 125 8.6 100 Y
SW560-4000 4 101.6 2 4480 113.8 1.99 0.90 16.0 406.4 100 6.9 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

WARNINGS!

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
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pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
» Do not use with cam and groove couplings, which are designed for use with liquids.
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Hot Air Blower Hose

Series EW360
Custom Made Hose

Series EW360 is a heavy duty, high pressure hot air blower hose for bulk loading/unloading
of dry materials in plants or transport vehicles. The hose transfers hot air from a compressor
to the storage bin/cargo bay to propel bulk product. The hose construction incorporates

an EPDM tube that features a temperature rating to 300°F (149°C) and resists drying out.
The wire helix provides full suction capability, kink resistance and a path to conduct a static
electrical charge to ground. The EPDM cover resists abrasion, heat and ozone.

NOTES: « For smaller diameter hose, refer to Series SW360 and Series SW560.
o Other customized versions of this product are available. Contact Parker.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:
Design Factor:

Black EPDM

Multiple plies of tire cord with wire helix

Black EPDM; wrapped finish

-40°F to +300°F (-40°C to +149°C)

Black text on yellow stripe

PARKER SERIES EW360 HOT AIR BLOWER HOSE
4:1

Industry Standards: None applicable
Applications: e Hot air blower systems
e In-plant transfer; delivery, loading/unloading
e Bulk transport, general industrial
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft)  (kg/ft) Rad Rad WP WP (f)
(in) (mm) (psi)  (bar)
EW360-6625 6-5/8 168.3 4 7.750 196.9 7.4 3.57 42.0 1066.8 100 7.0 100
EW360-8000 8 208.2 4 9.125 231.8 10.3 4.67 48.0 1219.2 100 7.0 50
EW360-8625 8-5/8 219.1 4 9.875  248.0 11.1 5.03 52.0 1320.8 100 7.0 50
EW360-10000 10 254.0 4 11.250 285.8 11813 6.03 60.0 1524.0 100 7.0 50
EW360-10750 10-3/4 2731 4 12.188 309.6 171 7.76 65.0 1651.0 75 5.2 50
EW360-12000 12 304.8 4 13.438 3413 18.9 8.57 72.0 1828.8 75 5.2 50
EW360-12750 12-3/4  323.9 4 14.188 360.4 20.9 9.48 77.0 1955.8 50 3.4 50
EW360-14000 14 355.6 4 15.438 3921 22.9 10.39 84.0 2133.6 50 3.4 50

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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Dredge Sleeve

3/8" Natural Rubber Tube
Series ES907

Custom Made Hose

Series ES907 is designed specifically for discharge service of abrasive materials such as
debris, sand and slurries in dredging applications. The hose provides a flexible connection
between lengths of pipe linked from the dredge site to the shore, compensating for the
shifting and twisting of pontoons caused by water movement. The 3/8" natural rubber tube
provides abrasion resistance, the heavy wall provides kink resistance and the SBR cover is
resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 3/8" Black natural rubber
Reinforcement: Multiple plies of tire cord
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES ES907 DREDGE SLEEVE
Design Factor: 4:1
Industry Standards: None applicable
Applications: ¢ Light abrasive materials, sand, small gravel
e Dredging operations in coastal areas, gravel pits, lakes, rivers
Vacuum: Not recommended
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Plain or enlarged ends only; contact Parker
Part ID ID Reinf oD oD Approx Approx Max Max Max
Number (in) (mm) Plies (in) (mm) Wt Wt Rec Rec Lg
(Ibs/ft) (ka/ft) WP WP (ft)
(psi) (bar)
ES907-4000 4 101.6 2 5.125 130.2 3.50 1.59 150 10.3 100
ES907-4500 4-1/2 114.3 2 5.625 142.9 3.90 1.77 150 10.3 100
ES907-5000 6] 127.0 2 6.125 155.6 4.30 1.95 150 10.3 100
ES907-6000 6 152.4 4 7818 185.7 6.10 2.77 150 10.3 100
ES907-6625 6-5/8 168.3 4 7.875 200.0 7.00 3.18 150 10.3 100
ES907-8000 8 203.2 4 9.313 236.5 8.30 3.76 150 10.3 50
ES907-8625 8-5/8 2191 4 10.000 254.0 8.90 4.04 150 10.3 50
ES907-10000 10 254.0 6 11.625 295.3 12.00 5.44 150 10.3 50
ES907-10750 10-3/4 273.1 6 12.375 314.5 12.70 5.76 150 10.3 50
ES907-12000 12 304.8 6 13.625 346.1 14.40 6.53 150 10.3 50
ES907-12750 12-3/4 323.9 6 14.375 365.1 16.00 7.26 150 10.3 50
ES907-13250 13-1/4 336.6 6 14.875 377.8 17.00 7.71 150 10.3 50
ES907-14000 14 355.6 6 15.625 396.9 18.50 8.39 150 10.3 50
ES907-16000 16 406.4 8 17.875 454.0 23.00 10.43 150 10.3 50
ES907-18000 18 457.2 8 19.875 504.8 26.00 11.79 150 10.3 50
Parker Industrial Hose Customer Service 153 m
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Heavy Duty Dredge Sleeve
1/2" Natural Rubber Tube

Series ES908
Custom Made Hose

Series ES908 is designed specifically for extreme discharge service of abrasive materials
such as debris, sand and slurries in dredging applications. The hose provides a flexible
connection between lengths of pipe linked from the dredge site to the shore, compensating
for the shifting and twisting of pontoons caused by water movement. The 1/2" extra-thick
natural rubber tube provides superior abrasion resistance, the heavy wall provides kink
resistance and the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.

Tube: 1/2" Black natural rubber
Reinforcement: Multiple plies of tire cord
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES ES908 DREDGE SLEEVE
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Extreme abrasive materials, large gravel, sand, shells
e Dredging operations in coastal areas, gravel pits, lakes, rivers
Vacuum: Not recommended
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Plain or enlarged ends only; contact Parker
Part ID ID Reinf oD oD Approx Approx Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Rec Rec Lg
(Ibs/ft) (ka/ft) WP WP (ft)
(psi) (bar)
ES908-4000 4 101.6 2 5.375 136.5 4.40 2.00 150 10.3 100
ES908-4500 4-1/2 114.3 2 5.813 147.6 4.90 2.22 150 10.3 100
ES908-5000 5] 127.0 2 6.668 169.9 5.40 2.45 150 10.3 100
ES908-6000 6 152.4 4 7.625 193.7 7.40 3.36 150 10.3 100
ES908-6625 6-5/8 168.3 4 8.125 206.4 8.00 3.63 150 10.3 100
ES908-8000 8 203.2 4 9.625 244.5 9.90 4.49 150 10.3 50
ES908-8625 8-5/8 219.1 4 10.188 258.8 11.00 4.99 150 10.3 50
ES908-10000 10 254.0 6 11.813 300.0 14.00 6.35 150 10.3 50
ES908-10750 10-3/4 273.1 6 12.625 320.7 15.10 6.85 150 10.3 50
ES908-12000 12 304.8 6 13.813 350.8 16.80 7.62 150 10.3 50
ES908-12750 12-3/4 323.9 6 14.625 371.5 18.00 8.16 150 10.3 50
ES908-13250 13-1/4 336.6 6 15.125 384.2 19.00 8.62 150 10.3 50
ES908-14000 14 355.6 6 15.813 401.6 20.00 9.07 150 10.3 50
ES908-16000 16 406.4 8 18.000 457.2 26.00 11.79 150 10.3 50
ES908-18000 18 457.2 8 20.000 508.0 28.00 12.70 150 10.3 50
m 154 Parker Industrial Hose Customer Service
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Dredge Sand Suction Hose
3/8" Natural Rubber Tube

Series EW708
Custom Made Hose

Series EW708 is designed specifically for heavy duty suction and discharge service of
abrasive materials such as debris, sand and slurries in dredging applications. The hose
provides a flexible connection between moveable suction lines and pump inlets on dredge
barges. The 3/8" natural rubber tube provides abrasion resistance, the heavy wall provides
kink resistance and the SBR cover is resistant to abrasion, cuts, scuffs and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 3/8" Black natural rubber
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES EW708 SAND SUCTION HOSE
Design Factor: 4:1
Industry Standards: None applicable
Applications: ¢ Light abrasive materials, sand, small gravel
e Dredging operations in coastal areas, gravel pits, lakes, rivers
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wit Bend Bend Rec Rec Lg
(Ibs/ft)  (kg/ft) Rad Rad wP WP (ft)
(in) (mm) (psi) (bar)
EW708-4000 4 101.6 4 5.500 139.7 5.90 2.68 24.0 609.6 200 13.8 100
EW708-4500 4-1/2 114.3 4 6.000 152.4 6.50 2.95 27.0 685.8 200 13.8 100
EW708-5000 5] 127.0 4 6.500 165.1 7.40 3.36 30.0 762.0 200 13.8 100
EW708-5500 5-1/2 139.7 4 7.000 177.8 8.10 3.67 33.0 838.2 175 12.1 100
EW708-6000 6 152.4 4 7.625 193.7 10.10 4.58 36.0 914.4 175 121 100
EW708-6625 6-5/8 168.3 4 8.250 209.6 11.00 4.99 41.0 1041.4 150 10.3 50
EW708-8000 8 203.2 4 9.750 247.7 14.40 6.53 48.0 1219.2 150 10.3 50
EW708-8625 8-5/8  219.1 4 10.313 261.9 16.20 7.35 54.0 1371.6 150 10.3 50
EW708-10000 10 254.0 6 12.125 308.0 21.40 9.71 60.0 1524.0 150 10.3 50
EW708-10750 10-3/4 273.1 6 12.875 327.0 24.90 11.29 65.0 1651.0 150 10.3 50
EW708-12000 12 304.8 6 14.000 355.6 26.70 12.11 72.0 1828.8 150 10.3 50
EW708-12750 12-3/4  323.9 6 14.875 377.8 31.60 14.33 77.0 1955.8 150 10.3 50
EW708-13250 13-1/4  336.6 6 15.313 388.9 32.50 14.74 80.0 2032.0 150 10.3 50
EW708-14000 14 355.6 6 16.125 409.6  34.50 15.65 84.0 2133.6 150 10.3 50
EW?708-15000 15 381.0 8 17125 435.0 36.70 16.65 90.0 2286.0 150 10.3 50
EW708-16000 16 406.4 8 18.188 462.0 43.00 19.50 96.0 2438.4 150 10.3 50
EW?708-18000 18 457.2 8 20.500 520.7 55.00 24.95 102.0 2590.8 150 10.3 50
Parker Industrial Hose Customer Service 155 m
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Dredge Sand Suction Hose
1/2" Natural Rubber Tube

Series EW709
Custom Made Hose

Series EW709 is designed specifically for extreme heavy duty suction and discharge service
of abrasive materials such as debris, sand and slurries in dredging applications. The hose
provides a flexible connection between moveable suction lines and pump inlets on dredge
barges. The 1/2" extra-thick natural rubber tube provides abrasion resistance, the heavy
wall provides kink resistance and the SBR cover is resistant to abrasion, cuts, scuffs and
weathering.

NOTE: Other customized versions of this product are available. Contact Parker.
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Tube: 1/2" Black natural rubber
Reinforcement: Multiple plies of tire cord with wire helix
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +150°F (-40°C to +66°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES EW709 SAND SUCTION HOSE
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Extreme abrasive materials, large gravel, sand, shells
e Dredging operations in coastal areas, gravel pits, lakes, rivers
Vacuum: Full
Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Contact Parker
Part ID ID Reinf oD oD Approx  Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(lbs/ft)  (kg/ft) Rad Rad WP WP (f)
(in) (mm) (psi)  (bar)
EW709-4000 4 101.6 4 5.813 147.6 6.90 818 27.0 685.8 200 13.8 100
EW709-4500 4-1/2 114.3 4 6.313 160.3 7.60 3.45 30.0 762.0 200 13.8 100
EW709-5000 5 127.0 4 6.813 173.0 8.60 3.90 33.0 838.2 200 13.8 100
EW709-5500 5-1/2 139.7 4 7313 185.7 9.40 4.26 37.0 939.8 175 121 100
EW709-6000 6 152.4 4 7.813 198.4 11.50 5.22 40.0 1016.0 175 121 100
EW709-6625 6-5/8 168.3 4 8.500 215.9 12.50 5.67 46.0 1168.4 150 10.3 50
EW709-8000 8 203.2 4 9.906 251.6 16.20 7.35 53.0 1346.2 150 10.3 50
EW709-8625 8-5/8 219.1 4 10.625 269.9 18.20 8.26 60.0 1524.0 150 10.3 50
EW709-10000 10 254.0 6 12.313 312.7 23.70 10.75 67.0 1701.8 150 10.3 50
EW709-10750 10-8/4 2731 6 13.000 330.2 27.30 12.38 72.0 1828.8 150 10.3 50
EW?709-12000 12 304.8 6 14.313  363.5 29.40 13.34 80.0 2032.0 150 10.3 50
EW709-12750 12-3/4 323.9 6 15.125 384.2 34.50 15.65 86.0 2184.4 150 10.3 50
EW709-13250 13-1/4 336.6 6 15.625  396.9 35.50 16.10 89.0 2260.6 150 10.3 50
EW709-14000 14 355.6 6 16.313  414.3 37.60 17.06 93.0 2362.2 150 10.3 50
EW?709-15000 15 381.0 8 17.313  439.7 40.00 18.14 100.0 25404 150 10.3 50
EW709-16000 16 406.4 8 18.500 469.9 46.50 21.09 107.0 2717.8 150 10.3 50
EW709-18000 18 457.2 8 20.500 520.7 62.00 28.12 120.0 3048.0 150 10.3 50
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Hot Tar & Asphalt Hose
Series SW387

Series SW387 is a suction and discharge hose for high temperature materials such as hot
asphalt, glue, oil, tar and wax to 300°F continuous/350°F intermittent (149°C/177°C). The
hose construction incorporates a dual wire helix that provides full suction capability, kink
resistance and a path to conduct a static electrical charge to ground. The cover is resistant to
abrasion, heat, oil and weathering.

NOTE: For other hot tar and asphalt hoses, refer to Series 7204 and Series EW499.
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Tube: Black nitrile

Reinforcement: Multiple textile plies with dual wire helix

Cover: Black nitrile; wrapped finish

Temp. Range: -40°F to +350°F (-40°C to +177°C)

Brand Method: Black text on red stripe

Brand Example: PARKER SERIES SW387 HOT TAR & ASPHALT XXX PSI WP
MADE IN USA

Design Factor: 4:1

Industry Standards: None applicable

Applications: ® Hot asphalt, glue, oil, tar

® [n-plant and storage tank transfer
e Delivery, transport applicator trucks

Vacuum: Full
Compare to: Boston Black Cat; Thermoid Transporter; Veyance Pyroflex
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wit Bend Bend Rec Rec Pack  Status
(Ibs/ft)  (kg/ft)  Rad Rad WP WP Qty &

(in) (mm) (psi) (bar) (ft)

SW387-1500 1-1/2 381 2 2125 54.0 0.98 0.44 6.0 152.4 150 10.3 100 Y
SW387-2000 2 50.8 2 2.625 66.7 1.43 0.65 8.0 203.2 150 10.3 100 Y
SW387-2500 2-1/2 63.5 2 3.375  85.7 1.84 0.83 10.0 254.0 150 10.3 100 N
SW387-3000 3 76.2 2 3.750  95.3 2.42 1.10 12.0 304.8 150 10.3 100 Y

Y

SW387-4000 4 101.6 2 4813 122.2 3.60 1.63 18.0 4572 150 10.3 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
**Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Do not use for continuous service at 350°F. Do not use above 350°F for any service or any duration. Using above the
recommended service duration or temperature may lead to premature hose faliure and property damage, personal injury or death.

Parker Industrial Hose Customer Service 157
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Part
Number

EW499-4000
EW499-6000
EW499-8000
EW499-10000

ID
(in)

10

Hot Tar & Asphalt Hose
FKM Tube

Series EW499

Custom Made Hose

Series EW499 is a premium suction and discharge hose for high temperature materials
such as hot asphalt, glue, oil, tar and wax to 350°F (177°C) continuous service. The hose
construction incorporates a premium FKM tube and a wire helix that provides full suction
capability, kink resistance and a path to conduct a static electrical charge to ground. The
cover is resistant to abrasion, heat, oil and weathering.
NOTE: . Customized versions of this product are available. Contact Parker.

o For other hot tar and asphalt hoses, refer to Series 7204 and Series SW387.

Tube: Black FKM

Reinforcement: Multiple plies of tire cord with wire helix

Cover: Black synthetic rubber; wrapped finish

Temp. Range: -40°F to +350°F (-40°C to +177°C)

Brand Method: Black text on red stripe

Brand Example: PARKER SERIES EW499 HOT TAR & ASPHALT HOSE
Design Factor: 5:1

Industry Standards: None applicable

Applications: e Hot asphalt, glue, oil, tar

e Transfer between barges, storage tanks and marine vessels
Vacuum: Full

Packaging: Lengths or coils in bales, crates or slat packs
Couplings: Built-in nipples; flanges; contact Parker
ID Reinf oD oD Approx  Approx Min Min Max Max Max
(mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Lg
(Ibs/ft) (kg/ft) Rad Rad WP WP (ft)
(in) (mm) (psi)  (bar)
101.6 4 5.250 1883 5.50 2.49 28.0 711.2 200 13.8 100
152.4 6 7.500 190.5 9.90 4.50 42.0 1066.8 200 13.8 100
203.2 8 9.875 250.8 15.30 6.90 54.0 1371.6 200 13.8 50
254.0 8 12.000 304.8 20.80 9.43 66.0 1676.4 200 13.8 50

158 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com
e-mail: indhose @parker.com



MPW-1000°

High Pressure Wire Braid Multipurpose Hose
Series 7204

Series 7204 is an extremely versatile hose designed to handle air, mild chemicals, oil, refined
fuels such as biodiesel (to B20 in dedicated and non-dedicated service), diesel, ethanol and
gasoline, saturated steam and water. The hose construction incorporates a premium grade
tube especially suited for high temperature materials such as hot asphalt, glue, oil, tar and
wax to 300°F continuous/350°F inter mittent (149°C/177°C). The high tensile wire braid
reinforcement provides durability, kink resistance, high pressure capability and superior
coupling retention, and the cover is resistant to heat, oil and weathering. Series 7204 is also
designed for saturated steam applications at temperatures to 368°F (187°C) and pressures to
150 psi (10.3 bar). The tube resists popcorning and oil-based detergents and rust inhibitors
found in steam systems.
NOTES: . Refer to the table on pages 213-214 for fuel compatibility and service conditions.
» Do not use for fuel dispensing or service applications requiring API, NFPA, UL,
ULC or any other agency approval or listing.

Tube:
Reinforcement:
Cover:

Temp. Range:

Brand Method:
Brand Example:

Design Factor:

Industry Standards:

Applications:

Vacuum:
Compare to:
Packaging:

Black nitrile

One wire braid

Black chloroprene; perforated wrapped finish

Steam: -20°F to +368°F (-29°C to +187°C) saturated steam to 150 psi

max WP

Other: -20°F to +300°F (-29°C to +149°C) / 350°F (177°C) intermittent

Embossed

PARKER SERIES 7204 - MPW XXX PSI MAX WP (DATE CODE) MADE IN

USA

4:1 (10:1 steam @ 150 psi/10.3 bar)

None applicable

e Air, mild chemicals, oil, water; hot asphalt, glue, oil, tar and wax; steam;
biodiesel (to B20 in dedicated and non-dedicated service), diesel,
ethanol, gasoline

¢ High pressure washdown; cleaning containment vessels and
manufacturing equipment; cleaning and heating processing equipment

e General industrial, manufacturing and processing plants, refineries

Not recommended

Boston Hot Tar Pumping; Gates 319MB Gold Master; Veyance Pyroflex

Reels

(Continued on the following page)

AWARNINGS!

» Failure to properly inspect, maintain, test and use steam hose assemblies may result in property damage, personal injury or death. Refer to
ARPM publication IP-11-1, “Guide for Use, Testing and Inspection of Steam Hose.”

» Water changes to hot water and phases of steam when subjected to heat and pressure. The greater the pressure, the higher the
temperature required to achieve and maintain a steam phase. If steam escapes, dangerous quantities of heat may be released very
suddenly. Exposure to hot water, low pressure steam and high pressure steam may cause severe scalding or fatal burns.

» Use only hoses designated for steam service for steam applications. Use ONLY Parker recommended hose/coupling combinations for
steam applications. Refer to CrimpSource at www.safehose.com.

» Prior to use with detergents or rust inhibitors, refer to the chemical guide in this catalog or contact Parker.

» Drain steam hose after each use to reduce the possibility of hose popcorning while in service.

» Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the maximum rated working
pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service

866 810 HOSE (4673)
Strongsville, OH
Eastern USA

www.safehose.com

800 242 HOSE (4673)
South Gate, CA
Western USA

e-mail: indhose @parker.com
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Series 7204 — MPW-1000°® High Pressure Wire Braid Multipurpose Hose

(Continued)
Part ID ID Reinf OD OD Approx Approx Min
Number (in) (mm) Braids (in) (mm) Wit Wit Bend
(lbs/ft)  (kg/ft) Rad
(in)
7204-501 172 12.7 1 0.906 23.0 0.34 0.15 7.0
7204-751 3/4 191 1 1.187 30.1 0.52 0.24 10.0
7204-1001 1 254 1 1.500 38.1 0.75 0.34 12.0

Min
Bend
Rad
(mm)
177.8
254.0

304.8

Max Max Perm Std Stock
Rec WP Rec WP Cplg Pack Status
(psi) (bar) Rec Qty **
Non-Steam Applications (ft)
1000 68.9 43 500 N
1000 68.9 43 500 Y
1000 68.9 43 500 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Hose Selector Guide - by specification

Specification Series Size Description
Range
(in)

A-A-59566 Grade A Class 1 (MIL-ZZ-H-561K) SW326 1-6 Water suction hose
A-A-59566 Grade A Class 2 (MIL-ZZ-H-561K) SW328 1-6 Water suction hose
A-A-59566 Grade B Class 1 (MIL-ZZ-H-561K) SW322 1-6 Water suction hose (potable & nonpotable)
A-A-59566 Grade B Class 2 (MIL-ZZ-H-561K) SW323 1-6 Water suction hose (potable & nonpotable)
A-A-59567 Grade 1 Class 1 (MIL-ZZ-H-601E) S$S266 1-1/4 - 4 | Water discharge hose (nonpotable)
A-A-59567 Grade 1 Class 2 (MIL-ZZ-H-601E) S$S267 1-4 Water discharge hose (potable)
A-A-59567 Grade 3 Class 2 (MIL-ZZ-H-601E) SS268 1-4 Water discharge hose (potable)
API 1529/ 6th Edition 2005 Type E, Grade 2, 7777 1-1/2 - 4 | Aviation fueling & defueling hose
NFPA 407, BS EN1361:1997/E (British Standard)
API 1529/ 6th Edition 2005, Type C, Grade 1, 7775 1-1-1/2 | Aviation fueling hose
NFPA 407
API 1529/6th Edition 2005, Type C, Grade 2, 7776 1-1/2 - 4 | Aviation fueling hose
NFPA 407
MIL-DTL-17505F EW775 6-8 Oil and gas suction and discharge hose
MIL-DTL-20176G Type | &I SW346 2-1/2 - 4 | Sewage or oily waste hose (noncollapsible)
MIL-DTL-26521K SS177 2-4 Low temperature collapsible fuel discharge hose
MIL-DTL-27516F SW376 1-6 Jet fuel and gasoline suction hose
MIL-DTL-6615G SS167 1-1/4 - 4 | Fuel and nonpotable water discharge hose;

Type | with static wire and static conductive tube
MIL-DTL-6615G S$S166 1-1/2 - 4 | Fuel and nonpotable water discharge hose;

Type II, no static wire or static conductive tube
MIL-H-17902F (SH) Type CC S§S8217 2-1/2 Aircraft fueling on-board ships (collapsible)
MIL-H-17902F (SH) Type NC SW391 1-1/2 Aircraft fueling on-board ships (non-collapsible)
MIL-H-22240F S$S8250 4,6,7 Type A hose for “Alongside Fueling Only”
MIL-H-22240F S$S240 6 Type B hose for “Astern Fueling Only”
MIL-H-22240F SS140 2-1/2 Type C hose “Fuel or Water Service”
MIL-H-82127A S§S8212 2,4,6 Lightweight collapsible fuel hose

(Replacement service only)
MIL-PRF-11588H Type Ill & IV S$S278 1-4 Hose assembilies for liquid petroleum fuel dispensing

(black cover)
MIL-PRF-11588H Type Ill & IV S$S258 1-4 Hose assembilies for liquid petroleum fuel dispensing

(tan cover)
MIL-PRF-370J Type A SS170 1-6 Gas discharge hose w/static wire for aviation, auto,

turbine, & diesel fuels (tan or black cover)
MIL-PRF-370J Type B SW370 1-6 Hardwall gasoline suction hose (tan or black cover)
MIL-PRF-53063B SW563 2 Lightweight non-collapsible fuel hose
MIL-PRF-53064B SS164 2,3 Lightweight collapsible fuel hose (tan cover)
USDA Fire Suction & Discharge 5100-184f, Jan 2007 |SW384 1, 1-1/2, | Forestry suction hose

2-1/2

Refer to pages 9-10 for a complete listing of industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.
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Hose Selector Guide - by application

Series Trademark Hose Application/ Tube Cover Size Pressure Temp Page
Construction/ Range Range Range No.
Selector Guide (in) (psi) (°F)
7208E  |BS&W™ Oil, sediment, | o i Nitrile/SBR | Nitrile/SBR |2 - 4 150 -22/+185 | 165
waste, water
7213E  |BS&W™ Cll, seelimert, | SlE, Nitrile/SBR | Nitrile/SBR  |1-1/2-4 | 150 -22/+185 | 166
waste, water corrugated
7234 WILDCATTER® | Rotary dill Nitrile Nitrile/PVC |2 3000 -40/+200 | 173
7301 wiLDcATTERe | Hotoll large | High Chioroprene | Chloroprene |1-172 | 2250 -40/+275 | 174
diameter pressure
7307 z;anfitég'”g Corrugated | Nitrile/SBR | Nitrile/SBR  |6-8 150 -20/+180 | 168
7309 Mud discharge Nitrile Chloroprene |2 -8 300 -20/+180 171
7335 Jetting Medium SBR SBR 1-1/4 -4 |500 -40/+180 | 169
pressure
ss111 Jetting High SBR SBR 2.6 800 40/+180 | 170
pressure
swcs0o |TiTaNFLExe | Oib sediment, Suction, o SBR 1-6 125-250 | -40/+160 | 167
waste, water corrugated
TKW160 Mud suction | CUstom Nitrile Synthetic 1, 15 |100 -40/+180 | 172
Made Hose rubber

NOTE: This is a guide only. It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

Refer to pages 9-10 for a complete listing of industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.

164 Parker Industrial Hose Customer Service
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Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



BS & W™

Oil Field Suction/Vacuum Hose
Series 7208k

Series 7208E is a flexible, lightweight suction and discharge hose designed to handle brine,

150 MAX PSI WP
Industry Standards: None applicable
Applications: e Brine, crude oil, mild chemicals, petroleum waste, sediments, sludge,
slurries, water
¢ Qil field waste recovery, general industrial

crude oil, mild chemicals, petroleum waste, sediments, sludge, slurries and water in harsh

Y oil field bottom sediment and waste pit recovery applications. The hose construction
incorporates a wire helix that provides full suction capability, kink resistance, and a path to
conduct a static electrical charge to ground. The nitrile/SBR cover is resistant to abrasion,

n oil and weathering. Series 7208E is available in 200-foot continuous lengths.

m NOTE: Do not use with refined oil or fuel.

E Tube: Black nitrile/SBR

m Reinforcement: Multiple textile plies with wire helix

» Cover: Black nitrile/SBR; wrapped finish

3 Temp. Range: -22°F to +185°F (-30°C to +85°C)

o Brand Method: White text on blue stripe

% Brand Example: PARKER SERIES 7208E BS&W™ OIL FIELD SUCTION HOSE

(v y)

yJ

Vacuum: Full
Compare to: Jason Tupelo 4677; Kuriyama T601AA; Texcel Tex-Vac; Veyance Flextra
QOilfield
Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Ste}us

(bs/ft) (kg/fy Rad Rad WP ~ WP  Rec  Qiy
(i) (mm)  (psi)  (bar) - (ft)

7208E-2000200 2 50.8 2 2440 62.0 1.04 047 8.0 2032 150 10.3 * 200 Y
7208E-3000200 3 76.2 2 3.540 899 218 099 120 304.8 150 10.3 * 200 Y
7208E-4000200 4 101.6 2 4570 116.1 3.283 1.47 16.0 406.4 150 10.3 * 200 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service 165
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Eastern USA Western USA

www.safehose.com
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BS &W™

Corrugated Oil Field Suction /Vacuum Hose
Series 7213E

Series 7213E is a flexible, lightweight suction and discharge hose designed to handle
brine, crude oil, mild chemicals, petroleum waste, sediments, sludge, slurries and water in
harsh oil field bottom sediment and waste pit recovery applications. The corrugated hose
construction incorporates a wire helix that provides full suction capability, flexibility, kink
resistance, and a path to conduct a static electrical charge to ground. The nitrile/SBR cover
is resistant to abrasion, oil and weathering.

NOTE: Do not use with refined oil or fuel.

w
m
E Tube: Black nitrile/SBR
m Reinforcement: Multiple textile plies with wire helix
) Cover: Black nitrile/SBR; corrugated wrapped finish
3 Temp. Range: -22°F to +185°F (-30°C to +85°C)
- Brand Method: White text on blue stripe
o Brand Example: PARKER SERIES 7213E BS&W OIL FIELD SUCTION HOSE
m 150 PSI MAX WP
oy Industry Standards: None applicable
» Applications: ¢ Brine, crude oil, mild chemicals, petroleum waste, sediments, sludge,
slurries, water
¢ Qil field waste recovery, general industrial
Vacuum: Full
Compare to: Kuriyama T601AA; Jason Tupelo 4677; Texcel Tex-Vac; Veyance
Flextra Qilfield
Packaging: Coils
Part ID ID Reinf OD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Status
(bs/ft) (kg/f) Rad Rad WP WP Rec  Qty =
(in) (mm)  (psi) (bar) * (ft)
7213E-1500 1-1/2 3841 2 1976 502 086 039 40 1016 150 10.3 = 100 Y
7213E-2000 2 50.8 & 2.441 62.0 1.02 0.46 5.0 127.0 150 10.3 * 100 Y
7213E-2500 2-1/2  63.5 3 2953 750 129 0.59 6.2 1575 150 10.3 * 100 Y
7213E-3002 g 76.2 g 3.504 89.0 1.52 0.69 7.6 193.0 150 10.3 * 100 Y
7213E-4002 4 1016 3 4567 116.0 249 1.13 12.0 3048 150 10.3 c 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com
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TITANFLEX®

Corrugated Oil Field Suction/Vacuum Hose
Series SWC509

Series SWC509 is a flexible, lightweight high pressure suction and discharge hose designed
to handle brine, crude oil, mild chemicals, petroleum waste, sediments, sludge, slurries
and water in harsh oil field bottom sediment and waste pit recovery applications. The

corrugated hose construction incorporates a wire helix that provides full suction capability,
a. flexibility, kink resistance, and a path to conduct a static electrical charge to ground.
The cover is resistant to abrasion and weathering. Series SWC509 is available in 200-foot
]gn) continuous lengths.
o NOTE: Do not use with refined oil or fuel.
m Tube: Black nitrile
2] Reinforcement: Multiple textile plies with dual wire helix
w Cover: Black SBR; corrugated wrapped finish
é Temp. Range: -40°F to +160°F (-40°C to +71°C)
(@) Brand Method: White text on blue stripe
g Brand Example: PARKER SERIES SWC509 TITANFLEX® OIL FIELD VACUUM HOSE
(Te) XXX PSI WP MADE IN USA
Design Factor: 4:1
Industry Standards: None applicable
Applications: ¢ Brine, crude oil, mild chemicals, petroleum waste, sediments, sludge,

slurries, water
e Qil field equipment and service trucks

Vacuum: Full
Compare to: Jason Tupelo 4677; Kuriyama T601AA; Texcel Tex-Vac; Veyance Flextra
QOilfield
Packaging: Coils
Part ID ID Reinf oD OD Approx Approx Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Bend Bend Rec Rec Cplg Pack Ste}us

(Ibs/ft) (kg/f) Rad  Rad WP WP Rec Qty
(in)  (mm) (psi) (bar) * (ft)

SWC509-1000 1 254 2 1500 381 058 0.26 1.0 254 250 17.2 * 100
SWC509-1500 1-1/2  38.1 2 2063 516 090 0.41 1.5 38.1 250 17.2 * 100
SWC509-2000 2 50.8 2 2563 650 121 0.55 2.0 50.8 250 17.2 * 100
SWC509-2500 2-1/2 63.5 2 3125 77.0 1.44 0.65 285 63.5 200 13.8 * 100
SWC509-3000 3 76.2 2 3.625 91.0 1.92 0.87 3.0 76.2 200 13.8 * 100
SWC509-4000 4 101.6 2 4.625 117.0 259 1.17 4.0 101.6 150 10.3 * 100
SWC509-6000 6 152.4 4 6.810 1729 548 249 10.0 254.0 125 8.6 * 100

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

KKK =K==

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Corrugated Fracturing (Frac) Tank Hose
Series 7307

Series 7307 is a versatile suction and discharge hose designed to handle brine, crude oil,
drilling mud, mild chemicals, petroleum waste, sediments, sludge, slurries and water in oil
field applications such as frac tank service. The corrugated hose construction incorporates
a wire helix that provides full suction capability, flexibility, kink resistance, and a path to
conduct a static electrical charge to ground. The nitrile/SBR cover is resistant to abrasion,
oil and weathering. Series 7307 is available in 200-foot continuous lengths.

NOTE: Do not use with refined oil or fuel.

Tube: Black nitrile/SBR

Reinforcement: Multiple textile plies with wire helix

Cover: Black nitrile/SBR; corrugated wrapped finish

Temp. Range: -20°F to +180°F (-28°C to +82°C)

Brand Method: Yellow text on blue stripe

Brand Example: PARKER SERIES 7307 OILFIELD SUCTION & FRAC TANK HOSE 150 PSI
MADE IN USA

Design Factor: 3:1

Industry Standards: None applicable

Applications: ¢ Brine, crude oil, mild chemicals, petroleum waste, sediments, sludge,

slurries, water
¢ Frac tank transfer, oil field waste recovery, general industrial

Vacuum: Full
Compare to: Texcel Super Frac
Packaging: Coils
Part ID ID Reinf  OD oD Approx Approx  Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wt Bend Bend Rec WP Rec WP Cplg Pack  Status
*%

(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Rsc ?f%l

(in) (mm)
7307-6000 6 152.4 3 6.710 170.4 4.55 2.06 18.0 457.2 150 10.3 * 100 Y
7307-8000 8 203.2 3 8.800 223.5 6.90 3.18 24.0 609.6 150 10.3 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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High Pressure Jetting Hose
Series 7335

Series 7335 is a standard duty jetting hose for slurries and water. The hose construction
provides high pressure, high volume flow for cleanup and washdown applications. The
cover is resistant to abrasion and weathering. Series 7335 is available in 200-foot continuous

lengths.
Tube: Black SBR
Reinforcement: Multiple textile plies
Cover: Black SBR; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES 7335 WATER JETTING HOSE 500 PSI MAX WP
MADE IN USA (LOT #)
Design Factor: 4:1
Industry Standards: None applicable
Applications: e Slurries, water
e Cable cover, cleaning, stripping, washdown
e Construction, general industrial, oil field, shipyards
Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm Std Pack Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Rec WP Rec WP Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc (ft) **
7335-1250 1-1/4 31.8 2 1.750 44.0 0.58 0.26 500 34.5 * 100 N
7335-1500 1-1/2 38.1 2 2.008 51.0 0.68 0.31 500 34.5 * 100 N
7335-2000 2 50.8 4 2.637 67.0 1.11 0.50 500 34.5 * 100 N
7335-2500 2-1/2 63.5 4 3.165 80.4 1.43 0.65 500 34.5 * 100 N
7335-3000 3 76.2 4 3.736 94.9 1.83 0.83 500 34.5 * 100 N
7335-4000 4 101.6 6 4.898 124.4 2.90 1.32 500 34.5 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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High Pressure Jetting Hose
Series SS111

Series SS111 is a heavy duty jetting hose for slurries and water. The hose construction
provides high pressure, high volume flow for cleanup and washdown applications, and the
SBR cover is resistant to abrasion and weathering.

Tube: Black SBR

Reinforcement: Multiple textile plies

Cover: Black SBR; wrapped finish

Temp. Range: -40°F to +180°F (-40°C to +82°C)

Brand Method: Black text on blue stripe

Brand Example: PARKER SERIES SS111 HIGH PRESSURE WATER JETTING XXX PSI WP
MADE IN USA

Design Factor: 4:1

Industry Standards: None applicable

Applications: e Slurries, water

e Cable cover, cleaning, stripping, washdown
e Construction, general industrial, oil field, shipyards

Vacuum: Not recommended
Packaging: Coils
Part ID ID Reinf oD oD Approx  Approx Max Max Perm  Std Pack  Stock
Number (in) (mm)  Plies (in) (mm) Wit Wt Rec WP  Rec WP Cplg Qty Status
(Ibs/ft) (kg/ft) (psi) (bar) Rsc (ft) **
S$S111-2000 2 50.8 6 2.813 71.4 1.13 0.51 800 55.2 * 100 N
SS111-2500 2-1/2 63.5 6 8313 84.2 1.37 0.62 800 55.2 * 100 N
SS111-3000 3 76.2 6 3.813 96.8 2.42 1.10 800 55.2 * 100 Y
SS111-4000 4 101.6 6 4.813 122.2 3.10 1.41 800 55.2 * 100 Y
S$S111-5000 ® 127.0 6 5.813 147.6 3.77 1.71 500 34.5 * 100 N
SS111-6000 6 152.4 8 7.000 177.8 5.23 2.37 500 34.5 * 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Mud Discharge Hose
Series 7309

Series 7309 is a heavy duty, high pressure discharge hose designed to handle drilling mud,
mild chemicals, petroleum waste and water. The hose construction incorporates a heavy
wall for durability and a static wire as a path to conduct a static electrical charge to ground.
The cover is resistant to abrasion, heat, mild chemicals and weathering. Series 7309 is

available in 200-foot continuous lengths.
Tube: Black nitrile; ARPM Class A oil resistance
Reinforcement: Multiple textile plies with static wire
wn Cover: Black chloroprene; wrapped finish
m Temp. Range: -20°F to +180°F (-28°C to +82°C)
u v Brand Method: Black text on yellow stripe
I'_ﬂ Brand Example: PARKER SERIES 7309 MUD HOSE 300 PSI MAX WP MADE IN USA
w Design Factor: 4:1
~ Industry Standards: ARPM Class A oil resistant tube
w Applications: e Drilling mud, mild chemicals, oil, water
o e General industrial, oil field
© Vacuum: Not recommended
= Packaging: Coils
—
Part ID ID Reinf oD oD Approx Approx  Min Min Max Max Perm Std Stock
Number (in) (mm)  Plies (in) (mm) Wt Wit Bend Bend Rec WP Rec WP Cplg Pack Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) Rec Qty **
(in) (mm) * ()
7309-2000 2 50.8 4 2.764 702 1.75 0.79 24.0 609.6 300 20.7 * 100 N
7309-3000 3 76.2 4 383 974 267 121 360 9144 300 20.7 2 100 N
7309-4000 4 101.6 4 4.898 1244 3.58 1.62 48.0 1219.2 300 20.7 * 100 Y
7309-5000 5 127.0 4 5937 150.8 4.61 2.09 60.0 1524.0 300 20.7 * 100 N
7309-6000 6 152.4 6 7.087 180.0 6.28 285 72.0 1828.8 300 20.7 * 100 Y
7309-8000 8 203.2 6 9.250 2332 8.84 4.01 96.0 24384 300 20.7 * 100 N

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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Mud Suction Hose
Series TKW160
Custom Made Hose

Series TKW160 is a large diameter suction and discharge hose designed to handle drilling
mud, mild chemicals, oily water, petroleum waste and sewage in oil field applications
such as a flexible, vibration-dampening connection between the slush pump and mud pit
during rotary well drilling. The hose construction incorporates a wire helix that provides
full suction capability, kink resistance, and a path to conduct a static electrical charge to
ground. The cover is resistant to abrasion, oil and weathering.

NOTE: Other customized versions of this product are available. Contact Parker.

Tube:
Reinforcement:
Cover:

Temp. Range:
Brand Method:
Brand Example:
Design Factor:

Black nitrile

Multiple textile plies with wire helix
Black synthetic rubber; wrapped finish
-40°F to +180°F (-40°C to +82°C)
Black text on red stripe

PARKER MUD SUCTION HOSE

4:1

Industry Standards: None applicable
Applications: ¢ Drilling mud, mild chemicals, oily water, petroleum waste, sewage
e General industrial, oil field

Vacuum: Full

Packaging: Coils; straight lengths in bales or slat packs

Couplings: Plain ends or ends per customer specification

Part ID ID Reinf oD oD Approx Approx Min Min Max Max Max
Number (in) (mm) Plies (in) (mm) Wt Wit Bend Bend Rec Rec Lg
(Ibs/ft) (ka/ft) Rad Rad WP WP (f})
(in) (mm) (psi)  (bar)

TKW160-4000 4 101.6 4 5.000 127.0 4.7 2.18 24.0 609.6 100 7.0 100
TKW160-6000 6 152.4 4 7.125 181.0 8.5 3.90 36.0 914.4 100 7.0 100
TKW160-8000 8 203.2 4 9.250 235.0 12.8 5.81 48.0 1219.2 100 7.0 100
TKW160-10000 10 254.0 4 11.375 288.9 19.5 8.85 60.0 1524.0 100 7.0 50
TKW160-12000 12 304.8 4 13.375 339.7 24.8 11.25 72.0 1828.8 100 7.0 50

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com



WILDCATTER®
Slim Hole Rotary Drill Hose

Series 7234

Series 7234 is a heavy duty, high pressure, versatile hose designed to handle cement
solutions, mild chemicals, oil and water in oil field applications such as rotary service on
portable drilling units, reverse circulation systems, seismic equipment and workover rigs.
The hose construction incorporates multiple plies of high tensile wire reinforcement that
provide high pressure capability, crush resistance, durability, kink resistance and a path to
conduct a static eletrical charge to ground. The nitrile/PVC cover is resistant to abrasion, oil

and weathering.
Tube: Black nitrile
Reinforcement: Multiple wire plies
Cover: Black nitrile/PVC; wrapped finish
Temp. Range: -40°F to +200°F (-40°C to +93°C)
Brand Method: Black text on blue stripe
Brand Example: PARKER SERIES 7234 WILDCATTER® 3000 PSI MAX WP (CAGE CODE)
(DATE/MFG CODE)
Design Factor: 3.3:1
Industry Standards: None applicable
Applications: e Cement solutions, mild chemicals, oil, water
e Portable drilling units, workover rigs
e General industrial, oil field
Vacuum: Not recommended
Compare to: Gates Powerbraid Plus Slim Rotary Hole
Packaging: Coils
Part ID ID Reinf oD oD Approx Approx  Min Min Max Max Perm Std Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Bend Bend Rec Rec Cplg Pack Ste}us

(bs/ft) (kg/ft) Rad  Rad WP WP Rec  Qty
(i)  (mm)  (psi) (bar) * (ft)

7234-2002 2 508 4 2593 65.9 2.75 1.25 125 3175 3000 206.8 WC 100 Y

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARN'NG! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.
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WILDCATTER®
Hot Oiler Hose
Series 7301

Series 7301 is a heavy duty, high pressure hose for hot

e Construction, general industrial

Vacuum: Not recommended

Packaging: Coils

Part ID ID Reinf oD OD Approx Approx Min Min
Number (in) (mm) Braids (in) (mm) Wt Wt Bend Bend
(Ibs/ft) (kg/ft) Rad Rad
(in) (mm)
7301-1502 1-1/2  38.1 2 2.000 50.8 159 0.72 13.0 330.2

7301-1502075 1-1/2  38.1 2 2.000 50.8 159 0.72 13.0 330.2

*

oil at 275°F continuous/300°F

intermittent (135°C/149°C). The hose construction incorporates multiple wire braids of
reinforcement for crush resistance, durability, kink resistance and a path to conduct a static
electrical charge to ground. The cover is resistant to abrasion, heat, oil and weathering.

Tube: Black chloroprene

Reinforcement: Multiple wire braids

Cover: Black chloroprene; wrapped finish

Temp. Range: -40°F to +275°F/300°F (-40°C to +135°C/149°C)

Brand Method: Red text on black stripe

Brand Example: PARKER SERIES 7301 WILDCATTER HOT OILER HOSE (ID)
2250 PSI MAX WP TEMP RATING 275°F CONTINUOUS
300°F INTERMITTENT 001 (DATE CODE)

Design Factor: 3:1

Industry Standards: None applicable

Applications: e Hot asphalt, glue, tar, oil, wax

¢ In-plant transfer; delivery trucks
, oil field

Max Max Perm Std Stock
Rec Rec Cplg Pack Status
WP WP Rec Qty **
(psi)  (bar) * (ft)

2250 155.1 71 50 Y
2250 155.1 71 75 Y

Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

AWARNING! Couplings attached with bands or clamps may reduce the working pressure of the hose assembly to less than the
maximum rated working pressure of the hose. Refer to the NAHAD Industrial Hose Assembly Guidelines.

Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA
www.safehose.com

e-mail: indhose @parker.com
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Hose Selector Guide - by application

Series Trademark Hose Application/ Tube Cover Size Pressure | Temp API/ | BS/ | NFPA | Page
Construction / Range Range Range IP EN 407 No.
Selector Guide (in) (psi) (°F) 1529 | 1361
7139 2’2” sensing, green/ | \iile | Chioroprene | 1/4 200 -30/+200 181
7140 ;‘;"I'I';Vflens'”g’ green/ | Nitrite | Chioroprene | 3/8 250 -30/+200 182
7775 | GOLD LABEL® | Discharge, low Nitrile | Nitrile 3/4 -1-1/2 | 150 -40/+180| e . 177
pressure
7776 | GOLD LABEL® | Discharge, high Nitrile | Nitrile 3/4-4 300 -40/+180| e . . 178
pressure
Discharge, high
7776CT | GOLD LABEL® | pressure, cold Nitrile | Nitrile 1-4 300 -55/+180 ° o 179
temperature
7777 | GOLD LABEL® |Jac-riser suction/ | e | Nitrite 2-4 300 -40/+180| e . . 180
discharge

NOTE: This is a guide only.

Hose Selector Guide - by industry standard

It is the responsibility of the end user to select and/or test the most appropriate product for the application. Refer
to product pages for specific data. Contact Parker for additional information.

Industry API/IP BS/EN NFPA
Standards 1529 1361 407
Hose Series 7775 7776 7775
7776 7777 7776
7776CT 7776CT
7777 7777

NOTE: This is a guide only. It is the responsibility of the end user to select

and/or test the most appropriate product for the application. Refer to product
pages for specific data. Contact Parker for additional information.

Refer to pages 9-10 for a complete listing of industry standards.

See pages ii through iv for an index of all product series by series number and pages v through xv for an index by
application and by series name.

For Refined Fuel/Hose Compatibility Table, refer to pages 213 and 214.

Refer to Gold Label® Aircraft Fueling Hose Catalog 4815 for additional information.

Due to continual product improvements, Parker reserves the right to alter specifications without prior notice.
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GOLD LABEL® ®
Aircraft Fueling Hose 0
.
API/IP 1529, NFPA 407 <
Series 7775 é
Series 7775 is a flexible, lightweight, low pressure aircraft fueling hose. The hose =
construction and materials provide easy handling for reel service and a path to conduct 2
a static electrical charge to ground. The premium nitrile tube minimizes permeation and (]
will not contaminate product going through the hose, and the nitrile cover is resistant to .=
(7)] abrasion, oil and weathering. Series 7775 is available in 200-foot continuous lengths. Q
m NOTES: . Refer to the table on pages 213-214 for fuel compatibility and service conditions. -3
E « Refer to the Safety and Technical section of this catalog for safety, handling and
m use information.
2]
~ Tube: Black nitrile
=l Reinforcement: Multiple textile plies
?‘n Cover: Static conductive black nitrile; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
() Brand Method: Side One: Embossed
Q Side Two: Black text on gold stripe
Brand Example: Side One: PARKER SERIES 7775 (ID) API/IP 1529/2005 TYPE C
GRADE 1 NFPA 407 (DATE CODE) WP 1034 KPa (150 PSI)
Side Two: PARKER GOLD LABEL® AIRCRAFT FUELING HOSE
Design Factor: 4:1
Industry Standards: API 1529:2005, Type C, Grade 1; NFPA 407:2007
Applications: Aircraft fueling with avgas and jet fuel
Vacuum: Not recommended
Compare to: Veyance Advantage
Packaging: Coils (bulk hose available only to Parker Certified Aircraft Fueling Hose
Assembly Fabricators)
Part ID ID Reinf oD oD Approx  Approx  Drum/ Drum/ Max Max Max Stock
Number (in) (mm) Plies (in) (mm) Wt Wt Reel Reel Rec WP Rec WP Lg Status
(Ibs/ft) (kg/ft) oD oD (psi) (bar) (ft) *
(in) (mm)
7775-0750 3/4 19.1 1.378 35.0 0.57 0.26 7.5 190.5 150 10.3 200
7775-1000 1 254 1.630 41.4 0.69 0.31 10.0 254.0 150 10.3 200

A NN

7775-1250 1-1/4  31.8 1.910 485 0.88 0.40 13.0 330.2 150 10.3 200
7775-1500 1-1/2  38.1 4 2.190 55.6 1.07 0.49 15.0 381.0 150 10.3 200

Hose Assemblies: Per customer specification; hydrostatically tested to 300 psi (20.7 bar) and certified. Available only from Parker or
Parker Certified Aircraft Fueling Hose Assembly Fabricators.

< Z2 <2

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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s GOLD LABEL
(s Aircraft Fueling Hose
[ 1}
g API/IP 1529, NFPA 407, BS EN1361
é Series 7776
= Series 7776 is a high pressure hose for top deck reel and platform type aircraft fueling
2 equipment. The hose construction and materials provide a path to conduct a static
(] electrical charge to ground, the premium nitrile tube minimizes permeation and will not
.= contaminate product going through the hose, and the nitrile cover is resistant to abrasion,
o wn oil and weathering. The hose is also suitable for defueling service at low pressures (suction/
A m vacuum rating to 8 in. Hg). Series 7776 is available in 200-foot continuous lengths.
E NOTES: . Refer to the table on pages 213-214 for fuel compatibility and service conditions.
m o Refer to the Safety and Technical section of this catalog for safety, handling and
w use information.
~
~ Tube: Black nitrile
a' Reinforcement: Multiple textile plies
Cover: Static conductive black nitrile; wrapped finish
1) Temp. Range: -40°F to +180°F (-40°C to +82°C)
Q Brand Method: Side One: Embossed
Side Two: Black text on gold stripe
Brand Example: Side One: PARKER SERIES 7776 (ID) API/IP 1529/2005 TYPE C
GRADE 2 NFPA 407 BS EN 1361/2004 (DATE CODE) WP 2068 KPa
(300 PSI)
Side Two: PARKER GOLD LABEL® AIRCRAFT FUELING HOSE
Design Factor: 4:1
Industry Standards: APl 1529:2005, Type E, Grade 2; NFPA 407:2007; BS EN1361:2004
Applications: Aircraft fueling with avgas and jet fuel
Vacuum: To 8" Hg
Compare to: Contitech Elaflex HD-C; Veyance Jet Ranger & Wingcraft;
Semperit 48137 TAPC
Packaging: Coils (bulk hose available only to Parker Certified Aircraft Fueling Hose

Assembly Fabricators)

Part ID ID Reinf oD oD Approx Approx Drum/ Drum/Reel Max Max Max  Stock

Number (in) (mm) Plies (in) (mm) Wit Wt Reel oD Rec WP Rec WP Lg Status
(Ibs/ft) (kg/ft) fl)rlli)u (mm) (psi) (bar) (ft) *
7776-0750 3/4 19.1 2 1.378 35.0 0.57 0.26 7.5 190.5 300 20.7 200 N
7776-1000 1 25.4 2 1.630 414 0.69 0.31 10.0 254.0 300 20.7 200 Y
7776-1250 1-1/4 31.8 4 1.910 485 0.88 0.40 13.0 330.2 300 20.7 200 Y
7776-1500 1-1/2 38.1 4 2190 55.6 1.07 0.49 15.0 381.0 300 20.7 200 Y
7776-2000 2 50.8 4 2.740 69.6 1.46 0.66 20.0 508.0 300 20.7 200 Y
7776-2500 2-1/2 63.5 4 3.260 82.8 1.81 0.82 25.0 635.0 300 20.7 200 Y
7776-3000 S 76.2 4 3.760 955 2.08 0.94 30.0 762.0 300 20.7 200 Y
7776-4000 4 101.6 4 5.000 127.0 3.61 1.64 40.0 1016.0 300 20.7 200 Y

Hose Assemblies: Per customer specification; hydrostatically tested to 600 psi (41.4 bar) and certified. Available only from Parker or
Parker Certified Aircraft Fueling Hose Assembly Fabricators.

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

178 Parker Industrial Hose Customer Service
866 810 HOSE (4673) 800 242 HOSE (4673)
Strongsville, OH South Gate, CA
Eastern USA Western USA

www.safehose.com
e-mail: indhose @parker.com



GOLD LABEL®

Cold Temperature Aircraft Fueling Hose
API/IP 1529, NFPA 407
Series 7776CT

Series 7776CT is a low temperature, high pressure hose for top deck reel and platform type
aircraft fueling equipment. The proprietary rubber compounds enable this hose to stay
flexible in extreme low temperatures, and the hose construction and materials provide a
path to conduct a static electrical charge to ground. The premium nitrile tube minimizes
permeation and will not contaminate product going through the hose, and the nitrile cover
is resistant to abrasion, oil and weathering. The hose is also suitable for defueling service at
low pressures (suction/vacuum rating to 8 in. Hg).

NOTES: .« Refer to the table on pages 213-214 for fuel compatibility and service conditions.
o Refer to the Safety and Technical section of this catalog for safety, handling and
use information.

Tube: Black nitrile

Reinforcement: Multiple textile plies

Cover: Static conductive black nitrile; wrapped finish

Temp. Range: -55°F to +180°F (-48°C to +82°C)

Brand Method: Side One: Embossed
Side Two: Gold text on green stripe

Brand Example: Side One: PARKER SERIES 7776CT (ID) API/IP 1529/2005 TYPE C-CT
GRADE 2 NFPA 407 (DATE CODE) WP 2068 KPa (300 PSI)
Side Two: PARKER GOLD LABEL® AIRCRAFT FUELING HOSE
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Design Factor: 4:1

Industry Standards: APl 1529:2005, Type C-CT, Grade 2; NFPA 407:2007

Applications: Aircraft fueling with avgas and jet fuel in cold temperature environments
Vacuum: To 8" Hg

Compare to: Contitech Elaflex HDLT-C

Packaging: Coils (bulk hose available only to Parker Certified Aircraft Fueling Hose

Assembly Fabricators)

Part ID ID Reinf oD oD Approx Approx Drum/  Drum/ Max Max Max Stock
Number (in) (mm) Plies (in) (mm) Wit Wt Reel Reel Rec Rec Lg Status
(Ibs/ft)  (kg/ft) oD oD WP WP (ft) **

(in) (mm) (psi) (bar)
1.690 429 0.67 0.30 10.0 254.0 300 20.7 100
1.940 493 0.81 0.37 13.0 330.2 300 20.7 100
2.190 55.6 0.97 0.44 15.0 381.0 300 20.7 100
2710 ©68.8 1.23 0.56 20.0 508.0 300 20.7 100
7776CT-2500 2-1/2  63.5 3.190 81.0 1.40 0.64 25.0 635.0 300 20.7 100
7776CT-3000 3 76.2 3.690 93.7 1.70 0.77 30.0 762.0 300 20.7 100
7776CT-4000 4 1016 6 4850 1232 2.70 1.22 40.0 1016.0 300 20.7 100

Hose Assemblies: Per customer specification; hydrostatically tested to 600 psi (41.4 bar) and certified. Available only from Parker or
Parker Certified Aircraft Fueling Hose Assembly Fabricators.

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.

** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.

7776CT-1000 1 25.4
7776CT-1250 1-1/4  31.8
7776CT-1500 1-1/2  38.1
7776CT-2000 2 50.8
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Part
Number

7777-2000
7777-2500
7777-3000
7777-4000

09 £/.2 SAIH3S Rl

ID
(in)

2
2-1/2
&

4

ID
(mm)

50.8
63.5
76.2
101.6

GOLD LABEL®

Jac-Riser Aircraft Fueling Hose
API/IP 1529, NFPA 407, BS EN1361
Series 7777

Series 7777 is a flexible connector hose for aviation fuel supplied through an adjustable
elevated aircraft service platform, called a Jac-Riser, connected to a mobile dispenser cart
that is supplied by an in-ground hydrant system. The hose construction and materials
provide a path to conduct a static electrical charge to ground, and the dual wire helix
provides flexibility, kink resistance and full suction capability for both fueling and
defueling/unloading service. The premium nitrile tube minimizes permeation and will not
contaminate product going through the hose, and the nitrile cover is resistant to abrasion
and oil. Series 7777 is available in 200-foot continuous lengths.

NOTES: . Refer to the table on pages 213-214 for fuel compatibility and service conditions.

o Refer to the Safety and Technical section of this catalog for safety, handling and
use information.

Tube: Black nitrile
Reinforcement: Multiple textile plies with dual wire helix
Cover: Static conductive black nitrile; wrapped finish
Temp. Range: -40°F to +180°F (-40°C to +82°C)
Brand Method: Side One: Embossed
Side Two: Black text on gold stripe
Brand Example: Side One: PARKER SERIES 7777 (ID) API/IP 1529/2005 TYPE E GRADE

2 NFPA 407 BS EN 1361/2004 (DATE CODE) WP 2068 KPa (300 PSI)
Side Two: PARKER GOLD LABEL® AIRCRAFT FUELING HOSE

Design Factor: 4:1

Industry Standards: APl 1529:2005, Type E, Grade 2; NFPA 407:2007; BS EN1361:2004
Applications: Aircraft fueling and defueling/unloading with avgas and jet fuel
Vacuum: Full

Compare to: Contitech Elaflex TW; Eaton Carter 64405; Semperit 56132 TAPE
Packaging: Coils (bulk hose available only to Parker Certified Aircraft Fueling Hose

Assembly Fabricators)

Reinf oD oD Approx  Approx Min Min Max Max Max Stock
Plies (in) (mm) Wit Wit Bend Bend Rec WP Rec WP Lg Status
(Ibs/ft)  (kg/ft) Rad Rad (psi) (bar) (ft) **
(in) (mm)

4 2720  69.1 1.61 0.73 8.0 203.2 300 20.7 200
4 3.290 83.6 2.29 1.04 10.0 25.0 300 20.7 200
4 3.930 99.8 3.15 1.43 12.0 304.8 300 20.7 200
4 4.980 126.5 4.44 2.01 16.0  406.4 300 20.7 200

K| XK= |=

Hose Assemblies: Per customer specification; hydrostatically tested to 600 psi (41.4 bar) and certified. Available only from Parker or
Parker Certified Aircraft Fueling Hose Assembly Fabricators.

* Couplings: Refer to CrimpSource at www.safehose.com for coupling recommendations and crimp specifications.
** Stock: “Y” indicates stocked item; “N” indicates non-stocked item. Stock status subject to change. Contact Parker Customer Service.
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Deadman Twin Sensing Hose
Red/Green
Series 7139

Series 7139 is a flexible air hose incorporated in pneumatic closed-circuit control
systems to prevent fuel spills during aircraft fueling operations. The hose is connected
to air-actuated shut-off valves that are controlled by the aircraft fueling operator at

all times during fueling operations. Series 7139 hose lines are chemically bonded

to prevent separation and maximize flexibility, and the distinctive red/green covers
provide color-coded identification. The hose features a nitrile tube that is resistant to oil
and a chloroprene cover that is resistant to oil and weathering.

NOTE: Do not use for welding service.

Tube: Black nitrile
Reinforcement: Multiple textile plies
Cover: Red and green chloroprene; smooth finish
Temp. Range: -30°F to +200°F (-34°C to +93°C)
Brand Method: White ink on red hose
Brand Example: PARKER SERIES 7139 DEADMAN TWIN HOSE 1/4 ID
200 PSI MAX WP MADE IN USA (DATE CODE)
Design Factor: 4:1
Industry Standards: None applicable
Applications: Air hose incorporated in pneumatic closed-circuit control systems
associated with aircraft fueling operations
Vacuum: Not rated
Compare to: Carter 64406; Veyance Deadman Aircraft Refueling
Packaging: Reels
Part ID ID Reinf oD oD Approx Approx Min Min Max Max Perm Std Stock
Number (in)  (mm) Plies (in) (mm) Wt Wt Bend Bend Rec WP Rec WP Cplg Pack  Status
(Ibs/ft)  (kg/ft) Rad Rad (ps