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HBLP, HSB & HCSB Series Back Box

APPLICATIONS
The HCSB Series surface back box is constructed of
durable plastic and is fully compatible with the HC
Series strobes and horn/strobes.

The HSB Series surface back box is constructed of
durable plastic and is fully compatible with the HE
Series horns, strobes, and horn/strobes.

The HBLP Series surface back box is constructed of
durable plastic and is fully compatible with the
HSSPK Series speakers and speaker/strobes

STANDARD FEATURES
• Weatherproof seal
• Back-box or side mount with mounting tabs
• Reinforcement steel hardware
• Textured plastic finish
• Available in red or off-white

• UL 464 & UL 1971 Listed - S3597 & S8370

Product Compliance
• NFPA 72
• Americans with Disabilities Act (ADA)

California State
Fire Marshal

Pending

PRODUCT LISTINGS

     HCSB-R/HCSB-W      HSB-R/HSB-W

     HBLP-R/HBLP-W

SPECIFICATIONS
HCSB-R, HCSB-W:
Dimensions     6.2" round x 1.67" D
Colors     Red or Off-White
HSB-R, HSB-W:
Dimensions     5.57" H x 4.55" W x 1.47" D
Colors     Red or Off-White
HBLP-R, HBLP-W:
Dimensions     6.1" square x 4.06" D
Colors     Red or Off-White
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