
SIGNIFIRE™ IP CAMERA LENSES

DESCRIPTION
2.8mm 82 Degree Field of View Lens and 8.0mm 34 Degree Field of View Lens used with the SigniFire IP camera. 

SPECIFICATIONS
2.8mm 82 Degree Field of View Lense

Focal Length: 2.8mm
Max Relative Aperture: 1:1.3
Iris: Without Iris
Focus: Manual
Mount: CS Mount
Angular Field of View: 82º x 61.5º
Min Object Distance: 0.1m (from Front Vertex)
Optical Back Focal Distance; 8.5mm (in Air)
Operating Temperature; -10 to 50 ºC (14 to 122 ºF)
Size: 29mm (D) x 33.2mm (L) (1.2 in x 1.3 in)
Weight: 35 g (1.2 oz)

8.0mm 34 Degree Field of View Lense

Focal Length: 8.0mm
Max Relative Aperture: 1:1.2
Iris: Without Iris
Focus: Manual
Mount: CS Mount
Angular Field of View: 34º x 25º
Min Object Distance: 0.1m (from Front Vertex)
Optical Back Focal Distance: 10.7mm (in Air)
Operating Temperature: -10 to 50 ºC (14 to 122 ºF)
Size: 29mm (D) x 33.2mm (L) (1.2 in x 1.3 in)
Weight: 35 g (1.2 oz)

ORDERING INFORMATION
Fike P/N Description
28-006 2.8mm 82 Degree Field of View Lense
28-007 8.0mm 34 Degree Field of View Lense
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