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CO2 Component Description
Type “I” Cylinder Valve, 1/2-in. With Typical 
Cylinder

P/N: 981372

MATERIALS:

VALVE BODY: BRASS
VALVE SEAT: BRASS
SLEEVE:  BRASS
SLEEVE RETAINER: BRASS
MAIN CHECK:            BRASS WITH RUBBER SEAT
PILOT CHECK:          STAINLESS STEEL WITH RUBBER SEAT

PRESSURE RATING:
WORKING = 2300 PSIG (158 BAR)
HYDROSTATIC = 6000 PSIG (413 BAR)

SIPHON TUBE
TYPICAL

THREADED IN PLACE - NPS
SIPHON TUBE

(FOR CONTROL HEAD CONNECTION)

PILOT CHECK - 923066

SLEEVE
202805

TYPICAL CYLINDER

1 IN.  NGT

(127mm)
4.98 IN.

RETAINER - 202804SLEEVE

HEAD CONNECTION)(FOR DISCHARGE

SPRING - 32641

2.5 IN. - 14 NS-3

DISC RETAINER - 220034

SAFETY DISC - 902048 (WHITE)
& WASHER

VALVE BODY - 270421

MAIN CHECK - 932636

VALVE SEAT - 66714

GASKET - 32642

1.25 IN. - 18 NS-3


