
TRACK LIGHTING

COMPLETE LINE FOR SINGLE SOURCE PRODUCT
Essentia® by Cree Track Lighting offers a full selection of track, heads, gimbal rings and accessories 
that make it easy to build a complete track lighting solution. 

FLEXIBILITY FOR MAXIMUM APPLICATION
Essentia® by Cree LED Track Lighting is available in one- and two-circuit track systems and heads  
for increased design flexibility. Field interchangeable optics offer beam control flexibility.

WELL DESIGNED AND WELL MADE
Precision-engineered optics result in beautiful beam spreads while light is cast smoothly eliminating 
fringing, hot spots and discoloration.

COMPATIBILITY FOR EASE OF USE
Essentia® by Cree LED Track Lighting offers easy upgrades for legacy track heads to Essentia®  
by Cree fixtures in black and white finishes. Compatibility with prevalent one- and two-circuit track 
systems expands use options and energy-efficient LEDs enable greater track lighting capacity.

ON TRACK FOR  
EXCEPTIONAL RESULTS



Beveled Cylinder Track Head Flat Back Track Head Mini Flat Back Track Head

APPLICATIONS

Retail/Petroleum 

Essentia by Cree track lighting is 
flexible enough to keep up with 
changing displays and featured 
products. Precisely directional light 
enhances and dramatizes merchandise 
with 80 CRI that results in rich colors 
and textures to appeal to customers.  

Restaurants 

Add theatrical flair to bars, lobbies, 
and other areas with Essentia® by Cree 
track lighting. Use the stylish lighting 
to complement blackout ceilings and 
put just the right focus on tablescapes 
and architectural details.

Hospitality

The smooth light of Essentia by Cree 
track lighting is perfect for creating 
intimate and inviting spaces, direct 
your customers to counters, displays 
objects of interest along and with 
adding dramatic accent to decor.

ESSENTIA® BY CREE TRACK LIGHTING 
Put an end to concerns over quality and reliability over commercial track lighting. The Essentia® by Cree Track Lighting  
portfolio delivers a better lighting experience in a complete line of products backed by Cree. Essentia® by Cree track lighting  
will change your expectations of industry standard.

PERFORMANCE SUMMARY

Delivered Light Output: up to 2500 lumens

Input Power: 8 watts to 36 watts

CRI: >80

CCT: 2700K (select products), 3000K, 3500K and 4000K

Input Voltage: 120V

Lifetime: Designed to last 30,000 to 35,000 hours

Limited Warranty: 3 years*

Controls: Dimmable to 10% dimming on select products

Regulatory: ETL listed for dry locations

* See lighting.cree.com/warranty for warranty terms.
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SELECTED PRODUCTS

LED Track Heads Description Initial Delivered Lumens CCT Housing Color Beam Angle

LED Flat Back Track Head Flat Back 2500 Lumens 3000K, 3500K, 4000K Black, White 20º, 30º, 40º

LED Beveled Cylinder Track Head Beveled Cylinder 980 Lumens 2700K, 3000K, 3500K, 4000K Black, White 20º, 40º

LED Mini Flat Back Track Head Mini Flat Back 500 Lumens 2700K, 3000K, 3500K, 4000K Black, White 36º (standard)

Track Heads Description Max Wattage Lamp Type Voltage Housing Color

Gimbal Ring Rear Loading 
Gimbal Ring

50 Watts, 75 Watts,  
150 Watts

PAR20 Lamps
PAR30 Lamps
PAR38 Lamps

120 Volt Black, White

Front Loading 
Gimbal Ring

150 Watts PAR38 Lamps 120 Volt Black, White

Low Profile Notch Back Notch Back 150 Watts MR16 lamps 120 Volt Black, White

Notch Back Low Profile Lamp Holder 150 Watts PAR20, PAR30, PAR38 lamps 120 Volt Black, White

Track Systems Track Length Circuiting Color Accessories

S-CT Essentia® by Cree Track T4: 4' Track 1C  1-Circuit BK  Black Numerous connectors and 
accessories available.  
See specifications sheets.T6: 6' Track 2C  2-Circuit WH  White

T8: 8' Track


