
OUTSIDE FACE
3" MIN./6" MAX.

OR
6" MIN./12" MAX.

3/8" SPACE
PROVIDED FOR WALL
VARIATIONS

TAPERED COPING

VERIFY

INSIDE FACE
2-1/4"

 MIN./6" MAX.

OUTSIDE FACE
3" MIN./6" MAX.

3/8" SPACE
PROVIDED FOR WALL
VARIATIONS

FLAT COPING

VERIFY

INSIDE FACE
2-1/4"

 MIN./6" MAX.

#9 X 1-1/2" STAINLESS
STEEL FASTENERS
(PROVIDED BY FIBERTITE)

8" WIDE CONCEALED
SPLICE PLATE AT
EACH JOINT

COPING COVER
(12'-0" LENGTHS)

#9 X 1-1/2" STAINLESS
STEEL FASTENERS
(PROVIDED BY FIBERTITE)

4'-0" O.C.
LOCATE ANCHOR CLIPS
GALV. ANCHOR CLIPS.
12" WIDE 20 GA

BUTYL SEALING TAPE
(BY OTHERS)

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

FTR #190e OR Alpha-Tite

FTR MEMBRANE FLASHING

BONDING ADHESIVE

DRAWING NUMBERISSUE DATEREVISES DETAIL

ALL PREVIOUS 01-26-21

WALL WITH METAL CAP FLASHING

FTR-DW5a

GENERAL REFERENCE:
"FTR GS 01/21"
APPLICABLE SYSTEMS:
"FTR MA 01/21"
"FTR AD 01/21"
"FTR BA 01/21"
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