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Construction Details: ﬁEI‘ ite

FiberTite® Brite” w/ Kynar® Index

DRAWING TITLE DRAWING #  PAGE#

FIBERTITE® BRITE™ WITH KYNAR®  -oeoeoeeecncncnens

TYPICAL FIBERTITE BRITE FTR-FTBI1 1

w/Kynar membrane lap welding

TYPICAL FIBERTITE BRITE FTR-FTB2 2

w/Kynar membrane butt weld

TYPICAL WALL BASE FLASHING ~ FTR-FTBW1 3
(FiberTite Brite w/Kynar membrane)

TYPICAL INSIDE & OUTSIDE FTR-FTBW2 4
CORNER FLASHING
(FiberTite Brite w/Kynar membrane)

TYPICAL FIBERTITE BRITE FTR-FTBP1 5
w/Kynar membrane

field fabricated pipe flashing

TYPICAL FIBERTITE BRITE FTR-FTBP2 6
w/Kynar membrane

field fabricated pipe flashing

TYPICAL “CLAD" METAL FTR-KMF1 7
FLASHING
(FiberTite Brite w/Kynar membrane)

TYPICAL “TOUCH UP” ON FTR-FTBTU 8
THE FB-BASE FLASHING
To match FiberTite Brite w/Kynar system

FIBERCLAD METALEDGE FTR-FTBEI1 9

FLASHING
For the FiberTite Brite w/Kynar system
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Construction Details:
FiberTite® Brite™ w/Kynar® Ib

FTB W/KYNAR MEMBRANE

FTR #490 ADHESIVE
OR APPROVED

3" SELVEDGE EDGE "UN-COATED" WITH
1 1/2" MINIMUM WELD AT LAPS

MEMBRANE LAP WELDING AT SELVEDGE EDGE

FTB W/KYNAR MEMBRANE

FTR #490 ADHESIVE
OR APPROVED

CAREFULLY MASK THE AREA WITH
FIBERTITE-SCOTCH BLUE TAPE
LEAVING A 2" WIDE EDGE WHERE
KYNAR FINISH NEEDS TO BE REMOVED
FOR A WELDABLE SURFACE. APPLY
"MEK" SOLVENT TO REMOVE THE
KYNAR FINISH FROM THE MEMBRANE,
CLEAN ANY CONTAMINATES FROM THE
MEMBRANE PRIOR TO WELDING

MEMBRANE LAP WELDING AT NON-SELVEDGE EDGE

GENERAL REFERENCE: | TypICAL FIBERTITE BRITE W/KYNAR MEMBRANE
IbEI"IIt \ "FTR GS 02/13" LAP WELDING/

APPLICABLE SYSTEMS:
"FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER

”““’”‘””””“”’DN L ALL PREVIOUS| 02-10-14 | FTR-FTBL )
~/

f
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Construction Details:
FiberTite® Brite™ w/Kynar® Ib

FTB W/KYNAR MEMBRANE

FTR #490 ADHESIVE
OR APPROVED

4" WIDE FB-BASE (BRITE BASE)
STRIP CENTERED AT LAP

HOT AIR WELD

4" WIDE FB-BASE (BRITE BASE)

STRIP CENTERED AT LAP
FTB W/KYNAR MEMBRANE
1/4" MAX.
FTR #490 ADHESIVE OR APPROVED
11/2" MIN. WELD
INSULATION ATTACHED PER
’75PECIFICATION REQUIREMENTS
vy N
............................................................ A T ST T T T

APPLICABLE SYSTEMS:
B@ﬁ // "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER
e corporaTon

ALL PREVIOUS| (02-10-14 FTR-FTBZJJ

H H GENERAL REFERENCE:
merllt \ "ETR GS 02/13" TYPICAL FIBER':;{J'_I'FE_ EUIE]II-'II;E W/KYNAR MEMBRANE

f
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Construction Details: : PP
FiberTite® Brite™/Kynar® Fiberlite

#7 Seaman Corporation

4 )
FTR #490 ADHESIVE OR APPROVED

FTR 1/8" X 1" ALUMINUM BAR
ATTACHED (8" 0.C.)

6" WIDE FB-BASE (BRITE BASE)
CONCEALED FLASHING STRIP

HOT AIR WELD OR SOLVENT

FTB W/KYNAR MEMBRANE
——FTR #490 ADHESIVE OR APPROVED

/A i INSULATION ATTACHED PER
s :; SPECIFICATION REQUIREMENTS
d
s

Z

FTR #490 ADHESIVE OR APPROVED

GALVANIZED ANNULAR RING
SHANK NAILS (6" 0.C.)

4" WIDE FB-BASE (BRITE BASE)
CONCEALED FLASHING STRIP

HOT AIR WELD OR SOLVENT

7

FTB W/KYNAR MEMBRANE
———FTR #490 ADHESIVE OR APPROVED

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

)
/ 7,
WOOD BLOCKING

ATTACHED @ 250 LBF/FT
%rlite G‘ﬂvﬁRRALG SREFOEZRE/"ng TYPICAL WALL BASE FLASHING
N miainie srsrs: (FIBERTITE BRITE w/KYNAR MEMBRANE)
@Rﬁ TE "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER

L ALL PREVIOUS| (2-10-14 FTR—FTBWlQ

O
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Construction Details:
FiberTite® Brite™ w/Kynar® Ib

N\

6" WIDE FB-BASE (BRITE BASE)
STRIP CENTERED OVER INSIDE \
CORNER AND HEAT WELDED

FTR #490 ADHESIVE OR APPROVED

6" WIDE FB-BASE (BRITE BASE)
STRIP CENTERED AT INSIDE CORNER

HOT AIR WELD LAPS
/ VFTB W/KYNAR MEMBRANE
Z

_——
/ PRE-MOLDED INSIDE CORNER
4

PLAN VIEW

6" WIDE FB-BASE (BRITE BASE)
STRIP CENTERED OVER INSIDE
CORNER AND HEAT WELDED

FTR #490 ADHESIVE OR APPRO:VED

FTB W/KYNAR MEMBRANE

6" WIDE FB-BASE (BRITE
BASE) STRIP CENTERED
AT OUTSIDE CORNER

HOT AIR WELD LAPS

PLAN VIEW PRE-MOLDED OUTSIDE CORNER

APPLICABLE SYSTEMS:
"FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER

\ ALL PREVIOUS| 02-10-14 FTR'FTBWZJJ

HY SEAMAN Cr)m-'uk/\ TION

GENERAL REFERENCE: | TYpICAL INSIDE & OUTSIDE CORNER FLASHING
IbEI"I tE \ FTR GS 02/13 (FIBERTITE BRITE w/KYNAR MEMBRANE)
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Construction Details:
FiberTite® Brite™ w/Kynar®

mar ite

47 Seaman Cormtm

( \
NOTE:
USE FTB TOUCH-UP PROCESS ON THE
FB-BASE (BRITE BASE) FLASHING TO
MATCH KYNAR MEMBRANE COLOR.
FTR #101 SEALANT
STAINLESS STEEL
WORM GEAR CLAMP
ADHERE FLASHING TO PIPE WITH
FTR #490 ADHESIVE OR APPROVED

FIELD WRAP PENETRATION WITH

FB-BASE (BRITE BASE) FLASHING

FB-BASE (BRITE BASE)

e TARGET FLASHING
P . HOT AIR WELD
<
/7—% W/KYNAR MEMBRANE
SN FTR #490 ADHESIVE
OR APPROVED
PIPE PENETRATION/
INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS
ﬁﬂVTERRALG ;‘EFOEZRE/Nlcg TYPICAL FIBERTITE BRITE W/KYNAR MEMBRANE
Nt s FIELD FABRICATED PIPE FLASHING
B "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER
v s mkpm Tion
9 ALL PREVIOUS| 02-10-14 | FTR-FTBP1)
. /
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Construction Details:

Fiberlite

. ® alM r®
FiberTite® Brite™ w/Kyna
( )
FTR #101 SEALANT
STAINLESS STEEL
WORM GEAR CLAMP
ADHERE FLASHING TO PIPE WITH
FTR #490 ADHESIVE OR APPROVED
8" MIN.
FIELD WRAP PENETRATION WITH
FB-BASE (BRITE BASE) FLASHING
FB-BASE (BRITE BASE)
TARGET FLASHING
HOT AIR WELD
/WB W/KYNAR MEMBRANE
KYNAR REMOVAL, SEE NOTE #2
¥FTR #490 ADHESIVE
OR APPROVED
PIPE PENETRATION/
INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS
NOTES:
1. USE FTB TOUCH-UP PROCESS ON THE FB-BASE (BRITE BASE) FLASHING TO MATCH KYNAR MEMBRANE COLOR.
2. CAREFULLY MASK THE AREA WITH FIBERTITE-SCOTH BLUE TAPE LEAVING A 2" WIDE AREA WHERE KYNAR
FINISH NEEDS TO BE REMOVED FOR A WELDABLE SURFACE. APPLY "MEK" SOLVENT TO REMOVE THE KYNAR
FINISH FROM THE MEMBRANE, CLEAN ANY CONTAMINATES FROM THE MEMBRANE PRIOR TO WELDING.
iberlitel GIEENTERRALGSREFOEQ?’IC’; TYPICAL FIBERTITE BRITE W/KYNAR MEMBRANE
LA~ A APPLICABLE SYSTENS: FIELD FABRICATED PIPE FLASHING
B Rﬁ / / E "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER
L ALL PREVIOUS| 02-10-14 | FTR-FTBPZ)
N\, )
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Construction Details: mEI" ite

FiberTite® Brite™ w/Kynar®

FIBERCLAD METAL FLASHING

5" WIDE FB-BASE FLASHING STRIP,
HOT-AIR WELDED IN PLACE

2" WIDE ALUMINUM TAPE OVER
JOINT

GAP AT BUTT JOINT PER
SPECIFICATIONS

COMPLETELY COVER AND SEAL INSIDE AND QUTSIDE CORNER
TRANSITIONS WITH HEAT WELDED FB-BASE (BRITE BASE)
FLASHING STRIPS PRIOR TO INSTALLING FTB w/KYNAR
MEMBRANE AND WALL FLASHINGS

FTB W/KYNAR FLASHING MEMBRANE
FTR #490 ADHESIVE OR APPROVED
APPROVED FASTENER

FIBERCLAD METAL FLASHING

HOT AIR WELD

WOOD BLOCKING
ATTACHED @ 250 1bf/ft

GALVANIZED ANNULAR RING
SHANK NAILS (6" 0.C.)

FTB W/KYNAR MEMBRANE
FTR #490 ADHESIVE OR APPROVED

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

= .o ...¢ ......................................

Z

—
iberlite GIEENTERRALG §“5§71”§':' TYPICAL "CLAD" METAL FLASHING
M ritcie srsrens: (FIBERTITE BRITE W/KYNAR MEMBRANE)
Rﬁ TE "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER

Y 1 § ALL PREVIOUS| 02-10-14 | FTR-KMF1 ) J

\,
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Construction Details: ﬁer ite

FiberTite® Brite™ w/Kynar®

KYNAR CLEAR COAT

KYNAR PIGMENTED MID-COAT
PRIMER

FB-BASE (BRITE BASE) FLASHING

: APPLICABLE SYSTEMS:
BRF // E "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER
5 S CoRPorATION

H H P GENERAL REFERENCE: | TYPICAL "TOUCH UP" ON THE FB-BASE FLASHING
[ﬁﬁl‘llte FTR G5 02/13 TO MATCH FIBERTITE BRITE w/KYNAR SYSTEM

\ ALL PREVIOUS| 02-10-14 | FTR-FTBTU)
J/

Jump back to index

Construction Details Page 8



Construction Details: mEI" ite

FiberTite® Brite™ w/Kynar®

FTR MEMBRANE EDGE FLASHING STRIP

4" WIDE FLASHING STRIP,
HEAT WELDED IN PLACE

2" WIDE.
ALUMINUM TAPE
OVER JOINT

1/4" AP

NOTE:
USE FTB TOUCH-UP PROCESS TO PAINT
CLAD METAL TO MATCH KYNAR IF

4" MIN. DESIRED.

FIBERCLAD METAL

JOINT TREATMENT AT EDGE METAL

HOT AIR WELD
FIBERCLAD METAL

GALVANIZED ANNULAR RING
SHANK NAILS (6" 0.C.)

FB-BASE (BRITE BASE) FLASHING
STRIP

HOT AIR WELD

FTB W/KYNAR MEMBRANE —

FTR #490 ADHESIVE:
OR APPROVED

2

INSULATION ATTACHED PER—
SPECIFICATION REQUIREMENTS

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

BUTYL SEALING TAPE (BY OTHERS)
CONTINUOUS GALVANIZED METAL CLEAT

FASTEN WITH GALVANIZED ANNULAR
RING SHANK NAILS (3" 0.C.)

GENERAL REFERENCE: FIBERCLAD METAL EDGE FLASHING

ib = t
v
r "FTR GS 02/13"
IDEFIITE N | arpizcane sveipns|  FOR THE FIBERTITE BRITE W/KYNAR SYSTEM
BRE / / E "FTB K 02/13" REVISES DETAIL ISSUE DATE DRAWING NUMBER
\

L ALL PREVIOUS| 02-10-14 FTR-FTBElJJ
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