
DRAWING NUMBERISSUE DATEREVISES DETAIL

APPLICABLE SYSTEMS:

GENERAL REFERENCE:

ALL PREVIOUS

GUTTER EDGE FLASHING

10-01-18ROOFING SOLUTIONS
INTELLIGENT

FTR-LWGE

LIGHTWEIGHT CONCRETE

JOINT TREATMENT AT EDGE METAL

4" MIN.

1/4"
2"

4"

FIBERCLAD METAL

2" WIDE

OVER JOINT

1/4" GAP

ALUMINUM TAPE

4" WIDE FLASHING STRIP,
HEAT WELDED IN PLACE

FTR MEMBRANE EDGE FLASHING STRIP

CONTINUOUS GALVANIZED
METAL CLEAT FASTEN
WITH GALVANIZED
ANNULAR RING SHANK
NAILS (3" O.C.)

FIBERCLAD METAL

HOT AIR WELD

GALVANIZED ANNULAR RING
SHANK NAILS (6" O.C.)

FTR MEMBRANE FLASHING STRIP

LIGHTWEIGHT CONCRETE PER
SPECIFICATION REQUIREMENTS

FTR-FB MEMBRANE

METAL GUTTER
(BY OTHERS)

BUTYL SEALING TAPE
(BY OTHERS)

WOOD BLOCKING
ATTACHED @ 250 LBF/FT

HOT AIR WELD

NON-FLEECE BACK FTR
MEMBRANE FLASHING

"FTR AD 01/21"

"FTR GS 01/21"
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