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VIVOTEK INC., established in Taiwan in 2000, has quickly grown into a prestigious leading brand in the network video 

surveillance industry. VIVOTEK’s IP surveillance solution is future-proof and highly reliable, facilitating the transition from 

traditional CCTV to wholly digital IP surveillance. VIVOTEK offers a comprehensive product lineup, including network 

cameras, video servers, video receivers, NVR, and central management software. Through more than 150 authorized 

distributors worldwide, a broad array of VIVOTEK’s products are successfully deployed by security dealers, telecoms and 

system integrators for a variety of applications and projects such as banking, city surveillance, hotel, transportation, retail, 

and more.

About VIVOTEK



3

Network Cameras                   Accessories                  Network Video Servers        Network Video Recorders                   Software / SIA                       

Contents

Accessories.................................144

Enclosures..................................146

IR Illuminators...........................146

Lenses..........................................146

Network Accessories...............147

PoE Kits ......................................147

Power Adapters.........................147

Joystick........................................147

PoE Solutions.............................148

Software......................................167

VAST.............................................168

ST7501.........................................170

iViewer.........................................172

Installation Wizard 2...............174

Design Tool................................175

Network Video Recoders........158

ND8321........................................159

ND8401........................................161

ND8301........................................163

NR8401.........................................165

VIVOTEK Solution Integration 

Alliance........................................176

Network Video Servers...........151

VS8100.........................................152

VS8102..........................................154

VS8801/8401..............................156



4

Network Cameras 

                     ......................................................... 5

IP8162/62P.............................................................. 6

IP8151/51P............................................................... 8

IP8362...................................................................... 10

FD8362E................................................................... 12

FD8363..................................................................... 14

FD8163..................................................................... 16

FE8181/81V.............................................................. 18

SF8174/74V.............................................................. 20

FE8174/74V............................................................. 22

FE8173...................................................................... 24

MD8531H................................................................. 26

MD8562/62D.......................................................... 28

SD8333-E.................................................................. 30

SD8363E................................................................... 32

SD8364E ................................................................. 34

SD83x4/x6E............................................................ 36

                ............................................................... 38

IP8155HP.................................................................. 39

IP8165HP.................................................................. 41

IP8172/72P.............................................................. 43

IP8173H.................................................................... 45

IP8152/52-F4........................................................... 47

IB8367/67-R............................................................. 49

IB8367-T/67-RT....................................................... 49

IP8372....................................................................... 51

IB8373-EH................................................................ 53

IP8371/71E.............................................................. 55

IP8365H/65EH........................................................ 57

IP8355H/55EH........................................................ 59

IP8335H.................................................................... 61

FD8372..................................................................... 63

FD8173-H................................................................. 65

FD8373-EHV............................................................ 67

FD8371V/71EV........................................................ 69

FD8171 .................................................................... 71

FD8167..................................................................... 73

FD8367-V/67-TV..................................................... 75

FD8165H.................................................................. 77

FD8365HV/65EHV................................................. 79

FD8355HV/55EHV................................................. 81

FD8155H................................................................... 83

FD8335H.................................................................. 85

FD8135H................................................................... 87

FD8131/31V............................................................. 89

               ................................................................ 91

IP8332-C................................................................... 92

IP8331....................................................................... 94

IP8336W................................................................... 96

IP8337H-C................................................................ 98

IB8354-C.................................................................. 100

IB8156....................................................................... 102

IB8168....................................................................... 104

IP8364-C.................................................................. 106

IB8369...................................................................... 108

IP8133/33W............................................................. 110

IP8130/31/30W/31W............................................. 112

FE8180...................................................................... 114

CC8130..................................................................... 116

FD8164/64V ........................................................... 118

FD8134/34V............................................................ 120

FD8137H/37HV...................................................... 122

FD8151V................................................................... 124

FD8152V................................................................... 126

FD8168..................................................................... 128

FD8154..................................................................... 130

FD8154V................................................................... 132

FD8169..................................................................... 134

FD8166..................................................................... 136

FD8136..................................................................... 138

PD8136..................................................................... 140

VC8201..................................................................... 142



5



6

Fixed 
Network Camera

• 3.1 ~ 8 mm Vari-focal, Auto-iris Lens (IP8162)
• 3.1 ~ 8 mm Vari-focal, P-iris Lens (IP8162P)
• Up to 30 fps @ 1080p Full HD
• Removable IR-cut Filter for Day and Night Function
• Built-in Focus Assist Button for Precise Focus Adjustment
• Supports WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)
• Multiple Simultaneous Streams 
• Video Cropping for Bandwidth Savings
• ePTZ for Data Efficiency
• Activity Adaptive Streaming for Dynamic Frame Rate Control
• Built-in 802.3af Compliant PoE
• Built-in SD/SDHC Card Slot for On-board Storage

IP8162/62P
2MP • Full HD • Focus Assist
• WDR Enhanced

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8162P
http://youtu.be/9AIwmmp7rY4
http://www.vivotek.com/web/product/productdetail.aspx?model=ip8162
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Technical Specifications Dimensions

Accessories

154 mm

208 mm

54 mm

62 m
m

37
 m

m

72 mm

Enclosure Mounting Kit

AE-211 / AE-232 / AE-233 SP-702A

Lens PoE

AL-233 POE-IJ-1748NDN

AL-231

Alarm and Event Management
．Triple-window video motion detection
．Tamper detection 
．One D/I and one D/O for external sensor and alarm 
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

On-board Storage
．SD/SDHC card slot
．Stores snapshots and video clips

Security
．Multi-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

Users
．Live viewing for up to 10 clients

Weight
．IP8162P Net: 611 g (Without lens)

LED Indicator
．System power and status indicator
．System activity and network link indicator

Power
．12V DC 
．24V AC 
．Power consumption: Max. 4.92W
．802.3af compliant Power-over-Ethernet (Class 3)

Approvals
．CE, LVD, FCC, VCCI, C-Tick

Operating Environments
．Temperature: -10 ~ 50 °C ( 14 ~ 122 °F)
．Humidity: 90% RH

Viewing System Requirements
．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Installation, Management, and Maintenance
．RS-485 interface for scanners, pan/tilts
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Applications
．SDK available for application development and system integration

Warranty
．36 months

Dimension
．154 mm (D) x 72 mm (W) x 62 mm (H) (Without lens)

Networking 
．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, 

FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP and 802.1x 

System
．CPU: TI DM368 SoC
．Flash: 128MB
．RAM: 256MB
．Embedded OS: Linux 2.6

Lens
．CS-mount, vari-focal, f = 3.1 ~ 8 mm, F1.2, auto iris (IP8162)
．CS-mount, vari-focal, f = 3.1 ~ 8 mm, F1.2, P-iris (IP8162P)
．Removable IR-cut filter for day & night function

Angle of View
．42.2°~105.4° (horizontal)
．23.8°~57.9° (vertical)
．48.3°~123.1° (diagonal)

Shutter Time
．1/5 sec. to 1/32,000 sec.

Image Sensor
．1/2.7" CMOS sensor in 1920 x 1080 resolution

Minimum Illumination
．0.06 Lux / F1.2 (Color) 
．0.001 Lux / F1.2 (B/W)

Video
．Compression: H.264, MJPEG & MPEG-4
．Streaming:

Multiple simultaneous streams
H.264 streaming over UDP, TCP, HTTP or HTTPS
MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
H.264/MPEG-4 multicast streaming
MJPEG streaming over HTTP or HTTPS

．Supports activity adaptive streaming for dynamic frame rate control
．Supports video cropping for bandwidth saving
．Supports ePTZ for data efficiency 
．Supports 3GPP mobile surveillance
．Frame rates:
 H.264: 
 Up to 30 fps at 1280x720
 Up to 30 fps at 1920x1080
 MPEG-4: 
 Up to 30 fps at 1280x720
 Up to 27 fps at 1920x1080
 MJPEG: 
 Up to 30 fps at 1280x720
 Up to 30 fps at 1920x1080
．Interface:
 BNC connector for video output
 NTSC/PAL video output switch
 Focus assist button

Image Settings
．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror 
．Configurable brightness, contrast, saturation, sharpness, white 

balance and exposure 
．AGC, AWB, AES 
．WDR enhanced 
．Automatic, manual or scheduled day/night mode
．BLC (Backlight Compensation)
．Supports privacy masks

Audio
．Compression:

GSM-AMR speech encoding, bit rate: 4.75 kbps to 12.2 kbps
MPEG-4 AAC audio encoding, bit rate: 16 kbps to 128 kbps
G.711 audio encoding, bit rate: 64 kbps, μ-Law, or A-Law mode selectable．    

．Interface:
Built-in microphone
External microphone input
Audio output
External/Internal microphone switch

．Supports two-way audio
．Supports audio mute

IP8162/62P
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Fixed 
Network Camera

Supreme Night Visibility • Full Frame Rate 
• WDR Enhanced

• 1.3-Megapixel CMOS Sensor
• Supreme Night Visibility
• Up to 30 fps @ 1280x1024 (1.3MP)
• 3.1 ~ 8 mm Vari-focal, Auto-iris Lens (IP8151)
   3.1 ~ 8 mm Vari-focal, P-iris Lens (IP8151P)
• Removable IR-cut Filter for Day and Night Function
• Built-in Focus Assist Button for Precise Focus Adjustment (IP8151P only)
• Supports WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• Multiple Simultaneous Streams
• Built-in SD/SDHC Card Slot for On-board Storage 
• Built-in 802.3af Compliant PoE
• CS- or C-mount Adjustment Ring for Flexible Lens Installation

IP8151/51P

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8151P
http://youtu.be/jZAd19Qcegg
http://youtu.be/ejhEIBbUvu0
http://www.vivotek.com/web/product/productdetail.aspx?model=ip8151


9

Technical Specifications Accessories

Enclosure Mounting Kit

AE-211 / AE-232 / AE-233 SP-702A

Lens PoE

AL-233 POE-IJ-1748NDN

AL-232

AL-231

640001300G

Networking
．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP and 
802.1x 

Alarm and Event Management
．Triple-window video motion detection
．Tamper detection 
．One D/I and one D/O for external sensor and alarm 
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file
On-board Storage
．SD/SDHC card slot
．Stores snapshots and video clips
Security
．Multi-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection
Users
．Live viewing for up to 10 clients
Dimension
．154 mm (D) x 72 mm (W) x 62 mm (H)
Weight
．IP8151 Net: 670 g (Without lens)
．IP8151P Net: 675 g (Without lens)
LED Indicator
．System power and status indicator
．System activity and network link indicator
Power
．12V DC 
．24V AC 
．Power consumption: Max. 3.6 W
．802.3af compliant Power-over-Ethernet (Class 2)
Approvals
．CE, LVD, FCC, VCCI, C-Tick
Operating Environments
．Temperature: -10 ~ 50 °C ( 14 ~ 122 °F)
．Humidity: 90% RH

Viewing System Requirements
．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above
Installation, Management, and Maintenance
．RS-485 interface for scanners, pan/tilts
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade
Applications
．SDK available for application development and system integration
Warranty
．36 months

System
．CPU: Multimedia SoC
．Flash: 128MB
．RAM: 256MB
．Embedded OS: Linux 2.6
Lens
．IP8151: CS-mount, vari-focal, f = 3.1~8 mm, F1.2, auto iris
．IP8151P: CS-mount, vari-focal, f = 3.1~8 mm, F1.2, P-iris
．Removable IR-cut filter for day & night function
Angle of View
．35.2~86.7° (horizontal)
．26.5°~64.4° (vertical)
．43.9°~110.3° (diagonal)
Shutter Time
．1/5 sec. to 1/40,000 sec.
Image Sensor
．1/3" CMOS sensor in 1280x1024 resolution
Minimum Illumination
．0.04 Lux / F1.2 (Color)
．0.001 Lux / F1.2 (B/W) 

Video
．Compression: H.264, MJPEG & MPEG-4
．Streaming:

Multiple simultaneous streams
H.264 streaming over UDP, TCP, HTTP or HTTPS
MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
MPEG-4 multicast streaming
MJPEG streaming over HTTP or HTTPS

．Supports activity adaptive streaming for dynamic frame rate control
．Supports ePTZ for data efficiency 
．Supports 3GPP mobile surveillance
．Frame rates: 

H.264: Up to 30 fps at 1280x1024
MPEG-4: Up to 30 fps at 1280x1024
MJPEG: Up to 30 fps at 1280x1024

．Interface:
 BNC connector for video output
 NTSC/PAL video output switch
 Focus assist button (IP8151P only)
Image Settings
．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror 
．Configurable brightness, contrast, saturation, sharpness, white 

balance and exposure 
．AGC, AWB, AES 
．WDR enhanced
．Automatic, manual or scheduled day/night mode
．BLC (Backlight Compensation)
．Supports privacy masks

Audio
．Compression:

GSM-AMR speech encoding, bit rate: 4.75 kbps to 12.2 kbps
MPEG-4 AAC audio encoding, bit rate: 16 kbps to 128 kbps
G.711 audio encoding, bit rate: 64 kbps, μ-Law or A-Law 
mode selectable

．Interface:
Built-in microphone
External microphone input
Audio output
External/Internal microphone switch

．Supports two-way audio
．Supports audio mute

IP8151/51P
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Bullet
Network Camera

2MP •  Full HD • WDR Enhanced

• 2-Megapixel CMOS Sensor
• Up to 30 fps @ 1080p Full HD
• 3 ~ 9 mm Vari-focal, Auto-iris Lens
• Removable IR-cut Filter for Day & Night Function
• Built-in IR Illuminators, Effective up to 20 Meters
• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)
• WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
• Weather-proof IP67-rated Housing
• Built-in 802.3af Compliant PoE
• Built-in MicroSD/SDHC Card Slot for On-board Storage
• Mounting Bracket with Cable Management for Protected Installation

IP8362

http://youtu.be/rTtZMQ2mqJ4?hd=1
http://www.vivotek.com/web/product/productdetail.aspx?model=ip8362
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Technical Specifications Dimensions

Accessories

Enclosure PoE

AM-411 POE-IJ-1748NDN

AM-311

269 mm

108 m
m

76
 m

m

79
 m

m

81 m
m

199 mm

Alarm and Event Management
．Triple-window video motion detection
．Tamper detection 
．One D/I and one D/O for external sensor and alarm 
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

On-board Storage
．Micro SD/SDHC card slot
．Stores snapshots and video clips

Security
．Multi-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

Users
．Live viewing for up to 10 clients

Weight
．Net: 990 g

LED Indicator
．System power and status indicator
．System activity and network link indicator

Power
．12V DC 
．24V AC 
．Power consumption: Max. 9.6 W
．802.3af compliant Power-over-Ethernet (Class 3)

Housing
．Weather-proof IP67-rated housing

Approvals
．CE, LVD, FCC, VCCI, C-Tick, UL

Operating Environments
．Temperature: -20 °C ~ 50 °C (-4°F ~ 122 °F)
．Humidity: 90% RH

Viewing System Requirements
．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Installation, Management, and Maintenance
．Mounting bracket with cable concealment
．RS-485 interface for scanners, pan/tilts
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Applications
．SDK available for application development and system integration

Warranty
．36 months

Dimension
．Camera: Ø 70 mm x 186 mm
．Cable length: 520 mm
．Cable diameter: Ø 7.2 mm; Max width: Ø 14 mm 

Networking
．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: 
 IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP,    
SMTP, FTP, DHCP, NTP, DNS, DDNS,  PPPoE, CoS, QoS, SNMP, and 802.1X 

System
．CPU: Multimedia SoC
．Flash: 128MB
．RAM: 256MB
．Embedded OS: Linux 2.6

Lens
．Board lens, vari-focal, f = 3 ~ 9 mm, F1.2 (wide), F2.1 (tele), auto-iris
．Removable IR-cut filter for day & night function

Angle of View
．37.5° ~ 103.7° (horizontal)
．21.6° ~ 71.2° (vertical)
．42.6°~111.2° (diagonal)

Shutter Time
．1/5 sec. to 1/32,000 sec

Image Sensor
．1/2.7" CMOS sensor in 1920 x 1080 resolution

Minimum Illumination
．0.08 Lux @ F1.2 (Color)

．0.001 Lux @ F1.2 (B/W)

IR Illuminators
．Built-in IR illuminators, effective up to 15 meters
．IR LEDx12

Video
．Compression: H.264, MJPEG & MPEG-4
．Streaming:

Multiple simultaneous streams
H.264 streaming over UDP, TCP, HTTP or HTTPS
MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
H.264/MPEG-4 multicast streaming
MJPEG streaming over HTTP or HTTPS

．Supports activity adaptive streaming for dynamic frame rate control
．Supports video cropping for bandwidth saving
．Supports ePTZ for data efficiency 
．Supports 3GPP mobile surveillance
．Frame rates:
 H.264: 
 Up to 30 fps at 1280x720
 Up to 30 fps at 1920x1080
 MPEG-4: 
 Up to 30 fps at 1280x720
 Up to 27 fps at 1920x1080
 MJPEG: 
 Up to 30 fps at 1280x720
 Up to 30 fps at 1920x1080

Image Settings
．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror 
．Configurable brightness, contrast, saturation, sharpness, white 
 balance and exposure 
．AGC, AWB, AES 
．WDR enhanced 
．Focus assist (Networking)
．Automatic, manual or scheduled day/night mode
．BLC (Backlight Compensation)
．Supports privacy masks

Audio
．Compression:

GSM-AMR speech encoding, bit rate: 4.75 kbps to 12.2 kbps
MPEG-4 AAC audio encoding, bit rate: 16 kbps to 128 kbps
G.711 audio encoding, bit rate: 64 kbps, μ-Law or A-Law mode selectable.

．Interface:
External microphone input
Audio output

．Supports two-way audio
．Supports audio mute

IP8362
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Fixed Dome
Network Camera

2MP • Full HD • Smart Focus 
System • Vandal-proof

•  2-Megapixel CMOS Sensor
•  Up to 30 fps @ 1080p Full HD
•  Removable IR-cut Filter for Day & Night Function
•  Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
•  WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
•  Smart Focus System for Remote and Precise Focus Adjustment
•  Vandal-proof IK10-rated and Weather-proof IP66-rated Housing
•  Wide Temperature Range for Extreme Weather Conditions  
•  Built-in 802.3af Compliant PoE
•  Built-in MicroSD/SDHC Card Slot for On-board Storage

FD8362E

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8362E
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-214 POE-IJ-1748NDN

AM-221

AM-518

Ø173 mm

115 m
m

48
 m

m

67 m
m

．CPU: Multimedia SoC
．Flash: 16MB
．RAM: 256MB
．Embedded OS: Linux 2.6

．Board lens, vari-focal, f = 3 ~ 9 mm, F1.2 (wide), F2.1 (tele), auto-iris, 
    remote focus
．Removable IR-cut filter for day & night function

．31.7° ~ 93.0° (horizontal)
．23.8° ~ 68.4° (vertical)
．39.6°~118.9° (diagonal)

．1/5 sec. to 1/32,000 sec

．1/2.7" progressive scan CMOS sensor in 1920x1080 resolution

．0.08 Lux @ F1.2 (Color)
．0.001 Lux @ F1.2 (B/W)

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Multiple simultaneous streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic frame rate control
．Supports video cropping for bandwidth saving
．Supports ePTZ for data efficiency
．Supports 3GPP mobile surveillance
．Frame rates: 
    H.264: 
    Up to 30 fps at 1920x1080
    MPEG-4: 
    Up to 30 fps at 1920x1080
    MJPEG:
    Up to 30 fps at 1920x1080
．Interface:
    Audio/Video output
    NTSC/PAL video output switch

．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, sharpness, 
    white balance and exposure
．AGC, AWB, AES
．WDR enhanced
．Automatic, manual or scheduled day/night mode
．BLC (Backlight Compensation)
．Supports privacy masks

．Compression:
    GSM-AMR speech encoding, bit rate: 4.75 kbps to 12.2 kbps
    MPEG-4 AAC audio encoding, bit rate: 16 kbps to 128 kbps
    G.711 audio encoding, bit rate: 64 kbps, μ-Law or A-Law 
    mode selectable
．Interface:
    External microphone input
    Audio output
．Supports two-way audio
．Supports audio mute

System

Lens

Angle of View

Shutter Time

Image Sensor

Minimum Illumination

Video

Image Settings

Audio

．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
    SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, and 
    802.1X 

．Triple-window video motion detection
．Tamper detection
．One D/I and one D/O for external sensor and alarm
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

．MicroSD/SDHC card slot
．Stores snapshots and video clips 

．Muilti-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

．Live viewing for up to 10 clients 

．Ø 173 mm x 115 mm

．Net: 1296 g 

．System power and status indicator

．12V DC
．24V AC
．Power consumption: 
 Max. 21.6 W (with heater)
．802.3af compliant Power-over-Ethernet (Class 3)

．Vandal-proof IK10-rated metal housing
．Weather-proof IP66-rated housing

．CE, LVD, FCC, VCCI, C-Tick

．Temperature: 
    FD8362: 0°C ~ 50°C (32°F ~ 122°F)
    FD8362E: -40°C ~ 55°C (-40°F ~ 131°F)
．Humidity: 90% RH

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

．Camera angle adjustment: pan 350°, tilt 80°, rotate 350°
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

．SDK available for application development and system integration

．36 months

Networking

Alarm and Event Management

On-board Storage

Security

Users

Dimension

Weight

LED Indicator

Power

Housing

Approvals

Operating Environments

Viewing System Requirements

Installation, Management, and Maintenance

Applications

Warranty

FD8362E
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Fixed Dome
Network Camera

Full HD • Smart Focus System • Smart IR 
• IP66 • Vandal-proof

• 2-Megapixel CMOS Sensor
• 30 fps @ 1920x1080
• 3 ~ 9 mm Motorized, DC-iris Lens
• Removable IR-cut Filter for Day & Night Function
• Built-in IR Illuminators, Effective up to 15 Meters
• Built-in Smart IR to Avoid Overexposure
• WDR Enhancement for Unparalleled Visibility in High Contrast Environments
• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)
• Smart Focus System for Remote and Easy Focus Adjustment
• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing
• Built-in 802.3af Compliant PoE
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

FD8363

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8363
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Technical Specifications Dimensions

Accessories

Mounting Kit Power Adapter

POE-IJ-1748NDN

PoE

Others

Corner Mount

Junction Box

Pendant Mount

Pole Mount

Wall Mount

Adapter

AA-221
DC 12V 
Power Adapter

AA-341
AC 24V 
Power Adapter

Ø173 mm

115 m
m

48
 m

m

67 m
m

AI-102
IR illuminators

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus & easy focus
RJ-45 for network/PoE connection
Audio input/output
AV output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
12V DC
24V AC
IEEE 802.3af PoE Class 3
DC 12V: 6.9W    
PoE: 9.3W
AC 24V: 8.5W
Ø: 173 mm x 115 mm 
Net: 1220 g
Vandal-proof IK10-rated metal housing
Weather-proof IP66-rated housing
CE, C-Tick, FCC Class A, LVD, UL, VCCI
Start Temperature: -10°C ~ 50°C (14°F ~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F ~ 122°F)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, mounting plate, 
alignment sticker, ceiling hole template sticker, L-type 
hex key wrench, silica gel, screws, hex nut, 
double-sided tape, AV cable, waterproof connector & 
bushing, software CD

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Range
Tilt Range
Rotation Range
Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Users
Protocols

Interface
ONVIF

Video Motion Detection

System Information

Camera Features

Video

Audio

Network

Intelligent Video

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.7" Progressive CMOS
1920x1080
Vari-focal, remote focus
f = 3 ~ 9 mm
F1.2 (wide), F2.1 (tele)
DC-iris
38° ~ 104° (horizontal)
22° ~ 71° (vertical)
43° ~ 111° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.08 Lux @ F1.2, 50 IRE (color)
0.001 Lux @ F1.2, 50 IRE (B/W)
360°
180°
360°
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 15 meters
IR LED*8
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 30 fps at 1920x1080
MPEG-4: 30 fps at 1920x1080
MJPEG: 30 fps at 1920x1080
4 simultaneous streams
Above 52 dB
55 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (Full duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 
802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

FD8363
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Fixed Dome
Network Camera

Full HD • Smart Focus System • 
Smart IR • PIR

• 2-Megapixel CMOS Sensor
• 30 fps @ 1920x1080
• 3 ~ 9 mm Motorized, DC-iris Lens
• Removable IR-cut Filter for Day & Night Function
• Built-in IR Illuminators, Effective up to 15 Meters
• Built-in Smart IR to Avoid Overexposure
• Built-in PIR Sensor for Human Detection
• WDR Enhancement for Unparalleled Visibility in High Contrast Environments
• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)
• Smart Focus System for Remote and Easy Focus Adjustment
• Built-in 802.3af Compliant PoE
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

FD8163

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8163
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Technical Specifications Dimensions

Accessories

Mounting Kit Infrared

AM-516 AI-102

AM-214

AM-221 POE-IJ-1748NDN

AM-102

AM-518

PoE

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection ,PIR
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus & easy focus
RJ-45 for network/PoE connection
Audio input/output
AV output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
12V DC
24V AC
IEEE 802.3af PoE Class 3
DC 12V: 6.9W    
PoE: 9.3W
AC 24V: 8.5W
Ø: 157 mm x 110 mm 
Net: 840 g
CE, C-Tick, FCC Class B, LVD, UL, VCCI
0°C ~ 50°C (32°F ~ 122°F)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, T10 torx screwdriver, screws, plastic anchors, 
AV cable, software CD

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Range
Tilt Range
Rotation Range
Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Effective Range

Users
Protocols

Interface
ONVIF

Video Motion Detection

System Information

Camera Features

Video

Audio

Network

Intelligent Video

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.7" Progressive CMOS
1920x1080
Vari-focal, remote focus
f = 3 ~ 9 mm
F1.2 (wide), F2.1 (tele)
DC-iris
38° ~ 104° (horizontal)
22° ~ 71° (vertical)
43° ~ 111° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.08 Lux @F1.2, 50 IRE (color)
0.001 Lux @ F1.2, 50 IRE (B/W)
360°
180°
360°
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 15 meters
IR LED*8
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 30 fps at 1920x1080
MPEG-4: 30 fps at 1920x1080
MJPEG: 30 fps at 1920x1080
4 simultaneous streams
Above 52 dB
55 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (Full duplex)
GSM-AMR, AAC, G.711
Built-in microphone
External microphone input
External line output
5 meters

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Ø
157 m

m

Ø
61 m

m

109 m
m

FD8163
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Fisheye 
Network Camera

5MP • 360° Surround View • 360° 10 Meter IR • Smart IR • 
3DNR • IP66 • IK10 • Pixel Calculator

• 5-Megapixel CMOS Sensor

• 30 fps @ 1080p Full HD

• 1.5 mm Fisheye Lens for 180° Panoramic View and 360° Surround View

• Removable IR-cut Filter for Day & Night Function

• EN50155 Compliance for Professional Mobile Surveillance (FE8181V)

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing (FE8181V)

• ePTZ for Data Efficiency

• Built-in 802.3at Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Pixel Calculator for Image Clarity Measurement

• Support Local Dewarping

FE8181/81V

http://www.vivotek.com/fe8181v/
http://www.vivotek.com/fe8181/
http://youtu.be/uwLQnBL5nGQ
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Technical Specifications Dimensions

Accessories

• FE8181 • FE8181V
Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

WDR Technology

Day/Night

Minimum Illumination

Preset Locations

Pan/tilt/zoom Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

Audio Capability

Compression

Interface

Effective Range

System Information

Camera Features

Video

Audio

FE8181/81V

Multimedia SoC (System-on-Chip)

128 MB

256 MB

1/2.5" Progressive CMOS in 2560 x 1920 resolution

1920x1920

Fixed-focal

f = 1.5 mm

F2.8

180° (Horizontal)
180° (Vertical) 
180° (Diagonal)

1/5 sec. to 1/32,000 sec.

WDR Enhanced

Removable IR-cut filter for day & night function

0.6 Lux @ F2.8 (Color)
0.01 Lux @ F2.8 (B/W)
0 Lux @ IR LED ON

20

ePTZ:
12x digital zoom (12x on IE plug-in)

Built-in IR illuminators, effective up to 10 meters
IR LED*6

MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 

15 fps at 1920x1920 
30 fps at 1920x1080
In all compression modes

3 simultaneous streams

Above 50 dB

Above 60 dB

Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving

Time stamp, text overlay, flip & mirror, scheduled profile settings, 
configurable brightness/contrast/saturation/sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks, pixel 
calculator, 3D-Noise reduction

Audio input/output (full duplex)

AAC, G.711, G.726

Built-in microphone
External microphone input
External line output

5 meters

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Five-window video motion detection

Video motion detection, manual trigger, digital input, periodical 
trigger, system boot, recording notification, camera tampering 
detection
 
Event notification using digital output, HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
DC 12V power input
Digital input*1
Digital output*1

System power and status indicator

DC 12V
IEEE 802.3at PoE Class 4

Max. 22 W (DC 12V) 
Max. 23 W  (PoE+)

Ø:160 x 39 mm (FE8181)
Ø:160 x 51 mm (FE8181V)

589 g (FE8181)
794 g (FE8181V)

Vandal-proof IK10-rated metal housing (FE8181V)
Weather-proof IP66-rated housing (FE8181V)

CE, LVD, FCC Class A (FE8181V), FCC Class B (FE8181), VCCI, C-Tick, UL, 
EN50155(FE8181V)

Starting Temperature: -25°C ~ 50°C ( -13°F ~ 122°F )
Working Temperature: -40°C ~ 50°C ( -40°F ~ 122°F )

36 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel, VAST CMS (90-day free trial version), Calibration Tool

Quick installation guide, warranty card, alignment sticker, desiccant 
bag, screw driver, screws pack, I/O cable (Sold Separately in US & 
Canada), mounting bracket, software CD

Ø160 mm 39 mm Ø160 mm 51 mm
Users

Protocols

Interface

ONVIF

Network  

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 
802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

AA-221 AP3001
PoE Plus 
Injector

AW-FED-0500
4-port Unmanaged 
PoE Switch

AM-51A
Dome Adaptor

AM-114
Pendant Head
for Fisheye

Mounting Kits

AM-515
NPT adapter 
(for AM-518)

AM-116
Pendant Pipe
for Speed Dome

DC 12V 
Power Adapter

Power Adapter PoE Kits

FE8181/81V
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Fisheye 
Network Camera

5MP • 360° Surround View • IP66 • 
IK10 • Pixel Calculator • Panoramic PTZ

•  5-Megapixel CMOS Sensor

•  30 fps @ 1080p Full HD

•  1.5 mm Fisheye Lens for 180° Panoramic View and 360° Surround View

•  Panoramic PTZ Compatible

•  Removable IR-cut Filter for Day & Night Function

•  EN50155 Compliance for Professional Mobile Surveillance (SF8174V)

•  Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

•  WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments

•  Vandal-proof IK10-rated and Weather-proof IP66-rated Housing (SF8174V)

•  ePTZ for Data Efficiency

•  Built-in 802.3af Compliant PoE

•  Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

•  Pixel Calculator for Image Clarity Measurement

SF8174/74V

http://www.vivotek.com/sf8174v/
http://youtu.be/h_4VSRiSz3w
http://youtu.be/sg0WARJ7gaU
http://www.vivotek.com/sf8174/
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Technical Specifications Dimensions

Accessories

• SF8174V • SF8174

Ceiling Mount (P/N: 100113400G)

Wall Mount (P/N: 100113300G)

Ø
139 m

m
34 m

m

Ø
145 m

m
47 m

m

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

SF8174/74V

Multimedia SoC (System-on-Chip)
128 MB
128 MB

1/2.5" Progressive CMOS in 2560 x 1920 resolution
1920x1920
Fixed-focal
f = 1.5 mm
F2.8
180° (horizontal)
180° (vertical) 
180° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.5 Lux @ F2.8, 30 IRE (Color)
0.001 Lux @ F2.8, 50 IRE (B/W)
ePTZ:
12x digital zoom (12x on IE plug-in)
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
15 fps at 1920x1920 
30 fps at 1920x1080
MPEG-4:
15 fps at 1920x1920 
30 fps at 1920x1080
MJPEG:
15 fps at 1920x1920 
30 fps at 1920x1080
3 simultaneous streams
Above 62 dB
57 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Pixel counter
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks
Scheduled profile settings

Audio input/output (full duplex)
AAC, G.711, G.726
Built-in microphone
External microphone input
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 
802.1X, UDP, ICMP
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Five-window video motion detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, periodical 
trigger, system boot, recording notification, camera tampering 
detection 
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC 12V
IEEE 802.3af PoE Class 2
Max. 5.1 W (DC 12V) 
Max 5.3 W  (PoE)
Ø: 145 mm x 47 mm (SF8174V)
Ø: 139 mm x 34 mm (SF8174)
Net: 545 g (SF8174V)
Net: 358 g (SF8174)
Vandal-proof IK10-rated metal housing (SF8174V)
Weather-proof IP66-rated housing (SF8174V)
CE, LVD, FCC Class A, VCCI, C-Tick, EN50155 (SF8174V), UL
Starting Temperature: -25°C ~ 50°C  (-13°F ~ 122°F)
Working Temperature: -40°C ~ 50°C (-40°F ~ 122°F) 
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
VAST CMS (90-day free trial version)
Quick installation guide, warranty card, alignment sticker, 
desiccant bag, screw driver, screws pack, I/O cable (sold 
separately in US and Canada) , mounting bracket, software CD

AM-51A
Dome Adaptor

AM-51A
Dome Adaptor

AM-114
Pendant Head
for Fisheye

AM-114
Pendant Head
for Speed Dome

AM-117
Pendant Pipe
for Fisheye

AM-116
Pendant Pipe
for Speed Dome

AM-116
Pendant Pipe

AM-517
Adaptor Ring

AM-517
Adaptor Ring

AM-212
Wall Mount Bracket

SF8174/74V
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Fisheye 
Network Camera

5MP • 360° Surround View • IP66 • 
Vandal-proof • Pixel Calculator

• 5 Megapixel
• 1080p Full HD
• 1.5 mm Fisheye Lens
• Day & Night
• H.264, MPEG-4, MJPEG
• EN50155 (FE8174V)
• IK10 Vandal-proof (FE8174V)
• IP66 Weather-proof (FE8174V)
• 802.3af PoE
• On-board Storage
• Pixel Calculator
• Local or Client Dewarp

FE8174/74V

http://www.vivotek.com/fe8174/
http://www.vivotek.com/fe8174v/
http://youtu.be/h_4VSRiSz3w
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-518 POE-IJ-1748NDN

AM-115

AM-515

AM-114

Power Adapter

AA-221

Wireless

N600AG

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X, UDP, ICMP
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Five-window video motion detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, periodical 
trigger, system boot, recording notification, camera tampering 
detection 
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC 12V
IEEE 802.3af PoE Class 2
Max. 5.1 W (DC 12V) 
Max 5.3 W  (PoE)
Ø: 145 mm x 47 mm (FE8174V)
Ø: 139 mm x 34 mm (FE8174)
Net: 545 g (FE8174V)
Net: 358 g (FE8174)
Vandal-proof IK10-rated metal housing (FE8174V)
Weather-proof IP66-rated housing (FE8174V)
CE, LVD, FCC Class A, VCCI, C-Tick, EN50155 (FE8174V), UL
Starting Temperature: -25°C ~ 50°C  (-13°F ~ 122°F)
Working Temperature: -40°C ~ 50°C (-40°F ~ 122°F) 
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7/8/9
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
Quick installation guide, warranty card, alignment sticker, 
desiccant bag, screw driver, screws pack, I/O cable (sold 
separately in US and Canada) , mounting bracket, software CD

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

FE8174/74V

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.5" Progressive CMOS in 2560 x 1920 resolution
1920x1920
Fixed-focal
f = 1.5 mm
F2.8
180° (Horizontal)
180° (Vertical) 
180° (Diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.03 Lux @ F2.8, 50 IRE (Color)
0.001 Lux @ F2.8, 50 IRE (B/W)
ePTZ:
12x digital zoom (12x on IE plug-in)
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
15 fps at 1920x1920 
30 fps at 1920x1080
In all compression modes
3 simultaneous streams
Above 62 dB
57 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Pixel counter
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks
Scheduled profile settings

Audio input/output (full duplex)
AAC, G.711, G.726
Built-in microphone
External microphone input
5 meters

Ø
139 m

m
34 m

m

Ø
145 m

m
47 m

m

• FE8174V• FE8174

FE8174/74V
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Fisheye 
Network Camera

3MP • 360° Surround View • Pixel Calculator

• 3.1-Megapixel CMOS Sensor
• 1.27 mm Fisheye Lens for 180° Panoramic View and 360° Surround View
• Removable IR-cut Filter for Day and Night Function
• EN50155 Compliance for Professional Mobile Surveillance
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing
• ePTZ for Data Efficiency
• Built-in 802.3af Compliant PoE
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

FE8173

http://youtu.be/h_4VSRiSz3w
http://youtu.be/sg0WARJ7gaU
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FE8173
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-51A POE-IJ-1748NDN

AM-116

AM-515

AM-114

Power Adapter

AA-221

Ø
139 m

m

43 m
m

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC 12V
IEEE 802.3af PoE Class 2
Max. 5.1 W (DC 12V) 
Max. 5.3 W  (PoE)
Ø: 139 mm x 43 mm 
Net: 353 g
CE, LVD, FCC Class A, VCCI, C-Tick, UL
-25°C ~ 50°C  (-13°F ~ 122°F)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, screws pack, I/O cable, software CD

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.5" Progressive CMOS sensor
1536x1536
Fixed-focal
f = 1.19 mm
F2.0
180° (horizontal)
180° (vertical) 
180° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.2 Lux @ F2.0 (Color)
0.001 Lux @ F2.0 (B/W)
ePTZ:
12x digital zoom (12x on IE plug-in)
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
15 fps at 1536x1536
MPEG-4:
15 fps at 1536x1536
MJPEG:
15 fps at 1536x1536
3 simultaneous streams
Above 62 dB
57 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Pixel Calculator
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (full duplex)
GSM-AMR, AAC, G.711
Built-in microphone
External microphone input
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Five-window video motion detection

FE8173



26

Mobile Dome
Network Camera

1.2MP • WDR Pro • 3DNR • Video 
Rotation • IP66 • EN50155 Compliance

• 1.2-Megapixel CMOS Sensor

• 30 fps @ 1280x960 

• EN50155 Compliance for Professional Mobile Surveillance 

• WDR Pro to Provide Improved Visibility in Extremely Bright and Dark Environments

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Video Rotation for Corridor Scenario

MD8531H

http://www.vivotek.com/md8531h/
http://youtu.be/SQqbFFEh9U0
http://youtu.be/h_4VSRiSz3w
http://youtu.be/a_5UWfBaQzg
http://youtu.be/Lj2WrH0KAa4
http://youtu.be/0evXyfo0KVo
http://youtu.be/E6NpD2JSqVk
http://youtu.be/6BMAG-PBJJc
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, periodical 

trigger, system boot, recording notification, camera tampering 

detection, temperature detection, audio detection

Event notification using HTTP, SMTP, FTP and NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Audio output

Digital output*1

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 2

Max. 4.5W (PoE)

129 mm (D) x 107 mm (W) x 54 mm (H)

Net: 392g

Weather-proof IP66-rated housing

Vandal-proof IK10-rated housing 

CE, LVD, FCC Class A, VCCI, C-Tick, EN50155

Starting Temperature: -25˚C ~ 55˚C  (-13˚F ~ 131˚F)

Working Temperature: -25˚C ~ 55˚C (-13˚F ~ 131˚F) 

36 months

Microsoft Windows 8/7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7/8/9/10

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

Quick installation guide, screwdriver, alignment sticker, Softeware 

CD

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture
Field of View

Shutter Time
WDR Technology
Minimum Illumination
Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

MD8531H

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/3" Progressive CMOS
1280x960
Fixed-focal
f = 3.6mm (MD8531H-F3)
f = 4.2mm (MD8531H-F4)
F1.8
MD8531H-F3:
80˚(Horizontal)
57˚(Vertical)
103˚(Diagonal)
MD8531H-F4:
68˚(Horizontal)
50˚(Vertical)
90˚(Diagonal)
1/5 sec. to 1/32,000 sec.
WDR Pro
0.4 Lux @ F1.8, 30 IRE(Color)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
MicroSD/SDHC/SDXC card slot

H.264, MPEG-4 & MJPEG
H.264: 30fps @ 1280x960, 30fps @ 960x1280
MPEG-4: 30fps @ 1280x960, 30fps @ 960x1280
MJPEG: 30 fps @ 1280x960, 30fps @ 960x1280
4 simultaneous streams
Above 60 dB
120dB
Adjustable resolution, quality and bitrate
Video rotation
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks
Scheduled profile settings, 3D Noise Reduction

Two-way audio (full duplex)
G.711, G.726
Built-in microphone
Audio output
5 meters

12
9 

m
m

107 mm

54
 m

m

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 
802.1X, UDP, ICMP
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

MD8531H
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Mobile Dome
Network Camera
 

2MP • Vandal-proof • Mobile 
Surveillance • WDR Enhanced

• 2-Megapixel CMOS Sensor

• Up to 30 fps @ 1080p Full HD

• Wide Angle Fixed Lens

• EN50155 Compliance for Professional Mobile Surveillance

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments

• Vandal-proof IK10-rated and Weather-proof IP67-rated Housing

• Built-in 802.3af Compliant PoE (MD8562)

• Built-in MicroSD/SDHC Card Slot for On-board Storage

MD8562/62D

http://www.vivotek.com/web/product/productdetail.aspx?model=md8562
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

47 mm 130 mm

107 m
m

．Board lens, Fixed, f = 2.8 mm, F2.0

．110° (horizontal)
．81.5° (vertical)
．142° (diagonal)

．1/5 sec. to 1/32,000 sec

．1/2.7" progressive scan CMOS sensor in 1920x1080 resolution

．0.2 Lux @ F2.0

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Multiple simultaneous streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic frame rate control
．Supports video cropping for bandwidth saving
．Supports ePTZ for data efficiency
．Supports 3GPP mobile surveillance
．Frame rates: 
    H.264: 
    Up to 30 fps at 1920x1080
    MPEG-4: 
    Up to 30 fps at 1920x1080
    MJPEG:
    Up to 30 fps at 1920x1080

．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, sharpness, 
    white balance and exposure
．AGC, AWB, AES
．WDR enhanced
．BLC (Backlight Compensation)
．Supports privacy masks

．Compression:
    GSM-AMR speech encoding, bit rate: 4.75 kbps to 12.2 kbps
    MPEG-4 AAC audio encoding, bit rate: 16 kbps to 128 kbps
    G.711 audio encoding, bit rate: 64 kbps, μ-Law or A-Law 
    mode selectable
．Interface:
    External microphone input
．Supports audio mute

．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
 RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
 DNS, DDNS, PPPoE, CoS, QoS, SNMP, and 802.1X 

．Triple-window video motion detection
．Tamper detection
．One D/I for external sensor and alarm
．Event notification using HTTP, SMTP, or FTP
．Local recording of MP4 file

Lens

Field of View

Shutter Time

Image Sensor

Minimum Illumination

Video

Image Settings

Audio

Networking

Alarm and Event Management

．MicroSD/SDHC card slot
．Stores snapshots and video clips

．Muilti-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

．Live viewing for up to 10 clients

．Net: 450 g

．System restore status indicator

．Power consumption: 
 Max. 4.3 W
 Max. 7.5 W (with heater)
．802.3af compliant Power-over-Ethernet (Class 3) (MD8562)
．DC 12~36V Input (MD8562D)

．Vandal-proof IK10-rated metal housing
．Weather-proof IP67-rated housing

．CE, LVD, FCC, VCCI, C-Tick
．EN50155

．Temperature: -25°C ~ 50°C (-13°F ~ 122°F)
．Humidity: 90% RH

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

．Camera angle adjustment: Tilt 90° (0° ~ 90°)
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

．SDK available for application development and system integration

．36 months

．Camera: 130 mm (D) x 107 mm (W) x 47 mm (H)
．Cable length: 520 mm
．Cable diameter: Ø 7.2 mm; Max width: Ø 14 mm

On-board Storage

Security

Users

Weight

LED Indicator

Power

Housing

Approvals

Operating Environments

Viewing System Requirements

Installation, Management, and Maintenance

Applications

Warranty

Dimension

MD8562/62D
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Speed Dome
Network Camera

720p HD • 30x Zoom • NEMA 4X • IP66 • Defog • 
-40°C ~ 55°C • ElS • PoE Plus

• 720p HD CMOS Sensor
• 60 fps @ 720p HD
• 30x Zoom Lens
• Removable IR-cut Filter for Day & Night Function 
• 360° Continuous Pan and 220° Tilt
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• WDR Pro for Unparalleled Visibility in High Contrast Environments
• Weather-proof IP66-rated and NEMA4X Housing
• -40°C ~ 55°C Wide Temperature Range for Extreme Weather Conditions
• Audio Detection for Instant Alerts
• Auto Tracking for Moving Objects
• Built-in 802.3at Compliant PoE Plus
• 3D Privacy Masks for Additional Protection
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage
• Defog

SD8333-E

http://www.vivotek.com/sd8333-e/
http://youtu.be/lIJIRdM79yY
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Mounting Kits Mounting Kit

AM-118

Power Adapter

AA-341

Others

AC-212 AC-111

AM-519

AM-103

AO-001

SD8333-E 

Technical Specifications Dimensions

Accessories

Model
SD8333-E
SD8333-EM (With Electric Dehumidifier)

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128 MB

RAM 256 MB

Camera Features

Image Sensor 1/3" Progressive CMOS

Maximum Resolution 1280x720

Lens Type 30x Optical Zoom, Auto Focus

Focal Length f = 4.3~129 mm (30x zoom)

Aperture F1.6 ~ F4.7

Auto-iris DC-iris

Field of View
2.1° ~ 57.8° (Horizontal)  
1.2° ~ 34.5° (Vertical) 
2.4° ~ 67.3° (Diagonal)

Shutter Time 1 sec. to 1/10,000 sec.

WDR Technology WDR Pro

Day/Night Removable IR-cut filter for day & night function

Minimum Illumination
0.15 Lux @ F1.6 (Color) 
0.0048 Lux @ F1.6 (B/W)

Pan Speed 0.05° ~ 450° / sec

Pan Range 360 endless

Tilt Speed 0.05° ~ 450° / sec

Tilt Range 220° (-110° ~ +110°)

Preset Locations 256 preset locations, 40 presets per tour

Pan/tilt/zoom 
Functionalities

48x digital zoom (4x on IE plug-in, 12x built-in) 
Auto pan mode 
Auto patrol mode

On-board Storage SD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG & MPEG-4 

Maximum Frame Rate

H.264:  
60 fps @ 1280x720 
MPEG-4:  
60 fps @ 1280x720 
MJPEG:  
60 fps @ 1280x720 
(Up to 30 fps in WDR mode)

Maximum Streams 4 simultaneous streams

S/N Ratio Above 50 dB

Dynamic Range 110 dB

Video Streaming
Adjustable resolution, quality and bitrate 
Zoom enhancement for better image quality under limited bandwidth

Image Settings

Adjustable image size, quality and bit rate 
Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks (Up to 24) 
Scheduled profile settings 
Defog

Audio

Audio Capability Audio input/output (full duplex)

Compression AAC, G.711, G.726

Interface
External microphone input 
External line output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Auto-Tracking Auto-tracking on moving object

Alarm and Event

Alarm Triggers
Video motion detection, manual trigger, periodical trigger, system boot, recording notification, 
camera tampering detection, audio detection 

Alarm Events
Event notification using digital output, HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Connectors

RJ-45 cable connector for Network/PoE connection 
Audio input 
Audio output 
AC 24V power input 
Digital input*4 
Digital output*2 
RS-485 for PTZ control (PelcoD protocol, Baud rate 2400)

LED Indicator System power and status indicator

Power Input
PoE plus (IEEE 802.3at compliant) 
High Power PoE 
AC 24V

Power Consumption

PoE plus: 
Max. 19W 
AC 24V: 
Max. 48W (heater on) 
Max. 19W (heater off) 
High Power PoE: 
Max. 48W (heater on) 
Max. 19W (heater off)

Dimensions Ø: 205 mm x 321 mm

Weight Net: 3974 g 

Casing
Weather-proof IP66- and NEMA 4X-rated mated housing 
Built-in electrical dehumidifier device (SD8333-EM)

Safety Certifications CE, FCC Class A, VCCI, C-Tick, NEMA 4X

Operating Temperature
-5°C ~ 55°C (PoE Plus) 
-40°C ~ 55°C (AC 24V) 
-40°C ~ 55°C (High Power PoE)

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 9.x or 10.x

Other Players
VLC: 1.1.11 or above 
Quicktime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel recording software

Others
Wall mount bracket, screws, waterproof connectors, terminal blocks, quick installation guide, 
warranty card, alignment sticker, ground wire, T25 stardriver, software CD, desiccant bag

205 mm 316 mm

391 mm 321 mm
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Speed Dome
Network Camera

1080p Full HD • 20x Zoom • NEMA 4X • 
IP66 • Extreme Weatherproof • PoE Plus

• 1080p Full HD SONY CMOS Sensor
• 30 fps @ 1080p Full HD
   60 fps @ 720p HD
• 20x Zoom Lens
• Removable IR-cut Filter for Day & Night Function 
• 360° Continuous Pan and 220° Tilt
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• WDR Pro for Unparalleled Visibility in High Contrast Environments
• Weather-proof IP66-rated and NEMA 4X Housing
• -40°C ~ 55°C Wide Temperature Range for Extreme Weather Conditions
• Audio Detection for Instant Alerts
• Auto Tracking for Moving Objects
• Built-in 802.3at Compliant PoE Plus
• 3D Privacy Masks for Additional Protection
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage

SD8363E

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=SD8363E
http://youtu.be/TWqxEy_2Wgo
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Technical Specifications Dimensions

Accessories

Mounting Kits 

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, periodical trigger, system 
boot, recording notification, audio detection 
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input
Digital input*4
Digital output*2
RS-485 for PTZ control (PelcoD protocol, Baud rate 2400)

System power and status indicator
PoE plus (IEEE 802.3at compliant)
High Power PoE
AC 24V
PoE plus:
Max. 19W
AC 24V:
Max. 48W (heater on)
Max. 19W (heater off)
High Power PoE:
Max. 48W (heater on)
Max. 19W (heater off)
Ø: 205 mm x 321 mm 
Net: 3,660 g
Weather-proof IP66- and NEMA 4X-rated metal housing
Built-in electrical dehumidifier device (SD8363E-M)
CE, FCC Class A, VCCI, C-Tick, NEMA 4X
-5°C ~ 55°C (PoE Plus)
-40°C ~ 55°C (AC 24V / High Power PoE)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
Wall mount bracket, screws, waterproof connectors, terminal 
blocks, RJ45 coupler, ethernet cable, quick installation guide, 
warranty card, alignment sticker, T25 stardriver, seal ring, 
software CD

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Speed
Pan Range
Tilt Speed
Tilt Range
Preset Locations
Pan/tilt/zoom 
Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

SD8363E
SD8363E-M (electronic dehumidifier)

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/3" Progressive CMOS
1920x1080
20x optical zoom, auto focus
f = 4.7 ~ 94 mm
F1.6 (wide) ~ F3.5 (tele)
DC-iris
3° ~ 55° (horizontal) 
2° ~ 32° (vertical) 
3° ~ 64° (diagonal) 
1/1 sec. to 1/10,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.02 Lux @ F1.6, 50 IRE (Color)
0.001 Lux @ F1.6, 50 IRE (B/W)
0.05° ~ 450° / sec.
360 endless
0.05° ~ 450° / sec.
220° (-110° ~ +110°)
256 preset locations, 40 presets per tour
48x digital zoom (4x on IE plug-in, 12x built-in)
Auto pan mode
Auto patrol mode
SD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
30 fps @ 1920x1080
60 fps @ 1280x720
MPEG-4: 
30 fps @ 1920x1080
60 fps @ 1280x720
MJPEG: 
30 fps @ 1920x1080
60 fps @ 1280x720
(Up to 30/15 fps in WDR mode)
4 simultaneous streams
Above 60 dB
108 dB
Adjustable resolution, quality and bitrate
Zoom enhacement for better image quality under limited 
bandwidth
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, 
privacy masks (Up to 24)
Scheduled profile settings

Audio input/output (full duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Video Motion Detection
Auto-Tracking

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection
Auto-tracking on moving object 205 mm 316 mm

391 mm 321 mm

Mounting Kit PoE

AM-116 AP3001

AM-117

AM-118 AM-519

AM-231

AP-331

Power Adapter

AA-241

Others

AC-212 AC-111AM-221

AM-103 AO-001

SD8363E 
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Speed Dome 
Network Camera

1080p HD • 30x Zoom • NEMA 4X • IP66 • 
Defog • -40°C ~ 55°C • EIS • PoE Plus

• 1080p Full HD SONY CMOS Sensor
• 30 fps @ 1080p Full HD; 60 fps @ 720p HD
• 30x Zoom Lens
• Removable IR-cut Filter for Day & Night Function 
• 360° Continuous Pan and 220° Tilt
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• WDR Pro for Unparalleled Visibility in High Contrast Environments
• Weather-proof IP66-rated and NEMA4X Housing
• -40°C ~ 55°C Wide Temperature Range for Extreme Weather Conditions
• Audio Detection for Instant Alerts
• Auto Tracking for Moving Objects
• Built-in 802.3at Compliant PoE Plus
• 3D Privacy Masks for Additional Protection
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage
• Defog

SD8364E 

http://www.vivotek.com/sd8364e/
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Technical Specifications Dimensions

Accessories

Mounting Kits 

205 mm 316 mm

391 mm 321 mm

Mounting Kit PoE

AM-116 AP3001

AM-118 AM-519

AM-231

AP-331

Power Adapter

AA-341

Others

AC-212 AC-111

AM-221

AM-103

AO-001 IPD-USB

AM-117

Video Motion Detection
Auto-Tracking

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection
Auto-tracking on moving object

Video motion detection, manual trigger, periodical trigger, system 
boot, recording notification, camera tampering detection, audio 
detection 
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input
Digital input*4
Digital output*2
RS-485 for PTZ control (PelcoD protocol, Baud rate 2400)
System power and status indicator
PoE plus (IEEE 802.3at compliant)
High Power PoE
AC 24V
PoE plus:
Max. 19W
AC 24V:
Max. 48W (heater on)
Max. 19W (heater off)
High Power PoE:
Max. 48W (heater on)
Max. 19W (heater off)
Ø: 205 mm x 321 mm
Net: 3,660 g
Weather-proof IP66- and NEMA 4X-rated metal housing
Built-in electrical dehumidifier device (SD8364E-M)
CE, FCC Class A, VCCI, C-tick, NEMA 4X
-5°C ~ 55°C (PoE Plus)
-40°C ~ 55°C (AC 24V)
-40°C ~ 55°C (High Power PoE)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 9.x or 10.x 
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
Wall mount bracket, screws, waterproof connectors, terminal 
blocks, quick installation guide, warranty card, alignment sticker, 
ground wire, T25 stardriver, software CD, desiccant bags

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Speed
Pan Range
Tilt Speed
Tilt Range
Preset Locations
Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

SD8364E
SD8364E-M (With Electric Dehumidifier)

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.8" Progressive CMOS
1920x1080
30x Optical Zoom, Auto Focus
f = 4.3~129 mm (30x zoom)
F1.6 ~ F4.7
DC-iris
23° ~ 64° (horizontal)
13° ~ 36° (vertical)
26° ~ 73° (diagonal)
1/1 sec. to 1/10,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.5 Lux @ F1.6, 30 IRE (Color), 1/30s
0.03 Lux @ F1.6, 30 IRE (B/W), 1/30s
0.14 Lux @ F1.6, 50 IRE (Color), 1/5s
0.01 Lux @ F1.6, 50 IRE ( B/W ), 1/5s
0.05° ~ 450° / sec
360 endless
0.05° ~ 450° / sec
220° (-110° ~ +110°)
256 preset locations, 40 presets per tour
48x digital zoom (4x on IE plug-in, 12x built-in)
Auto pan mode
Auto patrol mode
SD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
30 fps @ 1920x1080
60 fps @ 1280x720
MPEG-4: 
30 fps @ 1920x1080
60 fps @ 1280x720
MJPEG: 
30 fps @ 1920x1080
60 fps @ 1280x720
(Up to 30/60 fps in WDR mode)
4 simultaneous streams
Above 50 dB
Above 90 dB
Adjustable resolution, quality and bitrate
Zoom enhancement for better image quality under limited 
bandwidth
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, 
privacy masks (Up to 24)
Scheduled profile settings
Defog

Audio input/output (full duplex)
AAC, G.711, G.726
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

SD8364E 
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Speed Dome 
Network Camera

D1 • 18x/36x Zoom • NEMA 4X • IP66 • 
Extreme Weatherproof • PoE Plus

• D1 SONY Exview HAD CCD Sensor
• 30 fps @ D1
• 18x / 36x Zoom Lens
• WDR Pro for Unparalleled Visibility in High Contrast Environments
• Removable IR-cut Filter for Day & Night Function 
• 360° Continuous Pan and 220° Tilt
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• Weather-proof IP66-rated and NEMA4X Housing
• -40°C ~ 55°C Wide Temperature Range for Extreme Weather Conditions
• Audio Detection for Instant Alerts
• Auto tracking for Moving Objects
• Built-in 802.3at Compliant PoE Plus
• 3D Privacy Masks for Additional Protection
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage

SD83x4/x6E

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=SD83x6E
http://youtu.be/-mpYQURnJvg
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=SD83x4E
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Technical Specifications Dimensions

Accessories

Mounting Kits 

Users
Protocols

Interface
ONVIF

Video Motion Detection
Auto-Tracking

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection
Auto-tracking on moving object

205 mm 316 mm

391 mm 321 mm

Mounting Kit PoE

AM-116 AP3001

AM-118 AM-519

AM-231

AP-331

Power Adapter

AA-341

Others

AC-212 AC-111

AM-221

AM-311 AM-411

AM-103 AO-001 IPD-USB

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, periodical trigger, system boot, 
recording notification, camera tampering detection, audio detection 
Event notification using digital output, HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input
Digital input*4
Digital output*2
RS-485 for PTZ control (PelcoD protocol, Baud rate 2400)
System power and status indicator
PoE Plus (IEEE 802.3at compliant)
High Power PoE
AC 24V
PoE Plus:
Max. 19W
AC 24V:
Max. 48W (heater on)
Max. 19W (heater off)
High Power PoE:
Max. 48W (heater on)
Max. 19W (heater off)
Ø: 205 mm x 321 mm 
Net: 3,660 g
Weather-proof IP66- and NEMA 4X-rated housing
CE, FCC Class A, VCCI, C-tick, NEMA 4X
-5°C ~ 55°C (PoE Plus)
-40°C ~ 55°C (AC 24V)
-40°C ~ 55°C (High Power PoE)
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel recording software
Wall mount bracket, screws, waterproof connectors, terminal blocks, 
Ethernet cable, quick installation guide, warranty card, alignment 
sticker, T25 star driver, software CD, desiccant bag, ground wire

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution

Lens Type

Focal Length

Aperture

Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Speed
Pan Range
Tilt Speed
Tilt Range
Preset Locations
Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

SD8314E/SD8324E (18x zoom)
SD8316E/SD8326E (36x zoom)

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/4" Progressive CCD
720x480/NTSC (SD8314E/16E)
720x576/PAL (SD8324E/26E)
18x Optical Zoom (SD8314E/24E)
36x Optical Zoom (SD8316E/26E)
Auto Focus
f = 4.1 ~ 73.8 mm (SD8314E/24E) 
f = 3.4 ~ 122.4 mm (SD8316E/26E)
F1.4 ~ F3.0 (SD8314/24E)
F1.6 ~ F4.5 (SD8316/26E)
DC-iris
SD83x4E:
3° ~ 48° (Horizontal) 
2° ~ 37° (Vertical) 
4° ~ 58° (Diagonal) 
SD83x6E:
2° ~ 58° (Horizontal) 
1° ~ 44° (Vertical) 
2° ~ 70° (Diagonal) 
1 sec. to 1/10,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.01 Lux @ F1.4, 50IRE (Color) 
0.001 Lux @ F1.4, 50 IRE (B/W) (SD8314E/24E)
0.01 Lux @ F1.6, 50IRE (Color)
0.001 Lux@F1.6, 50 IRE (B/W) (SD8316E/26E)
0.05° ~ 450° / sec
360 endless
0.05° ~ 450° / sec
220° (-110° ~ +110°)
256 preset locations, 40 presets per tour
48x digital zoom (4x on IE plug-in, 12x built-in)
Auto pan mode
Auto patrol mode
SD/SDHC/SDXC card slot

H.264, MJPEG, MPEG-4 
30 fps @ 720x480 (SD8314E/16E) 
25 fps @ 720x576 (SD8324E/26E)
In all compression modes
4 simultaneous streams
Above 48 dB
72 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast,  sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks 
(Up to 24)
Scheduled profile settings
Electrical Image Stabilizer (SD8316E/26E)

Two-way Audio (full duplex)
GSM-AMR, AAC, G.711, G.726
External microphone input
External line output

AM-117

AM-711 AM-114

SD83x4/x6E
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Fixed
Network Camera

1.3MP • WDR Pro II • 3DNR • Low Lux • Remote Back Focus 
• EIS • P-iris • 60 fps • Snapshot Focus

• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024

   60 fps @ 1280x1024 (one-stream mode only)

• Motorized, P-iris Lens

• 3D Noise Reduction for Low-light Conditions

• WDR Pro II (140dB) to Provide Extreme Visibility in High Light Contrast Scenes

• RBF System to assist for Precise Focus Adjustment

• Two-way Audio

• Supreme Night Visibility

• Snapshot Focus

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

IP8155HP

http://youtu.be/5LZ2Lzvtacg
http://youtu.be/-36l5u3QnB0
http://www.vivotek.com/ip8155hp/
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Technical Specifications Dimensions

Accessories

Enclosure Mounting Kit

AE-211 / AE-232 / AE-233 AM-311

AM-411

70 mm
210 mm

157 mm

63
 m

m

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RBF (Remote Back Focus)
RJ-45 for Network/PoE connection
Audio input/output
BNC Video Output
AC 24V power input
DC 12V power input
Digital input*3
Digital output*1
RS485
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
DC Max. 8.3W
AC Max. 14.4W
PoE Max.10.1W
210 mm (D) x 70 mm (W) x 63 mm (H)
Net: 623 g
CE, LVD, FCC Class B, VCCI, C-Tick, UL
Starting Temperature: 0°C ~ 50°C (32°F ~ 122°F)
Working Temperature: -10°C ~ 50°C (14°F ~ 122°F)
36 months

Microsoft Windows 8/7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
Quick installation guide, warranty card, lens, camera stand, 
screw pack

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Auto-iris

Field of View

Shutter Time

WDR Technology

Day/Night

Minimum Illumination

Pan/tilt/zoom 

Functionalities

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

Audio Capability

Compression

Interface

System Information

Camera Features

Video

Audio

IP8155HP

Multimedia SoC (System-on-Chip)

256 MB

384MB

1/3" Progressive CMOS

1280x1024 (1.3MP)

Vari-focal

f = 2.8 ~ 8 mm

F1.2 ~ F1.95

P-iris (DC-iris reserved) 

36° ~ 106° (Horizontal) 

29° ~ 84° (Vertical)

46° ~ 140° (Diagonal)

1/5 sec. to 1/10,000 sec.

WDR Pro II

Removable IR-cut filter for day & night function

0.03 Lux @ F1.2 (Color)

0.001 Lux @ F1.2 (B/W)

ePTZ:

48x digital zoom (4x on IE plug-in,12x built in)

SD/SDHC/SDXC card slot

H.264, MJPEG

30 fps @ 1280x1024

in both compression mode 

60 fps @ 1280x1024

in one-stream mode only

2 simultaneous streams

64 dB

140 dB

Adjustable resolution, quality and bitrate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, 

white balance, exposure control, gain, backlight 

compensation, privacy masks, Scheduled profile settings

3D Noise Reduction, EIS, Video Rotation, Snapshot Focus

Two-way audio (full duplex)

AAC, G.711, G.726 

External microphone input 

Audio output

 

Users

Protocols

Interface

ONVIF

Network
 

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

IP8155HP
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Fixed
Network Camera

2MP • WDR Pro • 3DNR • Remote Back Focus • 
EIS • P-iris • 60 fps • Snapshot Focus

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080 

   60 fps @ 1920x1080 (one-stream mode only)

• Motorized, P-iris Lens

• 3D Noise Reduction for Low-light Conditions

• WDR Pro (100dB) to Provide Extreme Visibility in 

   High Light Contrast Scenes

• RBF Design to Assist for Precise Focus Adjustment

• EIS (Electronic Image Stabilization) to Control Image Stability

• Two-way Audio

• Snapshot Focus

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

IP8165HP

http://www.vivotek.com/ip8165hp/
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Technical Specifications Dimensions

Accessories

Enclosure Mounting Kit

AE-211 / AE-232 / AE-233 AM-311

AM-411

70 mm
210 mm

157 mm

63
 m

m

 

Users

Protocols

Interface

ONVIF

Network
 

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RBF (Remote Back Focus)
RJ-45 for Network/PoE connection
Audio input/output
BNC Video Output
AC 24V power input
DC 12V power input
Digital input*3
Digital output*1
RS485
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
DC Max. 8.3W
AC Max. 14.4W
PoE Max.10.1W
210 mm (D) x 70 mm (W) x 63 mm (H)
Net: 623g
CE, LVD, FCC Class B, VCCI, C-Tick, UL
Starting Temperature: 0°C ~ 50°C (32°F ~ 122°F)
Working Temperature: -10°C ~ 50°C (14°F ~ 122°F)
36 months

Microsoft Windows 8/7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
Quick installation guide, warranty card, lens, camera stand, 
screw pack

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Auto-iris

Field of View

Shutter Time

WDR Technology

Day/Night

Minimum Illumination

Pan/tilt/zoom 

Functionalities

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

Audio Capability

Compression

Interface

System Information

Camera Features

Video

Audio

IP8165HP

Multimedia SoC (System-on-Chip)

256 MB

384MB

1/2.8" Progressive CMOS

1920x1080(2MP) 

Vari-focal

f = 2.8 ~ 8 mm

F1.2 ~ F1.95

P-iris ( DC-iris reserved) 

40° ~ 122° (Horizontal) 

23° ~ 69° (Vertical)

45° ~ 104° (Diagonal)

1/5 sec. to 1/10,000 sec.

WDR Pro

Removable IR-cut filter for day & night function

0.17 Lux @ F1.2 (Color)

0.001 Lux @ F1.2 (B/W)

ePTZ:

48x digital zoom (4x on IE plug-in,12x built in)

SD/SDHC/SDXC card slot

H.264, MJPEG

30 fps @ 1920x1080

in both compression mode

60 fps @ 1920x1080

in one-stream mode only

2 simultaneous streams

62dB

100dB

Adjustable resolution, quality and bitrate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, 

white balance, exposure control, gain, backlight 

compensation, privacy masks, Scheduled profile settings

3D Noise Reduction, EIS, Video Rotation, Snapshot Focus

Two-way audio (full duplex)

AAC, G.711, G.726 

External microphone input 

Audio output

IP8165HP
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Fixed
Network Camera

5MP • Full HD • Focus Assist

• 5-Megapixel CMOS Sensor

• 30 fps @ 1080p Full HD

• 2.8 ~ 12 mm Vari-focal, DC-iris Lens (IP8172)

• 3.5 ~ 10 mm Vari-focal, P-iris Lens (IP8172P)

• Removable IR-cut Filter for Day & Night Function

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• WDR Enhancement for Improved Clarity in High Contrast Environments

• Built-in Focus Assist Button for Precise Focus Adjustment

• Built-in 802.3af Compliant PoE

• Built-in SD/SDHC/SDXC Card Slot for On-board Storage

IP8172/72P

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8172P
http://youtu.be/dOniMvwAtIk
http://youtu.be/9iQioimHNWE
http://www.vivotek.com/web/product/productdetail.aspx?model=ip8172
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Technical Specifications Dimensions

Accessories

72 mm 158 mm
218 mm

62
 m

m

• IP8172

• IP8172P
72 mm

62
 m

m

217 mm
158 mm

Enclosure Mounting Kit

AE-211 / AE-232 / AE-233 SP-702A

PoE PoE

POE-IJ-1748NDN AA-221 / AA-222

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Auto-iris

Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom Functionalities

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

IP8172 (DC-iris)
IP8172P (P-iris)

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.5" Progressive CMOS
2560x1920
Vari-focal, CS Mount
f = 2.8 ~ 12 mm (IP8172)
f = 3.5 ~ 10 mm (IP8172P)
F1.2 (wide) ~ F2.5 (tele) (IP8172)
F1.6 (wide) ~ F2.7(tele) (IP8172P)
DC-iris (IP8172)
P-iris (IP8172P)
IP8172:
28.2° ~ 115.3° (horizontal) 
21.3° ~ 84.2° (vertical) 
35.5° ~ 150.2° (diagonal) 
IP8172P:
32.9° ~ 92.5° (horizontal) 
24.2° ~ 67.9° (vertical) 
40.3° ~ 118.8° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
IP8172:
0.02 Lux @ F1.2 (Color)
0.001 Lux @ F1.2 (B/W)
IP8172P:
0.05 Lux @ F1.6 (Color)
0.001 Lux @ F1.6 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
SD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
10 fps at 2560x1920 
30 fps at 1920x1080
MPEG-4:
10 fps at 1920x1536
25 fps at 1920x1080
MJPEG:
13 fps at 2560x1920 
30 fps at 1920x1080
3 simultaneous streams
Above 60 dB
57 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks
Scheduled profile settings

Audio input/output (full duplex)
GSM-AMR, AAC, G.711
Built-in microphone
External microphone input
External line output
5 meters

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions

Weight

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm and Event

General

System Requirements

Included Accessories

Network

Intelligent Video

Video motion detection, manual trigger, digital input, periodical 
trigger, system boot, recording notification, camera tampering 
detection 
Event notification using digital output, HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

Focus assist button and OSD
RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
Video output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
RS485*1
System power and status indicator
24V AC
12V DC
IEEE 802.3af PoE Class 3
IP8172:
Max. 4.87 W (DC 12V) 
Max. 7 W (AC 24V) 
Max. 6.8 W (PoE)
IP8172P:
Max. 5.2 W (DC 12V) 
Max. 7 W (AC 24V) 
Max 6.9 W (PoE)
218 mm (D) x 72 mm (W) x 62 mm (H) (IP8172)
217 mm (D) x 72 mm (W) x 62 mm (H) (IP8172P)
Net: 702 g (IP8172)
Net: 710.5 g (IP8172P)
CE, LVD, FCC Class A, VCCI, C-Tick
Starting Temperature: 0°C ~ 50°C (32°F ~ 122°F)
Working Temperature: -10°C ~ 50°C (14°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 
ST7501 32-channel recording software
CS-mount lens, quick installation guide, warranty card, stand, 
L-type hex key wrench

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

IP8172/72P
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Mini-Box
Network Camera

3MP • Compact Size • WDR Pro

• 3-Megapixel CMOS Sensor
• 20 fps @ 2048x1536; 30 fps @ 1920x1080
• Vari-focal (f = 2.8 ~ 8 mm), P-iris Lens
• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)
• WDR Pro for Unparalleled Visibility in High Contrast Environments
• Two-way Audio
• Removable IR-cut Filter for Day and Night Function
• Built-in IEEE 802.3af Compliant PoE
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage
• Compact Design

IP8173H

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8173H
http://youtu.be/womUHPYQnjk
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Technical Specifications

Accessories

Accessories

Mounting Kit Mounting Kit

POE-IJ-1748NDN

80 mm

70 m
m

101 mm

39 mmCPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/3" Progressive CMOS
2048x1536
Vari-focal
f = 2.8 ~ 8 mm 
F1.2 (wide) ~ F1.95 (tele)
P-iris 
46° ~ 94° (horizontal)
35° ~ 70° (vertical)
58° ~ 113° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.18 Lux @ F1.2, 50 IRE (Color)
0.001 Lux @ F1.2, 50 IRE (B/W) 
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in) 
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264:
20 fps at 2048x1536
30 fps at 1920x1080
MPEG-4: 
20 fps at 1920x1536
30 fps at 1920x1080
MJPEG: 
20 fps at 2048x1536
30 fps at 1920x1080
3 simultaneous streams
Above 50 dB
100 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving 
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (full duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output 

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions

Weight

Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Users
Protocols

Interface
ONVIF

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Network

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Audio input
Audio output
RS485*1
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 4.4W
39 mm (D) x 80 mm (W) x 70 mm (H) (body only)
101 mm (D) x 80 mm (W) x 70 mm (H) (with lens)
178 g (body only)
246 g (with lens)
CE, LVD, FCC Class B, VCCI, C-Tick, UL
0°C ~ 50°C (32°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, free 32-channel VMS ST7501
Quick installation guide, warranty card, lens, camera 
stand, screw pack

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

AE2000
Infrared illuminator enclosure (With T bracket)

AE-233
Camera enclosure with heater and fan (input AC 24V)

AE-211
Camera enclosure with fan

AE-232
Camera enclosure with heater and fan

AE-201
Indoor camera enclosure with transparent cover

AE-202
Indoor camera enclosure with smoke cover

AE-251
Outdoor dome housing with transparent cover

AE-252
Outdoor dome housing with smoke cover

IP8173H
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Fixed
Network Camera

1.3MP • Compact Size • Supreme Night Visibility

• 1.3-Megapixel CMOS Sensor

• Compact Design

• Real-time H.264 and MJPEG Compression (Dual Codec)

• 30fps @ 1280x1024

• Supreme Night Visibility

• Two-way Audio

• Removable IR-cut Filter for Day and Night Function

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• WDR Enhancement to Provide Extreme Visibility in High Light Contrast Scenes

IP8152/52-F4

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8152
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Technical Specifications Dimensions

Accessories

• IP8152

• IP8152-F4 52 mm

80 mm

80 mm

70 m
m

70 m
m

39 mm

88 mm

39 mm

Enclosure

AE-211 / AE-232 / AE-233 AE2000

AE-201 AE-202

AE-252 AE-251

Lens PoE

AL-231 POE-IJ-1748NDN

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions

Weight

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Audio input
Audio output
RS485*1
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 3.4W
39mm (D) x 80mm (W) x 70mm (H) (Body only)
88mm (D) x 80mm (W) x 70mm (H) (IP8152)
52mm (D) x 80mm (W) x 70mm (H) (IP8152-F4)
176 g (Body only)
233 g (IP8152 with lens)
202 g (IP8152-F4 with lens)
CE, LVD, FCC Class B, VCCI, C-Tick
Starting Temperature: 0°C ~ 50°C (32°F ~ 122°F)
Working Temperature: -10°C ~ 50°C (14°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, lens, camera 
stand, screw pack

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type

Focal Length

Aperture

Auto-iris

Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Users
Protocols

Interface
ONVIF

System Information

Camera Features

Video

Audio

Network

IP8152 (Vari-focal)
IP8152-F4 (Fixed-focal)

Multimedia SoC (System-on-Chip)
16 MB
256 MB

1/3" Progressive CMOS
1280x1024
Vari-focal (IP8152)
Fixed-focal (IP8152-F4)
f = 3.3 ~ 12 mm (IP8152)
f = 4 mm (IP8152-F4)
F1.4 (wide), F2.4 (tele) (IP8152)
F1.6 (IP8152-F4)
DC-iris (IP8152)
Fixed-iris (IP8152-F4)
IP8152:
34° ~ 74° (horizontal)
25° ~ 60° (vertical)
40° ~ 95° (diagonal)
IP8152-F4:
76° (horizontal)
60° (vertical)
99° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
IP8152:
0.11 Lux @ F1.4 (Color)
0.001 Lux @ F1.4 (B/W)
IP8152-F4:
0.12 Lux @ F1.6 (Color)
0.001 Lux @ F1.6 (B/W)
ePTZ:48x digital zoom (4x on IE plug-in, 12x built-in)
Micro SD/SDHC/SDXC card slot

H.264 & MJPEG
H.264: 30 fps at 1280x1024
MJPEG: 30 fps at 1280x1024
2 simultaneous streams
Above 58 dB
67 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks
Scheduled profile settings

Audio input/output (full duplex)
G.711
External microphone input
External line output

Live viewing for up to 10 clients
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 
IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, 
QoS, SNMP, 802.1X
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

IP8152/52-F4
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Bullet Network Camera

2MP • 30M IR • Smart IR • IP66 • Cable Management • 
Smart Stream • PoE Extender • Low Light

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• 2.8 ~ 12 mm Vari-focal, P-iris Lens, Remote Focus (IB8367-T/-RT)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Real-time H.264, and MJPEG Compression

• Two-way Audio

• WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments

• Weather-proof IP66-rated Housing

• 3D Noise Reduction

• Smart IR Technology to Avoid Overexposure

• Embedded PoE Extender Design to Support both PoE Input & Output (IB8367-R/-RT)

• SNV (Supreme Night Visibility)

IB8367/67-R
IB8367-T/67-RT

http://www.vivotek.com/ib8367/
http://www.vivotek.com/ib8367-t/
http://www.vivotek.com/ib8367-r/
http://www.vivotek.com/ib8367-rt/
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Mounting Kit

AM-411

AM-311

AM-711

IB8367/67-R

IB8367-T/67-TR

Models IB8367 
IB8367-R 
IB8367-T 
IB8367-RT

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128MB

RAM 256MB

Camera Features

Image Sensor 1/2.8” Progressive CMOS 

Maximum Resolution 1920x1080 (2MP)

Lens Type Vari-focal

Focal Length f = 2.8 ~ 12 mm

Aperture F1.8 ~ F2.85

Auto-iris P-Iris

Field of View IB8367/-R 
30° ~ 98° (Horizontal)  
21° ~ 54° (Vertical)  
40° ~ 121° (Diagonal) 
IB8367-T/-RT 
45° ~ 103° (Horizontal)  
25° ~ 56° (Vertical)  
54° ~ 128° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Enhanced

Day/Night Removable IR-cut filter for day & night function

Minimum Illumination 0.06 Lux @ F1.8 (Color)
0.001 Lux @ F1.8 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built in)

IR Illuminators Built-in IR illuminators, effective up to 30 meters 
with Smart IR 
IR LED*6  

On-board Storage SD/SDHC/SDXC card slot

Video

Compression H.264 & MJPEG

Maximum Frame Rate 30 fps @ 1920x1080 
In both compression modes

Maximum Streams 3 simultaneous streams

S/N Ratio Above 58 dB

Dynamic Range 60.37 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings Adjustable image size, quality and bit rate, Time stamp, text overlay, flip & mirror, Configurable 
brightness, contrast, saturation, sharpness, white balance, exposure control, gain, backlight 
compensation, privacy masks, Scheduled profile settings, Seamless recording, smart stream, 3D 
Noise Reduction

Audio

Audio Capability Audio input /output (full duplex)

Compression G.711, G.726 

Interface External microphone input 
External line output

Network

Users Live viewing for up to 10 clients 

Protocols IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection, audio detection

Alarm Events Event notification using digital output, HTTP, SMTP, FTP and NAS server, SD Card  
File upload via HTTP, SMTP, FTP, NAS server and SD card 

General

Smart Focus System Manual focus 
Remote Focus (IB8367-T/-RT)

Connectors RJ-45 cable connector for Network/PoE connection 
RJ-45 cable connector for PoE output (IB8367-R/-RT) 
Audio input 
Audio output 
DC 12V power input (IB8367/-T) 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input IB8367/67-T 
DC 12V 
IEEE 802.3af PoE Class 3 
IB8367-R/67-RT 
IEEE 802.3at, UPoE

Power Consumption IB8367 
Max: 8.6 W (DC12V) 
Max: 9.7 W (PoE) 
IB8367-R 
Max: 10 W (PoE) 
IB8367-T 
Max: 11 W (DC12V) 
Max: 11.6 W (PoE) 
IB8367-RT 
Max:12.6 W (PoE)

Dimensions Ø: 82 x 283 mm

Weight Net: 920 g 
Net: 985 g (IB8367-R/-RT)

Casing Weather-proof IP66-rated housing

Safety Certifications CE, LVD, FCC Class A, VCCI, C-Tick, UL

Operating Temperature Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/8/Vista/XP/2000

Web Browser Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7.x, 8.x, 9.x,10.x 

Other Players VLC: 1.1.11 or above 
Quicktime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel recording software

Others Quick installation guide, warranty card, sun shield, wall mount 
bracket, alignment sticker/desiccant bag, waterproof connector, 
screw pack

Technical Specifications Dimensions

Accessories

116 mm

Ø
82 m

m

283 mm

116 m
m
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Bullet
Network Camera

5MP • 30M IR • Smart Focus System •
IP67 • Cable Management

• 5-Megapixel CMOS Sensor
• 30 fps @ 1080p Full HD
• 3.79 ~ 9 mm Vari-focal, DC-iris Lens
• Removable IR-cut Filter for Day & Night Function
• Built-in IR Illuminators, Effective up to 30 Meters
• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)
• WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments
• Smart Focus System for Remote and Precise Focus Adjustment
• Weather-proof IP67-rated Housing
• Built-in 802.3af Compliant PoE
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage
• Mounting Bracket with Cable Management for Protected Installation

IP8372

http://youtu.be/45EwIqd_yJ8?hd=1
http://www.vivotek.com/web/product/productdetail.aspx?model=ip8372
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Technical Specifications Dimensions

Accessories

Ø
85

 m
m

90
 m

m

205 mm

204 mm

234 mm

120 m
m

256 m
m

Mounting Kit PoE

AM-411 POE-IJ-1748NDN

AM-311

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.5" Progressive CMOS
2560x1920
Vari-focal
f = 3.79 ~ 9 mm
F1.8 (wide), F3.4 (tele)
DC-iris
35.45° ~ 73° (horizontal)
26.69° ~ 54.77° (vertical)
43.99° ~ 90.91° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.03 Lux @ F1.8, 50 IRE (Color)
0.001 Lux @ F1.8, 50 IRE (B/W)
ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built in)
Built-in IR illuminators, effective up to 30 meters
IR LED*24, High Power IR LED*2
MicroSD/SDHC/SDXC card slot

H.264, MJPEG & MPEG-4 
H.264: 
10 fps at 2560x1920 
30 fps at 1920x1080
MPEG-4:
10 fps at 1920x1536
25 fps at 1920x1080
MJPEG:
13 fps at 2560x1920 
30 fps at 1920x1080
3 simultaneous streams
Above 61 dB
57 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (full duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focal & focus control
RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input
DC 12V power inout
Digital input*2
Digital output*1
System power and status indicator
24V AC12V DC
IEEE 802.3af PoE Class 3
Max. 9.8 W (DC 12V) 
Max. 11.6 W (AC 24V) 
Max 11.8 W  (PoE)
Ø: 85 mm x 205 mm
Net: 1750 g
Weather-proof IP67-rated housing
CE, C-Tick, FCC Class A, LVD, UL, VCCI
Starting Temperature: -20°C ~ 50°C  (-4°F ~ 122°F)
Working Temperature: -30°C ~ 50°C (-22°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, sun shield, wall 
mount bracket, waterproof connector for RJ45
Ethernet enclosure, alignment sticker / desiccant bag, 
waterproof connector

IP8372
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Bullet
Network Camera

3MP • 30M IR • Smart Stream • Smart Focus System 
• IP67 • Smart IR • WDR Pro • 3DNR

• 3-Megapixel CMOS Sensor
• 20 fps @ 2048x1536 
• Motorized, P-iris Lens
• Smart IR Technology to Avoid Overexposure
• Built-in IR Illuminators, Effective up to 30 Meters
• Mounting Bracket with Cable Management for Protected Installation
• Smart Stream
• 3D Noise Reduction
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage
• WDR Pro for Unparalleled Visibility in Extremely Bright and Dark Environments
• Smart Focus System for Remote and Precise Focus Adjustment
• Two-way Audio
• Weather-proof IP67-rated Housing

IB8373-EH

http://www.vivotek.com/ib8373-eh/
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Mounting Kit

AM-523

IB8373-EH

Technical Specifications Dimensions

Accessories

Model IB8373-EH

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128 MB

RAM 256 MB

Camera Features

Image Sensor 1/3" Progressive CMOS

Maximum Resolution 2048x1536 

Lens Type Vari-focal, remote focus

Focal Length f = 2.8 ~ 12 mm 

Aperture F1.8 ~ F2.85 

Auto-iris P-iris 

Field of View
29.5° ~ 86.3° (Horizontal) 
22.1° ~ 63.3° (Vertical) 
37.2° ~ 114.5° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Pro 

Day/Night
Removable IR-cut filter for day & night function 
Smart IR Technology to Avoid Overexposure

Minimum Illumination
0.33 Lux @ F1.8 (Color) 
0.001 Lux @ F1.8 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built-in)

IR Illuminators
Built-in IR illuminators, effective up to 30 meters 
IR LED*12 with Smart IR Technology

On-board Storage SD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG

Maximum Frame Rate

H.264:  
20 fps @ 2048x1536  
30 fps @ 1920x1080 
MJPEG: 
20 fps @ 2048x1536  
30 fps @ 1920x1080

Maximum Streams 3 simultaneous streams

S/N Ratio Above 62 dB

Dynamic Range 100 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings

Adjustable image size, quality and bit rate 
Time stamp, text overlay, flip & mirror  
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks, Scheduled profile settings 
3D Noise Reduction, Smart Stream 
Seamless recording, new text on video, SD recording 1HR

Audio

Audio Capability Audio input/output (full duplex)

Compression AAC, G.711, G.726

Interface External microphone input and output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers
Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection 

Alarm Events
Event notification using HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Smart Focus System Remote focus

Connectors

RJ-45 for Network/PoE connection 
Audio input 
Audio output 
AC 24V power input 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input
DC 12V 
AC 24V  
IEEE 802.3af PoE Class 3

Power Consumption
DC: Max.12.24 W (Heater on), 9.5W (Heater off) 
AC: Max. 13.11 W (Heater on), 10.1W (Heater off)    
PoE: Max. 9.5 W

Dimensions Ø: 91 mm x 221 mm

Weight
Net: 1,314 g (Body only)
Net: 1,911 g (With stand and sunshield)

Casing Weather-proof IP67-rated housing

Safety Certifications CE, LVD, FCC Class A, VCCI, C-Tick, UL

Operating Temperature
Starting Temperature: -40°C ~ 50°C  (PoE: -10°C ~ 50°C) 
Working Temperature: -50°C ~ 50°C  (PoE: -20°C ~ 50°C)

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7/8/9/10

Other Players
VLC: 1.1.11 or above 
QuickTime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, free ST7501 32-channel VMS

Others
Quick installation guide, warranty card, sun shield, wall mount bracket, waterproof  RJ45 Ethernet 
enclosure, alignment sticker, desiccant bag, waterproof connector

97 mm 221 mm

221 m
m

296 mm

91
 m

m
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Bullet
Network Camera

3MP • 1080p 60 fps • 30M IR • Smart Stream •  
Smart Focus System • IP67 • Cable Management • SNV

• 3-Megapixel CMOS Sensor
• 30 fps @ 2048x1536; 60 fps @ 1920x1080
• Motorized, P-iris Lens
• Removable IR-cut Filter for Day & Night Function
• Built-in IR Illuminators, Effective up to 30 Meters
• Supreme Night Visibility
• Smart Stream
• 3D Noise Reduction
• Real-time H.264 and MJPEG Compression (Dual Codec)
• -50°C ~ 50°C Wide Temperature Range for Extreme Weather Conditions (IP8371E)
• Smart Focus System for Remote and Precise Focus Adjustment
• Weather-proof IP67-rated Housing
• Built-in 802.3af Compliant PoE
• Built-in SD/SDHC/SDXC Card Slot for On-board Storage
• Mounting Bracket with Cable Management for Protected Installation
• Video Rotation for Corridor View

IP8371/71E

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8371E
http://youtu.be/DD_VKCtYnms
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Technical Specifications Dimensions

Accessories

AM-411

AM-311

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

97 mm 221 mm

221 m
m

296 mm

91
 m

m

Mounting Kit

AM-711

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
256 MB
512 MB

1/2.8" Progressive CMOS
2048x1536 
Vari-focal, remote focus
f = 3 ~ 9 mm 
F1.2 (wide) ~ F2.3 (tele)
P-iris 
36° ~ 82° (horizontal)
27° ~ 62° (vertical)
44° ~ 107° (diagonal)
1/5 sec. to 1/8,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.1 Lux @ F1.2 (Color)
0.001 Lux @ F1.2 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 30 meters
IR LED*4
SD/SDHC/SDXC card slot

H.264, MJPEG  
H.264: 
30 fps at 2048x1536 
60 fps at 1920x1080

MJPEG:
30 fps at 2048x1536  
60 fps at 1920x1080

4 simultaneous streams
Above 62 dB
59 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate Time stamp, text overlay, 
flip & mirrorConfigurable brightness, contrast, saturation, sharpness, 
white balance, exposure control, gain, backlight compensation, 
privacy masks, Scheduled profile settings 3D Noise Reduction, 
Smart Stream, Seamless Recording, Audio Detection, 
Video Rotation

Audio input/output (full duplex)
AAC, G.711, G.726
External microphone input
External line output

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight

Casing
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus & easy focus
RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
Analog video output
System power and status indicator
DC 12V
AC 24V 
IEEE 802.3af PoE Class 3
IP8371
DC: Max.12 W
AC: Max. 14.1 W
PoE: Max. 11 W
IP8371E
DC: Max.26 W (Heater on), 7.5 W (Heater off)
AC: Max. 27 W (Heater on), 7.7 W (Heater off)
PoE: Max. 11 W
Ø: 91 mm x 221 mm
Net: 1,335g (IP8371E) 
1291.5g (IP8371)
Weather-proof IP67-rated housing
CE, LVD, FCC Class A, VCCI, C-Tick, UL
IP8371
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

IP8371E
Starting Temperature: -40°C ~ 50°C  
( PoE: -10°C ~ 50°C )
Working Temperature: -50°C ~ 50°C 
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, free ST7501 32-channel VMS
Quick installation guide, warranty card, sun shield, wall 
mount bracket, waterproof  RJ45 Ethernet enclosure, 
alignment sticker, desiccant bag, waterproof connector

IP8371/71E
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Bullet
Network Camera

2MP • WDR Pro • 30M IR • Smart IR • 
3DNR • Smart Focus System • IP67

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

   60 fps @ 1920x1080 (one-stream mode only)

• Motorized P-iris Lens 

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro (100dB) to Provide Improved Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

• Weather-proof IP67-rated Housing

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

IP8365H/65EH
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Technical Specifications Dimensions

Accessories

Mounting Kit

97 mm 221 mm

221 m
m

296 mm

91
 m

m

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight

Casing
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus 
RJ-45 for Network/PoE connection
Audio input/output
TV out
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
IP8365H:
DC Max. 11 W 
AC Max. 24.4 W
PoE Max. 11 W 
IP8365EH:
DC Max. 30 W (Heater on), 8 W (Heater off)
AC Max. 30 W (Heater on), 8.8 W (Heater off)
PoE Max. 11 W
Ø: 91mm x 221mm
Body only
Net: 1,314g (IP8365EH), 1,270g (IP8365H)
With stand and sunshield
Net: 1,911g (IP8365EH), 1,867g (IP8365H)
Weather-proof IP67-rated housing
CE, LVD, FCC Class A, VCCI, C-Tick, UL
IP8365H
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

IP8365EH
Starting Temperature:  -40°C ~ 50°C 
( PoE: -10°C ~ 50°C )
Working Temperature:  -50°C ~ 50°C 
36 months 

Microsoft Windows 8/7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, sun shield, wall 
mount bracket, waterproof  RJ45 Ethernet enclosure, 
alignment sticker, desiccant bag, waterproof connector

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

IP8365H/65EH

Multimedia SoC (System-on-Chip)
256 MB
384MB

1/2.8" Progressive CMOS
1920x1080 (2MP) 
Vari-focal, Remote Focus
f = 3 ~ 9 mm
F1.2 ~ F2.3
P-Iris
39° ~ 89° (Horizontal) 
22° ~ 49° (Vertical)
44° ~ 103° (Diagonal)
1/5 sec. to 1/10,000 sec.
WDR Pro 
Removable IR-cut filter for day & night function
Smart IR Technology to avoid overexposure
0.11 Lux @ F1.2 (Color)
0.001 Lux @ F1.2 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 30 meters
IR LED*4, with Smart IR Technology
SD/SDHC/SDXC card slot

H.264, MJPEG
 30 fps @ 1920x1080
 60 fps @ 1920x1080 (one-stream mode only)
In both compression modes
2 simultaneous streams
62db 
100dB
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror
configurable brightness, contrast, saturation, sharpness, 
white balance, exposure control, gain, backlight 
compensation, privacy masks, scheduled profile 
settings, 3D Noise Reduction, EIS, Video Rotation

Two-way audio (full duplex)
AAC, G.711, G.726
External microphone input 
Audio output

Users
Protocols

Interface
ONVIF

Network

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

AM-311

AM-711

AM-411

IP8365H/65EH
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Bullet
Network Camera

1.3MP • WDR Pro II • 30M IR • Smart IR 
• 3DNR • SNV • IP67

• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024

  60 fps @ 1280x1024 (one-stream mode only)

• Motorized P-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro II (140dB) to Provide Extreme Visibility in Extremely Bright and Dark Environments

• Weather-proof IP67-rated Housing

• Supreme Night Visibility

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

IP8355H/55EH
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Technical Specifications Dimensions

Accessories

Mounting Kit

97 mm 221 mm

221 m
m

296 mm

91
 m

m

Users
Protocols

Interface
ONVIF

Network

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

AM-311

AM-411

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight

Casing
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus 
RJ-45 for Network/PoE connection
Audio input/output
TV out
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
IP8355H:
DC Max. 11 W 
AC Max. 24.4 W
PoE Max. 11 W 
IP8355EH:
DC Max. 30 W (Heater on), 8 W (Heater off)
AC Max. 30 W (Heater on), 8.8 W (Heater off)
PoE Max. 11 W
Ø: 85mm x 219mm
Body only
Net: 1,314g (IP8355EH), 1,270g (IP8355H)
With stand and sunshield
Net: 1,911g (IP8355EH), 1,867g (IP8355H)
Weather-proof IP67-rated housing
CE, LVD, FCC Class A, VCCI, C-Tick, UL
IP8355H
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

IP8355EH
Starting Temperature:  -40°C ~ 50°C 
( PoE: -10°C ~ 50°C )
Working Temperature:  -50°C ~ 50°C 
36 months

Microsoft Windows 8/7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, sun shield, wall 
mount bracket, waterproof  RJ45 Ethernet enclosure, 
alignment sticker, desiccant bag, waterproof connector

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

IP8355H/55EH

Multimedia SoC (System-on-Chip)
256 MB
384MB

1/3" Progressive CMOS
1280x1024 (1.3MP)
Vari-focal, Remote Focus
f = 3 ~ 9 mm
F1.2 ~ F2.3
P-iris
34° ~ 80° (Horizontal) 
27° ~ 62° (Vertical)
44° ~ 101° (Diagonal)
1/5 sec. to 1/10,000 sec.
WDR Pro II 
Removable IR-cut filter for day & night function
Smart IR Technology to avoid overexposure
0.04 Lux @ F1.2 (Color)
0.001 Lux @ F1.2 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 30 meters
IR LED*4, with Smart IR Technology
SD/SDHC/SDXC card slot

H.264, MJPEG
30 fps @ 1280x1024
60 fps @ 1280x1024 (one-stream mode only) 
In both compression modes
2 simultaneous streams
64db 
140dB
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror
configurable brightness, contrast, saturation, sharpness, 
white balance, exposure control, gain, backlight 
compensation, privacy masks, scheduled profile 
settings, 3D Noise Reduction, EIS, Video Rotation

Two-way audio (full duplex)
AAC, G.711, G.726 
External microphone input 
Audio output

IP8355H/55EH
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Bullet
Network Camera

 720p HD • WDR Pro • IP67 • P-iris

• 1-Megapixel CMOS Sensor

• 3 ~ 9 mm Vari-focal, P-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• WDR Pro for Unparalleled Visibility in High Contrast Environments

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• Weather-proof IP67-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Mounting Bracket with Cable Management for Protected Installation

IP8335H

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8335h
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-411 POE-IJ-1748NDN

AM-311

269 mm

108 m
m

76
 m

m

79 mm

81 mm

19
9 

m
m

．Board lens, vari-focal, f = 3 ~ 9 mm, F1.2 (wide), 
    F2.1 (tele), P-iris
．Removable IR-cut filter for day & night function

Lens

．85.7°~31.46° (horizontal)
．73.16°~25.4° (vertical)
．99.82°~39.67° (diagonal)

Field of View

．1/15 sec. to 1/25,000 sec.Shutter Time

．1/3" CMOS sensor in 1280x800 resolutionImage Sensor

．Built-in IR illuminators, effective up to 20 meters
．IR LED*12

IR Illuminators

．0.8 lux @ F1.2 (Color)
．0.001 lux @ F1.2 (B/W)

Minimum 
Illumination

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Simultaneous dual streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic 
    frame rate control
．Supports ePTZ for data efficiency
．Supports 3GPP mobile surveillance
．Frame rates:
    H.264: 
    Up to 30 fps at 1280x800 
    Up to 30 fps at 1280x720
    MPEG-4: 
    Up to 25 fps at 1280x800
    MJPEG:
    Up to 30 fps at 1280x800

Video

．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, 
    sharpness, white balance and exposure
．AGC, AWB, AES
．WDR Pro
．Focus assist (Networking)
．Automatic, manual or scheduled day/night mode
．Supports privacy masks

Image Settings

．Compression:
    GSM-AMR speech encoding, bit rate: 4.75 kbps to 
    12.2 kbps
    MPEG-4 AAC audio encoding, bit rate: 16 kbps to 
    128 kbps
    G.711 audio encoding, bit rate: 64 kbps, μ-Law or 
    A-Law mode selectable
．Interface:
    External microphone input
    Audio output
．Supports two-way audio
．Supports audio mute

Audio

．10/100 Mbps Ethernet, RJ-45
．ONVIF support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
    DDNS, PPPoE, CoS, QoS, SNMP, and 802.1X

Networking

．Triple-window video motion detection
．Tamper detection
．3 D/I and 1 D/O for external sensor and alarm
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

Alarm and Event 
Management

．MicroSD/SDHC card slot
．Stores snapshots and video clips

On-board Storage

．Muilti-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network 
    protection

Security

．Live viewing for up to 10 clientsUsers

．Camera: Ø 70 mm x 186 mm
．Cable length: 520 mm
．Cable diameter: Ø 7.2 mm; Max width: Ø 14 mm

Dimensions

．Net: 996 gWeight

．System power and status indicator
．System activity and network link indicator

LED Indicator

．Power consumption: 
    12V DC - Max. 6.6 W
    24V AC - Max. 8.6 W
．802.3af compliant Power-over-Ethernet (Class 3)

Power

．Weather-proof IP67-rated housingHousing

．CE, LVD, FCC, VCCI, C-TickApprovals

．Temperature: -20C° ~ 50°C (-4°F ~ 122°F)
．Humidity: 90% RH

Operating 
Environments

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 7.x or 
    above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Viewing System 
Requirements

．Mounting bracket with cable concealment
．RS-485 interface for scanners, pan/tilts
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Installation, 
Management, and 
Maintenance

．SDK available for application development and 
    system integration

Applications

．24 monthsWarranty

IP8335H
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Fixed Dome
Network Camera

5MP • Full HD • Smart Focus System

• 5-Megapixel CMOS Sensor

• 30 fps @ 1080p Full HD

• 3.6 ~ 9 mm Vari-focal, DC-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• WDR Enhancement for Unparalleled Visibility in Extremely Bright or Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

FD8372

http://youtu.be/V5lOLu4TOGQ?hd=1
http://www.vivotek.com/web/product/productdetail.aspx?model=fd8372


64

Technical Specifications Dimensions

Accessories

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m

Mounting Kit PoE

AM-214 POE-IJ-1748NDN

AM-221

AM-518

CPU
Flash
RAM
 

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage
 

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

 

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
128 MB
256 MB
 
 
1/2.5" Progressive CMOS
2560x1920
Vari-focal
f = 3.6 ~ 9 mm
F1.8 (wide), F3.4 (tele)
DC-iris
35.45° ~ 88.90° (horizontal)
26.69° ~ 67.01° (vertical)
43.99° ~ 111.00° (diagonal)
1/5 sec. to 1/32,000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
0.03 Lux @ F1.8, 50 IRE (Color)
0.001 Lux @ F1.8, 50 IRE (B/W)
ePTZ:
4x digital zoom (4x on IE plug-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*15
MicroSD/SDHC/SDXC card slot
 
 
H.264, MJPEG & MPEG-4 
H.264: 
10 fps at 2560x1920 
30 fps at 1920x1080
MPEG-4:
10 fps at 1920x1536
25 fps at 1920x1080
MJPEG:
13 fps at 2560x1920 
30 fps at 1920x1080
3 simultaneous streams
Above 61 dB
57 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings
 
 
Audio input/output (full duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Video Motion Detection
 

Alarm Triggers

Alarm Events

 
Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature
Warranty
 

Operating System
Web Browser

Other Players

 

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection
 
 
Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server
 
 
Remote focal & focus control
RJ-45 for Network/PoE connection
3.5mm phone jack*1 for audio input
3.5mm phone jack*1 for AV output (Audio & Video)
Terminal block*2 for AC 24V power input
Terminal block*4 for digital input*3
Terminal block*2 for digital output*1
MicroSD/SDHC card slot
System power and status indicator
24V AC
IEEE 802.3af PoE Class 3
PoE: 7.53 W
AC 24V: 7.20 W
Ø: 173 mm x 115 mm
Net: 1453 g
Vandal-proof IK10-rated metal housing
Weather-proof IP66-rated housing
CE, C-Tick, FCC Class A, LVD, UL, VCCI
-30°C ~ 50°C (-22°F ~ 122°F)
24 months
 
 
Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above
 
 
User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, mounting plate, 
alignment sticker, ceiling hole template sticker, L-type 
hex key wrench, silica gel, screws, hex nut, 
double-sided tape, AV cable, waterproof connector & 
bushing FD8372
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Fixed Dome
Network Camera

3MP • 20M IR • Smart Stream • Smart Focus System 
• PIR • Smart IR • WDR Pro • 3DNR

• 3-Megapixel CMOS Sensor

• 20 fps @ 2048x1536 

• Motorized, P-iris Lens

• Smart IR Technology to Avoid Overexposure

• Built-in IR Illuminators, Effective up to 20 Meters

• PIR

• Smart Stream

• 3D Noise Reduction

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• WDR Pro for Unparalleled Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

FD8173-H

http://www.vivotek.com/fd8173-h/
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Mounting Kit

AM-215

AM-712

FD8173-H

Technical Specifications Dimensions

Accessories

Model FD8173-H

System 
Information

CPU Multimedia SoC (System-on-Chip)

Flash 128 MB

RAM 256 MB

Camera 
Features

Image Sensor 1/3 " Progressive CMOS

Maximum 
Resolution 2048x1536 

Lens Type Vari-focal, remote focus

Focal Length f = 2.8 ~ 12 mm 

Aperture F1.8 ~ F2.85 

Auto-iris P-iris 

Field of View
29.7° ~ 82.6° (Horizontal) 
22.4° ~ 61.9° (Vertical) 
37.6° ~ 108.7° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Pro 

Day/Night
Removable IR-cut filter for day & night function 
Smart IR Technology to Avoid Overexposure

Minimum 
Illumination

0.33 Lux @ F1.8 (Color) 
0.001 Lux @ F1.8 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built-in)

IR Illuminators
Built-in IR illuminators, effective up to 20 meters 
IR LED*4 with Smart IR Technology

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG

Maximum Frame 
Rate

H.264:  
20 fps @ 2048x1536  
30 fps @ 1920x1080 
MJPEG: 
20 fps @ 2048x1536  
30 fps @ 1920x1080

Maximum 
Streams 3 simultaneous streams

S/N Ratio Above 62 dB

Dynamic Range 100 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings

Adjustable image size, quality and bit rate 
Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks, Scheduled profile settings 
3D Noise Reduction, Smart Stream 
Seamless recording, new text on video, SD recording 1HR

Audio

Audio Capability Audio input/output (full duplex)

Compression AAC, G.711, G.726

Interface
Internal microphone input 
External audio output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent 
Video

Video Motion 
Detection Triple-window video motion detection

Alarm and 
Event

Alarm Triggers
Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection 

Alarm Events
Event notification using HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Smart Focus 
System Remote focus

Connectors

RJ-45 for Network/PoE connection 
Audio input 
Audio output 
AC 24V power input 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input
DC 12V 
AC 24V  
IEEE 802.3af PoE Class 3

Power 
Consumption

DC 12V: Max.11 W 
AC 24V: Max.12.5 W  
PoE: Max. 11 W

Dimensions Ø: 157 mm x 109 mm

Weight Net: 758g

Safety 
Certifications CE, LVD, FCC Class B, VCCI, C-Tick, UL

Operating 
Temperature

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

Warranty 36 months

System 
Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7/8/9/10

Other Players
VLC: 1.1.11 or above 
QuickTime: 7 or above

Included 
Accessories

CD User's manual, quick installation guide, Installation Wizard 2, free ST7501 32-channel VMS

Others Quick installation guide, warranty card, alignment sticker, desiccant bag, waterproof connector

Ø
157 m

m

Ø
61 m

m

109 m
m



67

Fixed Dome
Network Camera

3MP • 20M IR • Smart Stream • Smart Focus System 
• IP66 • IK10 • Smart IR • WDR Pro • 3DNR

• 3-Megapixel CMOS Sensor

• 20 fps @ 2048x1536 

• Motorized, P-iris Lens

• Smart IR Technology to Avoid Overexposure

• Built-in IR Illuminators, Effective up to 20 Meters

• Smart Stream

• 3D Noise Reduction

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• WDR Pro for Unparalleled Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

• Weather-proof IP66-rated Housing

• Vandal-proof IK10-rated Housing 

FD8373-EHV

http://www.vivotek.com/fd8373-ehv/
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Model FD8373-EHV

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128 MB

RAM 256 MB

Camera Features

Image Sensor 1/3 " Progressive CMOS

Maximum Resolution 2048x1536 

Lens Type Vari-focal, remote focus

Focal Length f = 2.8 ~ 12 mm 

Aperture F1.8 ~ F2.85 

Auto-iris P-iris 

Field of View
29.7° ~ 82.6° (Horizontal) 
22.4° ~ 61.9° (Vertical) 
37.6° ~ 108.7° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Pro 

Day/Night
Removable IR-cut filter for day & night function 
Smart IR Technology to Avoid Overexposure

Minimum Illumination
0.33 Lux @ F1.8 (Color) 
0.001 Lux @ F1.8 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built-in)

IR Illuminators
Built-in IR illuminators, effective up to 20 meters 
IR LED*4 with Smart IR Technology

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG

Maximum Frame Rate

H.264:  
20 fps @ 2048x1536  
30 fps @ 1920x1080 
MJPEG: 
20 fps @ 2048x1536  
30 fps @ 1920x1080

Maximum Streams 3 simultaneous streams

S/N Ratio Above 62 dB

Dynamic Range 100 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings

Adjustable image size, quality and bit rate 
Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks, Scheduled profile settings 
3D Noise Reduction, Smart Stream 
Seamless recording, new text on video, SD recording 1HR

Audio

Audio Capability Audio input/output (full duplex)

Compression AAC, G.711, G.726

Mounting Kit

AM-215

AM-712

FD8373-EHV

Technical Specifications Dimensions

Accessories

Interface External microphone input and Output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers
Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection 

Alarm Events
Event notification using HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Smart Focus System Remote focus

Connectors

RJ-45 for Network/PoE connection 
Audio input 
Audio output 
AC 24V power input 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input
DC 12V 
AC 24V  
IEEE 802.3af PoE Class 3

Power Consumption
DC: Max.25.2 W (Heater on), 11 W (Heater off) 
AC: Max. 26.25 W (Heater on), 12.5 W (Heater off) 
PoE: Max. 11 W

Dimensions Ø: 173 mm x 115 mm 

Weight Net: 1,240g

Casing
Weather-proof IP66-rated housing 
Vandal-proof IK10-rated metal housing

Safety Certifications CE, LVD, FCC Class A, VCCI, C-Tick, UL

Operating Temperature
Starting Temperature: -40°C ~ 50°C  ( PoE: -10°C ~ 50°C ) 
Working Temperature: -50°C ~ 50°C  ( PoE: -20°C ~ 50°C )

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7/8/9/10

Other Players
VLC: 1.1.11 or above 
QuickTime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, free ST7501 32-channel VMS

Others Quick installation guide, warranty card, alignment sticker, desiccant bag, waterproof connector

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m
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Fixed Dome
Network Camera

3MP• 1080p 60 fps • Smart IR • Smart Stream • 
3DNR •  Smart Focus • SNV

• 3-Megapixel CMOS Sensor

• 30 fps @ 2048x1536; 60fps @ 1920x1080

• Motorized, P-iris Lens & DC-iris 

• Built-in IR Illuminators, Effective up to 20 Meters

• Smart IR Technology to Avoid Overexposure

• Smart Stream to Optimize Bandwidth Efficiency

• 3D Noise Reduction for Low-light Conditions

• -50°C ~ 50°C Wide Temperature Range forExtreme Weather Conditions (FD8371EV)

• Real-time H.264 and MJPEG Compression (Dual Codec)

• Smart Focus System for Remote and Precise Focus Adjustment

• Weather-proof IP66-rated and Vandal-proof IK10-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Video Rotation for Corridor View

FD8371V/71EV

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8371EV
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Technical Specifications Dimensions

Accessories

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m

Mounting Kit

AM-215

AM-51A

AM-516

AM-520

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection ,audio detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focal & focus control
Focus assist button and OSD
RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
AC 24V power input/DC 12V power input
Digital input*1
Digital output*1
Analog video output
System power and status indicator
24V AC
12V DC
IEEE 802.3af PoE Class 3
FD8371V:
DC Max. 10.92 W 
AC Max. 12.25 W
PoE Max. 12.95 W 
FD8371EV:
DC Max. 28 W 
AC Max. 34 W
PoE Max. 12.95 W 
Ø: 173 mm x 115 mm 
Net: 1,240g
Weather-proof IP66-rated housing
Vandal-proof IK10-rated housing 
CE, LVD, FCC Class A, VCCI, C-Tick, UL, KCC
FD8371V
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

FD8371EV
Starting Temperature:  -40°C ~ 50°C 
( PoE: -10°C ~ 50°C )
Working Temperature:  -50°C ~ 50°C 
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, mounting plate, L-type hex key wrench, 
desiccant bag, DC connector, screws, hex nut, 
double-sided Tape, AV cable, waterproof connector, 
bushing, software CD

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
Physical Adjustment of 
Camera Angel
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

FD8371V/71EV

Multimedia SoC (System-on-Chip)
256 MB
512 MB

1/2.8" Progressive CMOS
2048x1536 
Vari-focal, remote focus
f = 3 ~ 10mm
F1.3 ~ F2.5
P-iris / DC-iris (Reserved)
32° ~ 99° (Horizontal) 
24° ~ 72° (Vertical)
40° ~ 128° (Diagonal)
1/5 sec. to 1/8000 sec.
Pan: 348°, Tilt: 65°, Rotation: 350°

WDR Enhanced
Removable IR-cut filter for day & night function
Smart IR Technology to Avoid Overexposure
0.1 Lux @ F1.3 (Color)
0.001 Lux @ F1.3 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 20 meters
IR LED*4, with Smart IR Technology
MicroSD/SDHC/SDXC card slot

H.264, MJPEG  
H.264: 
30 fps at 2048x1536 
60 fps at 1920x1080
 
MJPEG:
30 fps at 2048x1536  
60 fps at 1920x1080

4 simultaneous streams
58 dB
59 db
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white
balance, exposure control, gain, backlight compensation, privacy
masks, scheduled profile settings, audio detection, 3D Noise 
Reduction, smart stream, seamless recording, video rotation

Two-way Audio (full duplex)
AAC, G.711, G.726
External microphone input and output

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

FD8371V/71EV
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Fixed Dome
Network Camera

3MP • 1080p 60 fps • 20M IR • Smart IR • Smart 
Stream • 3DNR • Smart Focus System • SNV

• 3-Megapixel CMOS Sensor

• 30 fps @ 2048x1536, 60 fps @ 1920x1080

• Motorized, P-iris Lens & DC-iris 

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Smart IR Technology to Avoid Overexposure

• Smart Stream to Optimize Bandwidth Efficiency

• 3D Noise Reduction for Low-light Conditions

• Real-time H.264, MPEG-4, and MJPEG Compression 

• WDR Enhanced for Unparalleled Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Supreme Night Visibility

• Video Rotation for Corridor View

FD8171 

http://www.vivotek.com/fd8171/
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Technical Specifications Dimensions

Accessories

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System

Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection, audio detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focal & focus control
 
RJ-45 for Network/PoE connection
Audio input/output
AC 24V/DC 12V power input
Digital input*1
Digital output*1
Analog video output
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE Class 3
Max. 10.92W (DC 12V) 
Max. 12.25W (AC 24V) 
Max. 12.95W (PoE)
Ø: 157 mm x 109 mm 
Net: 758g
CE, LVD, FCC Class B, VCCI, C-Tick, UL
Starting Temperature: -10°C ~ 50°C 
Working Temperature: -20°C ~ 50°C 
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, alignment sticker, desiccant 
bag, DC connector, screws, AV cable, software CD

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

FD8171

Multimedia SoC (System-on-Chip)
256 MB
512 MB

1/2.8" Progressive CMOS
2048x1536 
Vari-focal, remote focus
f = 3 ~ 10 mm
F1.3 ~ F2.5 
P-iris/DC-iris (Reserved)
31° ~ 91° (horizontal) 
24° ~ 68° (vertical)
39° ~ 117° (diagonal)
1/5 sec. to 1/8000 sec.
WDR Enhanced
Removable IR-cut filter for day & night function
Smart IR Technology to Avoid Overexposure
0.1 Lux @ F1.3 (Color)
0.001 Lux @ F1.3 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 20 meters
IR LED*15, with Smart IR Technology
MicroSD/SDHC/SDXC card slot

H.264, MJPEG  
H.264: 
30 fps at 2048x1536 
60 fps at 1920x1080
 
MJPEG:
30 fps at 2048x1536  
60 fps at 1920x1080

4 simultaneous streams
58 dB
60 db
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror, 
configurable brightness, contrast, saturation, sharpness,
white balance, exposure control, gain, backlight
compensation, privacy masks,
scheduled profile settings, 3D Noise Reduction, smart
stream, seamless recording, video rotation, audio detection

Two-way audio (full duplex)
AAC, G.711, G.726
Built-in Microphone
Audio output

Ø
157 m

m

Ø
61 m

m

109 m
m

Mounting Kit

AM-215

AM-51A

AM-516

AM-520

FD8171
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Fixed Dome
Network Camera

2MP • 30M IR • Smart IR • Smart Stream 
• Low Light

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• 2.8 ~ 12 mm Vari-focal, P-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Real-time H.264, and MJPEG Compression

• Two-way Audio

• WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction

• PIR

• Support Installation with AM-712 Conduit Box

FD8167

http://www.vivotek.com/fd8167/model=fd8372
http://www.vivotek.com/fd8167/
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Technical Specifications Dimensions

Accessories

Mounting Kit

AM-215

AM-712

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Auto-iris

Field of View

Shutter Time

WDR Technology

Day/Night

Minimum Illumination

Pan/tilt/zoom Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

Audio Capability

Compression

Interface

System Information

Camera Features

Video

Audio

FD8167

Multimedia SoC (System-on-Chip)

128MB

256MB

1/2.8” Progressive CMOS 

1920x1080 (2MP)

Vari-focal

f = 2.8 ~ 12 mm

F1.8 ~ F2.85

P-Iris

35° ~ 99° (Horizontal) 
20° ~ 54° (Vertical) 
41° ~ 123° (Diagonal) 

1/5 sec. to 1/32,000 sec.

WDR Enhanced

Removable IR-cut filter for day & night function

0.06 Lux @ F1.8 (Color)
0.001 Lux @ F1.8 (B/W)

ePTZ:
48x digital zoom (4x on IE plug-in, 12x built in)

Built-in IR illuminators, effective up to 30 meters
with Smart IR
IR LED*6

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

30 fps @ 1920x1080
In both compression modes

3 simultaneous streams

Above 62 dB

60 dB

Adjustable resolution, quality and bitrate

Adjustable image size, quality and bit rate, Time stamp, text overlay, 
flip & mirror, Configurable brightness, contrast, saturation, sharpness, 
white balance, exposure control, gain, backlight compensation, privacy 
masks,Scheduled profile settings, Seamless recording, smart stream, 
3D Noise Reduction

Audio input /output (full duplex)

G.711, G.726 

Internal microphone input
External line output

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, 
DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, periodical trigger, 
system boot, recording notification, camera tampering detection, audio 
detection

Event notification using digital output, HTTP, SMTP, FTP and NAS 
server, SD Card 
File upload via HTTP, SMTP, FTP, NAS server and SD card 

Manual focus 

RJ-45 cable connector for Network/PoE connection
Audio input
Audio output
DC 12V power input
Digital input*1
Digital output*1

System power and status indicator

DC 12V
IEEE 802.3af PoE Class 3

FD8167
Max: 8.6 W (DC12V)
Max: 9.7 W (PoE)

Ø: 135 x 102 mm

Net: 512 g

CE, LVD, FCC Class B, VCCI, C-Tick, UL

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

36 months

Microsoft Windows 7/8/Vista/XP/2000

Mozilla Firefox 7~10 (Streaming only)
Internet Explorer 7.x, 8.x, 9.x,10.x 

VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel recording software

Quick installation guide, warranty card, alignment sticker/desiccant 
bag, screw pack

Ø135 mm

102
 m

m

FD8167
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Fixed Dome
Network Camera

2MP • 30M IR • Smart IR • IP66 • IK10 • 
Smart Stream • Low Light • Remote Focus

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• 2.8 ~ 12 mm Vari-focal, P-iris Lens, Remote Focus (FD8367-TV)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Real-time H.264, and MJPEG Compression

• Two-way Audio

• WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments

• Weather-proof IP66-rated and Vandal-proof IK10-rated Housing

• 3D Noise Reduction

• Smart IR Technology to Avoid Overexposure

• Support Installation with AM-712 Conduit Box

• SNV (Supreme Night Visibility)

FD8367-V/67-TV

http://www.vivotek.com/fd8367-v/
http://www.vivotek.com/fd8367-tv/
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Mounting Kit

AM-215

AM-712

AM-517

AM-520

FD8367-V/67-TV

Technical Specifications Dimensions

Accessories

Model FD8367-V 
FD8367-TV

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128MB

RAM 256MB

Camera Features

Image Sensor 1/2.8” Progressive CMOS 

Maximum Resolution 1920x1080 (2MP)

Lens Type Vari-focal

Focal Length f = 2.8 ~ 12 mm

Aperture F1.8 ~ F2.85

Auto-iris P-Iris

Field of View FD8367-V
35° ~ 99° (Horizontal) 
20° ~ 54° (Vertical) 
41° ~ 123° (Diagonal)
FD8367-TV
45° ~ 101° (Horizontal) 
25° ~ 55° (Vertical) 
52° ~ 125° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Enhanced

Day/Night Removable IR-cut filter for day & night function

Minimum Illumination 0.06 Lux @ F1.8 (Color) 
0.001 Lux @ F1.8 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built in)

IR Illuminators Built-in IR illuminators, effective up to 30 meters with Smart IR 
IR LED*6

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264 & MJPEG

Maximum Frame Rate
30 fps @ 1920x1080 
In both compression modes

Maximum Streams 3 simultaneous streams

S/N Ratio Above 62 dB

Dynamic Range 60.37 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings Adjustable image size, quality and bit rate, Time stamp, text overlay, flip & mirror, Configurable 
brightness, contrast, saturation, sharpness, white balance, exposure control, gain, backlight 
compensation, privacy masks, Scheduled profile settings, Seamless recording, smart stream, 3D Noise 
Reduction

Audio

Audio Capability Audio input /output (full duplex)

Compression G.711, G.726 

Interface External microphone input 
External line output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection, audio detection

Alarm Events Event notification using digital output, HTTP, SMTP, FTP and NAS server, SD Card  
File upload via HTTP, SMTP, FTP, NAS server and SD card 

General

Smart Focus System Manual focus 
Remote Focus (FD8367-TV)

Connectors

RJ-45 cable connector for Network/PoE connection 
Audio input 
Audio output 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input DC 12V 
IEEE 802.3af PoE Class 3

Power Consumption FD8367-V  
Max:8.6 W (DC12V)  
Max:9.7 W (PoE) 
FD8367-TV 
Max: 11 W (DC12V) 
Max: 11.6 W (PoE)

Dimensions Ø: 141 x 103 mm

Weight Net: 836 g

Casing Weather-proof IP66-rated housing 
Vandal-proof IK10-rated metal housing

Safety Certifications CE, LVD, FCC Class A, VCCI, C-Tick, UL

Operating Temperature Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/8/Vista/XP/2000

Web Browser Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7.x, 8.x, 9.x,10.x 

Other Players VLC: 1.1.11 or above 
Quicktime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel recording software

Others Quick installation guide, warranty card, sun shield, wall mount bracket, alignment sticker/desiccant 
bag, waterproof connector, screw pack

Ø163 mm

Ø
141

 m
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Fixed Dome
Network Camera

2MP • WDR Pro • Smart IR • 3DNR • 
Smart Focus System

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080 

   60 fps @ 1920x1080 (one-stream mode only) 

• Motorized, P-iris Lens 

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro to Provide Improved Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

FD8165H

http://www.vivotek.com/fd8165h/
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Mounting Kit

AM-215

AM-520

AM-516

AM-51A

FD8165H

Technical Specifications Dimensions

Accessories

Model FD8165H

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 256MB

RAM 384MB 

Camera Features

Image Sensor 1/2.8" Progressive CMOS

Maximum Resolution 1920x1080 (2MP) 

Lens Type Vari-focal, Remote Focus

Focal Length f = 3 ~ 10 mm

Aperture F1.3 ~ F2.5 

Auto-iris P-iris/DC-iris (Reserved)

Field of View
33° ~ 104° (Horizontal)  
19° ~ 56° (Vertical) 
39° ~ 121° (Diagonal)

Shutter Time 1/5 sec. to 1/10000 sec.

WDR Technology WDR Pro 

Day/Night
Removable IR-cut filter for day & night function 
Smart IR Technology to avoid overexposure

Minimum Illumination
0.16Lux @ F1.3 (Color) 
0.001 Lux @ F1.3 (B/W)

Pan/tilt/zoom Functionalities
ePTZ: 
48x digital zoom (4x on IE plug-in,12x built in)

IR Illuminators
Built-in IR illuminators, effective up to 20 meters 
IR LED*4, with Smart IR Technology

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG

Maximum Frame Rate
30 fps @ 1920x1080  
60 fps @ 1920x1080 (one-stream mode only) 
In both compression modes

Maximum Streams 2 simultaneous streams

S/N Ratio 62 dB

Dynamic Range Up to 100dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings

Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks, scheduled profile settings, 3D noise reduction, seamless 
recording

Audio

Audio Capability Two-way audio (full duplex)

Compression AAC, G.711, G.726

Interface
External microphone input  
Audio output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers
Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection

Alarm Events
Event notification using digital output, HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Smart Focus System Remote focus 

Connectors

RJ-45 for Network/PoE connection 
Audio input/output 
AV output 
AC 24V power input 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input
DC12V/AC24V 
IEEE 802.3af PoE

Power Consumption
DC 12V: Max. 7.6 W 
AC 24V: Max. 8.6 W 
PoE: Max. 10.6 W

Dimensions Ø: 157 mm x 109 mm 

Weight Net: 758g

Safety Certifications CE, LVD, FCC Class B, VCCI, C-Tick, UL

Operating Temperature
Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

Warranty 36 months 

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (streaming only) 
Internet Explorer 7/8/9/10/11

Other Players
VLC: 1.1.11 or above 
Quicktime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel recording software

Others
Quick installation guide, warranty card, alignment sticker, L-type hex key wrench, screws, hex nut, 
AV cable, power cable

Ø
157 m

m

Ø
61 m

m

109 m
m
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Fixed Dome
Network Camera

2MP • WDR Pro • Smart IR • 3DNR •
Smart Focus System • IP66 • IK10

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080; 60 fps @ 1920x1080 (One-stream mode only)

• Motorized, P-iris Lens  

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro (100dB) to Provide Improved Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

• Weather-proof IP66-rated and Vandal-proof IK10-rated Housing

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

FD8365HV/65EHV

http://www.vivotek.com/fd8365ehv/
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Technical Specifications Dimensions

Accessories

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus 
RJ-45 for Network/PoE connection
Audio input/output
AV output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
FD8365HV:
DC Max. 7.6 W
AC Max. 8.6 W
PoE Max. 10.6 W
FD8365EHV:
DC Max. 25.2 W (Heater on), 8 W (Heater off)
AC Max. 30.3 W (Heater on), 8.8 W (Heater off)
PoE Max. 10.6 W
Ø: 173mm x 115mm
Net: 1215 g
Weather-proof IP66-rated housing
Vandal-proof IK10-rated housing 
CE, LVD, FCC Class A, VCCI, C-Tick, UL
FD8365HV
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

FD8365EHV
Starting Temperature:  -40°C ~ 50°C 
( PoE: -10°C ~ 50°C )
Working Temperature:  -50°C ~ 50°C 
( PoE: -20°C ~ 50°C  )
 
36 months 

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, mounting plate, 
alignment sticker, L-type hex key wrench, desiccant 
bag, screws, hex nut, double-sided tape, AV cable, 
waterproof connector & bushing, DC connector

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

FD8365HV/65EHV

Multimedia SoC (System-on-Chip)
256MB
384MB

1/2.8" Progressive CMOS
1920x1080(2MP) 
Vari-focal, Remote Focus
f = 3 ~ 10 mm
F1.3 ~ F2.5 
P-Iris/DC-iris(Reserved)
33° ~ 104° (Horizontal) 
19° ~ 56° (Vertical)
39° ~ 121° (Diagonal)
1/5 sec. to 1/10000 sec.
WDR Pro 
Removable IR-cut filter for day & night function
Smart IR Technology to avoid overexposure
0.16 Lux @ F1.3 (Color)
0.001 Lux @ F1.3 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 20 meters
IR LED*4, with Smart IR Technology
MicroSD/SDHC/SDXC card slot

H.264, MJPEG
30 fps @ 1920x1080
60 fps @ 1920x1080 (One-stream mode only)
In both compression modes
2 simultaneous streams
62db 
Up to 100dB
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror
configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks, scheduled profile settings, 3D Noise Reduction, 
seamless recording, Video rotation, EIS

Two-way audio (full duplex)
AAC, G.711, G.726
External microphone input 
Audio output

Mounting Kit

AM-215

AM-51A

AM-516

AM-520

FD8365HV/65EHV
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Fixed Dome
Network Camera

1.3MP • WDR Pro II • 30M IR • Smart IR •
3DNR • Smart Focus System • IP66 • IK10

• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024;

  60 fps @ 1280x1024 (One-stream mode only)

• Motorized, P-iris Lens  

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro II to Provide Extreme Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Weather-proof IP66-rated and Vandal-proof IK10-rated Housing

• Video Rotation for Corridor View

• EIS (Electronic Image Stabilization) to Control Image Stability

FD8355HV/55EHV

http://www.vivotek.com/fd8355ehv/
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Technical Specifications Dimensions

Accessories

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP  
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Auto-iris
Field of View

Shutter Time
WDR Technology
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming
Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

FD8355HV/55EHV

Multimedia SoC (System-on-Chip)
256MB
384MB

1/3" Progressive CMOS
1280x1024(1.3MP)
Vari-focal, Remote Focus
f = 3 ~ 10 mm
F1.3 ~ F2.5
P-iris/DC-Iris(Reserved)
30° ~ 95° (Horizontal) 
24° ~ 75° (Vertical)
39° ~ 123° (Diagonal)
1/5 sec. to 1/10000 sec.
WDR Pro II 
Removable IR-cut filter for day & night function
Smart IR Technology to avoid overexposure
0.05 Lux @ F1.3 (Color)
0.001 Lux @ F1.3 (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in,12x built in)
Built-in IR illuminators, effective up to 30 meters
IR LED*4, with Smart IR Technology
MicroSD/SDHC/SDXC card slot

H.264, MJPEG
30 fps @ 1280x1024;
60 fps @ 1280x1024 (One-stream mode only)
In both compression modes
2 simultaneous streams
64db 
Up to 140dB
Adjustable resolution, quality and bitrate
Time stamp, text overlay, flip & mirror
configurable brightness, contrast, saturation, sharpness, white 
balance, exposure control, gain, backlight compensation, privacy 
masks, scheduled profile settings, 3D Noise Reduction, seamless 
recording, Video Rotation, EIS

Two-way audio (full duplex)
AAC, G.711, G.726 
External microphone input 
Audio output

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption

Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Remote focus 
RJ-45 for Network/PoE connection
Audio input/output
AV output
AC 24V power input
DC 12V power input
Digital input*1
Digital output*1
System power and status indicator
DC12V/AC24V
IEEE 802.3af PoE
FD8355HV: 
DC Max. 8 W
AC Max. 8.8 W
PoE Max. 10.6 W  

FD8355EHV:
DC Max. 25.2 W (Heater on), 8 W (Heater off)
AC Max. 30.3 W (Heater on), 8.8 W (Heater off)
PoE Max. 10.6 W
Ø: 173mm x 115 mm
Net: 1215 g
Weather-proof IP66-rated housing
Vandal-proof IK10-rated housing 
CE, LVD, FCC Class A, VCCI, C-Tick, UL
FD8355HV
Starting Temperature:  -10°C ~ 50°C 
Working Temperature:  -20°C ~ 50°C 

FD8355EHV
Starting Temperature:  -40°C ~ 50°C 
( PoE: -10°C ~ 50°C )
Working Temperature:  -50°C ~ 50°C 
( PoE: -20°C ~ 50°C )
36 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9/10
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, mounting plate, 
alignment sticker, L-type hex key wrench, desiccant 
bag, screws, hex nut, double-sided tape, AV cable, 
waterproof connector & bushing, DC connector

Mounting Kit

AM-215

AM-51A

AM-516

AM-520

FD8355HV/55EHV
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Fixed Dome
Network Camera

1.3MP • WDR Pro II • 30M IR • Smart IR • 
3DNR • Smart Focus System • Low Light

• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024  

   60 fps @ 1280x1024 (one-stream mode only)

• Motorized, P-iris Lens 

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 30 Meters

• Smart IR Technology to Avoid Overexposure

• 3D Noise Reduction for Low-light Conditions

• WDR Pro II to Provide Extreme Visibility in Extremely Bright and Dark Environments

• Smart Focus System for Remote and Precise Focus Adjustment

• Two-way Audio

• Supreme Night Visibility

FD8155H

http://www.vivotek.com/fd8155h/
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Mounting Kit

AM-215

AM-520 AM-51A

AM-516

FD8155H

Technical Specifications Dimensions

Accessories

Model FD8155H

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 256MB

RAM 384MB

Camera Features

Image Sensor 1/3" Progressive CMOS

Maximum Resolution 1280x1024 (1.3MP)

Lens Type Vari-focal, Remote Focus

Focal Length f = 3 ~ 10 mm

Aperture F1.3 ~ F2.5

Auto-iris P-iris/DC-iris (Reserved)

Field of View
30° ~ 95° (Horizontal)  
24° ~ 75° (Vertical) 
39° ~ 123° (Diagonal)

Shutter Time 1/5 sec. to 1/10000 sec.

WDR Technology WDR Pro II 

Day/Night
Removable IR-cut filter for day & night function 
Smart IR Technology to avoid overexposure (WDR on)

Minimum Illumination
0.05 Lux @ F1.3 (Color) 
0.001 Lux @ F1.3 (B/W)

Pan/tilt/zoom 
Functionalities

ePTZ: 
48x digital zoom (4x on IE plug-in, 12x built in)

IR Illuminators
Built-in IR illuminators, effective up to 30 meters 
IR LED*4, with Smart IR Technology

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG

Maximum Frame Rate
30 fps @ 1280x1024 
60 fps @ 1280x1024 (One-stream mode only) 
In both compression modes

Maximum Streams 2 simultaneous streams

S/N Ratio 64dB

Dynamic Range Up to 140dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings

Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks, scheduled profile settings, 3D noise reduction, seamless 
recording

Audio

Audio Capability Two-way audio (full duplex)

Compression AAC, G.711, G.726 

Interface
External microphone input  
Audio output

Network

Users Live viewing for up to 10 clients 

Protocols
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

Alarm and Event

Alarm Triggers
Video motion detection, manual trigger, digital input, periodical trigger, system boot, recording 
notification, camera tampering detection

Alarm Events
Event notification using digital output, HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Smart Focus System Remote focus 

Connectors

RJ-45 for Network/PoE connection 
Audio input/output 
AV output 
AC 24V power input 
DC 12V power input 
Digital input*1 
Digital output*1

LED Indicator System power and status indicator

Power Input
DC12V/AC24V 
IEEE 802.3af PoE

Power Consumption
DC 12V: Max. 8 W 
AC 24V: Max. 8.8 W 
PoE: Max. 10.6 W

Dimensions Ø: 157 mm x 109 mm 

Weight Net: 758g

Safety Certifications CE, LVD, FCC Class B, VCCI, C-Tick, UL

Operating Temperature
Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

Warranty 36 months

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser
Mozilla Firefox 7~10 (streaming only) 
Internet Explorer 7/8/9/10/11

Other Players
VLC: 1.1.11 or above 
Quicktime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel recording software

Others
Quick installation guide, warranty card, alignment sticker, L-type hex key wrench, screws, hex nut, 
AV cable, power cable

Ø
157 m

m

Ø
61 m

m

109 m
m
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Fixed Dome
Network Camera

720p HD • P-iris • WDR Pro • Vandal-proof • IP66

FD8335H
• 1-Megapixel CMOS Sensor

• 30 fps @ 1280x800

• 3 ~ 9 mm Vari-focal, P-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• WDR Pro for Unparalleled Visibility in High Contrast Environments

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

http://www.vivotek.com/web/product/productdetail.aspx?model=fd8335h
http://youtu.be/E6NpD2JSqVk
http://youtu.be/6BMAG-PBJJc
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Technical Specifications Dimensions

Accessories

Ø
17

3 
m

m 115 m
m

48
 m

m

67 m
m

Mounting Kit PoE

AM-214 POE-IJ-1748NDN

AM-221

AM-518

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
16 MB
128 MB

1/3" Progressive CMOS
1280x800
Vari-focal
f = 3 ~ 9 mm
F1.2 (wide), F2.1 (tele)
P-iris
102.68° ~ 35.4° (horizontal) 
61.93° ~ 22.80° (vertical) 
122.56° ~ 41.11° (diagonal) 
1/15 sec. to 1/25,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.8 Lux @ F1.2, 50 IRE (Color)
0.001 Lux @ F1.2, 50 IRE (B/W)
ePTZ:
16x digital zoom (4x on IE plug-in, 4x built-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*18
MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 
H.264: 30 fps at 1280x800
MPEG-4: 30 fps at 1280x800
MJPEG: 30 fps at 1280x800
2 simultaneous streams
Above 60.5 dB
110.4 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (half duplex)
GSM-AMR, AAC, G.711
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Network
Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption
Dimensions
Weight
Casing

Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notify, camera 
tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Focus assist OSD (Network streaming)
RJ-45 for Network/PoE connection
3.5 mm phone jack*2 for audio input/output
Terminal block*2 for AC 24V power input
Terminal block*4 for digital input*3
Terminal block*2 for digital output*1
MicroSD/SDHC card slot
System power and status indicator
24V AC
IEEE 802.3af PoE Class 3
Max. 8.0W
Ø: 173 mm x 115 mm 
Net: 1414 g
Vandal-proof IK10-rated metal housing
Weather-proof IP66-rated housing
CE, LVD, FCC Class A, VCCI, C-Tick
-20°C ~ 50°C (-4°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7 ~ 10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, mounting plate, 
alignment sticker, ceiling hole template sticker, L-type 
hex key wrench, silica gel, screws, hex nut, 
double-sided tape, AV cable, waterproof connector & 
bushing FD8335H
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Fixed Dome
Network Camera

720p HD • P-iris • WDR Pro • PIR

FD8135H
• 1-Megapixel CMOS Sensor

• 30 fps @ 1280x800

• 3 ~ 9 mm Vari-focal, P-iris Lens

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• WDR Pro for Unparalleled Visibility in High Contrast Environments

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• Built-in PIR Sensor for Human Detection

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

http://www.vivotek.com/web/product/productdetail.aspx?model=fd8135h
http://youtu.be/E6NpD2JSqVk
http://youtu.be/6BMAG-PBJJc


88

Technical Specifications Dimensions

Accessories

Ø157 mm

110 m
m

49
 m

m

61 m
m

Mounting Kit PoE

AM-214 POE-IJ-1748NDN

AM-221

AM-102

AM-518

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Iris
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
16 MB
128 MB

1/3" Progressive CMOS
1280x800
Vari-focal
f = 3 ~ 9 mm
F1.2 (wide), F2.1 (tele)
P-iris
102.68° ~ 35.4° (horizontal)
61.93° ~ 22.80° (vertical)
122.56° ~ 41.11° (diagonal) 
1/15 sec. to 1/25,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
0.8 Lux @ F1.2, 50 IRE (Color)
0.001 Lux @ F1.2, 50 IRE (B/W)
ePTZ:
16x digital zoom (4x on IE plug-in, 4x built-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*18
MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 
H.264: 30 fps at 1280x800
MPEG-4: 30 fps at 1280x800
MJPEG: 30 fps at 1280x800
2 simultaneous streams
Above 60.5 dB
110.4 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input/output (half duplex)
GSM-AMR, AAC, G.711
Built-in microphone
External microphone input
External line output

Users
Protocols

Interface
ONVIF

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Video Motion Detection

Alarm Triggers

Alarm Events

Smart Focus System
Connectors

LED Indicator
Power Input

Power Consumption
Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notify, camera 
tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

Focus assist OSD (Network streaming)
RJ-45 for Network/PoE connection
3.5 mm phone jack*2 for audio input/output
Terminal block*2 for AC 24V power input
Terminal block*4 for digital input*3
Terminal block*2 for digital output*1
MicroSD/SDHC card slot
System power and status indicator
24V AC
IEEE 802.3af PoE Class 3
Max. 8.0W
Ø: 157 mm x 110 mm 
Net: 778 g
CE, LVD, FCC Class B, VCCI, C-Tick
-20°C ~ 50°C (-4°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7 ~ 10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, T10 torx screwdriver, screws, plastic anchors,  
AV cable

Network

FD8135H
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Fixed Dome
Network Camera

1MP • Vari-focal Lens • Compact Design

FD8131/31V
• 1-Megapixel CMOS Sensor

• 3 ~ 12 mm Vari-focal Lens

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Built-in 802.3af Compliant PoE 

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• 3-axis Mechanical Design for Ceiling and Wall Mount Installation

• Easy and Flexible Installation

• Compact, Elegant Design

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing (FD8131V)

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8131V
http://youtu.be/ijLCcL2OENQ
http://www.vivotek.com/web/product/productdetail.aspx?model=fd8131
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Technical Specifications Dimensions

Accessories

Ø
110 m

m
Ø

133 m
m

94 m
m

91 m
m

• FD8131

• FD8131V

Mounting Kit

AM-517

AM-214

AM-221

AM-411

AM-311

AM-518

PoE

POE-IJ-1748NDN

POE-SP-12121DN,12V

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption
Dimensions

Weight

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 cable connector for Network/PoE connection
Digital input*1
DC 12V power input
System power and status indicator
DC 12V
IEEE 802.3af PoE Class 1
Max. 3.84 W  
Ø: 110 mm x 91 mm (FD8131)
Ø: 133 mm x 94 mm (FD8131V)
Net: 500 g (FD8131)
Net: 589 g (FD8131V)
CE, LVD, FCC Class B, VCCI, C-Tick
Start Temperature: -10°C ~ 50°C (14°F ~ 122°F) 
Working Temperature: -20°C ~ 50°C (-4°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
Quicktime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, screws, software CD, RJ45 female/famale 
coupler, clamp core
screwdriver (FD8131V)

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture

Field of View

Shutter Time
Minimum Illumination

Pan/tilt/zoom 
Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

System Information

Camera Features

Video

FD8131
FD8131V

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/4" Progressive CMOS
1280x800
Vari-focal
f = 3 ~ 12 mm
F1.4 (wide), F2.0 (tele) (FD8131)
F1.4 (wide), F3.2 (tele) (FD8131V)
FD8131:
61.34° ~ 24.13° (horizontal)
37.56° ~ 15.08° (vertical) 
72.85° ~ 28.18° (diagonal)
FD8131V:
60.06° ~ 20.26° (horizontal)
37.14° ~ 12.70° (vertical) 
71.51° ~ 22.75° (diagonal)
1/5 sec. to 1/32,000 sec.
0.38 Lux @ F1.4, 50 IRE (FD8131)
0.5 Lux @ F1.4, 50 IRE (FD8131V)
ePTZ: 16x digital zoom (4x on IE plug-in, 4x built-in)

MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 
H.264: 
30 fps at 1280x800
MPEG-4: 
30 fps at 1280x800
MJPEG: 
30 fps at 1280x800
4 simultaneous streams
Above 53 dB
47 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

FD8131/31V
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Bullet
Network Camera

1MP • Day & Night • Weather-proof

IP8332-C
• 1-Megapixel CMOS Sensor

• Removable IR-cut Filter for Day and Night Function

• Built-in IR Illuminators, Effective up to 15 Meters

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Mounting Bracket with Cable Management for Protected Installation

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8332-C
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

SP-702A POE-IJ-1748NDN

116 mm

116 m
m

294 mm

• IP8332-C

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input

Power Consumption
Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
DC 12V power input
AC 24V power input
Digital input*1
System power and status indicator
24V AC
12V DC
IEEE 802.3af PoE Class 2
Max. 4.0 W
Ø: 60 mm x 294 mm  
Net: 1,282 g  
CE, LVD, FCC Class A, VCCI, C-Tick
-20°C ~ 50°C (-4°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, waterproof connector, desiccant bag, RJ45 
coupler, software CD
Cable management bracket 

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

System Information

Camera Features

Video

IP8332-C

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/4" Progressive CMOS
1280x800
Fixed-focal
f = 3.6 mm
F1.8
56° (horizontal) 
41° (vertical) 
71° (diagonal)
1/5 sec. to 1/25,000 sec.
0.3 Lux, 50 IRE (Color)
0.001 Lux, 50 IRE (B/W)
ePTZ: 16x digital zoom (4x on IE plug-in, 4x built-in)

Built-in IR illuminators, effective up to 15 meters
IR LED*12
MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 
H.264: 
30 fps at 1280x800
MPEG-4: 
30 fps at 1280x800
MJPEG: 
30 fps at 1280x800
4 simultaneous streams
Above 50 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

IP8332-C
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Bullet
Network Camera

H.264 • Weather-proof • Day & Night

IP8331
• 1/4" CMOS Sensor in VGA Resolution

• Dual-band Lens for Day and Night Function

• Built-in IR Illuminators, Effective up to 10 Meters

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Simultaneous Dual Streams

• Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8331
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

SP-702A POE-IJ-1748NDN

184 mm

150 mm

60 mm

．Board lens, dual-band, f = 4.0 mm, F1.8, Fixed
．IR corrected

Lens

．71° (horizontal)
．52° (vertical)
．90° (diagonal)

Field of View

．1/5 sec. to 1/15,000 sec.Shutter Time

．1/4” CMOS sensor in VGA resolutionImage Sensor

．0.001 Lux @ F1.8 (Color)Minimum 
Illumination

．Built-in IR illuminators, effective up to 10 meters
．IR LED*12

IR Illuminators

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Simultaneous dual streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports 3GPP mobile surveillance
．Frame rates:
    H.264: 
    Up to 30/25 fps at 640x480
    MPEG-4: 
    Up to 30/25 fps at 640x480
    MJPEG: 
    Up to 30/25 fps at 640x480

Video

．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, 
    sharpness and white balance
．AGC, AWB, AES
．Automatic, manual or scheduled day/night mode
．Supports privacy masks

Image Settings

．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
    DDNS, PPPoE, CoS, QoS and 802.1X

Networking

．Triple-window video motion detection
．Tamper detection
．One D/I for external sensor
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

Alarm and Event 
Management

．Muilti-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network 
    protection

Security

Users ．Live viewing for up to 10 clients

Dimension ．Camera: Ø 60 mm x 150 mm
．Cable length: 400 mm
．Cable diameter: Ø 12 mm; Max width: Ø 18 mm

Weight ．Net: 640 g

LED Indicator ．System restore status indicator

Power ．12V DC
．24V AC
．Power consumption: Max. 4 W
．802.3af compliant Power-over-Ethernet (Class 2)

Housing ．Weather-proof IP66-rated housing

Approvals ．CE, LVD, FCC, VCCI, C-Tick

Operating 
Environments

．Temperature: -20°C ~ 50°C (-4°F ~ 122°F)
．Humidity: 90% RH

Viewing System 
Requirements

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: 
    Mozilla Firefox, Internet Explorer 6.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Installation, 
Management, 
and Maintenance

．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Applications ．SDK available for application development and 
    system integration

Warranty ．24 months

IP8331
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Cube
Network Camera

1MP • Day & Night • W eather-proof
• 802.11n WLAN

IP8336W
• 1-Megapixel CMOS Sensor

• Compact, Elegant Design

• Removable IR-cut Filter for Day and Night Function

• Built-in IR Illuminators, Effective up to 5 Meters

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Weather-proof IP66-rated Housing

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Built-in IEEE 802.11b/g/n WLAN

• Wi-Fi Protected Setup (WPS) for Easy and Secure Wireless Network Connection

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8336w
http://youtu.be/cSrX79LHdIo
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Technical Specifications Dimensions
88 m

m

Accessories

    Wireless

N600AG

85 mm

62 mm

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan/tilt/zoom 

Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

Audio Capability

Compression

Interface

Effective Range

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)

16 MB

128 MB

1/4" Progressive CMOS

1280x800

Fixed-focal

f = 3.6 mm

F1.8

56° (horizontal) 

41° (vertical) 

71° (diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

0.47 Lux, 50 IRE (Color)

0.001 Lux, 50 IRE (B/W)

ePTZ:

16x digital zoom (4x on IE plug-in, 4x built-in)

Built-in IR illuminators, effective up to 5 meters

IR LED*6

MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 

H.264: 30 fps at 1280x800

MPEG-4: 30 fps at 1280x800

MJPEG: 30 fps at 1280x800

2 simultaneous streams

Above 38 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, 

sharpness, white balance, exposure control, gain, 

backlight compensation, privacy masks

Scheduled profile settings

Audio input

G.711

Built-in microphone

5 meters

Users

Protocols

Interface

ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 

RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 

DNS, DDNS, SNMP

802.11b/g/n WLAN

Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using HTTP, SMTP, FTP and NAS 

server

File upload via HTTP, SMTP, FTP and NAS server

DC 12V power input

Digital input*1

System power and status indicator

12V DC

Max. 3.4 W

62 mm (D) x 85 mm (W) x 88 mm (H) 

Net: 505 g

Weather-proof IP66-rated housing

CE, LVD, FCC Class B, VCCI, C-Tick

-20°C ~ 45°C  (-4°F ~ 113°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation 

Wizard 2, ST7501 32-channel recording software

Quick installation guide, warranty card, antenna, 

software CD, camera stand

IP8336W
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Bullet
Network Camera

1MP • 20M IR • WDR Pro • IP66 • 
Cable Management • 3DNR

IP8337H-C
• 1-Megapixel CMOS Sensor 

• 30 fps @ 1280x800

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• WDR Pro for Unparalleled Visibility in High Contrast Environments

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC Card Slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Weather-proof IP66-rated Housing

• Mounting Bracket with Cable Management for Protected Installation

• 3D Noise Reduction

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8337H-C
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Technical Specifications Dimensions

Accessories

    Mounting Kits 

SP-702A

PoE Kits

POE-IJ-1748NDN

AM-311

AM-311

AM-711

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, periodical 

trigger, system boot, recording notification, camera tampering 

detection 

Event notification using digital output, HTTP, SMTP, FTP and NAS 

server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 3

Max. 6.4 W

Ø: 60mm x 294mm

Net: 1,190g

Weather-proof IP66-rated housing

Mounting Bracket with Cable Management

CE, LVD, FCC Class A, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~122°F)

Working Temperature: -20°C ~ 50°C (-4°F ~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

Quick installation guide, warranty card, alignment sticker, 

waterproof connector, desiccant bag, software CD, Cable 

management bracket

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities

IR Illuminators
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

System Information

Camera Features

Video

IP8337H-C

Multimedia SoC (System-on-Chip)
128MB
256MB

1/3" Progressive CMOS
1280x800 
Fixed-focal
f = 6mm 
F1.6 
56° (horizontal)
31° (vertical) 
62° (diagonal)
1/5 sec. to 1/32,000 sec 
WDR Pro 
Removable IR-cut filter for day & night function
0.48 Lux @ F1.6, 50 IRE (Color)
0.001 Lux @ F1.6, 50 IRE (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*12
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG
H.264 & MJPEG:
30 fps @ 1280x800
In both compression
2 simultaneous streams
Above 60 dB
110 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bitrate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

116 mm

116 m
m

294 mmUsers
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

IP8337H-C
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Bullet
Network Camera

1.3MP • SNV • Day & Night • 20M IR • IP66 • 
Cable Management • 3DNR

IB8354-C
• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024 

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC card slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Weather-proof IP66-rated Housing

• Mounting Bracket with Cable Management for Protected Installation

• 3D Noise Reduction

• Supreme Night Visibility

http://www.vivotek.com/ib8354-c/
http://youtu.be/K1zUGgXgW4c
http://youtu.be/0evXyfo0KVo
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-311

AM-411

POE-IJ-1748NDN

116 mm

116 m
m

294 mm

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, 

FTP and NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 3

Max. 5.5 W

Ø: 60 mm x 294 mm

Net: 1,161g

Bracket: 544g

Weather-proof IP66-rated housing

Mounting Bracket with Cable Management

CE, LVD, FCC Class A, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)

Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7/8/9/10

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation 

Wizard 2, ST7501 32-channel recording software

Quick installation guide, warranty card, alignment 

sticker, desiccant bag

Cable management bracket

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

Users
Protocols

Interface
ONVIF

System Information

Camera Features

Video

Network

IB8354-C

Multimedia SoC (System-on-Chip)
128MB
256MB

1/3" Progressive CMOS
1280x1024
Fixed-focal
f = 4 mm
F1.6
69° (horizontal)
54° (vertical) 
87° (diagonal)
1/5 sec. to 1/32,000 sec.
Removable IR-cut filter for day & night function
0.08 Lux @ F1.6 , 30 IRE (Color)
0.06 Lux @ F1.6 , 30 IRE (B/W)
0 Lux @ IR LED ON
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*12
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG 
30 fps @ 1280x1024
In all compression
3 simultaneous streams
Above 60 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings, 3D noise reduction

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, 
ICMP
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Triple-window video motion detection

IB8354-C
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Ultra-mini Bullet
Network Camera

1.3MP • 30 fps • Ultra-Mini Size • Easy 
Installation

IB8156
• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024

• Real-time H.264, MJPEG Compression (Dual Codec)

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Ultra-mini Size Design

• Flexible Installation Options: Ceiling, Wall and G-bracket Mount

• Easy Installation

http://www.vivotek.com/ib8156/
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Technical Specifications Dimensions

Accessories

PoE Switches PoE

AW-FED-0500 POE-IJ-1748NDN

115
 m

m

117 mm50 mm

• IB8156-C • IB8156-G

32 mm 117 mm

76
 m

m

153 mm

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Minimum Illumination

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

System Information

Camera Features

Video

IB8156-C (Cable Management)

IB8156-G (G Bracket)

Multimedia SoC (System-on-Chip)

16MB

256MB

1/3" Progressive CMOS

1280x1024

Fixed-focal 

f = 3.6 mm

F 1.8

77° (horizontal)

61° (vertical)

101° (diagonal)

1/5 sec. to 1/32,000 sec

0.2 Lux @ F1.8

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

30 fps @ 1280x1024

In both compression

3 simultaneous streams

Above 53 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, white balance, 

exposure control, gain, backlight compensation, privacy masks

Scheduled profile settings

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and 

NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 1

Max. 2.3 W

Ø: 32 mm x 117 mm (w/o bracket)

Net: 83 g (Body Only)

108 g (IB8156-C)

178 g (IB8156-G)

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: -10°C ~ 40°C (14°F~ 104°F)

Working Temperature: -20°C ~ 40°C (-4°F~ 104°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above

QuickTime: 7 or above

Quick installation guide, warranty card, alignment sticker, 

ceiling mount bracket, wall-mount bracket

IB8156
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Ultra-mini Bullet
Network Camera

2MP • Full HD • Ultra-Mini Size • Easy 
Installation

IB8168
• 2-Megapixel CMOS Sensor

• 15 fps @ 1920x1080; 30 fps @ 1280x720

• Real-time H.264, MJPEG Compression (Dual Codec)

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Ultra-mini Size Design

• Flexible Installation Options: Ceiling, Wall and G-bracket Mount

• Easy Installation

http://www.vivotek.com/ib8168/
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Technical Specifications Dimensions

Accessories

PoE Switches PoE

AW-FED-0500 POE-IJ-1748NDN

115
 m

m

117 mm50 mm

• IB8168-C • IB8168-G

32 mm 117 mm

76
 m

m

153 mm

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Minimum Illumination

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

System Information

Camera Features

Video

IB8168-C (Cable Management)

IB8168-G (G Bracket)

Multimedia SoC (System-on-Chip)

16MB

256MB

1/2.7" Progressive CMOS

1920x1080

Fixed-focal 

f = 3.6 mm

F 1.8

97° (horizontal)

52° (vertical)

113° (diagonal)

1/5 sec. to 1/32,000 sec

0.58 Lux @ F1.8

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

15 fps @ 1920x1080

30 fps @ 1280x720

In both compression

3 simultaneous streams

Above 53 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, white balance, 

exposure control, gain, backlight compensation, privacy masks

Scheduled profile settings

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and 

NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 1

Max. 2.3 W

Ø: 32 mm x 117 mm (w/o bracket)

Net: 83 g (Body Only)

108 g (IB8168-C)

178 g (IB8168-G)

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: -10°C ~ 40°C (14°F~ 104°F)

Working Temperature: -20°C ~ 40°C (-4°F~ 104°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above

QuickTime: 7 or above

Quick installation guide, warranty card, alignment sticker, 

ceiling mount bracket, wall-mount bracket

IB8168
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Bullet
Network Camera

2MP • Day & Night • Weather-proof • 
3DNR

IP8364-C
• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• Removable IR-cut Filter for Day and Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Real-time H.264 & MJPEG Compression (Dual Codec)

• Weather-proof IP66-rated Housing

• Mounting Bracket with Cable Management for Protected Installation

• Built-in 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• 3D Noise Reduction

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8364-C
http://youtu.be/O-ozDFq8ioY
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Technical Specifications Dimensions

Accessories

    Mounting Kits PoE Kits

POE-IJ-1748NDNAM-311

AM-411

AM-711

116 mm

116 m
m

294 mmUsers
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, 

FTP and NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 3

Max. 7 W

Ø: 60 mm x 294 mm

Net: 1,190g

Weather-proof IP66-rated housing

Mounting Bracket with Cable Management

CE, LVD, FCC Class A, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~122°F)

Working Temperature: -20°C ~ 50°C (-4°F ~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation 

Wizard 2, ST7501 32-channel recording software

Quick installation guide, warranty card, alignment 

sticker, waterproof connector, desiccant bag, software 

CD, Cable management bracket

Model

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

System Information

Camera Features

Video

IP8364-C

Multimedia SoC (System-on-Chip)
128 MB
256 MB

1/2.7" Progressive CMOS
1920x1080
Fixed-focal
f = 6 mm
F1.6
59° (horizontal) 
32° (vertical) 
70° (diagonal) 
1/5 sec. to 1/32,000 sec.
Removable IR-cut filter for day & night function
0.18 Lux @ F1.6, 50 IRE (Color)
0.001 Lux @ F1.6, 50 IRE (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 20 meters
IR LED*12
MicroSD/SDHC card slot

H.264 & MJPEG
30 fps @ 1920x1080
30 fps @ 1280x720
In both compression
2 simultaneous streams
Above 53 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

IP8364-C
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Bullet
Network Camera

2MP • 20M IR • IP66 • 3DNR 
• Cable Management

IB8369
• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC card slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Weather-proof IP66-rated Housing

• Mounting Bracket with Cable Management for Protected Installation

• 3D Noise Reduction

• Smart IR Technology to Avoid Overexposure

http://www.vivotek.com/ib8369/
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Technical Specifications Dimensions

Accessories

Mounting Kit

AM-311

AM-411

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan/tilt/zoom Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

System Information

Camera Features

Video

IB8369

Multimedia SoC (System-on-Chip)

128MB

256MB

1/2.7" Progressive CMOS

1920x1080 (2MP)

Fixed-focal

f = 3.6 mm

F2.0

84° (Horizontal)
68° (Vertical) 
114° (Diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

0.78 Lux @ F2.0 (Color)
0.006 Lux @ F2.0 (B/W)
0 Lux @ IR LED ON

ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)

Built-in IR illuminators, effective up to 20 meters with Smart IR
IR LED*6

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

30 fps @ 1920x1080
In both compression modes

3 simultaneous streams

Above 53 dB

54.5 dB

Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, 
DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, periodical trigger, system boot, 

recording notification, camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 3

Max. 6.5W

Ø: 77 mm x 211 mm

Net: 720g

Bracket: 300g

Weather-proof IP66-rated housing

Mounting Bracket with Cable Management

CE, LVD, FCC Class A, VCCI, C-Tick

Starting Temperature: 0°C ~ 50°C

Working Temperature: -10°C ~ 50°C

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7/8/9

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 

32-channel recording software

Quick installation guide, warranty card, alignment sticker, 

desiccant bag

Cable management bracket, screw pack

211 mm 77 mm

74
 m

m

IB8369
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Cube
Network Camera

1MP• Privacy Button• Compact Design

IP8133/33W

• 1-Megapixel CMOS Sensor

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Privacy Button to Pause Monitoring

• Tamper Detection for Unauthorized Changes

• Built-in PIR Sensor for Unauthorized Intruder Detection

• Built-in White-light Illuminators for Event Triggering

• Built-in 802.3af Compliant PoE (IP8133) 

• Built-in 802.11b/g/n WLAN (IP8133W)

• Wi-Fi Protected Setup (WPS) for Easy and Secure  Wireless Network Connection (IP8133W)

• Built-in Microphone and Speaker for Two-way Audio

• Compact, Elegant Design

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8133
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=IP8133W
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

133 m
m

79 mm 94 mm

178 m
m

79 mm 94 mm

IP8133 IP8133W

．IP8133 (PoE)
．IP8133W (WLAN)

Models

．Board lens, Fixed, f = 3.45 mm, F2.4Lens

．47.4° (horizontal)
．30.6° (vertical)
．54.7° (diagonal)

Field of View

．1/15 sec. to 1/25,000 sec.Shutter Time

．1/4”CMOS sensor in 1280x800 resolutionImage Sensor

．3.0 Lux @ F2.4Minimum 
Illumination

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Multiple simultaneous streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic 
    frame rate control
．Supports 3GPP mobile surveillance
．Frame rates:
    H.264: 
    Up to 30 fps at 1280x800
    MPEG-4: 
    Up to 23 fps at 1280x800
    MJPEG: 
    Up to 30 fps at 1280x800

Video

．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, 
    sharpness, white balance and exposure
．AGC, AWB, AES
．BLC (Backlight Compensation)
．Supports privacy masks

Image Settings

．Compression:
    GSM-AMR speech encoding, bit rate: 4.75 kbps to 
    12.2 kbps
    G.711 audio encoding, bit rate: 64 kbps, μ-Law or 
    A-Law mode selectable
．Interface:
    Built-in microphone
    Built-in speaker
．Supports two-way audio
．Supports audio mute

Audio

．10/100 Mbps Ethernet, RJ-45
．Built-in 802.11b/g/n WLAN (IP8133W)
．ONVIF support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
    DDNS, PPPoE, CoS, QoS, SNMP, and 802.1X

Networking

．Triple-window video motion detection
．Tamper detection
．One D/I and one D/O for external sensor and alarm
．PIR (Passive Infrared Sensor) for human detection 
．White-light illuminators when event triggered 
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

Alarm and Event 
Management

．Muilti-level user access with password protection
．IP address filtering
．Wireless: WEP, WPA-PSK, WPA2 (IP8133W)
．WPS - Wi-Fi Protected Setup (IP8133W)
．HTTPS encrypted data transmission

Security

．Live viewing for up to 10 clients Users

．32 mm (D) x 79 mm (W) x 80 mm (H)Dimension

．Net: 200 g (IP8133)
．Net: 195 g (IP8133W)

Weight

．System power and status indicator
．System activity and network link indicator
．Privacy button on

LED Indicator

．5V DC
．Power consumption: Max. 4.3 W (IP8133)
．Power consumption: Max. 4.7 W (IP8133W)
．802.3af compliant Power-over-Ethernet (Class 3) 
    (IP8133)

Power

．CE, LVD, FCC, VCCI, C-TickApprovals

．Temperature: 0°C ~ 40°C (32°F ~ 104°F)
．Humidity: 90% RH

Operating 
Environments

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 6.x or 
    above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Viewing System 
Requirements

．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Installation, 
Management, and 
Maintenance

．SDK available for application development and 
    system integration

Applications

．24 monthsWarranty

IP8133/33W
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Cube
Network Camera

1MP • Compact Size

IP8130/30W
IP8131/31W
• 1-Megapixel CMOS Sensor

• Compact Design

• Real-time H.264 and MJPEG Compression (Dual Codec)

• 30 fps @ 1280x800

• Two-way Audio

• Removable IR-cut Filter for Day and Night Function (IP8131)

• Built-in IR Illuminators, Effective up to 6 Meters (IP8131)

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

http://www.vivotek.com/web/product/productdetail.aspx?model=ip8130


113

Technical Specifications Dimensions

80 mm

80 mm

77 mm

92 mm
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46 mm
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• IP8130

• IP8131

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Day/Night

Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

Audio Capability
Compression
Interface

Effective Range

System Information

Camera Features

Video

Audio

IP8130
IP8131 (Day/Night)

Multimedia SoC (System-on-Chip)
16 MB
128 MB

1/4" Progressive CMOS
1280x800
Fixed-focal
f = 3.6 mm
F1.8
61° (horizontal)
38° (Vertical)
73° (Diagonal)
1/5 sec. to 1/32,000 sec.
Removable IR-cut filter for day & night function 
(IP8131)
0.45 Lux, 50 IRE (Color)
0.001 Lux, 50 IRE (B/W) (IP8131)
ePTZ:
16x digital zoom (4x on IE plug-in, 4x built-in)
Built-in IR illuminators, effective up to 6 meters 
IR LED*6 (IP8131)
Micro SD/SDHC/SDXC card slot

H.264 & MJPEG
H.264: 
30 fps at 1280x800
MJPEG: 
30 fps at 1280x800
2 simultaneous streams
Above 62 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, 
white balance, exposure control, gain, backlight 
compensation, privacy masks
Scheduled profile settings

Audio input/output (full duplex)
G.711
Built-in Microphone
External line output
5 meters

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Power Adapter

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using HTTP, SMTP, FTP and NAS 

server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network connection

Terminal block*2 for digital input

Terminal block*2 for audio out

DC-Jack for DC 12V power input

System power and status indicator

12V DC

Max. 1.8W (IP8130)

Max. 3.0W (IP8131)

31mm (D) x 80mm (W) x 80mm (H) (IP8130)

46mm (D) x 80mm (W) x 80mm (H) (IP8131)

83 g (IP8130)

123 g (IP8131)

CE, LVD, FCC Class B, VCCI, C-Tick

0°C ~ 40°C

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

DC 12V, 1.5A

Quick installation guide, warranty card, camera mounting kit, 

Ethernet cable

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP,
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
DDNS, SNMP

PPPoE, CoS, QoS, 802.1X (IP8130/31 Only)
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

IP8130/30W
IP8131/31W
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Fisheye 
Network Camera

5MP • 360° Surround View • 
Pixel Calculator • Compact Size

• 5-Megapixel CMOS Sensor
• 30 fps @ 1080p Full HD
• 1.57 mm Fisheye Lens for 180° Panoramic View and 360° Surround View
• WDR Enhancement for Unparalleled Visibility in Extremely Bright and Dark Environments
• ePTZ for Data Efficiency
• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage
• Support Local or Client Side Dewarping
• 3D Noise Reduction
•  15° Tilt Mount Available
• Support Installation with Conduit Box 

FE8180

http://www.vivotek.com/fe8180/
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Technical Specifications Dimensions

Accessories

Model FE8180

System Information

CPU Multimedia SoC (System-on-Chip)

Flash 128MB

RAM 256MB

Camera Features

Image Sensor 1/2.5" Progressive CMOS

Maximum Resolution 1920x1920

Lens Type Fixed-focal

Focal Length f=1.57 mm

Aperture F2.2

Field of View 180° (Horizontal) 
180° (Vertical)  
180° (Diagonal)

Shutter Time 1/5 sec. to 1/32,000 sec.

WDR Technology WDR Enhanced

Minimum Illumination 0.18 Lux @ F2.2 (Color)

Pan/tilt/zoom Functionalities ePTZ: 
12x digital zoom (12x on IE plug-in)

On-board Storage MicroSD/SDHC/SDXC card slot

Video

Compression H.264, MJPEG 

Maximum Frame Rate 15 fps @ 1920x1920  
30 fps @ 1920x1080 
In both compression modes

Maximum Streams 3 simultaneous streams

S/N Ratio Above 62 dB

Dynamic Range 57 dB

Video Streaming Adjustable resolution, quality and bitrate

Image Settings Time stamp, text overlay, flip & mirror 
Configurable brightness, contrast, saturation, sharpness, white balance, exposure 
control, gain, backlight compensation, privacy masks 
Scheduled profile settings, 3D noise reduction 
Pixel calculator

Audio

Audio Capability -

Network

Users Live viewing for up to 10 clients 

Protocols IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X.

Interface 10Base-T/100 BaseTX Ethernet (RJ-45)

ONVIF Supported, specification available at www.onvif.org

Intelligent Video

Video Motion Detection Five-window video motion detection 

Alarm and Event

Alarm Triggers Video motion detection, manual trigger, digital input, periodical trigger, system boot, 
recording notification, camera tampering detection 

Alarm Events Event notification using digital output, HTTP, SMTP, FTP and NAS server 
File upload via HTTP, SMTP, FTP and NAS server

General

Connectors RJ-45 cable connector for Network/PoE connection

LED Indicator System power and status indicator

Power Input IEEE 802.3af PoE Class 1

Power Consumption Max. 3.6 W

Dimensions Ø: 90 mm x 37 mm

Weight Net: 135g

Safety Certifications CE, LVD, FCC Class B, VCCI, C-Tick

Operating Temperature Starting Temperature: 0°C ~ 40°C (32°F ~ 104°F) 
Working Temperature: -10°C ~ 40°C (14°F ~ 104°F) 

Warranty 24 months

System Requirements

Operating System Microsoft Windows 7/Vista/XP/2000

Web Browser Mozilla Firefox 7~10 (Streaming only) 
Internet Explorer 7.x, 8.x, 9.x,10.x 

Other Players VLC: 1.1.11 or above 
QuickTime: 7 or above

Included Accessories

CD User's manual, quick installation guide, Installation Wizard 2, ST7501 32-channel 
recording software

Others Quick installation guide, warranty card, alignment sticker, screws pack, mounting 
bracket, software CD

90 mm 37 mm

3 1/2" Electrical boxConduit Box

AM216

Mounting Kit

FE8180
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Compact Cube
Network Camera

1MP • Panoramic View • Compact Size

CC8130
• 1-Megapixel CMOS Sensor

• 180° Horizontal Panoramic View

• Compact, Elegant Design

• Real-time H.264 and MJPEG Compression (Dual Codec) 

• 30 fps @ 1280x800

• Built-in IEEE 802.3af Compliant PoE

Tilt Mount

Flat Mount

http://www.vivotek.com/web/product/productdetail.aspx?model=cc8130
http://youtu.be/37HLE4jscGU
http://youtu.be/IC_amd-36O0
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, periodical 

trigger, system boot, recording notify

Event notification using HTTP, SMTP, FTP and NAS 

server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 1

Max. 3.8W

28mm (D) x 50mm (W) x 88mm (H)  (Body only)

35mm (D) x 53mm(W) x 118mm (H) (Flat Mount)

40mm (D) x 58mm (W) x 127mm (H) (Tilt Mount)

94 g

CE, LVD, FCC Class B, VCCI, C-Tick

0°C ~ 40°C

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation 

Wizard 2, ST7501 32-channel recording software

Quick installation guide, warranty card, camera stand, 

screw pack

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Minimum Illumination
Pan/tilt/zoom 
Functionalities

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming
Image Settings

Audio Capability
Compression
Interface
Effective Range

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
128 MB
128 MB

1/4" Progressive CMOS
1280x800
Fixed-focal
1.3 mm
F1.8
180° (horizontal)
100° (vertical)
180° (diagonal)
1/5 sec. to 1/32,000 sec.
0.47 Lux, 50 IRE
ePTZ:
4x digital zoom (IE plug-in)

H.264 & MJPEG
H.264: 
30 fps at 1280x800
MJPEG: 
30 fps at 1280x800
2 simultaneous streams
Above 56 dB
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input
G.711
Built-in microphone
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Network

Intelligent Video

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Ver. 1.02

Triple-window video motion detection

• Flat Mount

• Tilt Mount

88 m
m

11
8 

m
m

28 mm 50 mm

35 mm 53 mm

36 mm

58 mm

50 mm

127 m
m

13
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m

40 mm

88
 m

m

CC8130
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2MP • 15M IR • 3DNR ( FD8164 )
2MP • 15M IR • IP66 • Vandal-proof • 3DNR ( FD8164V )

FD8164/64V 

• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 15 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC Card Slot for 

   On-board Storage 

• Supports ONVIF Standard to Simplify Integration and 

   Enhance Interoperability 

• Weather-proof IP66-rated Housing (FD8164V)

• 3D Noise Reduction for Low-light Conditions

Fixed Dome
Network Camera

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8164
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8164V
http://youtu.be/DZ8Q98gOuO8
http://youtu.be/q97mNHd6_HU
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FD8164/64V

Technical Specifications Dimensions

Accessories

Mounting Kit PoE

FD8164

FD8164V
Ø152 mm

51 m
m

Ø127 mm

50 m
m

91 m
m

94 m
m

Mounting Kit PoE

AM-211 POE-IJ-1748NDN

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Field of View

Shutter Time
Day/Night
Minimum Illumination

Pan Range
Tilt Range
Rotation Range
Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface
Effective Range

System Information

Camera Features

Video

Audio

FD8164/64V-F2
FD8164/64V-F3

Multimedia SoC (System-on-Chip)
128MB
256MB

1/2.7" Progressive CMOS
1920x1080 (2MP)
Fixed-focal
f = 2.8 mm (FD8164/64V-F2)
f = 3.6 mm (FD8164/64V-F3)
F2.0 (FD8164/64V-F2)
F1.8 (FD8164/64V-F3)
FD8164/64V-F2:
120° (Horizontal)
68° (Vertical)
141° (Diagonal)
FD8164/64V-F3:
95° (Horizontal)
51° (Vertical)
112° (Diagonal)
1/5 sec. to 1/32,000 sec.
Removable IR-cut filter for day & night function
FD8164/64V-F2:
0.33 Lux @ F2.0, 50 IRE (Color)
0.001 Lux @ F2.0, 50 IRE (B/W)
FD8164/64V-F3:
0.28 Lux @ F1.8, 50 IRE (Color)
0.001 Lux @ F1.8, 50 IRE (B/W)
350°
60°
350°
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 15 meters
IR LED*8
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG
30 fps @ 1920x1080
In both compression modes
2 simultaneous streams
Above 53 dB
54.5 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

Audio input
G.711
Built-in microphone
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions

Weight
Casing

Safety Certifications

Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 5.1W   
Ø: 127 mm x 91 mm (FD8164) 
Ø: 152 mm x 94 mm (FD8164V) 
Net: 440 g (FD8164) / Net: 666 g (FD8164V) 
FD8164V
Weather-proof IP66-rated housing
Vandal-proof IK10-rated housing
CE, LVD, FCC Class B, VCCI, C-Tick (FD8164) 
CE, LVD, FCC Class A, VCCI, C-Tick (FD8164V) 
FD8164 
Working Temperature: 0°C ~ 50°C (32°F~ 122°F) 

FD8164V 
Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, alignment 
sticker, screw pack, software CD
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Fixed Dome
Network Camera

1MP • MicroSD/SDHC • Compact Design (FD8134)
1MP • Vandal-proof • IP66 (FD8134V)

FD8134/34V
• 1-Megapixel CMOS Sensor

• Removable IR-cut Filter for Day and Night Function  

• Built-in IR Illuminators, Effective up to 10 Meters  

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing

• Built-in 802.3af Compliant PoE  

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• 3-axis Mechanical Design for Ceiling and Wall Mount Installation

• Easy and Flexible Installation

• Compact and Attractive Design

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8134
http://www.vivotek.com/web/product/productdetail.aspx?model=fd8134v
http://youtu.be/FQUiA44p1HU


121

Technical Specifications Dimensions

Accessories

94 m
m

43 m
m

124 mm 133 mm

Mounting Kit PoE

AM-211 POE-IJ-1748NDN

AM-517

AM-214

AM-221

Security ．Muilti-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network
    protection

Alarm and Event 
Management

．Triple-window video motion detection
．Tamper detection
．One D/I for external sensor
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

On-board Storage ．MicroSD/SDHC card slot
．Stores snapshots and video clips

LED Indicator ．System power and status indicator
．System activity and network link indicator

Users ．Live viewing for up to 10 clients

Dimension FD8134 
．Camera: Ø 110 mm x 91 mm
．Cable length: 480 mm
．Cable diameter: Ø 7.8 mm; Max width: Ø 24 mm

FD8134V
．Camera: Ø 133 mm x 94 mm
．Cable length: 500 mm
．Cable diameter: Ø 7.8 mm; Max width: Ø 24 mm

Weight ．Net: 623.5 g 

Operating 
Environments

．Start Temperature: -10°C ~ 50°C (14°F ~ 122°F)
．Working Temperature: -20°C ~ 50°C (-4°F ~ 122°F)
．Humidity: 90% RH

Power ．12V DC
．Power consumption:   
    Max. 4.5 W 
．802.3af compliant Power-over-Ethernet (Class 2) 
    

Housing ．Vandal-proof IK10-rated metal housing (FD8134V)
．Weather-proof IP66-rated housing (FD8134V)

Approvals ．CE, LVD, FCC, VCCI, C-Tick

．CPU: TI DM365 SoC
．Flash: 128MB
．RAM: 256MB
．Embedded OS: Linux 2.6

System

．FD8134V (PoE)
．FD8134V (PoE)

Models

．Board lens, Fixed, f = 3.6 mm, F1.8
．Removable IR-cut filter for day & night function

Lens

．56°(horizontal) 
．41°(vertical)

Angle of View

．1/4”CMOS sensor in 1280x800 resolutionImage Sensor

．1/5 sec. to 1/25,000 sec.Shutter Time

．Built-in IR illuminators, effective up to 10 meters
．IR LED*8 (850nm)

IR Illuminators

Networking ．10/100 Mbps Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP,
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP,
    DNS, DDNS, PPPoE, CoS, QoS, SNMP, and 802.1X

Video ．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Multiple simultaneous streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic 
    frame rate control
．Supports 3GPP mobile surveillance
．Frame rates:
    H.264:
    Up to 30 fps at 1280x800
    MPEG-4:
    Up to 30 fps at 1280x800
    MJPEG:
    Up to 30 fps at 1280x800

Image Settings ．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, 
    sharpness, white balance and exposure
．AGC, AWB, AES
．Automatic, manual or scheduled day/night mode 
．BLC (Backlight Compensation)
．Supports privacy masks

Viewing System 
Requirements

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: Mozilla Firefox, Internet Explorer 7.x or
   above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Applications ．SDK available for application development and
    system integration

Installation, Management,
and Maintenance

．3-axis mechanism for flexible ceiling and wall 
    mount installation
．Camera angle adjustment: pan 350°, tilt 70°, rotate 350°
．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Warranty ．24 months

91 m
m

41 m
m

110 mm

FD8134

FD8134V

FD8134V



122

Fixed Dome
Network Camera

1MP • WDR Pro • 15M IR • 3DNR (FD8137H)
1MP • WDR Pro • 15M IR • IP66 • Vandal-proof • 3DNR(FD8137HV)

FD8137H/37HV

• 1-Megapixel CMOS Sensor 

• 30 fps @ 1280x800

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 15 Meters

• WDR Pro for Unparalleled Visibility in High Contrast Environments

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC Card Slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Weather-proof IP66-rated Housing (FD8137HV)

• 3D Noise Reduction for Low-light Conditions

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8134
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8137H
http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8137HV
http://youtu.be/-LDZrQSGfmA
http://youtu.be/zbYq_3KAxzs
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FD8137H/37HV

Technical Specifications Dimensions

Accessories

Mounting Kit PoE

FD8137H

FD8137HV
Ø152 mm

51 m
m

Ø127 mm

50 m
m

91 m
m

94 m
m

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Field of View

Shutter Time
WDR Technology
Day/Night
Minimum Illumination

Pan Range
Tilt Range
Rotation Range
Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

System Information

Camera Features

Video

FD8137H/37HV-F3
FD8137H/37HV-F6

Multimedia SoC (System-on-Chip)
128MB
256MB

1/3" Progressive CMOS
1280x800 (1MP)
Fixed-focal
f = 3.6 mm (FD8137H/37HV-F3)
f = 6 mm (FD8137H/37HV-F6)
F1.8 (FD8137H/37HV-F3)
F1.6 (FD8137H/37HV-F6)
FD8137H/37HV-F3:
86° (Horizontal)
51° (Vertical)
103° (Diagonal)
FD8137H/37HV-F6:
59° (Horizontal)
32° (Vertical)
70° (Diagonal)
1/5 sec. to 1/32,000 sec.
WDR Pro
Removable IR-cut filter for day & night function
FD8137H/37HV-F3:
1.05 Lux @ F1.8 , 50 IRE (Color)
0.001 Lux @ F1.8, 50 IRE (B/W)
FD8137H/37HV-F6:
0.48 Lux @ F1.6, 50 IRE (Color)
0.001 Lux @ F1.6, 50 IRE (B/W)
350°
60°
350°
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 15 meters
IR LED*8
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG
30 fps @ 1280x800
In both compression modes
2 simultaneous streams
Above 53 dB
110 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

Audio Capability
Compression
Interface
Effective Range

Audio

Audio input
G.711 / G.726
Built-in microphone
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Casing

Safety Certifications
Operating Temperature

Warranty

Operating System
Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, 
SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 
802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, periodical trigger, 
system boot, recording notification, camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 5.1W  
Ø: 152 mm x 94 mm (FD8137H) ; Ø: 152 mm x 94 mm (FD8137HV)
Net: 440 g(FD8137H) ; Net: 666 g (FD8137HV)
Weather-proof IP66-rated housing (FD8137HV)
Vandal-proof IK10-rated housing (FD8137HV)
CE, LVD, FCC Class A, VCCI, C-Tick
Starting Temperature: -10°C ~ 50°C (14°F~ 122°F) (FD8137HV)
0°C ~ 50°C (32°F~ 122°F) (FD8137V)
Working Temperature: -20°C ~ 50°C (-4°F~ 122°F) (FD8137HV)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel recording software
Quick installation guide, warranty card, alignment sticker, screw pack, 
software CD

Mounting Kit PoE

AM-211 POE-IJ-1748NDN
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Fixed Dome
Network Camera

1.3MP • Compact Size • Vandal-proof • 
Day & Night

FD8151V
• 1.3-Megapixel CMOS Sensor

• Compact Design

• Real-time H.264 and MJPEG Compression (Dual Codec)

• 30 fps @ 1280x1024

• Supreme Night Visibility

• Removable IR-cut Filter for Day and Night Function

• Built-in IR Illuminators, Effective up to 5 Meters

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Vandal-proof IK10-rated Housing

• Selectable Lens (f = 2.5 mm or 4 mm)

http://www.vivotek.com/fd8151v/
http://youtu.be/6nFABLD2T7Y
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

Ø
100 m

m

55 m
m

32 m
m43

 m
m

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Auto-iris
Field of View

Shutter Time
Day/Night
Minimum Illumination

Pan/tilt/zoom 
Functionalities
IR Illuminators

On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Dynamic Range
Video Streaming

Image Settings

Audio Capability
Compression
Interface

System Information

Camera Features

Video

Audio

FD8151V-F2 (Lens f = 2.5 mm)
FD8151V-F4 (Lens f = 4.0 mm)

Multimedia SoC (System-on-Chip)
16 MB
256 MB

1/3" Progressive CMOS
1280x1024
Fixed-focal
f = 2.5 mm (FD8151V-F2)
f = 4 mm (FD8151V-F4)
F2.0 (FD8151V-F2)
F1.5 (FD8151V-F4)
Fixed-iris
FD8151V-F2:
110° (horizontal)
86° (vertical)
142° (diagonal)
FD8151V-F4:
64° (horizontal)
53° (vertical)
80° (diagonal)
1/5 sec. to 1/32,000 sec.
Removable IR-cut filter for day & night function
FD8151V-F2:
0.16 Lux, 50 IRE (Color)
0.001 Lux, 50 IRE (B/W)
FD8151V-F4:
0.1 Lux, 50 IRE (Color)
0.001 Lux, 50 IRE (B/W)
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
Built-in IR illuminators, effective up to 5 meters 
IR LED*9
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG
H.264: 30 fps at 1280x1024
MJPEG: 30 fps at 1280x1024
2 simultaneous streams
Above 58 dB
67 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input
G.711
Built-in Microphone

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Casing
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 6.5W
Ø: 100 mm x 55 mm
Net: 284 g
Vandal-proof IK10-rated metal housing
CE, LVD, FCC Class B, VCCI, C-Tick
-10°C ~ 50°C (14°F ~ 122°F) 
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, screw pack

FD8151V
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Fixed Dome
Network Camera

1.3MP • Low Light • Day & Night • 15M IR 
• IK10 • 3DNR

FD8152V
• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024 

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 15 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC Card Slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Vandal-proof IK10-rated Housing

• 3D Noise Reduction

• Supreme Night Visibility

• Selectable Lens

http://www.vivotek.com/fd8152v/
http://youtu.be/6nFABLD2T7Y
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN AW-FED-0500

Ø
100 m

m

55 m
m

32 m
m43

 m
m

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Auto-iris

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan/tilt/zoom Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

Audio Capability

Compression

Interface

System Information

Camera Features

Video

Audio

FD8152V-F2 (Lens f = 2.8 mm)
FD8152V-F4 (Lens f = 4.0 mm)

Multimedia SoC (System-on-Chip)

128 MB

256 MB

1/3" Progressive CMOS

1280x1024

Fixed-focal

f = 2.8 mm (FD8152V-F2)
f = 4 mm (FD8152V-F4)

F2.0 (FD8152V-F2)
F1.6 (FD8152V-F4)

Fixed-iris

FD8152V-F2:
101° (Horizontal)
80° (Vertical)
130° (Diagonal)
FD8152V-F4:
69° (Horizontal)
54° (Vertical)
87° (Diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

0.08 Lux @ F1.6 (Color)
0.06 Lux @ F1.6 (B/W)
0 Lux @ IR LED ON

ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)

Built-in IR illuminators, effective up to 15 meters 
IR LED*9

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

30 fps @ 1280x1024
In both compression

3 simultaneous streams

Above 56 dB

Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks, 3D 
Noise Reduction
Scheduled profile settings

Audio input

G.711

Built-in Microphone

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, periodical 

trigger, system boot, recording notification, camera tampering 

detection 

Event notification using HTTP, SMTP, FTP and NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 2

Max. 5.1W

Ø: 100 mm x 55 mm

Net: 284 g

Vandal-proof IK10-rated metal housing

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)

Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

Quick installation guide, warranty card, screw pack

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, 
DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

FD8152V
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Ultra-mini Fixed Dome 
Network Camera

2MP • Full HD • Ultra-Mini Size • Easy Installation

FD8168
• 2-Megapixel CMOS Sensor

• 15 fps @ 1920x1080; 30 fps @ 1280x720

• Real-time H.264, MJPEG Compression (Dual Codec)

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC/SDXC Card Slot for On-board Storage

• Ultra-mini Size Design

• Easy Installation

http://www.vivotek.com/fd8168/
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Technical Specifications Dimensions

Accessories

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Minimum Illumination

Tilt Range

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

System Information

Camera Features

Video

FD8168

Multimedia SoC (System-on-Chip)

16MB

256MB

1/2.7" Progressive CMOS

1920x1080

Fixed-focal 

f = 3.6 mm

F 1.8

97° (horizontal)

52° (vertical)

113° (diagonal)

1/5 sec. to 1/32,000 sec

0.58 Lux @ F1.8

90°

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

15 fps @ 1920x1080

30 fps @ 1280x720

In both compression

3 simultaneous streams

Above 53 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, 

white balance, exposure control, gain, backlight 

compensation, privacy masks

Scheduled profile settings

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and 

NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 1

Max. 2.3 W

Ø: 62 mm x 50 mm (with bracket)

Ø: 62 mm x 45 mm (w/o bracket)

Net: 80 g

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: -10°C ~ 40°C (14°F~ 104°F)

Working Temperature: -20°C ~ 40°C (-4°F~ 104°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above

QuickTime: 7 or above

Quick installation guide, warranty card, alignment sticker, 

ceiling mount bracket, wall-mount bracket

50
 m

m

62 mm61 mm

PoE Switches PoE

AW-FED-0500 POE-IJ-1748NDN

FD8168
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Fixed Dome
Network Camera

1.3MP • SNV • Day & Night • 20M IR • 3DNR

FD8154
• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024 

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC card slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• 3D Noise Reduction

• Supreme Night Visibility

• Selectable Lens

http://www.vivotek.com/fd8154/
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Technical Specifications Dimensions

Accessories

Mounting Kit PoE

AM-211 POE-IJ-1748NDN

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan/tilt/zoom 

Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

System Information

Camera Features

Video

FD8154-F2

FD8154-F4

Multimedia SoC (System-on-Chip)

128MB

128MB

1/3" Progressive CMOS

1280x1024

Fixed-focal

f = 2.8 mm (FD8154-F2)

f = 4 mm (FD8154-F4)

F2.0 (FD8154-F2)

F1.6 (FD8154-F4)

FD8154-F2:

101° (horizontal)

80° (vertical)

130° (diagonal)

FD8154-F4:  

69° (horizontal)

54° (vertical)

87° (diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

0.08 Lux @ F1.6, 30 IRE (Color)

0.06 Lux @ F1.6, 30 IRE (B/W)

0 Lux @ IR LED ON

ePTZ:

48x digital zoom (4x on IE plug-in, 12x built-in)

Built-in IR illuminators, effective up to 20 meters

IR LED*8

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG 

30 fps @ 1280x1024

In both compression

3 simultaneous streams

Above 56 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, 

white balance, exposure control, gain, backlight 

compensation, privacy masks

Scheduled profile settings, 3D noise reduction

Audio Capability

Compression

Interface

Effective Range

Audio

Audio input

G.711

Built-in microphone

5 meters

Users

Protocols

Interface

ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and 

NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 2

Max. 5.1W

Ø: 127 mm x 91 mm

Net: 448g

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)

Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

Quick installation guide, warranty card, alignment sticker, 

screw pack, software CD

Ø127 mm

5
0
 m

m

9
1
 m

m

FD8154
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Fixed Dome
Network Camera

1.3MP • SNV • Day & Night • 20M IR • IP66 
• IK10 • 3DNR

FD8154V
• 1.3-Megapixel CMOS Sensor

• 30 fps @ 1280x1024 

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC card slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• Vandal-proof IK10-rated and Weather-proof IP66-rated Housing

• 3D Noise Reduction

• Supreme Night Visibility

• Selectable Lens

http://www.vivotek.com/fd8154v/
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Technical Specifications Dimensions

Accessories

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan/tilt/zoom 

Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Video Streaming

Image Settings

System Information

Camera Features

Video

FD8154V-F2

FD8154V-F4

Multimedia SoC (System-on-Chip)

128MB

128MB

1/3" Progressive CMOS

1280x1024

Fixed-focal

f = 2.8 mm (FD8154V-F2)

f = 4 mm (FD8154V-F4)

F2.0 (FD8154V-F2)

F1.6 (FD8154V-F4)

FD8154V-F2:

101° (horizontal)

80° (vertical)

130° (diagonal)

FD8154V-F4:  

69° (horizontal)

54° (vertical)

87° (diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

0.08 Lux @ F1.6, 30 IRE (Color)

0.06 Lux @ F1.6, 30 IRE (B/W)

0 Lux @ IR LED ON

ePTZ:

48x digital zoom (4x on IE plug-in, 12x built-in)

Built-in IR illuminators, effective up to 20 meters

IR LED*8

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG 

30 fps @ 1280x1024

In both compression

3 simultaneous streams

Above 56 dB

Adjustable resolution, quality and bitrate

Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate

Time stamp, text overlay, flip & mirror

Configurable brightness, contrast, saturation, sharpness, 

white balance, exposure control, gain, backlight 

compensation, privacy masks

Scheduled profile settings, 3D noise reduction

Audio Capability

Compression

Interface

Effective Range

Audio

Audio input

G.711

Built-in microphone

5 meters

Users

Protocols

Interface

ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Casing

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, 

IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, 

SNMP, 802.1X, UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 

periodical trigger, system boot, recording notification, 

camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and 

NAS server

File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

Digital input*1

System power and status indicator

IEEE 802.3af PoE Class 2

Max. 5.1W

Ø: 152 mm x 94 mm

Net: 659g

Vandal-proof IK10-rated metal housing

Weather-proof IP66-rated housing

CE, LVD, FCC Class A, VCCI, C-Tick

Starting Temperature: -10°C ~ 50°C (14°F~ 122°F)

Working Temperature: -20°C ~ 50°C (-4°F~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)

Internet Explorer 7.x ,8.x, 9.x, 10.x

VLC: 1.1.11 or above

QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, 

ST7501 32-channel recording software

Quick installation guide, warranty card, alignment sticker, 

screw pack, software CD

Ø152 mm

5
1
 m

m

9
4
 m

m

Mounting Kit PoE

AM-211 POE-IJ-1748NDN

FD8168
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Fixed Dome
Network Camera

2MP • 20M IR • 3DNR

FD8169
• 2-Megapixel CMOS Sensor

• 30 fps @ 1920x1080

• Real-time H.264, MJPEG Compression (Dual Codec)

• Removable IR-cut Filter for Day & Night Function

• Built-in IR Illuminators, Effective up to 20 Meters

• Built-in 802.3af Compliant PoE 

• Build-in MicroSD/SDHC/SDXC Card Slot for On-board Storage 

• Supports ONVIF Standard to Simplify Integration and Enhance Interoperability 

• 3D Noise Reduction

• Smart IR Technology to Avoid Overexposure

http://www.vivotek.com/fd8169/
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Technical Specifications Dimensions

Accessories

Mounting Kit

AM-215

Model

CPU

Flash

RAM

Image Sensor

Maximum Resolution

Lens Type

Focal Length

Aperture

Field of View

Shutter Time

Day/Night

Minimum Illumination

Pan Range

Tilt Range

Rotation Range

Pan/tilt/zoom Functionalities

IR Illuminators

On-board Storage

Compression

Maximum Frame Rate

Maximum Streams

S/N Ratio

Dynamic Range

Video Streaming

Image Settings

System Information

Camera Features

Video

FD8169

Multimedia SoC (System-on-Chip)

128MB

256MB

1/2.7" Progressive CMOS

1920x1080 (2MP)

Fixed-focal

f = 2.8 mm

F2.0

105° (Horizontal)
87° (Vertical) 
135° (Diagonal)

1/5 sec. to 1/32,000 sec.

Removable IR-cut filter for day & night function

1.22 Lux @ F2.0 (Color)
0.008 Lux @ F2.0 (B/W)
0 Lux @ IR LED ON

348°

70°

345°

ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)

Built-in IR illuminators, effective up to 20 meters with Smart IR
IR LED*6

MicroSD/SDHC/SDXC card slot

H.264 & MJPEG

30 fps @ 1920x1080
In both compression modes

3 simultaneous streams

Above 53 dB

54.5 dB

Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

Users

Protocols

Interface

ONVIF

Network

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, 
DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X,UDP, ICMP

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, periodical trigger, system boot, 
recording notification, camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection

System power and status indicator

IEEE 802.3af PoE Class 3

Max.6.5W

Ø: 128 mm x 98 mm

Net: 435 g

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: 0°C ~ 50°C
Working Temperature: -10°C ~ 50°C

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7/8/9

VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel recording software

Quick installation guide, warranty card, alignment sticker, screw pack

Ø128 mm

98
 m

m

AM-51A

AM-712

AM-214

AM-520

FD8169
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Ultra-mini Fixed Dome
Network Camera

Stylish Design • Easy Installation

FD8166
• 2-Megapixel CMOS Sensor

• 15 fps @ 1920x1080

• Selectable Lens (f = 2.8, 4, or 6 mm)

• Real-time H.264, MJPEG Compression (Dual Codec)

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Compact and Stylish Design

• Easy Installation

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=FD8166
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Technical Specifications Dimensions

Accessories

PoE

POE-IJ-1748NDN

Ø90 mm

50 m
m

34.7 m
m

23
.3

 m
m

Models

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Field of View

Shutter Time
Minimum Illumination

Pan Range
Tilt Range
Pan/tilt/zoom 
Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

Audio Capability
Compression
Interface
Effective Range

System Information

Camera Features

Video

Audio

FD8166-F2 (Lens f = 2.8mm)
FD8166-F3 (Lens f = 3.6mm)
FD8166-F6 (Lens f = 6mm)

Multimedia SoC (System-on-Chip)
16 MB
256 MB

1/2.7" Progressive CMOS
1920x1080
Fixed-focal
f = 2.8 mm (FD8166-F2)
f = 3.6 mm (FD8166-F3)
f = 6 mm (FD8166-F6)
F2.0 (FD8166-F2)
F1.8 (FD8166-F3)
F1.6 (FD8166-F6)
FD8166-F2:
121° (horizontal)
68° (vertical)
142° (diagonal)
FD8166-F3:
98° (horizontal)
50° (vertical)
111° (diagonal)
FD8166-F6
56° (horizontal)
31° (vertical)
64° (diagonal)
1/5 sec. to 1/32,000 sec.
FD8166-F2:
0.24 Lux, 50 IRE
FD8166-F3:
0.14 Lux, 50 IRE
FD8166-F6
0.18 Lux, 50 IRE
45°
33° ~ 90°
ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)
MicroSD/SDHC/SDXC card slot

H.264 & MJPEG
H.264:
15 fps at 1920x1080
30 fps at 1280x720
MJPEG:
15 fps at 1920x1080
30 fps at 1280x720
2 simultaneous streams
Above 53dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input
G.711
Built-in microphone
5 meters

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

Triple-window video motion detection

Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notification, 
camera tampering detection 
Event notification using HTTP, SMTP, FTP and 
NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
Digital input*1
System power and status indicator
IEEE 802.3af PoE Class 1
Max. 2.9W
Ø: 90 mm x 50 mm
Net: 144g
CE, LVD, FCC Class B, VCCI, C-Tick
0°C ~ 50°C (32°F ~ 122°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, screws pack, 
focus kit

FD8166
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Ultra-mini Fixed Dome
Network Camera

1MP • Stylish Design • Easy Installation

FD8136
• 1-Megapixel CMOS Sensor

• 30 fps @ 1280x800

• Real-time H.264, MPEG-4 and MJPEG Compression (Triple Codec)

• Built-in IEEE 802.3af Compliant PoE

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Compact and Stylish Design

• Easy Installation

http://youtu.be/3as4lWgXEXA
http://www.vivotek.com/web/product/productdetail.aspx?model=fd8136
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Technical Specifications Dimensions

Audio Capability
Compression
Interface
Effective Range

Audio

Audio input
GSM-AMR, G.711
Internal microphone
5 meters

Accessories

PoE

POE-IJ-1748NDN

Ø90 mm

50 m
m

34.7 m
m

23
.3

 m
m

Models

 

CPU
Flash
RAM
 

Image Sensor
Maximum Resolution
Lens Type
Focal Length

Aperture

Field of View

Shutter Time
Minimum Illumination
Pan Range
Tilt Range
Pan/tilt/zoom 
Functionalities
On-board Storage
 

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

System Information

Camera Features

Video

FD8136-F2 (Lens f = 2.5 mm)
FD8136-F3 (Lens f = 3.6 mm)
FD8136-F6 (Lens f = 6 mm)
 
 
Multimedia SoC (System-on-Chip)
16MB
128MB
 
 
1/4" Progressive CMOS
1280x800
Fixed-focal
f = 2.5 mm (FD8136-F2)
f = 3.6 mm (FD8136-F3)
f = 6 mm (FD8136-F6)
F2.0 (FD8136-F2, FD8136-F3)
F1.8 (FD8136-F6)
H=89.9°, V=62°, D=101° (FD8136-F2)
H=61°, V=38°, D=73° (FD8136-F3)
H=35.5°, V=22.6°, D=41.6° (FD8136-F6)
1/5 sec. to 1/32,000 sec.
0.45 Lux @ F1.8, 50 IRE
45°
33° ~ 90°
ePTZ:
16x digital zoom (4x on IE plug-in, 4x built-in)
MicroSD/SDHC card slot
 
 
H.264, MJPEG & MPEG-4 
H.264: 30 fps at 1280x800
MPEG-4: 25 fps at 1280x800
MJPEG: 30 fps at 1280x800
2 simultaneous streams
Above 62dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings
 

Users
Protocols

Interface
ONVIF
 

Video Motion Detection
 

Alarm Triggers

Alarm Events

 

Connectors

LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty
 

Operating System
Web Browser

Other Players

 

CD

Others

Network

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, UDP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100BaseTX Ethernet (RJ-45)
Ver. 1.02
 
 
Triple-window video motion detection
 
 
Video motion detection, manual trigger, digital input, 
periodical trigger, system boot, recording notify, camera 
tampering detection
HTTP, SMTP, FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server
 
 
RJ-45 for Network/PoE connection
Terminal block*2 for digital input
MicroSD/SDHC card slot
System power and status indicator
IEEE 802.3af PoE Class 1
Max. 3.84W
Ø: 90 mm x 50 mm 
Net: 143g
CE, LVD, FCC Class B, VCCI, C-Tick
0°C ~ 50°C (32°F ~ 122°F)
24 months
 
 
Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above
 
 
User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, screws pack, 
focus kit

FD8136
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Pan/Tilt Dome
Network Camera

1MP • Pan/Tilt • PoE

PD8136
• 1-Megapixel CMOS Sensor

• 360° Pan & 80° Tilt for Wide Area Monitoring

• Compact, Elegant Design

• Real-time H.264, MPEG-4 and MJPEG Compression 

   (Triple Codec)

• 30 fps @ 1280x800

• Built-in MicroSD/SDHC Card Slot for On-board Storage

• Built-in IEEE 802.3af Compliant PoE

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=PD8136
http://youtu.be/hpcRE4mpxpA
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Technical Specifications Dimensions

Accessories

POE-IJ-1748NDN

PoE

120 mm

55 m
m

Joystick

IPD USB

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors
LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Safety Certifications
Operating Temperature
Warranty

Operating System
Web Browser

Other Players

CD

Others

Intelligent Video

Alarm and Event

General

System Requirements

Included Accessories

Triple-window video motion detection

Video motion detection, manual trigger, periodical 
trigger, system boot, recording notification, camera 
tampering detection 
Event notification using digital output, HTTP, SMTP, 
FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network/PoE connection
System power and status indicator
IEEE 802.3af PoE Class 2
Max. 6.24 W
Ø: 120 mm x 55 mm
Net: 180 g
CE, LVD, FCC Class B, VCCI, C-Tick
0°C ~ 45°C  (32°F ~ 113°F)
24 months

Microsoft Windows 7/Vista/XP/2000
Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x
VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation 
Wizard 2, ST7501 32-channel recording software
Quick installation guide, warranty card, camera 
mounting kit

CPU
Flash
RAM

Image Sensor
Maximum Resolution
Lens Type
Focal Length
Aperture
Field of View

Shutter Time
Minimum Illumination
Pan Speed
Pan Range
Tilt Speed
Tilt Range
Pan/tilt/zoom 
Functionalities
On-board Storage

Compression
Maximum Frame Rate

Maximum Streams
S/N Ratio
Video Streaming

Image Settings

Audio Capability
Compression
Interface
Effective Range

System Information

Camera Features

Video

Audio

Multimedia SoC (System-on-Chip)
16 MB
128 MB

1/4" Progressive CMOS
1280x800
Fixed-focal
f = 3.6 mm
F1.8
56° (horizontal) 
41° (vertical) 
71° (diagonal)
1/5 sec. to 1/32,000 sec.
0.47 Lux, 50 IRE
100° / sec.
360° (-180° ~ + 180°)
100° / sec.
80° (10° ~ 90°)
ePTZ:
4X digital zoom (4x on IE plug-in)
MicroSD/SDHC card slot

H.264, MJPEG & MPEG-4 
H.264: 
30 fps at 1280x800
MPEG-4: 
30 fps at 1280x800
MJPEG: 
30 fps at 1280x800
2 simultaneous streams
Above 50 dB
Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, 
sharpness, white balance, exposure control, gain, 
backlight compensation, privacy masks
Scheduled profile settings

Audio input
G.711
Built-in microphone
5 meters

Users
Protocols

Interface
ONVIF

Network

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported, specification available at www.onvif.org

PD8136
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Split-type 
Camera System

5MP Fisheye • 1MP WDR Pro • 360° Surround View 
• 3DNR • Recessed Mount

VC8201
• Supports Up to 2 Camera Units

• 2 Camera Options: 1MP WDR or 5MP Fisheye Camera

• Recessed Mount Camera Units

• Built-in Microphone on Camera Units

• Maximum 8 Meters Cable Connection

• Real-time H.264 and MJPEG Compression

• Built-in IEEE 802.3af Compliant PoE

• 3D Noise Reduction

http://www.vivotek.com/vc8201/
http://youtu.be/8CpUW9KG6qM
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Specifications-Video Core

Specifications-Camera Unit

Dimensions

Split Type Camera System

Model

CPU

Flash

RAM

On-board Storage

Compression

Video Source

Maximum Streams

Video Streaming

Image Settings

Audio Capability

Compression

Interface

Users

Protocols

Interface

ONVIF

Video Motion Detection

System Information

Video

Audio

Network

Intelligent Video

VC8201-M11 (with CU8131x2)
VC8201-M13 (with CU8131+CU8171)
VC8201-M33 (with CU8171x2)

Multimedia SoC (System-on-Chip)

256 MB

512 MB

SD/SDHC/SDXC Card Slot

H.264 & MJPEG

Up to 2 VIVOTEK camera units

3 simultaneous streams per camera unit

Adjustable resolution, quality and bitrate
Configurable video cropping for bandwidth saving

Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness, white balance, 
exposure control, gain, backlight compensation, privacy masks
Scheduled profile settings, 3D Noise Reduction

Audio input

GSM-AMR, G.711

From camera unit

Live viewing for up to 10 clients 

IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, IGMP, SMTP, FTP, 
DHCP, NTP, DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 

10Base-T/100 BaseTX Ethernet (RJ-45)

Supported, specification available at www.onvif.org

Five-window video motion detection

Alarm Triggers

Alarm Events

Connectors

LED Indicator

Power Input

Power Consumption

Dimensions

Weight

Safety Certifications

Operating Temperature

Warranty

Operating System

Web Browser

Other Players

CD

Others

Optional Accessories

Alarm and Event

General

System Requirements

Included Accessories

Video motion detection, manual trigger, digital input, periodical trigger, 
system boot, recording notification, camera tampering detection 

Event notification using digital output, HTTP, SMTP, FTP and NAS server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 connector for Network/PoE connection
RJ-12  connector for camera unit connection *2
DC 12V power input
Digital input *2
Digital output *2

System power and status indicator

DC 12V
IEEE 802.3af PoE

Max. 9.3 W (DC 12V)
Max. 10.8 W (PoE)

145 mm (W) x 105 mm (D) x 32 mm (H)

Net: 360 g

CE, LVD, FCC Class B, VCCI, C-Tick

Starting Temperature: 0°C ~ 50°C (32°F ~ 122°F)
Working Temperature: -10°C ~ 50°C (14°F ~ 122°F)

24 months

Microsoft Windows 7/Vista/XP/2000

Mozilla Firefox 7~10 (streaming only)
Internet Explorer 7.x or 8.x

VLC: 1.1.11 or above
QuickTime: 7 or above

User's manual, quick installation guide, Installation Wizard 2, ST7501 
32-channel recording software

Quick installation guide, warranty card, installation kit, 5-meter 
connection cable x 2

8 meters connection cable

Model

Image Sensor

Maximum Resolution

Focal Length

Aperture

Field of View

Shutter Time

WDR Technology

Minimum Illumination

Tilt Range

Pan/tilt/zoom Functionalities

S/N Ratio

Dynamic Range

Audio Capability

Dimensions

Weight

Operating Temperature

 
CU8131

1/3" Progressive CMOS

30 fps @ 1280x800

f = 3.6 mm

F1.8

86° (Horizontal)
51° (Vertical)
103° (Diagonal)

1/5 sec. to 1/32,000 sec.

WDR Pro

1.05 Lux @ F1.8, 50 IRE (Color)

70°

ePTZ:
48x digital zoom (4x on IE plug-in, 12x built-in)

Above 53 dB

110 dB

Built-in microphone

Ø: 60 mm x 93 mm

Net: 58 g

Starting Temperature: 0°C ~ 40°C (32°F ~ 104°F)
Working Temperature: -10°C ~ 40°C (14°F ~ 104°F)

Model

Image Sensor

Maximum Resolution

Focal Length

Aperture

Field of View

Shutter Time

WDR Technology

Minimum Illumination

Tilt Range

Pan/tilt/zoom Functionalities

S/N Ratio

Dynamic Range

Audio Capability

Dimensions

Weight

Operating Temperature

 
CU8171

1/2.5" Progressive CMOS in 2560x1920

15 fps @ 1696x1696

f = 1.27 mm

F2.0

180° (Horizontal)
180° (Vertical) 
180° (Diagonal)

1/5 sec. to 1/32,000 sec.

WDR Enhanced

0.66 Lux @ F2.0, 50 IRE (Color)

-

ePTZ:
12x digital zoom

Above 62 dB

57 dB

Built-in microphone

Ø: 60 mm x 81 mm 

Net: 51 g

Starting Temperature: 0°C ~ 40°C (32°F ~ 104°F)
Working Temperature: -10°C ~ 40°C (14°F ~ 104°F)

145 mm 105 mm

32
 m

m

169 mm

VC8201

Ø60 mm 93 mm

49
 m

m

CU8131

Ø60 mm 81 mm

49
 m

m

CU8171

VC8201

CU8131CU8171

VC8201
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Accessories
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Mounting Kits

Model

Description

Model

Description

AM-214 AM-212

AM-221 AM-231 AM-311

L shape bracket Wall Mount 
Bracket

Gooseneck 
Bracket

Parapet Mount 
Bracket

Pole Mount 
Adaptor

Corner mount 
adaptor

1.5" NPT adaptor

Adaptor ring Adaptor ring

Mounting adaptor 
(gray) 

Mounting adaptor 

AM-118

Pendant Head

AM-131

Mounting Bracket

AM-115  
AM-117  

AM-115  Pendant pipe (white)
AM-117  Pendant pipe (gray)

AM-711

Junction box

AM2000

Wall mount 
bracket

AM5102

1.5" NPT adaptor

SP-702A

Mounting bracket

AM-518AM-51A

AM-516

AM-515

AM-411 AM-517

Model

Description

AM-114

Pendant Head

AM-102

Recessed kit

http://www.vivotek.com/web/product/accessories.aspx
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LensesEnclosures  Dome Covers IR Illuminators

Model AL-231 AL-232

Description
CS Mount,  2.8 ~ 
12 mm, F1.2, DC-

iris

CS Mount, 3.1 ~ 8 
mm, F1.2, DC-iris

Model AL-241

Description CS Mount, 3.1 ~ 8 
mm, F1.2, P-iris

Model

Description

AL-234 13VM308AS

CS Mount, 5 ~ 50 
mm, F1.6, DC-iris

CS mount, 3 ~ 8 
mm, F1.0, manual
-iris

AL-233

CS Mount, 5 ~ 50 
mm, F1.6, DC-iris

Model

Description

Model

Description

Model

Description

AE-101 AE-102 AE-131

Indoor camera 
enclosure

Indoor camera 
enclosure

Outdoor dome 
enclosure 

(transparent cover)

AE-211 AE-232

Outdoor enclosure 
with fan

Outdoor Camera 
enclosure with fan/

heater

AE-132

Outdoor dome 
enclosure

(smoke cover)

AE-233

Outdoor Camera 
enclosure with fan/

heater
(input AC 24V)

AE-151

Outdoor dome 
housing

AE-201

 Indoor camera 
enclosure 

(Transparent cover)

Indoor camera 
enclosure 

(Smoke cover)

 Outdoor dome 
housing 

(Transparent cover)

 Outdoor dome 
housing 

(Smoke cover)

AE-202 AE-251 AE-252

Model AC-111

Description

Model AC-211

Description

Transparent 
speed dome 
cover 

 Smoked speed 
dome cover

Model AI-101

Description

IR illuminators, 
super power 
infrared LED 

units*6, distance 
20M

Model AI-102

Description

IR illuminators, 
super power 
infrared LED 

units*12 in 2 tube 
housings, distance 

20M, IP68

Model AI-103

Description

IR illuminators, 
super power 
infrared LED 

units*6, distance 
20M, IP68

http://www.vivotek.com/web/product/accessories.aspx
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Power Adapters Joystick MiscellaneousPoE KitsNetwork Accessories

Model AO-001

Description  I/O Cable for 
speed dome

Model IPD-USB

Description USB joystick

Model AA-231

Description
DC 12V 1.5A 

power adapter
(180 degree)

Model AA-221/222

Description  DC 12V 1.5A
 Power Adaptor

Model AA-341

Description AC 24V 3.5A 
power adapter

Model MS-POE-KITAF
POE-

IJ-1748NDN

Description 802.3af 
PoE injector

Model

Description

PoE Splitter,
12W, 5V / 12V,

802.3af
Compliant

802.3af PoE kit 
5V 、12V

Model AP-331 AP3001

Description
 802.3at, 

High Power PoE 
802.3at 

PoE injector

POE-SP-12121DN 
 

POE-SP-12051DN 
 

PoE Splitter,
12W, 5V / 12V,

802.3af
Compliant

Model

Description

Model

Description

Model

Description

AN3000

Outdoor Ethernet 
waterproof 
connector

IOP-RFCFD- 
400150NMR

RF cable

AN3000 AN-211

AN-212

AN-221

AN-213

Outdoor wireless 
access point

(Antenna connector*1)

Outdoor wireless 
access point

(Antenna connector*2)

 5G panel antenna 
5 ~ 8 km

Outdoor wireless 
access point

(Antenna connector*3 )

http://www.vivotek.com/web/product/accessories.aspx
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Unmanaged PoE Switch

Commercial Series

Model AW-FED-0500 Series

Description
Unmanaged PoE Switch
4xFE PoE + 1xFE DIP

Model AW-FET-080A-120

Description
Unmanaged PoE Switch
8xFE PoE Switch

Model AW-FGT-260A-250

Description
Unmanaged 24xFE PoE 
+ 2 port GE Combo SFP 
Switch

Model AW-FET-050A-065

Description
Unmanaged PoE Switch  
4xFE PoE + 1xFE Switch   

Model AW-FGT-100A-120

Description
Unmanaged 8xFE PoE 
+ 2xGE UTP/SFP Switch

Model AW-FET-081A-065  

Description
Unmanaged 4xFE PoE 
+ 4xFE Switch

Model AW-FET-160A-250

Description
Unmanaged 16xFE PoE 
Switch

VivoCam PoE Managed Switch

Model AW-GEV-264A-185

Description
VivoCam L2 Managed 
PoE Switch
24xGE PoE + 2xCombo GE

Model AW-GEV-264A-370

Description
VivoCam L2 Managed 
PoE Switch
24xGE PoE + 2xCombo GE

http://www.vivotek.com/poe/
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PoE Injector

Model AP-FIC-010A-015

Description
1xFE IEEE802.3af
PoE Injector

Model AP-FIC-101B-015

Description
1xFE Passive
PoE Injector

Model PD-9501GR

Description

Model PD-9501GO

Description

Model AP-GIC-010A-030

Description
1xGE IEEE 802.3at
PoE Injector

Model AP-GIC-010B-030

Description
1xGE Passive
PoE Injector

High Power 
PoE Injector

High Power 
PoE Injector

Managed PoE Switch

Model AW-GET-094A-130

Description
Web Smart 8xGE PoE +
1xGE SFP Switch

http://www.vivotek.com/poe/
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Industrial PoE Switch

Commercial Series 

Industrial Series 

Industrial Media Converter

Model AW-IHT-0500    

Description
Industrial 4xFE PoE +
1xFE Switch

Model AW-IHT-0501

Description
Industrial 4xFE PoE +
1xFE SC Multi-Mode 
2KM Switch

Model AW-IHS-0200

Description
Industrial FE Media 
Converter SC Multi-Mode
 Fiber 2KM

Model AW-IHS-0201

Description
Industrial FE Media 
Converter SC
Single-Mode 30KM

Model AW-IHS-0202

Description
Industrial FE Media 
Converter SFP

Model AW-IHT-0600

Description
Industrial 4xGE PoE +
1xGE Combo SFP + 
1xGE SFP Switch

Model AW-IHT-0502 

Description
Industrial 4xFE PoE +
1xFE SC Single-Mode 
30KM Switch

Model AW-IHT-0601

Description
Industrial 4xGE PoE +
1xGE Combo SFP + 
1xGE SFP Switch

PoE Extender

Model AP-FXC-0100

Description
1-Port Indoor FE
PoE Extender

Model AP-FXC-0200

Description
2-Port Indoor FE
PoE Extender

Model AP-FXC-0201

Description
2-Port Indoor FE PoE 
Extender with Conduit 
Box

Model AP-FXC-0400

Description
4-Port Indoor FE PoE 
Extender 

http://www.vivotek.com/poe/
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Network Video Servers
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1-CH
Video Server

D1 • Tiny Design • H.264 • Power Sharing with CCTV

VS8100
• Up to 30 fps at D1 Resolution

• Real-time H.264, MJPEG Compression (Dual Codec)

• Simultaneous Multiple Streaming

• One Way Audio

• RS-485 Interface for PTZ Camera Control

• Ultra-mini Size for Front-end Installation and Discreet Surveillance Application 

• DC 12V Power Sharing with Analog Camera

• Green Product

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=VS8100
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Technical Specifications Dimensions

Compatible Accessories

Model

CPU
Flash
RAM

Compression
Maximum Frame Rate

Maximum Streams
Video Streaming
Image Settings

Audio Capability
Compression
Interface

Users
Protocols

Interface
ONVIF

Video Motion Detection

Alarm Triggers

Alarm Events

Connectors

Supported P/T/Z 
Protocol
LED Indicator
Power Input
Power Consumption
Dimensions
Weight
Casing
Safety Certifications
Operating Temperature
Warranty

System Information

Camera Control

Video

Audio

Network

Intelligent Video

Alarm and Event

General

VS8100

Multimedia SoC (System-on-Chip)
16MB
128MB

PTZ camera control through RS-485
Supports CGI command serial driver

H.264 & MJPEG
30 fps @ 720x480
25 fps @ 720x576
In both compression
3 simultaneous streams
Adjustable resolution, quality and bitrate
Adjustable image size, quality and bit rate
Time stamp, text overlay, flip & mirror
Configurable brightness, contrast, saturation, sharpness
Privacy masks
Aspect ratio correction
Deinterlace, 2D Noise Reduction

Line in
G.726, G.711
3.5mm Phone Jack

Live viewing for up to 10 clients 
IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, 
DNS, DDNS, PPPoE, CoS, QoS, SNMP, 802.1X 
10Base-T/100 BaseTX Ethernet (RJ-45)
Supported

Triple-window video motion detection

Video motion detection, Video loss/restore detection, 
periodical trigger, manual trigger, recording notification, 
system boot, camera tampering detection 
Event notification using HTTP, SMTP, FTP and NAS 
server
File upload via HTTP, SMTP, FTP and NAS server

RJ-45 for Network connection
Male BNC for Analog video input
RS-485 Terminal Block
3.5mm Phone Jack
DynaDome/SmartDome, Pelco D, Pelco P, Lilin, 
Samsung scc643 and customized
System power and status indicator
DC 12V
Max. 5 W
25mm x 34mm x 65mm
Net: 64g
Plastic
CE, LVD, FCC Class A, VCCI, C-Tick
0°C ~ 50 °C (32°F ~ 122°F)
24 months

Operating System
Web Browser

Other Players

Others

System Requirements

Included Accessories

Microsoft Windows XP/Vista/7/2000
Mozilla Firefox 7~10, Google Chrome, Safari 
(streaming only)
Internet Explorer 7.x or 8.x or 9.x
32 bit
VLC: 1.1.11 or above
QuickTime: 7 or above

Quick installation guide, Warranty card

System Overview

AA-221
DC 12V Power Adapter

Power Adapter
Analog
Camera

VS8100

Router

Notebook with
Web Browser

NVR

Mobile Device
with iViewer

PC with
Recording Software

External
Microphone

Scanner

C
oaxial C

able
Ethernet C

able

DC 12V Power

Power Supply

Power Supply

65 mm
34 m

m
25 m

m
17 mm

VS8100
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1-CH
Video Server

• 1-CH • D1 • SD/SDHC Card

VS8102
• Up to 30 fps in D1 Resolution

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• Two-way Audio

• RS-485 Interface for PTZ Camera Control

• DC 12V Output for Analog Cameras

• DC 12V / AC 24V Compatible Power Input

• Built-in 802.3af Compliant PoE

• Built-in SD/SDHC Card Slot for On-board Storage

http://www.vivotek.com/web/product/productdetail.aspx?model=vs8102


155

Technical Specifications Dimensions

78.35 mm

33
.8

5 
m

m

78.35 mm

33
.8

5 
m

m

Audio
Out

Video
Reset

SD Card

Audio
In

1  2  3  4  5  6  7  8Ethernet

．CPU: TI DM365 SoC
．Flash: 128MB
．RAM: 128MB
．Embedded OS: Linux 2.6

System

．Compression: H.264, MJPEG & MPEG-4 
．Streaming:
    Multiple simultaneous streams
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic frame 
    rate control
．Supports 3GPP mobile surveillance
．Frame rates:
    MPEG-4:
    Up to 30/25 fps at 720 x 480 (NTSC) /720 x 576 (PAL)
    H.264:
    Up to 30/25 fps at 720 x 480 (NTSC) /720 x 576 (PAL)
    MJPEG:
    Up to 30/25 fps at 720 x 480 (NTSC) /720 x 576 (PAL)

Video

．Adjustable image size, quality and bit rate
．Time stamp, text caption and frame rate overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, and 
    sharpness
．Supports privacy masks

Image Settings

．Compression:
    GSM-AMR speech compression, bit rate:
    4.75 kbps ~ 12.2 kbps
    MPEG-4 AAC audio encoding, bit rate:
    16 kbps ~ 128 kbps
    G.711 audio encoding, bit rate: 
    64 kbps, μ-Law or A-Law mode selectable
．Interface:
    Line level input: up to 1 Vrms
    Audio output
．Supports two-way audio
．Supports audio mute

Audio

．10/100 Mbps Ethernet, RJ-45
．Onvif Support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, 
    DDNS, PPPoE, CoS, QoS, SNMP and 802.1X

Networking

．Triple-window video for motion detection
．Tamper detection
．One D/I and one D/O for external sensor and alarm
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

Alarm and Event 
Management

．SD/SDHC card slot
．Stores snapshots and video clips

On-board Storage

．Multi-level user access with password protection
．IP address filter
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

Security

．Live viewing for up to 10 clientsUsers

．PTZ camera control through RS-485
．Supported devices and protocols:
    DynaDome/SmartDome
    Pelco D
    Lilin PIH-7x00
    Pelco P
    Samsung scc643 and customized
．Supports CGI command serial driver

Camera Control

Dimension ．130 mm (D) x 78.35 mm (W) x 33.85 mm (H)

Weight ．Net: 242 g

LED Indicator ．System power and status indicator
．System activity and network link indicator

Power ．Power Input: 12V DC / 24V AC
．Power output: 12V DC (Max. 350mA)
．Power consumption: Max. 5 W
．802.3af Power-over-Ethernet (Class 1)

Approvals ．CE, LVD, FCC, VCCI, C-Tick

Operating 
Environments

．Temperature: 0 ℃ ~ 55 ℃ (32 ℉ ~ 131 ℉)
．Humidity: 20% ~ 80% RH

Viewing System 
Requirements

．OS: Microsoft Windows 7/Vista/XP/2000
．Browser: 
    Mozilla Firefox, Internet Explorer 7.x or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Installation, Management 
and Maintenance

．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Applications ．SDK available for application development and 
    system integration

Warranty ．24 months

VS8102
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8-CH/4-CH
Video Server

• 8-CH/4-CH • D1 • Rack Mount Design

VS8801/
VS8401
• Up to 30 fps in D1 Resolution

• Real-time H.264, MPEG-4, and MJPEG Compression (Triple Codec)

• 8-CH Video and Audio In (VS8801)

• 4-CH Video and Audio In (VS8401)

• Two-way Audio

• RS-485 Interface for PTZ Camera Control

• 8 Digital I/O for External Sensor and Alarm (VS8801)

• 4 Digital I/O for External Sensor and Alarm (VS8401)

• Built-in SD/SDHC Card Slot for On-board Storage (VS8401)

• DC 12V/AC 24V Compatible Power Input

• Professional Rack Mount Design

• Supports Gigabit Ethernet Data Transmission

http://youtu.be/bSOp4fbsM_4?hd=1
http://www.vivotek.com/web/product/productdetail.aspx?model=vs8401
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Technical Specifications Dimensions

Accessories

VS8801 VS8401
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Mounting Kit

AM6101

AM6102

．CPU: Mozart 380 SoC
．Flash: 32MB
．RAM: 512MB
．Embedded OS: Linux 2.6

System

．VS8801 (8-CH)
．VS8401 (4-CH)

Models

．PTZ camera control through RS-485 
．Supported devices and protocols: 
    DynaDome/ SmartDome
    Pelco D
    LiLin
    Pelco P
    Samsung scc643 and customized types
．Supports CGI command serial driver

Camera Control

Networking ．10/100/1000 Mbps Gigabit Ethernet, RJ-45
．Onvif support
．Protocols: IPv4, IPv6, TCP/IP, HTTP, HTTPS, UPnP, 
    RTSP/RTP/RTCP, IGMP, SMTP, FTP, DHCP, NTP, DNS, DDNS, 
    PPPoE, CoS, QoS, SNMP and 802.1X

Alarm and Event 
Management

．Triple-window video motion detection
．Tamper detection
．Four D/I and four D/O for external sensor and alarm (VS8401)
．Eight D/I and eight D/O for external sensor and alarm (VS8801)
．Event notification using HTTP, SMTP or FTP
．Local recording of MP4 file

Weight ．Net: 837 g (VS8801)
．Net: 800 g (VS8401)

On-board Storage
(VS8401)

．SD/SDHC card slot for on-board storage
．Stores snapshots and video clips

Security ．Multi-level user access with password protection
．IP address filtering
．HTTPS encrypted data transmission
．802.1X port-based authentication for network protection

Users ．Live viewing for up to 10 clients

Dimension ．189 mm (L) x 153 mm (W) x 49.3 mm (H)

LED Indicator ．System power and status indicator
．System activity and network link indicator
．Local storage activity indicator (VS8401)

Video ．Compression: H.264/MJPEG/MPEG-4
．Streaming: 
    Single Stream (VS8801) or Dual Streams (VS8401)
    H.264 streaming over UDP, TCP, HTTP or HTTPS
    MPEG-4 streaming over UDP, TCP, HTTP or HTTPS
    H.264/MPEG-4 multicast streaming
    MJPEG streaming over HTTP or HTTPS
．Supports activity adaptive streaming for dynamic frame 
    rate control
．Supports 3GPP mobile surveillance
．Frame rates: 
    H.264:
    Up to 30/25 fps @ 720x480 (NTSC) /720x576 (PAL) per channel
    Up to 180 fps at D1 in total
    MPEG-4:
    Up to 30/25 fps @ 720x480 (NTSC) /720x576 (PAL) per channel
    Up to 80 fps at D1 in total
    MJPEG:
    Up to 30/25 fps @ 720x480 (NTSC) /720x576 (PAL) per channel
    Up to 240 fps at D1 in total

Audio ．Compression:
    G.711 audio encoding, bit rate: 64 kbps, μ-Law, or A-Law mode 
    selectable
．Interface:
    Audio input, up to 1Vrms, 3.5 mm Phone Jack Audio output, 
    Terminal block x 8 (VS8801)
    Audio input, up to 1Vrms, 3.5 mm Phone Jack Audio output, 
    Terminal block x 4 (VS8401)
．Supports two-way audio (Per channel)
．Supports audio mute

Image Settings ．Adjustable image size, quality and bit rate
．Time stamp and text caption overlay
．Flip & mirror
．Configurable brightness, contrast, saturation, sharpness
．Supports privacy masks

Operating 
Environments

．Temperature: -10°C ~ 50 °C 
．Humidity: 20 ~ 80% RH

Viewing System 
Requirements

．OS: Microsoft Windows 2000/XP/Vista/Win7
．Browser: Internet Explorer 6 or above
．Cell phone: 3GPP player
．Real Player: 10.5 or above
．Quick Time: 6.5 or above

Applications ．SDK available for application development and system 
    integration

Installation, Management,
and Maintenance

．Installation Wizard 2
．32-CH ST7501 recording software
．Supports firmware upgrade

Interface ．RS-485: Half Duplex

Warranty ．24 months

Power ．Power input: DC 12V/AC 24V
．Power consumption: Max. 24 W

Approvals ．CE, LVD, FCC, VCCI, C-Tick

VS8801/
VS8401



158

Network Video Recoders



159

Standalone Desktop NVR

• 8-CH • 2-Bay HDD • Auto Setup • Auto Adaptive Stream 
• Hardware Decoding

ND8321
Key Features

• 8-CH Live Viewing
• 1-CH Local Playback, 4-CH Remote Synchronous 
Playback
• Embedded Linux OS
• Easy to Install HDD Design
• 1080P HDMI Local Video Output
• Plug & Play Auto Setup
• Auto Adaptive Stream for Efficient Display
• Support Fisheye Dewarp (1O, 1P, 1R, 1O3R)
• Support Local Rewind
• VIVOTEK Camera Configuration Integrated

http://www.vivotek.com/nd8321/
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Hardware Information

Software Information

Dimensions

ND8321 Application Scenario

Maximum Channel
Record throughput
Network throughput
Audio Format
Video Format
Video Resolution
Recording Time (sec.)

Recording Stream
Recording Mode
Recording Setting
Recording Path
Record Video Format

Stream Application
LiveView Display

Monitor Enhancement

PTZ Control
PTZ Operation
Snapshot
Video Clip Export

Playback Display

Playback Control
Search Mode
Monitor Enhancement

Snapshot
Video Clip Export

Stream Application
Audio Capability
LiveView Display

Monitor Enhancement

PTZ Control
PTZ Operation
Snapshot

Record

LiveView (Local Display)

Playback (Local Display)

LiveView (Remote)

8
32 Mbps
16 Mbps
G.711, G.726, AMR, AAC
MJPEG, H.264 AVC
VGA, 1MP, 2MP All Device & 3MP Fisheye Camera
Pre-Record: 5 (max. 10)
Post-Record: 20 (max. 300)
Single
Continuous, Schedule, Manual, Event, Activity Adaptive Streaming
Recycle (unit: Day)
Local Path
3GP

Auto Adaptive Stream
8 Channel
Multi Layout display:
1x1, 1x3 (Corridor Format), 2x2, 3x3, 1+5, 1+3, 1+1+3 (1P), 1+3+3 (1P)
OSD Display (NVR), OSD Display (Camera), Camera Information, 
Remote I/O Control, Event Notification, Aspect Ratio, PiP Control
Fisheye Dewarp: 1O, 1P, 1R, 1O3R
Panel Control
Direction Control, Home, Iris, Preset, Patrol (Group)
JPEG
EXE

1 Channel
Layout display: 1x1
Play, Pause, Rewind, Next / Previous Frame, Speed Control
Calendar, Event, Timeline, Timeline Scale, Storyboard
OSD Display (Camera), Event Notification, Aspect Ratio, PiP Control
Fisheye Dewarp: 1O, 1P, 1R, 1O3R
JPEG
EXE 

Stream Selection
One Way
8 Channel
Multi Layout display:
1x1, 2x2, 3x3, 1+3, 1+5
OSD Display (NVR), Drag & Drop, Image Freeze, Audio Control, Remote 
I/O Control, Event Notification, Bookmark, PiP Control
Fisheye Dewarp: 1O, 1P, 1R
Panel Control
Direction Control, Home, Zoom, Focus, Iris, Preset, Patrol (Group)
JPEG

Playback Display

Playback Control
Search Mode
Monitor Enhancement

Snapshot
Video Clip Export

Playback (Remote)

4 Channel
Multi Layout display:
1x1, 2x2, 1+3
Regular (Play, Pause, Stop), Next Frame, Speed Control
Calendar, Timeline, Timeline Scale, Bookmark
OSD Display (NVR), Drag & Drop, Audio Control, PiP Control
Fisheye Dewarp: 1O,1P,1R
JPEG
EXE, 3GP

Schedule Type

Event

Action

Recording Time (sec.)

Manual

User Management

Log

Date & Time

Firmware

Restore Default

Backup/Restore (Configuration)

Language

Insert Camera

Video (Media) Setting

Image Setting

PTZ Control

PTZ Operation

Motion Detection

Activity Adaptive Stream

UPS

Alarm Management

Backup

System

Camera Integration

Device Integration

Continuous, Schedule, Manual

Motion Detection, PIR Detection, Tampering Detection, Digital Input 

(Camera), Digital Output (Camera), Connection Abnormal, Storage 

Abnormal, Storage Full

Record, Email (Snapshot), FTP, Digital Output (Camera), Buzzer, PTZ 

Control (Go to Preset)

Pre-Record: 5 (max. 10), Post-Record: 20 (max. 300)

USB Dongle (FAT Format)

User Account: 16

User Account Time Limit: 10 mins (Local Display)

User Level: Administrator / Regular User

User Feature Definition: By Camera

System, Recording, User, Error

Time Zone, Manual, Automatic Sync NTP, Daylight Saving Time

Manual update

Supported

Supported

Czech, English, French, German, Italian, Japanese, Portuguese, Russian, 

Spanish, Simplified Chinese, Traditional Chinese

Manual, Search

Compression, Resolution, FPS, Video Quality

Image Display

Image Adjustment

Panel Control

Direction Control, Home, Preset, Patrol (Group)

Supported

Supported

APC Model Compatible

Model 

OS
CPU
Flash
RAM
Watchdog
Power Restoration

HDD Devices
HDD Max. Capacity
Disk Management

Video Output
Resolution
Graphics Decoder
Decoding Capacity

Camera Position

USB

Protocols

Interface
Transform Gateway

System

Storage

Video

External I/O

Network

ND8321

Embedded Linux
ARM Processor
256 MB
1 GB
Hardware + Software
System restart automatically after Power Recovery

Internal tray x 2
8 TB (4 TB x 2)
Create, Format and Remove Disk
HDD S.M.A.R.T

HDMI
1920x1080
Hardware decoding
H.264:
1920x1080 @ 30 fps (1-CH)
1280x720 @ 120 fps (4-CH)
640x480 @ 240 fps (8-CH)
Change the view cell position

Front: 1 (USB 2.0)
Back: 1 (USB 2.0)

IPv4, TCP/IP, HTTP, HTTPS, UPnP, RTSP/RTP/RTCP, SMTP, FTP, DHCP, 
NTP, DNS, DDNS, IP Filter
1 x 10/100/1000Mbps
Supported

Power Input
Power Consumption (W)

LED Indicator

Form Factor
Operation Buttons
Dimensions
Weight
Operating Temperature
Humidity

Safety Certifications
Warranty

Operating System

CPU
Memory
Ethernet
Display Resolution
Web Browser
Software AP
Mobile APP, Tablet APP

CD

Others

Power

LED Indicator

Mechanic

General

System Requirements

Accessories

DC 12V 5A
Max. 60 W

Power, Status, LAN, HDD1, HDD2, Alarm, Record

Tower
Power (Front) / Reset (Back)
121 mm (W) x 179 mm (D) x 186 mm (H)
0.92 kg
0 ~ 40̊ C
0 ~ 95%

CE, LVD, FCC Class B, VCCI, C-Tick
24 months

Microsoft Windows OS:
XP/Vista/7/8/2008/2012
Intel Celeron or above
2 GB or above
10/100Mbps
1024 x 768 pixels or above
Internet Explorer 10 (32 bit) or above
Installation Wizard 2, ST7501, VAST
iViewer (iOS)
iViewer (Android)

User's Manual, Quick Installation Guide (QIG), Installation Wizard 2, 
ST7501
Power Adapter, Power Cord, Quick installation guide, Warranty card, 
H.D.D. Screws x 4, H.D.D. Brackets x 2, USB Mouse

121 mm 179 mm

18
6
 m

m

Auto Adaptive Stream

ND8321

HDD Storage  

HDMI Local Display

PoE Switch

Cameras

1080P

Camera Stream 2

Camera Stream 1

HD 720P HD 720P

HD 720P HD 720P

VGA VGA VGA

VGA VGA VGA

VGA VGA VGA

ND8321
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Network
Video Recorder

• VAST Inside • HD Local Display
• Full Integration with Most VIVOTEK Network Cameras

ND8401
Hardware

• Windows 7 Embedded
• Dual-Core Intel® Processor
• Standalone Desktop NVR Design
• Full HD Local Display
• RAID 0, 1, 5, 10 Storage Solution
• 4 x HDD Tray, Max. 16TB
• 2 x Gigabit RJ45 Ethernet Port
• 6 x USB Port
• External eSATA Interface
• Size: 204 mm (W) x  330 mm (D) x  215 mm (H)

Software

• Easy Installation and Configuration (Shepherd/Setup Wizard)
• VAST Inside (LiveClient/Playback)
• 16-CH Live View & 1-CH Playback
• H.264, MPEG-4 and MJPEG
• Multiple Recording Types & Event Trigger Sources
• Multiple Video Search Modes
• E-map
• Supported by VAST Central Management Software
• VIVOTEK Network Cameras: 7000 & 8000 Series (MD7560X & SF series excluded) 
• VIVOTEK iViewer Support (iOS/Android)

http://www.vivotek.com/web/product/productdetail.aspx?model=nd8401
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Technical Specifications Dimensions

Part No.

Multi-site Chain Stores

204 mm

215 m
m

330 mm

Site 1 VAST

VIVOTEK iViewer
Internet

Site 2

Site 3

CPU: Dual-core Intel® processor
RAM: 4GB DDRIII
OS: Windows 7 embedded
Power Restoration: System restart automatically after Power Recovery
System Recovery: Recover operating system after restart every time

16-CH selectable

4 x 3.5" HDD, up to 16TB
4 x hot-swappable & lockable hard disk tray
HDD S.M.A.R.T.(Self-Monitoring Analysis and Reporting Technology)
RAID 0, 1, 5, 10
External eSATA storage

1 x VGA for Full HD local display
2 x Gigabit RJ45 Ethernet port
6 x USB 2.0 port
1 x RS232 
1 x eSATA
1 x MIC in and line in
1 x line out

VIVOTEK Network Cameras: 7000 & 8000 Series (MD7560X & SF series excluded) 
Integration with ONVIF network cameras (ONVIF Version 2.2 Compatible)

Setup Wizard for network/HDD/camera easy setup
IW2 for search internal camera
Shepherd for duplicating the camera's configuration to multiple cameras

IPv4, TCP/IP, HTTP, RTSP/RTP/RTCP, IGMP, SMTP, DHCP, NTP, DNS, DDNS

Throughput: max. 96 Mbps
Recording policy: scheduled (event/continuous modes) and manual recording
Video compression: H.264/MJPEG/MPEG-4
Audio compression: AMR/G.711/G.726/AAC
Resolution: Up to 5-Megapixel recording
Format: 3GP
Auto recycling: buffer size setting, time setting
Activity adaptive recording

Format: AVI/3GPP/EXE

Display layout: 1X1, 2X2, 3X3, 4X4, 1+5, 1+12
Rotate
Snapshot
Two way audio control
PiP video control
Stream selectable
Set DO control
Video enhancement
Pan/Tilt/Zoom control of VIVOTEK cameras
Preset location
Auto pan/patrol
Event popup windows
Instant event notification
Display performance:
MJPEG: 16-CH, 30 fps @ CIF
MPEG4: 16-CH, 30 fps @ CIF or 2-CH, 30 fps @ 1080P
H.264: 7-CH, 30 fps @ CIF or 1-CH, 30 fps @ 1080P
Auto stream size

System

Channels

Storage

Connectors

Camera Compatibility

Easy Setup

Networking

Recording

Export

Local LiveClient

Display layout: 1X1
Playback mode: play, pause, stop, next/frame, next/previous, speed control
Search mode: browsing, time, event, bookmark
Graphical timeline   
Snapshot
Bookmark design
PiP video control
Video enhancement
Log viewer

Display layout: 1X1, 2X2, 3X3, 4X4, 1+5, 1+12
Snapshot
Pan/Tilt/Zoom control of VIVOTEK cameras
Simple camera and recording settings

Display layout: 1X1
Playback mode: play, pause, stop, speed control
Search mode: browsing, event
Graphical timeline   

Trigger source: motion, temperature, tampering, DI/O, IR, PIR, IVA, video lost, recording error, 
recording status, substation connection status, storage connection status, storage capacity status, 
license status, network status & memory status
Actions: email, start recording, move to the preset position, set DO, GSM short message & send 
CGI command

5 levels of user roles
Multi-level user access with password protection
Device buzzer notification (HDD/network)

Manual/scheduled backup

VIVOTEK iViewer (iOS/Android)

204 mm (W) x  330 mm (D) x  215 mm (H)

Net: 5.24 kg (without HHD)

1 x Power status
1 x HDD status

Input: AC 100-240 V, 50-60 Hz
Power consumption: max. 58 W

CE, FCC Class B, VCCI, C-Tick, UL

Temperature: 0°C ~ 40°C
Humidity: 20%~95% RH

24 months

English, French, German, Italian, Spanish, Traditional Chinese, Simplified Chinese, Japanese, 
Portuguese, Czech

CD content: user's manual, quick installation guide, installation wizard 2, LiveClient (remote), 
Playback (remote) 
Others: quick installation guide, warranty card, power cord

Local Playback

Remote Liveview

Remote Playback

Event/Action Management

Security

Backup

Mobile APP Support

Dimension

Weight

LED Indicator

Power

Approvals

Operating Environments

Warranty

Language

Included Accessories

ND8401, USA
ND8401, AUN
ND8401, EU

ND8401, UKB
ND8401, Mexico

100091100G
100091110G
100091120G

100091130G
100091200G

ND8401
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Network
Video Recorder

• VAST Inside • HD Local Display
• Full Integration with Most VIVOTEK Network Cameras

ND8301
Hardware

• Windows 7 Embedded
• Dual-Core Intel® Processor
• Standalone Desktop NVR Design
• Full HD Local Display
• RAID 0, 1 Storage Solution
• 2 x HDD Tray, Max. 8TB
• 2 x Gigabit RJ45 Ethernet Port
• 4 x USB Port
•  External eSATA Interface
• Compact Size: 315 mm (W) X 220 mm (D) X 75 mm (H) 

Software

• Easy Installation and Configuration (Shepherd/Setup Wizard)
• VAST Inside (LiveClient/Playback)
• 8-CH Live View & 1-CH Playback
• H.264, MPEG-4 and MJPEG
• Multiple Recording Types & Event Trigger Sources
• Multiple Video Search Modes
• E-map
• Supported by VAST Central Management Software
• Support VIVOTEK Network Cameras: 7000 & 8000 Series 
  (MD7560X & SF series excluded) 
• VIVOTEK iViewer Support (iOS/Android)

http://youtu.be/4dbrrRhP8gk
http://www.vivotek.com/web/product/productdetail.aspx?model=nd8301
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Technical Specifications Dimensions

Multi-site Chain Stores

Site 1

VAST
Site 2

Site 3

Internet

220 mm

75 m
m

315 mmCPU: Dual-core Intel® processor
RAM: 2GB DDRIII
OS: Windows 7 embedded
Power Restoration: System restart automatically after Power Recovery
System Recovery: Recover operating system after restart every time

8-CH selectable

2 x 3.5" HDD, up to 8TB
2 x hot-swappable hard disk tray
HDD S.M.A.R.T.(Self-Monitoring Analysis and Reporting Technology)
RAID 0, 1
External eSATA storage

1 x VGA for Full HD local display
2 x Gigabit RJ45 Ethernet port
4 x USB 2.0 port
1 x RS232 
1 x eSATA
1 x MIC in and line in
1 x line out

Support VIVOTEK Network Cameras: 7000 & 8000 Series (MD7560X & SF series excluded)
Integration with ONVIF network cameras (ONVIF Version 2.2 Compatible)

Setup Wizard for network/HDD/camera easy setup
IW2 for search internal camera
Shepherd for duplicating the camera's configuration to multiple cameras

IPv4, TCP/IP, HTTP, RTSP/RTP/RTCP, IGMP, SMTP, DHCP, NTP, DNS, DDNS

Throughput: Max. 96 Mbps
Recording policy: scheduled (event/continuous modes) and manual recording
Video compression: H.264/MJPEG/MPEG-4
Audio compression: AMR/G.711/G.726/AAC
Resolution: Up to 5-Megapixel recording
Format: 3GP
Auto recycling: buffer size setting, time setting
Activity adaptive recording

Format: AVI/3GPP/EXE

Display layout: 1X1, 2X2, 3X3, 4X4, 1+5, 1+12
Rotate
Snapshot
Two way audio control
PiP video control
Stream selectable
Set DO control
Video enhancement
Pan/Tilt/Zoom control of VIVOTEK cameras
Preset location
Auto pan/patrol
Event popup windows
Instant event notification
Display performance:
MJPEG: 16-CH, 30 fps @ CIF
MPEG4: 16-CH, 30 fps @ CIF or 2-CH, 30 fps @ 1080P
H.264: 7-CH, 30 fps @ CIF or 1-CH, 30 fps @ 1080P
Auto stream size

System

Channels

Storage

Connectors

Camera Compatibility

Easy Setup

Networking

Recording

Export

Local LiveClient

Display layout: 1X1
Playback mode: play, pause, stop, next/frame, next/previous, speed control
Search mode: browsing, time, event, bookmark
Graphical timeline   
Snapshot
Bookmark design
PiP video control
Video enhancement
Log viewer

Display layout: 1X1, 2X2, 3X3, 4X4, 1+5, 1+12
Snapshot
Pan/Tilt/Zoom control of VIVOTEK cameras
Simple camera and recording settings

Display layout: 1X1
Playback mode: play, pause, stop, speed control
Search mode: browsing, event
Graphical timeline   

Trigger source: motion, temperature, tampering, DI/O, IR, PIR, IVA, video lost, recording error, 
recording status, substation connection status, storage connection status, storage capacity status, 
license status, network status & memory status
Actions: email, start recording, move to the preset position, set DO, GSM short message & send 
CGI command

5 levels of user roles
Multi-level user access with password protection
Device buzzer notification (HDD/network)

Manual/scheduled backup

VIVOTEK iViewer (iOS/Android)

315 mm (W) X 220 mm (D) X 75 mm (H)

Net: 2.27 kg (without HHD)

1 x power status
1 x HDD status

Input: AC 100-240 V, 50-60 Hz
Output: DC 12V 5A (60 W)
Power consumption: Max. 31 W

CE, FCC Class B, VCCI, C-Tick

Temperature: 0°C ~ 40°C
Humidity: 20%~95% RH

24 months

English, French, German, Italian, Spanish, Traditional Chinese, Simplified Chinese, Japanese, 
Portuguese, Czech

CD content: user's manual, quick installation guide, installation wizard 2, LiveClient (remote), 
Playback (remote) 
Others: quick installation guide, warranty card, power adaptor, power cord

Local Playback

Remote Liveview

Remote Playback

Event/Action Management

Security

Backup

Mobile APP Support

Dimension

Weight

LED Indicator

Power Adapter

Approvals

Operating Environments

Warranty

Language

Included Accessories

Part No.

ND8301, AUN
ND8301, MEXICO

100086800G
100086810G
100086820G

100086830G
100086900G

ND8301, USA
ND8301, EU
ND8301, UKB

ND8301
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Network
Video Recorder

16 Channel • Rack Mount Design • 
Full Integration with VIVOTEK Network Cameras

NR8401
Hardware

• Embedded Linux 
• 1U Rack Mount Design
• RAID 0, 1, 5 Storage Solution
• 4 x HDD Tray, Max. 12TB
• 2 x Gigabit RJ45 Ethernet Port
• 3 x USB Port (1 x Front / 2 x Back)
• 4 x DI / 1 x DO
• Size: 430 mm (W) x  421 mm (D) x  44 mm (H)

Software

• 16-CH Live View & 4-CH Synchronous Playback
• H.264 / MPEG-4
• PTZ Support
• Snapshot / Export Media
• PiP Video Control
• Bookmark Design
• Fast Configuration Backup / Restore
• Compatible with VIVOTEK VAST Central Management Software 
• Full Integration with VIVOTEK Network Cameras
• VIVOTEK iViewer Support (iOS/Android)

http://www.vivotek.com/web/product/ProductDetail.aspx?Model=NR8401
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Technical Specifications Dimensions

Application

44 m
m

421 mm

430 m
m

OS: Embedded Linux 

16-CH selectable

4 x 3.5" HDD, up to 12TB
3 x hot-swappable & lockable hard disk tray, 1 x internal hard disk tray
HDD S.M.A.R.T.(Self-Monitoring Analysis and Reporting Technology)
RAID 0, 1, 5

2 x Gigabit RJ45 ethernet port
3 x USB 2.0 port (1 x front / 2 x back)
4 x DI and 1 x DO for external sensor or alarm
1 x RS232 (reserved)

Full integration with VIVOTEK network cameras

IPv4, TCP/IP, HTTP, RTSP/RTP/RTCP, SMTP, DHCP, NTP, DNS, DDNS
Network mode (TCP/IP configuration): failover/load balance/standalone
Default: restore user name/password to default

Throughput: Max. 96 Mbps
Recording Policy: schedule (continuous/event mode) ,manual and alarm recording
Video Compression: H.264/MPEG-4
Audio Compression: AMR/G.711/AAC
Resolution: up to 5-Megapixel recording
Format: 3GP

Display Layout: 1x1, 2x2, 4x4, 1+3, 1+5
Rotate
Frezze
Snapshot
Bookmark design
Audio Control
PiP video control
Manual Trigger Camera DI/DO, NVR DI/DO
Pan/Tilt/Zoom control of VIVOTEK cameras
Preset location
Auto pan/patrol

Power: on/off
Default: restore user name/password to default
Backup: backup/restore the NVR configuration file

System

Channels

Storage

Connectors

Camera Compatibility

Networking

Recording

Liveview

Button

Display Layout: 1x1/2x2/1+3
Playback Mode: play, pause, stop, next/frame, speed up/down 
(1/8, 1/4, 1/2, 1, 2, 4, 8, 16, 32, 64)
4-channel synchronous playback
Search Mode: date/time & alarm mode (motion, DI/DO, Bookmark)
Graphical timeline   
Snapshot
Bookmark design
Audio control
Export: 3GP/EXE 

Source: motion, camera DI/DO, NVR DI/DO
Actions: recording, email, buzzer, FTP, HTTP, camera preset position, camera DO, 
NVR DO
Alarm history search (motion, DI, DO)

User group setting with password protection
Access list

Manual backup

VIVOTEK iViewer (iOS/Android)

430 mm (W) x  421 mm (D) x  44 mm (H)

Net: 7.2 kg (without HHD)

1 x Power LED
1 x Status LED
1 x HDD LED
1 x Restore LED
1 x Backup LED

Input: AC 100-240 V, 50-60 Hz
Power Consumption: Max. 70W

CE, FCC Class A, VCCI, C-Tick

Temperature: 0°C ~ 40°C
Humidity: 20%~95% RH

24 Months

English, Deutsch, Espanol, French, Italiano, Portuguese, Traditional Chinese, 
Simplified Chinese, Japanese

CD Content: user's manual, quick installation guide, Installation Wizard 2
Others: guick installation guide, warranty card, power cord

Playback

Event/Alarm Management

Security

Backup

Mobile APP Support

Dimension

Weight

LED Indicator

Power

Approvals

Operating Environments

Warranty

Language

Included Accessories

Part No.

NR8401, AU
NR8401, MEXICO

100097000G
100097010G
100097020G

100097030G
100097100G

NR8401, USA
NR8401, EU
NR8401, UK

Site 1 Web Browser

Web Browser
VAST LiveClient/

PlaybackVAST CMS

VIVOTEK 
iViewer App 

(iOS & Android)

Multi-site Chain Stores

Site 2

Site 3

Internet

NR8401
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Software



168

Professional Video/Central 
Management Software

Professional VMS/CMS Software • Video Wall • 
Unlimited Number of Cameras Support

New Features in Version 1.9

• Windows 8 & Windows Server 2012 Support

• Alarm Management Enhancement

• 3rd-Party I/O Box Integration

• More VIVOTEK Camera Function Inetgration:

  Video Rotation Format, Smart Stream, Auto Tracking…etc.

Key Features

• Video Wall Solution "VAST Matrix" for Unlimited Live Views 

• 64-channel Live Video Monitoring with Dual Monitors

• 16-channel Synchronous Playback

• PTZ/ePTZ/PiP(Digital Zoom) Function Control

• Alarm Management

• Overall Device Management through Intuitive E-map Feature

• Two-way Audio, Multi-channel Audio Broadcast

• Post-Video Enhancement and Defog

• Instant Replay & Playback on Live Client

• Auto Stream Size for Reducing Display Loading

• Multiple Fisheye Dewarp Support

• Web Access via Internet Explorer

• Windows Active Directory Integration

• Device Packs for Extending New VIVOTEK Cameras

• VIVOTEK Exclusive Feature: Panoramic PTZ, Seamless Recording

http://www.vivotek.com/vast/
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Technical Specifications

System Requirements 

VAST Structure

VAST Server VIVOTEK Camera

VAST Server/Client
ST7501 VIVOTEK CameraInternet

VIVOTEK CameraVAST Matrix
VIVOTEK Embedded 

Linux NVR*

VIVOTEK Embedded 
Windows NVRVAST Client

Web Client

* Embedded Linux NVR only supports Live View and Playback

If installing Server & Client in the same PC, overall loading of the PC is to be evaluated.

Version

Maximum Number of 
Cameras
Maximum Number of 
Server
Maximum Number of 
Clients
Support OS

Support Web Browser
Mobile Support
Virtual Matrix Support
Devices Pack

Max. Channel
Layout

Stream Application
View Application

Fisheye Dewarp Mode

Max. Channel
Layout

Playback Mode
Playback Control

Search Mode

Video Format
Video Resolution
Video Enhancement

Audio Format
Audio Capability
Audio Control

Recording Time (sec.)
Recording Stream Type
Recording Stream
Recording Mode

Recording Setting
Recording File Format
External Storage 
Recording

General

LiveView (Local Display)

Playback

Video

Audio

Record

1.9

Unlimited (Please Refer to System Requirements Below)

Unlimited (Please Refer to System Requirements Below)

Unlimited

Windows 8, 7, Vista, XP
Windows Server 2012, 2008, 2003, 2000
Internet Explorer 11/10/9
iViewer (iOS/Android)
VAST Matrix (Please Refer to System Requirements Below)
CSV file Update

64-Channel (With dual monitor)
 Multi Layout display: 1x1, 2x2, 1+5, 3x3, 1+12, 4x4, 5x5, 
1+31, 1P+2, 1P+6, 1P+8, 2V, 3V, 4V, 2V+3
Single Layout display, Full screen display, Sequential 
display
Stream Selection & Auto Stream Size
Drag & Drop
Remote I/O Control
PIP (Digital Zoom)
Instant Replay
De-interlace
Video Display Mode (Aspect Ratio)
Fisheye Display Mode:
Regular: 1O, 1P, 1R, 1O3R, 4R
Wall Mount: 1P2R, 1P3R
Ceiling/Floor Mount: 2P, 4R Pro, 1O8R

16 Channel
Multi Layout display: 1x1, 2x2, 1+5, 3x3, 1+12, 4x4
Single Layout display, Full screen display, Sequential 
display
Asynchronous & Synchronous 
Play, Rewind, Pause, Stop, Next / Previous Video Start, 
Next / Previous Frame, 1/8X ~ 64X Speed Control, 
Bookmark
Browsing, Date & Time (Fast), Event, Bookmark, Alarm, 
Log, Timeline, Timeline Scale

MJPEG, MPEG4, H.264 AVC,H.264 SVC
Up to 5 Megapixel
Basic Mode: Brightness, Contrast, Saturation, Hue
Intelligent Mode: Defog, Rain, Snow, Fire / Smoke

G.711, G.726, AMR, AAC
Two Way
Mute, Broadcasting & Sound Play

Pre-Record: 3-15, Post-Record: 10-60
Unicast
Single
Continuous, Schedule, Manual, Event, Activity Adaptive 
Streaming
Recycle (unit: Size or Day)
3GP
NAS (SMB & CIFS)

Alarm Period (sec.)
Alarm Filter
Alarm Setting

Schedule Type
Camera Event

Camera Status
Substation
Storage Status
Station Status
Event Action

Source
Marked

Event Notification

PTZ/ePTZ Control
PTZ/ePTZ Operation

PTZ Operation Mode

Print
Snapshot
Export file

Schedule

User Management
User Level
User Control
Date & Time
Network
Language

Joystick

I/O Box

Camera Insert
Basic Setting
Connection Setting

Video Setting

Audio Setting
Remote Focus
NTP Setting

ONVIF
ONVIF Discover

VIVOTEK Exclusive 
Feature

Alarm Management

eMap

PTZ

Export

Backup

System

Device Integration

Camera Integration

Advanced Features

Max. 30
Name, Time, Source, Event Type
LiveView Alarm Notification: Fixed & Popup
Alert Sound
Continuous, Schedule, Manual
Motion, DI/O, Video lost/restore, PIR, Tampering, 
Temperature, IR, IVA, P-PTZ
Connection Status, Recording Status, Recording Error
Substation Connection Status
Connection Status, Capacity Status
License Status, Network Status, Virtual Memory Status
Email, Start Recording, Set DO, GSM Short Message, HTTP 
& Client Notification

Import Picture
Add, Remove, Direction Control, PTZ Control & Indicator 
LiveView
Event Icon Light Flash

Panel Control & Mouse Click Control
Direction Control, Home, Zoom, Focus, Iris, Preset, Patrol 
(Group), Pan, Stop, Speed
Click to Move & Continuous Move

Selection Windows & All Windows
BMP & JPEG
AVI, 3GP & EXE

NAS (SMB & CIFS)

Authentication: Basic Account / Windows AD Account
Administrator, Power User, User, Operator & Guest
Permission, Accessible Cameras & Accessible Substation
Sync PC
DDNS, SMTP, UPnP & Proxy
Czech, English, French, German, Italian, Japanese, Persian, 
Portuguese, Russian, Spanish, Simplified Chinese, 
Traditional Chinese

VIVOTEK USB Joystick
All Windows® Compatible USB Joystick
Advantech ADAM-6000

Manual & Search
UserName, Password & Camera model detection
Configuration Protocol: HTTP,HTTPS
Streaming Protocol: TCP,UDP,HTTP,HTTPS
Video Stream, Compression, Resolution, FPS, Video 
Quality
Compression & Bitrate
Manual Focus Adjustment & Full Rang Scan
IP Address (NTP Server or VAST Server) & Updating 
interval
Version 2.2 (by project)
Discover the other brand camera through "Insert Camera"

Panoramic PTZ
Seamless Recording

VAST Server

4Mbps Each Channel

CPU

RAM

Hard Drive (Enterprise Model Only)

Graphics Adapter

Network Interface Card

* Each recording group can be setup to only 60 channels

VAST LiveView & Playback

720P,4Mbps,H.264*

1080P,4Mbps,H.264**

CPU

RAM

Graphics Adapter

Network Interface Card

* Display requirements of the 3MP fisheye camera is equal to a 720P camera.
** Display requirements of the 5MP fisheye camera is equal to a 1080P camera.

8CH

4CH

2nd Generation Intel® Core™ i3 Processors

2 GB or above

DirectX 9 compatible 1GB graphics card

1000/100/10 Ethernet

16CH

10CH

2nd Generation Intel® Core™ i5 Processors

4 GB or above

32CH

18CH

2nd Generation Intel® Core™ i7 Processors

4 GB or above

Upto 64 Channel

2nd Generation Intel® Core™ i3 Processors or above

4 GB or above

Single Recording Group with One Hard Drive

DirectX 9 compatible 1GB graphics card

1000/100/10 Ethernet

Upto 120 Channel

Duplex Recording Group with Two Hard Drive*

iViewer
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Free Video Management Software

Free VMS Software • 32-CH Recording • 
16-CH Synchronous Playback

ST7501
VIVOTEK ST7501 is the free video management software, featuring reliable recording and easy system management for 
diverse IP surveillance applications. ST7501 has three major components, ST7501 Server for recording, ST7501 LiveClient 
for live viewing and system management, and ST7501 Playback for browsing the database and retrieving the recorded 
media data. Users can install and run the three components on a single computer, or install all of them in three separate 
computers.

ST7501 Server is able to record network video streams up to 32 channels; while ST7501 LiveClient allows users to have real-
time remote monitoring. In addition, the ST7501 Playback enables to retrieve the database with multiple advanced functions 
such as searching, browsing, and exporting. With ST7501 LiveClient and ST7501 Playback installed on other computers 
in different locations, users can have live viewing and database access for more efficient video management. Seamless 
integration with most VIVOTEK network cameras and video servers, ST7501 video management software provides you with 
reliable video surveillance unit.

Support List
• VIVOTEK Network Cameras: 7000 & 8000 Series

   (MD7560X & SF series excluded)

http://www.vivotek.com/st7501/
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● 32-channel Live Video Monitoring
● 16-channel Synchronous Playback
● PTZ/ePTZ/PiP(Digital Zoom) Function Control
● Alarm Management
● Overall Device Management through Intuitive E-map Feature
● Two-way Audio, Multi-channel Audio Broadcast
● Post-Video Enhancement and Defog
● Instant Replay & Playback on Live Client
● Auto Stream Size for Reducing Display Loading
● Multiple Fisheye Dewarp Support
● Web Access via Internet Explorer
● Device Packs for Extending New VIVOTEK Cameras

Key Features

● Windows 8 & Server 2012 Support
● Alarm Management Enhancement
● 3rd-Party I/O Box Integration
● More VIVOTEK Camera Function Integration 
(Video Rotation Format, Smart Stream, Auto Tracking…etc)

New Features in Version 1.8

ST7501 Server

ST7501 ClientWeb Client

VIVOTEK CameraInternetiViewer

ST7501

Version 1.9

General
Maximum Number of Cameras 32

Maximum Number of Server 1

Maximum Number of Clients Unlimited

Support OS Windows 8, 7, Vista, XP 
Windows Server 2012, 2008, 2003, 2000

Support Web Browser Internet Explorer 11/10/9

Mobile Support iViewer (iOS/Android)

Devices Pack CSV file Update

LiveView (Local Display)
Max. Channel 32 Channel

Layout  Multi Layout display: 1x1, 2x2, 1+5, 3x3, 1+12, 4x4, 5x5, 1+31, 1P+2, 1P+6, 1P+8, 2V, 3V, 4V, 2V+3
Single Layout display, Full screen display, Sequential display

Stream Application Stream Selection & Auto Stream Size

View Application Drag & Drop
Remote I/O Control
PiP (Digital Zoom)
Instant Replay
De-interlace
Video Display Mode (Aspect Ratio)

Fisheye Dewarp Mode Fisheye Display Mode: 
Regular: 1O, 1P, 1R, 1O3R, 4R 
Wall mount: 1P2R, 1P3R 
Ceiling/Floor mount: 2P, 4R Pro, 1O8R

Playback
Max. Channel 16 Channel

Layout Multi Layout display: 1x1, 2x2, 1+5, 3x3, 1+12, 4x4
Single Layout display, Full screen display, Sequential display

Playback Mode Asynchronous & Synchronous 

Playback Control Play, Rewind, Pause, Stop, next / previous Video Start, next / previous Frame, 1/8X ~ 64X Speed 
Control, Bookmark

Search Mode Browsing, Date & Time (Fast), Event, Bookmark, Alarm, Log, Timeline, Timeline Scale

Video
Video Format MJPEG, MPEG4, H.264 AVC,H.264 SVC

Video Resolution Up to 5.0 Megapixel

Video Enhancement Basic Mode: Brightness, Contrast, Saturation, Hue
Intelligent Mode: Defog, Rain, Snow, Fire / Smoke

Audio
Audio Format G.711, G.726, AMR, AAC

Audio Capability Two Way

Audio Control Mute, Broadcasting & Sound Play

Record
Recording Time (sec.) Pre-Record: 3-15, Post-Record: 10-60

Recording Stream Type Unicast

Recording Stream Single

Recording Mode Continuous, Schedule, Manual, Event, Activity Adaptive Streaming

Recording Setting Recycle (unit: Size or Day)

Recording File Format 3 GP

External Storage Recording NAS (SMB & CIFS)

Alarm Management
Alarm Period (sec.) Max. 30

Alarm Filter Name, Time, Source, Event Type

Alarm Setting LiveView Alarm Notification: Fixed & Popup
Alert Sound

Schedule Type Continuous, Schedule, Manual

Camera Event Motion, DI/O, Video lost/restore, PIR, Tampering, Temperature, IR, IVA

Camera Status Connection Status, Recording Status, Recording Error

Substation Connection Status

Storage Status Connection Status, Capacity Status

Station Status License status, Network status, Virtual memory status

Action Email, Start recording, Set DO, GSM short message, HTTP & Client Notification

eMap
Source Import Picture

Marked Add, Remove, Direction Control, PTZ Control & Indicator LiveView

Event Notification Event Icon Light Flash

PTZ
PTZ/ePTZ Control Panel Control & Mouse Click Control

PTZ/ePTZ Operation Direction Control, Home, Zoom, Focus, Iris, Preset, Patrol (Group), Pan, Stop, Speed

PTZ Operation Mode Click to move & Continuous move

Export
Print Selection Windows & All Windows

Snapshot BMP & JPEG

Export file AVI, 3GP & EXE

Backup
Schedule NAS (SMB & CIFS)

System
User Management Authentication: Basic Account

User Level Administrator, Power User, User, Operator & Guest

User Control Permission, Accessible Cameras & Accessible Substation

Date & Time Sync PC

Network DDNS, SMTP, UPnP & Proxy

Language Czech, English, French, German, Italian, Japanese, Persian, Portuguese, Russian, Spanish, Simplified 
Chinese, Traditional Chinese

Device Integration
Joystick VIVOTEK USB Joystick 

All Windows® Compatible USB Joystick

I/O Box Advantech ADAM-6000

Camera Integration
Camera Insert Manual & Search

Basic Setting User Name, Password & Camera Model Detection

Connection Setting Configuration Protocol: HTTP, HTTPS
Streaming Protocol: TCP, UDP, HTTP, HTTPS

Video Setting Video Stream, Compression, Resolution, FPS, Video Quality

Audio Setting Compression & Bitrate

Remote Focus Manual Focus Adjustment & Full Rang Scan

NTP Setting IP Address (NTP Server or VAST Server) & Updating interval

ST7501 Server & LiveView & Playback

Server (Recording Channels) 4Mbps for Each Channel Below 32 Channel

Client (Display Channels)
720P, 4Mbps, H.264* 8CH 16CH 32CH

1080P, 4Mbps, H.264** 4CH 10CH 18CH

CPU 2nd Generation Intel® Core™ i3 Processors 2nd Generation Intel® Core™ i5 Processors 2nd Generation Intel® Core™ i7 Processors

RAM 2 GB or above 4 GB or above 4 GB or above

Graphics Adapter DirectX 9 compatible 1GB graphics card

Network Interface Card 1000/100/10 Ethernet

* Display requirements of the 3MP fisheye camera is equal to a 720P camera.
** Display requirements of the 5MP fisheye camera is equal to a 1080P camera.
If installing Server & Client in the same PC, overall loading of the PC is to be evaluated.

Technical Specifications Features

ST7501 Structure

System Requirements
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Mobile App Software

• iOS/Android OS Mobile App • PTZ/ePTZ
• Playback • Snapshot • Fisheye Views

iViewer
Connection architecture
• Supports VAST & ST7501 applications.
• Supports hundreds of live view camera connections from      
  an unlimited number of server connections.
• Allows hundreds of server connections to be saved to a
  "Favorite" list for quick access.

Remote playback
• Supports single-channel playback initiated by search for a
  specific day/time.
• Supports multiple choice of playback duration time from
   1/2/5/10 min.
• Supports variable-speed fast-forward and reverse.
• Allows capture of video frames using "Snapshot"    
   command.

Support for fisheye views
• Supports configuration of fisheye views based on mount  
  type and the video's native view type.

Control of real-time video display
• Supports PTZ/ePTZ camera control through a PTZ panel  
   and multi-touch interface.
• Supports saving of preferred view settings through "Save
  layout".
• Supports real-time switching of cameras by selecting one 
   to replace the source of the current video displayed.
• Allows capture of video frames using the "Snapshot"
 command.

https://itunes.apple.com/app/vivotek-iviewer/id432849858?mt=8#
https://play.google.com/store/apps/details?id=com.vivotek.viewer&feature=more_from_developer#?t=W251bGwsMSwxLDEwMiwiY29tLnZpdm90ZWsudmlld2VyIl0.
http://www.vivotek.com/web/product/productdetail.aspx?model=iviewer
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iViewer Overview

Favorite List

Layout Setting Playback

Fisheye Views

iViewer

https://itunes.apple.com/app/vivotek-iviewer/id432849858?mt=8#
https://play.google.com/store/apps/details?id=com.vivotek.viewer&feature=more_from_developer#?t=W251bGwsMSwxLDEwMiwiY29tLnZpdm90ZWsudmlld2VyIl0.
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Installation 
Wizard 2
VIVOTEK’s Installation Wizard 2, embedded with intelligent functions, 

can guide users to set up a network camera with ease. It is able to 

automatically detect users’ network environments regarding IP address 

information, DDNS information, UPnP port forwarding information, and 

PPPoE connecting information, and directs users to connect the network 

cameras to the Internet quickly. It greatly facilitates the installation 

procedure for both professional and home security users.
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Design Tool
Via the app, customers are able to select products by category for feature 

comparisons. Information about bandwidth & storage, power consumption, 

lens options, and system requirements can be calculated and provided in 

detail according to the chosen products and requirements. Compared with 

other similar apps, VIVOTEK’s Design Tool is the first one that works on 

both iOS and Android platforms and is equipped with the market leading 

capabilities in power consumption calculation and system suggestion. 

VIVOTEK Design Tool app is now available for download on the App Store 

and Google Play. 

Mobile App Software

https://itunes.apple.com/us/app/vivotek-design-tool/id640915024?mt=8
https://play.google.com/store/apps/details?id=com.vivotek.designtool
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VIVOTEK Solution Integration Alliance
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The SIA (Solution Integration Alliance) Program is a

strategic alliance that aims to facilitate the

integration of VIVOTEK products into leading

software or hardware platforms. With the SIA

Program, partners have the flexibility to enhance key

functionalities when creating an IP surveillance

solution.

The SIA Program provides programmable Software

Development Kits (SDK) to allow partners to develop

customized features on an open platform, allowing

the highest possible level of integration. VIVOTEK

also provides technical support throughout the

development process.

Find out more about enrolling in the VIVOTEK SIA

Program, please email sia@vivotek.com for more

information.

VIVOTEK Solution Integration Alliance
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VIVOTEK Solution Integration Alliance

The SIA (Solution Integration Alliance) Program is a strategic alliance 

that aims to facilitate the integration of VIVOTEK products into leading 

software or hardware platforms. With the SIA Program, partners 

have the flexibility to enhance key functionalities when creating an IP 

surveillance solution.

The SIA Program provides programmable Software Development Kits 

(SDK) to allow partners to develop customized features on an open 

platform, allowing the highest possible level of integration. VIVOTEK 

also provides technical support throughout the development process.

Find out more about enrolling in the VIVOTEK SIA Program, please 

email sia@vivotek.com for more information.
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6F, No.192, Lien-Cheng Rd., Chung-Ho, New Taipei City, 235, Taiwan, R.O.C. |T: +886-2-82455282|F: +886-2-82455532|E: sales@vivotek.com | www.vivotek.com

Search for: FE8181V, FE8181

The World’s First Complete 
IR Fisheye Camera Solution 
Has Arrived  

Patent Protected Light Cup Design

FE8181V IR Uniformity Other brand IR Spotlight

• 5 Megapixel CMOS Sensor
• 360° Surround View
• 10 Meters Smart IR
• 3D Noise Reduction
• Patent Protected Light 
   Cup Design
• Best IR Uniformity
• EN50155 Compliant

FE8181V IR Fisheye 
Camera Solution 
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