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Parker Hannifin - the global leader and your partner

With annual sales exceeding
$13 billion, Parker Hannifin
is the world’s leading
diversified manufacturer of

motion and control technologies

and systems, providing
precision-engineered
Solutions for a wide variety
of mobile, industrial and
aerospace markets. Our
products are vital to virtually
everything that moves

or requires control, including
the manufacture and
processing of raw materials,
durable goods, infrastructure
development and all forms
of transport.

Within Parker’s seven operating
groups, the company’s engineering
expertise spans the core motion
technologies — electromechanical,
hydraulic and pneumatic — with a
full complement of fluid handling,
filtration, sealing and shielding,
climate control, process control
and aerospace technologies.

The leader in “dry technology”

for the fluid power industry, Parker’s
Fluid Connectors Group is your
single source for high-quality tube
fittings, hose and hose fittings,
thermoplastic tubing, brass

fittings and valves, quick-
disconnect couplings and assembly
tools. The Fluid Connectors Group
serves customers in a broad range
of markets, including Aerial Lift,
Agriculture, Bulk Chemical
Handling, Construction Machinery,

Food & Beverage, Fuel & Gas
Delivery, Industrial Machinery,
Medical, Mining, Mobile, Oil & Gas
and Transportation. Products are
available for shipment 24 hours

a day, supported by 49 manu-
facturing facilities throughout the
world, a global distribution network
and 25 company-owned stocking
service centers. Our commitment
to you is impeccable customer
service. To meet your specific
requirements, we offer a broad
range of programs designed to
reduce your overall operating costs,
streamline manufacturing, improve
productivity, manage inventory,
enhance delivery and address
safety and environmental issues.
For value-added services that
generate value-added solutions,
team up with Parker!
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Mobile Phone Applications

ParkerStore™ Onsite Container Program Custom Hose Assemblies and Hose Fittings Accessories

With a long history of providing premier customer service, Hose Products Division is

the leading manufacturer of hose, fittings and crimping technology for industrial and
hydraulic markets. Continually expanding our products to better serve the market, we
offer world-class service technologies including the Parker Tracking System, Onsite
containers, rapid prototyping and smart phone applications. Our division headquarters
in Wickliffe, Ohio, is our precision-engineered-solution center for products, materials and
processes, and is equipped with state-of-the-art development, testing and performance
technology. Hose Products Division has ten manufacturing locations within the United States
dedicated to delivering a quality product on time. Knowing that uptime and
productivity are major drivers in your business success, we proudly present our new
catalog outlining Parker’s best-in-class hose products and services.

Best regards,

%M

Jennifer Parmentier
General Manager




PARKER SAFETY GUIDE FOR SELECTING AND USING

HOSE, TUBING, FITTINGS AND RELATED ACCESSORIES

/\ WARNING

FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF HOSE, TUBING, FITTINGS,
ASSEMBLIES OR RELATED ACCESSORIES (“PRODUCTS”) CAN CAUSE DEATH, PERSONAL
INJURY AND PROPERTY DAMAGE. POSSIBLE CONSEQUENCES OF FAILURE OR IMPROPER
SELECTION OR IMPROPER USE OF THESE PRODUCTS INCLUDE BUT ARE NOT LIMITED TO:

e Fittings thrown off at high
speed.

« Contact with suddenly moving or
falling objects that are controlled

e Sparking or explosion caused
by static electricity buildup or

¢ High velocity fluid discharge. by the conveyed fluid. other sources of electricity.
® Explosion or burning of the * Injections by high-pressure fluid ® Sparking or explosion while
conveyed fluid. discharge. spraying paint or flammable

e Electrocution from high voltage
electric powerlines.

* Dangerously whipping hose.

e Contact with conveyed fluids
that may be hot, cold, toxic or
otherwise injurious.

liquids.

Before selecting or using any of these products, it is important that you read and follow the instructions below.
Only hose from Parker’s Stratoflex Products Division is approved for in flight aerospace applications, and no other
hose can be used for such in flight applications.

Parker Publication No. 4400-B1 Revised 2007

DO NOT MIX & MATCH

DO NOT MIX & MATCH -
Components from different
manufacturers should not be
combined to create hose
assemblies (apart from rare
instances when both
manufacturers have approved
the exception). To mix and match
components is to increase the
risk of hose failure — a dangerous
situation regardless of setting

or application. Possible
consequences of hose failure
resulting from the use of
incompatible components
include:

 Fittings thrown off at
high speed

¢ High velocity fluid discharge

* Fluid injection injury

* Violently “whipping” hose

e Sparking or explosion from
sprayed flammable fluids

e Suddenly moving / falling
objects otherwise held
static by fluid pressure

The individual is solely responsible
for the hose assemblies he or she
fabricates. Fluid power profes-
sionals should abide by three
basic tenets when fabricating hose
assemblies:

¢ Only assemble hoses and
fittings of the same make

¢ Always use a crimper
approved by the manufacturer
of the hose and fittings

e Crimp only to the manufac-
turer’s specification

Parker’s recommendations are
consistent with SAE standard
J1273: Industry Consensus on
Best Practices for Using
Hydraulic Hose. The complete
technical paper, which includes
SAE-recommended practices for
hose assembly fabrication, can be
purchased from www.SAE.org.

You'll see QR tags throughout our catalog. These tags enable you to see additional
product and other content on the web using your mobile device. You'll need a QR
reader to get started. Please visit www.mobile-barcodes.com/qr-code-software for

more information and a list of QR code readers you can install at no cost.

QR READER INTRODUCTION




If you have questions about
the products contained in this
catalog, or their applications,
please contact:

Hose Products Division
Phone: (440) 943-5700
Fax: (440) 943-3129
www.parkerhose.com

Extra care is taken in the
preparation of this literature, but
Parker is not responsible for
any inadvertent typographical
errors or omissions. Information
is subject to change without
notice. The information in this
catalog is only accurate as of
the date publication. For more
current information, please visit
www.parkerhose.com

Offer of Sale

The items described in

this document are hereby
offered for sale by Parker
Hannifin Corporation, its
subsidiaries or its authorized
distributors. This offer and

its acceptance are governed
by the provisions in the “Offer
of Sale.”

www.parker.com/offerofsale
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Hose Products Division - the market leader
and your supplier of choice.

Put a bite on the braid.

Parker’s world-recognized tiger
mascot has represented the
Parkrimp No-Skive hose assembly
program since its introduction in
1980. In a contest originally held
by our marketing department, the
tiger was the winning suggestion
over three others: a turtle (deemed
“too slow”), an alligator (“not very
good looking”) and a shark (“too

intimidating” particularly at the time = .;

of the release of the movie Jaws).

More than three decades later,
the tiger graphic still supports the
Parkrimp message everywhere,
clearly symbolizing our unique,
patented Parkrimp fittings with
tapered steel teeth and our
Parkrimp crimping machines.
Their ability to eliminate hose cover
skiving and achieve the metal-to-
metal grip of factory assemblies
revolutionized the process for
markets worldwide. And today,
it's the industry standard.

Pride in our products: At Parker,
we believe the best fluid connector
products for your operation are the
ones that get the job done right.
We offer the most comprehensive
line of hoses, fittings, equipment
and accessories you'll need. And if
there’s something you need that’s
not a standard product, we’re able
to design and manufacture it for
you with ease.

You'll also benefit from our
ultimate competitive advantage —
our network of distribution outlets
that can provide our products
nearly anytime and anywhere.
We strive to provide customers
with local engineering, local
products and local service.

Parker offers the largest selection
of hoses plus more fitting sizes than
any other manufacturer. You'll find
a wide variety of hoses including
braided, spiral and multi-purpose,
and more than 4,500 Parkrimp
fittings. Parker products have been
designed, tested and approved to
meet and exceed global standards.

The right product is available for
your application, including hose
that features a variety of abrasion-
resistant cover choices, flexibility, a
wide range of media compatibility
and more — characteristics that
make Parker the hose supplier of
choice for customers that demand
the most from their equipment.




Made in the US.A. — serving the world.
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HOSE ASSEMBLY
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Being a solutions provider means helping
our customers achieve higher levels of
success by engineering the best systems for
their requirements. It means looking at the
customer applications from many angles
to find new ways to create value.

Our customers define it, we deliver it.




Services - easy to do business with.

PARKER TRACKING SYSTEM (PTS)

PTS helps customers reduce equipment and machinery downtime by
increasing the speed, timing and accuracy of acquiring replacements.
Using our web-based application, PTS generates a unique identifi-
cation code for each hose assembly which is printed on a durable
barcode or RFID label.

PTS can eliminate costly hours of equipment downtime, helping
customers achieve greater productivity and profitability.

www.parker.com/pts

Finder
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MOBILE PHONE APP

Need a hose or fitting? We’ll help you find it. Configure your
selection by using Parker's STAMP process, or browse by category
for thousands of hoses, fittings and accessories. It’s like a catalog in
your pocket, only better. How can something so powerful, be

so small?

www.hosefinder.com

KITTING

Want to speed up assembly on the factory floor? Parker custom kits
might be just what you’re looking for. From fittings and adapters to
pre-made assemblies, custom kits can hold a wide range of materials,
in the exact order and quantities you need. What'’s the advantage?
Streamlined procedures. Quicker assembly. Lower costs. And a single
part number for easier processing.

Enjoy a customized program where
Parker personnel can manage

your inventory in person or remotely.
Reduce overall inventory, increase
your inventory turns and increase
your efficiency.

VENDOR MANAGED INVENTORY CAD

By making thousands
of CAD files available,
Parker provides its
customers with the
resources to do more.




Continuously developing ways to serve our customers.

CRIMPSOURCE™

The industry’s most complete resource for crimper technical information,
Crimpsource contains all of the crimp specifications approved for Parker’'s
rubber, industrial and thermoplastic hose:

Harrm * Devisin= * Howd Privdssle Tea

Farker CrEmpsource

Barrghrimp

e Crimp specs T
* PDFs of technical manuals for easy downloading i
¢ Parts lists i
« Troubleshooting advice e
¢ PDFs of crimper decals
Crimpsource provides easy access to all of the specifications necessary to
correctly fabricate a factory quality hose assembly. A series of drop down menus m:;zl:irr'nm;
enables users to find what they need quickly and easily. Parkrimz 1

Karrykrimp 2
Choose your crimper, and then select the hose, fittings and current specifications ?:“:t::z
needed to make hose assemblies. You can also print a simple-to-follow data Pa E;:Enmp 2

specification sheet or crimper decal.

www.parker.com/crimpsource

BREADMAN

Lean logistics and delivery of Parker products and kits directly
to the customer’s assembly line, work station or warehouse.

¢ 100% parts availability minimizes downtime,
increases production and reduces costs

¢ Elimination of stock checking reduces manpower
and maintains production levels

¢ Daily delivery reduces inventory and overheads

¢ Electronic order processing eliminates paperwork

and reduces administration costs

AL mig
-y



Parker hose meets evolving industry specifications.

NEW Standard Legacy

International ISO Standard — many SAE hoses - pressure varies by size (R9, R10, R11, R12)

of our new hoses are designed to

Newer
the ISO 18752 specification. This SAE hoses (R13, R15, R17, R19) are constant pressure
specification allows for the perfor-
mance of the hose to dictate the Future
grading it receives. Parker knows ISO standard 18752

how tough hose applications can Hose spec established in 2006

be, and we built our newest spiral
hoses to withstand the toughest
requirements ISO 18752 has to
offer... and more.

Constant working pressure class hoses

Differentiated performance levels

Industry trend toward ISO specs

ISO 18752 Performance Definitions (Section 4.2 Grades and Types)

Hoses are classified according to their resistance to impulse into four grades: A, B, C and D. Each grade is
classified by outside diameter into standard types (AS, BS and CS) and compact types (AC, BC, CC and DC),
as shown in the table below.

Grades and Types

Resistance to Impulse

Temperature Impulse Pressure Minimum Number of Cycles
°C (% of MWP))

AS

A 100 133% 200,000
AC
BS

B 100 133% 500,000
BC
(02

C 120 133% and 120%° 500,000
cc

D DC 120 133% 1,000,000

@ Standard or compact, e.g. CS is grade C and standard type.

Standard types have larger outside diameters and larger bend radii and compact
types have smaller outside diameters and smaller bend radii.

b Maximum working pressure.

€120% of the MWP shall be used for classes 350, 420 and 560 instead of 133%.

10



ISO 18752 Pressure Classes
Tthe ISO pressure class specification addresses the most demanding and highest performance applications.

Class 35 70 140 210 250 280 350 420 560
MWP? (bar) 35 70 140 210 250 280 350 420 560
MWP? (MPa) 3.5 7 14 21 25 28 35 42 56

MWP? (psi) 500 1000 2000 3000 3500 4000 5000 6000 8000
Nominal Size

ISO Inch

5 -3 [ o [ ) o o () o o N/A
6.3 -4 o ] o o o o o o N/A
8 S (] ([ [ o o [ o (] N/A
10 -6 o o o o o o o (] N/A
12,5 -8 o o o o ] o o () N/A
16 -10 ([ o o o o ([ ([ o o

19 -12 ([ ] ([ o o [ ([ o o o

25 -16 o o o o o [ ([ ([ o

315 -20 ([ [ [ o o o o o o

38 -24 ([ o () o o o ([ o N/A
51 -32 (] [ [ o o o ([ o N/A
63 -40 o o N/A N/A N/A N/A N/A N/A N/A
76 -48 o [ N/A N/A N/A N/A N/A N/A N/A
102 -64 o N/A N/A N/A N/A N/A N/A N/A N/A

Note: @ = Applicable N/A = Not Applicable @ = Maximum Working Pressure

11



The Parker Tracking System (PTS)
Global asset tagging and identification system.

PTS helps customers reduce
equipment and machinery
downtime by increasing the
speed, timing and accuracy

of acquiring replacements. Using
a web-based application, PTS
generates a unique identification
code for each hose assembly
which is printed on a durable
barcode or RFID label.

PTS equipment is easy to own
and operate

PTS is an advanced global tagging
and tracking solution already being
deployed on OEM machinery and
mobile equipment in dozens of
countries.

PTS can eliminate hours of costly
equipment downtime, helping
customers achieve greater
productivity and profitability.

The Parker Tracking System is a unique and valuable service available
exclusively for Parker customers.

The Parker Tracking System (PTS)
is a unique and valuable service
available exclusively for Parker
customers. PTS reduces vehicle
or asset downtime by increasing
the speed, timing and accuracy
of necessary hose assembly
replacements.

Using a secure Web-based
application, PTS generates a unique
identification code for each hose
assembly which is printed on an
ultra-durable barcode or RFID label.
PTS labels are specifically
engineered to withstand harsh
chemicals, temperatures, UV
exposure and other challenging
conditions.

12

Why use PTS:

e Capture, record and recall unique
hose assembly information — on
demand.

® Receive fast and accurate
product identification to speed
replacement, regardless of where
the original assembly was made.

® Hose assemblies can be replaced
with only the PTS ID number,
eliminating the need to remove
hoses prior to replacement,
providing critical machine uptime
and enabling a more conveniently
scheduled repair.

¢ Reporting tools assist in
continuous improvement
programs and preventative
maintenance initiatives.



Save valuable time with PTS.

PTS ID means every hose
is unique and traceable
making re-ordering easy

TRACKING SYSTEM
Parkes comuPTS | 1-800-C-Parkes

PTS ID: JGRAZ40W
U0 RV R0 1
Assembly Date: 01/01/2010

Customer Part# 165860
LTI

Insist on Parker genuine PTS
tagging for all your hose assemblies

)

Custom text can be added for
installation instructions or
reference information

How PTS Works:

¢ PTS labels are customized with
specific assembly information and
attached to the hose when the
assembly is made.

¢ \When the assembly requires
replacement, simply call your local
distributor with your PTS number,
or call 1-800-C-Parker to find
an authorized distributor

¢ The distributor can create an
exact replacement of your hose
assembly and either ship it to you
or have it ready to pick up once
you arrive. Distributors can also
scan your hose label in-store.
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Assembly date helps
track the
maintena

Customer part number
enables easy reference to
internal ordering systems

e Data is collected about your
failure which may help us
in recommending different
components or accessories
designed to get the most from
your machine or equipment.

PTS labels are specifically
engineered to withstand harsh
chemicals, temperatures, UV
exposure and other challenging
conditions.




The benefits of working with Parker Hose
Bring the power of Parker to the palm of your hand.

.
——
Finder
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Parker is committed to delivering
customer service options to

help you work smarter, faster,
and better.

Need the latest? Go online.

From complete product
information on hose, to 3D-CAD
models of our complete fitting line,
yoU'll find everything you need at
www.parkerhose.com.

And HoseFinder, our mobile app,
makes it fast and convenient to
search for hydraulic hose products
and information on the go. The app
features an abbreviated STAMP
selection process to help you find

what you need quickly and easily.
Download yours today at
www.hosefinder.com.

Whatever you do, visit our site
often. It's the fastest and easiest
way to keep up with changing
technology and our ever expanding
product offering.




Configure your selection
by using Parker’'s STAMP
process, or browse by
category for thousands
of hoses, fittings and
accessories.

1 Browse it. It’s easy
to use.

2 STAMP it. Use the
STAMP search or
browse the catalog to
find the product you are
looking for.

3 Search it. Results
include all the details
you need to make an
informed decision.

4 Find it. Choose the
“Find It” link and you'’ll
be directed to one
of Parker’s 12,000
worldwide distributor
locations.

.| ParkerStore Onsite
Mabile Waork Conlamners
Yipur iy, Do Bolyimn

—Darker
HoseFinder

Browse it.

787 TC
Petroleum Dase
Hydrauble Fluids
Kaconan 10013 &
10AE

791TC

raulic
160 J88T-1-AISEAE
180R1E

TO2TC/ST
e B
12QR1E

Search it.

Size

Temperature
=40 To Z37 F (=40 Ta 115 O
Pressure
5000 FH 4 473785000 Mpa) E

Reset Search Crtera

STAMP it.

m Find 787 TC Hydraulle m

TBT TC

Petroleum Base
Hydraulie Fluids

S0 18TE-DISAE Exeeans
100/ 3 & 100A1S

Find Your Nearest Distributor

Enter Zip
Code:

Find this product by locating
a Parker distributor nearby.
Need additional help?
Contact us at 1-800-C-
PARKER.

Find it.

HoseFinder is currently available for iPhone®, Blackberry®
and Android™ mobile phones... and at no charge.

15



The Parker Fluid Connectors Group

Take advantage of our connections.

Need help with the big picture? Turn to Parker. As part of
the Fluid Connectors Group, we have everything to keep the

ideas flowing.

More products

Nobody offers you more than
Parker. We have the largest
selection of hose, more fitting
sizes and configurations than any
other manufacturer. Our products
deliver the exceptional quality and
reliability you've come to expect
from us, meeting or exceeding
market standards. Plus they’re
available in a wide choice of
materials, designs, shapes, sizes,
covers, and capabilities for your
specific leak-free performance
requirements.

But more parts are only
part of what we offer you.

it

s

More people

Our 2,100 worldwide distributors
give you more places to go for
more help, faster. Which means
when your equipment is down,
we're there for you, right near the
job site.

Nobody else can equal that
kind of convenient service.

16

Mobile services

Parker is your best bet for
on-the-job help. Our mobile
services operate 24 hours a
day, 7 days a week, to arrive

at your plant or job site fast.
Complete with factory-trained
professionals to troubleshoot
your problem. Our mobile vans
carry a full complement of hose,
all major fitting configurations,
and a complete set of metrics —
everything that’s needed to
create a replacement. It’s like
having your Parker distributor
come to you! Find out more at
parker.com/distributors.




ParkerStores

ParkerStores provide walk-in
customers with the ability to
personally select the parts they
need in a retail environment.
Customers can see, touch, and
feel the parts they’re considering,
and talk directly to staff when
advice is needed. With more than
1,800 locations in 75 countries,
ParkerStores are yet another way
customers can get in, get out,
and get going.

ParkerStore Onsite
mobile work containers

To provide expert service even in
the most remote job site locations,
the ParkerStore Onsite Program
delivers a fully customized mobile
workspace directly to your job site.
These highly efficient and mobile
container-based work sites provide
all the technology, equipment

and inventory needed for remote
fabrication of hose and tube
assemblies, and much more.

The ParkerStore Onsite

container solution will significantly
reduce the time it takes to

obtain critical spares or fabricate
replacement hose assemblies.
Equipment and labor downtime
are greatly reduced, keeping
your operations up and running
longer. Find out more at
www.parker.com/onsite.

Your ParkerStore Onsite container
can be personalized to meet your
specific site or project needs.

Storage Racks
and Cabinets

Security Doors

17

Heating/Cooling

Rugged Lighting
Service




Parker testing facilities
Assuring superior quality and performance.

Multiple test capabilities and the
latest testing technology combine
to assure the integrity of Parker
products globally.

Putting designs to the test, our
world class development and

test capabilities assure our
customers of world-class quality
and performance. In the field or in
our advanced development and
test facility, Parker is unsurpassed
in both technical knowledge and
testing capabilities. With the latest
in technology, our state-of-the-

art materials development and
performance test labs are capable
of determining baseline engineering
and design properties. Additionally,
we simulate application and
environmental conditions
encountered every day, both
common and complex, assuring
the integrity of Parker products
designed to meet your needs.

Consistency in product

performance starts with consistent
materials. Parker’'s materials

18

development laboratory uses the
latest technology in equipment and
methods to evaluate the behaviors
of elastomeric materials under
varying conditions. Our in-house
capability assures the materials

in our design are engineered

to withstand the extremes of
application and the environment,
time after time, every time.

With specialized skills, and
time-tested experience, Parker
engineers have built an impressive
record of problem solving for our
customers. We understand the
importance of product selection,
designed and tested to meet

your unique demands. And our
customers understand the value
of our solutions.



Thermogravametric analyzer Tensometer Soxhlet extraction

Burst Pressure Test (below)

Using our state-of-the-art testing
and performance technology in
our precision-engineered-solutions
center, we continuously look to
better serve our customers by ever
improving our products.



When you order hose
and fittings from Parker,
remember the word “STAMP.”
That way you won'’t forget
important information!

Outer Cover

Reinforcement v

Inner Tube

The hose size is determined by

the inside diameter which can be
measured or found on the layline.

Before you spec it, STAMP it.

SIZE TEMPERATURE APPLICATION

Size

Parker uses a system of measure-
ment called Dash Numbers to
indicate hose and fitting size. The
dash number, or dash size, is the
measure of a hose’s Inner Diameter
(1.D.) in sixteenths of an inch. (The
exception to this is SAE 100R5
hose. See the chart below for
complete details.)

This measuring system of the inside
diameter of the hose is universally
used by the fluid power industry
today. Don’t know the hose size?
Check the layline. If the original
printing has worn off, the original
hose must be cut and the inside

MEDIA PRESSURE

diameter measured. Be sure to
measure the overall assembly
length and fitting orientation
before cutting the hose.

The hose I.D. must be sized
accurately to obtain the proper
flow velocity. A flow that’s too slow
results in sluggish system perfor-
mance, while a flow that’s too high
causes excessive pressure drops,
system damage, and leaks.

Use the Flow Capacity Nomogram
in Section E to determine the proper
hose I.D. for an application’s flow
rate requirements.

All Except Transportation Transportation
and Refrigerant Hoses and Refrigerant Hoses
Dash No. Inches Millimeters Inches Millimeters
-3 3/16 5 - -
-4 1/4 6,3 3/16 5
-5 5/16 8 1/4 6,3
-6 3/8 10 5/16 8
-8 1/2 12,5 13/32 10
-10 5/8 16 1/2 12,5
-12 3/4 19 5/8 16
-16 1 25 7/8 22
-20 1-1/4 31,5 1-1/8 29
-24 1-1/2 38 1-3/8 35
-32 2 51 1-13/16 46
-40 2-1/2 63 2-3/8 60
-48 - - 3 76

20



Temperature

When specifying hose, there are
two temperatures you need to
identify. One is the ambient
temperature, which is the
temperature that exists outside

the hose where it is being used; the
other is the media temperature,
which is the temperature of the
media conveyed through the hose.

Very high or low ambient tempera-
tures can have adverse affects on
the hose cover and reinforcement
materials, resulting in reduced
service life.

Media temperatures can have a
much greater impact on hose life.
For example, rubber loses flexibility
if operated at high temperatures for
extended periods.

[Raminy ereny,

A
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Parker hoses carry different
temperature ratings for different
fluids. For example, 811HT hose
has a temperature range of -40°F
to + 257°F (-40°C to +125°C) for
petroleum-based hydraulic fluids.
However for water, water/glycol,
and water/oil emulsion hydraulic

fluids, the range drops to a rating of

up to +185°F (+ 85°C). Air is rated
even lower at up to 158°F (+ 70°C).

Some media can increase or
decrease the effects of temperature
on the hose. The maximum rated
temperature of a hose is specific

to the media. See the Minimum/
Maximum Temperature Chart in
Section E for a full listing of all
temperature ratings.
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Parker offers a wide range of
special types of hoses for low and
high temperatures. See pages
A-6 to A-7 Hose Overview.



Application

Before selecting a hose, it is
important to consider how the hose
assembly will be used. Answering
the following questions may help:

e What type of equipment
is involved?

¢ What are the environmental
factors?

¢ Are mechanical loads
applied to the assembly?

¢ Will the routing be confined?

e What about hose fittings -
permanent or field
attachable?

¢ Will the assembly be
subjected to abrasion?

Sometimes specific applications
require specific hoses. For
example, applications where
hoses will encounter rubbing or
abrasive surfaces, would be best
handled by our family of abrasion-
resistant hose with both Tough
and Super Tough covers.

When application space is tight,
bend radius is another important
consideration. Parker offers a full
line of hoses designed for one-half
SAE bend radius at full SAE-rated
pressures. We ofer hoses with
increased flexibility and smaller
outer diameters enabling faster,
easier routing in small spaces,
reducing both hose length
and inventory requirements.

Hose Hint

When considering the bend
radius of a hose assembly, a
minimum straight length of twice
the hose’s outside diameter
should be allowed between
the hose fitting and the point
at which the bend starts.

Industry standards set specific
requirements concerning
construction type, size, tolerances,
burst pressure, and impulse cycles
of hoses. Parker hydraulic hoses
meet or exceed standards such as:

¢ SAE (Society of Automotive
Engineers)

¢ EN (European Norm)

¢ DIN (Deutsches Institut fiir
Normung)

¢ ISO (International Organization
for Standardization)

=7k

Compact Spiral™ 797TC-12

has 1/ 2 the
Bend Radius

10-1/2" 5
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Governmental agencies control
additional standards for particular
industries such as U.S.C.G. and
ABS. You must select a hose that
meets the legal requirements as
well as the functional requirements
of the application.

Compact Spiral™
Bend Radius

Not only is it 1/2 the bend
radius, but it takes

. 1/3 less effort to bend.

= 21"

Hose Hint

A hose assembly should
be routed so that the
hose is not stretched,
compressed, or kinked
to assure maximum
service life and safety.

450 X
Super
Tough
(ST)
Cover

80X
Standard Tough
Rubber Cover Cover (TC)

Levels of Abrasion Resistance

Results from the ISO 6945
metal-to-hose abrasion test show
that Tough Cover and Super Tough
cover hoses offer significantly
greater abrasion resistance than
= standard rubber cover hose.

=

23



[edia

po—

Chemical Resistance:
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Media

What will the hose convey?

Some applications require

the use of specialized oils or
chemicals. The hose you order
must be compatible with the
medium being conveyed.
Compatibility must cover the

inner tube, the cover, hose fittings,
and o-rings as well. Use the

. pap16 WPA20 Mpe

5000 PSI

Chemical Resistance Chart
found in Section E to select the
correct components of the hose
assembly that will be compatible
with your system’s media. The
chart contains the chemical
resistance rating of a variety

of fluids.

e ws 25mm (1) X 45

Hose Hint

For long service life and leak-free functionality,
it is vital that the hose assembly be chemically
compatible with both the fluid being conveyed
through the hose as well as the environment
of the hose.




Pressure

When considering hose pressure,
it’s important to know both the
system working pressure and any
surge pressures and spikes.

Hose selection must be made

so that the published maximum
working pressure of the hose is
equal to or greater than the
maximum system pressure.
Surge pressures or peak transient
pressures in the system must be
below the published maximum
working pressure for the hose.

Each Parker hose has a pressure
rating which can be found on the
Hose Overview Chart on page A-6,
to A-7 and in Section E.

All Parker hydraulic hoses have
passed the industry rated specifica-
tions for burst pressure and carry a
4:1 design factor unless otherwise
noted. Burst pressure ratings for
hose are for manufacturing test
purposes only. They are not an
indication that the product can

be used above the published
maximum working pressure.

It is for this reason that the burst
pressure ratings have been
removed from the hose charts
within the catalog.

Care must also be taken when
looking at the “weakest link” of the
hose assembly. A hose assembly
is rated at the maximum working
pressure of the hose and the fitting
component. Therefore the maxi-
mum working pressure of the hose
assembly is the lesser of the rated

el e

T

To mix and match components is to
increase the risk of hose failure — a

dangerous situation regardless of |
setting or application.

LU

Hose Overview page A-6

working pressure of the hose and
to A-7.

the end connections used.

Here is an example: An
F471TC0101040404-60"

hose assembly (which consists
of 471TC-4 hose and two
10143-4-4 fittings) would have

a maximum working pressure

of the lesser of the three
components. In this case the
fittings have a 12,000 psi rating.
The hose has a 5,800 psi rating.
Therefore the maximum pressure
rating of the hose assembly would
be 5,800 psi. Pressure ratings for
each Parker end connection can
be found on the Pressure Rating
of Hose End Connections —

PSI Chart in Section E.

Pressure Rating of Hose End
Connections page E-45.

Pressure spikes can occur during
machine operation in an instant. i
They can occur so quickly in fact, I _ ;
that standard glycerin filled Tis. ?ﬁ.._
gages will never detect them.
Using a pressure diagnostic
system like Parker’s Senso
Control can help detect how
often and how drastic these
pressure spikes are. Contact
your Parker representative today.
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Hose Hint

Use the layline of the hose as
a visual index when routing
and tightening the assembly to
ensure the hose is not twisted
or kinked.

Hose basics

Everything you need to know.

It’s all in the family

At Parker, we believe the best hose
for your operation is the one that
gets the job done right — no more,
no less. That’s why we offer you a
comprehensive line of hoses,

as well as all the options that go
with it. Worried about price?

Abrasion?
We've got you covered

Our expanded line of abrasion-
resistant hose offers you a world
of protection, not to mention a
choice of covers: Tough Cover
(TC) for tough environments;
and SuperTough (ST) for the
really rough stuff.

L0 422/421-8 Worldwide WP 16,0 MP

We've got rubber hoses that are an
exceptional value. Need hose that
can take the heat? We've designed
hoses for that. Looking for hose

to handle the most demanding
conditions? No problem. We

have hoses made specifically for
high temperatures, tight bending,
abrasive environments, and more.

Not sure what hose you need?

Talk to our experts. They’re trained
to know, and they’re happy to help.
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Our TC- and ST-covered hoses
can simplify your assemblies
by eliminating the need for any
additional protective sleeving.

From the superior flexibility and
tighter bend radius of our wire-
braided hoses... to the wide fluid
compatibility and high pressure
performance of our No-Skive
spiral hoses... our expanded
family of abrasion-resistant hoses
gets the job done right, giving
you the results you need in the
construction, forestry, mining,
injection molding, refuse and
recycling, and energy industries.




Metal-to-Hose Abrasion Resistance Comparison Optional Covers

Type Features
Results from the ISO 6945 Sugg%lgh
metal-to-hose abrasion test (ST) Cover Tough Cover (TC) Very good abrasion resistance.

Fair resistance to ozone and
cold flexibility.

show that Tough Cover and
Super Tough cover hoses offer
significantly greater abrasion

v,

resistance than standard
rubber cover hose.

80X

Levels of Abrasion Resistance

Standard
Rubber Cover

Tough
Cover (TC)

Super Tough (ST)

Excellent abrasion resistance.
Very good resistance to ozone
and cold flexibility.

Braided vs. spiral hose

Hydraulic hose can be referred

to by construction style, of which
there are two main types: braided
and spiral. The majority of “low-
pressure hoses” have a textile
braided construction. They’re
commonly used to transmit
petroleum-based fluids, diesel
fuel, hot lubricating oil, air, ethylene
glycol anti-freeze, and water.

“Medium-pressure hoses” typically
feature one- and two-wire braided
construction. These hoses are
frequently found on construction
equipment, heavy-duty trucks,
and fleet vehicle applications. In
general, braided hose is selected
for its flexibility.

At one time in the industry,
two-wire braided hose was

most commonly used in many
applications. But the advent of
larger, off-road specialty equipment
drove the creation of spiral hose,
which is very well suited for
applications where extremely high
impulse pressure is encountered.

Today, hydrostatic drives using
four and six-wire spiral hoses

can be found on everything from
lawn tractors to earth movers.
Because today’s world demands
faster, more powerful equipment
requiring increased working
pressures, Parker is responding
with an expansive offering of spiral
products.
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Contact your local Parker
distributor to see the full range of
hose choices, and to discuss their
various applications.



Inner beauty

The inner tube of a hose is
offered in several different

rubber compounds. Each rubber
compound can react differently to
the media being conveyed. The
inner tube must also resist effects
of high or low temperatures

and environmental elements.

The table on the right highlights
popular rubber compounds used
for hose inner tubes:

Strong like spiral
bends like braided

Looking for flexible hose that can
be routed in tight spaces?

Parker has a full line of hoses
designed for one-half SAE bend
radius at full SAE pressure. These
hoses plumb and bend tighter
than other SAE 100R1, 100R2,

Inner Tube Compounds

Type Features

PKR® Rubber

Excellent resistance to ozone and weathering; good heat
resistance. Good resistance to petroleum-based fluids.

Synthetic Rubber

Excellent resistance to petroleum-based fluids and
environmentally friendly fluids.

Butyl Rubber

Very good weathering resistance. Good physical properties.
Poor resistance to petroleum-based fluids.

EPDM Rubber

Excellent resistance to phosphate ester fluids and dry air.
Poor resistance to petroleum-based fluids.

100R4, 100R12 and 100R13
type hoses, reducing hose length
requirements by up to 47%. The
tighter bend radius means fewer
bent tube fittings, and longer life
in applications where machinery
movement causes hoses to bend
sharply. It also means reduced
inventory requirements for you.

Compact Spiral™ Bend Radius
Not only is it 1/2 the bend radius, but it takes
1/3 less effort to bend.

Compact Spiral™ 797TC-12

has1/2 the
Bend Radius

10-1/2"

Compact Spiral Hose has
half the bend radius of its SAE
counterpart and a significantly
smaller bend radius than
corresponding-size Parker
conventional spiral hose.

SAE100R15 |

21"
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m 797TC-12 19 mm (3/4”) @ 1
ISO 18752-DC - SAE J1754-1 Class A - MSHA IC-40-26 A

' ' :

BRAND IDENTIFICATION PERFORMANCE ICONS

42,0 MPa (6000 PSI) mxnvs  nciwcamesounce

l l

PRESSURE VARIABLE DATA & WEBSITE

Our layline is
easier to read

Our new layline presents the
most important information in an 1 .

easier to read format. And the ﬁ

performance icons make it easier Heff SAE Tough SuperTough High o

to identify what elements pertain Bend Cover Cover Temperature | Temperature
to that hose.

PERFORMANCE LEGEND

The layline, or printing along the
length of a hose, contains a wealth
of useful information about that
product. Inside diameter, maximum
working pressure, part number,
industry standards that the hose
meets, and even manufacturing
date are among the information
supplied.




Parker Fittings. The products of choice for
custom and standard applications.

Crimpable fittings

Parker Parkrimp assemblies
consist of No-Skive hose and
fittings, permanently joined by any
one of our Parkrimp crimpers.
The teeth in Parker’s crimped
fittings bite down to the hose

wire for a metal-to-metal grip with
maximum integrity. Our one-piece
fittings can be combined with
many No-Skive hose types to
cover low-, medium- and high-
pressure applications, as well

as special application categories
that can also be used with
permanent crimped fittings.

We offer steel, brass, and stainless
steel fittings from 3/16" to 3",

with our steel fittings featuring a
corrosion-resistant plating that
exceeds SAE standards. Styles
include o-ring face seal, flare, male
pipe, metric designs and many
more. All are compatible with the
easy-to-use Parkrimp system of
crimping machines.

—3arf{;r _

Monoblok™ design, manufactured  Gripping teeth deflect to  Full length crimp design.
from a single piece of steel with no  ensure crimp integrity.
brazed or soldered joints, no
potential leak paths.

Teeth provide a
No-Skive, metal-to-
metal bite on braided
and spiral reinforced
hoses.

Low-profile design
makes routing of hose
Rugged, corrosion- assemblies easy.
resistant plating.

Wide
variety of end
configurations.

When combined with our
No-Skive hose, Parker Parkrimp
fittings provide factory-quality
hose assemblies quickly and
cost effectively.

soldered joints provides the
utmost in leak protection,
eliminating any potential leak
paths. Parker Monoblok fittings
are available in a wide variety of
end configurations and fitting
series. These fittings also feature:
No-Skive, bite-the-wire, full-length
crimp, corrosion-resistant plating,
weather seal, and a low-profile
design.

Monoblok™ fittings

Monoblok™ fittings are
manufactured from a single

piece of steel. First introduced

in ultra-high-pressure hydraulic
applications, their lack of brazed or




Metric fittings

Parker’s metric fittings are available
in a full range of DIN, BSP, BSPP,
French GAZ, and JIS configurations
to meet worldwide applications.
Parker’s metric fittings are available
in a wide range of sizes to meet
your requirements.

Field attachable
fittings

Parker field attachable fittings
enable you to make hose
assemblies right at the job site
without special tools or machines.

Our wide range of No-Skive
hose — hose that does not
require the removal of the outer
cover or inner tube prior to
assembly — combines with a
variety of field attachable steel,
stainless steel, and brass fittings
quickly and easily.

Parker field attachable fittings
include the popular Push-Lok®
style, as well as two- and
three-piece series fittings that
use an interchangeable nipple
with one- and two-wire
braided hose.

Custom fittings for
short-run or special
applications

Custom tube and hose fittings
are available from Parker.
Configurations include NPTF,
JIC, SAE, GAZ, ISO, DIN, JIS,

and BSP in a wide range of sizes.
Material options include steel,
stainless steel, brass, aluminum,
and Monel® All of our products
are manufactured to world-class
standards.

Hose Hint

How tight is tight enough? Differences in platings and other variables
can affect the amount of torque required to ensure a proper connection.
Always refer to this catalog or go to www.parkerhose.com for proper

assembly procedures.

Hose End Type Pressure = Seal Vibration | Ease of Reusability Temperature
Reliability Resistance  Installation

Seal-Lok — 0-Ring | Excellent | Excellent | Very Good | Excellent Excellent Limited by Seal
Face Seal
37° Flare Very Good | Good Good Good Good Excellent
Tapered — (NPT,
NPTF, BSPT and Good* Poor Poor Good Poor Excellent
Metric Taper)
Four-Bolt Flange | Excellent | Good Excellent | Very Good | Excellent Limited by Seal

Hose Hint

*Rated ‘Poor’ for dynamic pressure systems.

Never mix and match one manufacturer’s fittings with hose from another
manufacturer. Parker hose, fittings, and crimpers are designed to work
together as a system. This ensures optimum product performance,

reliability, and safety.

SAE Standard
Protection

Fittings with XTR
coating for extreme
resistance to corrosion

Parker XTR coating provides more
than seven times SAE standard
protection. An outstanding
advantage for equipment in

highly caustic applications and
environments, Parker’s proprietary
formulation has been tested to
resist corroding for more than
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720 hours. Parker products with
XTR coating assure all the leak-
free performance and installation
advantages that our customers
expect. Even the assembly torque
remains the same. For unmatched
quality, service and support, now
with extreme corrosion resistance,
specify Parker hose and tube
fitting products with XTR coating.
For additional information, refer to
Bulletin 4480-B158.



Parkrimp Crimpers.
Easy to use for safe and reliable high performance

hose assemblies

Parker’s Parkrimp
system provides
users with several key
advantages:

¢ Perfect alignment: Parker’s
exclusive Parkalign™ system
features a positive-stop design that
positions the fitting in the die for a
perfect crimp every time. Parkalign
benefits operators by enabling
them to “feel” that the hose is in
the right position to be crimped, as
compared to “eyeballing” the proper
position of the fitting in a variable
crimper.

¢ Efficient design: Bottomloading
Parkrimp crimpers make it much
easier for operators to manage long
hose assemblies.

¢ Linked dies: Parkrimp dies are
linked together to prevent
segments from being

misplaced or worse, 7

mismatched. L

Modular Crimper -
Portable or Bench-
Mounted

Karrykrimp

With Parkrimp, you benefit from

a full-length crimp. Our low-profile
design makes routing hose
assemblies easy. No-Skive

hoses and fittings combine with
the Parkrimp system to create
high-quality, reliable hydraulic
hose assemblies every time.

¢ Color-coded dies: Parkrimp dies
are color coded by size, making
for easy identification and reduced
set-up time.

¢ Durability: Since they were
introduced in 1980, Parkrimp
crimpers have been designed
and manufactured to provide
years of reliable service.

e Decals: Parkrimp crimpers come
with an information-rich decal that
provides the list of proper hose and
fitting combinations, tools required
and the crimp specification for each
hose and fitting combination.

e Crimpsource: the most complete
online resource for Parker crimp
specifications, technical manuals,
decals and more.

Karrykrimp

Karrykrimp 2 Bench Mount
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The complete system from
one source: No-Skive hose,
No-Skive fittings, and crimping
machines with worldwide
availability and service.

Parker Hose Product Division

also offers a full line of crimping
accessories, including conversion
kits, cabinets, cut-off saws, push-on
tables, die racks, and mandrel tool
kits. See the Equipment section for
full details.

Modular design with all
the familiar Parkrimp
system advantages

Parker offers two Parkrimp-style
modular crimpers — the Karrykrimp
and the Karrykrimp 2. Their modular
design enables the customer to
choose between the portability that
Parker Karrykrimp crimpers have
always offered and the new option
to make these same crimpers
bench-mounted units.

The modular design gives users the
flexibility of a portable crimper with the
advantage of increased productivity
when connected to the stationary
power unit. —

Karrykrimp 2
Bench Mount



Eight-segment crimp
dies provide a smooth,
even, 360-degree crimp.

Bottom-loading operation
makes it easy to handle
long hose assemblies.

Downloadable decals are just
one of the many assets found
on Crimpsource.

The modular crimper features:

¢ Assingle crimping unit can be either
portable or bench-mounted

e Faster cycle times on bench
mounted units

¢ |ncreased height enables longer
bent tube fittings to be crimped

¢ Cylinder maintenance on the
Karrykrimp 2 is now possible

Parker’s Parkrimp® System continues
to lead the industry in ease of use,
accuracy and effectiveness. The
Parkrimp system is designed to
crimp fittings to the proper diameter
every time, meaning fluid power
professionals will not waste valuable
time dialing variable settings that can
produce mis-crimps. Designed to
produce accurate crimps from the
first time it’s used, Parkrimp system
crimpers require no calibration and
continuously produce proper crimps,
time after time.

Our linked crimp dies
keep die segments
together. No loose parts
to mismatch or misplace.

Dies are color coded by
size for easy identification
and reduced set-up time.

Parker’s exclusive Parkalign™
feature positions the fitting in
the dies perfectly every time.

.-ﬁ,: = ‘ i ‘:_;
Parkrimp dies are color coded and linked
together — making them easy to use.

The Parkalign system'’s positive stop
feature ensures users will make a perfect
crimp every time.

Parker Crimpsource™

Crimpsource is the industry’s most
complete resource for crimper
technical information. It contains all
of the crimp specifications approved
for Parker’s rubber, industrial and
thermoplastic hose:

¢ Crimp specs

¢ PDFs of technical manuals
for easy downloading

¢ Parts lists

¢ Troubleshooting advice

* PDFs of crimper decals for
immediate printing

Crimpsource provides easy
access to all the specifications
necessary to correctly fabricate
a factory quality hose assembly.
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A series of drop-down menus enables
users to find what they need quickly
and easily. Choose your crimper and
then select the hose, fittings and
current specifications needed to make
hose assemblies.

You can also print a simple-to-follow
data specification sheet or crimper
decal. Crimpsource is available at
www.parker.com/crimpsource.



Parker’s superior capabilities.
Your competitive advantages.

Downloadable CAD
drawings

Downloadable CAD drawings

of Parker fittings are available at
www.parkerhose.com. You can
check the form, fit, and function
of the fitting before specifying the
actual part.

Online 3D-CAD models help
designers work faster, smarter.

‘ il Hose Assembly Facility

Custom manufacturing
capabilities

Markets are shifting to replacing
sections of hose with hard
plumbing. These custom projects
can include tube fabrication and
fittings not found anywhere else.
Using custom tube and compound
assemblies can reduce your
overall costs and eliminate
warranty issues.

Completely custom products are
available from a dedicated Parker
Hose Products Division facility.
Using standard Parker hoses,
fittings and tubing, our experts
create custom tube and compound
assemblies that exactly match your
specifications to provide increased
durability and reliability.

Organized to provide fast quotes
and highly responsive service,
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our Custom Manufacturing
department can produce a
single critical piece or production
quantities to meet your needs,
quickly and efficiently. Contact
our staff to talk about creating
the best in customized, leak-free
products. Call 888-882-1202.

Dedicated hose
assembly plants

All Parker Hose assemblies

are manufactured in our own
facilities solely dedicated to hose
assembly production and premier
customer service. Our dedicated
hose assembly plants offer

our customers unique benefits
including:

e Competitive hose assembly
pricing

¢ A more diverse range of
hose assembly capabilities
and accessory options



¢ A larger selection of hose
and fitting inventory for
assemblies

¢ The quality assurance that
comes with manufacturing
in a TS-16949-certified
facility

Custom Kkits

Want to speed up assembly on
the factory floor? Parker custom
kits are just what you're looking
for. From fittings and adapters to
pre-made assemblies, custom kits
can hold a wide range of materials,
in the exact order and quantities
you need.

What'’s the advantage?
Streamlined procedures.
Quicker assembly. Lower costs.
And a single part number for
easier processing. Call your
Parker representative today.

Parker experts can create
custom tube and compound
assemblies that exactly match
your specifications.
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Technical support,
education and training

Need help? Don't hesitate to ask.
Our technicians and market-
specific engineers can be found
around the country and throughout
the world to offer you engineering
support, fluid connector system
design, and product selection
assistance. Phone consultation,

as well as on- or off-site sessions
are available virtually anywhere

for all customers, distributors, and
employees. Topics range from hose
routing tips and troubleshooting

to critical safety procedures. Our
Parker experts reflect our extensive
commitment to training and
education, and are an important
part of our value-added services.

Want some help? Call
1-800-C-PARKER, or

check with your local distributor.
Don’t know who that is? Go to
www.parker.com then click on
“where to buy” on the home page
to find out.

Parker Training and
Certification (P-TAC)
P-TAC encompasses online
(e-learning) and off-line
(instructor-led classroom)
training in addition to
certification recognition.

Parker.com/PTAC
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Constant Working Pressure
Hydraulic — Industry Standard
Suction and Return
Push-Lok"

Phosphate Ester

Low Temperature
Transportation

Alternative/Marine Fuel

Refrigerant

Hose

View Contents

ENGINEERING YOUR SUCCESS.




Hose visual index

Constant
Working

Pressure
Hose

387

487

722

A-18

GlobalCore GlobalCore Tough Cover — SAE 100R17 Super Tough - SAE 100R17
451TC A-19 | 711 A-20 | 351TC A-21 | 351ST A-21
Tough Cover Super Tough
Hydraulic Twin Tough SAE J1942 4,000 psi Constant W.P. 4,000 psi Constant W.P.
772TC A-22 | 772ST A-22 | 781 A-23 | P35 A-23
Tough Cover - SAE 100R12 Super Tough - SAE 100R12 SAE 100R13 SAE 100R13
782TC A-24 | 782ST A-24 | 791TC A-25 | 792TC A-26

Tough Cover
SAE 100R13

Extreme Tough Cover
SAE 100R15

Tough Cover - SAE 100R15

792ST

Super Tough - SAE 100R15

761

ParMax - 8,000 psi

Hydraulic -
Industry

Standard

JK A-28

Jack Hose

422 A-29

Worldwide
ISO 1436-1 TYPE 1SN

482TC A-30

Tough Cover
SAE 100R1 TYPE AT

A-30

Super Tough
SAE 100R1 TYPE AT

A-31

o - e
High-Temperature
SAE 100R1 TYPE AT

302 A-32

Worldwide
ISO 1436-1 TYPE 2 SN

431 A-33

Compact - SAE 100R16

436 A-34

471TC A-35

Tough Cover
ISO 11237-1 TYPE 2 SC

471ST A-35

e i i
Super Tough
ISO 11237-1 TYPE2 SC

471TC A-36

Hydraulic Twin Tough

A-37

Two-Wire Braid

A-38

BXX A-39

SAE 100R2 TYPE AT

722TC A-40

Tough Cover
4,000 psi Constant W.P.

722ST A-40

Tough Cover
4,000 psi Constant W.P.

721 A-41

SAE 100R12

721TC

Extreme Tough Cover
SAE 100R12

A-41

721ST A-42

Super Tough - SAE 100R12

701 A-43

ISO 3862-1 TYPE 4SP

731 A-43

ISO 3862-1 TYPE 4SH

A-2




Hose visual index

811 A-44 | 811HT A-45 | 881 A-45
Suction &
Return Line __BE
iz 1/2 SAE Minimum Bend Radius 1/2 SAE Minimum Bend Radius
SAE 100R4 SAE 100R4 SAE 100R4
801 A-46 | 836 A-48 | 804 A-48
Push-Lok
Multipurpose @
(et Multipurpose
Push-Lok® Plus High-Temperature Dry Air/Hot Water
821FR A-49 | 821 A-49 424 A-50
; Phosphate
- Ester Hose
Multipurpose -
Fire Resistant Cover Multipurpose Phosphate Ester Base Fluids
304 A-51 F42 A-52

Phosphate Ester Base Fluids

774 A-51

Phosphate Ester Base Fluids

Phosphate Ester Base Fluids

Low-

Temperature
Hose

301LT A-53 | 472LT A-54 | 722LT A-54 | 792LT A-55
-67/+212 -70/+212 -70/+212 -70/+212
293 A-56 | 213 A-57 | 266 A-58
Transportation m
1) Air Brake Hose
SAE J1402 SAE J1402 Al SAE J1402 All
201 A-59 | 206 A-60 | 611HT A-61 | 271 A-62
Air Brake Hose
SAE 100R5 SAE J1402 All SAE 100R5 SAE J1402 All EN 854 SAE J1402 A
SS23CG A-63 | SS25UL A-64 | 221FR A-65

Alternative/
Marine Hose

Cmpressed Natural Gas
and Liquefied Petroleum Gas

Liquefied Petroleum Gas

Marine Fuel and Engine Hose

Refrigerant
Hose

285 A-66

SAE J2064 TYPE C

244 A-67

SAE J2064 TYPE B
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How to read the hose section

Parker offers a wide variety of
hoses including braided, spiral,
multi-purpose, transportation,
refrigerant, LP gas and more.
Parker’s product line has been
tested and approved to meet

and exceed global standards. Our
hoses range in size from 3/16" to

3" 1.D. and are compatible with
crimp and field-attachable style
fittings. Specific hose information is
displayed throughout Catalog 4400

Hose Section. Hose page content
is defined by the information shown
below. Please take a moment and
review.

Lists hose part
numbers on page

Calalog 4400 LIS
= HYDRAULIC
Indicates )
Hose Section L J [—a rﬂd
Indi @.' ‘.- '?“‘?_.J
IZS;(C i:lisrkets J:rj

482TC/ST

Syritttio nubior innar tubo prosides wida fuid compnti
172 rormnn e rackus o sase of muting

& Mosts SAE 1001 spocification

Markets

Military Construction Agriculture

()
Transportation RV & Bus
Railroad Utility Equipment

Personnel Lift

Machine Tool  Qil Field Service

Equipment

2 & @ @ @

Marine
Maintenance

Paving & Road  Ground Support
Equipment

Industrial Mining

Hydraulic Hose: A8ITCAST

Indicates
Hose
Section

) & A9 b @

Grounds & Building
Maintenance

CSEERCNINNC N

Waste & Refuse  Material Handling

=

Automotive

Forestry

Half SAE

Bend

Performance Legend

VAN I,

ToughCover  SuperTough

Cover Temperature

A-4
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Temperature



Catalog Sections
Hose Section

. Fittings Section

. Equipment Section

Parker Hose Nomenclature

Example: 451TC-8
451TC-8 - Hose Type

Technical Section 451TC-8 - Indicates the special feature of the hose
(in this case, ‘Tough Cover’)

451TC-8 - Hose inside diameter dash size
(in this case, 8/16" or 1/2")

Accessories Section

Hose Information Hose Inner Diameter Hose Outer Diameter Hose Working Pressure Visually shows
e Base part number Measured in 1/16 inch A critical measurement when Should have a working pressure hose construction.
e Description increments identified by considering hose clamps and rating meeting or exceeding the

e SAE, ISO, and use of a “dash”(-) applications where envelope maximum operating pressure of
EN specifications numbering system. i.e., size is limited. the system. The maximum rating is
4/16" =1/4" = -4.

listed below for where the hose is
to be used.

" S

I

ohiss o
_-...:":“ - TE ) com e

FEEEE

Relnforcamast: Cos brakd stecl

Minlmm

Waorking
Pressure Radius

Mumber | Hose LD, Hose 0.D.

inch | mm | inch | mm | psi | MPa
482TC/ST-4 | 14 |83 | 0.53 | 14 | 3280
482TC-5 516 8 {I-.E&I 15 | 3250
482TC/ST-6 | 3/ | 10 | 068 | 17 | 3000
4327CFST8 | 1/2 [125) 082 | 21 |2800
4BITC/ST-10! 58 | 16 | 094 | 24
483TCIST-12| 204 | 19 | 1.00 | 28 |
[482TC/ST-16| 1 | 25 (141 ] 36

e armin Sackon B w ek Fe

For more information
regarding hose application
and temperature, see the
Technical Section.

Minimum Bend Radius Weight Approved Fitting
Is the smallest arc that the Provided by the foot for ~ To be used with
hose can be bent before instances where it is a the hose. Could be
its life is greatly reduced. critical parameter in the crimped or field
Exceeding the bend radius design of the system. attachable.

can cause kinking, inner
tube washout and excessive
stress on reinforcement.
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Hose overview chart

Standard
Hose Hose
A 2 Temp. SAE ISO EN Page
Size Reinforcement -4 |-5|-6|-8|-10|-12| 16 | -20 | -24 | 32 | -40 | -48 | Range °F
~40/+212/
387 3000 3000|3000 | 3000|3000 | 3000 | 3000|3000 | 3000 oor 18752 A-13
+
~20/+212/
487 m 4000 40004000 | 40004000 | 4000 | 4000|4000 | 4000 oor 18752 A4
+
. ~20/+212/
722 = 40004000 {4000 4000 | 4000 ey 18752 A-15
+
~20/+212/
787 5000|5000 |5000 | 5000|5000 |5000 | 5000 oor 18752 A-16
+
~20/+212/
797 6000|6000 |6000 | 6000|6000 |6000 | 6000 oor 18752 A7
+
4517C/ST mw 3000 3000|3000 3000 | 3000|3000 3000 -40/+212 | 100R17 A-18
4517C Twin Tough 30003000 -40/+212 | 100R17 | 11237-1 A-19
<
3
[
3
£ [ =yyye=—=—1 3000|3000 -40/+212 A-20
o
c
2 |ss17C/8T 4000 40004000 | 4000|4000 -40/+212 | 100R19 A-21
z o smsd
]
1]
; ! o
O | 7721C/IST = 40004000 | 4000|4000 | 4000 | 3000 2500 | 2500 -40/+257 | 100R12 | 3862-1-R12|856-R12| A-22
781 =Py 5000|5000 |5000 | 5000 A-23
P35 m 5000 -40/+257 | 100R13 | 3862-1-R13|856-R13| A-23
782TC/ST . im! 50005000 |5000 | 5000 -40/+257 | 100R13 | 3862-1-R13 | 856-R13| A-24
7917C [ =)= 6000|6000 |6000 | 6000 -40/+257 | 100R15 | 3862-1-R15 A-25
792TC/ST ““ 6000|6000 -40/+257 | 100R15 | 3862-1-R15 A-26
761 ) — 8000 [8000 -40/+257 A-27
JK =5 |00  [10000 -40/4120 A-28
422 5 B |50 5125 2600|2325 1875 | 1525 [ 1275 | 900 | 725 | 75 -40/+212 | 100R1AT | 1436-1-1N A-29
ag2TC/ST ﬁm 3250 | 3250 |3000| 2500|2000 1750 | 1275 -40/+212 [100R1AT | 1436-1-1SN | 853-1SN |  A-30
426 w 2750 2250 2000|1500 | 1250 {1000 | 625 | 500 | 375 -50/+302 | 100R1AT A-31
o |02 @85 5500 50004750 4000|3600 | 3100 | 2400 | 1800 | 1300 | 1150 -40/+212 | 100R2 |1436-1-25N A-32
o
5 :
g | 431 8  |5000 4250 4000|3500 | 2750 | 2250 | 2000 -40/+257 A-33
»
2 | 436 (] 40003500 | 2750 | 2250 | 2000 -55/+302 A-34
3
: =
L |arTesst _ 5800 5000|4250 | 3625 | 3125 | 2500 -40/4212 11237-1-25C| 857-25C| A-35
[
°
z
4717C Twin Tough ? 5000 4250 -40/+212 11237-1-28C| 857 | A-36
a721C m 22501800 | 1300 -40/4212 A-37
AX m 3000 3000 | 2500 | 1500 | 1250 | 1000 -40/4212 A-38
BXX w 5000 40003500 | 2750 | 2250 | 2000 -40/+212 | 100R2 A-39
100R12 | 38621
722TC/ST [ =3y 30002500 2500 -40/4257 Type R12| A-40
* J1942 | TypeRr12 | 7P®




Hose overview chart

Standard
Hose Hose
” s Temp. SAE ISO EN Page
Size Reinforcement | _, | _5 | _6 | -8 | 10 | 12 | -16 | 20 | -24 | -32 | -40 | -48 | Range °F
721/7217C % 4000|4000 [ 40004000 | 4000 3000 2500 | 2500 -40/+257 | 100R12  |38621-R12 |856-R12| A-41
g
=
| 7arsT m 400040004000 40003000 -40/+257 | 100R12  |3862-1-R12|856-R12| A-42
>
I
701 m 650060005000 -40/4212 3862-1-4SP |856-45P| A-43
731 == 6000 | 5500 | 4700 | 4200 | 3600 4074212 3862-1-4SH 856-4SH| A-43
811/811HT m -40/+212
o BB 100 | 70 | 50 | 50 | 50 | 62 1042121 100R4 A-24
£
g
< | 811/811HT m -40/+212
3 | m 300 | 250 | 200 | 150 | 100 | 62 104212 | 100Ra A-45
©
c
g
S | 881 with HC m 100 | 70 | 50 | 50 | 50 | 62 -40/+257 |  100R4 A-45
(7]
3DsB1 with 43/81/ m 300 | 250 | 200 | 150 | 100 | 62 -40/+257 100R4 A-45
801 w 350 350 | 300 | 300 | 300 | 200 -40/+212 A-46
L | 836 W 400 400 | 400 | 350 | 300 -55/+302 A-48
3
£ | 804 W 150 150 | 150 | 150 | 150 -40/4176 A-48
&
821FR m 350 300 | 300 250 -40/+212 A-49
821 m 350 300 | 300 | 250 | 250 -40/+212 A-49
. | 304 m 5000 4000|3500 2750 | 2250|2000 1625 | 1250 | 1125 -40/4176 A-51
Q
i
| 774 m 400040003000/ 2500 | 2500 4074176 A-51
g
& | 424 m 1000 625 | 500 | 375 -40/4176 | 100R1AT A-50
&
Fa2 =) — 6000 6000|6000 | 6000 4074176 A-52
301LT w 5000 40003500 | 2750 2250 | 2000 -67/+212|  100R2 A-53
Q
£ | 472t w 5800 5000 | 4250 | 3625 3125 | 2500 7014212 857 | A-54
'g
3 | 7ot =)= 4000|4000 | 40004000 | 4000 | 3000 | 2500 7014212 | 100R12  |3862-1-R12| 856 | A-54
792LT w 60006000 | 6000 7014212 A-55
293 m 500 500 | 500 | 450 | 450 | 450 -68/+302 | J1402 Al A-56
213 m 20001500 | 1500 1250 [ 1000 | 750 | 400 | 300 | 300 | 200 | 175 -50/+302 | J1402 Al A-57
5 | 266 m 20001500 | 1500 1250 [ 1250 | 750 | 400 | 300 | 250 -65/+302 | J1402 Al A-58
s
g | 201 “ 3000|3000 2250|2000 1750 [1500| 800 | 625 | 500 | 350 | 350 | 200 | -40/+302 |100RS/ J1402 A-59
]
c
= | 208 w 3000|3000 | 2250|2000 1750 | 1500 | 800 | 625 | 500 | 350 | 350 -55/+302 |100RS/ J1402 A-60
611HT . 400 400 | 400 | 350 | 300 -55/+302 | Jool7 854 | A-61
100R6
271 m 225 | 225 -50/+212 |  J1402A A-62
Q
£ | ss23ca m 425 | 425 | 425 | 425 -40/+250 A-63
©
-
2 | ssasuL m 350 | 350 | 350 | 350 | 350 | 350 -40/+250 A-64
©
5 | s2iem 500 | 500 | 500 | 500 | 500 | 500 —an212 | 91827 7840 A-65
= R3/J1942
§ | 285 m 500 500 | 500 | 500 | 500 -22/+257 |J2064 Type C A-66
0
(=]
E J2064 Type B
5 | 244 w 500 | 500 | 350 ~22/4257 | V2084 Typ A-67




How to order crimped hose assemblies

Box 2

EOO Box5 [EDGHIEIS®AN Box8 | Box9 | Box10 | Box1i

Parker 436-8

10643-8-8 13943-8-8
OAL |
) 1
Box 1: Prefix Box 7: Hose Size
Symbol  Description Symbol Description
F= Parkrimp Crimp Fittings (43, 71, 77 Series, etc.) 08 = 1/2 inch Hose Inner Diameter
P = Parkrimp Crimp Fittings (26 Series only)
Y = Permanent Crimp Fittings (HY Series only)
K= Permanent Crimp Fittings (81 Series only) Box8: Fitting Material
Symbol Description
Box2:  Hose Type No Suffix = Steel
Symbol Description B = Brass
C = 316 Stainless Steel
436 = SAE 100R16 Hose BA = Brass nipple with steel nut and socket
BS = Brass nipple with brass nut and steel socket
Note: see page A-6 for complete list of Parker Hoses PP
Box 9: Over All Length (OAL)
Box 3: 1st Fitting End Configuration Symbol Description
Symbol Description
24 = Expressed in inches (610 mm)
06 = Female JIC 37 Degree Swivel Straight
Note: S £.30 f lote list of it f " OAL of a hose assembly is measured from the end of the
ote: See page E-JUTor a complete fist oitting contigurations straight fitting or centerline of the fitting seat. OAL of the
Seal-Lok® hose assembly is measured to the sealing surface
o ) ) of the straight fittings or to the centerline of the elbow fittings
Box 4: 2nd Fitting End Configuration
Symbol  Description Box 10: Displacement Angle
39 = Female JIC 37 Degree Swivel 90 Symbol Description
Degree Elbow - Short Drop
270 Specified only if two (2) elbow fittings
are used. Starting with either end as the far
Box 5: 1st Fitting End Connection Size end, measure angle clockwise to describe
the displacement angle of the near end
Symbol Description
08 = 1/2" Female JIC (3/4x16 Thread) ik Hose Assembly Guards
Symbol Description
SG = Spring Guard
Box 6: 2nd Fitting End Connection Size AG = Armor Guard
. HG = Polyguard
Symbol Description PG = Parkoil™
" FS = Fire Sleeve
08 = 1/2" Female JIC (3/4x16 Thread
emaie (8/4x read) AS = Partek Sleeving
PS = Partek Sleeving
Note: When spelling out an assembly part number, list entire
sleeving part number
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How to order field attachable hose assemblies

COPI Box3 TN Box5 [EUAE

Box 7

Box 8 Box 9 Box 10 Box 11

20620-6-8

Parker 201-8

OAL

23920-6-8

Box 1: Prefix

Symbol  Description

R= Field Attachable (all series except 22 & 23)

M= Field Attachable (22 & 23 Series only)

B= Clamp i.e., 88HC-H and 88DB on 88 Series
C= Worm Gear Clamp i.e., 88H Series on 88 Series

Hose Type

Symbol Description

201= SAE 100R5

Note: See page A-6 for complete list of Parker Hoses

Box 3: 1st Fitting End Configuration

Symbol  Description

06 = Female JIC 37 Degree Swivel - Str.

Note: See page E-30 for a complete list of fitting configurations

2nd Fitting End Configuration

Description

39 = JIC 37 Degree Flare Elbow

Box 5: 1st Fitting End Connection Size

Symbol  Description

06= 3/8" JIC (9/16x18 Thread)

Box 6: 2nd Fitting End Connection Size

Symbol Description

06= 3/8" JIC (9/16x18 Thread)

® See page E-14 for Agency Approval For Building Hose Assemblies Key

A-9

Box 7:

Symbol

J
.

Hose Size

Description

08 = 13/32 inch Hose Inner Diameter

Box 8: Fitting Material

Symbol Description

No Suffix = Steel

B = Brass

C = 316 Stainless Steel

BA = Brass nipple with steel nut and socket
BS = Brass nipple with brass nut and steel socket
Box 9: Over All Length (OAL)

Symbol Description

24 = Expressed in inches (610 mm)

OAL of a hose assembly is measured from the end of
the straight fitting or centerline of the fitting seat. OAL of
the Seal-Lok® hose assembly is measured to the sealing
surface of the straight fittings or to the centerline of the
elbow fittings

Box 10: Displacement Angle

Symbol Description

270 Specified only if two (2) elbow fittings
are used. Starting with either end as the far
end, measure angle clockwise to describe
the displacement angle of the near end

Box 11: Hose Assembly Guards

Symbol Description

SG = Spring Guard

AG = Armor Guard

HG = Polyguard

PG = ParKoil™

FS = Fire Sleeve

AS = Partek Sleeving

PS = Partek Sleeving

Note: When spelling out an assembly part number, list
entire sleeving part number




GLOBAL '”

One Solution.

Providing a simple solution of robust hydraulic hoses designed to endure
the tough conditions where work gets done, GlobalCore is the future that
OEMs and end users around the world have been asking for.

You know Parker as the global leader in providing GlobalCore hoses are manufactured in the major
unprecedented performance and value for hydraulic regions of the world - North America, Europe and Asia
systems with high-pressure applications. With our - supporting the equipment they serve, regardless of
GlobalCore solution, you can significantly reduce your — where it was originally manufactured, or where it is
inventory and part number complexity by using just today.

five hoses and two fittings. Designed, built and tested to the IS0 18752

Designed to meet the most common working specifications, GlobalCore reduces engineering and
pressures in industry, GlobalCore stands above the service complexity by providing the first comprehensive
competition and serves customers around the world product family across the most commonly used

with a simple family of constant working pressure constant working pressure classes.

hoses.

Parker’'s worldwide reach makes GlobalCore easier to
specify and source through our unrivaled industrial
distribution network of 13,000 locations globally.

Hoses

21 MPa / 3,000 psi 387 387 387 387 387 387 387 | 387 | 387
28 MPa / 4,000 psi 487/722 | 487/722 | 487/722 | 487/722 | 487/722 487 487 487 487
42 MPa / 6,000 psi * * 797 797 797 797 797 797 797
Fittings

21 MPa / 3,000 psi 43 43 43 43 43 43 43,77 77 77

28 MPa / 4,000 psi 43 43 43 43 43 77 77 77 77

42 MPa / 6,000 psi * * 7 7 7 77 77 77 77
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Leading the World.

Because challenges can emerge anytime and
anywhere, your solution should endure the
tough conditions of your work environment.
The high performance standards designed,
engineered and manufactured into GlobalCore
provide the longest service life possible.

With GlobalCore hoses tested to twice their
ISO 18752 standard, high performance in
rugged environments and high impulse
applications is ensured.

Long known as the premier manufacturer of
hydraulic hoses, you can expect Parker's
GlobalCore system will continue to meet our
own rigouous standards of excellence.

Additional value is realized through:

e 212°/257° F temperature ratings

e Standard, ToughCover and SuperTough
cover technologies for abrasion resistance

e 2 minimum bend radius

e | ow force to flex for ease of installation

e Advanced inner tube chemistry

GlobalCore is a unified system that

ISO 18752 Performance Definitions (4.2 Grades and Types)

Resistance to Impulse

delivers hoses dGSig ned, built and Temperature Impulse Pressure Minimum Number
. . °C (% of MWPb) of Cycles
tested to the ISO 18752 specification. AS
A 100 133% 200,000
AC
. . BS
Released in 2006, and quickly adopted B Bo 100 133% 500,000
by customers worldwide, Parker is at c cs 20 1839% and 1209%° 600,000
. . . . CcC
the forefront of delivering this universal
D DC 120 133% 1,000,000

standard for hydraulic hoses.

The ISO 18752 specification was
developed based on how hoses are

2 Standard or compact, e.g. CS is grade C and standard type.

Standard types have larger outside diameters and larger bend radii and compact
types have smaller outside diameters and smaller bend radii.

b Maximum working pressure.
©120% of the MWP shall be used for classes 350, 420 and 560 instead of 133%.

1SO 18752 classifies according to their resistance to impulse into four grades: A, B, C and D. Each grade is classified by
outside diameter into standard types (AS, BS and CS) and compact types (AC, BC, CC and DC) as shown in this table.

specified and used by customers -
by pressure range, and not by
construction. It's a truer specification

based on today’s needs. Although the specification covers hoses ranging from 500 psi through
8,000 psi and in sizes from -3 to -64, our focus is on the critical range where our customers

operate.

GlobalCore expands our range of ISO 18752 hoses and provides options for the most critical
sizes and pressure ranges - 3,000 psi to 6,000 psi in sizes -4 through -32.



A single cohesive family of complimentary ,k. \
products so qualified has never before been : L t |

offered globally. ; "..; ]
: | :k = W

With manufacturing locations in the major
global regions, regardless of where your
equipment was originally manufactured or is
today, GlobalCore will support your hydraulic
hose needs.

The GlobalCore system is simple. With only five
hoses, you'll enjoy selecting the right hose
based on working pressure.

Selecting the fitting is even simpler. Choose the
renowned 43 Series, with more than 2,500
configurations, or the 77 Series, designed
specifically for higher pressure applications and
available in more than 500 configurations.

3¥02v8019 %

2O-ZSLAL OF)
Zi-OL48L

13

Agency Approvals

GlobalCore will carry the most common
international agency approvals as requested by
our customers. ABS, DNV, Lloyd's, MSHA, USCG
will be comprehensive approvals, while other
certifications will be specific to designated
hoses or sizes.

~ABS WA [MSHA| (=
Erme eg sie Werm gty § FaE Lt ‘EE";'{'S.\-"I

{ub/e) i g

Visit parkerglobalcore.com for the latest list of
hose and agency approvals.
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Catalog 4400 US Constant Working Pressure; 3000 PSI Hydraulic Hose: 387

HYDRAULIC 387

Markets Parker’s GlobalCore 387 hose provides 3,000 psi (21 MPa) constant working
pressure in all sizes. Available in a variety of cover options so you can match
@ D the right cover to your application, 387 hose offers you the choice of Standard,

ToughCover and SuperTough. Designed, built and tested to the ISO 18752

performance specifications. Parker’s 387 hose is unmatched in today’s
marketplace.

e 1/2 1SO 18752 mminimum bend radius

¢ | ow force to flex for ease of installation

¢ 3,000 psi constant working pressure in all sizes
@ @ @ e Exceeds ISO 18752 performance specification (AC, BC and CC)
¢ Synthetic rubber inner tube provides a wider range of fluid compatibility
E _El e TC cover provides 80 times the abrasion resistance compared to Standard
- rubber cover hose

f' e ST cover provides 450 times the abrasion resistance compared to Standard
[=] 5 rubber cover hose
Performance

ettt 5 it
lﬁl @ BTN GLOBALCORE  moramac. ™ [da) i 21 MPa (3000PSI)
T e T T i e ———T

387

Hydraulic - Constant Working Pressure
ISO 18752 - AC/BC/CC

VYve @© © O | =

# Standard| Tough | Super g ‘EEEI} ‘EEEI}
Part Cover | Cover | Tough Working Minimum

Number 387 | 387TC | 387ST Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp | Parkrimp

387 1SO 18752 Performance | inch mm inch | mm psi MPa inch mm Ibs/ft | kg/m | 43 Series | 77 Series

387-4 AC AC AC 1/4 6,3 | 0.53 | 13,4 | 3000 | 21,0 2 50 0.16 | 0,24 °

387-6 AC AC AC 3/8 10 0.69 | 17,4 | 3000 | 21,0 | 2-1/2 65 0.23 | 0,34 °

387-8 AC AC AC 1/2 | 12,5 | 0.82 | 20,7 | 3000 | 21,0 | 3-1/2 90 0.29 | 0,43 L]

387-10 AC AC AC 5/8 16 | 0.94 | 23,9 | 3000 | 21,0 4 100 0.33 | 0,49 (]

387-12 AC AC AC 3/4 19 1.10 | 27,8 | 3000 | 21,0 | 4-3/4 | 120 0.58 | 0,86 ]

387-16 AC AC AC 1 25 1.40 | 35,4 | 3000 | 21,0 6 150 0.79 | 1,17 (]

387-20 BC CC CC |1-1/4| 31,5 | 1.82 | 46,3 | 3000 | 21,0 | 8-1/4 | 210 1.74 | 2,59 ° °

387-24 BC CC CC |1-1/2| 38 2.08 | 52,8 | 3000 | 21,0 10 250 2.01 2,99 °

387-32 BC CC CC 2 51 2.61 | 66,2 | 3000 | 21,0 |12-1/2| 320 2.75 | 4,09 (]

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.
Reinforcement: One or two braid steel wire (4-spiral for size -20, -24 and -32).

Cover: Standard Cover: Synthetic rubber
ToughCover: Synthetic rubber abrasion resistant
SuperTough: Synthetic rubber super abrasion resistant

Temperature Range: Standard Cover: -40°F to +212°F (-40°C to +100°C) - AC/BC
ToughCover & SuperTough: -40°F to +257°F (-40°C to +125°C) - CC
Fittings: 43 Series, sizes -4 to -20 - pg. B-25.

77 Series, sizes -20 to -32 - pg. B-94.
A-13



Hydraulic Hose: 487 Constant Working Pressure: 4000 PSI Catalog 4400 US

HYDRAULIC 487
Markets Parker’s GlobalCore 487 hose provides 4,000 psi (28 MPa) constant working
!I: G @ pressure in all sizes. Designed for high performance, 487 is available in a variety
g “f'oy of cover options, including Standard, ToughCover and SuperTough. Its synthetic
rubber inner tube provides a wider range of fluid compatibility. Rated to the ISO
‘_.?h @ Il ¢ ol 18752 performance specification, 487 will excel in multiple applications around
¥ ¥ the world.

[=] e (= * 1 1SO 18752 minimum bend radius

- ¢ | ow force to flex for ease of installation

'E . e 4,000 psi constant working pressure in all sizes

e Exceeds ISO 18752 performance specification (AC, BC & CC)

e TC cover provides 80 times the abrasion resistance compared to
Standard rubber cover hose

e ST cover provides 450 times the abrasion resistance compared to
Standard rubber cover hose

Performance
1
Y

487

Hydraulic - Constant Working Pressure
ISO 18752 - AC/BC/CC

9 ® © O @ »

# Standard | Tough | Super g ‘EEI} @
Part Cover | Cover | Tough Working Minimum

Number 487 487TC | 487ST Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp | Parkrimp

487 ISO 18752 Performance | inch mm inch mm psi MPa inch mm Ibs/ft | kg/m | 43 Series | 77 Series

487-4 AC AC AC 1/4 6,3 | 0.52 | 13,1 | 4000 | 28,0 2 50 0.20 | 0,30 L]

487-6 AC AC AC 3/8 10 0.68 | 17,2 | 4000 | 28,0 | 2-1/2 65 0.28 | 0,42 [

487-8 AC AC AC 1/2 | 12,5 | 0.81 | 20,4 | 4000 | 28,0 | 3-1/2 90 0.35 | 0,52 L]

487-10 AC AC AC 5/8 16 0.94 | 23,9 | 4000 | 28,0 4 100 0.44 | 0,66 L]

487-12 AC AC AC 3/4 19 1.10 | 27,8 | 4000 | 28,0 | 4-3/4 | 120 0.58 | 0,86 L]

487-16 BC CC CC 1 25 1.49 | 37,8 | 4000 | 28,0 6 150 1.34 | 1,99 L]

487-20 BC CC CC |1-1/4| 31,5 | 1.82 | 46,3 | 4000 | 28,0 | 8-1/4 | 210 1.74 | 2,59 [

487-24 BC CcC CC |1-1/2| 38 2.03 | 52,8 | 4000 | 28,0 10 250 2.07 | 3,08 []

487-32 BC CC - 2 51 2.65 | 67,3 | 4000 | 28,0 |12-1/2| 320 4.35 | 6,47 []

Application: Petroleum base hydraulic fluids and lubricating oils
Inner Tube: Synthetic rubber
Reinforcement: One- or two-braid steel wire (four-spiral for sizes -16, -20,-24 and -32)

Cover: Standard Cover: Synthetic rubber
ToughCover: Synthetic rubber abrasion resistant
SuperTough: Synthetic rubber super abrasion resistant

Fittings: 43 Series, sizes -4 to -16 - pg. B-25.
77 Series, sizes -20 to -32 - pg. B-94.
Temp. Range: Standard Cover: -40°F to +212°F (-40°C to +100°C) - AC/BC
ToughCover & SuperTough: -40°F to +257°F (-40°C to +125°C) - CC
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Catalog 4400 US Constant Working Pressure: 4000 PSI

Hydraulic Hose: 722

HYDRAULIC 722

66
S
508

0]

Parker’s GlobalCore 722 spiral hose provides 4,000 psi (28 MPa) constant
working pressure in sizes -6 through -16. Designed for high-pressure, high-
impulse applications, 722 hose is offered in Standard, Tough Cover and Super
Tough cover options. It is one-half the bend radius of 100R12 hose, making it
easy to install and reducing the amount of hose needed. Meeting the ISO 18752
performance specification, Parker’'s 722 hose excels in multiple applications
around the world.

e 5 |SO 18752 minimum bend radius

® 4,000 psi constant working pressure

e Exceeds ISO 18752 performance specification (BC and CC)

e 4-spiral construction for longer life in high-impulse, heavy-duty cycle applications

¢ TC cover provides 80 times the abrasion resistance compared to Standard
rubber cover hoses

e ST cover provides 450 times the abrasion resistance compared to Standard
rubber cover hoses

Ei5E

Performance

1 @ Y™ GLOBALCORE  ahermcc ™™™ (T} iz 28 MPa (4000PSI)
2

722

Hydraulic - Constant Working Pressure
ISO 18752 - BC/CC

# O © ®©® © O AN =3
Part Standard| Tough Super Working Minimum
Number Cover | Cover | Tough Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
722 722TC | 722ST

ISO 18752 Performance inch mm inch mm psi MPa inch mm Ibs/ft kg/m 43 Series
722-6 BC CC CC 3/8 10 0.78 19,9 4000 28,0 | 2-1/2 65 0.40 0,60 L]
722-8 BC CC CC 1/2 12,5 0.89 | 22,7 | 4000 | 28,0 | 3-1/2 | 90 0.54 0,80 o
722-10 BC CC CC 5/8 16 1.04 | 26,4 | 4000 | 28,0 4 100 0.74 1,10 °
722-12 BC CC CC 3/4 19 1.21 30,7 | 4000 | 28,0 | 4-3/4 | 120 0.94 1,40 °
722-16 BC CC CC 1 25 150 | 37,8 | 4000 | 28,0 6 150 1.34 1,99 (]

Application: Petroleum base hydraulic fluids and lubricating oils
Inner Tube: Synthetic rubber

Reinforcement: Four-spiral steel wire
Cover: Standard Cover: Synthetic rubber

ToughCover: Synthetic rubber abrasion resistant

SuperTough: Synethic rubber super abrasion resistant
Fittings: 43 Series - pg. B-25.
Temp. Range: Standard Cover: -40°F to +212°F (-40°C to +100°C) - BC
ToughCover & SuperTough: -40°F to +257°F (-40°C to +125°C) - CC
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Hydraulic Hose: 787 Constant Working Pressure: 5000 PSI Catalog 4400 US

HYDRAULIC 787

Markets Parker’s GlobalCore 787 hose provides 5,000 psi (35 MPa) constant working
pressure in all sizes. Compared with conventional spiral hose, 787 hose offers
| Z} | @ measurably greater advantages in routing and installation, product size and

weight, inventory savings and much more. The 787 hose meets ISO 18752

" "W performance specification.
=t | (000 O
[] % [m]

¢ 5 1SO 18752 minimum bend radius
¢ 5,000 psi constant working pressure in all sizes
- * Meets ISO 18752 performance specification (BC/DC)
= - * Nearly 30% smaller O.D. by area than SAE spiral
E . ¢ Twice the impulse/life — tested to 2,000,000 cycles
¢ Flex impulse tested providing a hose superior in both performance and service
life
e | ess hose weight than SAE spiral

Performance

lle @ —Darker

787

Hydraulic - Constant Working Pressure
ISO 18752 - BC/DC

# 0O UV ® © O A
Part Standard Tough Working Minimum E
Number Cover Cover Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
787 787TC
1SO 18752 Performance inch mm inch mm psi MPa inch mm Ibs/ft kg/m 77 Series
787-8 BC DC 1/2 12,5 0.83 21,1 5000 | 35,0 3-1/2 90 0.45 0,67 o
787-10 BC DC 5/8 16 0.94 23,9 | 5000 | 35,0 4 100 0.54 0,80 o
787-12 BC DC 3/4 19 1.10 27,9 | 5000 | 35,0 | 4-3/4 120 0.78 1,16 L]
787-16 BC DC 1 25 1.40 35,7 | 5000 | 35,0 6 150 117 1,74 °
787-20 BC DC 1-1/4 31,5 1.77 44,9 | 5000 | 35,0 | 8-1/4 210 1.95 2,89 L]
787-24 BC DC 1-1/2 38 2.08 52,8 | 5000 | 35,0 10 255 2.66 3,96 L
787-32 BC DC 2 51 2.66 67,6 | 5000 | 35,0 |12-1/2| 318 4.37 6,50 o

Application: Petroleum-based hydraulic fluids, lubricating oils
Inner Tube: Proprietary synthetic rubber
Reinforcement: Four- or six-spiral steel wires

Cover: Standard Cover: Synthetic rubber
ToughCover: Synthetic rubber abrasion resistant
SuperTough: Synthetic rubber super abrasion resistant

Fittings: 77 Series - pg. B-94.
Temp. Range: Standard Cover: -40°F to +212°F (-40°C to +100°C) - BC
ToughCover & SuperTough: -40°F to +257°F (-40°C to +125°C) - DC



Catalog 4400 US

Constant Working Pressure: 6000 PSI Hydraulic Hose: 797

HYDRAULIC

Markets

60HE

o

Performance

5%

797

Hydraulic - Constant Working Pressure

797

Parker’s GlobalCore 797 hose provides 6,000 psi (42 MPa) constant working
pressure in all sizes. Compared with conventional spiral hose, 797 hose offers
measurably greater advantages in routing and installation, product size and
weight, inventory savings and much more. The 797 hose meets ISO 18752
performance specification.

¢ /5 the bend radius of SAE spiral

¢ 6,000 psi constant working pressure in all sizes

* Meets ISO 18752 performance specification (BC/CC/DC)

¢ Nearly 30% smaller O.D. by area than SAE spiral

¢ Twice the impulse/life — tested to 2,000,000 cycles

¢ Flex impulse tested providing a hose superior in both performance and service
life

¢ | ess hose weight than SAE spiral

R R R R
L] GLOBALCORE  iorsrmpe. ™ 47 (7} Iz 42 MPa (6000PSI)
i’ il illacili i i A N i B il M b

ISO 18752 - BC/CC/DC

# O

©

Part Standard Tough

Number Cover Cover

797 797TC

ISO 18752 Performance

797-8 BC DC
797-10 BC DC
797-12 BC DC
797-16 BC DC
797-20 BC DC
797-24 BC CC
797-32 BC CC

® © O A e e

Working Minimum
Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch mm inch mm psi MPa inch mm Ibs/ft kg/m 77 Series
1/2 12,5 0.83 211 6000 | 42,0 4 100 0.45 0,67 L]

5/8 16 0.94 | 23,9 | 6000 | 42,0 | 4-1/2 100 0.54 | 0,80
3/4 19 1.10 | 27,9 | 6000 | 42,0 | 5-1/4 135 0.78 1,16
1 25 1.40 | 35,7 | 6000 | 42,0 | 6-1/2 165 1.17 1,74
1-1/4 | 31,5 1.77 | 44,9 | 6000 | 42,0 | 8-3/4 225 195 | 2,89
1-1/2 38 2.08 | 52,8 | 6000 | 42,0 12 305 2,66 | 3,96
2 51 2.66 | 67,6 | 6000 | 42,0 15 380 4.37 | 6,50

Application: Petroleum-based hydraulic fluids, lubricating oils
Inner Tube: Proprietary synthetic rubber

Reinforcement: Four- or six-spiral steel wires

Cover: Standard Cover: Synthetic rubber
ToughCover: Synthetic rubber abrasion resistant
SuperTough: Synthetic rubber super abrasion resistant

Fittings: 77 Series - pg. B-94.
Temp. Range: Standard Cover: -40°F to +212°F (-40°C to +100°C) - BC
ToughCover & SuperTough: -40°F to +257°F (-40°C to +125°C) - CC/DC
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Hydraulic Hose: 451TC/ST Constant Working Pressure: 3000 PSI Catalog 4400 US

HYDRAULIC

Markets

) (5 43
o) (@) (°B
(@ E
SISIG

451TC/ST, 451TC Twin Tough

Parker 451TC and 451ST hydraulic hoses are what to specify when abrasion
resistance and ease of use are required. Plus, you can choose the cover that
provides the abrasion resistance for your application.

¢ One-half SAE 100R1 minimum bend radius — flexible,
easy to work with and install

e Specially engineered TC and ST covers prolong hose life
and minimize downtime

¢ 3,000 psi constant working pressure in all sizes

e Exceeds SAE 100R17 specification

Performance

ACA

451TC
Hydraulic - Tough Cover

451ST

Hydraulic — Super Tough Cover
SAE 100R17 /1SO 11237 - 1 TYPE R17 — Constant Working Pressure

# @® © O A §j &3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp

inch | mm | inch | mm psi MPa | inch | mm | lbs/ft | kg/m | 43 Series

451TC/ST-4 1/4 6,3 | 0.52 | 13 | 3000 | 21,0 2 50 0.16 | 0,24 °
451TC/ST-6 3/8 10 | 0.68 | 17 | 3000 | 21,0 | 2-1/2 65 0.23 | 0,34 °
451TC/ST-8 1/2 | 12,5 | 0.80 | 20 | 3000 | 21,0 | 3-1/2 90 0.35 | 0,52 °
451TC/ST-10 | 5/8 16 | 0.94 | 24 | 3000 | 21,0 4 100 | 0.44 | 0,66 °
451TC/ST-12 | 3/4 19 (110 | 28 | 3000 | 21,0 | 4-3/4 | 120 | 0.58 | 0,86 °
451TC/ST-16 1 25 [ 140 | 35 | 3000 | 21,0 6 150 | 0.79 | 1,17 °
451TC/ST-20 | 1-1/4| 31,6 | 1.85 | 47 | 3000 | 21,0 | 8-1/4 | 210 | 1.50 | 2,23 °

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: One or two braid steel wire (4-spiral for size -20).

Cover: Synthetic rubber abrasion resistant, MSHA accepted.

Temperature Range: -40°F to +212°F (-40°C to +100°C). e See Section C for Parkrimp

Fittings: 43 Series - pg. B-25. Assembly Instructions.

* Temperature Range of other
media listed in Section E.



Catalog 4400 US Constant Working Pressure: 3000 PSI Hydraulic Hose: 451TC Twin Tough

Twin Tough hoses eliminate the labor and material costs required to manually bundle
two separate hoses using tie straps or plastic sleeves. Plus, Parker’s Twin Tough saves
valuable time in the field.

¢ 3,000 psi constant working pressure in -6-6 and -8-8
¢ One-wire braided construction
e Abrasion-resistant TC cover

Performance 451TC

1 Hydraulic - Twin Tough Cover
ﬁ SAE 100R17,J1942 / ISO 11237 - 1 TYPE R17 - Constant Worklng Pressure / USCG HF / ABS

# ® © O a4 &3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp

inch | mm | inch | mm psi | MPa | inch mm | Ibs/ft | kg/m | 43 Series
451TC-6-6 | 3/8 10 0.68 17 | 3000 | 21,0 | 2-1/2 65 | 0.46 | 0,68 °
451TC-8-8 | 1/2 | 12,5 | 0.80 20 | 3000 | 21,0 | 3-1/2 90 | 0.70 | 1,04 °

For assembly instructions see page C-16.

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: One braid steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +212°F (-40°C to +100°C).

Fittings: 43 Series - pg. B-25.  See Section C for Parkrimp
Assembly Instructions.
* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: 711 Constant Working Pressure: 3000 PSI Catalog 4400 US

HYDRAULIC 711

Markets

HEE

711 hose is a medium-pressure, 4-wire spiral constructed hose offered in two large
I.D. sizes. Designed for high-impulse, long-life applications like injection molding.

® 3000 psi constant working pressure

711

Hydraulic
J1942 / USCG HF / DNV / ABS

#

O,

©

(7

Part Working Minimum
Number | Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm inch | mm psi MPa | inch | mm | Ibs/ft | kg/m | 71 Series
711-24 | 1-1/2 | 38,0 | 2.07 53 | 3000 | 21,0 22 560 | 2.01 | 2,99 °
711-32 2 51,0 | 2.59 66 | 3000 | 21,0 28 710 | 2.75 | 4,09 °

Application: Petroleum base hydraulic fluids and Iubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: 71 Series - pg. B-69.

e See Section C for Parkrimp
Assembly Instructions.

® Temperature Range of other
media listed in Section E.
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Catalog 4400 US Constant Working Pressure: 4000 PSI

Hydraulic Hose: 351TC/ST

HYDRAULIC 351TC/ST

Markets

64
@) s

351TC - Braided construction offering 4000 psi is more flexible
than its standard spiral counterpart.

¢ Specifically engineered TC and ST covers prolong hose life
and minimize downtime

¢ 4000 psi constant working pressure in all sizes

® Exceeds SAE 100R19, J517 specifications

351TC

Hydraulic - Tough Cover
SAE 100R19, J517 - Constant Working Pressure

351ST

Hydraulic — Super Tough Cover
SAE 100R19, J517 - Constant Working Pressure

Performance

VA"

# @®© ©O O & &5
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure | Bend Radius Weight Parkrimp
inch | mm | inch | mm | psi | MPa | inch | mm | lbs/ft | kg/m | 43 Series
351TC/ST-4 1/4 6,3 .51 13 | 4000 | 28 2 50 | 0.20 | 0,30 ]
351TC/ST-6 3/8 10 .67 17 | 4000 | 28 |2-1/2| 65 | 0.28 | 0,42 ]
351TC/ST-8 1/2 | 12,5 | .80 20 |4000| 28 [3-1/2| 90 | 0.35 | 0,52 ]
351TC/ST-10 5/8 16 .93 24 | 4000 | 28 4 100 | 0.44 | 0,66 (]
351TC/ST-12 3/4 19 1.09 | 28 | 4000 | 28 |4-3/4| 120 | 0.58 | 0,86 [

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: 43 Series - pg. B-25.

A-21

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.




Hydraulic Hose: 772TC/ST

Constant Working Pressure: 4000 PSI Catalog 4400 US

HYDRAULIC

Markets

) () s
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Performance

VA"

772TC/ST

Durable four-spiral construction with synthetic rubber inner tube providing a wider
range of fluid compatibility.

e Synthetic rubber inner tube provides a wider range of fluid compatibility
* Meets SAE 100R12 specifications

772TC

Hydraulic - Tough Cover
SAE 100R12, J1942 / 1SO 3862-1 TYPE R12/ EN 856 TYPE R1 2/ USCG HF / DNV / ABS

772ST

Hydraulic — Super Tough Cover
SAE 100R12/1SO 3862-1 TYPE R12/ EN 856 TYPE R12

#

Part
Number

®

Hose I.D.

©

Hose O.D.

DD i

Working
Pressure

Minimum
Bend Radius

Weight Parkrimp

inch | mm | inch | mm | psi | MPa | inch | mm | lbs/ft | kg/m | 71 Series
772TC/ST-6 3/8 | 10 | 0.79 | 20 | 4000 | 28,0 5 125 | 0.40 | 0,60 °

772TC/ST-8 1/2 | 12,5 | 0.94 | 24 | 4000 | 28,0 7 180 | 0.62 | 0,93
772TC/ST-10 | 5/8 | 16 | 1.08 | 27 | 4000 | 28,0 8 200 | 0.74 | 1,10
772TC/ST-12 | 3/4 | 19 | 1.21 | 31 | 4000 | 28,0 | 9-1/2| 240 | 0.94 | 1,40
772TC/ST-16 | 1 25 | 1.50 | 38 | 4000 28,0 | 12 300 | 1.34 | 1,99
772TC/ST-20 | 1-1/4| 31,5 | 1.84 | 46 | 3000 | 21,0 |16-1/2| 420 | 1.74 | 2,59
772TC/ST-24 | 1-1/2| 38 | 2.07 | 53 | 2500 | 17,5 | 20 500 | 2.01 | 2,99
772TC/ST-32 | 2 51 | 259 | 66 | 2500 | 17,5 | 25 630 | 2.75 | 4,09

Application: Petroleum base hydraulic fluids and Iubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 71 Series - pg. B-69.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Catalog 4400 US

Constant Working Pressure: 5000 PSI Hydraulic Hose: 781, P35

HYDRAULIC

Markets

)4 b
ESIES
2)FB

Markets
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781

Designed for high-pressure applications and for high-impulse, high-duty cycles.

e 4- or 6-wire spiral construction
e Constant working pressure — 5000 psi in all sizes

* Meets SAE 100R13 specifications

781 _%

Hydraulic = —

SAE 100R13, J1942 / I1SO 3862-1 TYPE R13 / EN856 TYPE R13 / USCG HF / DNV / ABS
# @©® © A £
Part Working Minimum

Number Hose L.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch mm | inch | mm | psi | MPa | inch mm | |bs/ft | kg/m | 78 Series
781-12 3/4 19 1.26 | 32 | 5000 | 35,0 | 9-1/2 | 240 1.07 | 1,59 ]
781-16 1 25 1.52 | 39 | 5000 | 35,0 12 300 1.48 | 2,20 ]
781-20 1-1/4 | 31,56 | 1.96 | 50 | 5000 | 35,0 |16-1/2| 420 2.48 | 3,69 ]
781-24 1-1/2 38 2.26 | 57 | 5000 | 35,0 20 500 3.22 | 4,79 [

Application: Petroleum base hydraulic fluids and Iubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four or six spiral steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 78 Series - pg. B-114.

P35

Large-bore 2 inch size for high-pressure applications.

* Meets SAE 100R13, ISO 3862-1 Type R13 and EN 856 Type R13 specifications
¢ No-Skive design eliminates the need to remove the hose cover before crimping
¢ Approved with S6 Series fittings
* MSHA accepted cover

P35

Hydraulic
SAE 100R13, J1942 /1SO 3862-1 TYPE R13 / EN856 TYPE R13 / USCG HF / DNV / ABS / BV

i
o HO-ERE

#

®

©

(7

A

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm | psi MPa | inch | mm | Ibs/ft | kg/m | S6 Series
P35-32 2 51 2.80 | 71 | 5000 | 35,0 25 630 | 5.03 | 7,48 °

it

NOTE: P35-32 Hose must be crimped with S6 Series fittings.
Application: Petroleum base hydraulic fluids and Iubricating oils.

Inner Tube: Synthetic rubber.
Reinforcement: Four or six spiral steel wire.

Cover: Synthetic rubber, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: S6 Series - pg. B-123.
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e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.



Hydraulic Hose: 782TC/ST Constant Working Pressure: 5000 PSI Catalog 4400 US

HYDRAULIC  782TC/ST

Markets Robust construction with synthetic ruober inner tube providing wider fluid compatibility,

@ @ e Synthetic rubber inner tube for wide fluid compatibility
* 5000 psi constant working pressure in all sizes
@ @ ¢ Meets SAE 100R13 specification
Performance 782TC 11l
@ ' Hydraulic - Tough Cover ; ' o
@ SAE 100R13, J1942 / 1SO 3862-1 TYPE R13 / EN856 TYPE R13 / USCG HF / DNV / ABS / BV

782ST

Hydraulic — Super Tough Cover
SAE 100R13 / ISO 3862-1 TYPE R13 / EN856 TYPE R1 3

# ® © O A g &3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure |Bend Radius| Weight Parkrimp

inch | mm | inch | mm psi | MPa | inch | mm | Ibs/ft | kg/m | 78 Series

782TC/ST-12 | 3/4 19 | 1.26 32 | 5000 | 35,0 |9-1/2| 240 | 1.07 | 1,59 o
782TC/ST-16 | 1 25 1.52 39 | 5000|350 12 | 300 | 1.48 | 2,20 °
782TC/ST-20 | 1-1/4 | 31,5 | 1.96 50 | 5000 | 35,0 |16-1/2| 420 | 2.48 | 3,69 [
782TC/ST-24 | 1-1/2| 38 | 2.26 57 | 5000 | 350 | 20 | 500 | 3.22 | 4,79 °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four or six spiral steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 78 Series - pg. B-114.

e See Section C for Parkrimp
Assembly Instructions.

® Temperature Range of other
media listed in Section E.
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Constant Working Pressure: 6000 PSI Hydraulic Hose: 791TC

Catalog 4400 US

HYDRAULIC 791TC

Markets
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Performance

WV,

Designed for up to 6000 psi high-impulse, high-duty cycle applications.

e One-half minimum bend radius
® 6000 psi constant working pressure in all sizes
e Exceeds SAE 100R15 specification

791TC

Hydraulic - Extreme Tough Cover »,
SAE 100R15, J1942 / 1SO 3862-1 TYPE R15 / USCG HF / DNV / ABS

#

O,

©

(7

2

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure | Bend Radius Weight Parkrimp
inch | mm inch | mm psi | MPa | inch | mm | Ibs/ft | kg/m |79 Series

791TC-12 3/4 19 1.26 32
791TC-16 1 25 1.52 39
791TC-20 | 1-1/4 | 31,5 | 1.97 50
791TC-24 | 1-1/2 | 38 2.28 58

6000 | 42,0 8 200 | 1.07 | 1,59 o
6000 | 42,0 | 10 250 | 1.48 | 2,20 °
6000 | 42,0 | 10 250 | 2.48 | 3,69 °
6000 | 42,0 | 12 305 | 3.22 | 4,79 °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four or six spiral steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 79 Series - pg. B-127.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Constant Working Pressure: 6000 PSI Catalog 4400 US

Hydraulic Hose: 792TC/ST

792TC/ST

Designed for up to 6000 psi high-impulse, high-duty cycle applications with a
synthetic rubber inner tube providing wider fluid compatibility.

HYDRAULIC

Markets
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Performance

VA"

¢ One-half minimum bend radius
® 5000 psi constant working pressure in all sizes
e Exceeds SAE 100R15 specification

792TC

Hydraulic - Tough Cover
SAE 100R15, J1942 / I1SO 3862-1 TYPE R15/ USCG HF / DNV / ABS

792ST

Hydraulic — Super Tough
SAE 100R15 / ISO 3862-1 TYPE R15

# @© © O A =i
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure |Bend Radius Weight Parkrimp
inch | mm | inch | mm | psi | MPa | inch | mm | Ibs/ft | kg/m | 79 Series
792TC/ST-12 | 3/4 19 | 1.26 | 32 | 6000 | 42,0 (10-1/2| 265 | 1.07 | 1,59 o
792TC/ST-16 1 25 | 152 | 39 |6000| 42,0 | 13 | 330 | 1.48 | 2,20 (]

Application: Petroleum base hydraulic fluids and Iubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four or six spiral steel wire.
Cover: Synthetic rubber abrasion resistant, MSHA accepted.

Temperature Range: -40°F to +257°F (-40°C to +125°C).

Fittings: 79 Series - pg. B-127.
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e See Section C for Parkrimp
Assembly Instructions.

® Temperature Range of other
media listed in Section E.



Catalog 4400 US Constant Working Pressure: 8000 Hydraulic Hose: 761

HYDRAULIC 761

Markets , o . .
Designed to provide high pressure capability for the next generation of

@ @ high-pressure pumps
o

@ ® 8000 psi constant working pressure in all sizes

761
Hydraulic - ParMax

# ® © O a | a3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure |Bend Radius Weight Parkrimp

inch | mm | inch | mm psi | MPa | inch | mm | Ibs/ft | kg/m | 76 Series
761-12 3/4 19 | 1.37 | 34,8 | 8000 | 56,0 |10-1/2| 260 | 1.56 | 2.32 °

761-16 1 25 | 1.65 | 41,9 | 8000 | 56,0 | 13 330 | 2.02 | 3.00 °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Six spiral steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F ton +257°F (-40°C to +125°C).
Fittings: 76 Series - pg. B-92.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: JK Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC JK -Jack Hose

Markets

(e

Parker Jack Hose should be your choice for use on hydraulically powered jacking
equipment. From its engineered inner tube, and twin braids of high-tensile steel
reinforcement, to its durable outer cover, our hydraulic Jack Hose has been designed
for high performance, easily supporting the rigors of high tonnage hydraulic jack
applications. Jack Hose comes with the added benefits of the world’s largest
distributor network and Parker’s unequalled technical services.

¢ 10,500 max working pressure
e Engineered inner tube provides exceptional hydraulic fluid compatibility
¢ No-Skive design eliminates the need to remove hose cover before crimping

JK

Hydraulic - Jack Hose
SAE 100R2 AT / I1SO 1436-1 TYPE 2SN / EN 853 TYPE 2SN / 1J100,NFPA 1936

# ®©® © O A i
Part Working Minimum
Number| Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm psi MPa | inch | mm | Ibs/ft | kg/m | 43 Series
JK-4 1/4 6,3 | 0.59 15 10500 | 72,4 4 100 | 0.26 | 0,39 °
JK-6 3/8 10 0.75 22 |10000| 70 5 125 | 0.37 | 0,55 °

NOTE: THIS PRODUCT CAN ONLY BE ASSEMBLED BY CERTIFIED DISTRIBUTORS OR CUSTOMERS
ACCORDING TO THE METHODS PRESCRIBED IN BULLETIN 4480-T18-US. JK HOSE HAS A 2:1 DESIGN

FACTOR.

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber
Reinforcement: Two braids steel wire

Cover: Synthetic rubber, MSHA accepted

Temperature Range: -40°F to +120°F (-40°C to +49°C)
Fittings: 10143-4-4, 10143-4-6, 10143-6-4, 10143-6-6 pg. B-27.
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® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.




Catalog 4400 US Hydraulic Industry Standard Hydraulic Hose: 422

HYDRAULIC 422

Markets Parker’s worldwide hose line is designed to accommodate global customer
requirements. Manufactured to strict international specifications, 422 hose
ﬂ offers customers consistency of performance combined with improved

availability anywhere in the world.
@ @ @ ¢ One-wire braid hose design manufactured to international

specifications (ISO 1436-1 Type 1SN)

@ @ @ ¢ Increased working pressures for improved reliability and
expanded applications versus standard SAE 100R1

e Synthetic rubber inner tube for greater fluid compatibility and

bio-oil resistance
¢ EN853 Type 1SN

Hydraulic Worldwide

ISO 1436-1 TYPE 1SN/SAE 100R1 TYPE AT, J1942 / EN 853 TYPE 1SN / USCG HF / DNV / ABS

# @®© © O A i UHg €3

Part Working | Minimum Vacuum
Number| Hose I.D. Hose O.D.| Pressure | Bend Radius| Weight Rating | Parkrimp
inches
inch  mm | inch |mm| psi [IMPa| inch | mm |lbs/ft kg/m| of Hg |kPa| 43 Series
422-4 | 1/4 16,3 |0.53| 13 |3250/22,5| 4 100 |0.16]0,24| 24 | &1 °

422-5 |5/16|6,3|0.59| 15 |3125/21,5|4-1/2| 115 |0.18/0,27| 24 | 81
422-6 | 3/8 | 10 | 0.68 | 17 |2600/18,0| 5 130 |0.23|/0,34| 24 | 81
422-8 | 1/2 |12,5/0.81 | 21 |2325/16,0| 7 180 |0.29|0,43| 24 | 81
422-10 | 5/8 | 16 | 0.94 | 24 |1875/13,0| 8 200 |0.33/0,49| 24 | 81
422-12 | 3/4 | 19 |1.09 | 28 |1525/10,5| 9-1/2 | 240 |0.42|0,63| 24 |81
422-16 | 1 | 25 |1.41| 36 1275/ 8,8 | 12 | 300 |0.63/0,94 24 |81
422-20 (1-1/4(31,5/1.79| 45 | 900 | 6,3 |16-1/2| 420 | 0.8 |1,19| 18 |61
422-24 |1-1/2| 38 | 2 |51 |725/50| 20 | 500 | 1 |1,49| 18 |61
422-32 | 2 |51 254|164 575|4,0| 25 | 630 | 1.5 2,24 18 |61

8=

Field
Attachable

42 Series
°

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.
Reinforcement: One braid steel wire.

* Field Attachable Assembly

Cover: Synthetic rubber. Instructions are in Section B with
Temperature Range: -40°F to +212°F (-40°C to +100°C). each Fittings Series.
P 9 ( ) ® See Section C for Parkrimp
Fittings: 43 Series - pg. B-25. Assembly Instructions.
42 Series - pg. B-179. * Temperature Range of other media

listed in Section E.
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Hydraulic Hose: 482TC/ST Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC 482TC/ST

Markets Synthetic rubber inner tube provides wide fluid compatibility.

@ @ ¢ 1/2 minimum bend radius for ease of routing
¢ Meets SAE 100R1 specification

Perfo rmance 482TC TG coven 4B
1 Hydraulic - Tough Cover \ £
ﬁ SAE 100R1 TYPE AT, J1942 / I1SO 1436-1 TYPE 1SN / EN853 TYPE 1SN / USCG H

L, X
— e TG

482ST

Hydraulic — Super Tough Cover
SAE 100R1 TYPE AT /1SO 1436-1 TYPE 1SN / EN853 TYPE 1SN

# @® O O ’ @3 eg3a3

Part Working Minimum Field
Number Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight Parkrimp |Attachable

inch | mm | inch | mm | psi | MPa | inch | mm | Ibs/ft | kg/m | 43 Series | 42 Series
482TC/ST-4 | 1/4 | 6,3 | 0.53 | 14 | 3250 | 22,7 2 50 | 0.16 | 0,24 ° °
482TC-5 5/16| 8 | 0.59 | 15 | 3250 | 22,7 |2-1/4| 55 | 0.18 | 0,27 ° °
482TC/ST-6 | 3/8 | 10 | 0.69 | 17 | 3000 | 21,0 |2-1/2| 65 | 0.23 | 0,34 ° °
482TC/ST-8 | 1/2 |12,5| 0.82 | 21 | 2500 | 17,5 |3-1/2| 90 | 0.29 | 0,43 ° °
482TC/ST-10| 5/8 | 16 | 0.94 | 24 | 2000 | 14,0 4 100 | 0.33 | 0,49 ° °
482TC/ST-12| 3/4 | 19 | 1.09 | 28 | 1750 | 12,2 | 4-3/4 | 120 | 0.42 | 0,63 ° °
482TC/ST-16| 1 25 141 | 36 |1275| 8,8 6 150 | 0.63 | 0,94 [ °
Application: Petroleum base hydraulic fluids and Iubricating oils.
Inner Tube: Synthetic rubber.
Reinforcement: One braid steel wire.
Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +212°F (-40°C to +100°C). * Field Attachable Assembly
are . Instructions are in Section B with
Fittings: 43 Series - pg. B-25. each Fittings Series.
42 Series - pg. B-179.  See Section C for Parkrimp

Assembly Instructions.
* Temperature Range of other media
listed in Section E.
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Catalog 4400 US

Hydraulic Industry Standard Hydraulic Hose: 426

HYDRAULIC

Markets

) () s
o) (@ (L3

Performance

I

426

Designed for high-temperature applications that can handle temperatures
up to 302° F.

¢ Engine compartment applications

¢ Meets SAE 100R1 specification

¢ Distinctive blue cover indicates high temperature rating
e Temperature up to 302° F

426

Hydraulic — High-Temperature
SAE 100R1 TYPE AT, J1942 / USCG HF / ABS

# ® © O

Part Working Minimum
Number| Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp

inch | mm | inch | mm psi MPa | inch | mm | lbs/ft | kg/m | 43 Series
426-4 1/4 6,3 0.53 13 | 2750 | 19,2 4 100 0.16 0,24 L]

426-6 3/8 10 | 0.68 | 17 | 2250 | 15,7 5 125 | 0.23 | 0,34
426-8 1/2 | 12,5 | 0.81 | 21 | 2000 | 14,0 7 180 | 0.29 | 0,43
426-10 | 5/8 16 | 094 | 24 | 1500 | 10,5 8 200 | 0.33 | 0,49
426-12 | 3/4 19 [ 1.09 | 28 | 1250 | 8,7 | 9-1/2 | 240 | 0.44 | 0,65
426-16 1 25 | 1.40 | 36 | 1000 | 7,0 12 300 | 0.66 | 0,98
426-20 |1-1/4| 31,5 | 1.79 | 45 625 4,3 |16-1/2| 420 | 0.94 | 1,40
426-24 |1-1/2| 38 | 2.00 | 51 500 3,5 20 500 | 0.98 | 1,46
426-32 2 51 2.54 | 64 375 2,6 25 630 | 1.46 | 2,18

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: PKR®

Reinforcement: One braid steel wire.

Cover: PKR® rubber, blue, MSHA accepted

Temperature Range: -50°F to +302°F (-46°C to +150°C).
Fittings: 43 Series - pg. B-25.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: 302

Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC

Markets

)4 b
SE3IE
S @ Ls

302

Parker’s 302 hose, a universal two-wire construction hose designed to
accommodate global customer requirements, is manufactured to strict
international quality specifications. Parker’s 302 offers customers consistency
of performance combined with continuous availability anywhere in the world.

It offers a high working pressure, long service life and a wide fluid compatibility.

¢ Universal two-wire hose design manufactured to international specifications
(ISO 1436-1 Type 2SN)

¢ Increased working pressures for improved reliability and expanded applications

¢ Synthetic rubber inner tube for greater fluid compatibility and bio-oil resistance

el 11302/301-16 Worldwide WP 16,5 MPa (2400 PSI) ISO 1436

302

Hydraulic Worldwide
ISO 1436-1 TYPE 2SN / SAE 100R2 TYPE AT, J1942 /
EN 853 TYPE 2SN / USCG HF / DNV / ABS / BV

# ®© © O A
Part Working Minimum Field
Number| HoseID | Hose O.D. | Pressure |Bend Radius| Weight | Parkrimp |Attachable
inch | mm |inch| mm | psi | Mpa | inch | mm |lbs/ft kg/m | 43 Series | 30 Series

302-4 1/4 | 6,3 |0.59| 15,0 | 5800| 40 4 100 | 0.26 | 0,39 ° °
302-5 5/16 | 8 |0.65| 16,6 |5000| 35 |4-1/2| 115 | 0.28 | 0,42 °

302-6 3/8 | 10 |0.75| 19,0 (4750 | 33 5 130 | 0.37 | 0,55 ° °
302-8 1/2 {12,5|0.88 | 22,3 | 4000 | 28 7 180 | 0.45 | 0,67 ° °
302-10 | 5/8 | 16 |1.00| 25,5 | 3600 | 25 8 200 | 0.52 | 0,77 ° °
302-12 | 3/4 | 19 |1.16| 29,4 | 3100 | 21,5 | 9-1/2 | 240 | 0.67 | 1,00 ° °
302-16 1 25 |1.50| 38,1 |2400| 16,5 | 12 300 | 1.00 | 1,49 o o
302-20 |1-1/4|31,5|1.86| 47,1 |1800| 12,5 |16-1/2| 420 |1.16 | 1,73 ° °
302-24 |1-1/2) 38 |2.14| 54,5 |[1300| 9 20 500 |1.44 | 2,14 ° °
302-32 2 51 |2.64| 67,2 |1150| 8 25 630 | 1.99 | 2,96 ° °

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber.

Temperature Range: -40°F to +212°F (-40°C to +100°C).

Fittings: 43 Series - pg. B-25. * Field Attachable Assembly

30 Series - pg. B-173. Instructions are in Section B with

each Fittings Series.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other media
listed in Section E.
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Catalog 4400 US Hydraulic Industry Standard Hydraulic Hose: 431

HYDRAULIC 431

Markets

) () s
o) (@) ()
SlGIC

For applications with tighter routing requirements and needing a reduced bend
radius, 431 features a compact construction and 1/2 minimum bend radius.

¢ Features a smaller O.D. for tighter routing
e Compact construction
¢ Half the minimum bend radius

————
T
L)

Performance
1

2

431

Hydraulic
SAE J1942 / USCG H

waes PBARKER NO-SHVE 1

YRRRT REw
| AL :" A
Ak LA A
oy &

S R SN

# ® © O A e =]
Part Working Minimum Field
Number| Hosel.D. | Hose O.D. | Pressure |Bend Radius| Weight Parkrimp | Attachable

inch | mm | inch | mm | psi |MPa| inch | mm |Ibs/ft| kg/m | 43 Series | 42 Series

431-4 1/4 | 6,3 | 0.53 | 13 | 5000|345 2 50 | 0.18 | 0,27 °

431-5 5/16 8 0.59 | 15 |4250|29,3|2-1/4| 55 0.24 | 0,36 [] °
431-6 3/8 | 10 | 0.68 | 17 |4000|27,5|2-1/2| 65 | 0.28 | 0,42 ° °
431-8 1/2 | 12,5 | 0.81 | 21 | 3500 | 24 |3-1/2| 90 | 0.34 | 0,51 ° °
431-10 | 5/8 | 16 | 0.94 | 24 | 2750 | 19 4 100 | 0.44 | 0.66 ° °
431-12 | 3/4 | 19 | 1.09 | 28 | 2250 | 15,5|4-3/4| 120 | 0.54 | 0,80 ° °
431-16 1 25 | 141 | 36 |2000(13,8| 6 150 | 0.82 | 1,22 ° °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +257°F (-40°C to +125°C).

Fittings: 43 Series - pg. B-25.
42 Series - pg. B-179.

 Field Attachable Assembly
Instructions are in Section B with
each Fittings Series.

® See Section C for Parkrimp
Assembly Instructions.

e Temperature Range of other media
listed in Section E.
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Hydraulic Hose: 436

Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC

Markets
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Performance
1

A%

436

With one-half the minimum SAE bend radius and a smaller hose O.D., 436 hose
has the flexibility to work in almost any application — including tight spots. Engi-
neered to withstand high pressure within a wide range of working temperatures,
Parker 436 is not only versatile, but dependable over a long hose life. For quality,
service and value, there’s simply no match.

e Compact construction provides easier routing

® Temperatures up to 302° F

¢ Distinctive blue cover indicates high temperature capability
¢ Reduced bend radius and excellent flexibility

¢ 2-wire braided reinforcement with smaller construction

* Meets SAE 100R16 / ISO 11237 Type R16 specifications

436

Hydraulic - Compact High Temperature
SAE 100R16 / ISO 11237 TYPE R16

# ® O O wane b &5 0=

Part Working Bend Field

Number| Hose I.D. | Hose O.D. | Pressure Radius Weight Parkrimp | Attachable
inch | mm | inch |mm | psi |[MPa| inch | mm | lbs/ft | kg/m | 43 Series | 42 Series

436-6 3/8 | 10 | 0.68 | 17 | 4000 | 27,5 |2-1/2| 65 | 0.28 | 0,42 ° °

436-8 1/2 |12,5| 0.81 | 21 | 3500 | 24 |3-1/2| 90 | 0.34 | 0,51
436-10 | 5/8 | 16 | 0.94 | 24 | 2750 | 19 4 | 100 | 0.44 | 0,66
436-12 | 3/4 | 19 | 1.09 | 28 | 2250 | 15,5 |4-3/4| 120 | 0.54 | 0,80
436-16 | 1 25 | 1.41 | 36 | 2000|13,8| 6 | 150 | 0.82 | 1,22

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: PKR®

Reinforcement: Two braids steel wire.

Cover: PKR rubber, blue, MSHA accepted.

Temperature Range: -55°F to +302°F (-48°C to +150°C).

Fittings: 43 Series - pg. B-25.
42 Series - pg. B-179.

 Field Attachable Assembly
Instructions are in Section B with
each Fittings Series.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other media
listed in Section E.
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Catalog 4400 US Hydraulic Industry Standard Hydraulic Hose: 471TC/ST

HYDRAULIC 471TC/ST

Markets 2-wire braided compact construction.

@ @ @ e Smaller O.D. for ease of installation
e Approved with 43 Series fittings

@ @ @ * Provides 1/2 minimum bend radius

oucrd SUPER TOUGH 471ST-12 WP 21,5 MPa (3125

Performance 471TC
Hydraulic - Tough Cover w SESE -‘3'5-'"
@ J1942 /1S0 11237-1 TYPE 2SC / EN 857 TYPE 2SC / USCG HF / DNV / ABS / BV
471ST oW e ses ERE G TN o
F LA ]

Hydraulic - Super Tough Cover
ISO 11237-1 TYPE 2SC / EN 857 TYPE 2SC

# @® © O A | [ ULH g5

Part Working Minimum Vacuum
Number | Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight Rating Parkrimp
inches
inch| mm | inch | mm | psi | MPa| inch | mm |lIbs/ft| kg/m | of Hg | kPa | 43 Series
471TC/ST-4 | 1/4 | 6,3 | 0.51 | 13 |5800 | 40,0 2 50 |0.20| 0,30 28 95 o

471TC/ST-6 | 3/8 | 10 | 0.68 | 17 5000 35,0 | 2-1/2 | 65 |0.28 | 0,42 28 95
471TC/ST-8 | 1/2 |12,5| 0.80 | 20 |4250|29,7 | 3-1/2 | 90 |0.35| 0,52 28 95
471TC/ST-10 | 5/8 | 16 | 0.94 | 24 | 3625 25,0 4 100 | 0.44 | 0,66 28 95
471TC/ST-12 | 3/4 | 19 | 1.09 | 28 |3125|21,5| 4-3/4 | 120 | 0.58 | 0,86 24 80
471TC/ST-16 | 1 25 | 1.40 | 35 |2500| 17,5 6 150 | 0.79 | 1,17 24 80

For larger sizes see 472TC.

Application: Petroleum base hydraulic fluids and Iubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.

Temperature Range: -40°F to +212°F (-40°C to +100°C).

Fittings: 43 Series - pg. B-25. e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: 471TC Twin Tough Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC 471TC Twin Tough

Markets

43 3

Twin Tough hoses eliminate the labor and material costs required to manually bundle
two separate hoses using tie straps or plastic sleeves. Plus, Parker’s Twin Tough saves
valuable time in the field.

® 5000 psi constant working pressure in -6-6 and 4000 psi in -8-8
® Two-wire braided construction
® Abrasion-resistant TC cover

Performance 471TC

1 Hydraulic — Twin Tough Cover
ﬁ J1942 /1S0 11237-1 TYPE 2SC / EN 857 TYPE 2SC / USCG HF / DNV / ABS / BV
# ® © O A S
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm psi MPa | inch | mm |Ibs/ft| kg/m | 43 Series
471TC-6-6 3/8 10 | 0.68 | 17 | 5000 | 35,0 | 2-1/2 | 65 | 0.56 | 0,84 °
471TC-8-8 1/2 | 12,5 | 0.80 | 20 | 4250 | 29,7 | 3-1/2 | 90 | 0.70 | 1,04 °

For assembly instructions see page C-16.

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: 43 Series - pg. B-25.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Catalog 4400 US Hydraulic Industry Standard Hydraulic Hose: 472TC

HYDRAULIC 472TC

Markets _ o
Large sizes offered for bigger jobs.

@ @ @ e Synthetic rubber inner tube provides wide fluid compatibility
® Available in larger sizes: -20, -24, -32
e 2-wire braided construction

Performance 472TC
@ Hydraulic - Tough Cover

SAE J1942-1 USCG HF Type B/ DNV / ABS

# @®©® © O A [ &3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp

inch | mm | inch | mm | psi MPa | inch | mm | Ibs/ft | kg/m | 43 Series

472TC-20 (1-1/4 | 31,56 | 1.79 | 45 | 2250 | 15,7 | 8-1/4 | 210 | 1.34 | 2,01 °
472TC-24 |1-1/2| 38 | 2.01 | 51 | 1800 | 12,5 10 250 | 1.44 | 2,16 o
472TC-32 2 51 254 | 65 [ 1300 | 9,0 |12-1/2] 315 | 1.93 | 2,90 °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: 43 Series - pg. B-25.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: AX

Hydraulic Industry Standard

Catalog 4400 US

HYDRAULIC AX

Markets
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AX

Hydraulic
SAE J1942/ USCG H

¢ 1-wire braided construction
e Approved with HY Series fittings

Designed for many markets and applications requiring a one-wire braided hose.

#

Part
Number

AX-04
AX-06
AX-08
AX-10
AX-12
AX-16

O,

Hose I.D.
inch mm
1/4 6,3
3/8 10
1/2 12,5
5/8 16
3/4 19

1 25

©

Hose O.D.
inch mm
0.50 13
0.62 16
0.75 19
0.88 22
1.01 26
1.29 33

(%)

Working
Pressure
psi MPa
3000 21
3000 21
2500 | 17,5
1500 | 10,5
1250 | 8,7
1000 7

Minimum
Bend Radius
inch mm
2 50
2-1/2 65
3-1/2 90
4 100
4-3/4 | 120
6 150

Weight
Ibs/ft | kg/m
0.15 | 0,22
0.19 | 0,28
0.24 | 0,36
0.29 | 0,43
0.34 | 0,51
0.48 | 0,72

i

Parkrimp
HY Series
°

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic Rubber.

Reinforcement: One braid steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: HY Series - pg. B-132.
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e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.



Catalog 4400 US

Hydraulic Industry Standard Hydraulic Hose: BXX

HYDRAULIC

Markets
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BXX

Designed as a 2-wire braided option for selected pressure/temperature ranges,
up to 5000 psi.

¢ Designed as a cost competitive option for applications not requiring
industry standard specifications

® 2-wire braided construction

® Approved with HY Series fittings

BXX

Hydraulic
SAE J1942 / USCG H

# ® © O 2 S
Part Working Minimum
Number| Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm psi MPa | inch mm | lbs/ft | kg/m |HY Series
BXX-04| 1/4 | 6,3 | 0.59 | 15 5000 35 4 100 | 0.27 | 0,40 o
BXX-06| 3/8 | 10 | 0.74 | 19 4000 28 5 125 | 0.38 | 0,57 °
BXX-08 | 1/2 | 12,56 | 0.87 | 22 3500 | 24,5 7 180 | 0.46 | 0,69 °
BXX-10| 5/8 | 16 | 1.00 | 25 2750 | 19,2 8 200 | 0.55 | 0,82 °
BXX-12| 3/4 | 19 | 115 | 29 2250 | 15,7 | 9-1/2 | 240 | 0.65 | 0,97 [
BXX-16 | 1 25 1149 | 38 2000 14 12 305 | 0.98 | 1,46 [

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: Synthetic rubber, MSHA accepted.

Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: HY Series - pg. B-132.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: 722TC/ST Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC 722TC/ST

Markets 722TC hose was designed for high performance. Its resilient 4-wire spiral construction
and Parker’s leading Tough Cover® provide unmatched application usage. 722TC hose

@ provides SAE 100R12 performance enabling its use in a wide variety of applications.
° It is also one-half the bend radius of SAE 100R12 hose, making it easy to install and

reducing the amount of hose needed and its synthetic rubber inner tube provides a
@ @ @ wider range of fluid compatibility.

¢ Half the bend radius of SAE 100R12 hose, reducing the amount of hose needed to
@ @ make your connection
e 4-gpiral construction for longer lasting hose in high impulse, heavy duty cycle
applications
e SAE 100R12 performance to cover a wide variety of applications
e Synthetic rubber inner tube provides a wider range of fluid compatibility
¢ TC cover provides 80 times the abrasion resistance compared to standard rubber
cover hose
e ST cover provides 450 times the abrasion resistance compared to standard
rubber cover hose
e Compatible with 43 and 71 Series fittings, providing the
broadest offering of end configurations in
steel and stainless steel.

Performance 722TC /ST
1 Hydraulic - Tough Cover
ﬁ @ SAE 100R12, J1942 / ISO 3862-1 TYPE R12 /

EN 856 TYPE R12 / USCG HF / DNV / ABS

# @ © O A I o3ao

Part Working Minimum
Number Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight |Parkrimp|Parkrimp

inch | mm | inch |mm | psi | MPa | inch | mm | lbs/ft | kg/m | 43 Series | 71 Series
722TC/ST-20 |1-1/4| 31,4 | 1.84 | 46 | 3000 | 21,0 | 8-1/4| 210 | 1.74 | 2,59 °
722TC/ST-24 |1-1/2| 38 | 2.07 | 53 | 2500 | 17,5 | 10 | 250 | 2.01 | 2,99 °
722TC/ST-32 | 2 51 | 2,59 | 66 | 2500 | 17,5 [12-1/2| 320 | 2.75 | 4,09 .

Application: Petroleum based hydraulic fluids, lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.
Cover: Synthetic rubber, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to 125°C).
Fittings: 43 Series, sizes -6 to -20 - pg. B-25.
71 Series, size -24 to -32 - pg. B-69. * iggjﬂeglims?ngisszﬁmp

* Temperature Range of other
media listed in Section E.
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Catalog 4400 US

Hydraulic Industry Standard Hydraulic Hose: 721, 721TC

HYDRAULIC

Markets
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Performance
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721,7217C

The Parker 721 family of hoses pushes the envelope in high-pressure applications
where space is tight. Critical high-pressure applications in limited spaces calls for
721 hose. With its one-half SAE 100R12 minimum bend radius and abrasion
resistant cover offering, 721 hose enables you to use less hose while guarding
against hose-to-hose and hose-to-object abrasion. No matter how demanding
the environment, 721 hose will keep your equipment working hard.

¢ One-half SAE 100R12 minimum bend radius means you use less hose

¢ Specially engineered Tough Cover compound resists abrasion in
aggressive environments

¢ Up to 4000 psi working pressure

¢ Unigue three-color layline makes hose easy to identify

721

Hydraulic
SAE 100R12/1SO 3862-1 TYPE R12/ EN 856 TYPE R12

721TC

Hydraulic - Tough Cover /
SAE 100R12, J1942 / ISO 3862-1 TYPE R12/ EN 856 TYPE R12/ USCG HF / DNV / ABS

# ©® © O A &3

Part Working Minimum
Number Hose I.D. Hose O.D. Pressure |Bend Radius Weight Parkrimp

inch | mm | inch | mm | psi | MPa | inch | mm | Ibs/ft | kg/m | 71 Series
721/721TC-6 | 3/8 10 | 0.80 | 20 | 4000 28,0 (2-1/2| 62,5 | 0.40 | 0,60 (]

721/721TC-8 | 1/2 | 12,5 | 0.93 | 24 | 4000 | 28,0 |3-1/2| 90 | 0.62 | 0,93
721/721TC-10| 5/8 16 | 1.08 | 27 | 4000 | 28,0 4 100 | 0.74 | 1,10
721/721TC-12| 3/4 19 | 1.21 | 31 | 4000 28,0 (4-3/4| 120 | 0.94 | 1,40
721/721TC-16| 1 25 | 1.50 | 38 | 4000 28,0 6 150 | 1.34 | 1,99
721/721TC-20|1-1/4 | 31,5 | 1.84 | 46 | 3000 | 21,0 | 8-1/4| 210 | 1.74 | 2,59
721/721TC-24/1-1/2| 38 | 2.07 | 53 | 2500 | 17,5 | 10 | 250 | 2.01 | 2,99
721/721TC-32| 2 51 | 259 | 66 | 2500 17,5 [12-1/2] 320 | 2.75 | 4,09

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 71 Series - pg. B-69.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Hose: 721ST Hydraulic Industry Standard Catalog 4400 US

HYDRAULIC  721ST

Markets The Parker 721 family of hoses pushes the envelope in high-pressure applications
where space is tight. Critical high-pressure applications in limited spaces calls for

@ @ 721 hose. With its one-half SAE 100R12 minimum bend radius and abrasion
resistant cover offering, 721 hose enables you to use less hose while guarding

@ @ @ against hose-to-hose and hose-to-object abrasion. No matter how demanding

the environment, 721 hose will keep your equipment working hard.

@ @ ¢ One-half SAE 100R12 minimum bend radius means you use less hose
¢ Specially engineered Tough Cover compound resists abrasion in
aggressive environments
e Up to 4000 psi working pressure
¢ Unique three-color layline makes hose easy to identify

Performance 721ST

1 Hydraulic - SuperTough Cover .

fgl SAE 100R12 /1SO 3862-1 TYPE R12/ EN 856 TYPE R12
# @®© © O X &
Part Working Minimum

Number Hose I.D. Hose O.D. Pressure |Bend Radius Weight Parkrimp
inch | mm | inch | mm | psi | MPa | inch | mm | Ibs/ft | kg/m | 71 Series

721ST-8 1/2 | 12,5 | 0.94 | 24 | 4000 | 28,0 [3-1/2| 90 | 0.54 | 0,80 o
721ST-10 5/8 16 | 1.08 | 27 | 4000 | 28,0 4 100 | 0.74 | 1,10 °
721ST-12 3/4 19 | 1.21 | 31 | 4000 28,0 4-3/4| 120 | 0.94 | 1,40 o
721ST-16 1 25 | 1.50 | 38 | 4000 28,0 6 150 | 1.34 | 1,99 o
721ST-20 1-1/4| 31,5 | 1.84 | 46 | 3000 | 21,0 | 8-1/4| 210 | 1.74 | 2,59 °

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).
Fittings: 71 Series - pg. B-69.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Hydraulic Industry Standard Hydraulic Hose: 701, 731

HYDRAULIC

Markets

) () s
o) (@) (4
&

701, 731

4-wire spiral construction meeting European EN 456 4SP or 4SH standard.

* These two hoses pair together to provide a wide range of sizes for applications
that need to meet European specifications

701 1 | s

Hydraulic ; &
SAE J1942 /1SO 3862-1 TYPE 4SP / EN 856 TYPE 4SP / USCG H, HF / ABS

#l® ©] O » | @ a3

Part Working Minimum
Number| Hose I.D. Hose O.D. Pressure |Bend Radius Weight Parkrimp

inch | mm | inch | mm psi | MPa | inch | mm | Ibs/ft | kg/m | 70 Series

701-6 3/8 10 | 0.84 | 21 | 6500 | 45,0 7 180 | 0.52 | 0,78 o
701-8 1/2 | 12,5 | 0.97 | 25 | 6000 | 41,5 9 230 | 0.62 | 0,93 °
701-10 5/8 16 | 1.11 28 | 5000 | 35,0 | 10 250 | 0.77 | 1,15 [

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber.

Temperature Range: -40°F to +212°F (-40°C to +100°C).
Fittings: 70 Series - pg. B-59.

731

Hydraulic
SAE J1942 /1SO 3862-1 TYPE 4SH / EN 856 TYPE 4SH / USCG HF / DVN / ABS

# ® © O A L a3

Part Working Minimum
Number | Hose I.D. Hose O.D. Pressure | Bend Radius Weight Parkrimp

inch | mm | inch | mm psi | MPa | inch | mm | Ibs/ft | kg/m | 73 Series
731-12 3/4 19 | 1.27 32 | 6000 | 42,0 11 280 | 1.16 | 1,72 °

731-16 1 25 | 1.52 39 | 5500 | 38,0 (13-1/2| 340 | 1.44 | 2,14 °
731-20 |[1-1/4| 31,5 | 1.79 45 | 4700 | 32,5 18 460 | 1.99 | 2,96 °
731-24 [ 1-1/2| 38 | 2.10 53 | 4200 | 29,0 22 560 | 2.15 | 3,20 °
731-32 2 51 2.68 68 | 3600 | 25,0 27 700 | 3.56 | 5,30 °
Application: Petroleum base hydraulic fluids and Iubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic rubber.

Temperature Range: -40°F to +212°F (-40°C to +100°C). * See Section C for Parkrimp
Fittings: 73 Series - pg. B-83. Assembly Instructions.

e Temperature Range of other
media listed in Section E.
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Suction & Return Hose: 811 Suction and Return Catalog 4400 US

SUCTION & RETURN 811, 811HT, 881 Suction Line

Markets These hoses combine to meet a wide range of suction

@ @ Q @ and return application requirements.

e Up to one-half the SAE minimum bend radius for standard
and high-temperature applications

* Meets or exceeds SAE 100R4 requirements

e Compatible with Parkrimp or field attachable fittings

¢ High-visibility layline

¢ Suitable for vacuum applications from 25 to 28 in/Hg

¢ Oil- and weather-resistant synthetic rubber cover

¢ High-temperature range for petroleum-based hydraulic fluids
of -40° F to +257° F for 811

) (0 ) )
L[N

DEEE
(®e @)

Performance
1

e

811

Suction and Return Line } [PRRKER &1 SucTon s
1/2 SAE Minimum Bend Radius
SAE 100R4, J1942 / USCG HF

# @®© © @ EN e =
Part Minimum Vacuum Field
Number | Hose I.D. Hose O.D. Working Pressure | Bend Radius | Weight Rating Parkrimp | Attachable
81/88DB 88HC inches 88 Series
inch | mm | inch | mm | psi |[MPa| psi |[MPa|inch | mm |lbs/ft kg/m| of Hg | kPa | 81 Series | w/HC or DB
811-12 3/4 | 19,0 | 1.18 | 30,0 | 300 | 2,1 | 100 | 0,7 |2-1/2| 64 0.42 | 0,63 | 25 84 ° °
811-16 1 254 | 150 | 38,0 | 250 | 1,7 | 70 | 0,5 3 76 0.65 | 0,96 | 25 84 ° o
811-20 |1-1/4| 31,8 | 1.77 | 45,0 | 200 | 1,4 | 50 | 0,3 4 102 | 0.82 (1,22 | 25 84 ° °
811-24 | 1-1/2 | 38,1 | 2.05 | 52,0 | 150 | 1 50 | 0,3 5 127 | 1.04 |1,55| 25 84 o °
811-32 2 50,8 | 2.50 | 63,6 | 100 | 0,7 | 50 | 0,3 | 6 152 | 1.26 | 1,87 | 25 84 ° °
811-40 | 2-1/2| 63,5 | 3.00 | 76,2 | 62 |04 | 62 | 04 | 7 178 | 1.64 | 245 | 25 84 °
Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.
Reinforcement: Multiple layers of fiber spiral and one helical wire.
Cover: Synthetic rubber. .
e Field Attachable Assembly
Temperature Range: -40°F to +212°F (-40°C to +100°C). Instructions are in Section B with
- . each Fittings Series.
Fittings: 81 Series - pg. B-203. * See Section C for Parkrimp
88 Series - pg. B-208. Assembly Instructions.

* Temperature Range of other media
listed in Section E.
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Suction and Return

Suction & Return Hose: 811HT, 881

Performance

lfgl

811HT

Suction and Return Line - High-Temperature
1/2 SAE Minimum Bend Radius
SAE 100R4, J1942 / USCG HF

#

Part
Number

811HT-12
811HT-16
811HT-20
811HT-24
811HT-32
811HT-40

®

Hose I.D.

inch | mm
3/4 | 19,0
1 25,4
1-1/4| 31,8
1-1/2 | 38,1
2 50,8
2-1/2| 63,5

©

Hose O.D.

mm
30,0
38,0
45,0
52,0
63,6
76,2

inch
1.18
1.50
1.77
2.05
2.50
3,00

@ N
Minimum
Working Pressure Bend Radius
81/88DB 88HC
psi |[MPa| psi [MPa| inch | mm
300 | 2,1 | 100 | 0,7 | 2-1/2 | 64
250 | 1,7 | 70 | 0,5 3 76
200 | 14| 50 | 0,3 4 102
150 | 1 50 | 0,3 5 127
100 | 0,7 | 50 | 0,3 6 152
62 (04| 62 |04 7 178

Ibs/ft
0.42
0.65
0.82
1.04
1.26
1.82

Weight

kg/m
0,63
0,96
1,22
1,55
1,87
2,71

UHg | &
Vacuum
Rating Parkrimp
inches
of Hg | kPa | 81 Series
28 95 L]
28 95 °
28 95 °
28 95 °
28 95 °
28 95

Field
Attachable
88 Series
w/HC or DB

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Multiple layers of fiber spiral and one helical wire.

Cover: Synthetic rubber, MSHA accepted.
Temperature Range: -50°F to +257°F (-46°C to +125°C).

Fittings: 81 Series - pg. B-203.
88 Series - pg. B-203.

881

Suction and Return Line
SAE 100R4, J1942 / USCG H, HF

#

Part
Number

881-12
881-16
881-20
881-24
881-32
881-40

O,

Hose I.D.

inch | mm
3/4 | 19,0
1 25,4
1-1/4 | 31,8
1-1/2 | 38,1
2 50,8
2-1/2 | 63,5

©

Hose O.D.

inch
1.20
1.49
1.78
2.06
2.48
3.00

mm
30,6
37,9
45,3
52,4
63,1
76,2

@

Working Pressure
88HC

43/81/88DB
psi | MPa
300 | 2,1
250 | 1,7
200 | 1,4
150 1
100 | 0,7
62 | 0,4

psi
100
70
50
50
50
62

Mpa
0,7
0,5
0,3
0,3
0,3
0,4

D UHg

Minimum Vacuum

Bend Radius | Weight Rating

inches

inch | mm | Ibs/ft kg/m| of Hg |kPa
5 127 | 0.50 [0,74| 28 | 95
6 152 | 0.60 [0,89| 28 | 95
8 203 | 0.89 ([1,32| 28 |95
10 254 | 1.11 (1,65| 28 | 95
12 305 |1.27 ({1,89| 28 | 95
14 356 | 1.82 [2,71| 28 | 95

Parkrimp

43/81 Series
°

=

Field
Attachable
88 Series
w/HC or DB

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Multiple layers of fiber braid and one helical wire.
Cover: Synthetic rubber, MSHA accepted.
Temperature Range: -40°F to +257°F (-40°C to +125°C).

Fittings: 43 Series - pg. B-25.
81 Series - pg. B-203.
88 Series - pg. B-203.
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* Field Attachable Assembly
Instructions are in Section B with
each Fittings Series.

e See Section C for Parkrimp
Assembly Instructions.

¢ Temperature Range of other media

listed in Section E.



Push-Lok Plus Hose: 801 Push-Lok Catalog 4400 US

PUSH-Lok® 801 Multipurpose

Markets Parker’s Push-Lok Plus multipurpose hose line features the widest fluid compatibility,
application range and size range in the industry. It also incorporates the highest

@ working pressure in all sizes, making it the most versatile general-purpose hose
C available. The Push-Lok system is easy to use. No clamps or special tools are required
P during installation. And with Parker’s exclusive color-code system, you can inventory,
@ @ maintain and identify your hose needs easily and efficiently. The industry’s most com-
] plete line of low-pressure 801, 804 hose and fittings, Push-Lok offers the range and
versatility to meet all your instrumentation needs.

¢ Fasy assembly and organization with Parker’s exclusive
color-code system ; !

® Push-Lok assemblies can be made in seconds, saving
valuable time and cost

® The unique seal of Push-Lok ensures reliable, durable,

leak-free service

801 - Push-Lok Plus®

Multipurpose

Available Cover Colors: GRA ) veL
# ®©@ © O A LHg €3 =13

Part Working | Minimum Vacuum Field
Number| Hose I.D. Hose O.D.| Pressure Bend Radius| Weight Rating |Parkrimp| Attachable
inches
inch |mm |inch| mm | psi |MPa| inch | mm |lbs/ft kg/m| of Hg |kPa|HY Series| 82 Series
801-4 | 1/4 16,3 0.50/12,7| 350 | 2,4 |(2-1/2| 65 |0.09 [0,13| 28 |95 ° °

801-6 | 3/8 | 10 |0.63|15,9| 350 | 24| 3 75 |0.11|0,16| 28 |95
801-8 | 1/2 |12,5/0.78(19,8| 300 | 2,1 5 125 | 0.18 (0,27 28 |95
801-10 | 5/8 | 16 |0.91|23,0| 300 | 2,1 6 150 | 0.19 |0,28| 15 | 51
801-12 | 3/4 | 19 |1.03|26,2| 300 | 2,1 7 180 | 0.24 |0,36| 15 | 51
801-16 | 1 | 25 |1.28/32,6| 200 |1,4| 10 | 250 | 0.37 |0,55| 15 | 51 °

Application: Pneumatic, petroleum base hydraulic fluid, lubricating oils and antifreeze solutions.

Diesel fuel - approved only when coupled with HY Series fittings.

Inner Tube: Synthetic rubber.

Reinforcement: One fiber braid.

Cover: Synthetic rubber, MSHA accepted

Temperature Range: * Field Attachable Assembly Instructions are in Section B
Air: +158F (+70°C) . \Iglﬁgh?ﬁgt gtgggfeigﬁ?s{ended for any fuel, refrigerant,

W_ater: 3-1 85°F (3'8550)0 ) or for use in air conditioners and heat pump applications.
Oil: -40°F to 257°F (-40°C to +125°C). o Push-Lok is not recommended for applications where
. . I ~ extreme pulsation is encountered.
Fittings: aisse”?s Pg. BB 11%% e See Section B for Assembly Instructions.
eries - pg. b- : * Temperature Range of other media listed in Section E.

A-46



Catalog 4400 US

Push-Lok Push-Lok Plus Hose: 801

Push-Lok Plus 801 hose provides
the quick and easy assembly/
disassembly advantage and the
fullest range of color-coding to
benefit your operations. It's now
approved with both 82 Series push
on and HY Series crimp fittings.

Push-Lok Plus 804 hose features
quick and easy assembly and
provides an EPDM inner-tube for hot
water, dry air and phosphate ester
fluids. Not to be used in applications
with lubricated air or media that is
oil based.

Push-Lok 821 is a higher-pressure
multipurpose hose that is wide-

ly used for shop air systems and
general industrial and maintenance

Inner liner is an extruded, synthetic rubber,
making it resistant to petroleum-based oil, air

and water.

b by t"* i:

A

*'.P-&-h#m-um-/
|

Fiber braid reinforcement layer is
impregnated with synthetic rubber

for added durability.

applications. Approved with

82 Series fittings, it’s also available
with a fire-resistant (FR) cover for
use near welding operations.

Using color-coded Push-Lok
hose is an excellent way to:

¢ Enhance product appearance
¢ Improve inventory control

] e |dentify industrial drop lines
Push-Lok Plus 836 delivers

high-temperature up to 302° F,
heat-resistant performance and high- m
er working pressures than 821, along
with the same HY and 82 Series m
fittings compatibility.

< 4 BEEckEl-LER -850

The color-coded advantages

In applications where a number

of hose lines carry different media,
Push-Lok colors reduce timely
“tracing” of lines, preventing
disconnection of the wrong line
and unnecessary, costly downtime.

Barbed Push-Lok fitting seals
tightly, securely.

e B ey L L i
e e

High-quality elastomer cover —
lively feel, excellent flexibility
and resistance to abrasion.
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Push-Lok Hose: 836, 804

Push-Lok

Catalog 4400 US

PUSH-LOK"

Performance

I

836, 804 Multipurpose

836 - Push-Lok Plus’
Multipurpose - High-Temperature
Available Cover Colors:

#

Part
Number

836-4
836-6
836-8
836-10
836-12

O,

Hose I.D.

inch
1/4
3/8
1/2
5/8
3/4

mm
6,3
10

12,5
16
19

© O A LHg &
Working| Minimum Vacuum
Hose O.D.|Pressure| Bend Radius| Weight Rating |Parkrimp
inch

inch /mm| psi MPal inch| mm |Ibs/ft kg/m o:‘:Hegs kPa|HY Series
0.50 |12,7/400| 2,8 |12-1/2) 65 |0.09|/0,13| 28 | 95 o
0.63|15,9/400|2,8| 3 75 |0.11/0,16| 28 | 95 )
0.78 19,8/400| 2,8 | 4 100 |0.18|0,27| 28 | 95 )
0.91 123,0/350|2,4| 5 125 |0.19/0,28| 18 | 61 °
1.03|26,2|/300(2,1| 6 150 |0.24|0,36| 18 | 61 °

Field
Attachable

82 Series
°

Application: Pneumatic, petroleum base hydraulic fluid, lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.
Reinforcement: One fiber braid.
Cover: PKR, MSHA accepted.
Temperature Range:
Air: +212°F (+100°C)

Water: +1

85F (+850)

Oil: -55°F to +302°F (-48°C to +150°C).

804

Diesel fuels:

-40C to 150°C

(-40°F to 302°F) with HY crimps only

Fittings: HY Series - pg. B-132.
82 Series - pg. B-186.

Dry Air/Hot Water
Available Cover Colors: R
# ®©® O O
Part Working
Number | Hose I.D. | Hose O.D. | Pressure
inch| mm | inch | mm | psi | MPa
804-4 1/4 | 6,3 | 0.50 12,7 | 150 | 1,0
804-6 3/8 | 10 | 0.63 | 15,9 | 150 | 1,0
804-8 1/2 |112,5| 0.78 | 19,8 | 150 | 1,0
804-10 | 5/8 | 16 | 0.91 | 23,0 | 150 | 1,0
804-12 | 3/4 | 19 | 1.03 | 26,2 | 150 | 1,0

A
Minimum
Bend Radius
inch | mm
2-1/2 | 65
3 75
5 130
6 150
7 180

Weight

Ibs/ft
0.09

0.11
0.18
0.19
0.24

kg/m
0,13
0,16
0,27
0,28
0,36

UH
Vacuur%
Rating

inches

of Hg | kPa
15 51
15 51
15 51
15 51
15 51

Field
Attachable

82 Series
°

Application: Phosphate ester,dry air and water.
Inner Tube: EPDM rubber.

Reinforcement: One fiber braid.
Cover: EPDM rubber.
Temperature Range:

Air: +158°F (+70°0)
Phosphate ester: -40° to +176°F (-40° to +80°C)

Water: +200°F (+93C).
Fittings: 82 Series - pg. B-186.

A-48

* Field Attachable Assembly Instructions are in
Section B with each Fittings Series.

® Push-Lok is not recommended for any fuel,
refrigerant, or for use in air conditioners and heat
pump applications.

¢ Push-Lok is not recommended for applications
where extreme pulsation is encountered.

* See Section B for Assembly Instructions.

* Temperature Range of other media listed in

Section E.



Catalog 4400 US

Push-Lok

Push-Lok Hose: 821FR, 821

PUSH-LOK"

821FR, 821 Multipurpose

821FR

Multipurpose - Fire- ReS|stant Cover

Available Cover Colors:

e 5 e S

# ®©® © O =& LHy |
Part Working | Minimum Vacuum Field
Number |Hose I.D. Hose O.D.| Pressure |Bend Radius| Weight incrf:easting Attachable

inch| mm |inch | mm | psi |MPa| inch | mm |Ibs/ft kg/m| of Hg | kPa | 82 Series
821FR-4 | 1/4 | 6,3 |0.50|12,7| 350 | 2,4 |2-1/2| 64 | 0.08 |0,12| 28 95 o
821FR-6 | 3/8 | 10 [0.63|15,9|300 | 2,1 3 76 | 011 /016| 28 95 °
821FR-8 | 1/2 (12,5/0.78(19,8| 300 | 2,1 5 127 | 0.12|0,18| 28 95 °
821FR-12| 3/4 | 19 [1.03|26,2|250 | 1,7 | 7 178 | 0.22 | 0,33 | 28 95 °

Application: Pneumatic, petroleum base hydraulic fluid, lubricating oils and antifreeze solutions.
Inner Tube: PKR®.

Reinforcement: One fiber braid.

Cover: Fire resistant fiber braid.

Hose cover colors include: White, Brown, Blue, Green, and Black.

Temperature Range:

Air: +212°F (+100°C)
Water: +185F (+85°C)
Oil: -40F to +212°F (-40°C to +100°C).

Fittings: 82 Series - pg. B-186.

821

Multipurpose - Higher Pressures
Available Cover Colors:

-;- pm WJ__E." i

# ® © O A UHg | {5

Part Working | Minimum Vacuum Field
Number | Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight ) I;ating Attachable

inches
inch | mm |inch | mm | psi [MPa|inch | mm |lbs/ft|kg/m| of Hg | kPa| 82 Series

821-4 1/4 | 6,3 |0.50 | 12,7 | 350 | 2,4 |2-1/2| 64 |0.06|0,09| 28 95 °
821-6 3/8 | 10 [0.63|15,9|300 |21 | 3 76 |0.09|0,13| 28 95 °
821-8 1/2 112,5/0.78 | 19,8 | 300 | 2,1 | 5 127 |0.12|0,18| 28 95 °
821-10 | 5/8 | 16 |0.91 | 23,0 250 | 1,7 | 6 152 | 0.19 /0,28 | 28 95 °
821-12 | 3/4 | 19 |1.03|26,2| 250 | 1,7 | 7 178 |0.21 0,31 | 28 95 °

Application: Pneumatic, petroleum base hydraulic fluid, lubricating oils and antifreeze solutions.
Inner Tube: Synthetic rubber.
Reinforcement: One fiber braid.
Cover: Fiber braid.
Temperature Range:

Air: +158F (+70°C)

Water: +185F (+85C)

Oil: -40°F to +212°F
(-40°C to +100°0).

Fittings: 82 Series - pg. B-186.

* Field Attachable Assembly Instructions are in
Section B with each Fittings Series.

® Push-Lok is not recommended for any fuel,
refrigerant, or for use in air conditioners and heat
pump applications.

® Push-Lok is not recommended for applications
where extreme pulsation is encountered.

® See Section B for Assembly Instructions.

* Temperature Range of other media listed in
Section E.
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Phosphate-Ester Hose: 424

Phosphate-Ester

Catalog 4400 US

PHOSPHATE-ESTER 304, 774, 424, F42

Markets

424

If getting aircraft into the air is your job, Parker’s family of phosphate-ester
compatible hoses is the choice for you. Our hose selection offers the
industry’s largest selection of low-, medium- and high-pressure hoses
specifically designed to resist aggressive airline hydraulic fluids. Parker’s
phosphate-ester hose line, together with the proper EPDM O-ring face seal
and 37° Flare fittings and pipe adapters, means your leak-free assemblies

will be the last thing you’ll need to worry about.

424 hose

e Up to 1000 psi

¢ Dimensionally conforms to SAE
100R1 Type AT specification

¢ Uses Parkrimp 43 Series fittings,
providing the widest
selection of end configurations
available anywhere

304 hose

¢ Up to 5000 psi

¢ Dimensionally conforms to SAE
100R2 Type AT specification

¢ Uses Parkrimp 43 Series
fittings, providing the widest
selection of end configurations
available anywhere

774 hose

e Up to 4000 psi

e Dimensionally conforms to SAE
100R12 and EN 856 Type R12
specifications

e Uses Parkrimp 71 Series fittings

F42 hose
® 6000 psi maximum
working pressure
e Compatible with phosphate ester
based hydraulic fluids with
a temperature range of -40°C
to +80°C (-40°F to +176°F)
e Uses Parkrimp 70/ 79

Series fittings

#

Part
Number

424-16
424-20
424-24

e
RO T WS
o
Hydraulic - Phosphate-Ester Base Fluids
® © O A LHg 3
Working Minimum Vacuum
Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight Rating Parkrimp
inches
inch | mm |inch| mm | psi |[MPa| inch Ibs/ft | kg/m | of Hg | kPa | 43 Series
1 25 |1.40| 36 [(1000| 6,9 | 12 0.63 | 0,94 | 20 68 °
1-1/4| 31,5 |{1.73 | 44 | 625 | 4,3 [16-1/2 0.80 [ 1,19 | 20 68 °
1-1/2| 38 |2.00| 51 | 500 | 3,5 | 20 1.00 | 1,49 | 15 51 °
2 51 |250| 64 | 375 | 2,6 | 25 1.50 | 2,23 | 11 37 °

424-32

Application: Phosphate-ester base hydraulic fluids.
Inner Tube: EPDM rubber.

Reinforcement: One braid steel wire.

Cover: EPDM rubber, green.

Temperature Range: -40°F to +176°F (-40°C to +80°C).
Fittings: 43 Series - pg. B-25.

A-50

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.



Catalog 4400 US

Phosphate-Ester Phosphate-Ester Hose: 304, 774

PHOSPHATE-ESTER

— <o -
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304

Hydraulic — Phosphate-Ester Base Fluids

# ®© © O A g3
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm psi MPa | inch | mm | Ibs/ft | kg/m | 43 Series
304-4 1/4 6,3 0.59 15 5000 | 34,5 4 100 | 0.26 | 0,39 o
304-6 3/8 10 0.75 19 4000 | 27,5 5 130 | 0.37 | 0,55 o
304-8 1/2 12,5 | 0.88 22 3500 24 7 180 | 0.45 | 0,67 o
304-10 5/8 16 0.61 16 2750 19 8 200 | 0.53 | 0,79 °
304-12 3/4 19 1.16 29 2250 | 15,5 | 9-1/2 | 240 | 0.67 | 1,00 °
304-16 1 25 1.50 38 2000 | 13,8 12 300 | 1.00 | 1,49 °
304-20 | 1-1/4 | 31,5 | 1.86 47 1625 | 11,2 [16-1/2| 420 | 1.16 | 1,73 °
304-24 | 1-1/2 | 38 214 54 1250 | 8,6 20 500 | 1.44 | 2,14 °
304-32 2 51 2.64 67 1125 | 7,8 25 630 | 1.99 | 2,96 °

Application: Phosphate-ester base hydraulic fluids.
Inner Tube: EPDM rubber.

Reinforcement: Two braids steel wire.

Cover: EPDM rubber, green.

Temperature Range: -40°F to +176°F (-40°C to +80°C).
Fittings: 43 Series - pg. B-25.

774
Hydraulic - Phosphate-Ester Base Fluids
# © © O
Part Working Minimum
Number| Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm inch | mm psi MPa | inch | mm | Ibs/ft | kg/m | 71 Series
774-12 3/4 19 1.21 31 4000 | 28,0 | 9-1/2 | 240 | 0.94 | 1,40 °
774-16 1 25 1.50 38 | 4000 | 28,0 12 300 | 1.34 | 1,99 °
774-20 | 1-1/4 | 31,5 | 1.84 46 | 3000 | 21,0 (16-1/2| 420 | 1.74 | 2,59 °
774-24 | 1-1/2 | 38 2.07 53 | 2500 | 17,5 20 500 | 2.01 2,99 °
774-32 2 51 2.59 66 | 2500 | 17,5 25 630 | 2.75 | 4,09 °

Application: Phosphate-ester base hydraulic fluids.
Inner Tube: EPDM rubber.

Reinforcement: Four spiral steel wire.

Cover: EPDM rubber, green.

Temperature Range: -40°F to +176°F (-40°C to +80°C).
Fittings: 71 Series - pg. B-69.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Phosphate-Ester Hose: F42 Phosphate-Ester Catalog 4400 US

PHOSPHATE-ESTER

F42
Hydraulic - Phosphate-Ester Base Fluids

# ® ©O O A g &3 &3

Part Working Minimum
Number | Hose I.D. | Hose O.D. Pressure |Bend Radius| Weight Parkrimp | Parkrimp

inch | mm | inch | mm | psi | MPa | inch | mm | Ibs/ft |kg/m| 70 Series | 79 Series
F42-8 1/2 | 12,5| 0.97 | 25,0 | 6000 | 42,0 | 8.0 | 200 | 0.56 | 0,83 °

F42-12 3/4 | 19 |1.26 | 31,9 | 6000 | 42,0 | 10.5 | 265 | 1.03 | 1,53 °
F42-16 1 25 | 1.52 | 38,5 | 6000 | 42,0 | 13.0 | 330 | 1.40 | 2,08 °
F42-20 (1-1/4|31,5|1.97 | 50 |6000| 42,0 | 17.5 | 445 | 2.66 | 3,96 o

Application: Phosphate-ester base hydraulic fluids.
Inner Tube: EPDM rubber.

Reinforcement: Four or six-spiral steel wire.

Cover: EPDM rubber, green.

Temperature Range: -40°F to +176°F (-40°C to +80°C).

Fittings: 70 Series - pg. B-59.
79 Series - pg. B-127.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Catalog 4400 US Low Temperature Low Temperature Hose: 301LT

owtemp  301LT, 472LT, 722LT, 792LT

Markets In extremely cold and usually remote areas, a hose burst or leak in a critical application
can cause expensive downtime and possible environmental issues. Selecting the right
@ hose for dependable, long-life performance in these applications is essential.

Parker’s family of low-temperature hoses are designed specifically to excel in the
brutal operating conditions of extreme cold!

e Delivers superior performance in extreme cold conditions

¢ Rated as low as -70°F (-57°C)

¢ The choice for heavy construction equipment, side booms, mining equipment,
mobile equipment, arctic oil field, snow grooming equipment, snow making
machinery and cold storage applications

e These No-Skive hoses use Parker’s standard 43, 71 and 79 Series fittings and
easy-to-use Parkrimp style crimping system

Performance 301LT
g Low-Temperature NO-SKIVE

SAE 100R2 TYPE A, J1942 / USCG HF / DNV / ABS

# ® O O » i €3

Part Working Minimum
Number Hose I.D. | Hose O.D. Pressure Bend Radius Weight Parkrimp
inch | mm | inch | mm psi |[MPa| inch | mm | lbs/ft | kg/m | 43 Series
301LT-4 1/4 | 6,3 | 0.59 | 15 | 5000 | 35,0 4 100 | 0.26 | 0,39 °
301LT-6 3/8 | 10 | 0.75 | 19 | 4000 | 28,0 5 130 | 0.37 | 0,55
301LT-8 1/2 |12,5| 0.88 | 22 | 3500 | 24,5 7 180 | 045 | 0,67

301LT-10 5/8 | 16 | 1.00 | 25 | 2750 | 19,2 8 200 | 0.52 | 0,77
301LT-12 3/4 | 19 | 116 | 29 | 2250 | 15,7 | 9-1/2 | 240 | 0.67 | 1,00
301LT-16 1 25 | 150 | 38 | 2000 | 14,0 | 12 300 | 1.00 | 1,49

Application: Petroleum base hydraulic fluids and lubricating oils.
Inner Tube: Synthetic rubber.

Reinforcement: Two braids steel wire.

Cover: PKR Rubber.

Temperature Range: -67°F to +212°F (-55°C to +100°C).
Fittings: 43 Series - pg. B-25.

® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.
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Low Temperature Hose: 472LT, 722LT Low Temperature Catalog 4400 US

Performance 472LT
1 Low-Temperature Braided
ﬁ - EN 857 Type 2SC
# @© © O N =i
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure |Bend Radius| Weight Parkrimp
inch | mm | inch | mm psi MPa | inch | mm | Ibs/ft | kg/m| 43 Series
4721LT-4 1/4 | 6,3 | 0.53 | 13,1 | 5800 | 40,0 2 50 | 0.20 | 0,30 °

472LT-6 3/8 10 | 1.67 | 17,2 | 5000 | 35,0 | 2-1/2 | 65 | 0.24 | 0,42
472LT1-8 1/2 12,5 | 1.71 | 20,4 | 4250 | 29,7 | 3-1/2 | 90 | 0.35 | 0,52
472LT-10 5/8 16 | 1.94 | 23,9 | 3625 | 25,0 4 100 | 0.44 | 0,66
472LT-12 3/4 19 | 1.09 | 27,7 | 3126 | 21,5 | 4-3/4 | 120 | 0.58 | 0,86
472LT-16 1 25 | 1.39 | 35,4 | 2500 | 17,5 6 150 | 0.79 | 1,17

Application: Petroleum based hydraulic fluids and lubricating oils in low temperature conditions.
Inner Tube: Proprietary synthetic rubber compound.

Reinforcement: Two braids high tensile steel wire.

Cover: Proprietary synthetic rubber compound.

Temperature Range: -70°F to +212°F (-57°C to +100°C).

Fittings: 43 Series, sizes -4 to -16 - pg. B-25.

Performance 722LT
1 Low-Temperature Spiral
ﬁ' B- SAE 100R12 /1SO 3862-1 Type R12/ EN 856 Type R12

# ® © O »n [ & a3

Part Working Minimum
Number | Hose I.D. | Hose O.D. | Pressure Bend Radius| Weight Parkrimp | Parkrimp

inch | mm | inch | mm | psi |MPa| inch | mm |lbs/ft kg/m| 43 Series | 71 Series
722LT-6 3/8 | 10 | 0.78 | 19,8 | 4000 28,0 2-1/2 | 65 | 0.40 | 0,60 [

722LT-8 | 1/2 |12,5|0.89 | 22,6 | 4000 | 28,0| 3-1/2 | 90 | 0.54 | 0,80
722LT-10 | 5/8 | 16 | 1.04 | 26,4 | 4000 28,0 4 100 | 0.74 | 1,10
722LT-12 | 3/4 | 19 | 1.21 | 30,6 | 4000 | 28,0 | 4-3/4 | 120 | 0.94 | 1,40
722LT-16 | 1 25 | 1.49 | 37,7 | 4000 28,0 6 150 | 1.34 | 1,99
722LT-20 (1-1/4| 31,4 | 1.82 | 46,2 | 3000 | 21,0| 8-1/4 | 210 | 1.74 | 2,59
722LT-24 |1-1/2| 38 | 2.06 | 52,5 |2500 (17,5 10 | 250 | 2.01 | 2,99 L4

Application: Snow grooming equipment; heavy construction equipment; sidebooms.

Inner Tube: Nitrile synthetic rubber.

Reinforcement: Four spiral steel wire.

Cover: Synthetic Rubber.

Temperature Range: -70°F to +212°F (-57°C to +100°C).

Fittings: 43 Series, sizes -6 to -20 - pg. B-25.
71 Series, size -24 - pg. B-69.

e See Section C for Parkrimp
Assembly Instructions.

® Temperature Range of other
media listed in Section E.
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Catalog 4400 US

Low Temperature

Low Temperature Hose: 792LT

LOW TEMP

Performance

@'

792LT
Low-Temperature NO-SKIVE

SAE / ISO - Exceeds SAE 100R15 / ISO 3862-1 Type R12/EN

#

Part
Number

792LT-16
792LT-20
792LT-24

®

Hose I.D.
inch | mm

1 25
1-1/4 | 31,5

1-1/2| 38

©

Hose O.D.
inch | mm
1.52 | 38,7
1.97 | 50
222 | 57

(%)

Working
Pressure

psi | MPa
6000 | 42,0
6000 | 42,0
6000 | 42,0

A

Minimum
Bend Radius
inch mm
11-3/4| 300
17-1/2| 445

20-3/4| 530

Weight

Ibs/ft
1.48
2.48
3.22

kg/m
2,20
3,69
4,79

it

Parkrimp
79 Series
°

Application: Petroleum base hydraulic fluids and lubricating oils.

Inner Tube: Synthetic rubber.

Reinforcement: Four or six spiral wires, high tensile steel
Cover: PKR Rubber.
Temperature Range: -70°F to +212°F (-57°C to +100°C).
Fittings: 79 Series - pg. B-127.
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® See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other
media listed in Section E.



Transportation Hose: 293

Transportation

Catalog 4400 US

TRANSPORTATION 293, 213, 266

Markets

) () 6

Parker’s transportation hose selection has all your vehicle and equipment
applications covered — with industry-leading performance and value you can
count on. Meeting or exceeding specifications, Parker’s offerings are available
in the sizes, pressure ratings, special designs and long-lasting durability your
hydraulic or pneumatic systems demand.

Performance 293

SAE J1402 Al / D.O.T. FMVSS 106 Al-AIR BRAKE

ﬂ Transportation — Air Brake Hose
+*

#

Part
Number

293-4
293-6
293-8
293-10
293-12
293-16

O,

Hose I.D.

inch
3/16
5/16
13/32
1/2
5/8
7/8

mm
5
8

10
12,5
16
22

©

Hose O.D.

inch
0.49
0.62
0.74
0.83
0.96
1.21

mm
12,5
15,7
18,7
21,1
24,3
30,6

Working
Pressure

psi
500

500
500
450
450
450

MPa
3,5
3,5
3,5
3,1
3,1
3,1

A

Minimum
Bend Radius

inch | mm
1/2 15
1 25
1-1/2 | 40
2 50
2-1/2 | 65
3-1/4 | 80

Ibs/ft
0.10

0.15
0.18
0.20
0.22
0.25

kg/m
0,15
0,22
0,27
0,30
0,33
0,37

ng

Vacuum

Rating

inches

of Hg |kPa
28 |95
28 |95
28 |95
28 |95
28 |95
20 |68

Parkrimp

26 Series
°

Field
Attachable

21/23 Series

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.

Reinforcement: One fiber braid.

Cover: Abrasion resistant nylon fiber braid.

Temperature Range: -58°F to +302°F (-50°C to +150°C).

Fittings: 26 Series - pg. B-9.

21 Series - pg. B-157.
23 Series - pg. B-169.
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e Field Attachable Assembly
Instructions are in Section B with
each Fittings Series.

e See Section C for Parkrimp
Assembly Instructions.

* Temperature Range of other media

listed in Section E.



Catalog 4400 US Transportation Transportation Hose: 213

TRANSPORTATION

Performance 213

Transportation
+ SAE J1402 Al / D.O.T. FMVSS 106 Al-AIR BRAKE

# ® O O »

Part Working | Minimum Vacuum Field
Number| Hose I.D. Hose O.D. Pressure Bend Radius| Weight Rating |Parkrimp| Attachable
inches

inch |mm|inch|mm| psi |MPa|inch | mm |lbs/ftkg/m| of Hg kPa|26 Series|21/23 Series
213-4 3/16 | 5 |0.49|12,5/2000| 14 | 3/4 | 20 |0.12(0,18| 28 |95 .

213-5 1/4 |6,3]0.55| 14 |1500(10,5| 1 25 10.14|0,21| 28 |95
213-6 5/16 | 8 |0.62| 16 |1500(10,5/1-1/4) 30 |0.17 (0,25 28 |95
213-8 | 13/32 |10 (0.74| 19 (1250| 8,7 |1-3/4| 45 |0.20|0,30| 28 |95
213-10 1/2 12,5/0.83| 21 (1000| 7 |2-1/4| 55 |0.22|0,33| 28 |95
213-12 | 5/8 |16 (0.96| 24 | 750 | 5,2 |2-3/4| 70 |0.24|0,36| 28 |95
213-16 | 7/8 |22 (1.21| 31 | 400 | 2,8 |3-1/2]| 90 |0.30|0,45| 20 |68
213-20 | 1-1/8 | 29 |1.49| 38 | 300 | 2,1 |4-1/2| 115 |0.44|0,65| 20 |68
213-24 | 1-3/8 | 35(1.73| 44 | 300 | 2,1 |7-1/2| 190 |0.52 (0,77, 15 |51
213-32 |1-13/16| 46 |2.14| 54 | 200 | 1,4 | 14 | 355 |0.67 (1,00 11 |37
213-40*| 2-3/8 |61 |2.88| 73 175 |1,2| 24 | 610 |1.31 1,95/ 11 |64

*NOTE: Due to fitting size, this is a factory crimp only.

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.

Reinforcement: One fiber braid and one steel braid.

Cover: Fiber braid.

Temperature Range: -50°F to +302°F (-45°C to +150°C).
Fittings: 26 Series - pg. B-9.

21 Series - pg. B-157.

23 Series - pg. B-169.

® See page E-5 for charted effects temperature has on
maximum working pressures of 201, 206, 213, and
266 hose.

e See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly Instructions.

* Temperature Range of other media listed in Section E.
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Transportation Hose: 266

Transportation

Catalog 4400 US

TRANSPORTATION

Performance

I

266

Transportation

SAE J1402 All / D.O.T. FMVSS 106 All-AIR BRAKE

T

| BN PARKER 266 MR BAME

y

#

Part
Number|

266-4
266-5
266-6
266-8
266-10
266-12
266-16
266-20
266-24

®

Hose I.D.

inch |mm
3/16| 5
1/4 | 6,3
5/16| 8
13/32 10
1/2 12,5
5/8 | 16
7/8 | 22
1-1/8| 29
1-3/8| 35

©

Hose O.D.

inch
0.52
0.58
0.68
0.77
0.92
1.08
1.24
1.50
1.75

mm
13,2
14,8
17,2
19,5
23,4
27,4
31,4
38,4
44,5

(7

Working
Pressure

psi |MPa
2000| 14
1500(10,5
1500(10,5
1250 8,7
1250/ 8,7
750 | 5,2
400 | 2,8
300 | 2,1
250 | 1,7

A

Minimum
Bend Radius
inch | mm
3/4 20

1 25
1-1/4 | 30
1-3/4 | 45
2-1/4 | 55
2-3/4 | 70
3-1/2 | 90
4-1/2 | 115
5-1/2 | 140

UHy & =

Vacuum Field
Weight Rating |Parkrimp| Attachable
inches

Ibs/ft kg/m| of Hg |kPa|26 Series| 20/22 Series
0.15(0,22| 28 |95 (]

0.16 0,24 28 |95
0.23/0,34| 28 |95
0.26 | 0,39, 28 |95
0.38 0,56 28 |95
0.42 0,63, 20 |68
0.48|0,71| 15 |51
0.51|0,76| 15 |51
0.68 1,01 11 |37

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.

Reinforcement: One fiber braid and one steel braid.

Cover: Fiber braid.

Temperature Range: -55°F to +302°F (-48°C to +150°C).
Fittings: 26 Series - pg. 9.

20 Series - pg. B-147.
22 Series - pg. B-165.

A-58

e See page E-5 for charted effects temperature has on
maximum working pressures of 201, 206, 213, and
266 hose.

e See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly Instructions.

e Temperature Range of other media listed in Section E.



Catalog 4400 US

Transportation Transportation Hose: 201

TRANSPORTATION 201, 206

Performance

I

y Nriy i:
T 00N o o i pRaE
Tl
vyl

201

Transportation
SAE 100R5 SAE J1402 All / D.O.T. FMVSS 106 All-AIR BRAKE

# ® © O A | (g LH g3 EH3

Part Hose | Working | Minimum Vacuum Field
Number| Hose I.D. 0.D. | Pressure Bend Radius| Weight Rating |Parkrimp| Attachable
inches

inch |mm|inch mm| psi |MPa| inch | mm |lbs/ft kg/m| of Hg |kPa|26 Series20/22 Series|
201-4 3/16 | 5 |0.52| 13 |3000| 21 3 75 10.15(0,22| 28 |95 °

201-5 1/4 16,3/0.58| 153000 21 |3-3/8| 85 |0.18|0,27| 28 |95
201-6 5/16 | 8 |0.68| 17 |2250(15,7| 4 100 1 0.23|0,34| 28 |95
201-8 | 13/32 | 10 [0.77 | 20 |2000| 14 |4-1/2| 115 |0.27 |0,40| 28 | 95
201-10 | 1/2 (12,5/0.92| 23 |1750(12,2|5-1/2| 140 | 0.37 |0,55| 28 |95
201-12 | 5/8 |16 (1.08| 27 |1500/10,5/6-1/2| 165 | 0.40 | 0,60 28 |95
201-16 | 7/8 |22 (1.23|31|800 5,6 7-3/8| 185 | 0.46|0,68 20 |68
201-20 | 1-1/8 |29 (1.50| 38 | 625 | 4,3 | 9 230 1 0.51/0,76| 20 |68
201-24 | 1-3/8 | 35 |1.75| 44 | 500 | 3,5 [10-1/2 265 |0.68|1,01| 15 |51
201-32 |1-13/16| 46 [2.22| 56 | 350 | 2,4 13-1/4) 335 | 0.89 1,32 11 | 37
201-40 | 2-3/8 |60 (2.88(73|350 | 24| 24 | 610 |1.31|1,95 11 |37
201-48 3 76 |3.56| 90 | 200 | 1,4 | 33 | 840 |2.09 3,11 11 |37

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: Synthetic rubber.

Reinforcement: One fiber braid and one steel braid.

Cover: Fiber braid.

Temperature Range: -40°F to +302°F (-40°C to +150°C).

Fittings: 26 Series - pg. B-9.
20 Series - pg. B-147.
22 Series - pg. B-165.

¢ See page E-5 for charted effects temperature has on
maximum working pressures of 201, 206, 213, and
266 hose.

e See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly Instructions.

* Temperature Range of other media listed in Section E.
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Transportation Hose: 206

Transportation

Catalog 4400 US

TRANSPORTATION

Performance

I

206

Transportation
SAE 100R5 SAE J1402 All / D.O.T. FMVSS 106 All-AIR BRAKE

#

Part
Number

206-4
206-5
206-6
206-8
206-10
206-12
206-16
206-20
206-24
206-32
206-40

O,

Hose I.D.

inch |mm
3/16 | 5
1/4 16,3
5/16 | 8
13/32 [ 10

1/2 12,5
5/8 |16
7/8 | 22
1-1/8 | 29
1-3/8 | 35
1-13/16| 46
2-3/8 | 60

©

Hose O.D.

inch
0.52
0.58
0.68
0.77
0.92
1.08
1.23
1.50
1.75
2.22
2.88

mm
13
15
17
20
23
27
31
38
44
56
73

(7

Working
Pressure

psi |MPa
3000| 21

3000| 21

2250(15,7
2000| 14

1750(12,2
1500(10,5
800 | 5,6
625 | 4,3
500 | 3,5
350 | 2,4
350 | 2,4

A

Minimum
Bend Radius

inch

3
3-3/8
3-1/2
3-1/2

4

4

4
5-1/2
7-1/2

13-1/4
24

mm
75
85
90
90

100

100

100

140

190

335

610

UHg &3 &5

Vacuum Field
Weight Rating |Parkrimp| Attachable
inches

Ibs/ft kg/m | of Hg |kPa|26 Series|20/22 Series
0.15/0,22 | 28 |95 (]

0.18/0,27 | 28 |95
0.23/ 0,34 | 28 |95
0.27/0,40 | 28 |95
0.37/0,55| 28 |95
0.40| 0,60 | 28 |95
0.46/ 0,68 20 |68
0.51/0,76 | 20 |68
0.68/1,01 | 15 |51
0.89(1,32| 11 |37
1.31/1,95| 11 |37

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.
Reinforcement: One fiber braid and one steel braid.
Cover: Fiber braid, blue.
Temperature Range: -55°F to +302°F (-48°C to +150°C).

Fittings: 26 Series - pg. B-9.
20 Series - pg. B-147.
22 Series - pg. B-165.

A-60

e See page E-5 for charted effects temperature has on
maximum working pressures of 201, 206, 213, and
266 hose.

e See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly Instructions.

® Temperature Range of other media listed in Section E.



Catalog 4400 US

Transportation Transportation Hose: 611HT

TRANSPORTATION 611THT

Performance

I

611HT

Transportation
SAE J517 / 100R6 EN 854 TYPE R6

# @ © O A | g UHy g5

BT HTENP

Part Working Minimum Vacuum
Number | Hose I.D. | Hose O.D. | Pressure |Bend Radius| Weight Rating Parkrimp
inches

inch |mm |inch | mm | psi |MPa| inch | mm | Ibs/ft | kg/m | of Hg |kPa| HY Series
611HT-4 1/4 | 6,2 047 11,9 | 400 | 2,8 | 21/2| 65 | 0.09 | 0,13 | 28 |95

611HT-6 3/8 | 93|0.59 151 | 400 | 2,8 3 75 | 011 | 0,16 | 28 |95
611HT-8 | 1/2 |12,5/0.75|19,0 | 400 | 2,8 4 100 | 0.18 | 0,27 | 28 |95
611HT-10 | 5/8 |15,7|0.88 | 22,2 | 350 | 2,4 5 125 | 0.19 | 0,28 | 18 |61
611HT-12| 3/4 |18,8|1.00 | 25,4 | 300 | 2,1 6 150 | 0.254 | 0,36 | 18 |61

Application: Petroleum base hydraulic fluids and lubricating oils, diesel fuels and antifreeze solutions.
Inner Tube: PKR®.

Reinforcement: One fiber braid.

Cover: Synthetic rubber abrasion resistant, MSHA accepted.

Temperature Range: -55°F to +302°F (-48°C to +150°C).
Fittings: HY Series - pg. B-132.

e See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly
Instructions.

e Temperature Range of other media listed in
Section E.
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Transportation Hose: 271 Transportation Catalog 4400 US

TRANSPORTATION 271 Air Brake

271

Transportation — Air Brake Hose
SAE J1402 A - AIR BRAKE

-H‘E' M‘m [

# ® © O A &3
Part Working Minimum
Number Hose I.D. Hose O.D. Pressure Bend Radius Weight Parkrimp
inch mm | inch | mm psi MPa | inch mm | lbs/ft | kg/m | 25 Series
271-6 3/8 10 0.75 19 225 1,6 | 1-3/4 45 0.20 0,30 °
271-8 1/2 12,5 | 0.88 22 225 1,6 2 50 0.26 0,39 °

Application: Air brake systems.

Inner Tube: Synthetic rubber.

Reinforcement: One or more fiber braid.

Cover: Synthetic Rubber.

Temperature Range: -50°F to +212°F (-46°C to +100°C).
Fittings: 25 Series - pg. B-5.

® See page E-5 for charted effects temperature has on
maximum working pressures of 201, 206, 213, and
266 hose.

® See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly Instructions.

* Temperature Range of other media listed in Section E.
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Alternative/Marine Alternative/Marine Hose: SS23CG

ALTERNATIVE /
MARINE

Markets

) ) (L5

SS23CG

If you make or maintain LPG / CNG powered equipment, SS23CG

hose is your choice for gas permeation resistance and reliable performance.
SS23CG exceeds Canadian Gas Association specification CAN/ CGA-8.1-M86
Type Il which means it meets permeation requirements of 1,6 g/m?-day.

You can specify it with confidence — anywhere.

* Meets ECE R110/R67 specification
* Meets UL21, 588, 569 specifications

SS23CG

Transportation - Compressed Natural Gas
and Liquefied Petroleum Gas

Embossed layline per industry standard

CGA TYPE Ill, ECE110 CLASS 1 / UL STANDARD 21 LPG

# ® © O X =G
Part Working Minimum
Number Hose I.D. | Hose O.D. Pressure | Bend Radius Weight Parkrimp
inch | mm | inch | mm psi |MPa| inch | mm | lbs/ft | kg/m 26 Series
S§S23CG-6 | 5/16 | 8,0 | 0.68 | 17,2 | 350 | 3,0 4 100 | 0.16 | 0,24 °
S$S23CG-8 |13/32|10,0| 0.77 | 19,5 | 350 | 3,0 | 4-1/2 | 115 | 0.17 | 0,25 °
§S23CG-10 | 1/2 |12,5| 0.92 | 234 | 350 | 3,0 | 5-1/2 | 140 | 0.28 | 0,42 °
S§S23CG-12 | 5/8 |15,9| 1.05 | 26,8 | 350 | 3,0 | 6-1/2 | 165 | 0.30 | 0,45 °

FACTORY MADE HOSE ASSEMBLIES ONLY. Contact Hose Products Division for more information.
Application: Liquefied petroleum gas (LPG), Compressed natural gas (CNG).
Inner Tube: Nylon.
Reinforcement: One steel braid.
Cover: Synthetic rubber.
Temperature Range: -40°F to +250°F (-40°C to +121°C).
Fittings: 26 Series - pg. B-9. ) )
® See Section B for Field Attachable Assembly
Instructions.
e See Section C for Parkrimp Assembly
Instructions.

* Temperature Range of other media listed in
Section E.
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Alternative/Marine Hose: SS25UL

Alternative/Marine

Catalog 4400 US

ALTERNATIVE /

MARINE

Markets

IRLEN (12

® L ow-pressure service with liquefied petroleum gas
e UL Standard 21 certification

¢ Oil and LPG resistant synthetic fiber cover
e Compatible with 26 Series Parkrimp style fittings

SS25UL

SS25UL

Transportation - Liquefied Petroleum Gas

AGA-AS / NZS 1869D / UL STANDARD 21

#

Part
Number

SS25UL-4
S§S25UL-5
S§S25UL-6
SS25UL-8
SS25UL-10

SS25UL-12

O,

Hose I.D.
inch | mm
3/16 | 5
1/4 | 6,3
5/16 | 8
13/32| 10
1/2 12,5
5/8 | 16

©

Hose O.D.

inch
0.52
0.58
0.68
0.77
0.92
1.08

mm
13,2
14,8
17,2
19,5
23,4
27,4

)

Working
Pressure

psi
350

350
350
350
350
350

MPa
2,4
2,4
2,4
2,4
2,4
2,4

Minimum
Bend Radius
inch | mm
0.75 | 20
1 25
1-1/4| 30
1-3/4| 45
2-1/4| 55
2-3/4| 70

Weight

Ibs/ft
0.11

0.13
0.18
0.21
0.29
0.37

kg/m
0,16
0,19
0,27
0,31

0,43
0,55

Parkrimp
26 Series
°

Field
Attachable

20/22 Series

Application: Liquefied petroleum gas (LPG).
Inner Tube: Synthetic rubber.

Reinforcement: One fiber braid and one stainless steel wire braid.
Cover: Fiber braid.
Temperature Range: -40°F to +250°F (-40°C to +121°C).

Fittings: 26 Series - pg. B-9.
20 Series - pg. B-147.
22 Series - pg. B-165.
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e See Section B for Field Attachable Assembly
Instructions.
® See Section C for Parkrimp Assembly
Instructions.
¢ Temperature Range of other media listed in
Section E.
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Alternative/Marine

Alternative/Marine Hose: 221FR

ALTERNATIVE /
MARINE

Markets

e

221FR

A fire-resistant hose for gasoline or diesel fuel systems on recreational or

commercial marine vessels.

¢ |SO 7840 and USCG approved
¢ Marine fuel and engine hose

221FR

Transportation - Marine Fuel and Engine Hose

SAE J1527 TYPE A CLASS |, USCG SAE J1942 /

ISO 7840 / USCG H, HF / GERMAN LLOYD / LLOYDS RE

#

Part
Number

221FR-5
221FR-6
221FR-8
221FR-10
221FR-12
221FR-16)

O,

Hose I.D.

inch
1/4
5/16
13/32
1/2
5/8
7/8

mm
6,3
8
10
12,5
16
22

©

Hose
0.D.

inch
0.58
0.68
0.77
0.92
1.08
1.23

mm
15
17
20
23
27
31

(7

Working

Pressure

psi
500

500
500
500
500
500

MPa

3,5
3,5
3,5
3,5
3,5
3,5

A

Minimum
Bend Radius
inch | mm
1 25
1-1/4| 30
1-3/4| 45
2-1/4| 55
2-3/4| 70
3-1/2| 90

Weight

Ibs/ft
0.19

0.23
0.28
0.39
0.41
0.47

kg/m
0,28
0,34
0,42
0,58
0,61

0,70

UHg

Vacuum
Rating

inches
of Hg
24

24
24
20
20
20

kPa
81

81
81
68
68
68

Parkrimp

26 Series
°

H=

Field
Attachable

20/22 Series

ISO 7840 with 26 Series fittings ONLY.
Application: Gasoline, ethanol blends, diesel fuels, petroleum base hydraulic fluid, and lubricating oils.
Inner Tube: Synthetic rubber.
Reinforcement: One braid steel wire.
Cover: Synthetic rubber, blue, MSHA accepted.

Temperature Range: -4°F to +212°F (-20°C to +100°C).

Fittings: 26 Series - pg. B-9.
20 Series - pg. B-147.
22 Series - pg. B-165.
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e See Section B for Field Attachable Assembly
Instructions.
e See Section C for Parkrimp Assembly
Instructions.
* Temperature Range of other media listed in
Section E.



Refrigerant Hose: 285 Refrigerant Catalog 4400 US

REFRIGERANT 285

Markets Designed specifically for the rigorous requirements of bus and transit
@ applications, Parker’s refrigerant hose exceeds all requirements.

¢ 285 and 244HT combine to offer a wide range of sizes
e Air conditioning hose

¢ Excellent effusion rate

e |ong service life

¢ Resists moisture ingression

e Parkrimp compatible

285

Refrigerant

SAE J2064 TYPE C
# ® © O » Uty || B
Part Working| Minimum Vacuum Field
Number| Hose I.D. Hose O.D. Pressure| Bend Radius| Weight Rating |Parkrimp| Attachable
inches
inch  mm | inch [mm | psi [MPaj inch | mm |Ibs/ft kg/m| of Hg |kPa |26 Series | 21/23 Series
285-4 [3/16| 5 |0.49(11,7/500(3,4| 1 25 |0.09/0,14| 28 | 95 ° °

285-6 |5/16| 8 |0.62|15,7|500| 3,4 |[1-1/2| 40 |0.12/0,18| 28 | 95
285-8 [13/32/ 10 | 0.68 |18,8/500| 3,4 | 2 50 |0.17/0,25| 28 | 95
285-10 | 1/2 |12,5/0.83 |21,1/500| 3,4 [2-1/2| 65 |0.18/0,27| 28 | 95
285-12 | 5/8 | 16 | 0.96 |24,4/500| 3,4 | 3 75 (0.23/0,34| 28 | 95

Application: Refrigerant 134a.

Inner Tube: Synthetic rubber with nylon barrier.
Reinforcement: One fiber braid.

Cover: Synthetic rubber.

Temperature Range: -22°F to +257°F (-30°C to +125°C).

Fittings: 26 Series - pg. B-9.
21 Series - pg. B-157.
283 Series - pg. B-169.

e See Section B for Field Attachable Assembly
Instructions.

® See Section C for Parkrimp Assembly
Instructions.

* Temperature Range of other media listed in
Section E.
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Refrigerant

Refrigerant Hose: 244

REFRIGERANT

Markets

L)

244

Designed specifically for the rigorous requirements of bus and transit
applications, Parker’s refrigerant hose exceeds all requirements.

e 244HT and 285 combine to offer a wide range of sizes
¢ Air conditioning hose
¢ Excellent effusion rate
e | ong service life

¢ Resists moisture ingression
e Parkrimp compatible

244

Refrigerant
SAE J2064 TYPE B, CLASS |

# ®| 0O P UHg | €1}
Part Working Minimum Vacuum
Number | Hose I.D. | Hose O.D. | Pressure | Bend Radius| Weight Rating Parkrimp
inches
inch | mm | inch | mm | psi [MPa| inch | mm |lbs/ft|kg/m| of Hg | kPa | 26 Series
244-16 7/8 | 22 |1.23| 31 | 500 | 3,5 |7-1/2| 190 |0.51 | 0,76 28 95 °
244-20 |1-1/8| 29 |1.50| 38 | 500 | 3,5 9 230 | 0.56 | 0,83 28 95 °
244-24 |1-3/8| 35 |1.75| 44 | 350 | 2,4 10-1/2] 270 | 0.62 | 0,92 28 95 [

Application: Refrigerant 134a.
Inner Tube: Butyl rubber.

Reinforcement: One braid steel wire.
Cover: Fiber braid.
Temperature Range: -22°F to +257°F (-30°C to +125°C).
Fittings: 26 Series - pg. B-9.

A-67

¢ See Section B for Field Attachable Assembly
Instructions.

e See Section C for Parkrimp Assembly
Instructions.

e Temperature Range of other media listed in
Section E.
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Parkrimp (Crimp) Series
Field Attachable Series

m ENGINEERING YOUR SUCCESS.




Catalog 4400 US Fittings
Table of Contents

Parkrimp (crimp) Series of Fittings
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Catalog 4400 US

Fittings
How To Read

How to Read the Fittings Section

With more than 750 end configurations, Parker’s brass,
stainless steel and Chromium-6 free plated steel
fittings include O-ring face seal, flare, straight thread,
pipe and metric designs, in both crimp and field attach-
able styles. Along with Parker hose, all fittings have
been tested and approved, and meet stringent industry
standards worldwide. Fitting page content is defined by
the information shown below. Please take a

moment and review.

“A” Dimension
Overall Length

Hose Inner Diameter
Measured in 1/16 inch
increments identified by use
of a “dash”(-) numbering
system.i.e., 4/16” =1/4" = -4.

How to

Select Parkrimp Hose Fittings

Example: 1JC43-12-8C

Hex size
Use to determine
the wrench size

1JC43-12-8C - Fitting (1=Crimp, 2=Field
attachable, 3=Push-Lok,
Blank=Nipple with clamp)

1JC43-12-8C - End Connection

1JC43-12-8C - Fitting Series

1JC43-12-8C - Size of Fitting End Connection

1JC43-12-8C - Hose Size

1JC43-12-8C - Fitting Material
No Suffix = Steel

B = Brass
C = 316 Stainless Steel
BA = Brass Nipple with
Steel Nut and Socket
BS = Brass Nipple with Brass
nut and Socket
SM = Metric Index

“B” Dimension

(Cutoff Allowance) Dimen-
sion used to determine cut
length (C.L.) of hose when
making a hose assembly

Lists approved
hoses for fitting

Catalog 4400 US 26 Series Fittings series
Pipe /JIC Use with 201, 206, 213, 221FR, 225,
244, 266, 285, 293, SS23CG hoses.
Fitting
Information \ | /
Base part > 10126 | / _ Standard material for fittings is
number and Male NPTF Pipe - Ribid ) Straigﬁt steel. For additional material,
end connection \ | J - refer to column
description @ Y <:'> Additional | 1=~ o
# (P % Material “ B ‘ ‘ A
Part Thread |HoselD.| A H B Brass
Number inch inch inch |mm | inch | mm | inch | mm i
10126-2-4 1/8x27 3/16 1.65 | 42 | 7/16 | 0.78 | 0.78 20
10126-4-4 1/4x18 3/16 1.88 | 48 | 9/16 | 1.01 | 1.01 26 k
10126-4-5 1/4x18 1/4 1.88 | 48 | 9/16 | 1.01 | 1.01 26 H
10126-4-6 1/4x18 5/16 1.88 | 48 | 3/4 |1.02 | 1.02 26 .
10126-6-6 3/8x18 5/16 1.89 | 48 |11/16|1.03 | 1.03 | 26 .
10126-6-8 3/8x18 13/32 | 1.89 | 48 |11/16|1.03 | 1.03 | 26 » _g
ag
10126-8-8 1/2x14 13/32 | 214 | 54 | 7/8 | 1.28 | 1.28 33 . é ] Indicates
10126-8-10 1/2x14 12 225 |57 | 7/8 |1.30 | 1.30 33 . g Fittin Section
10126-12-12 3/4x14 5/8 231 | 59 |1-1/16| 1.37 | 1.37 35 . B g
10126-16-16 | 1x11-1/2 7/8 261 | 66 |1-3/8|1.57 | 1.57 | 40
10126-20-20 (1-1/4x11-1/2| 1-1/8 | 2.83 | 72 | 1-8/4 | 1.77 | 1.77 | 45
10126-24-24 (1-1/2x11-1/2| 1-3/8 3.01 | 76 2 1.93 | 1.93 49
10126-32-32| 2x11-1/2 | 1-13/16 | 3.44 | 87 |2-1/2|2.18 | 2.18 55
Continued on next page
B-3 Hose Products Division

Parker Hannifin Corporation
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Catalog 4400 US Fittings
How To Read

How to select hose fittings

To make ordering Parker products easier, we have outlined the nomenclature for hose
and fittings on this page. For information on ordering hose assemblies, see Section A.

How to Select Hose
Example: 451TC-8
4517C-8 - Hose type

451TC-8 - Indicates the special feature of the hose E 45 1 TC -.1 2

(in this case, ‘Tough Cover’)
4517C-8 - Hose inside diameter dash size (in this case, 8/16" or 1/2")

How to Select Parkrimp Hose Fittings

Example: 1JC43-12-8C
1JC43-12-8C - Fitting (1 = Crimp, 2 = Field Attachable, 3 = Push-Lok, Blank = Nipple with clamp or shell)
1JC43-12-8C - End connection (In this case, a female Seal-Lok — swivel — straight)
1JC43-12-8C - Fitting series
1JC43-12-8C - Size of fitting end connection (In this case, 12/16" or 3/4")
1JC43-12-8C - Hose size (In this case, 8/16" or 1/2") ‘

1JC43-12-8C - Fitting material: B } "
No Suffix = Steel ‘.
B = Brass ]

C = 316 Stainless Steel B
BA = Brass Nipple with Steel Nut and Socket

BS = Brass Nipple with Brass Nut and Socket

SM = Metric Hex

How to Select Two-Piece Field Attachable Fittings

When selecting a two-piece field attachable fitting, the fitting part number (found in Section B of this catalog)
needs to be broken down into two distinct numbers for the nipple and the socket.

Example: 20120-16-16B
Socket Part Number
Example: 20020-16B
20020-16B - Fitting (1 = Crimp, 2 = Field Attachable, 3 = Push-Lok, Blank = Nipple with clamp or shell)
20020-16B - End connection (“00” represents that it is a socket)
20020-16B - Fitting series
20020-16B - Hose size (In this case, 16/16" or 1")
20020-16B - Fitting material:
No Suffix = Steel [E—
B = Brass L8 !
C = 316 Stainless Steel #

BA = Brass Nipple with Steel Nut and Socket
BS = Brass Nipple with Brass Nut and Socket
SM = Metric Hex

Nipple Part Number

Example: 0120-16-16B
_0120-16-16B - Fitting (1 = Crimp, 2 = Field Attachable, 3 = Push-Lok, Blank = Nipple with clamp or shell)
0120-16-16B - End connection (In this case, a male NPTF Pipe - rigid — straight)
0120-16-16B - Fitting series
0120-16-16B - Size of fitting end connection (In this case, 16/16" or 1")
0120-16-16B - Hose size (In this case, 16/16" or 1")
0120-16-16B - Fitting material:
No Suffix = Steel
B = Brass

C = 316 Stainless Steel

BA = Brass Nipple with Steel Nut and Socket
BS = Brass Nipple with Brass Nut and Socket
SM = Metric Hex

B-4 Hose Products Division
Parker Hannifin Corporation
Wickliffe, Ohio
www.parkerhose.com




25 Series Fittings

Catalog 4400 US
Visual Index Use with 271 hose.

017M B-6 B-7

@ @ @‘ - Assembly
b Instructions

Swivel

Rigid Swivel Swivel

Hose Products Division

B-5 ¢ .
Parker Hannifin Corporation
Wickliffe, Ohio
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Pipe

25 Series Fittings
Use with 271 hose.

Male NPTF Pipe - Rigid
# [YWVWWA @ ()
Part Thread |Hose I.D. A H B
Number inch inch inch | mm | inch | inch mm
10125-6-6B-VS 3/8X18 3/8 1.72 | 44 |11/16|1.00 25
10125-6-8B-VS 3/8X18 1/2 1.72 | 44 (11/16]1.00 25
10125-8-6B-VS 1/2X14 3/8 2.05| 52 7/8 | 1.33 34
10125-8-8B-VS 1/2X14 1/2 2.05 | 52 7/8 |1.33 34
Female SAE 45° - Swivel
A
I # | v (@) { )
i Part Thread Hose I.D. A H B
Number inch inch inch | mm inch inch | mm
10825-6-6B 5/8X18 3/8 1.82 | 46 3/4 110 | 28
10825-8-6B 3/4X16 3/8 1.80 46 7/8 1.08 27
10825-8-8B 3/4X16 1/2 1.95 50 7/8 1.22 31
w
Female Air Brake Jounce Line - Swivel - Straight
A
# | v | (@) ()
B A H B
Part Thread Hose I.D.
Number inch inch inch | mm inch inch | mm
17B25-8-6B 3/4X20 3/8 1.59 40 7/8 0.87 22
17B25-8-8B 3/4X20 1/2 1.59 40 7/8 0.87 22
N =
w
017M
Air Brake Adapter
L
# e oy { )
Part Thread End1 | Thread End 2 L H
Number NPTF inch UNEFinch inch | mm inch
1 2 017M-6-8B 6 3/8X18 8 3/4X20 | 1.13 | 29 3/4
017M-8-8B 8 1/2X14 8 3/4X20 1.33 34 7/8

Hose Products Division
Parker Hannifin Corporation
Wickliffe, Ohio
www.parkerhose.com




Catalog 4400 US 25 Series Fittings
Assembly Instructions Use with 271 hose.

Assembly Instructions
1. On the 08 end configurations only, the use of a mandrel is required. This mandrel is

designed to set the proper gap between the nut and the shell. To match the correct fitting
with the proper mandrel part number refer to the table below.

A :

2. The assembly mandrels can be used with a common bench vise or on the TH2-7 push-on
stand. Refer to Bulletin 4480-T13-USA for push-on stand instructions.

3. When using a common bench vise, place the mandrel in the vise, put the fitting on the
mandrel (nut first) then push on the hose until it bottoms. Visually check the sight hole
on the side of the shell to assure that the hose is fully inserted.

4. Remove mandrel from fitting and check for proper gap between nut and shell.
(See table below).

5. Now crimp the fitting onto the hose. Refer to CrimpSource for correct crimp dies
and crimping dimensions.

6. Check for proper gap between nut and shell after crimp. (See table below)
A B

BEFORE CRIMP AFTER CRIMP

NOTE:B dimension is measured from the back of the fully-seated nut to the start of
the crimp length. The nut must be free to swivel after crimping of the shell.

A Length B Length Required
Fitting Part Assembly
Number mm inch mm inch Mandrel
10625-6-6B 3.80 0.150 8.00 0.315
TH2-7M25-6
10825-6-6B 5.80 0.230 11.80 0.465
10625-8-8B 3.80 0.150 8.00 0.315
TH2-7M25-8
10825-8-8B 5.80 0.230 11.80 0.465

NOTE: The “Required Assembly Tool” must be used to assemble all fittings listed above.

7. For all other 25 series fittings, use of mandrel is not necessary. Push fitting onto hose until
it bottoms. Visually check sight hole on the side of the shell to assure that the hose is fully
inserted.

B-7 Hose Products Division
Parker Hannifin Corporation
Wickliffe, Ohio

www.parkerhose.com
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Catalog 4400 US
Visual Index

26 Series Fittings

Use with 201,

206, 213, 221FR,

244, 266, 285, 293, SS23CG hoses.

10126 B-11 10326 B-11/10626 B-12|13726 B-12

Female - Swivel

Male - Rigid Male - Rigid Female - Swivel 45° Elbow - Short
13926 B-12]14126 B-13 10426 B-13 10826 B-13|17726 B-13
B
Female - Swivel male - Swivel Female - Swivel
90° Elbow - Short 90° Elbow - Long Male - Rigid Female - Swivel 45° Elbow

17926 16826 B-14 12826 B-14|16726 B-15

B-14

Female - Swivel
90° Elbow

Jic 377
SAE 45°
Dual Flare

=

Female - Swivel

Inverted

Flare

mﬁ,

Male - Swivel

Male - Swivel
45° Elbow

16926 B-15

Male - Swivel

Seal-Lok®

(O-Ring
Face Seal)

1JC26 B-15

L=

Female - Swivel

1J726 B-16

Female - Swivel

1J926 B-16

Fale - Swivel

90° Elbow Short 45° Elbow 90° Elbow - Short
15526 B-16 | 15R26 B-17 [15K26 B-17 15K26- B-17 [14526-PT B-18
Male - Swivel Male - Swivel Male - Swivel Male - Swivel Male - Swivel

Short Pilot 45° Elbow - Short Pilot | 90° Elbow - Short Pilot | 90° Elbow - Short Pilot Long Pilot 90° Elbow - Long Pilot
15G26 B-18| 15526 B-18|15H26 B-19 |15T26 B-19 |15926-PB B-19 |15926-PT B-19
w= =G i
Male - Rigid Female - Swivel Female - Swivel Female - Swivel Female - Swivel Female - Swivel
Internal - Long Pilot Short Pilot 45° Elbow - Short Pilot | 90° Elbow - Short Pilot Long Pilot Long Pilot
15N26-PB B-20| 15N26-PT B-20 | 15L26 B-20 15L26-PT fm 15P26-PT B-21

Female - Swivel
45° Elbow - Long Pilot

Female - Swivel
45° Elbow - Long Pilot

Female - Swivel
90° Elbow - Long Pilot

Female - Swivel
90° Elbow - Long Pilot

Female - Swivel
90° Elbow - Long Pilot

Male - Swivel
45° Elbow - Long Pilot

Air Brake

17B26 B-21

i

15V26 B-22

15W26 B-22

15726 B-22

Jounce Line Compressor
Female - Swivel Female - Swivel Female - Swivel
Female - Swivel 45° Elbow 90° Elbow 90° Elbow - Block Type
B-9 Hose Products Division
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26 Series Fittings

Catalog 4400 US
Visual Index Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

1T126 B-23 | 1T126 B-24
. Fitting
Refrigerant Assembly
Tube Instructions
Mender
Female - Swivel Female - Swivel Male
135° Elbow 180° Elbow (W/Nut & Ferrule)

Hose Products Division

B-10 cf ]
Parker Hannifin Corporation
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10126

Catalog 4400 US
Pipe / JIC

Male NPTF Pipe - Rigid

26 Series Fittings
Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

# (YWWWWWVY @ <:> Additional . B A.
Part Thread |Hose I.D. A H B Material
Number inch inch inch |mm | inch | mm | inch | mm | Brass (B)
10126-2-4 1/8x27 3/16 | 1.65 | 42 | 7/16 | 0.78 | 0.78 | 20 ]
10126-4-4 1/4x18 3/16 1.88 | 48 | 9/16 | 1.01 | 1.01 26
10126-4-5 1/4x18 1/4 1.88 | 48 | 9/16 | 1.01 | 1.01 | 26 H
10126-4-6 1/4x18 5/16 1.88 | 48 | 3/4 | 1.02| 1.02 | 26 °
10126-6-6 3/8x18 5/16 1.89 | 48 |11/16| 1.03 | 1.03 | 26 °
10126-6-8 3/8x18 13/32 | 1.89 | 48 |11/16| 1.03 | 1.03 | 26 °
10126-8-8 1/2x14 13/32 | 214 | 54 | 7/8 |1.28| 1.28 | 33 o
10126-8-10 1/2x14 1/2 225 |57 | 7/8 |1.30| 1.30 | 33 o
10126-12-12| 3/4x14 5/8 231 | 59 |1-1/16/ 1.37 | 1.37 | 35 o
10126-16-16| 1x11-1/2 7/8 2.61 | 66 | 1-3/8 | 1.57 | 1.57 40
10126-20-20 |1-1/4x11-1/2| 1-1/8 | 2.83 | 72 | 1-3/4 | 1.77 | 1.77 | 45
10126-24-24 |1-1/2x11-1/2| 1-3/8 | 3.01 | 76 2 [1.93| 193 | 49
10126-32-32| 2x11-1/2 | 1-13/16 | 3.44 | 87 | 2-1/2| 2.18 | 2.18 | 55
10326
Male JIC 37° - Rigid
A

# (AAAAAALLL <:> Additional B

Part Thread Hose I.D. A H B Material

Number inch inch inch | mm | inch | mm | inch | mm | Brass (B) ﬁ@'
10326-4-4 1/4 | 7/16x20 3/16 202 | 50 | 1/2 | 115|115 29 [
10326-6-6 3/8 | 9/16x18 | 516 | 212 | 54 | 3/4 | 1.26 | 1.26 | 32 ° mﬂ%\ﬁ
10326-8-8 1/2 | 3/4X16 | 13/32 | 1.94 | 49 |13/16| 1.08 | 1.08 | 27 ° H
10326-10-10 | 5/8 | 7/8X14 1/2 249 | 64 |15/16| 1.54 | 1.54 | 39 .
10326-16-16 1 |1-5/16x12 7/8 279 | 71 [1-3/8| 1.75 | 1.75 | 44

B-11 Hose Products Division

Parker Hannifin Corporation
Wickliffe, Ohio
www.parkerhose.com



Catalog 4400 US 26 Series Fittings
JIC Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

10626

Female JIC 37° - Swivel

A
B # AdAAMAALL @ <:> Additional
Part Thread Hose I.D. A w B Material
Number inch inch inch {|mm| inch | inch | mm | Brass (B)
] = 10626-6-6 3/8 | 9/16x18 5/16 1.81 | 45| 11/16 | 0.95 | 23 (]
10626-6-8 3/8 | 9/16x18 13/32 |1.67| 52 | 11/16 | 1.19 | 30 (]
W 10626-12-12 | 3/4 |[1-1/16x12 5/8 229 |58 | 1-1/4 | 1.35 | 34 °
10626-16-16 | 1 |1-5/16x12 7/8 253 |64 | 1-1/2 | 1.49 | 38 °
10626-20-20 | 1-1/4| 1-5/8x12 1-1/8 | 2.56 | 65 2 1.50 | 38 °
10626-24-24 | 1-1/2| 1-7/8x12 1-3/8 | 2.77 | 70 | 2-1/4 | 1.69 | 43
10626-32-32 2 2-1/2x12 | 1-13/16 | 3.30 | 84 | 2-7/8 | 2.04 | 52
Female JIC 37° - Swivel - 45° Elbow - Short Drop
A
DR # vy (@) ()
Part Thread Hose I.D. A E w B
_ Number inch inch inch |/mm | inch | mm | inch | inch | mm
E 13726-4-4 1/4 7/16x20 3/16 20151039 10 |9/16|1.14| 29

13726-6-6 3/8 | 9/16x18 5/16 272|169 |043| 11 |11/16)/1.86 | 47
13726-8-8 1/2 3/4x16 13/32 |2.82|72|055| 15 | 7/8 | 1.96 | 50
W 13726-10-10 | 5/8 7/8x14 1/2 296 |75 |0.63| 16 1 |201| 51
13726-12-12 | 3/4 | 1-1/16x12 5/8 3.44 |87 |0.83| 21 |1-1/4/2.50 | 63
13726-16-16 | 1 1-5/16x12 7/8 3.34|85|0.90 23 [1-1/2|2.30| 58
13726-20-20 | 1-1/4 | 1-5/8x12 1-1/8 3.74 |95 |1.18 | 30 2 |2.68| 68
13726-24-24 | 1-1/2 | 1-7/8x12 1-3/8 3.92 100 1.16 | 29 |2-1/4|2.84| 72

13926
Female JIC 37° - Swivel - 90° Elbow - Short Drop

A
s # ey | (@) ()
Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
. 13926-4-4 1/4 | 7/16x20 3/16 1.82| 46 [0.83| 21 |9/16|0.95| 24
E 13926-6-6 3/8 | 9/16x18 5/16 2.15| 55 |0.91| 23 |11/16/1.29 | 33
13926-8-8 1/2 3/4x16 13/32 |222| 56 [1.09| 28 | 7/8 |1.36| 35
W 13926-10-10| 5/8 7/8x14 1/2 223 | 57 [1.26| 32 1 128 | 33

13926-10-12| 5/8 7/8x14 5/8 252 | 64 |1.23| 31 1 11.58| 40
13926-12-12| 3/4 |1-1/16x12 5/8 228 | 58 |1.82| 46 |1-1/4/1.30 | 34
13926-16-16| 1 1-5/16x12 7/8 3.30| 84 |2.14| 54 |1-1/2|/2.26 | 57
13926-20-20| 1-1/4 | 1-5/8x12 1-1/8 |3.60| 91 | 257 | 65 2 |253]| 65
13926-24-24 | 1-1/2 | 1-7/8x12 1-3/8 |3.92| 100 |2.82 | 72 |2-1/4|/2.84| 72

B-12 Hose Products Division
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Catalog 4400 US 26 Series Fittings

JIC / SAE Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

14126
Female JIC 37° - Swivel - 90° Elbow - Long Drop

# | v (e) ()

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
14126-4-4 1/4 7/16x20 1/4 205| 52 |1.81| 46 |9/16|1.18| 30
14126-6-6 3/8 | 9/16x18 516 |2.02| 51 [2.13| 54 |11/16/1.16| 29
14126-8-8 1/2 | 3/4X16 13/32 |2.35| 60 [2.43| 62 | 7/8 |1.49| 38
14126-10-10 | 5/8 7/8x14 1/2 211 | 54 |2.76 | 70 1 1.16 | 29
14126-16-16 1-5/16x12| 7/8 3.17 | 81 |4.33| 110 |1-1/2|2.13| 54

—_

10426
Male SAE 45° - Rigid

# (WY @ ()

Part Thread Hose I.D. A H B
Number inch inch inch mm inch inch mm
10426-4-4 1/4 | 7/16x20 3/16 1.97 50 1/2 1.18 28 # —
10426-6-6 | 3/8 | 5/8x18 5/16 2.04 52 11/16 1.18 30
H

10826
Female SAE 45° - Swivel

A
# AALANAAAN @ O Additional B
Part Thread |Hose I.D. A w B Material
Number inch inch inch | mm | inch |inch [mm| Brass (B)
10826-6-6 3/8 | 5/8x18 5/16 1.84 | 47 3/4 1098 |25 (] %
10826-10-8 | 5/8 | 7/8x14 13/32 | 2.21 | 56 1 1.35| 34
10826-10-10| 5/8 | 7/8x14 1/2 213 | 54 1 1.18 | 30 W
10826-12-12| 3/4 |1-1/16x14| 5/8 219 | 56 | 1-1/4 |1.25 | 32 (]
17726

Female SAE 45° - Swivel - 45° Elbow

# (VWY @ ()

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
17726-4-4 1/4 | 7/16x20 3/16 |229| 58 [ 0.39| 10 |9/16|1.43| 36
17726-6-6 3/8 5/8x18 516 |2.72| 69 | 043 | 11 [11/16/1.86| 47
17726-8-8 1/2 3/4x16 13/32 |2.82| 72 |059| 14 | 7/8 |1.96| 50
17726-10-10| 5/8 7/8x14 1/2 296| 75 [0.63| 16 1 [201] 51
17726-12-12| 3/4 |1-1/16x14 5/8 343 | 87 |0.83| 21 |1-1/4|2.49| 63

Notch on nut signifies SAE 45° flare fitting.

B-13 Hose Products Division
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Catalog 4400 US 26 Series Fittings

SAE / Inverted SAE Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

17926
Female SAE 45° - Swivel - 90° Elbow

‘“TEL__j # ey | (@) . g? :

Part Thread Hose I.D. A
= — Number inch inch | inch | mm | inch | mm | inch | inch | mm
. 17926-4-4 1/4 | 7/16x20 | 3/16 |1.75| 44 |0.83| 21 | 9/16 |0.89| 23
E 17926-6-6 3/8 | 5/8x18 516 |2.15| 55 |091| 23 | 3/4 |1.29| 33
17926-8-8 1/2 | 3/4x16 13/32 |2.31|58.7|1.00 1254 | 7/8 |1.45| 37
w 17926-10-10 | 5/8 | 7/8x14 1/2 223| 57 |1.26| 32 1 128 | 33

i

17926-12-12 | 3/4 |1-1/16x14| 5/8 228 | 58 |1.82| 46 |1-1/4|1.34| 34

Notch on nut signifies 45° flare fitting.

16826
Female JIC 37° / SAE 45° - Dual Flare - Swivel

A
B # (VWYY @ <:> Additional
Part Thread |Hose I.D. A w B Material
Lw

Number inch inch inch | mm | inch | inch | mm Brass (B)
16826-4-4 1/4|7/16x20| 3/16 |1.67| 42 | 9/16 | 0.80 | 20 .
16826-4-5 1/4 |7/16x20| 1/4 155| 48 | 9/16 | 1.03 | 26
16826-4-6 1/4 |7/16x20| 5/16 |1.55| 39 | 9/16 | 0.07 | 17
16826-5-5  |5/16| 1/2x20 1/4 1.77| 45 | 5/8 | 090 | 23
16826-8-6 1/2 | 3/4x16| 5/16 |1.76| 56 | 7/8 | 1.34 | 34
16826-8-8 1/2 | 3/4x16| 13/32 |1.91| 49 | 7/8 | 1.05 | 27
16826-8-10 | 1/2 | 3/4x16 1/2 236| 60 | 7/8 |1.41| 36 .
16826-10-10 | 5/8 | 7/8x14 1/2 2.17| 55 1 123 | 31
16826-10-12 | 5/8 | 7/8x14 5/8 1.96| 61 1 153 | 37

12826
Male Inverted SAE 45° - Swivel

B R—— # o, | (@) ()

Part Thread Hose I.D. A w B
—— Number inch inch inch mm inch inch mm
12826-4-4 1/4 7/16x24 3/16 2.43 62 7116 1.56 40
\W 12826-5-5 5/16 1/2x20 1/4 2.56 65 1/2 1.69 43

12826-6-6 3/8 5/8x18 5/16 2.87 73 5/8 2.01 51
12826-8-8 1/2 3/4x18 13/32 3.00 76 3/4 2.14 54
12826-10-10 | 5/8 7/8x18 1/2 3.17 81 7/8 2.22 56

See Accessories Section for O-Rings and Flange Kits.
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Catalog 4400 US 26 Series Fittings

Inverted SAE / Seal-Lok® Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

16726
Male Inverted SAE 45° - Swivel - 45° Elbow

A |
# | oy | (@) () 5 ,
Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
16726-4-4 1/4 |7/16x24| 3/16 |2.20| 56 |0.63| 16 |7/16 |1.33| 34 / - -
16726-5-5 5/16 | 1/2x20 1/4 230 | 58 |0.70| 18 | 1/2 [1.43| 36 E
16726-6-6 3/8 |5/8x18| 5/16 |255| 65 [0.87| 22 | 5/8 |1.69| 43 E—
16726-8-8 1/2 | 3/4x18 | 13/32 |2.60| 66 |1.09| 28 | 3/4 |1.74| 44 w

16926
Male Inverted SAE 45° - Swivel - 90° Elbow

# [N @ ()

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
16926-4-4 1/4 | 7/16x24 | 3/16 |2.27| 58 |1.56| 40 |7/16|1.40| 36
16926-6-6 3/8 5/8x18 5/16 [1.89| 48 |1.48| 38 | 5/8 |1.03| 26
16926-8-8 1/2 3/4x18 13/32 |225| 57 |1.88| 48 | 3/4 |{1.39| 35
16926-10-10 | 5/8 7/8x18 1/2 270| 69 |2.17| 55 | 7/8 |1.75| 44

1JC26

Female Seal-Lok® - Swivel - Short

A
# (WY @ C K ) __clB
Part Thread Hose I.D. A Cc H w B -
Number inch inch inch| mm |inch|mm | inch |inch |inch| mm
1JC26-4-4 1/4 | 9/16x18 3/16 |1.66| 42 |0.31| 8 | 9/16 [11/16/0.79| 20 =

1JC26-6-6 3/8 | 11/16x16 5/16 |1.70| 43 |0.34| 9 |11/16 [13/16/0.84| 21
1JC26-8-8 1/2 | 13/16x16 | 13/32 |1.76| 45 |0.43| 11 | 13/16 |15/16/0.90| 23
1JC26-10-10| 5/8 1x14 12 |2.16| 55 |0.53| 13 | 15/16 |1-1/8|1.21| 31 W H
1JC26-12-12| 3/4 | 1-3/16x12 5/8 |2.13| 54 |0.55| 14 | 1-1/8 [1-3/8|1.19| 30
1JC26-16-16] 1 | 1-7/16x12 7/8 |2.39| 61 |0.56| 14 | 1-3/8 |1-5/8/1.35| 34
1JC26-20-20({1-1/4|1-11/16x12| 1-1/8 |2.45| 62 |0.59| 15 | 1-7/8 |1-7/8]|1.39| 35

When measuring overall length to the end of the nut, B + C must be used to calculate cut-off allowance.
See Accessories Section for O-Rings.
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Catalog 4400 US 26 Series Fittings

Seal Lok® / Tube-O Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

1J726
Female Seal-Lok® - Swivel - 45° Elbow

+| # (VWY @ ()

Part Thread Hose I.D. A E w B
_ Number inch inch inch | mm | inch | mm | inch |inch | mm
E 1J726-4-4 1/4 9/16x18 3/16 |[1.99| 51 |0.39| 10 |11/16|1.12| 28

1J726-6-6 3/8 | 11/16x16 5116 |2.43| 62 |0.43| 11 |13/16|1.57| 40
1J726-8-8 1/2 | 13/16x16 13/32 |2.77| 70 |0.59| 15 [15/16|1.91| 49
\MW 1J726-10-10 | 5/8 1x14 1/2 3.26| 83 |0.63| 16 |[1-1/8|2.31| 59
1J726-12-12 | 3/4 | 1-3/16x12 5/8 3.13| 80 |0.83| 21 |1-3/8|2.19| 56
1J726-16-16 | 1 1-7/16x12 7/8 3.61| 92 |0.94| 24 |1-5/8|2.57| 65
1J726-20-20 |1-1/4| 1-11/16x12 | 1-1/8 |3.93| 100 | 1.00| 25 | 1-7/8 |2.87 | 73

1J926
Female Seal-Lok® - Swivel - 90° Elbow - Short Drop

ﬁ i Thvead @ A E <v:v> B

Part Thread Hose I.D.
= Number inch inch inch | mm | inch | mm | inch | inch | mm
. 1J926-4-4 1/4 9/16x18 3/16 [1.80| 46 |[0.83| 21 [11/16|/0.93| 24

1J926-6-6 3/8 | 11/16x16 516 |1.86| 47 [0.91| 23 |13/16|1.00| 25
1J926-8-8 1/2 | 13/16X16 | 13/32 |2.14| 54 |1.14| 29 |15/16|1.28 | 33
1J926-10-10 | 5/8 1x14 1/2 253| 64 |1.26| 32 |1-1/8|1.58 | 40
1J926-12-12 | 3/4 | 1-3/16x12 5/8 251 | 64 |1.89| 48 |1-3/8|1.57 | 40
1J926-16-16 | 1 1-7/16X12 7/8 356 | 90 |2.21| 56 |1-5/8 |2.52 | 64
1J926-20-20 |1-1/4|1-11/16X12| 1-1/8 | 4.05| 103 |2.51 | 64 |1-7/8|2.99 | 76

=

1S526
Male Tube-O - Swivel - Short Pilot

# (WY @ ()

Part Thread Hose I.D. A D w B

Number inch inch inch | mm | inch | mm | inch | inch | mm
1S526-6-6 3/8 | 5/8x18 5/16 |254| 65 |0.18| 4,7 | 5/8 |1.68| 43
1S526-7-6 |11/16|11/16x16| 5/16 |2.57| 65 [0.18| 4,7 | 5/8 |1.71 | 43
1S526-8-8 1/2 | 3/4x18 13/32 |2.68| 68 |0.18| 4,7 | 3/4 |1.82| 46
1S526-10-10| 5/8 | 7/8x18 1/2 346 | 88 |(0.18| 4,7 | 7/8 |2.51| 64
1S526-10-12| 5/8 | 7/8x18 5/8 363| 92 (0.18| 4,7 | 7/8 |2.69| 68
1S526-12-12| 3/4 |1-1/16x16| 5/8 4.00| 102 | 0.18 | 4,7 |1-1/16|3.06 | 78

When measuring overall length to the end of the nut, B+D must be used to calculate cut-off allowance.

See Accessories Section for O-Rings.
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Catalog 4400 US
Tube-O

26 Series Fittings

Use with 201, 206, 213, 221FR,

244, 266, 285, 293, SS23CG hoses.

Male Tube-O - Swivel - 45° Elbow - Short Pilot
A |
# (Y ) .8 |
Part Thread Hose I.D. A D E w B
Number inch inch inch | mm | inch | mm | inch | mm | inch | inch | mm 7 - -
15R26-6-6 3/8 | 5/8x18 5/16 252 | 64 |0.18| 4,7 |0.85| 22 | 5/8 |1.66| 42 E D\/
15R26-8-8 1/2 | 3/4x18 13/32 |253| 64 [0.18| 4,7 |1.05| 27 | 3/4 |1.67 | 42 /\i
15R26-10-10 | 5/8 | 7/8x18 1/2 299 | 76 (0.18 | 4,7 |1.25| 32 7/8 | 2.04| 52 W
15R26-10-12 | 5/8 | 7/8x18 5/8 3.16| 80 |0.18| 4,7 |1.25| 32 | 7/8 |2.22 | 56
Male Tube-O - Swivel - 90° Elbow - Short Pilot
# e ()
Part Thread Hose I.D. A D E w B
Number inch inch inch | mm | inch | mm | inch | mm | inch | inch | mm
15K26-6-6 3/8 | 5/8X18 516 |2.06| 52 |0.18| 4,7 |1.76| 45 | 5/8 |1.19| 30
15K26-7-6 7/16 | 11/16x16 | 5/16 |2.21| 56 |0.18 | 4,7 |1.76 | 44 |11/16/1.35| 34
15K26-8-8 1/2 3/4x18 13/32 |2.06| 52 |0.18| 4,7 |1.74| 44 | 3/4 |1.20| 30
15K26-10-10 | 5/8 7/8x18 1/2 2.34| 59 |0.18| 4,7 |220| 56 | 7/8 |1.39 | 35
15K26-10-12 | 5/8 7/8x18 5/8 251| 64 [0.18| 4,7 |2.20| 56 | 7/8 |1.57 | 40
Male Tube-O - Swivel - 90° Elbow - Short Pilot
with High Pressure Charge Port for R134a
# | e ()
Part Thread |Hose I.D. A D E G w B
Number inch inch inch| mm |inch | mm |inch | mm |inch | mm |inch | inch | mm
15K26-8-8-PB| 1/2 \3/4x18 13/32 |2.70| 69 |0.18| 4,6 |1.74| 44 |0.60| 15 | 3/4 |1.88| 48 | .
E w
D
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Catalog 4400 US 26 Series Fittings
Tube-O Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

Male Tube-O - Swivel - Long Pilot With
A With Low Pressure Charge Port for R134a
# v (@) )
DI Part Thread |Hose I.D. A D G w B
*I Number inch inch inch | mm | inch {mm | inch | mm | inch | inch | mm
H N 1 14526-10-12-PT 5/8‘7/8X18 5/8 3.45|88 (0.38/9,8/0.44| 11 | 7/8 |2.51| 64
W
Male Tube-O - Swivel - 90° Elbow - Long Pilot
With Low Pressure Charge Port for R134a
A
B # [NV @ ()
G Part Thread |Hose I.D. A D E G w B
|<—> Number inch inch  |inch|mm |inch|mm |inch| mm |inch| mm |inch|inch| mm
15M26-10-12-PT 5/8‘7/8X18 5/8 3.25| 83 |0.38] 9,8 |2.25| 57 |0.60| 15 | 7/8 |2.31| 59
e
E w
T Male Tube-O - Rigid - Internal Long Pilot (3-Step)
D
A
—="—1 ) ®
Part Thread Hose I.D. A H B
] Number inch inch inch mm inch inch mm
15G26-6-6 3/8 | 5/8x18 3/8 1.78 45 0.625 0.92 23
15G26-8-8 1/2 | 3/4x16 13/32 1.95 50 3/4 1.09 28
H 15G26-10-10| 5/8 | 7/8x14 1/2 4.05 103 7/8 3.10 79
15G26-10-12 | 5/8 | 7/8x14 5/8 2.19 56 0.875 1.25 32
Female Tube-O - Swivel - Short Pilot
A
D B # (YWY @ <:>
Part Thread Hose I.D. A D w B
Number inch inch inch | mm | inch mm | inch | inch | mm

15526-6-6 3/8 | 5/8x18 5/16 254 | 65 | 0.18 | 47 3/4 | 1.68 | 43
15526-8-8 1/2 | 3/4x16 13/32 | 268 | 68 | 0.18 | 4,7 7/8 | 1.82 | 46
w 15S26-10-10 | 5/8 | 7/8x14 1/2 284 | 72 | 0.18 | 4,7 |1-1/16| 1.89 | 48
15S26-10-12 | 5/8 | 7/8x14 5/8 363 | 92 | 0.18 | 4,7 |1-1/16| 2.69 | 68
15826-12-12 | 3/4 |1-1/16x14 5/8 4.00 | 102 | 0.18 | 4,7 | 1-1/4| 3.06 | 78
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Catalog 4400 US 26 Series Fittings
Use with 201, 206, 213, 221FR,

Tube-O
244, 266, 285, 293, SS23CG hoses.

15H26
Female Tube-O - Swivel 45° Elbow - Short Pilot

# | | (@) ()
Part Thread |Hose I.D. A D E w B
Number inch inch inch [/mm|inch |mm|inch | mm | inch |inch| mm
15H26-6-6 |3/8 |5/8x18| 5/16 |2.35|60 |0.18|4,70.54| 14 | 3/4 |1.49| 38
15H26-8-8 |1/2 |3/4x16| 13/32 |2.48| 63 |0.18|4,7/0.60| 15 | 7/8 |1.62| 41
15H26-10-10| 5/8 | 7/8x14 1/2 3.23| 82 |0.18/4,70.67| 17 |1 1/16/2.28| 58
15H26-10-12 5/8 | 7/8x14 3/4 3.43| 87 |0.18|4,7|0.67| 17 |1-1/16/2.46| 62

15T26
Female Tube-O - Swivel - 90° Elbow - Short Pilot
# (W @ ()
Part Thread Hosel.D, A D E w B
Number inch inch |inch |mm|inch|mm|inch [mm| inch |inch| mm

15T26-6-6 3/8 | 5/8x18 5/16 |1.89| 48 |0.18|4,7|1.15/29| 3/4 |1.03| 26
15T26-8-8 1/2 | 3/4x16 13/32 |2.34| 59 |10.18|4,7(1.46|37| 7/8 |1.48| 38
15T26-10-10 | 5/8 | 7/8x14 1/2 |2.08| 53 |0.18|4,7|1.75|44 [1-1/16/1.08| 27
15T26-10-12 | 5/8 | 7/8x14 5/8 |2.20| 56 |0.18|4,7|1.53|39 (1-1/16/1.26| 32
15T26-12-12 | 3/4 |[1-1/16x14| 5/8 |2.63| 67 |0.18]4,7 |1.75]/44 | 1-1/4]|1.69| 43

15926-PB
Female Tube-O - Swivel - Long Pilot
With High Pressure Charge Port for R134a

A
B
# [ o] @ o, i
Part Thread |Hosel.D., A D G w B g -
Number inch inch |inch|mm|inch | mm |inch|mm| inch |inch| mm _Dl
15926-6-6-PB| 3/8 |5/8x18| 5/16 |3.25| 83 |0.28| 7,1 |0.75| 19 | 3/4 |2.39| 61 1~
15926-8-8-PB| 1/2 |3/4x16| 13/32 |2.74| 70 |0.38| 9,8 |0.50| 13 | 7/8 |1.88| 48 i —I—
_}_H}___ » N
e
15926-PT !
Female Tube-O - Swivel - Long Pilot
With Low Pressure Charge Port for R134a
A
# (WY @ () B
Part Thread [Hosel.D, A D G w B G
Number inch inch |inch mm|inch |mm|inch |mm| inch |inch| mm Dl
15926-10-12-PT| 5/8 \7/8x14 5/8 |3.47|88|0.38/9,8/0.60| 15 |1-1/16|2.53| 64 |

e |

TT7
i
|
|
T

:

/
=3
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26 Series Fittings

Catalog 4400 US
Tube-O Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

15N26-PB
Female Tube-O - Swivel - 45° Elbow - Long Pilot

With High Pressure Charge Port for R134a

A
B | # (YW @ ()
G Part Thread | Hose I.D. A D E G w B
— 7= Number inch inch inch|mm|inch |/mm|inch |[mm|inch |mm| inch |inch| mm
15N26-8-8-PB 1/2\3/4x16 13/32 |3.67/93/0.38/9,8|0.90| 23 |0.60| 15| 7/8 [2.81] 72
L .
| D\
/
w 15N26-PT
Female Tube-O - Swivel - 45° Elbow - Long Pilot
With Low Pressure Charge Port for R134a
A
B | # (YW @ ()
NACTI Part Thread HoselD| A D E G w B
Number inch inch |inch|mm|inch|mmjinch|mm|inch mm| inch |inch|mm
15N26-10-12-PT| 5/8 \7/8x14 5/8 13.92/100/0.38/9,8(1.21| 31 |0.60| 15| 1-1/16 |2.98| 76
E| D\
\
W 15L26
Female Tube-O - Swivel - 90° Elbow - Long Pilot
A |
B | # (AW @ @
Part Thread |Hose I.D. A D E w B
Number inch inch inch ‘mm inch ‘ mm | inch ‘ mm | inch | inch | mm
4 _ 15L26-8-8 | 1/2 \3/4x14 13/32 |2.14| 54 |0.38| 9,8 |146| 37 | 7/8 |1.28| 33
4 (I
I
YA
w
==
szl
[

15L26-PB
Female Tube-O - Swivel - 90° Elbow - Long Pilot

With High Pressure Charge Port for R134a

A
B # (YW @ )
EC Part Thread |HoselD. A D E G w B
Number inch inch inch |mm|inch |mm|inch |[mm|inch |mm| inch |inch|mm
@ 15L26-6-6-PB | 3/8 |5/8x18| 5/16 |2.50| 64 |0.28|7,1(1.22|31|0.50| 13| 3/4 |1.64| 42
15L26-8-8-PB | 1/2 |3/4x16| 13/32 |2.80| 71 |0.38/9,8(1.46| 37 |0.60| 15| 7/8 (1.94| 49
= B T 15L.26-10-12-PB| 5/8 | 7/8x14 5/8 2.80|71/0.38/9,8/1.46| 37 |0.60| 15|1-1/16/1.94| 49
(I
I
[
W
[CEF
s==/ul
[

=
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Catalog 4400 US 26 Series Fittings
Use with 201, 206, 213, 221FR,

Tube-O / Jounce Line
244, 266, 285, 293, SS23CG hoses.

15L26-PT
Female Tube-O - Swivel - 90° Elbow - Long Pilot
With Low Pressure Charge Port for R134a

A
# (YWY (:) () B
Part Thread |Hosel.D. A D E G w B 6

Number inch inch  |inch|mm|inch |mm|inchjmm|inch|mm| inch |inchjmm
15L26-10-10-PT|5/8| 7/8X14 1/2  |2.95| 75 |0.38|9,8|2.25| 57 |0.60| 15 [1-1/16/2.00| 51
15L26-10-12-PT|5/8| 7/8x14 5/8 |3.25| 83 |0.38(9,8|2.25| 57 |0.60| 15 |1-1/16/2.31| 59
15L26-12-12-PT|3/4/1-1/16x14| 5/8 |3.58] 91 |0.38/|9,8|2.66| 68 |0.60| 15 | 1-1/4 |2.64| 67 | -—

D

T

-

=D
_3

=

15P26-PT of
Male Tube-O - Swivel - 45° Elbow - Long Pilot
With Low Pressure Charge Port for R134a

A
# || @ O R
Part Thread |Hose I.D. A D E G w B 4G
Number inch inch  |[inch|{mm|inch |mm|inch|mm|inch|mm| inch |inch mm
15P26-10-12-PT 5/8\7/8x18 5/8 |3.81| 97 |0.38/9,8(1.21| 31 |0.60| 15| 7/8 |2.87| 73

17B26

Female Air Brake Jounce Line - Swivel

# ey (@) () ﬁ

Part Thread Hose A w B
Number inch inch inch mm inch inch mm
17B26-8-6BA 1/2 3/4x20 5/16 1.75 44 11/16 | 0.89 23 ]
17B26-8-8BA 1/2 3/4x20 13/32 1.75 44 11/16 | 0.89 23 \—
W
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Catalog 4400 US 26 Series Fittings
Use with 201, 206, 213, 221FR,

Compressor
244, 266, 285, 293, SS23CG hoses.

15V26

Female Compressor - Swivel - 45° Elbow

# e (@) ( )
Part Thread | Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
15V26-12-8 1x14 13/32 272 | 69 | 075 | 19 |1-1/8| 1.86 | 47
15V26-12-12 1x14 5/8 339 | 8 |076| 19 |1-1/8] 245 | 62
15W26

Female Compressor - Swivel - 90° Elbow

# o (@) < )
Part Thread | Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
15W26-12-8 1x14 13/32 224 | 57 | 125 | 32 |[1.125] 138 | 35
15W26-12-12| 1x14 5/8 3.04 | 77 | 163 | 41 |1125]| 2.10 | 53
15226

Female Compressor - Swivel - 90° Elbow - Block Type

# ey (@) ()
Part Thread | Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
15Z26-12-8 1X14 | 0.40625 | 1.79 | 45 | 080 | 20 |1.125| 093 | 24
15Z26-12-12| 1X14 0.625 187 | 47 | 080 | 20 |1.125| 0.93 | 24

1RV26

Female Compressor - Swivel - 135° Elbow

Part H(geDLD. A E w B
Number inch inch mm inch mm inch inch mm
1RV26-12-8 13/32 3.24 82 3.21 82 1-1/8 | 2.38 60
1RV26-12-12 5/8 2.32 59 3.21 82 1-1/8 | 1.38 35
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Catalog 4400 US 26 Series Fittings

Compressor / Tube Mender Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

1RZ26
Female Compressor - Swivel - 180° Elbow - Block Type RZ

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
1RZ26-12-12 1x14 5/8 2.98 ‘ 76 | 3.13 ‘ 80 | 1-1/8|2.04 ‘ 52
1T126
Male Refrigerant Tube Mender
(with Nut and Ferrule)
Part Thread Hose I.D. A H B
Number inch inch inch mm inch inch mm
1T126-6-6 3/8 5/8x18 5/16 1.96 50 11/16 | 1.10 28
1T126-8-8 1/2 3/4x16 13/32 2.07 53 13/16 | 1.21 31
1T126-10-10 5/8 7/8x14 1/2 2.28 58 15/16 | 1.33 34
1T126-10-12 5/8 7/8x14 5/8 2.27 58 15/16 | 1.33 34
1T126-12-12 3/4 |1-1/16x14 5/8 2.33 59 1-1/8 | 1.39 35

1T126 Assembly instructions on page B-24
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Catalog 4400 US 26 Series Fittings

Installation Instructions Use with 201, 206, 213, 221FR,
244, 266, 285, 293, SS23CG hoses.

1T126

Fitting Installation Instructions

1. Cut the tube off squarely next to the hose fitting. At least 7/8”
straight length is required and the outside diameter of the tube
should be smooth and free from deep lengthwise scratches.

2. To prevent cutting the inside of the O-Ring, smoothly chamfer
the outside diameter of the cut end 15° to 30°. Deburr the
inside diameter.

3. Remove the nut, compression sleeve, and O-Ring from the
fitting and lubricate the O-Ring with a lubricant that is
compatible with the refrigerant used in the system.

4. Place the lubricated O-Ring in the counterbore of the fitting.

5. Slip the compression sleeve, small end, into the nut and
assemble the nut on the fitting fingertight. Make sure the
compression sleeve is not cocked in the nut. Back the nut off
1/6 to 1/3 turn (one to two hex flats).

6. Insert the chamfered tube end through the nut into the fitting.
If high resistance is felt when the end of the tube contacts the
O-Ring, remove the tube. The end of the tube may require a
large chamfer and/or the O-Ring may require more lubrication
on the inside diameter. Repeat the previous steps.

7. (a) Make sure the tube is bottomed in the fitting
(b) Tighten the nut finger tight
(c) Mark the fitting and nut hex indicating the starting point
(see illustration) and
(d) Wrench tighten the nut 1 to 1-1/6 turns (6 to 7 hex flats).

8. Later, if it is ever necessary to loosen the connection,
re-assemble the nut 1/6 turn (one hex flat) after finger tight.

IF YOU HAVE QUESTIONS CONCERNING THE PRODUCTS
OR APPLICATION OF THE PRODUCTS CONTAINED IN THIS
CATALOG, PLEASE CALL:

PARKER HOSE PRODUCTS DIVISION
TECHNICAL SERVICES DEPARTMENT
PHONE: 440/ 943-5700
FAX: 440/ 943-3129
http://www.parkerhose.com
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Catalog 4400 US 43 Series Fittings

Visual Index Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

10143 B-27 11343 B-27|11L43 B-28 | 10243 B-28| 15243 B-28
P
ik — P | Mg P = -
Male - Swivel
Male - Rigid Male - Swivel 90° Elbow Female - Rigid Female - Swivel
10743 B-29 10543 B-29|10G43 B-29|10L43 B-30

Straight
O-Ring

Male - Swivel

Male - Rigid Male - Swivel 90° Elbow
10343 B-30|1LB43 B-31|10643 B-31|13743 B-32| 1L743 B-32| 13943 B-33
e I
- H @ %
Female - Swivel Female - Swivel Female - Swivel
Male - Rigid Male - Bulkhead Female - Swivel 45° Elbow - Short | 45° Elbow - Medium | 90° Elbow - Short
14V43 B-34 10443 B-34 | 10843 B-34

1L943 B-33
P

=y

Female - Swivel Female - Swivel Female - Swivel

90° Elbow - Medium | 90° Elbow - Long 150° Elbow Male - Rigid Female - Swivel
17743 B-35| 17943 B35 11143 B-35 11243 B-36|1GJ43 B-36
S TET— —EF
Female - Swivel Female - Swivel ' .
45° Elbow 90° Elbow Male - Rigid Female - Swivel Female - Rigid
12843 B-36 | 16743 B-37 (16943 B-37 11543 B-37
e yc = T
Inverted I TR Code 61 I 7 i
Flare Flange d
Male - Swivel Male - Swivel
Male - Swivel 45° Elbow 90° Elbow Flange Head
11643 B-38| 12643 B-38 | 11743 B-38 12743 B-39 | 11843 B-39 | 11943 B-39
22-1/2° Elbow 30° Elbow 45° Elbow 60° Elbow 67-1/2° Elbow 90° Elbow
16A43 B-40 | 16F43 B-40 | 16N43 B-40 1J043 B-41
e I
Seal-Lok® = i
Face Seal)
Male - Rigid
Flange Head 45° Elbow 90° Elbow w/O-Ring
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Catalog 4400 US

Visual Index

43 Series Fittings
Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1JB43 B-41
A

T i

Male - Bulkhead

1JC43 B-42

T A
b

Female - Swivel

1JS43 B-43
e
=

Female - Swivel

Female - Swivel

Female - Swivel

1J943

Female - Swivel

Male Standpipe

w/O-Ring Short Long 22-1/2° Elbow 45° Elbow 90° Elbow - Short
1J543 B-45 1EN43 B-48 | 1ET43 B-48 | 1EU43 B-48
A
=D
Female - Swivel
90° Elbow - Medium 90° Elbow - Long Male Male 90° Elbow Male 45° Elbow
1D043 B-49| 11D43 B-49| 1C343 B-50|1C443 B-50 | 1C543 B-50
- Saannan
e =
T i

Female - Swivel

Female - Swivel

Female - Swivel

Male - Rigid Rigid Female - Swivel 45° Elbow 90° Elbow
1CA43 B-51|1CE43 B-51 | 1CF43 B-51 1D243 B-52 | 13D43 B-52
P 1 DIN “S” A
e . — i N
"l: 0 Series & i - ,
- DIN “S” \\\mﬁ :
= w/O-Ring
Female - Swivel Female - Swivel Male Standpipe
Female - Swivel 45° Elbow 90° Elbow Male - Rigid Rigid
1C643 B-52|1C943 B-53 | 10C43 B-53|11C43 B-54 1C043 B-53
WE/ - DIN 60°
-l: H Cone

0

=

Female - Swivel

Female - Swivel
Female - Swivel Female - Swivel 45° Elbow 90° Elbow Female - Swivel
1D943 B-54 | 19243 B-54 | 1B143 B-55|1B243 B-55 | 1B443 B-55
AT
SElC TR

emale - Swivel

Female - Swivel

S

Female - Swivel
Flat Seat

Flare

Metric Banjo

Male - Rigid Female - Swivel 45° Elbow 90° Elbow 90° Elbow - Block Type
1B543 B-56 14943 B-56 1MU43 B-57 | 1XU43 B-57
[ | : o
I il ST Metric 30

Female - Swivel

Female - Swivel

1FU43 B-57

Female - Swivel

1UT43 B-58

STTeTeTeTe

r‘/_
Tre—;

Male - Rigid

1GU43 B-58

[ e

Female - Swivel

1F443 B-58

[—_

|

Female - Swivel
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Catalog 4400 US 43 Series Fittings

P/pe Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

10143
Male NPTF Pipe - Rigid

# <:> Additional B A

(YWWWWWWW @ Material ~—
Part Thread Hose I.D. A H B Stainless
Number inch inch inch | mm | inch | inch | mm | Steel (C) i

10143-2-4 1/8x27 1/4 1.80 46 9/16 | 1.05 | 27

10143-4-4 1/4x18 1/4 2.01 51 9/16 | 1.26 | 32 (] \—

10143-4-5 1/4x18 5/16 1.94 49 11/16 | 1.19 | 30 H

10143-4-6 1/4x18 3/8 2.28 58 3/4 125 | 32

10143-6-4 3/8x18 1/4 1.86 47 | 1116 | 1.11 | 28

10143-6-5 3/8x18 5/16 1.94 49 | 11/16| 1.19 | 30

10143-6-6 3/8x18 3/8 2.37 60 3/4 1.34 | 34 .

10143-6-8 3/8x18 1/2 2.59 66 7/8 133 | 34

10143-6-10 3/8x18 5/8 2.61 66 | 15/16 | 1.17 | 30

10143-8-4 1/2x14 1/4 2.13 54 7/8 1.38 | 35

10143-8-6 1/2x14 3/8 2.39 61 7/8 1.36 | 35

10143-8-8 1/2x14 1/2 2.84 72 7/8 1.58 | 40 o

10143-8-10 1/2x14 5/8 3.04 77 | 15/16 | 1.59 | 40

10143-8-12 1/2x14 3/4 3.04 77 |1-1/16| 1.60 | 41

10143-12-8 3/4x14 1/2 2.68 68 |1-1/16| 1.42 | 36

10143-12-10 3/4x14 5/8 2.87 73 | 1-1/16| 1.43 | 36

10143-12-12 3/4x14 3/4 3.09 78 | 1-1/16| 1.65 | 42 °

10143-12-16 3/4x14 1 3.40 86 1-3/8 | 1.78 | 45

10143-16-12 1x11-1/2 3/4 3.09 78 1-3/8 | 1.65 | 42

10143-16-16 1x11-1/2 1 2.59 66 1-3/8 | 1.97 | 50 (]

10143-20-20 | 1-1/4x11-1/2 1-1/4 408 | 104 | 1-3/4 | 2.39 | 61 (]

10143-24-24 | 1-1/2x11-1/2 1-1/2 3.50 89 2 213 | 54

10143-32-32 2x11-1/2 2 405 | 103 | 2-1/2 | 2.27 | 58

Stainless steel fittings must be assembled with Karrykrimp 2, PHastkrimp, Superkrimp or Parkrimp 2.
See CrimpSource for more information.

11343
Male NPTF Pipe - Swivel

# e | (@) ()
Part Thread Hose I.D. A w B
Number inch inch inch mm inch inch mm
11343-2-4 1/8x27 1/4 2.94 75 5/8 2.19 56
11343-4-4 1/4x18 1/4 2.68 68 5/8 1.93 49
11343-4-6 1/4x18 3/8 3.01 76 5/8 1.98 50
11343-6-4 3/8x18 1/4 2.81 71 3/4 2.06 52
11343-6-6 3/8x18 3/8 3.08 78 3/4 2.05 52
11343-6-8 3/8x18 1/2 3.30 84 3/4 2.04 52
11343-8-6 1/2x14 3/8 3.30 84 7/8 2.27 58
11343-8-8 1/2x14 1/2 3.52 89 7/8 2.26 57
11343-12-12 3/4x14 3/4 3.93 | 100 | 1-1/4 | 2.49 63
11343-16-16 1x11-1/2 1 452 | 115 | 1-1/2 | 2.90 74

0O-Ring not compatible with Phosphate Ester fluids.

Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on
continuous or extensive swiveling.
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Catalog 4400 US 43 Series Fittings
P/pe Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

11L43
Male NPTF Pipe - Swivel - 90° Elbow

# pvvens | (@) ()
Part Thread |Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
11L43-4-4 1/4x18 1/4 223 | 57 | 1.79]| 45 5/8 |1.48| 38
11L43-4-6 1/4x18 3/8 253 | 64 |1.85| 47 5/8 |1.50| 38
E 11L43-6-6 3/8x18 3/8 253 | 64 |1.94| 49 3/4 |1.50| 38
11L43-8-6 1/2x14 3/8 266 | 68 |2.17| 55 7/8 | 1.63| 41
11L43-8-8 1/2x14 1/2 296 | 75 |2.17 | 55 7/8 |1.70| 43
11L43-12-12 3/4x14 3/4 3.32| 84 |246| 62 | 1-1/41.88| 48
0O-Ring not compatible with Phosphate Ester fluids.
Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on
continuous or extensive swiveling.
10243
Female NPTF Pipe - Rigid
A
5 | AN O )
| Part Thread |Hose I.D. A H B
Number inch inch inch mm inch inch mm
— 10243-2-4 1/8x27 1/4 1.68 43 5/8 0.93 24
10243-4-4 1/4x18 1/4 1.78 45 11/16 1.03 26
10243-4-6 1/4x18 3/8 2.05 52 3/4 1.02 26
H 10243-6-4 3/8x18 1/4 2.05 52 7/8 1.30 33
10243-6-6 3/8x18 3/8 2.32 59 7/8 1.29 33
10243-8-6 1/2x14 3/8 2.40 61 1-1/8 1.37 35
10243-8-8 1/2x14 1/2 2.62 67 1-1/8 1.36 35
10243-12-12 3/4x14 3/4 2.72 69 1-1/4 1.28 33
15243
Female NPTF Pipe - Swivel
A
B # AAMAAAAAL @ O
| | Part Thread | Hose I.D. A w B
W—- Number inch inch inch mm inch inch mm
n - T 1S243-4-4 1/4x18 1/4 3.33 ‘ 85 3/4 2.58 ‘ 66
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Catalog 4400 US 43 Series Fittings

Pipe / Straight Thread Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

10743
Female NPSM Pipe - Swivel - (60° Cone)

# e | (@) )
Part Thread |Hose I.D. A H w B
Number inch inch inch | mm | inch | inch | inch mm
10743-2-4 1/8x27 1/4 1.69 | 43 | 9/16 | 9/16 | 0.94 24
10743-4-4 1/4x18 1/4 1.74 | 44 | 9/16 |11/16| 0.99 25
10743-6-6 3/8x18 3/8 209 | 53 |11/16| 7/8 | 1.06 27
10743-8-8 1/2x14 1/2 232 | 59 |15/16| 1 1.06 27
10743-12-12 3/4x14 3/4 270 | 69 (1-1/16|1-1/4 | 1.47 37
10743-16-16 1x11-1/2 1 3.09 | 78 |1-3/8|1-1/2| 1.47 37
10743-20-20 1-1/4x11-1/2] 1-1/4 328 | 83 [1-7/81-7/8| 1.59 40

10543
Male SAE Straight Thread with O-Ring - Rigid

# wass O ®
Part Thread Hose I.D. A H B
Number inch inch inch | mm | inch |inch | mm
10543-4-4 1/4 7/16x20 1/4 1.64 | 42 9/16 | 0.89 23
10543-5-4 5/16 1/2x20 1/4 1.80| 46 5/8 | 1.05 27
10543-6-4 3/8 9/16x18 1/4 1.67| 42 |11/16|0.92 23
10543-6-6 3/8 9/16x18 3/8 210| 53 | 11/16 |1.07 | 27
10543-6-8 3/8 9/16x18 1/2 232 | 59 (13/16 |1.06 | 27
10543-8-6 1/2 3/4x16 3/8 2.11| 54 7/8 [1.08| 27
10543-8-8 1/2 3/4x16 1/2 2.46 | 62 7/8 [1.20 30
10543-10-6 5/8 7/8x14 3/8 2.13| 54 1 110 28
10543-10-8 5/8 7/8x14 1/2 2.35| 60 1 1.09 28
10543-10-10 5/8 7/8x14 5/8 2.77 | 70 1 1.33 34
10543-12-8 3/4 1-1/16x12 1/2 261 | 66 | 1-1/4 | 1.35 34
10543-12-10 3/4 1-1/16x12 5/8 2.80| 71 1-1/4 | 1.36 35
10543-12-12 3/4 1-1/16x12 3/4 2.81| 71 1-1/4 | 1.37 35
10543-16-12 1 1-5/16x12 3/4 2.81| 71 1-1/2 | 1.37 35
10543-16-16 1 1-5/16x12 1 3.37| 86 | 1-1/2 | 1.75 44
10543-20-20 1-1/4 1-5/8x12 1-1/4 3.69| 94 | 1-7/8 | 2.00 51
10G43
Male SAE Straight Thread with O-Ring - Swivel
A |
# (WY @ () 5| |
Part Thread Hose I.D. A w B I s el
Number inch inch inch | mm | inch | inch | mm
10G43-5-4 5/16 1/2x20 1/4 298 | 76 3/4 | 2.23 57 N C R
10G43-6-4 3/8 9/16x18 1/4 298 | 76 3/4 | 2.23 57
10G43-6-6 3/8 9/16x18 3/8 3.25 | 83 3/4 | 2.22 56 \L W
10G43-8-6 1/2 3/4x16 3/8 3.06 | 78 7/8 | 2.06 52
10G43-8-8 1/2 3/4x16 1/2 3.21 82 7/8 | 1.95 50
10G43-10-6 5/8 7/8x14 3/8 3.01 76 1 2.01 51
10G43-10-8 5/8 7/8x14 1/2 3.27 | 83 1 2.01 51
10G43-12-12 3/4 1-1/16x12 3/4 3.78 | 96 |1-1/4| 2.34 59

O-Ring not compatible with Phosphate Ester fluids.

Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on continuous or
extensive swiveling.
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Catalog 4400 US 43 Series Fittings
Straight Thread / JIC Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

10L43
Male SAE Straight Thread with O-Ring - Swivel - 90° Elbow

# (e (@) ()
Part Thread Hose 1.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
10L43-6-6 3/8 | 9/16x18 3/8 253| 64 [2.10| 53 | 3/4 |1.50| 38
10L43-8-6 1/2 3/4x16 3/8 266 | 68 (186 | 47 | 7/8 |1.63| 41
10L43-8-8 1/2 3/4x16 1/2 296 | 75 (1.87| 47 | 7/8 |1.70 | 43
10L43-10-8 5/8 7/8x14 1/2 2.96 | 75 [1.92| 49 1 1.70 | 43
10L43-12-12 | 3/4 | 1-1/16x12 3/4 322| 82 |230| 58 [1-1/4|1.88 | 48

O-Ring not compatible with Phosphate Ester fluids.
See Technical Section for pressure limitations.

Fitting allows minor movement under pressure to relieve stress on hose but is not to be used on
continuous or extensive swiveling.

10343
Male JIC 37° - Rigid

ISO 12151-5
A
5 # (VA (@) (Y
| A Part Thread Hose I.D. A H B

= Number inch inch inch | mm | inch | inch mm
C T 10343-4-4 1/4 7/16x20 1/4 199 | 51 | 9/16 | 1.24 | 31
10343-5-4 5/16 1/2x20 1/4 1.83 | 46 | 9/16 | 1.08 | 27
\_ H 10343-5-6 5/16 1/2x20 3/8 226 | 57 | 3/4 | 123 | 31
10343-6-4 3/8 9/16x18 1/4 1.84 | 47 |11/16] 1.09 | 28
10343-6-6 3/8 9/16x18 3/8 2.36 | 60 | 3/4 | 1.33| 34
10343-8-6 1/2 3/4x16 3/8 230 | 58 | 7/8 | 127 | 32
10343-8-8 1/2 3/4x16 1/2 268 | 68 | 7/8 | 1.42 | 36
10343-8-10 1/2 3/4x16 5/8 285 | 72 | 7/8 | 1.41| 36
10343-10-6 5/8 7/8x14 3/8 240 | 61 |15/16| 1.37 | 35
10343-10-8 5/8 7/8x14 1/2 262 | 67 |15/16| 1.36 | 35
10343-10-10 5/8 7/8x14 5/8 3.03 | 77 |15/16| 1.59 | 40
10343-12-8 3/4 | 1-1/16x12 1/2 276 | 70 |1-1/8| 1.50 | 38
10343-12-10 3/4 | 1-1/16x12 5/8 3.07 | 78 |1-1/8| 1.63 | 41
10343-12-12 3/4 | 1-1/16x12 3/4 319 | 81 [1-1/8|1.75 | 44
10343-14-12 7/8 1-3/16x12 3/4 311 | 79 |1-1/4| 167 | 42
10343-16-12 1 1-5/16x12 3/4 3.04 | 77 |1-3/8| 1.60 | 41
10343-16-16 1 1-5/16x12 1 363 | 92 |1-3/8|2.01 | 51
10343-20-20 1-1/4 | 1-5/8x12 1-1/4 | 396 | 101 [1-7/8 | 227 | 58
10343-24-20 1-1/2 | 1-7/8x12 1-1/4 | 371 | 94 2 | 202 | 51
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Catalog 4400 US

JIC

43 Series Fittings

Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,

1LB43

451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

Male JIC 37° - Bulkhead without Locknut

ISO 12151-5

Number
1LB43-4-4
1LB43-6-6
1LB43-8-8
1LB43-10-10
1LB43-12-12

(VWYY @
Thread Hose I.D. A
inch inch inch
1/4 7/16x20 1/4 2.64
3/8 9/16x18 3/8 3.08
1/2 3/4x16 1/2 3.46
5/8 7/8x14 5/8 3.85
3/4 1-1/16x12 3/4 4.08

mm
67
78
88
98

104

( )

H
inch
9/16

3/4
7/8
15/16
1-1/8

inch
1.89
2.05
2.20
2.41
2.64

mm
48
52
56
61
67

Fittings are stocked less locknut (part no. WLN). Locknuts are manufactured by the Parker Tube
Fittings Division and must be ordered separately.

10643

Female JIC 37° - Swivel

ISO 12151-5

#

Part

Number
10643-4-4
10643-4-6
10643-5-4
10643-5-5
10643-5-6
10643-6-4
10643-6-5
10643-6-6
10643-6-8
10643-8-6
10643-8-8
10643-8-10
10643-8-12
10643-10-6
10643-10-8
10643-10-10
10643-10-12
10643-12-8
10643-12-10
10643-12-12
10643-12-16
10643-14-12
10643-16-12
10643-16-16
10643-20-16
10643-20-20
10643-24-24
10643-32-32

AAAMAAAAL
Thread
inch
1/4 | 7/16x20
1/4 | 7/16x20

5/16 | 1/2x20
5/16 | 1/2x20
5/16 | 1/2x20
3/8 | 9/16x18
3/8 | 9/16x18
3/8 | 9/16x18
3/8 | 9/16x18
1/2 3/4x16
1/2 3/4x16
1/2 3/4x16
1/2 3/4x16
5/8 7/8x14
5/8 7/8x14
5/8 7/8x14
5/8 7/8x14
3/4 | 1-1/16x12
3/4 | 1-1/16x12
3/4 | 1-1/16x12
3/4 | 1-1/16x12
7/8 | 1-3/16x12
1 1-5/16x12
1 1-5/16x12
1-1/4| 1-5/8x12
1-1/4| 1-5/8x12
1-1/2| 1-7/8x12
2 2-1/2x12

Hose I.D.
inch
1/4
3/8
1/4
5/16
3/8
1/4
5/16
3/8
1/2
3/8
1/2
5/8
3/4
3/8
1/2
5/8
3/4
1/2
5/8
3/4
1
3/4
3/4
1
1
1-1/4
1-1/2
2

inch
1.94
2.20
2.03
2.08
2.26
2.05
2.10
2.29
2.51
2.49
2.77
2.82
2.83
2.51
2.85
2.93
2.93
2.78
3.10
3.17
3.29
3.18
3.31
3.62
3.81
3.94

3.84
4.73

mm
49
56
52
53
57
52
53
58
64
63
67
72
72
64
72
74
74
71
79
81
84
81
84
92
97

100

98
120

()

H
inch
9/16

11/16
9/16
11/16
11/16
9/16
11/16
11/16
13/16
11/16
13/16
15/16
1-1/16
7/8
7/8
15/16
1-1/16
1-1/16
1-1/16
1-1/16
1-3/8
1-1/4
1-1/4
1-3/8
1-5/8
1-7/8
2-1/8
2-1/2

2-1/4
2-7/8

inch
1.19
1.17
1.28
1.33
1.23
1.30
1.35
1.26
1.25
1.46
1.51
1.38
1.39
1.48
1.59
1.49
1.49
1.52
1.66
1.73
1.67
1.74
1.87
2.00
2.19
2.25

2.47
2.95

Additional
Material
Stainless
mm | Steel (C)

30 °

30
33
34
31
33
34
32 °
32
37
35
35
35
38
40
38 .
38
39
42
44 L]
42
44
47
51 o
56
57 °
63
75

Stainless steel fittings must be assembled with Karrykrimp 2, PHastkrimp, Superkrimp or Parkrimp 2.
See CrimpSource for more information.

B-31

Hose Products Division
Parker Hannifin Corporation
Wickliffe, Ohio
www.parkerhose.com


http://www.parker.com/crimpsource

Catalog 4400 US
JIC

43 Series Fittings
Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

13743

Female JIC 37° - Swivel - 45° Elbow - Short Drop

ISO 12151-5
A
B # (YWWVWWWW <:>
Part Thread Hose I.D. A E w
Number inch inch inch |mm | inch | mm | inch | inch | mm
E / 13743-4-4 1/4 | 7/16x20 1/4 1.96| 50 |0.39| 10 |9/16|1.21 31
B 13743-5-4 5/16 | 1/2x20 1/4 219| 56 |0.39| 10 | 5/8 |1.44| 37
W 13743-6-4 3/8 | 9/16x18 1/4 2.23| 57 |0.39| 10 |11/16/1.48| 38
13743-6-6 3/8 | 9/16x18 3/8 2.39| 61 |0.39| 10 |11/16/1.39| 35
13743-8-6 1/2 3/4x16 3/8 274|170 |055| 14 | 7/8 |1.74 44
13743-8-8 1/2 3/4x16 1/2 283| 72 |055| 14 | 7/8 |1.57 | 40
13743-10-8 5/8 7/8x14 1/2 2.93| 74 |0.63| 16 1 |167| 42
13743-10-10 | 5/8 7/8x14 5/8 3.17| 81 |0.63| 16 1 1.73 44
13743-12-10 | 3/4 | 1-1/16x12 5/8 3.62| 92 | 0.83| 21 |1-1/4/2.08| 53
13743-12-12 | 3/4 |[1-1/16x12 3/4 3.63| 92 |0.78| 20 |1-1/4/2.19| 56
13743-16-16 1 1-5/16x12 1 434|110/ 0.95| 24 |1-1/2|2.72 69
13743-20-20 | 1-1/4| 1-5/8x12 1-1/4 459 |117|1.19 | 30 2 |2.82 72
13743-24-24 |1-1/2| 1-7/8x12 1-1/2 550 [140|1.47 | 37 |2-1/4|4.18| 106
1L743
Female JIC 37° - Swivel - 45° Elbow - Medium Drop
ISO 12151-5
# AAAAAAAAA <:>
Part Thread Hose I.D. A E w
Number inch inch inch | mm | inch | mm | inch | inch | mm
1L743-6-6 3/8 | 9/16x18 3/8 2.66| 62 |0.59| 15 |[11/16/1.63| 41
1L743-8-8 1/2 3/4x16 1/2 3.17| 80 |0.72| 18 | 7/8 |1.91| 49
1L743-12-12 | 3/4 | 1-1/16x12 3/4 423|107 |1.06 | 27 |1-1/4|2.79 71
1L743-16-16 1 1-5/16x12 1 451|115|1.07 | 27 [1-1/2|2.89 73
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Catalog 4400 US 43 Series Fittings
JIC Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

13943
Female JIC 37° - Swivel - 90° Elbow - Short Drop

ISO 12151-5
# | v | (@ ()
Part Thread  |Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch |inch | mm
13943-4-4 1/4 | 7/16x20 1/4 1.78| 45 |0.83| 21 | 9/16 |1.03| 26
13943-4-6 1/4 | 7/16x20 3/8 211 | 54 [0.83| 21 | 9/16 |1.08| 27

13943-5-4 | 5/16 | 1/2x20 1/4 1.88| 48 |0.83| 21 5/8 |1.13| 29
13943-5-5 | 5/16 | 1/2x20 5/16 |1.96 | 50 |0.83| 21 5/8 |1.21| 31
13943-6-4 3/8 | 9/16x18 1/4 212| 54 |085| 22 | 11/16 | 1.37 | 35
13943-6-6 3/8 | 9/16x18 3/8 221 56 |0.91| 23 | 11/16 | 1.18 | 30
13943-6-8 3/8 | 9/16x18 1/2 251| 64 |0.85| 22 |11/16 |1.25| 32
13943-8-6 1/2 | 3/4x16 3/8 252| 64 |1.09| 28 | 7/8 |1.49| 38
13943-8-8 1/2 | 3/4x16 1/2 262| 67 (11429 | 7/8 |1.36| 35
13943-10-8 | 5/8 | 7/8x14 1/2 274| 70 | 1.26| 32 1 148 | 38
13943-10-10| 5/8 | 7/8x14 5/8 297 | 75 [1.26| 32 1 1.69| 39
13943-12-8 | 3/4 |1-1/16x12 1/2 325| 83 |1.83| 46 | 1-1/4 |1.99 | 51
13943-12-10| 3/4 [1-1/16x12 5/8 3.07| 78 |1.89| 48 | 1-1/4 |1.63| 41
13943-12-12| 3/4 |1-1/16x12 3/4 349 | 89 [1.89| 48 | 1-1/4 |2.05| 52
13943-16-12| 1 |1-5/16x12 3/4 349 | 89 [2.00| 51 | 1-1/2 |2.05| 52
13943-16-16| 1 |1-5/16x12 1 428|109 |2.20| 56 | 1-1/2 | 2.66 | 68
13943-20-20| 1-1/4 | 1-5/8x12 | 1-1/4 |4.43| 113 | 2.59 | 66 2 2.74| 70
13943-24-24|1-1/2| 1-7/8x12 | 1-1/2 |5.50| 140 | 3.81 | 81 | 2-1/4 | 4.13 | 105
13943-32-32] 2 | 2-1/2x12 2 6.75 [171,4| 4.62 | 117 | 2-7/8 | 4.97 [126,2

1L943
Female JIC 37° - Swivel - 90° Elbow - Medium Drop

ISO 12151-5
# (VW @ O
Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm

1L943-4-4 1/4 | 7/16x20 1/4 1.84| 47 |1.26| 32 |9/16|1.09| 28
1L943-6-4 3/8 | 9/16x18 1/4 212| 54 |1.50| 38 |11/16/1.37 | 35
1L943-6-6 3/8 | 9/16x18 3/8 229 | 58 [1.50| 38 |11/16/1.26 | 32
1L943-8-6 1/2 | 3/4x16 3/8 251| 64 [161| 41 | 7/8 |1.48| 38
1L943-8-8 1/2 | 3/4x16 1/2 264 | 67 (161 41 | 7/8 [1.38| 35
1L943-10-8 | 5/8 | 7/8x14 1/2 3.25| 83 |1.75| 44 1 1199 51
1L943-12-12| 3/4 |1-1/16x12 3/4 3.49| 89 |228| 58 |1-1/4|2.05| 52
1L943-16-16 | 1 |1-5/16x12 1 444|113 |2.50| 64 [1-1/2]2.82| 72
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Catalog 4400 US
JIC / SAE 45°

Notch on nut signifies SAE 45° flare.

14143

43 Series Fittings

Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

Female JIC 37° - Swivel - 90° Elbow - Long Drop

ISO 12151-5
S — < )
Part Thread Hose I.D. A E w B

Number inch inch inch | mm | inch | mm | inch | inch | mm
14143-4-4 1/4 | 7/16x20 1/4 196| 50 (1.81| 46 |9/16|1.21| 31
14143-5-4 5/16 | 1/2x20 1/4 1.93| 49 (180 | 46 | 5/8 |1.18| 30
14143-6-6 3/8 | 9/16x18 3/8 227 | 58 [2.18| 55 |11/16|1.27 | 32
14143-8-6 1/2 | 3/4x16 3/8 256 | 65 |243| 62 | 7/8 |1.56| 40
14143-8-8 1/2 | 3/4x16 1/2 262| 67 |252| 64 | 7/8 |1.36| 35
14143-10-8 5/8 7/8x14 1/2 278 | 71 |2.58 | 66 1 1.52| 39
14143-10-10 | 5/8 | 7/8x14 5/8 3.16| 80 |2.58| 66 1 |1.75| 44
14143-12-12 | 3/4 |1-1/16x12 3/4 3.49| 89 [3.74| 95 |1-1/4/2.05| 52
14143-14-12 | 7/8 |1-3/16x12 3/4 3.38| 86 |[3.93| 100 |1-3/8| 1.95| 50
14143-16-16 1 |1-5/16x12 1 390| 99 [4.32 | 110 |1-1/2| 2.31 59
14143-20-20 |1-1/4| 1-5/8x12 1-1/4 439|112 |528| 134 | 2 |273| 69
14V43
Female JIC 37° - Swivel - 150° Elbow
ISO 12151-5

# | ()

Part Thread |Hose I.D. A Cc E w B
Number inch inch inch |mm | inch | mm |inch [/mm| inch |inch| mm
14V43-6-4| 3/8 \9/16x18 1/4 2.89‘ 73 11.36 ‘11/16 1.97| 50 [11/16]2.16| 55
10443
Male SAE 45° - Rigid

# (VW (>
Part Thread Hose I.D. A H B

Number inch inch inch mm inch inch mm
10443-6-6 3/8 ‘ 5/8x18 3/8 2.21 56 3/4 1.21 31
10443-12-12| 3/4 1-1/16x14 3/4 3.20 81 1-1/8 | 1.77 45
10843
Female SAE 45° - Swivel

# e ()i
Part Thread Hose I.D. A H w B

Number inch inch inch | mm | inch | inch | inch mm
10843-6-4 3/8 | 5/8x18 1/4 2.11 54 3/4 3/4 | 1.36 35
10843-6-6 3/8 | 5/8x18 3/8 2.38 | 60 3/4 3/4 | 1.35 34
10843-12-12 | 3/4 |1-1/16x14| 3/4 3.17 | 81 |1-1/16| 1-1/4 | 1.73 44
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Catalog 4400 US 43 Series Fittings
SAE 45° / Ferulok Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

17743
Female SAE 45° - Swivel - 45° Elbow

# | e | (@) ()

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
17743-4-6 | 1/4 \7/16x20 3/8 228 | 58 |033| 8 |9/16|1.25| 32
Female SAE 45° - Swivel - 90° Elbow
# (VWY @ O
Part Thread |Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
17943-6-6 3/8 \5/8x18 3/8 213 | 54 |085| 22 | 3/4 | 113 | 29
Male Ferulok Flareless - Rigid
(24° Cone with Nut and Ferrule)
# (WS @ (K )
Part Thread Hose I.D. A H w B
Number inch inch inch | mm | inch | inch | inch | mm

11143-4-4 1/4 | 7/16x20 1/4 213 | 54 | 9/16 | 9/16 | 1.40 | 36
11143-4-6 1/4 | 7/16x20 3/8 244 | 62 3/4 | 9116 | 1.44 | 37
11143-5-4 5/16 | 1/2x20 1/4 213 | 54 | 9/16 | 5/8 | 140 | 36
11143-5-6 5/16 | 1/2x20 3/8 244 | 62 3/4 | 5/8 | 1.44 | 37
11143-6-6 3/8 | 9/16x18 3/8 250 | 64 | 3/4 [11/16| 1.50 | 38
11143-8-8 12 3/4x16 1/2 293 | 74 | 7/8 | 7/8 | 1.68 | 43

11143-10-8 5/8 7/8x14 1/2 3.07 | 78 |15/16| 1 1.82 | 46
11143-12-12 | 3/4 |1-1/16x12 3/4 339 | 86 |1-1/8|1-1/4| 1.96 | 50
11143-16-16 1 |1-5/16x12 1 380 | 97 |1-3/8|1-1/2]| 2.18 | 55

The Parker Ferrul-Fix fitting makes it possible to salvage the bent tube section from a hose assembly
for quick, easy on-the-job repairs. For additional information see Ferrule-Fix installation instructions in
the Technical Section.

Notch on nut signifies SAE 45° flare.
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Catalog 4400 US

Grease Connection / Ferulok /
Inverted SAE

43 Series Fittings
Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

11243

Female Ferulok Flareless - Swivel - (24° Cone)

# provwrony K )
Part Thread Hose I.D. A H w B
Number inch inch inch | mm | inch | inch | inch | mm
11243-6-6 3/8 |9/16x18 3/8 251 | 64 |11/16|11/16| 1.48 | 38
11243-8-6 1/2 3/4x16 3/8 2.67 | 68 7/8 | 7/8 | 1.64 | 42
11243-8-8 1/2 3/4x16 1/2 289 | 73 7/8 | 7/8 1 1.63 | 41
Female Grease Connection - SPL - PTF Taper Thread
Rigid - 1/2 x 27
A
B # (YWWWWWWVY <:>
| Part Thread | Hose I.D. A H B
WZ/]:D Number inch inch inch mm inch inch mm
. . 1GJ43-4-4 1/2x27 1/4 1.79 45 3/4 1.04 26
1GJ43-4-6 1/2x27 3/8 2.05 52 3/4 1.02 26
: H
Male Inverted SAE 45° - Swivel
Part Thread Hose I.D. A H w B
Number inch inch inch | mm | inch | inch | inch mm
12843-4-4 1/4 7/16x24 1/4 232 | 59 | 9/16 | 7/16 | 1.57 40
12843-4-6 1/4 7/16x24 3/8 265 | 67 |11/16| 7/16 | 1.62 41
12843-5-4 5/16 1/2x20 1/4 260 | 66 | 9/16 | 1/2 | 1.85 47
12843-5-6 5/16 1/2x20 3/8 274 | 70 |[11/16| 1/2 | 1.71 43
12843-6-6 3/8 5/8x18 3/8 286 | 73 |11/16| 5/8 | 1.83 46
12843-7-6 716 |11/16x18 3/8 295 | 75 |11/16|11/16| 1.92 49
12843-8-8 1/2 3/4x18 1/2 311 | 79 |13/16| 3/4 | 1.85 47
12843-10-10| 5/8 7/8x18 5/8 3.55 | 90 3/4 | 7/8 | 2.11 54
B-36 Hose Products Division
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Catalog 4400 US 43 Series Fittings
Inverted SAE / Flange Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

16743
Male Inverted SAE 45° - Swivel - 45° Elbow

A |
# (WYY C) { ) B . |
Part Thread |Hose L.D. A E w B ‘_@
Number inch inch inch | mm | inch | mm | inch | inch | mm = - —

16743-4-4 | 1/4 |7/16x24 1/4 2.09 53 | 0.63 16 | 716 | 1.34 | 34 /

16743-4-6 | 1/4 |7/16x24 3/8 2.42 61 0.63 16 | 7/16 | 1.39 35 E

16743-5-4 | 5/16 | 1/2x20 1/4 234 | 59 | 0.70 | 18 1/2 | 1.59 | 40 W

16743-5-6 | 5/16 | 1/2x20 3/8 248 | 63 | 0.70 | 18 1/2 | 145 | 37

16743-6-6 | 3/8 | 5/8x18 3/8 293 | 74 1094 | 24 5/8 | 1.90 | 48

16743-8-8 | 1/2 | 3/4x18 1/2 323 | 82 |1.09| 28 3/4 11.97 | 50

16943
Male Inverted SAE 45° - Swivel - 90° Elbow

# (VA () ( )

Part Thread Hose I.D. A E w B

Number inch inch inch | mm | inch | mm | inch | inch | mm
16943-4-4 | 1/4 | 7/16x24 1/4 216 | 55 |1.56| 40 | 7/16 | 1.41 36
16943-4-6 | 1/4 | 7/16x24 3/8 249 | 63 | 156 | 40 |7/16 |1.46 | 37
16943-5-4 | 5/16 | 1/2x20 1/4 241 | 61 1.65| 42 1/2 | 1.66 42
16943-5-6 | 5/16 | 1/2x20 3/8 259 | 66 |1.65| 42 | 1/2 | 156 | 40
16943-6-6 | 3/8 | 5/8x18 3/8 261 | 66 | 169 | 43 | 5/8 | 1.58 | 40
16943-7-6 | 7/16 | 11/16x18 3/8 253 | 64 | 1.72| 44 |11/16/1.50 | 38
16943-8-8 | 1/2 | 3/4x18 1/2 281 | 71 | 188 | 48 | 3/4 |1.55| 39

11543

SAE Code 61 Flange Head
ISO 12151-3-S-L

A |
# 51 (@ 2 MR
Part Flange |Hose I.D. A F B n |
Number inch inch inch mm inch inch mm l_\—l_@-.
11543-8-8 1/2 1/2 3.48 88 1-3/16 2.22 56 F ‘lm
11543-10-10 5/8 5/8 3.78 96,0 | 1-11/32 | 2.34 59,4
11543-12-8 3/4 1/2 2.46 62,5 1-1/2 1.20 30,5
11543-12-12 3/4 3/4 3.54 90 1-1/2 2.10 53
11543-16-12 1 3/4 2.74 70 1-3/4 1.30 33
11543-16-16 1 1 4.25 108 1-3/4 2.63 67
11543-20-16 1-1/4 1 3.19 81 2 1.57 40
11543-20-20 1-1/4 1-1/4 4.70 119 2 3.01 76
11543-24-20 1-1/2 1-1/4 3.22 82 2-3/8 1.53 39
11543-24-24 1-1/2 1-1/2 4.59 117 2-3/8 3.22 82
11543-24-32 1-1/2 2 5.65 144 2-7/8 3.87 98
11543-32-20 2 1-1/4 4.29 109,0 | 2-13/16 2.60 66,0
11543-32-24 2 1-1/2 3.14 80 2-7/8 1.77 45
11543-32-32 2 2 4.99 127 | 2-13/16 | 3.21 82

See Accessories Section for O-Rings and Flange Kits.
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Catalog 4400 US 43 Series Fittings
F/ange Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

11643
SAE Code 61 Flange Head - 22-1/2° Elbow
ISO 12151-3 - E22M - L

A |
: | # 5 (e ()
Part Flange | Hose I.D. A E F B
Number inch inch inch | mm | inch | mm | inch | inch | mm
E 11643-12-12 3/4 3/4 390 | 99 |044 | 11 |1-1/2]| 247 | 63
11643-16-12 1 3/4 3.89 99 0.44 1 1-3/4 | 2.46 62
F S 11643-16-16 1 1 425 | 108 | 0.44 11 1-3/4 | 2.66 68
11643-20-16 1-1/4 1 425 | 108 | 0.44 | 11 2 2.66 | 68
11643-20-20 1-1/4 1-1/4 465 | 118 | 0.50 | 13 2 3.00 | 76
11643-24-20 1-1/2 1-1/4 466 | 118 | 0.51 13 | 2-3/8 | 3.01 76

12643
SAE Code 61 Flange Head - 30° Elbow
ISO 12151-3 - E30S - L (1 Piece: ISO 12151-3 - E30M - L)

| ol (@) ()
| Part Flahge |Hose I.D. A E F B

Number inch inch inch | mm | inch | mm | inch | inch | mm
12643-12-12 3/4 3/4 3.90 99 0.59 15 | 1-1/2 | 2.46 62
12643-16-16 1 1 4.38 111 0.62 16 1-3/4 | 2.76 70
12643-20-16| 1-1/4 1 4.38 111 0.62 16 2 2.76 70

12643-20-20 | 1-1/4 1-1/4 | 439 | 112 | 0.72 18 2 270 | 69

11743
SAE Code 61 Flange Head - 45° Elbow
ISO 12151-3 - E45S - L (1 Piece: ISO 12151-3 - E45M - L)

A |
: | it (o) (7
Part Flange |Hose I.D. A E F B
Number inch inch inch | mm | inch | mm | inch | inch | mm
/ — 11743-8-8 1/2 1/2 328 | 83 | 0.77 | 20 |1-3/16| 2.02 | 51
E /{ 11743-10-10 5/8 5/8 463 | 118 | 0.94 | 24 [1-11/32 3.19 | 81
11743-12-8 3/4 1/2 3.32 84 0.81 21 1-1/2 | 2.06 52
F\\/ 11743-12-12 3/4 3/4 385 | 98 | 1.02 | 26 | 1-1/2 | 2.41 61
11743-16-12 1 3/4 385 | 98 | 1.02 | 26 | 1-3/4 | 2.41 61
11743-16-16 1 1 476 | 121 | 126 | 32 | 1-3/4 | 3.14 | 80
11743-20-16 1-1/4 1 476 | 121 | 1.26 | 32 2 3.14 80
11743-20-20 1-1/4 1-1/4 5.61 | 142 | 1.50 | 38 2 3.92 | 100
11743-20-24 1-1/4 1-1/2 545 | 138 | 1.38 | 35 2 4.08 | 104
11743-24-20 1-1/2 1-1/4 5.55 | 141 |1.496| 38 | 2-3/8 | 3.86 | 98
11743-24-24 1-1/2 1-1/2 550 | 140 | 143 | 36 | 2-3/8 | 4.13 | 105
11743-32-24 2 1-1/2 549 | 139 | 142 | 36 [2-13/16 4.12 | 105
11743-32-32 2 2 7.23 | 184 | 1.98 | 50 [2-13/16 5.45 | 138

See Accessories Section for O-Rings and Flange Kits.
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Catalog 4400 US

43 Series Fittings

Flange Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

12743

SAE Code 61 Flange Head - 60° Elbow
ISO 12151-3 - E6G0S - L (1 Piece: ISO 12151-3 - E6OM - L)

# ol (@) %

Part Flange |Hose I.D. A E F B
Number inch inch inch |mm | inch | mm | inch | inch | mm
12743-12-12 3/4 3/4 416 | 105| 1.43 36 | 1-1/2| 2.72 69
12743-16-12 1 3/4 415 [105| 1.39 35 | 1-3/4 | 2.71 69
12743-16-16 1 1 4.45 1113 | 1.50 38 1-3/4 | 2.83 72

12743-20-20 1-1/4 1-1/4 | 5.09 [129| 1.69 | 43 2 3.40 86

11843

SAE Code 61 Flange Head - 67-1/2° Elbow
ISO 12151-3 - E67S - L (1 Piece: ISO 12151-3 - E67M - L)

# (®) ()
<)
T Y

Part Flange |Hose L.D. A E F B
Number inch inch inch | mm | inch | mm | inch | inch mm
11843-12-12 3/4 3/4 409 | 104 | 1.60 | 41 |1-1/2| 2.66 68
11843-16-16 1 1 466 | 118 | 1.75 | 44 |1-3/4| 3.07 78

11843-20-20 1-1/4 1-1/4 | 5.04 | 128 | 1.94 | 49 2 3.37 86

11943

SAE Code 61 Flange Head - 90° Elbow
ISO 12151-3 - EQOS - L (1 Piece: 1ISO 12151-3 - E9OM - L)

# &3 (e (7
Part Flahge| Hose I.D. A E F B

Number inch inch inch | mm | inch | mm inch inch | mm
11943-8-8 1/2 1/2 293 | 74 | 1.60 | 41 1-3/16 | 1.67 | 42
11943-10-10 5/8 5/8 371 | 94 | 210 | 53 | 1-11/32 | 2.27 | 58
11943-12-8 3/4 1/2 293 | 74 | 1.66 42 1-1/2 1.67 42
11943-12-10 3/4 5/8 371 | 94 | 210 | 53 1-1/2 | 2.27 | 58
11943-12-12 3/4 3/4 3.51 | 89 | 228 | 58 1-1/2 | 2.07 | 53
11943-16-8 1 1/2 291 | 74 | 2.03 52 1-3/4 1.65 42
11943-16-12 1 3/4 359 | 91 | 224 | 57 1-3/4 | 215 | 55
11943-16-16 1 1 428 | 109 | 2.78 | 71 1-3/4 | 2.66 | 68
11943-20-16 | 1-1/4 1 425|108 | 2.76 | 70 2 2.63 | 67
11943-20-20 1-1/4 1-1/4 5.12 | 130 | 3.54 920 2 3.43 87
11943-24-20 | 1-1/2 1-1/4 5.09 | 129 | 3.54 | 90 2-3/8 | 340 | 86
11943-20-24 | 1-1/4 1-1/2 419 | 106 | 2.49 | 63 2 282 | 72
11943-24-24 1-1/2 1-1/2 5.50 | 140 | 3.11 79 2-3/8 413 | 105
11943-32-24 2 1-1/2 5.48 | 139 | 3.10 79 2-13/16 | 4.11 104
11943-32-32 2 2 6.75 | 171 | 4.48 | 114 | 2-13/16 | 4.97 | 126

See Accessories Section for O-Rings and Flange Kits.
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Catalog 4400 US 43 Series Fittings
F/ange Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

16A43
SAE Code 62 Flange Head
ISO 12151-3-S-S

B Part Flange HQD. A B F
—Mm Number inch inch inch | mm | inch | mm | inch
o 16A43-12-12 3/4 3/4 412 |104,6| 2.68 | 68,0 | 1-5/8

" 16A43-16-12 1 3/4 3.10 | 78,7 | 1.66 | 42,2 | 1-7/8
JJ/I—“—H\I 16A43-16-16 1 1 481 (122,2| 3.19 | 81,0 | 1-7/8

16A43-20-16 1-1/4 1 3.61 | 91,7 | 1.99 | 50,5 | 2-1/8
16A43-20-20 1-1/4 1-1/4 | 5.01 |127,3| 3.32 | 84,3 | 2-1/8

|<_-|-| _~|

SAE Code 62 Flange Head - 45° Elbow
ISO 12151-3 - E45S - S (1 Piece 12151-3-E45M-S)
: # &3 @ %)
B Part Flange |Hose I.D. A B F E
Number inch inch inch | mm | inch | mm | inch | inch | mm
‘ 16F43-12-12 3/4 3/4 3.82 | 97,0 | 2.38 | 60,5| 1-5/8 | 1.02 | 25,9
- _]I 16F43-16-16 1 1 466 |118,4| 3.04 | 77,2 | 1-7/8 | 1.26 | 32,0
E Q; 16F43-20-16 1-1/4 1 457 |116,1| 2.95 | 74,9 | 2-1/8 | 1.06 | 26,9
F
N
SAE Code 62 Flange Head - 90° Elbow
ISO 12151-3 - E90S - S (1 Piece 12151-3-E90M-S)
' # &3 @ %
B Part Flange |Hose I.D. A B F E
Number inch inch inch | mm | inch | mm | inch | inch | mm
16N43-12-12 3/4 3/4 3.51 | 89,2 | 2.07 | 52,6 | 1-5/8 | 2.28 | 57,9
16N43-16-12 1 3/4 3.49 | 88,6 | 2.05 | 52,1 | 1-7/8 | 2.28 | 57,9
JI 16N43-16-16 1 1 4.28 [108,7| 2.66 | 67,6 | 1-7/8 | 2.76 | 70,1
16N43-20-16 1-1/4 1 4.28 (108,7| 2.66 | 67,6 | 2-1/8 | 2.76 | 70,1
E 16N43-20-20 1-1/4 1-1/4 | 5.09 |129,3| 3.40 | 86,4 | 2-1/8 | 3.54 | 90,0
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Catalog 4400 US

Seal-Lok®

43 Series Fittings

Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1J043

Male Seal-Lok® - Rigid - (with O-Ring)

ISO 12151-1 - S
H# (VAW
Part Thread
Number inch
1J043-4-4 1/4 9/16x18
1J043-6-6 3/8 | 11/16x16
1J043-8-6 1/2 | 13/16x16
1J043-8-8 1/2 | 13/16x16
1J043-10-8 5/8 1x14
1J043-10-10 5/8 1x14
1J043-12-10 3/4 |1-3/16x12
1J043-12-12 3/4 |1-3/16x12
1J043-16-12 1 1-7/16x12
1J043-16-16 1 1-7/16x12
1J043-20-20 1-1/4 1-11/16x12

Hose I.D.
inch
1/4
3/8
3/8
1/2
1/2
5/8
5/8
3/4
3/4
1
1-1/4

inch
1.73
2.08
2.20
2.42
2.61
2.73
2.89
2.90
2.93
3.29
3.32

mm
44
53
56
61
66
69
73
74
74
84
84

inch
5/8
3/4
7/8
7/8
1-1/16
1-1/16
1-1/4
1-1/4
1-1/2
1-1/2
1-3/4

inch
0.98
1.05
1.17
1.17
1.35
1.34
1.45
1.46
1.49
1.67
1.63

mm
25
27
30
30
34
34
37
37
38
42
41

1JB43

Male Seal-Lok® - Bulkhead without Locknut - (with O-Ring)
End Connection per ISO 8434-3-BH

#

Part

Number
1JB43-4-4
1JB43-6-6
1JB43-8-6
1JB43-8-8
1JB43-10-8
1JB43-10-10
1JB43-12-12

(YW
Thread Hose I.D. A

inch inch inch mm
1/4 | 9/16x18 1/4 2.58 66
3/8 | 11/16x16 3/8 2.98 76
1/2 | 13/16x16 3/8 3.41 87
1/2 | 13/16x16 1/2 3.36 85
5/8 1x14 1/2 3.58 91
5/8 1x14 5/8 3.77 96
3/4 |1-3/16x12 3/4 3.87 98

()

H
inch
5/8
3/4
7/8
7/8
1-1/16
1-1/16
1-1/4

inch
1.83
1.95
2.38
2.10
2.32
2.33
2.43

mm
46
50
60
53
59
59
62

Fittings are stocked less locknut (part no. WLNL). Locknuts are manufactured by the Parker Tube

Fittings Division and must be ordered separately.

See Accessories Section for O-Rings and Flange Kits.
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Catalog 4400 US 43 Series Fittings
Seal-Lok® Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1JC43

Female Seal-Lok® - Swivel - Short
ISO 12151-1 - SWSA

Additional
C ‘%" # (WWWVWWW @ <:> <:> Material
|| | Part Thread Hose I.D. A c H w B Stainless
[[/ Number inch inch | inch |mm |inch|mm| inch | inch |inch |mm| Steel (C)
— -— 1JC43-4-4 1/4| 9/16x18 1/4 1.63| 41 |0.32| 8 | 9/16 | 11/16 |0.88| 22 .
1JC43-4-4-SM 1/4 | 9/16x18 1/4 1.63| 41 |0.32| 8 |17 mm|17 mm|0.88| 22
\—W H 1JC43-4-6 1/4| 9/16x18 3/8 1.90| 48 |0.32| 8 | 11/16 | 11/16 |0.87 | 22
1JC43-6-4 3/8 | 11/16x16 1/4 1.67 | 42 |0.32| 8 | 11/16 | 13/16 |0.92 | 23
1JC43-6-4-SM | 3/8 | 11/16x16 1/4 1.67 | 42 |0.32| 8 |17 mm|22 mm|0.92 | 23
1JC43-6-5 3/8 | 11/16x16 | 5/16 |1.65| 42 |0.32| 8 | 11/16 | 13/16 |0.90| 23
1JC43-6-6 3/8 | 11/16x16 3/8 1.94| 49 |0.32| 8 | 11/16 | 13/16 |0.91 | 23 .
1JC43-6-6-SM | 3/8 | 11/16x16 3/8 1.94| 49 |0.32| 8 |19 mm|22 mm|0.91| 23
1JC43-8-6 1/2 | 13/16x16 3/8 2.00 | 51 |0.43| 11| 13/16 | 15/16 |0.97 | 25
1JC43-8-6-SM | 1/2 | 13/16x16 3/8 2.00 | 51 [0.43| 11 |19 mm |24 mm|0.97 | 25
1JC43-8-8 1/2 | 13/16x16 1/2 2.22 | 56 [0.43| 11| 13/16 | 15/16 |0.96 | 24 .
1JC43-8-8-SM 1/2 | 13/16x16 1/2 2.22| 56 [0.43| 11 |22 mm |24 mm|0.96 | 24
1JC43-10-8 5/8 1x14 1/2 2.30| 58 |0.53| 13| 15/16 | 1-1/8 |1.04| 26
1JC43-10-8-SM | 5/8 1x14 1/2 2.30 | 58 |0.53| 13 |24 mm |30 mm|1.04 | 26
1JC43-10-10 5/8 1x14 5/8 249 63 |0.53| 13| 15/16 | 1-1/8 |1.05| 27 .
1JC43-10-10-SM | 5/8 1x14 5/8 2.49 | 63 |0.53| 13 |24 mm |30 mm|1.05| 27
1JC43-12-8 3/4 | 1-3/16x12 1/2 2.48 | 63 |0.57| 14 | 1-1/8 | 1-3/8 |1.22| 31
1JC43-12-10 3/4 | 1-3/16x12 5/8 2.67 | 68 |0.57| 14| 1-1/8 | 1-3/8 |1.23| 31
1JC43-12-10-SM | 3/4 | 1-3/16x12 5/8 2.67 | 68 |0.57| 14 |32 mm |36 mm|1.23| 31
1JC43-12-12 3/4 | 1-3/16x12 3/4 2.68| 68 |0.57| 14 | 1-1/8 | 1-3/8 |1.24| 31 [
1JC43-12-12-SM | 3/4 | 1-3/16x12 3/4 2.68 | 68 |0.57| 14 |32 mm |36 mm|1.24| 31
1JC43-12-16 3/4 | 1-3/16x12 1 2.99| 76 |0.57| 14 | 1-5/16 | 1-3/8 |1.37| 35
1JC43-16-12 1 | 1-7/16x12 3/4 2.83| 72 |0.58| 15| 1-3/8 | 1-5/8 |1.39| 35
1JC43-16-16 1 | 1-7/16x12 1 3.14| 80 |0.58| 15| 1-3/8 | 1-5/8 |1.52| 39
1JC43-20-20 1-1/41-11/16x12| 1-1/4 |3.27 | 83 (0.59| 15| 1-7/8 | 1-7/8 |1.58| 40

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate cut-off allowance.
Stainless steel fittings must be assembled with Karrykrimp 2, PHastkrimp, Superkrimp or Parkrimp 2.
See CrimpSource for more information.

See Accessories Section for O-Rings.
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Catalog 4400 US 43 Series Fittings
Seal-Lok® Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1JS43

Female Seal-Lok® - Swivel - Long
ISO 12151-1 SWSB

A |

# [WAWWWY @ e B |
Part Thread Hose I.D. A H w B = =

Number inch inch inch | mm | inch | inch | inch | mm W

1JS43-4-4 1/4 | 9/16x18 1/4 2.07 | 53 | 9/16 |11/16| 1.32 | 34 - ——
1JS43-4-6 1/4 | 9/16x18 3/8 221 | 56 |11/16|11/16| 1.18 | 30
1JS43-6-4 3/8 | 11/16x16 1/4 214 | 54 | 9/16 |13/16| 1.39 | 35 \— \—

1JS43-6-6 3/8 | 11/16x16 3/8 228 | 58 |[11/16|13/16| 1.25 | 32 w H
1JS43-6-8 3/8 | 11/16x16 1/2 250 | 64 |13/16|13/16| 1.24 | 31
1JS43-8-4 1/2 | 13/16x16 1/4 226 | 57 |11/16|15/16| 1.51 38
1JS43-8-6 1/2 | 13/16x16 3/8 253 | 64 |11/16|15/16| 1.50 | 38
1JS43-8-8 1/2 | 13/16x16 1/2 2.65 | 67 |13/16|15/16| 1.39 | 35
1JS43-8-10 1/2 | 13/16x16 5/8 282 | 72 |15/16|15/16| 1.38 | 35

1JS43-10-6 5/8 1x14 3/8 263 | 67 |11/16[1-1/8| 1.62 | 41
1JS43-10-8 5/8 1x14 1/2 289 | 73 |13/16|1-1/8 | 1.63 | 41
1JS43-10-10 | 5/8 1x14 5/8 3.07 | 78 |15/16|1-1/8 | 1.66 | 42
1JS43-10-12 | 5/8 1x14 3/4 3.08 | 78 |1-1/16)1-1/8 | 1.64 | 42

1JS43-12-8 3/4 |1-3/16x12 1/2 290 | 74 |15/16|1-3/8| 1.64 | 42
1JS43-12-10 | 3/4 |1-3/16x12 5/8 319 | 81 |1-1/8|1-3/8| 1.75 | 44
1JS43-12-12 | 3/4 |1-3/16x12 3/4 3.31 84 |[1-1/8 | 1-3/8| 1.87 | 47

1JS43-12-16 | 3/4 |1-3/16x12 1 3.53 | 90 |1-5/16| 1-3/8 | 1.91 49
1JS43-16-12 1 1-7/16x12 3/4 337 | 86 |1-3/8|1-5/8| 1.93 | 49
1JS43-16-16 1 1-7/16x12 1 362 | 92 |1-3/8|1-5/8| 2.00 | 51
1JS43-16-20 1 1-716x12| 1-1/4 3.77 | 96 |1-3/4|1-5/8| 2.08 | 53
1JS43-20-16 | 1-1/4 |1-11/16x12 1 3.64 | 92 |1-3/8|1-7/8| 2.02 | 51

1JS43-20-20 | 1-1/4 1-11/16x12| 1-1/4 377 | 96 |1-3/4|1-7/8| 215 | 53
1JS43-24-20 | 1-1/2 2x12 1-1/4 388 | 99 |1-3/4|2-1/4| 223 | 57
1JS43-24-24 | 1-1/2 2x12 1-1/2 391 | 99 |1-7/8|2-1/4| 254 | 65

1J643

Female Seal-Lok® - Swivel - 22-1/2° Elbow
End Connection per ISO 8434-3-SWE

# | vy | (@) ()

Part Thread Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | inch | inch | mm
1J643-8-8 1/2 \13/1 6x16 1/2 3.06| 78 | 0.39| 10 |15/16| 1.80 | 46

See Accessories Section for O-Rings.
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Catalog 4400 US 43 Series Fittings
Seal-Lok® Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1J743

Female Seal-Lok® - Swivel - 45° Elbow
ISO 12151-1 - SWE45

# | e | (@ O

Part Thread Hose I.D. A E w B

Number inch inch inch | mm | inch | mm | inch |inch| mm
1J743-4-4 1/4 9/16x18 1/4 1.97| 50 [0.39| 10 | 11/16 |1.22| 31
1J743-4-4-SM 1/4 9/16x18 1/4 197| 50 |0.39| 10 |17 mm|1.22| 31
1J743-4-6 1/4 9/16x18 3/8 223| 57 |0.39| 10 | 11/16 |{1.20| 30
1J743-6-4 3/8 | 11/16x16 1/4 2.08| 53 |043| 11 | 13/16 |1.33| 34
1J743-6-4-SM 3/8 | 11/16x16 1/4 2.08| 53 (043 | 11 |22mm|1.33| 34
1J743-6-5 3/8 | 11/16x16 5/16 2.37| 60 |043| 11 | 13/16 |1.62| 41
1J743-6-6 3/8 | 11/16x16 3/8 234| 59 |043| 11 | 13/16 |1.31| 33
1J743-6-8 3/8 | 11/16x16 1/2 266 | 68 [0.43| 11 | 13/16 |[1.41| 36
1J743-8-4 1/2 | 13/16x16 1/4 256 | 65 [0.59| 15 | 15/16 |1.81| 46
1J743-8-6 1/2 | 13/16x16 3/8 253| 64 |059| 15 | 15/16 |1.50| 38
1J743-8-6-SM 1/2 | 13/16x16 3/8 253| 64 |059| 15 |24 mm|1.50| 38
1J743-8-8 1/2 | 13/16x16 1/2 2.83| 72 |059| 15 | 15/16 |1.57| 40
1J743-8-8-SM 1/2 | 13/16x16 1/2 2.83| 72 |059| 15 |24 mm|1.57| 40
1J743-8-10 1/2 | 13/16x16 5/8 3.09| 78 |0.59| 15 | 15/16 |1.65| 42
1J743-10-8 5/8 1x14 1/2 293 | 74 |0.63| 16 | 1-1/8 |1.67| 42
1J743-10-10 5/8 1x14 5/8 3.17| 81 |0.63| 16 | 1-1/8 |1.73| 44
1J743-10-10-SM | 5/8 1x14 5/8 3.17 | 81 |0.63| 16 |30 mm|1.73| 44
1J743-10-12 5/8 1x14 3/4 3.36| 8 |0.65| 16 | 1-1/8 [1.93| 49
1J743-12-8 3/4 | 1-3/16x12 1/2 357 91 082 21 1-3/8 |2.31| 59
1J743-12-10 3/4 | 1-3/16x12 5/8 3.62| 92 |0.83| 21 | 1-3/8 |2.18| 55
1J743-12-12 3/4 | 1-3/16x12 3/4 3.63| 92 |0.83| 21 | 1-3/8 |2.19| 56
1J743-12-12-SM| 3/4 | 1-3/16x12 3/4 3.63| 92 |0.83| 21 |36 mm|2.19| 56
1J743-12-16 3/4 | 1-3/16x12 1 3.67| 93 |0.81| 21 1-3/8 |2.05| 52
1J743-16-12 1 1-7/16x12 3/4 4.02| 102 |0.94 | 24 | 1-5/8 |2.59| 66
1J743-16-16 1 1-7/16x12 1 4.38| 111 | 094 | 24 | 1-5/8 |2.76| 70
1J743-16-20 1 1-7/16x12 1-1/4 459|117 {094 | 24 | 1-5/8 |2.94| 75
1J743-20-16 1-1/4|1-11/16x12 1 452|115 [1.00| 25 | 1-7/8 |2.93| 74
1J743-20-20 1-1/4 | 1-11/16x12 1-1/4 | 4.78| 121 |1.00| 25 | 1-7/8 |3.09| 78
1J743-24-20 1-1/2 2x12 1-1/4 | 499|127 |1.11| 28 | 2-1/4 |3.30| 84
1J743-24-24 1-1/2 2x12 1-1/2 470|119 |1.07 | 27 | 2-1/4 |3.33| 85

See Accessories Section for O-Rings.
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Catalog 4400 US 43 Series Fittings
Seal-Lok® Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1J943

Female Seal-Lok® - Swivel - 90° Elbow - Short Drop
ISO 12151-1 - SWES90

# ey | (@) @

Part Thread Hose I.D. A E w B

Number inch inch inch | mm | inch | mm | inch | inch | mm
1J943-4-4 1/4 | 9/16x18 1/4 1.78 | 45 | 0.83| 21 |11/16|1.03 | 26
1J943-4-6 1/4 | 9/16x18 3/8 2.05| 52 |0.83| 21 |11/16|1.02 | 26
1J943-6-4 3/8 | 11/16x16 1/4 1.93| 49 | 0.91| 23 |13/16|1.18 | 30 E
1J943-6-5 3/8 | 11/16x16 5/16 2.25| 57 | 0.90| 23 |13/16|1.50 | 38
1J943-6-6 3/8 | 11/16x16 3/8 2.21| 56 [ 0.91| 23 |13/16|1.18 | 30
1J943-6-8 3/8 | 11/16x16 1/2 2.53| 64 |0.90| 23 |13/16|1.27 | 32
1J943-8-4 1/2 | 13/16x16 1/4 228 | 58 | 1.15| 29 |15/16|1.53 | 39
1J943-8-6 1/2 | 13/16x16 3/8 228 | 58 | 1.14| 29 |15/16|1.25| 32
1J943-8-8 1/2 | 13/16x16 1/2 259 | 66 | 1.14| 29 |15/16|1.33 | 34
1J943-8-8-SM 1/2 | 13/16x16 1/2 259 | 66 |1.14| 29 24 mm| 1.33 | 34
1J943-8-10 1/2 | 13/16x16 5/8 281 71 |1.15| 29 |15/16|1.37 | 35
1J943-10-8 5/8 1x14 1/2 274 | 70 |1.26| 32 | 1-1/8 | 1.48 | 38
1J943-10-10 5/8 1x14 5/8 297 | 75 |1.26| 32 | 1-1/8 | 1.53 | 39
1J943-10-10-SM| 5/8 1x14 5/8 297 | 75 |1.26| 32 30 mm| 1.53 | 39
1J943-10-12 5/8 1x14 3/4 3.08| 78 |1.27| 32 | 1-1/8 | 1.64 | 42
1J943-12-8 3/4 | 1-3/16x12 1/2 321| 82 |1.89| 48 | 1-3/8| 1.95| 50
1J943-12-10 3/4 | 1-3/16x12 5/8 3.49| 89 | 1.89| 48 | 1-3/8 | 2.05| 52
1J943-12-12 3/4 | 1-3/16x12 3/4 3.06| 78 | 1.89| 48 | 1-3/8 | 2.05| 52
1J943-12-16 3/4 | 1-3/16x12 1 3.88| 99 | 1.89| 48 | 1-3/8 | 2.26 | 57
1J943-16-12 1 | 1-7/16x12 3/4 4.06| 103|222 | 56 | 1-5/8 | 2.62 | 67
1J943-16-16 1 | 1-7/16x12 1 4.31]109|2.20| 56 | 1-5/8 | 2.69 | 68
1J943-16-20 1 |1-716x12| 1-1/4 | 456 |116|2.21| 56 | 1-5/8|2.87 | 73
1J943-20-16 1-1/4|{1-11/16x12 1 464|118 | 254 | 65 | 1-7/8 | 3.02 | 80
1J943-20-20 1-1/4/1-11/16x12| 1-1/4 |4.88| 124|251 | 64 | 1-7/8 | 3.19 | 81
1J943-24-20 1-1/2 2x12 1-1/4 |1 4.97|126|2.70| 69 | 2-1/4|3.32 | 84
1J943-24-24 1-1/2 2x12 1-1/2 |5.50|140|2.68| 68 | 2-1/4| 4.13| 105
1J543

Female Seal-Lok® - Swivel - 90° Elbow - Medium Drop
ISO 12151-1 - SWEM90

# ey | (@) ()
Part Thread Hose I.D. A E w B

Number inch inch inch | mm |inch | mm | inch |inch | mm
1J543-4-4 1/4 | 9/16x18 1/4 207 | 53 [1.26| 32 |11/16 |1.32| 34
1J543-6-4 3/8 | 11/16x16 1/4 212| 54 |150| 38 |13/16 |1.37| 35
1J543-6-6 3/8 | 11/16x16 3/8 2.40| 61 |1.50| 38 |13/16 | 1.37| 35 E
1J543-6-6-SM| 3/8 | 11/16x16 3/8 240| 61 [150| 38 |22mm|1.37 | 35
1J543-8-6 1/2 | 13/16x16 3/8 248 | 63 [1.61| 41 |15/16 |1.45| 37
1J543-8-8 1/2 | 13/16x16 1/2 259 | 66 |1.61| 41 | 1516 |1.33| 34 L
1J543-10-8 5/8 1x14 1/2 2.74| 70 |1.85| 47 | 1-1/8 | 1.48| 38
1J543-10-10 | 5/8 1x14 5/8 297 | 75 |1.85| 47 | 1-1/8 | 1.53| 39
1J543-10-12 | 5/8 1x14 3/4 3.12| 79 |1.88| 48 | 1-1/8 | 1.68 | 43
1J543-12-12 | 3/4 |1-3/16x12 3/4 3.49| 89 |2.28| 58 | 1-3/8 |2.05| 52
1J543-16-16 1 1-7/16x12 1 486 | 123 |2.78 | 71 1-5/8 | 3.27 | 83
1J543-20-20 |1-1/41-11/16x12| 1-1/4 |4.89 | 124 |3.09| 78 | 1-7/8 | 3.20 | 81

See Accessories Section for O-Rings.
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Catalog 4400 US Universal Push to Connect
Seal-Lok®

1J143

Female Seal-Lok® - Swivel - 90° Elbow - Long Drop
ISO 12151-1 - SWEL90

# (WY @ ()

Part Thread Hose I.D. A E w B

Number inch inch inch | mm | inch | mm | inch |inch | mm
1J143-4-4 1/4 | 9/16x18 1/4 202| 51 [1.81| 46 |11/16 [1.27| 32
1J143-6-4 3/8 | 11/16x16 1/4 226 | 57 |229| 58 | 13/16 [1.51| 38
1J143-6-6 3/8 | 11/16x16 3/8 239 | 61 [2.13| 54 | 13/16 [1.36| 35
1J143-8-6 1/2 | 13/16x16 3/8 245 | 62 |252| 64 | 15/16 |1.42| 36
1J143-8-8 1/2 | 13/16x16 1/2 259 | 66 |252| 64 | 15/16 |1.33| 34
1J143-8-8-SM | 1/2 | 13/16x16 1/2 259 | 66 |[252| 64 |24mm|1.33| 34

1J143-10-8 5/8 1x14 1/2 274 | 70 |279| 71 | 1-1/8 | 1.48| 38
1J143-10-10 | 5/8 1x14 5/8 297 | 75 |276| 70 | 1-1/8 |1.53| 39
1J143-10-12 | 5/8 1x14 3/4 3.15| 80 |2.76| 70 | 1-1/8 |1.73| 44

1J143-12-12 | 3/4 | 1-3/16x12 3/4 349 | 89 (3.78| 96 | 1-3/8 |2.05| 52
1J143-16-16 1 | 1-7/16x12 1 4.28 | 109 | 4.49 | 114 | 1-5/8 | 2.66 | 68
1J143-20-20 |1-1/4|1-11/16x12| 1-1/4 |4.84 | 123 | 5.09 | 129 | 1-7/8 | 3.15| 80
1J143-24-20 |1-1/2]  2x12 1-1/4 | 4.77 121 | 554 | 141 | 2-1/4 |312] 79
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Catalog 4400 US 43 Series Fittings

UPTC Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436
451TC, 451ST, 471TC, 471ST, 472TC, 482TC,482ST, 722TC, 881 hoses.

Universal Push-to-Connect Features
(UPTC) Introduction o

e Available in sizes 1/4”, 3/8”, 1/2”, 5/8”,
Traditionally, the fluid power industry has used and 3/4”
threaded connectors to make a leak free connec- * Uses standard Seal-Lok adapters for a
tion. The speed of making connections is slow and wide variety of configurations, as well as
the reliability of the connection is dependent on excellent field serviceability
proper assembly procedures. Parker's UPTC con- * Meets or exceeds SAE 100R2 pressure
nectors rely on a mechanical retaining mechanism ratings (see Fig. 2)

(other than threads) to create a seal. ¢ Includes visual and tactile installation

Tools are not required for assembly, and the indicatcl)rs. . o .

reliability and speed of making connections with * Seal-aligning nipple eliminates hose twist

the UPTC design is greatly improved compared to during assembly

traditional threaded connections. e No Specia| too”ng required for disassem-
bly

* Uses elastomeric seals, including Parker’s
patented Trap-Seal

Design and Construction

UPTC Seal-Lok consists of a base Seal-Lok ORFS fit-
ting, a UPTC nut (including internal sealing and retaining
elements), a dust O-Ring, and a UPTC hose assembly or

rigid tube, as shown in figure 1. The base ORFS fitting is a 1) G
highly reliable and widely available off-the-shelf standard - :
SAE J1453 adapter. The sealing O-Ring is supported by a Fig. 1a Fig. 1b

pressure energized anti-extrusion ring that prevents O-Ring
extrusion and ensures tight sealing even under high pres-
sure.

Fig. 1a — This is a Tube Fittings
Division part. Information can
be found in Catalog 4300.

Once fully engaged, the retaining element is positively

trapped between the male and UPTC nut. The dust O-Ring
keeps contamination out and serves as a full engagement UPTC Pressure Ratings
visual indicator. A clear tactile feeling at the end of the

push indicates a proper connection. Once a proper connec- Az | e P"eBss“"e
tion is made, the dust O-Ring is covered by the UPTC nut. (psi) (Bar)
This also serves as a positive visual indicator of full en- -4 5800 400
gagement for easy inspection and quality control. -6 5000 345
Once connected, the UPTC nut is permanently attached 4259 293
to the UPTC hose end similar to a traditional swivel nut. To mll ity 2
disconnect, just use a wrench to unscrew the UPTC nut -12 3125 216

from the base adapter. Re-connect is possible by tightening
the UPTC nut back to the base adapter, if the connection is
not damaged. If the hose or tube is damaged, they can be
replaced by installing a new UPTC assembly or a readily
available standard Seal-Lok ORFS hose or tube assembly.
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Catalog 4400 US 43 Series Fittings

UPTC Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1EN43
UPTC Male
A c
Hose Nominal
End Connection
Part Size A B Size
Number inch inch inch | inch mm
1EN43-8-4 1/4 1.83 | 1.08 | 0.31 8
1EN43-12-6 3/8 2.15 1.12 | 047 12
1EN43-15-8 1/2 251 | 1.25 | 0.59 15
1EN43-18-10 5/8 278 | 1.34 | 0.71 18
1EN43-22-12 3/4 2.81 | 1.37 | 0.87 22
1ET43
UPTC Male 90° Elbow
A
C
Hose Nominal
End Connection
Part Size A B Size E
Number inch inch inch | inch mm inch
1ET43-8-4 1/4 1.78 1.03 | 0.31 8 1.54
1ET43-12-6 3/8 221 | 1.18 | 0.47 12 1.54
1ET43-15-8 1/2 2.51 1.25 | 0.59 15 1.77
1ET43-18-10 5/8 2.97 1.53 | 0.71 18 2.24
1ET43-22-12 3/4 3.43 | 1.99 | 0.87 22 2.50

1EU43
UPTC Male 45° Elbow

‘71\4‘ c

B Hose Nominal

ﬂ End Connection

T T Part Size A B Size E

E Number inch inch inch inch mm inch

L4 1EU43-8-4 1/4 248 | 1.73 | 0.31 8 0.91
1EU43-12-6 3/8 2.83 | 1.80 | 0.47 12 0.91
1EU43-15-8 1/2 3.17 | 1.91 | 0.59 15 0.99
1EU43-18-10 5/8 3.68 | 224 | 0.71 18 1.26
1EU43-22-12 3/4 3.76 | 2.32 | 0.87 22 1.30
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Catalog 4400 US
Metric L

43 Series Fittings

Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1D043
Male Metric L - Rigid - (24° Cone)
ISO 12151-2
# (WWWWWW <:> .
B
Part Thread Hose I.D. H
Number mm inch inch mm mm inch mm
1D043-6-4 6 |M12x1,5 1/4 1.73 44 14 0.93 24 -
1D043-8-4 8 |M14x1,5 1/4 1.61 41 14 0.93 24
1D043-10-5 10 |M16x1,5 5/16 1.97 50 19 0.83 21
1D043-10-6 10 |M16x1,5 3/8 1.97 50 19 0.83 21 H
1D043-12-5 12 |M18x1,5 5/16 1.89 48 19 0.94 24
1D043-12-6 12 |M18x1,5 3/8 1.97 50 19 0.83 21
1D043-15-6 15 |M22x1,5 3/8 1.93 49 22 1.02 26
1D043-15-8 15 |M22x1,5 1/2 2.28 58 22 0.94 24
1D043-18-10 | 18 |M26x1,5 5/8 2.68 68 27 1.14 29
1D043-18-12 | 18 |M26x1,5 3/4 2.68 68 27 1.14 29
1D043-22-12 | 22 M30x2 3/4 2.72 69 30 1.22 31
1D043-28-16 | 28 M36x2 1 3.11 79 36 1.30 33
1D043-35-20 | 35 M45x2 1-1/4 3.35 85 46 1.50 38
11D43
Male Standpipe Metric L - Rigid
End Connection per ISO 8434-1-SDS
Part @ HQD. A D B
Number mm inch inch mm inch mm inch mm
11D43-6-4 6 1/4 2.03 52 0.87 22 1.28 33 R
11D43-10-5 10 5/16 2.36 60 0.91 23 1.45 37
11D43-10-6 10 3/8 2.28 58 0.91 23 1.14 29
11D43-12-4 12 1/4 217 55 0.91 23 1.22 31
11D43-15-8 15 1/2 2.56 65 0.98 25 1.22 31
11D43-18-10 18 5/8 2.99 76 1.02 26 1.48 38
11D43-18-12 18 3/4 2.80 71 1.02 26 1.22 31
11D43-22-12 22 3/4 2.87 73 1.10 28 1.26 32
11D43-28-16 28 1 3.31 84 1.18 30 1.46 37

Metric L: Mates with EO “L” Series Fittings. See Accessories Section for O-Rings.
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Catalog 4400 US 43 Series Fittings
Metric L Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1C343
Female Metric L - Swivel - (Ball Nose)

# | v | (@ < )

Part Thread Hose I.D. A C w B

Number mm inch inch | mm | inch | mm | mm | inch | mm

1C343-6-4 6 |M12x1,5 1/4 1.75| 44 | 0.09 2 14 1116 | 29
1C343-8-4 8 |M14x1,5 1/4 1.77 | 45 |0.11 3 17 |1.16 | 29
1C343-10-5 | 10 |M16x1,5| 5/16 2.01| 51 |0.06| 2 19 |1.20 | 30
1C343-10-6 | 10 |M16x1,5 3/8 206 | 52 |0.06| 2 19 (1.10| 28
1C343-12-5 12 |M18x1,5 5/16 1.87 | 47 | 0.10 & 22 | 0.70 18
1C343-12-6 | 12 |M18x1,5 3/8 223 | 57 |0.10| 3 22 118 | 30
1C343-15-6 | 6 |M22x1,5 3/8 1.85| 47 |0.16| 4 27 1071 | 18
1C343-15-8 15 |M22x1,5 1/2 242 | 61 0.17 4 27 129 | 33
1C343-18-10 | 18 |M26x1,5 5/8 265| 67 |010| 3 32 | 123 | 31
1C343-18-12 | 18 |M26x1,5 3/4 280| 71 |0.10| 3 32 | 137 | 35
1C343-22-12 | 22 | M30x2 3/4 2.87 | 73 | 0.18 5 36 | 142 | 36
1C343-28-16 | 28 | M36x2 1 3.35| 85 | 0.22 6 46 | 1.76 | 45

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.

1C443
Female Metric L - Swivel - 45° Elbow - (Ball Nose)

A |
B | # (WWWWY @ )
Part Thread |Hose I.D. A E w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
- 1C443-8-4 8 |M14x1,5 1/4 240 | 61 | 059 | 15 17 | 150 | 38
E 1C443-10-5 | 10 [M16x1,5| 5/16 260 | 66 | 067 | 17 19 | 1.61 41
1C443-10-6 | 10 |M16x1,5 3/8 276 | 70 | 0.67 | 17 19 1.61 41
Z——W 1C443-12-6 | 12 |M18x1,5 3/8 276 | 70 | 0.67 | 17 22 | 1.61 41

1C443-15-8 | 15 |M22x1,5 1/2 335 | 8 |0.79 | 20 27 |1.97 | 50
1C443-18-10| 18 | M26x1,5 5/8 4.09 | 104 | 1.14 | 29 32 | 252 | 64
1C443-22-12| 22 | M30x2 3/4 3.78 | 96 | 091 | 23 36 | 220 | 56
1C443-28-16| 28 | M36x2 1 453 | 115 | 1.10 | 28 46 | 2.81 71

1C543

Female Metric L - Swivel - 90° Elbow - (Ball Nose)

# | ww | (@) ()

Part Thread Hose I.D. A E w B

Number mm inch inch | mm | inch | mm | mm | inch | mm
1C543-8-4 8 |M14x1,5 1/4 205| 52 [1.10| 28 | 17 |1.18| 30
1C543-10-5 10 | M16x1,5 5/16 220 | 56 | 1.18 | 30 19 | 1.22| 31
1C543-10-6 10 | M16x1,5 3/8 240 | 61 [1.18| 30 | 19 |1.40| 36
1C543-12-6 12 | M18x1,5 3/8 240 | 61 [1.22| 31 22 |1.40| 36
1C543-15-8 15 | M22x1,5 1/2 295| 75 (157 | 40 | 27 |1.57| 40
1C543-18-10 | 18 | M26x1,5 5/8 358 | 91 |236| 60 | 32 |2.05| 52
1C543-22-12 | 22 | M30x2 3/4 3.58| 91 |1.97| 50 | 36 |2.00| 51
1C543-28-16 | 28 | M36x2 1 433|110 |2.48| 63 | 46 |2.56| 65

Metric L: Mates with EO “L” Series Fittings.
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Catalog 4400 US 43 Series Fittings
Metric L Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1CA43
Female Metric L - Swivel - (24° Cone with O-Ring)
ISO 12151-2 - SWS

# ey | (@) () ﬁ
Part Thread Hose I.D. A C w B ¢ LI

Number mm inch inch | mm | inch | mm | inch | mm
1CA43-6-4 6 |M12x1,5 1/4 1.73 | 44 |-002| 14 | 0.88 | 22 | —_—
1CA43-8-4 8 |M14x1,5 1/4 1.73 | 44 | -0.01 17 | 088 | 22
1CA43-8-5 8 |[M14x1,5 5/16 1.97 50 0.00 17 1.02 26
1CA43-10-4 10 |M16x1,5 1/4 1.81 46 0.04 19 0.87 22 W
1CA43-10-5 | 10 |M16x1,5 5/16 1.81 46 | 0.04 19 | 0.87 | 22
1CA43-12-5 | 12 |M18x1,5 5/16 1.81 46 | 004 | 22 | 0.91 23
1CA43-12-6 12 |M18x1,5 3/8 1.89 48 0.03 22 0.75 19
1CA43-15-8 15 |M22x1,5 1/2 2.20 56 0.07 27 0.82 21
1CA43-18-10| 18 |M26x1,5 5/8 244 | 62 | 002 | 32 | 087 | 22
1CA43-18-12| 18 |M26x1,5 3/4 256 | 65 | 0.02 | 32 1.02 | 26
1CA43-22-12| 22 M30x2 3/4 2.48 63 0.13 36 0.94 24
1CA43-28-16| 28 | M36x2 1 307 | 78 | 014 | 41 1.30 | 33
1CA43-35-20| 35 | M45x2 1-1/4 323 | 82 | 0.00 | 50 1.38 | 35

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.

1CE43

Female Metric L - Swivel - 45° Elbow - (24° Cone with O-Ring)
ISO 12151-2 - SWE45

# | v (@) ()

Part Thread Hose I.D. A E w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
1CE43-6-4 6 [M12x1,5 1/4 268 | 68 |0.75| 19 14 | 1.77 | 45
1CE43-8-4 8 |M14x1,5 1/4 232 | 59 |0.63| 16 17 | 1.38| 35 E

1CE43-10-5 | 10 |M16x1,5| 5/16 264 | 67 | 059 | 15 19 | 1.69 | 43
1CE43-10-6 | 10 |[M16x1,5| 3/8 295| 75 |0.75| 19 19 [1.85| 47
1CE43-12-6 | 12 |M18x1,5| 3/8 272 | 69 |075| 19 | 22 | 153 | 39
1CE43-15-8 | 15 |M22x1,5 1/2 319 | 81 (087 | 22 | 27 |1.81| 46
1CE43-18-10| 18 |M26x1,5| 5/8 350 | 89 (091 23 | 32 |1.93| 49
1CE43-22-12] 22 | M30x2 3/4 386 | 98 [1.02| 26 | 36 | 2.28 | 58

1CF43

Female Metric L - Swivel - 90° Elbow - (24° Cone with O-Ring)
ISO 12151-2 - SWE

it | | (@) L)

Part Thread Hose I.D. A E w B

Number mm inch inch | mm | inch | mm | mm | inch | mm
1CF43-8-4 8 |M14x1,5 1/4 201 | 51 | 114 | 29 17 | 1.10| 28
1CF43-10-4 10 |M16x1,5 1/4 205| 52 | 114 | 29 19 [1.10| 28
1CF43-10-5 10 |M16x1,5 5/16 2.40 | 61 1.16 | 29 19 |(1.46 | 37 E
1CF43-10-6 | 10 |M16x1,5 3/8 256 | 65 | 1.38| 35 19 | 1.46 | 37
1CF43-12-5 | 12 |M18x1,5| 5/16 240 | 61 | 1.18| 30 22 | 1.46 | 37
1CF43-12-6 12 |M18x1,5 3/8 252 | 64 | 142 | 36 22 | 1.38| 35
1CF43-15-8 15 |M22x1,5 1/2 280 | 71 1.69 | 43 27 | 146 | 37
1CF43-18-10| 18 |M26x1.5 5/8 3.17 | 81 |1.77| 45 32 | 161 | 41
1CF43-22-12| 22 | M30x2 3/4 350 | 89 |217| 55 36 | 1.93| 49
1CF43-35-20| 35 | M45x2 1-1/4 5.12 | 130 | 3.11 | 79 50 | 3.27 | 83

Metric L: Mates with EO “L” Series Fittings.
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Catalog 4400 US 43 Series Fittings
Metric S Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1D243
Male Metric S - Rigid - (24° Cone)
ISO 12151-2

# | v (@) @

Part Thread Hose I.D. A H B

A
,i_l
Number mm inch inch mm mm inch mm
- 1D243-8-4 8 M16x1,5 1/4 1.73 44 17 0.87 22
1D243-10-4 10 M18x1,5 1/4 1.73 44 19 0.87 22
H

1D243-12-5 12 M20x1,5 5/16 2.20 56 22 1.29 33
1D243-12-6 12 M20x1,5 3/8 1.97 50 22 1.02 26
1D243-14-6 14 M22x1,5 3/8 2.17 55 22 0.98 25
1D243-16-8 16 M24x1,5 1/2 2.36 60 24 1.17 30

1D243-20-10 20 M30x2 5/8 2.95 75 30 1.44 37
1D243-25-12 25 M36x2 3/4 2.87 73 36 1.30 33
1D243-30-16 30 M42x2 1 3.39 86 46 1.54 39

13D43

Male Standpipe Metric S - Rigid
End Connection per ISO 8434-1-SDS

# (] (e
Part R Hose I.D. A D B
Number mm inch inch | mm | inch | mm | inch mm
R 13D43-10-4 10 1/4 213 54 1.02 26 1.26 32
13D43-12-5 12 5/16 2.52 64 1.02 26 1.61 41
13D43-14-6 14 3/8 2.52 64 1.14 29 1.38 35
13D43-16-8 16 1/2 2.68 68 1.18 30 1.42 36
13D43-20-10 20 5/8 3.39 86 1.42 36 1.88 48
13D43-20-12 20 3/4 3.19 81 1.42 36 1.57 40
13D43-25-12 25 3/4 3.35 85 1.57 40 1.73 44
13D43-30-16 30 1 3.82 97 1.73 44 2.01 51

Light Series 11D43-6-4, 11D43-8-4 and 11D43-12-6 are used in place of their Heavy Series equivalent
size and accept the EO Heavy “S” Series ferrules and nuts.

1C643

Female Metric S - Swivel - (Ball Nose)

A
¢ 5 # Yy C) ()

| Part Thread Hose I.D. A Cc w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
_E ) 1C643-8-4 8 | M16x1,5 1/4 157 | 40 |015| 4 19 | 1.20| 30
1C643-10-4 | 10 | M18x1,5 1/4 163 41 [0.10| 3 22 |1.20| 30
1C643-12-5 12 | M20x1,5 5/16 1.87 | 47 |0.08 2 24 11.20| 30
W 1C643-12-6 12 | M20x1,5 3/8 1.76 | 45 | 0.08 2 24 11.32 | 34
1C643-12-8 | 12 | M20x1,5 1/2 218 | 55 |0.08| 2 24 1 1.30| 33
1C643-14-6 | 14 | M22x1,5 3/8 194 | 49 (017 | 4 27 1132 | 34
1C643-16-8 | 16 | M24x1,5 1/2 213 | 54 |019| 5 30 |1.39| 35
1C643-20-10) 20 | M30x2 5/8 238 | 60 |021| 5 36 |1.39| 35
1C643-20-12| 20 | M30x2 3/4 246 | 62 |021| 5 40 |1.03| 37
1C643-25-12| 25 | M36x2 3/4 2.48 | 63 |0.28| 7 46 |1.56 | 40
1C643-30-16) 30 | M42x2 1 289 | 73 |0.37| 9 50 |1.95| 50

Metric L: Mates with EO “L” Series Fittings.
Metric S: Mates with EO “S” Series Fittings.
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Catalog 4400 US 43 Series Fittings

} i Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
Metric / Metric S 451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1C043

Female Metric - Swivel - (Ball Nose)

# vy | (@) ()

Part Thread Hose I.D. A (o3 w B
Number mm inch inch | mm | inch |mm | mm |inch | mm
1C043-20-12 20 ‘ M30x1,5 3/4 248 | 63 |0.21| 5 36 [0.94)| 24
1C043-25-16 25 | M38x1,5 1 299 | 76 (028 | 7 46 | 1.14] 29

1C943

Female Metric S - Swivel - (24° Cone with O-Ring)
ISO 12151-2 - SWS

A
# (VWA @ <:> C B
Part Thread Hose I.D. A Cc w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
1C943-6-4 6 | M14x1,5 1/4 1.89| 48 |001| O 17 |1.02| 26 | -
1C943-8-4 8 | M16x1,5 1/4 1.77| 45 |0.01 0 19 [0.91| 28
1C943-10-4 10 | M18x1,5 1/4 1.81| 46 | 0.01 0 22 |0.87| 22
1C943-10-5 10 | M18x1,5 5/16 185 47 [0.01| O 22 10.87| 22 w
1C943-10-6 10 | M18x1,5 3/8 197| 50 |0.01| O 22 10.83| 21
1C943-12-5 12 | M20x1,5 5/16 1.89| 48 |0.03 1 24 | 0.94| 24
1C943-12-6 12 | M20x1,5 3/8 2.05| 52 |0.03 1 24 | 0.87| 22
1C943-14-6 14 | M22x1,5 3/8 1.97| 50 |0.03| 1 27 [0.83| 21
1C943-16-8 16 | M24x1,5 1/2 2.33| 59 [0.09| 2 30 (094 24
1C943-20-10 20 | M30x2 5/8 259 | 66 |0.05| 1 36 [1.06| 27
1C943-20-12 20 | M30x2 3/4 259 | 66 |0.05| 1 36 [1.06| 27
1C943-25-12 25 | M36x2 3/4 2.67| 68 |[0.10| 3 46 |1.10| 28
1C943-25-16 25 | M36x2 1 3.07| 78 |0.08| 2 46 |1.30| 33
1C943-30-16 30 | M42x2 1 3.03| 77 |0.19| 5 50 [1.26| 32
1C943-38-20 38 | M52x2 1-1/4 |3.15] 80 |0.23| 6 60 |1.30] 33

10C43

Female Metric S - Swivel - 45° Elbow - (24° Cone with O-Ring)
ISO 12151-2 - SWE45

# ey | (@) ( )

Part Thread Hose I.D. A E w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
10C43-8-4 8 | M16x1,5 1/4 232| 59 (0.63| 16 19 |1.38| 35

10C43-12-5 12 | M20x1,5 5/16 280 | 71 |0.67 | 17 24 |1.85| 47
10C43-12-6 12 | M20x1,5 3/8 2.72| 69 [0.79| 20 24 |1.57| 40
10C43-16-8 16 | M24x1,5 1/2 3.23| 82 (094 | 24 30 |1.89| 48
10C43-20-10 |20 | M30x2 5/8 3.58| 91 |0.98| 25 36 |2.05| 52
10C43-20-12 |20 | M30x2 3/4 3.94 | 100 [ 1.14| 29 36 |2.36| 60
10C43-25-12 25| M36x2 3/4 3.97 | 101 | 1.18| 30 46 |2.40| 61
10C43-30-16 30 | M42x2 1 496 | 126 [1.42| 36 50 |3.11 79
10C43-38-20M | 38 | M52x2 1-1/4 559|142 |1.50| 38 60 |3.74| 95
MMust be assembled with Die Part No. 83C-A20H in a Superkrimp or Parkrimp 2.
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Catalog 4400 US 43 Series Fittings
Metric S/ BSP Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,

451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

11C43

Female Metric S - Swivel - 90° Elbow - (24° Cone with O-Ring)
ISO 12151-2 - SWE

# ey | (@) ()

Part Thread Hose I.D. A E w B
Number mm inch inch | mm | inch | mm | mm | inch | mm
11C43-8-4 8 | M16x1,5 1/4 189| 48 (114 29 | 19 |1.02| 26

11C43-10-4 10 | M18x1,5 1/4 197 50 |1.14] 29 | 22 |1.02| 26
11C43-12-5 12 | M20x1,5 5/16 236 60 [1.26| 32 | 24 (142, 36
11C43-12-6 12 | M20x1,5 3/8 256| 65 |1.46| 37 | 24 |1.38| 35
11C43-14-6 14 | M22x1,5 3/8 256 | 65 |1.46| 37 | 27 |[1.38| 35
11C43-16-8 16 | M24x1,5 1/2 283 | 72 |[1.77| 45 | 30 |1.46| 37
11C43-20-10 20 M30x2 5/8 311 79 |1.89| 48 | 36 |1.57| 40
11C43-25-12 25 M36x2 3/4 350| 89 |232| 59 | 46 |1.93| 49
11C43-30-16 30 M42x2 1 453|115 |1299| 76 | 50 |2.68| 68
11C43-38-20M| 38 M52x2 1-1/4 |512] 130 |3.15]| 80 | 60 |3.27| 83
MMust be assembled with Die Part No. 83C-A20H in a Superkrimp or Parkrimp 2.

1D943

Male BSP Parallel Pipe - Rigid - (60° Cone)
ISO 12151-6

A
1 ®
Part Thread | Hose I.D. A H B
H

Number inch inch inch mm mm inch mm

- 1D943-4-4 1/4x19 1/4 1.77 45 19 0.91 23
1D943-6-5 3/8x19 5/16 2.13 54 22 1.22 31
1D943-6-6 3/8x19 3/8 2.13 54 22 1.22 31

1D943-8-6 1/2x14 3/8 2.36 60 27 1.22 31
1D943-8-8 1/2x14 1/2 2.44 62 27 1.10 28
1D943-12-12 3/4x14 3/4 2.76 70 32 1.18 30
1D943-16-16 1x11 1 3.23 82 41 1.38 35

When used in a port, a bonded seal must be used. See Accessories Section for more information.

19243

Female BSP Parallel Pipe - Swivel - (60° Cone)

ISO 12151-6

# el (@) (5
Part Thread | Hose I.D. A Cc w B
Number inch inch inch | mm | inch | mm | mm | inch | mm

19243-2-4 1/8x28 1/4 1.61 41 0.20 5 14 0.67 17
19243-4-4 1/4x19 1/4 1.95 50 0.22 6 19 1.20 30
19243-6-4 3/8x19 1/4 1.73 | 44 | 0.26 7 22 0.79 20
19243-6-6 3/8x19 3/8 2.35 60 | 0.26 7 22 1.32 34
19243-6-8 3/8x19 1/2 217 55 0.26 7 22 0.79 20
19243-8-6 1/2x14 3/8 2.01 51 0.28 7 27 0.87 22
19243-8-8 1/2x14 1/2 2.72 69 0.28 7 27 1.46 37
19243-10-8 5/8x14 1/2 2.80 71 0.37 9 30 1.54 39
19243-10-10 | 5/8x14 5/8 2.99 76 0.37 9 30 1.55 39
19243-12-10 | 3/4x14 5/8 3.11 79 0.35 9 36 1.67 42
19243-12-12 | 3/4x14 3/4 3.19 81 0.35 9 36 1.75 44
19243-16-16 1x11 1 3.67 93 | 044 11 41 2.05 52
19243-20-20 | 1-1/4x11 1-1/4 3.11 79 0.41 11 50 1.26 32

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.
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Catalog 4400 US 43 Series Fittings
BSP Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1B143
Female BSP Parallel Pipe - Swivel - 45° Elbow - (60° Cone)
ISO 12151-6
A |
# |l (@) ()
Part Thread | Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | mm | inch | mm
1B143-4-4 1/4x19 1/4 2.26 57 0.61 15 19 1.51 38
1B143-6-6 3/8x19 3/8 2.61 66 | 0.67 17 22 1.59 | 40
1B143-8-8 1/2x14 1/2 3.10| 78 | 0.79 | 20 27 185 | 46
1B143-10-10| 5/8x14 5/8 3.53 | 89 | 0.91 23 30 | 2.08 | 52
1B143-12-10| 3/4x14 5/8 3.47 88 0.87 22 32 2.02 51
1B143-12-12 | 3/4x14 3/4 377 | 95 | 098 | 24 32 | 234 | 59
1B143-16-16 1x11 1 472 | 119 | 1.22 | 30 41 3.10 | 78
1B243
Female BSP Parallel Pipe - Swivel - 90° Elbow - (60° Cone)
ISO 12151-6
# | | (@) )
Part Thread | Hose I.D. A E w B
Number inch inch inch | mm | inch | mm | mm | inch | mm
1B243-2-4 1/8x28 1/4 197 | 50 | 1.10 | 28 14 | 1.02 | 26
1B243-4-4 1/4x19 1/4 183 | 46 | 112 | 28 19 |1.08 | 27
1B243-6-6 3/8x19 3/8 232 | 59 | 146 | 37 22 1132 | 34 E
1B243-8-6 1/2x14 3/8 260 | 66 | 1.38| 35 27 | 146 | 37
1B243-8-8 1/2x14 1/2 295 | 75 | 1.57 | 40 27 | 1.57 | 40
1B243-10-8 5/8x14 1/2 2.91 74 | 157 | 40 30 | 1.54 | 39
1B243-10-10 5/8x14 5/8 3.13 | 80 1.57 | 40 30 1.72 | 44
1B243-12-10 3/4x14 5/8 362 | 92 | 232 | 59 32 | 205 | 52
1B243-12-12 3/4x14 3/4 3.58 | 91 232 | 59 32 | 2.00 | 51
1B243-16-16 1x11 1 433 | 110 | 248 | 63 41 2.56 | 65
1B243-20-20 1-1/4x11 1-1/4 472 | 120 | 299 | 76 50 | 287 | 73

1B443
Female BSP Parallel Pipe - Swivel - 90°
Elbow - Block Type - (60° Cone)

ISO 228-1
A |
# (VWY () K ) w B
Part Thread Hose I.D. A E H | W B
Number inch inch inch | mm | inch | mm | mm | mm | inch | mm

1B443-4-4 1/4x19 1/4 240 61 [1.14] 29 17 19 |1.40| 36 E
1B443-6-6 3/8x19 3/8 276| 70 |1.02| 26 | 19 | 22 |1.42| 36
1B443-8-8 1/2x14 1/2 3.19| 81 |1.02| 26 | 22 | 27 |1.57| 40 I :E - ﬁ
1B443-12-12 3/4x14 3/4 3.30| 84 |1.30| 33 | 23 | 32 |0.98| 25

Metric S: Mates with EO “S” Series Fittings.
When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.
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Catalog 4400 US
BSP / Banjo

43 Series Fittings
Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1B543
Female BSP Parallel Pipe - Swivel - (Flat Seat)
ISO 228-1
A
e 31 [ ®
Part Thread | Hose I.D. A Cc w B

Number inch inch inch | mm | inch | mm | mm | inch | mm
- 1B543-6-6 3/8x19 3/8 1.93 | 49 | 0.35 9 22 0.79 20
1B543-8-6 1/2x14 3/8 1.89 | 48 | 0.43 11 27 0.75 19
1B543-8-8 1/2x14 1/2 2.28 58 0.43 11 27 0.94 24
w 1B543-12-12| 3/4x14 3/4 2.28 58 0.33 8 32 0.94 24

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.

14943
DIN Metric Banjo

A
—‘_'B # | J
Part R Hose I.D. A B
Number mm inch inch mm inch mm
14943-10-4 10 1/4 1.85 47 0.94 24
14943-12-4 12 1/4 1.85 47 0.98 25
14943-14-5 14 5/16 2.01 51 1.06 27
R 14943-16-6 16 3/8 2.28 58 1.14 29
14943-18-8 18 1/2 2.60 66 1.22 31
14943-22-10 22 5/8 2.91 74 1.38 35
14943-26-12 26 3/4 3.07 78 1.54 39

AM Banjo Bolt w/DIN Metric Thread

# R ()

I R R Copper

- Part Thread H Washer

Number mm mm 2

H AM-03 8 M8x1 12 853009-8
AM-04 10 M10x1 14 853009-10
AM-06 12 M12x1,5 17 853009-12
AM-08 14 M14x1,5 19 853009-14
AM-10 16 M16x1,5 22 853009-16
AM-13 18 M18x1,5 24 853009-18
AM-16 22 M22x1,5 27 853009-22
AM-20 26 M26x1,5 32 853009-26
AM-30 30 M30x1,5 36 853009-30

Two (2) copper washers per bolt must be ordered separately.

Metric S: Mates with EO “S” Series Fittings.
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Catalog 4400 US 43 Series Fittings
Metric / BSP Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1MU43

Female Metric - Swivel - (30° Flare)

# || (@ e e

Part Thread |Hose I.D. A H w B
Number mm inch inch mm mm mm inch mm
1MU43-4-4| M14x1,5 1/4 2.07 53 19 19 1.32 34
1MU43-6-4| M18x1,5 1/4 2.18 55 24 24 1.43 36
1MU43-6-6 | M18x1,5 3/8 2.45 62 24 24 1.42 36
1MU43-8-8 | M22x1,5 1/2 2.84 72 27 27 1.58 40

Japanese Fittings - Female Swivel 30° Flare with Metric Threads. All 30° flared fitting sizes are
available by combining the 1MUA43 fittings in sizes up to -8 with the 1XU43 fittings in sizes -10 and
larger.

1XU43

Female Metric - Swivel - (30° Flare)

# [WWWWA <> () C>
Part Thread Hose I.D. A H w B
Number mm inch inch | mm mm mm | inch | mm

1XU43-10-10 M24x1,5 5/8 3.25| 83 30 32 1.81 | 46
1XU43-12-12 M30x1,5 3/4 3.40 | 86 32 36 1.96 | 50
1XU43-16-16 M33x1,5 1 4.03 | 102 36 41 241 | 61
1XU43-20-20 M36x1,5 1-1/4 419 | 106 46 46 |2.50| 64
1XU43-24-24 M42x1,5 1-1/2 412 | 105 50 55 |275| 70

Japanese Fittings - Female Swivel 30° Flare with Metric Threads. All 30° flared fitting sizes are
available by combining the 1MU43 fittings in sizes up to -8 with the 1XU43 fittings in sizes -10 and
larger.

1FU43

Female BSP Parallel Pipe - Swivel - (30° Flare)
B8363 Code F

# (YVVVVWWWA 8
Part Thread HQD. A <;> <;> B ‘Lﬂ

Number inch inch inch mm mm mm inch mm
1FU43-4-4 1/4x19 1/4 1.90 | 48 19 19 | 115 | 29 . -—-
1FU43-6-6 3/8x19 3/8 232 | 59 22 22 | 129 | 33
1FU43-8-8 1/2x14 1/2 266 | 68 27 27 | 140 | 36 \_ \_
1FU43-12-12 | 3/4x14 3/4 3.06 | 78 36 36 | 1.62 | 41 W —H
1FU43-16-16 1x11 1 353 | 90 41 41 | 191 | 49
1FU43-20-20 | 1-1/4x11 1-1/4 3.87 | 98 50 50 | 2.18 | 55
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Catalog 4400 US 43 Series Fittings

BSP / French Gaz Use with 301LT, 302, 304, 351ST, 351TC, 422, 424, 426, 431, 436,
451TC, 451ST, 471TC, 471ST, 472TC, 482TC, 482ST, 722TC, 881 hoses.

1UT43
Male BSP Taper Pipe - Rigid - (60° Cone)
B8363 Code R

A
BRI # Asiuly () ()
Part Thread | Hose I.D. A H B
Number inch inch inch mm mm inch mm
1 1UT43-4-4 1/4x19 1/4 1.92 49 19 1.17 30
1UT43-6-6 3/8x19 3/8 2.25 57 22 1.22 31
\_ 1UT43-8-8 1/2x14 1/2 2.68 68 27 1.42 36
H 1UT43-12-12 3/4x14 3/4 2.96 75 36 1.53 39
1UT43-16-16 1x11 1 3.48 88 41 1.86 47
1UT43-20-20 | 1-1/4x11 1-1/4 3.756 95 50 2.10 53

1GU43

Female BSP Parallel Pipe - Swivel - (60° Cone)
B8363 Code C

# (VW C) ()< )
Part Thread | Hose I.D. A H w B
Number inch inch inch mm mm mm inch mm
1GU43-4-4 1/4x19 1/4 2.08 53 19 19 1.33 34
1GU43-6-6 3/8x19 3/8 2.45 62 22 22 1.42 36
1GU43-8-8 1/2x14 1/2 2.81 71 27 27 1.56 40
1GU43-12-12| 3/4x14 3/4 3.24 82 36 36 1.81 46
1GU43-16-16 1x11 1 3.74 95 41 4 2.12 54
1GU43-20-20| 1-1/4x11 1-1/4 4.07 103 50 50 2.38 60

1F443

Female French Gaz Series - Swivel - (Ball Nose)

# | e | (@) ()

Part Thread Hose I.D. A Cc w B
Number mm inch inch | mm | inch | mm | mm |inch | mm
1F443-27-12 | 27 ‘ M36x1,5 3/4 3 76 | 0.14 4 55 1.14| 29

When measuring overall length to the end of the nut, B+C dimensions must be used to calculate
cut-off allowance.
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Catalog 4400 US
Visual Index

70 Series Fittings
Use with 701, F42 hoses.

10170 B-60 10370 B-60|10670 B-60| 13970 B-60
Female - Swivel
Male - Rigid Female - Swivel 90° Elbow - Short
11770 B-61| 11970 B-61 16A70 B-61| 16N70 B-62
YV
Code 61 Code 62 I ‘ 1
Flange Flange Il H
45° Elbow 90° Elbow Flange Head
1JC70 B-62|1JS70 B-62|1J770 B-62 | 1J970 B-63|1J570 B-63

Seal-Lok®
(O-Ring
Face Seal)

==

Female - Swivel

Female - Swivel

Femal - Swivel

Female - Swivel

Female - Swivel

Short Long 45° Elbow 90° Elbow - Short | 90° Elbow - Medium
1GU70 B-64 1FG70 B-64
.‘Illl
U]
Female - Swivel
90° Elbow - Long Female - Swivel Male - Rigid
10C70 B-65|11C70 19270 B-65|1B170 B-65 [1B270 B-661C970 B-66

Female Metric S -
Swivel - 45° Elbow

male Metric S -
Swivel - 90° Elbow

Female BSP -
Swivel - 60° Cone

Female BSP -
Swivel - 45° Elbow

Swivel - 90° Elbow

Female - Swivel

1CA70 B-66

55

Female Metric L -
Swivel - 24° Cone

1CE70 B-66

&

Female Metric L -
Swivel - 45° Elbow

1CF70

male Metric L -
Swivel - 90° Elbow

1D270

e

Male Metric S -
Rigid

B-67

1D970

B-67

oy

Male - BSP -

Rigid
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Catalog 4400 US
Pipe / JIC

10170

Male NPTF Pipe - Rigid

70 Series Fittings

Use with 701, F42 hoses.

# | v ()
Part Thread Hose I.D. A H B
Number inch inch inch mm inch inch mm
10170-6-6 3/8x18 3/8 2.37 60 3/4 1.47 37
10170-8-8 1/2x14 1/2 2.84 72 7/8 1.40 36
Male JIC 37° - Rigid
A
B # (YWWWWIWW <:>
Part Thread Hose I.D. A H B
m Number inch inch inch mm inch inch mm
- —:f 10370-8-8 1/2| 3/4x16 1/2 2.68 68 7/8 1.47 37
% 10370-10-8 5/8| 7/8x14 1/2 2.62 66 15/16 1.41 36
H
Female JIC 37° - Swivel
# vvveey 2K )
Part Thread Hose I.D. A H w B
Number inch inch inch | mm | inch |inch |inch | mm
10670-6-6 3/8 9/16x18 3/8 229 | 58 | 11/16 |{11/16/1.39| 35
10670-8-8 1/2 3/4x16 1/2 262 | 67 | 13/16 | 7/8 |1.41| 36
10670-10-8 5/8 7/8x14 1/2 2.85| 72 7/8 1 1.64 | 42
10670-10-10 5/8 7/8x14 5/8 2.84| 72 | 15/16 1 1.59 | 40
Female JIC 37° - Swivel - 90° Elbow - Short Drop
A
B # (YWWVWWWW <:>
Part Thread Hose I.D. A E w B
Z@ Number inch inch inch | mm | inch | mm | inch | inch | mm
// T T 13970-8-8 1/2 ‘ 3/4x16 1/2 262| 67 |114| 29 | 7/8 |1.41| 36
E
= w
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70 Series Fittings

Catalog 4400 US
Flange Use with 701, F42 hoses.

11770
SAE Code 61 Flange Head 