
GM - 200P
M u l t i m e d i a  S o l u t i o n s

The GM-200P has been specifically designed to use in
rooms with installed displays or projectors. It offers
ample storage with a 9RU front and rear interior rack 
unit and adjustable interior shelf.  The GM-200P comes 
standard with PSM-200 AmpliVox® speaker module.  
AVTEQ’s APA adjustable height camera platform elevates 
the videoconferencing camera to the desired height.  The 
GM-200P is a feature-rich, user-friendly durable cart with 
solid steel construction. 
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DIMENSIONS:

Ask about customized design 
and prototype capabilities

A v a i l a b l e  f o r  i m m e d i a t e  s h i p p i n g

The most FEATURES on the market:

Choose your OPTIONS:

Additional rack mount shelf (US-1)
►6 port rack mount surge protector (RCK-PWR)
Heavy duty 6” caster upgrade
►Custom cut Rack Shelf for Lifesize®, Polycom® 
     and Tandberg® codecs
Revolabs® Shelving System available in various  
     configurations for Revolabs wireless microphone 

One adjustable interior rack mounted shelf
6 port surge protector 
Cable management features
Tempered, tinted locking front glass door
Hinged rear panel for easy access to equipment




Standard 19” mount brackets
     9RUs of space
42” Height for optimal face-to-face communication

4” Double truck ball bearing casters, two with brake
APA Adjustable height camera stand
Rack mounted AmpliVox® speaker module




100% Solid steel construction
Slide-out drawer with metal pull

SHIPPING BOX (Palletized)
Length- 48”
Width - 40” 
Height - 60”  
Ship Weight - 190 lbs 

Load Capacity: 350 lbs. 

EXTERIOR
Height - 41 1/2”
Cart Top Surface Width - 28 3/4” 
Width - 24” 
Depth - 22” 

INTERIOR 
Height - 17 1/2” 
Depth - 15” 
Rack to Glass - 1 3/4”
Rack Width - 19” 
Rack Units - 9 RUs

F u r n i t u r e  E n g i n e e r e d  F o r  T o d a y ’ s  T e c h n o l o g y

Multimedia Solutions


