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THE BVA ADVANTAGE

Heavy duty, heat treated, grooved

saddle provides better surface traction

during operation

Rod wiper seals out dirt and contamination

Industrial hard chrome plated ram
prevents scratching and corrosion

One piece steel ram stopper for extra strength

and prevents over travel

Polyurethane cup seal provides optimum

performance

Rectangular return spring design results in even

distr bution of the load, eliminating spring
breakage and creating quicker retraction

* BVA Lifetime Warranty * Repair Parts Available

www.bvahydraulics.com

PE 2829
PED 34
PEM 28-29
PESL 3233
PESML 3233
PEW 30-31
PEWM 30-31
PG 35
PGSL 35
PGSML 35
PR 46
PS 45
PW 42,44

R
SA 27
SAL 27
SD 41
SDT 41
SP 27
SR 37

Steel stop ring for ram over
travel protection

- Collar fixture threads

Cylinders are burnish rolled for a smooth

precision mirror finish, which reduces scoring

and prolongs seal life

One piece high grade alloy bearing
for side load protection and long life

High flow ball

<« coupler provides more flow

than conventional couplers

¢ All C‘Iinders Are Tested to Exceed Industrial Standards
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HYDRAULICS

nder
SINGLE ACTING CYLINDERS | &%
2 3.07 H0203* 0.76 5,263 228 20
0.63 HO500** 1.10 9,091 0.69 29
1.00 HO0501 1.00 10,000 1.00 31
5 3.07 HO0503 1.00 10,000 307 35
5.08 HO0505 1.00 10,000 5.08 44
7.09 HO0507 1.00 10,000 7.09 49
9.09 HO0509 1.00 10,000 9.09 57
1.00 H1001 224 8,928 224 40
201 H1002 224 8,928 450 51
4.02 H1004 224 8,928 9.00 68
10 594 H1006 224 8,928 1331 95
7.95 H1008 224 8,928 17 81 19
9.96 H1010 224 8,928 2231 141
1197 H1012 224 8,928 26 81 150
14.02 H1014 224 8,928 3140 166
0.99 H1501 3.14 9,554 in 73
201 H1502 314 9,554 6.31 86
3.98 H1504 314 9,554 1250 1.2
587 H1506 314 9,554 18.43 154
1 7.87 H1508 314 9,554 2471 176
* 41 Models 9.88 H1510 3.14 9,554 3102 205
* Rod Wiper seals out dirt and contamination 12.01 H1512 314 9,554 3771 231
» Collar fixture threads and thread protection cover 1202 | Hi514 314 9,554 4402 28.2
» Two base mounting holes on most models T T 9728 =4 A
* High strength steel construction from gun drilled solid bar 201 | 12502 514 o728 | 1033 146
* One piece high grade alloy bearing for side load S || v =7 orm | 203 | 192
protection and long life ‘ ‘ 508 | Hzs06 T o728 | 2053 s
* Polyurethane cup seal provides for optimum 25 Py ErTe— v R oy —r
performance 9.96 H2510 5.14 9,728 51.19 309
* Industrial hard chrome plated ram helps prevent rust or | oo - — - po
. aSr:)?I:C:tTeoeTzcllnder body 1425 H2514 5.14 9728 7325 377
» Heavy duty return spring provides quicker retraction 2 i oL 224 20 b
* Ideal for lifting and pressing 20 o 02 L 22
» Maximum working pressure: 10,000 psi/ 700 bar 55 3% 1 e 1099 e 23
6.22 H5506 1099 10,009 68 36 575
1327 H5513 10 99 10,009 14584 869
- 6.14 H7506 16.10 9317 98 85 732
1311 H7513 16.10 9317 21107 1213
201 H10002A 2057 9723 4134 694
100 6.61 H10006 2057 9723 135.97 1213
10.24 H10010 2057 9723 210.64 157.3
E
.
3/8"- 18NPTF
P N
B
A — X |D2
- G
High-Flow Coupler:CH38F ¢ —
Included on all models — D1
*H0203 come with CRZ14F **H0500 only

T
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Model

H0203 539 8.46 1.00 1.31 0.87 1.00 0.46 14716 0.54 - - -
H0500 161 224 118 2.36x1.58 098 - 0.75 - - - - 1.10 02 -
H0501 458 5.58 113 1.50 1.00 0.98 0.79 1416 1.10 Z"-16UNF 063 1.00 %-20UNC 0.55
H0503 665 972 113 1.50 1.00 0.98 0.79 1%7-16 1.10 7 -16UNF 063 1.00 %-20UNC 0.55
HO505 8.70 13.78 113 1.50 1.00 0.98 079 1%7-16 1.10 Y -16UNF 063 1.00 %-20UNC 0.55
H0507 10.71 17 80 113 1.50 1.00 0.98 079 14716 1.10 Z-16UNF 063 1.00 %-20UNC 0.55
HO0509 12.72 2181 113 1.50 1.00 0.98 079 1%7-16 1.10 Y -16UNF 063 1.00 %"-20UNC 0.55
H1001 362 462 1.69 226 149 - 077 24714 1.30 10-24UNC 024 1.56 5/16—18UNC 0.55
H1002 484 6.85 1.69 226 149 1.38 0.77 24714 1.30 1"-8UNC 0.79 1.56 5/16—18UNC 0.55
H1004 685 1087 1.69 226 149 1.38 077 24714 1.30 1™-8UNC 0.79 1.56 5/16—18UNC 0.55
H1006 984 15.78 169 226 149 1.38 077 2%4714 1.30 1"-8UNC 0.79 1.56 5/16—18UNC 0.55
H1008 11.85 1980 1.69 226 149 1.38 077 24714 1.30 1"-8UNC 0.79 1.56 5/16—18UNC 0.55
H1010 13.86 2382 169 226 149 1.38 0.77 2%4714 1.30 1"-8UNC 0.79 1.56 5/16-18UNC 0.55
H1012 15.87 2784 169 226 149 138 0.77 24714 1.30 1"-8UNC 0.79 1.56 5/16™-18UNC 0.55
H1014 17.72 31.74 169 226 149 1.38 0.77 24714 1.30 1"-8UNC 0.79 1.56 5/116™-18UNC 0.55
H1501 488 587 2.00 275 163 150 0.98 27716 1.18 1"-8UNC 098 1.88 %-16UNC 0.51
H1502 587 7.88 200 275 163 1.50 0.98 24716 1.18 1"-8UNC 098 1.88 %-16UNC 0.51
H1504 787 185 200 275 163 1.50 0.98 24716 1.18 1™-8UNC 098 1.88 7%™-16UNC 0.51
H1506 10.67 1654 2.00 275 163 1.50 0.98 24716 1.18 1"-8UNC 098 1.88 %-16UNC 0.51
H1508 12.68 2055 200 275 163 1.50 098 24716 1.18 1~-8UNC 098 1.88 7%-16UNC 0.51
H1510 14.69 24 57 200 275 1.63 1.50 0.98 24716 1.18 1"-8UNC 098 1.88 7%™-16UNC 0.51
H1512 16.65 28 66 200 275 163 1.50 098 24716 1.18 1~-8UNC 098 1.88 7%-16UNC 0.51
H1514 18.66 3268 200 275 1.63 1.50 0.98 24716 1.18 1"-8UNC 098 1.88 7%-16UNC 0.51
H2501 538 6.38 256 335 224 1.97 0.98 3-5/16™12 1.93 1416 1.18 231 “%—13UNC 0.75
H2502 682 883 256 335 224 1.97 0.98 3-5/16™12 1.93 1%™16 1.18 23 %13UNC 0.75
H2504 878 12.72 256 335 224 1.97 0.98 3-5/16™12 1.93 1416 1.18 23 %—13UNC 0.75
H2506 10.79 16.73 256 335 224 1.97 0.98 3-5/16™12 193 1416 118 23 %13UNC 0.75
H2508 12.80 20.75 256 335 224 1.97 0.98 3-5/16™12 1.93 1416 1.18 23 %-13UNC 0.75
H2510 14.80 2476 256 335 224 1.97 0.98 3-5116™12 193 1416 1.18 23 %13UNC 0.75
H2512 16.73 2897 256 335 224 1.97 0.98 3-5/16™12 1.93 1416 1.18 231 %-13UNC 0.75
H2514 18.74 3299 256 335 224 1.97 0.98 3-5116™12 193 1416 1.18 23 %-13UNC 0.75
H3008 1524 2351 287 4.00 224 213 197 3-5116™12 1.93 1416 1.18 22 %~13UNC 07
H5502 693 8.94 374 5.00 315 276 1.22 512 217 - - 375 %-13UNC 0.75
H5504 894 1292 374 5.00 315 276 122 512 217 - - 375 “%—13UNC 0.75
H5506 1.14 17 36 374 5.00 315 276 1.22 512 217 - - 375 %13UNC 0.75
H5513 18.15 3142 374 5.00 315 276 122 12 217 - - 375 “%—13UNC 0.75
H7506 1.22 17 36 453 579 374 276 1.18 5%47-12 173 - - - - -
H7513 19.37 3248 453 579 374 276 1.18 5% -12 (5 - - - - -
H10002A 862 1063 512 6.25 413 276 1.57 6412 224 - - - - -
H10006 14.06 2067 512 6.97 413 276 157 6%"12 173 = = 5.50 Z"10UNC 1
H10010 17.68 2792 512 6.97 413 276 157 6%"-12 173 - - 5.50 %"-10UNC 1
S,
=5
L
‘ " 38" 18NVW\E i
n A
Z
A X
B D)
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* Rod wiper seals out dirt and contamination

H

* Retract under hydraulic power for faster operation

* High strength steel construction from gun drilled solid bar

* High flow %" NPTF couplers

* One piece high grade alloy bearing for side load
protection and long life

* Ideal for pushing and pulling

* Maximum working pressure: 10,000 psi/ 700 bar

HybravLcSHOUBLE ACTING CYLINDERS

High-Flow Coupler:CH38F
Included on all models

G

TN

| :
- E3-
— ' E ic ' D
ST i
= =3
Kl | |
M ML _J z|__
X A
B
Maximum .
: Cylinder Collapsed | Extended | Cylinder
ccm S Model m Effective Area Oil Capacity Weight Height Height | Bore Dia.
(in) Number (Ibs) A B c
(tons) Pull | Push | Pull Push Pull (in) (in) (in)
(ton) | (in*) | (in%) (in°) (in?)
10 1004 | HD1010 | 1140 | 380 | 223 | 0.74 | 2241 747 26.7 16.14 26.18 1.69
1197 | HD1012 | 1140 | 380 | 223 | 074 | 26.71 8.90 30.0 18.03 30.00 1.69
o 815 HD3008 | 3290 | 1620 | 649 | 319 | 52.93 26.02 430 15.31 23.46 287
1449 HD3014 3290 | 1620 | 649 | 3.19 94 .09 46.26 60.6 2165 36.14 287
6.18 HD5506 5570 | 16.20 | 1099 | 3.19 67.93 19.74 705 13.03 19.21 3.74
55 13.19 HD5513 5570 | 1620 | 1099 | 319 | 14494 42 11 104.0 20.04 3323 374
2012 | HD5520 | 55.70 | 1620 | 1099 | 3.19 | 221.09 64.24 1462 28.86 49.98 3.74
- 6.10 | HD7506 | 81.70 | 25.90 | 16.09| 512 | 98.10 31.21 937 13.70 19.80 453
1311 | HD7513 | 81.70 | 2590 | 16.09 | 5.12 | 21093 67.06 136.8 20.71 33.82 453
6.57 HD10006 | 10440 | 4860 | 2057 | 958 | 13523 62.98 138.6 14.06 20.63 512
100 13.11 HD10013 | 10440 | 4860 | 2057 | 958 | 269.66 12558 193.6 20.63 3374 512
18.15 | HD10018 | 10440 | 4860 | 2057 | 958 | 373.31 173.86 2483 27.05 4520 512
Baseto | Topto | Plunger | Plunger Collar Base Mounting Hole
RN Oueide | Flunger | Saddie | “aqv. | Retum | Intemal | Thread | Collar Thread | Thread | goy =
N Port Port | Thread | Length L Length | gijrcle | M4 | oty
umber D E F " Y
(in) (in) (in) B - - - () M X z
(in) (in) (in) (in) (in) (in) (in) (in)
HD1010 287 137 1.38 1.42 2.09 17-8 0.98 2%"14 1.02 13 | 516"18 06
HD1012 287 1.37 1.38 142 209 1-8 0.98 2Y-14 1.02 13 516"-18 06
HD3008 3.98 213 1.97 1.65 291 | 1%-16 | 098 3-5/16™-12 1.93 22 %"13 07
HD3014 398 213 197 1.65 291 | 1%-16 | 098 3-5/16™-12 1.93 22 %"13 07
HD5506 5.00 3.14 276 1.14 287 1712 098 5-12 173 37 ¥%"13 07
HD5513 5.00 314 276 1.14 287 1712 0.98 SEd?: 173 37 ¥%"13 07
HD5520 5.00 314 2.76 1.14 2.87 1712 0.98 5-12 1.73 37 %"13 07
HD7506 T/ LD 276 118 280 1712 1.50 5%-12 1.50 4 %"-10 09
HD7513 575 375 276 1.18 280 1712 1.50 5%-12 1.50 4 %"-10 09
HD10006 6.97 375 295 1.22 295 | 1%-12 | 138 6%™-12 1.97 547 | %"-10| 098
HD10013 6.97 375 295 1.22 295 | 1%-12 | 138 6%™-12 1.97 547 | %"-10| 098
HD10018 697 LD 295 1.50 295 134712 1.38 6%7-12 197 547 %™ -10 098

1-888-332-6419



LOCK NUT CYLINDERS

\J « Single acting cylinder with
mechanical safety lock nut

* Designed to support load 1.97 HLN5502 10.99 21.65 34.0
for extended periods without : : : :
hydraulic pressure 394 HLN5504 10.99 4327 445

- Overflow port prevents - 5.91 HLN5506 10.99 64.90 55.1
cylinders from over travel 7.87 HLN5508 10.99 86.54 65.9

« Load return 9.84 HLN5510 10.99 108.17 76.5
« Solid steel cylinder body 11.81 HLN5512 10.99 129.80 87.1
* |deal for.Iifting and h9lding quds 1.97 HLN10002 2057 40.49 67.2
« Plated pistons to resist corrosion 304 HLN10004 2057 80.98 858

and rust 501 HLN10006 | 2057 12148 1043
* Maximum working pressure: 100 - - - -

10,000 psi / 700 bar 7.87 HLN10008 2057 161.97 1226

' | 9.84 HLN10010 2057 202.46 1411

R 11.81 HLN10012 2057 24295 159.6

: 1.97 HLN15002 31.16 61.39 1164

lG’ N Gl 394 HLN15004 31.16 122.79 145.0

o ' B 50 591 HLN15006 3116 184.18 1736

. 7.87 HLN15008 31.16 24527 2021

1 } 984 HLN15010 31.16 306.66 2307

A 11.81 HLN10012 31.16 368.05 259.3

3/8" 18NPTF -

Model
Number

HLN5502 6.50 8.40 3.70 4.90 Tw95-6N 2.80 0.08 0.51 1.40 1.10

HLN5504 8.40 12.40 3.70 4.90 Tw95-6N 2.80 0.08 0.51 1.40 1.10
HLN5506 10.40 16.30 3.70 4.90 Tw95-6N 280 0.08 0.51 1.40 1.10
HLN5508 12.40 20.20 3.70 4.90 Tw95-6N 2.80 0.08 0.51 1.40 1.10
HLN5510 14.30 2420 3.70 4.90 Tw95-6N 2.80 0.08 0.51 1.40 1.10
HLN5512 16.30 28.10 3.70 4.90 Tw95-6N 2.80 0.08 0.51 1.40 1.10
HLN10002 740 9.30 5.10 6.50 | Tw130-4N 2.80 0.08 0.51 1.80 1.10
HLN10004 9.30 13.30 5.10 6.50 | Tw130-4N | 2.80 0.08 0.51 1.80 1.10
HLN10006 11.30 17.20 5.10 6.50 | Tw130-4N 2.80 0.08 0.51 1.80 1.10
HLN10008 13.30 2110 5.10 6.50 | Tw130-4N | 280 0.08 0.51 1.80 1.10
HLN10010 15.20 25.10 5.10 6.50 | Tw130-4N 2.80 0.08 0.51 1.80 1.10
HLN10012 17.20 29.00 5.10 6.50 | Tw130-4N | 2.80 0.08 0.51 1.80 1.10
HLN15002 8.23 10.20 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54
HLN15004 10.20 14.13 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54
HLN15006 1217 18.07 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54
HLN15008 14.13 22.01 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54
HLN15010 16.10 2594 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54
HLN15012 18.07 29.88 6.30 8.07 | Tw160-4N 512 0.08 0.51 1.73 1.54

www.bvahydraulics.com 7



Model Num-
ber

HYDRAULICS

* Minimum leak risk
» |[deal for pulling and pushing applications
» Heavy duty compression spring
» Dual wipers help prevent contamination
» Collar thread protector
* High flow coupler with dust cap

* XT cylinders do not come with internal
plunger threads

L

,,—H

HOLLOW HOLE CYLINDERS

G
—
3/8™ 1mm\%

0.31 HC1201T* 291 8,236 0.89 2.36 2.67 276 0.77 1.38 %"-16UN
12 1.61 HC1202T* 291 8,236 4.70 474 6.36 276 0.77 1.38 %"-16UN 0.63
1.61 HC1202XT* 291 8,236 470 474 6.36 276 0.77 1.38 - -
2.99 HC1203XT 291 8,236 8.72 724 1024 | 276 0.77 1.38 - -
2.01 HC2002T 4.90 8,167 9.83 6.38 8.39 3.92 1.06 215 | 1-9/16"-16UN 0.75
20 6.06 HC2006T 4.90 8,167 29.70 | 12.05 18.11 3.92 1.06 215 | 1-9/16"-16UN 0.75
30 2.52 HC3002T 6.32 9,488 15.93 7.05 9.57 4.50 1.31 248 | 1-13/16"-16UN | 0.87
6.11 HC3006T 6.32 9,488 3867 | 13.02 19.13 | 4.50 1.31 248 | 1-13/16"-16UN | 0.87
3.00 HC6003T 13.05 9,195 39.10 9.77 1277 6.25 213 3.66 2%"-16UN 0.75
00 6.00 HC6006T 13.05 9,195 7825 | 1276 18.76 | 6.25 213 3.66 2%"-16UN 0.75
100 3.00 HC10003T | 22.13 9,036 66.31 10.00 13.00 8.39 3N 4.92 4"-16UN 0.98

HC1201T* 2%"-16 1.81 0.57 2.00 5/16"-18UNC | 0.35 33
HC1202T* 2%"-16 1.81 0.59 2.00 5/16"-18UNC | 0.35 6.2
HC1202XT* | 2%"-16 1.81 0.59 2.00 5/16"-18UNC | 0.35 6.2
HC1203XT | 2%"-16 1.81 0.75 2.00 5/16"-18UNC | 0.35 8.6
HC2002T 3%"-12 1.50 0.75 325 7"-16UNC 0.37 159
HC2006T 37%"-12 1.50 0.75 325 7"-16UNC 0.37 295
HC3002T 472"-12 1.66 091 3.62 Z"-16UNC 0.55 229
HC3006T 4%"-12 1.66 0.91 3.62 7%"-16UNC 0.55 43.0
HC6003T 6%"-12 1.91 1.06 5.12 ¥%2"-13UNC 0.55 65.7
HC6006T 6%"-12 1.91 1.06 512 72"-13UNC 0.55 81.1
HC10003T | 8%"-12 2.38 1.06 7.01 7"-11UNC 0.75 113.3

T
1-888-332-6419
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« Ideal for pushing and pulling applications.
« Dual wipers help prevent contamination
« Collar thread protector
« 3/8" high flow female coupler
« Heavy duty compression spring

G

il

3/8"- 18NPTF

Y
— Z |—
A E
B X
Mode
Number
7.00 HDC3007 44 31 27.74 13.02 20.02 1.31 248 10.000 430

30 20
10.13 HDC3010 | 64.15 40.16 17.00 2713 1.31 248 10.000 56.7

3.50 HDC6003 | 45.75 30.49 9.77 13.28 213 3.62 10.000 65.7
60 44 6.50 HDC6006 | 84.81 56.53 12.76 19.26 213 3.62 10.000 811
10.12 HDC6010 | 132.10 | 88.04 17.25 27.37 213 3.62 10.000 1124
1.50 HDC10001 | 3323 | 21.18 6.50 8.00 3N 4.92 10.000 73.7
3.00 HDC10003 | 66.47 42.37 10.00 13.00 3N 4.92 10.000 113.3
6.00 HDC10006 | 132.39 | 84.73 13.49 19.49 3.1 492 10.000 153.2
10.13 | HDC10010 | 22452 | 143.11 18.14 28.27 31 4.92 10.000 198.9

100 71

Mode

Number

HDC3007 | 1302 | 2002 | 335 4.50 131 | 248 0.91 238 | 113/16"-16UN| 094 | 4%"12 | 166 | 362 | %"16UNC| 0.55
HDC3010 | 17.00 | 27.13 | 3.35 4.50 131 | 248 091 238 | 113/16"-16UN| 094 | 4%"12 | 166 | 3.62 | %"16UNC | 0.55
HDC6003 | 9.77 | 1328 | 492 6.25 213 | 362 1.06 264 2%"-16UN 083 | 6%"12 | 191 512 | %" 13UNC | 0.55
HDC6006 | 12.76 | 19.26 | 4.92 6.25 213 | 3.62 1.06 264 2%"-16UN 083 | 6%"12 | 191 512 | %2"13UNC | 0.55
HDC6010 | 17.25 | 27.37 | 492 6.25 213 | 362 1.06 264 2%"-16UN 083 | 6%"12 | 191 512 | 2" 13UNC | 0.55

HDC10001 | 650 8.00 6.50 8.39 311 | 492 1.06 1.75 4" 16UN 1.06 - - 701 | %"1MUNC | 075
HDC10003 | 10.00 | 13.00 | 6.50 8.39 311 | 492 1.06 3.39 4" 16UN 106 | 8%"12 | 238 | 701 | %"1MUNC| 075
HDC10006 | 1349 | 1949 | 6.50 8.39 311 | 492 1.06 3.39 4" 16UN 106 | 8%"12 | 238 | 7.01 | %"1MUNC | 0.75
HDC10010 | 18.14 | 2827 | 6.50 8.39 311 | 492 1.06 3.39 4" 16UN 106 | 8%"12 | 238 | 701 | %"1MUNC| 075

www.bvahydraulics.com 9



HYDRAULICS FLAT BODY CYLINDERS

* Made of high quality steel
« Extremely low collapsed height for applications
with minimal clearance at the lift point
* Maximum working pressure 10,000 psi/ 700 bar
* HF0503 and HF0503B come with %" regular flow coupler

Model

Number

5 0.24 HF0503* 1.10 9,090 0.26 13
10 0.43 HF1005 2.36 8,470 1.01 a3
20 0.43 HF2005 438 9,130 1.88 59
30 0.51 HF3005 6.49 9,240 3.31 97
50 0.63 HF5006 9.86 10,140 6.21 14.9

75 0.63 HF7506 16.1 9,320 10.14 254
100 0.63 | HF10006 | 19.64 10,180 12.37 315

150 0.63 HF 15006 30.67 9,780 19.32 534 Y
E
| |
| |
i 3/8"- 18NPTF o2 | x
® I / J

A T
! G
C [ L .

D1

Model

Number

HF0503* 1.26 1.50 1.18 24x16 | 098 | 069 0.80 0.87 1.12 0.2 0.31 0.17
HF1005 1.69 212 1.73 33x22 | 150 | 077 1.12 1.32 144 0.28 042 0.31
HF2005 201 244 236 | 40x3.0 | 200 | 075 1.54 1.56 1.94 0.40 0.59 0.39
HF3005 2.31 2.82 287 | 46x38 | 250 | 0.79 1.88 1.75 2.06 0.40 0.63 0.44
HF5006 264 3.27 3.54 45x45 | 276 | 079 | 225 213 2.62 0.43 0.75 0.50
HF7506 3.13 3.76 453 | 65x55 | 354 | 077 | 275 263 3.00 0.51 0.83 0.56
HF10006 3.37 4.00 5.00 70x60 | 354 | 0.79 3.00 294 3.00 0.51 0.83 0.56
HF15006 3.94 4.57 625 | 85x75 | 465 | 0.94 3.75 3.25 4.62 0.51 0.83 0.56
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FLAT BODY
CYLINDER KITS

« Various height magnetic adapters eliminate
dangerous cribbing

« Convenient carrying case

- Magnetic adapters are
stackable U.S. Patent

No.7,237,762 B2 _’I
KA

N

\ / F B
-.€ — Magnet shim

D ' Magnetic adapters are stackable U.S.
— — Patent No.7,237,762 B2

Model
Number
| 025 | 161|256 [ 232|048 | 110 [024| 55
5 0.24 | HF0503B* | HFO503 | 0.26 1.26 - 9o {11 2h 2o ool 5o
i 1 |161)| 256 |232|048|110|024| 55
v | 125 [ 161|256 | 232|048 |1.10 |024| 55
! 039 | 220 | 354 [323|081|146(028| 92
10 043 | HF10058 | HF1005 | 1.02 169 n 079 | 220|354 [323] - | - | - | 92
" 157 | 220|354 |323| - | - | - | 92
l 039 | 299|425 |394|108|193|039| 150
20 043 | HF2005B | HF2005 | 1.90 201 n 079 |299| 425|394 | - | - | - | 150
m 157 | 299|425 |394| - | - | - | 150
! 039 | 375|476 | 445|132 |206|039| 210
30 051 | HF3005B | HF3005 | 3.32 231 n 079 | 375|476 |445| - | - | - | 210
i 157 | 375|476 |445| - | - | - | 210
LOW PROFILE CYLINDER KIT ;
apter

- Compact design for use in confined spaces

.« Ideal for pushing applications

* Rod wiper helps seal out dirt and contamination

- Specially designed return spring ensures a quick retraction and
extends the life of the spring

» Industrial hard chrome plated ram helps prevent scratching
and corrosion

» Includes stackable 1", 2", and 3" aluminum adapters that
conveniently snap into the base of the ram

» Includes high flow ball coupler and dust cap

- Convenient storage case to keep cylinder and adapters
together

10 Ton J72101 1.5" 2.35in2 348" 4.98" 8,511 PSI 275" 1.50" 10 Lbs.

www.bvahydraulics.com 11



HYDRAULICS

- . LOW PROFILE CYLINDERS

» Compact design for use in confined spaces
* Rod wiper helps seal out dirt and contamination
5 » Specially designed return spring ensures a quick retraction
) and extends the life of the spring
* Industrial hard chrome plated ram helps prevent scratching
and corrosion
* Plunger end is grooved to reduce load slippage
* Includes high flow ball coupler and dust cap
* HL1001, HL2002, and HL3002 coupler is tilted upward for
added clearance
» Maximum working pressure: 10,000 psi/ 700 bar

—_—

High-Flow Coupler:CH38F
Included on all models

Low profile cylinders are great for confined spaces

: Internal
Cylinder
g"""’" Stroke T Effective "":"" 2] Weight
Sl (in) Number Area _ Sy (Ibs)
(tons) gy | Capacity | (i) A
(psi) X
10 150 HL1001 2.35 8,511 353 57 T 11T
20 175 HL2002 437 9,153 7.65 1.0 !
30 244 HL3002 6.49 9,245 15.84 150
50 2.36 HL5002 987 10,132 23.29 218
100 224 HL10002 19.64 10,183 44 07 454
Collapsed | Extended | UMY | outside | Plunger Plunger Mounting
Model Height Height Diameter Diameter Diameter Bolt Circle Thread Thread Depth
Number A B c D = b'e Y 4
(in) (in) (in) (in) (in) (in) (mm) (in)
HL1001 348 498 173 275 1.50 1.03 M4 0.32
HL2002 390 565 2.36 3.63 2.00 1.56 M4 0.32
HL3002 461 7.05 287 4.00 250 1.56 M5 0.32
HL5002 480 717 354 488 276 1.56 M5 0.32
HL10002 555 7.80 5.00 6.50 354 219 M8 0.10

12 1-888-332-6419



Wri ™
« Lightweight aluminum alloy construction

» Up to 60 percent lighter than comparable
tonnage steel rams

» Convenient carry handle

* Hard anodized aluminum piston rod provides
extra protection against corrosion and wear

« Steel protective plate

* Maximum working pressure:
10,000 psi / 700 bar

R A L)

A

UM CYLINDER

C
A
3/8"-18NPTF
- a G
D
! High-Flow Coupler:CH38F
Lightweight, yet powerful Included on all models
: Internal Cylinder ) s
Cylinder Cylmceey | ¥ nirel | ORI | [CoRapadi) [Extencied ]y oo g [lOuEsidel [ ERgur) | | Saddie) | SN0 )
capacity | Stroke IEUCUI Efecuve | TS | O | Cheight | Height | T | Dia. | Dia | Dia. | Iniet | Weight
(in) Number Area - . A B D E F Port (lbs)
(tons) (ny | Capacty | (i) (in) (in) < @ | @ | @m | e
(psi) (in )

197 | HU2002T | 483 | 10000 | 951 6.85 8.82 248 | 335 | 200 | 156 |108| 74

20 | 394 | HU2004T | 483 | 10,000 | 19.02 | 882 1276 | 248 | 335 | 200 | 156 |108| 85
591 | HU2006T | 483 | 10000 | 2853 | 1079 | 1660 | 248 | 335 | 200 | 156 | 108| 96

200 | HU3002T | 650 | 9231 | 13.00 | 650 850 | 290 | 450 | 250 | 200 |150| 110

30 | 400 | HU3004T | 650 | 9231 | 2600 | 850 1250 | 290 | 450 | 250 | 200 |150| 140
600 | HU3006T | 650 | 9231 | 3900 | 1050 | 1650 | 290 | 450 | 250 | 200 |150| 17.0

200 | HU5002T | 11.00 | 9,091 | 2200 | 650 8.50 370 | 550 | 310 | 250 | 150 | 17.0

oo |400 | HUs004T | 11.00 | 9001 | 4400 | 850 1250 | 370 | 550 | 310 | 250 | 150 | 210
6.00 | HU5006T | 1100 | 9091 | 6600 | 1050 | 1650 | 370 | 550 | 310 | 250 | 150 | 250

10.00 | Hus010T | 1100 | 9091 | 11000 | 1450 | 2450 | 370 | 550 | 310 | 250 | 150 | 340

e | 400 | Hu7so4 | 1500 | 10,000 | 60.00 | 850 1250 | 440 | 650 | 390 | 300 | 150 | 290
600 | HU7506 | 15.00 | 10,000 | 9000 | 1050 | 1650 | 440 | 650 | 390 | 300 | 150 | 350

200 | HUt0002 | 2070 | 9662 | 4140 | 650 850 510 | 800 | 430 | 350 | 150 | 360

10p |40 | Hutooos | 2070 | oee2 | 8280 | 850 1250 | 510 | 800 | 430 | 350 | 150 | 430
6.00 | HU10006 | 2070 | 9662 | 12440 | 1050 | 1650 | 510 | 800 | 430 | 350 | 150 | 510

10.00 | Hut0010 | 2070 | 9662 | 2070 | 1450 | 2450 | 510 | 800 | 430 | 350 | 150 | 680

www.bvahydraulics.com 13



HYDRAULICS

THREADED CYLINDERS

* Ideal for frame pulling machine

* High quality threaded single acting cylinders

» Spring return

» Removable threaded plunger adapter allows for the
G use of a variety of threaded attachments
» Used to attach accessories to rod end and base
» Maximum working pressure: 10,000 psi / 700 bar

|¢—> /—‘I'L' 11.5NPTF

318" 18NPTF

Threaded base allows
for easy

installation of attach-
ments and

mounting applications

1%" 11.5NPSM —/ 2" 14UNC —/ | S
A

4 5.07 | HT0405 | 1.00 10,120 5.00 10.31 15.39 1.5 1.33 1.33 0.84 1.00 50

5.95 | HT1006 | 2.24 8,928 13.33 11.46 1741 2.26 1.49 1.67 1.13 0.94 106
9.96 | HT1010 | 2.24 8,928 22.30 15.47 2543 2.26 1.49 1.67 1.13 0.94 14.1
20 5.16 | HT2005 | 5.14 10,741 25.70 11.77 16.93 By 224 1.85 1.63 1.40 220

* High strength steel construction
P U L L CYLI N D E RS * One piece high grade alloy bearing for side load protection
and longer life
* Polyurethane cup seal helps provide for optimum performance
» External plunger threads
* Internal base threads
* Used for pulling and tensioning
* Maximum working pressure: 10,000 psi / 700 bar

10

Model E
Number

25 5.00 HP0205 | 0.56 7,905 278 10.55 15.55 1.89 113 1.65 1%2-16 0.98
5 SR HP0505 | 1.14 8,772 6.34 11.93 17.48 225 1.69 1.50 2%-14 1.00
10 595 HP1006 | 244 7,663 14.48 11.75 17.70 335 217 1.50 M85x2 1.00

HP0205 Y- 1ANPTF 113 0.75 0.76 M16x 1.5 %" 14NPTF 0.72 6.4
HP0505 1%™-11.5NPTF 1.25 1.18 093 M28 x 1.5 1%™-11.5NPTF 0.95 93
HP1006 - - 1.26 1.02 M30 x 2 M30x2 0.98 209

T
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Model

Number

PRECISION DOUBLE ACTING CYLINDERS

* Provides hydraulic power on both advance and retract

* Designed for high cycling in production applications

* High strength steel construction from gun drilled solid bar
* Rod wiper seals keep dirt and contamination out

* Clevis eye attachments are available

* Maximum working pressure : 10,000 psi / 700 bar

»
[N

* Note: Precision double acting cylinders
do not come with couplers.

3/8"-18NPTF —_ N

Model
Number

HPD0906 1.77 1.01 13.78 19.88 1.50 252
9 HPD0910 1.77 1.01 17.80 2791 1.50 2.52
HPD1606 3.14 1.56 15.31 21.57 2.00 2.99
1 HPD1610 3.14 1.56 19.29 29.53 2.00 2.99

HPD0906 0.98 0.98 "-16 0.75 1.50 220 1.50 212 060 | 1-11/16"-18 1.37 14.6
HPD0910 0.98 0.98 %"-16 0.75 1.50 220 1.50 2"12 0.60 | 1-11/16"-18 1.37 18.5
HPD1606 1.42 1.16 1%"-12 | 0.98 212 287 212 | 2%"-16 0.98 2-3/16"-16 1.61 220
HPD1610 142 1.16 1%"12 | 0.98 2.12 287 212 | 2%"-16 0.98 2-3/16"-16 1.61 28.2

www.bvahydraulics.com
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HYDRAULICS

HIGH TONNAGE

SINGLE ACTING CYLINDERS

Load Return

* Cylinders are burnish rolled for a smooth

precision mirror finish.

* Rod wiper seals out dirt and contamination

» Base mounting holes on most models

* Load return

* High strength steel construction from gun drilled

solid bar

* High flow %" NPTF couplers
* Polyurethane cup seal provides optimum performance
* Industrial hard chrome plated ram helps prevent rust

and corrosion

* Solid steel cylinder body provides strength for high

tonnage applications

* Maximum working pressure: 10,000 psi / 700 bar G

* Note: BVA will build any cylinder to

customers exact requirements.

e

High-Flow Coupler:CH38F
Included on all models

Internal
capaciy | Store IRECL] TR capaony | W
(tons) Capacity (in%)
(psi)
1.97 HG5002 10.99 9103 21.63 326
3.94 HG5004 10.99 9103 4325 408
591 HG5006 10.99 9103 64.88 489
0 7.87 HG5008 10.99 9103 86.51 571
9.84 HG5010 10.99 9103 108.13 65.3
11.81 HG5012 10.99 9103 129.76 734
1.97 HG10002 20.57 9723 40.50 61.0
394 HG10004 20.57 9723 81.00 741
100 591 HG10006 20.57 9723 121.50 873
787 HG10008 2057 9723 161.99 1004
9.84 HG10010 20.57 9723 20249 113.6
11.81 HG10012 20.57 9723 24299 126.7
1.97 HG 15002 3043 9862 59.89 1024
3.94 HG15004 3043 9862 119.78 1220
150 591 HG15006 3043 9862 179.68 1418
787 HG15008 3043 9862 23957 161.6
984 HG15010 3043 9862 299 46 1814
11.81 HG15012 3043 9862 359.35 2017
197 HG20002 40.99 9761 80.68 121.0
591 HG20006 40.99 9761 242 05 2010
200 787 HG20008 40.99 9761 32273 2420
11.81 HG20012 40.99 9761 484 10 3220

16
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3/8"- 18N

Model

Number

HG5002 638 8.35 374 5.12 276 1.97 2.05 2.56 M12 0.87

HG5004 835 12.28 374 5.12 276 1.97 205 2.56 M12 0.87

HG5006 10.31 16.22 3.74 5.12 276 1.97 2.05 2.56 M12 0.87

HG5008 12.28 20.16 374 5.12 276 197 205 2.56 M12 0.87

HG5010 14.25 24.09 374 5.12 276 197 2.05 2.56 M12 0.87

HG5012 16.22 28.03 374 5.12 276 1.97 2.05 2.56 M12 0.87
HG10002 717 9.13 5.12 6.50 3.74 295 213 3.74 M12 0.87
HG10004 9.13 13.07 5.12 6.50 374 295 213 374 M12 0.87
HG10006 11.10 17.01 5.12 6.50 374 295 213 374 M12 0.87
HG10008 13.07 20.94 5.12 6.50 374 295 213 374 M12 0.87
HG10010 15.04 24.88 5.12 6.50 374 295 213 3.74 M12 0.87
HG10012 17.01 28.82 5.12 6.50 374 295 213 374 M12 0.87
HG15002 772 9.69 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG15004 9.69 13.62 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG15006 11.65 17.56 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG15008 13.62 21.50 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG15010 15.59 2543 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG15012 17.56 29.37 6.22 8.07 433 3.70 240 5.12 M12 0.87
HG20002 850 10.47 722 9.25 531 445 262 6.5 M12 0.87
HG20006 12.44 18.35 722 925 5.31 445 262 6.5 M12 0.87
HG20008 14.41 2228 722 9.25 531 445 262 6.5 M12 0.87
HG20012 18.35 30.16 722 9.25 5.31 445 262 6.5 M12 0.87
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HYDRAULICS

HIGH TONNAGE
DOUBLE ACTING CYLINDERS (HDG Series)

* Cylinders are burnish rolled for a smooth precision
mirror finish.

* Industrial hard chrome plated ram prevents
scratching and corrosion

) » Base mounting holes standard on all models

* Rod wiper seals out dirt and contamination

* High strength steel construction from gun drilled
solid bar

* High flow %" NPTF couplers

* Ideal for pushing and pulling

» Maximum working pressure: 10,000 psi / 700 bar

Model Number

197 HDG5002 54.93 2511 5.02 21.63 9.89 326

3.94 HDG5004 54.93 251 10.99 5.02 43.25 19.77 40.8
591 HDG5006 54.93 251 10.99 5.02 64.88 29.66 48.9
20 7.87 HDG5008 54.93 251 10.99 5.02 86.51 39.54 571
9.84 HDG5010 54.93 25.11 10.99 5.02 108.13 4943 65.3
11.81 HDG5012 54.93 2511 10.99 5.02 129.76 59.32 734
1.97 HDG10002 102.86 47.93 20.57 9.59 40.50 18.87 61.0
3.94 HDG10004 102.86 47.93 20.57 9.59 81.00 37.74 741
591 HDG10006 102.86 47.93 20.57 9.59 121.50 56.61 873
100 7.87 HDG10008 102.86 47.93 20.57 9.59 161.99 75.49 100.4
9.84 HDG10010 102.86 47.93 20.57 9.59 202.49 94.36 113.6
11.81 HDG10012 102.86 47.93 20.57 9.59 242.99 113.23 126.7
1.97 HDG15002 152.11 78.49 3043 15.70 59.89 30.90 102.4
3.94 HDG15004 152.11 78.49 30.43 15.70 119.78 61.79 122.0
591 HDG15006 153.90 75.00 30.78 14.96 181.75 88.32 141.8
150 7.87 HDG15008 152.11 78.49 30.43 1570 | 239.57 123.59 161.6
9.84 HDG15010 152.11 78.49 30.43 15.70 299.46 154.48 181.4
11.81 HDG15012 152.11 78.49 30.43 15.70 359.35 185.38 201.7
1.97 HDG20002 204.92 94.02 40.99 18.80 80.68 37.01 121.0
o HDG20006 206.10 98.00 41.22 1968 | 243.40 116.23 201.0
200 787 HDG20008 204.92 94.02 40.99 18.80 322.73 148.03 2420
11.81 HDG20012 206.10 98.00 41.22 1968 | 486.79 232.46 322
300 591 HDG30006 353.60 117.00 70.71 23.46 417.56 138.55 51
400 11.81 HDG40012 433.90 150.00 86.79 2999 | 102500 | 354.18 928
500 591 HDG50006 566.30 192.00 113.25 38.37 668.77 226.61 1,058
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Model
Number

(mm)

HDG5002 6.38 8.35 3.74 512 276 1.97 205 1.29 2.56 M12 0.87

HDG5004 6.38 8.35 3.74 512 2.76 1.97 205 1.29 2.56 M12 0.87
HDG5006 8.35 12.28 3.74 512 276 1.97 205 1.29 2.56 M12 0.87
HDG5008 10.31 16.22 3.74 512 276 1.97 205 1.29 2.56 M12 0.87
HDG5010 12.28 20.16 3.74 512 276 1.97 205 1.29 2.56 M12 0.87
HDG5012 14.25 24.09 3.74 512 276 1.97 205 1.29 2.56 M12 0.87
HDG10002 16.22 28.03 3.74 512 276 1.97 2.05 1.29 2.56 M12 0.87
HDG10004 717 9.13 5.12 6.50 3.74 2.95 213 1.89 3.74 M12 0.87
HDG10006 9.13 13.07 5.12 6.50 3.74 295 213 1.89 3.74 M12 0.87
HDG10008 11.10 17.01 5.12 6.50 3.74 2.95 213 1.89 3.74 M12 0.87
HDG10010 13.07 20.94 5.12 6.50 3.74 295 213 1.89 3.74 M12 0.87
HDG10012 | 15.04 24.88 5.12 6.50 3.74 295 213 1.89 3.74 M12 0.87
HDG15002 17.01 28.82 512 6.50 3.74 295 213 1.89 3.74 M12 0.87
HDG15004 71.72 9.69 6.22 8.07 4.33 3.70 240 222 5.12 M12 0.87
HDG15006 9.69 13.62 6.22 8.07 4.33 3.70 240 222 512 M12 0.87
HDG15008 | 13.62 21.50 6.22 8.07 4.33 3.70 240 222 512 M12 0.87
HDG15010 | 15.59 2543 6.22 8.07 4.33 3.70 240 222 512 M12 0.87
HDG15012 | 17.56 29.37 6.22 8.07 433 3.70 240 222 5.12 M12 0.87
HDG20002 8.50 10.47 722 9.25 5.31 445 262 222 6.5 M12 0.87
HDG20006 | 12.44 18.35 7.24 9.25 5.24 445 262 222 6.50 M12 0.87
HDG20008 | 14.41 22.28 7.22 9.25 531 445 262 222 6.5 M12 0.87
HDG20012 | 18.35 30.16 7.24 9.25 5.24 445 262 222 6.50 M12 0.87
HDG30006 | 16.22 2213 9.49 12.20 7.76 6.97 3.98 295 7.09 M16 1.42
HDG40012 | 24.59 36.40 10.51 13.78 8.50 7.72 449 413 8.07 M16 1.42
HDG50006 | 2043 26.34 12.01 15.75 9.76 8.98 4.49 5.31 9.84 M24 1.50

www.bvahydraulics.com 19



HYDRAULICS

- HIGH TONNAGE
'DOUBLE ACTING CYLINDERS
(HD Series)

* Rod wiper seals out dirt and contamination

« High strength steel construction from gun drilled solid bar

« High flow %" NPTF couplers

» One piece high grade alloy bearing for side load protection
and long life

« Ideal for pushing and pulling

* Maximum working pressure: 10,000 psi/ 700 bar

» Threaded cylinders, removable saddle, thicker cylinder walls
(than HDG series)

JE I
i
i
i
!
HE—
i

e

o

Model Number

6.00 HD20006 221.00 | 11250 | 4421 | 2250 | 265.28 135.00 16.94 22.94 7.50 9.75

200 13.00 HD20013 221.00 | 11250 | 4421 | 2250 | 574.78 293.00 23.94 36.94 7.50 9.75

24.00 HD20024 221.00 | 11250 | 4421 | 2250 | 1061.00 528.00 36.13 60.13 7.50 9.75
300 6.00 HD30006 354.60 | 190.00 | 70.93 | 38.00 | 425.56 228.00 19.13 2513 9.50 12.25
500 6.00 HD50006 565.70 | 315.00 | 113.15 | 63.00 | 678.92 378.00 2275 28.75 12.00 15.63

HD20006 525 525 225 3.81 - - - - 5.00 1-8 1.00 325.00

HD20013 525 | 525 | 225 3.81 9%-12 213 2212 2.50 5.00 1-8 1.00 440.00
HD20024 525 525 3.38 4.00 9%-12 213 2212 250 5.00 1-8 1.00 616.00
HD30006 6.50 | 6.50 3.50 4.50 12%-12 2.31 2212 3.25 6.25 17 1.75 441.00
HD50006 8.00 800 | 475 6.00 15%-8 3.13 312 4.25 8.00 1%-5 212 953.00

T
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PA1500

PA2000

[\

PA7550
* High strength reinforced alloy reservoir is lightweight and corrosion resistant

» U.S. Patent No.5,946,912, a built-in by-pass device protects hydraulic system

from over pumping damage
» A compact yet powerful Air Turbo Motor U.S. Patent No.5,341,723 is equipped

to raise the load to the desired height efficiently, effortlessly, and safely
» Suggested air pressure range: 110-175 psi. / 7.5-12 bar
* Dust cover protection for the release control valve

* Maximum working pressure: 10,000 psi / 700 bar

-

Flo%Rate@ 110 PSI Air Pressure

\
A\

& 8 8

8

Qil Flow (in*imin) »

]

~

t—

=)

o

0 2,000 4,000 6,000 8,000 10,000
Pressure (psi) b
~ Model PA1500
Model PA2000 (Turbo)

966,

953

| 061
905 ’:}' 061

1 "
3

.23

#0.20¥ 1.00
1/4-20 UNC 2A¥ 0.75

_ T
— 1

-0.31

D
Air pumps can be uséd ina vari-ely of E A
industrial settings - -
Oil Out q Dil i i
R ... mensons () .
with . odel Rating . Pressure Weight
Cylinder Capacity [T (®si) (in*/min) Range A B c D E (Ibs)
e NoLoad | Load (psi)
915 PA1500 10,000 66 1 110175 10.35 5.00 7.28 516 | 5.35 181
) 915 PA1500B* | 10,000 66 1 110175 10.35 5.00 728 516 | 5.35 181
i';ﬁ:g 1221 PA2000 10,000 65 12 110175 11.57 6.02 7.9 618 | 598 | 201
2319 PA3801 10,000 65 1 110175 12.64 5.08 7.36 524 | 736 | 271
460.6 PA7550 10,000 65 " 110175 12.64 5.00 8.31 614 | 843 | 360
* Note: PA1500B comes with base mounting holes.
Oou TING AIR PU o — ‘
- 1/4"18NPTF 3/8"18NPTF
Cr— =1

* PA1500M offers a 4-way

T
©© Ol —fr

control valve for operation of Cc
double acting cylinders D m B
Y
PA1500M - E - A .
Oil Output Input Air Dimensions (in)
Used with Flow Rate Pressure Weight
Cylinder Number (in*/min) Range A B c D E (Ibs)
NoLoad | Load (psi)
Double Acting 91.5 PA1500M | 10,000 66 1" 110-175 10.51 5.00 7.99 535 | 535 | 191
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EMOTE CONTROL AIR PUMPS

B -
= {3 PATEO0L PA3801L

* 10 ft. hand held remote allows user to operate
the air pump from a safe distance
* Air pump comes with convenient carry handle

1/4"-18NPTF

e
—O |m_ Er’JJO'ﬂc

doml
E A

Model
Number

915 PA1500L | 10,000 61 10 110175 10.98 6.30 8.03 512 | 535 | 194

Single Acting
2319 PA3801L | 10,000 61 10 110175 12.64 6.42 8.15 520 | 736 304
ALL POSITION AIR PUMPS 360°
Hand
Operated

PA600 B
1/4"-18NPTF: C
* Pump can work in any position \ ’
» Mounting plate allows for the pump to —
be securely fastened
* Hydraulic port swivels for easy connection ©
o N 3/ 1eNPTF

36.6 PA600 10,000 61 9 110-175 16.77 9.84 7.01 6.18 | 559 | 141

Single Acting
36.6 PA600H 10,000 61 9 110-175 16.77 9.84 7.01 449 | 575| 125
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. Rotary Air Pump Flow Chart

0 2000 4000 6000 8000 1000
PAR4003, PARD4003 Pressure (psi)

—PAR D38 PARM 003 — PARD 001 &PARD 003|

PAR1703, PARD1703

= Two speed operation for fast cylinder
advance and improved productivity

» Models available with auto return valve

- Internal relief valves for overload protection

- Also available with hand held air control valve

] N

3/8"-18NPTF(2X)

".18NPTF(2X)
38

Al B

collg 2
] Y ®
E = - E
i PAR4003, PARD4003 '-= >

c Df
A

PAR1703, PARD1703

@M

Model

Number

1.7 1 PARD1701 10,000 700 | 10,000 313 22 Dump Advance/Retum 60 ~ 80
17 3 PARD1703 | 10,000 700 | 10,000 313 22 Dump Advance/Retum 60 ~ 80
Single 1.7 3 PAR1703 10,000 700 | 10,000 417 22 Manual PW3 | Advance/Hold/Retum | 60 ~ 80
Acting 4 1 PARD4001 10,000 700 | 10,000 465 70 Dump Advance/Retumn 60 ~ 100
4 3 PARD4003 | 10,000 700 | 10,000 465 70 Dump Advance/Retumn 60 ~ 100
3 PAR4003 10,000 | 700 | 10,000 | 512 70 Manual PW3 |  Advance/Hold/Retum | 60 ~ 100
Double 1.7 3 PARM1703 | 10,000 700 | 10,000 417 22 Manual PW4 | Advance/Hold/Retum | 60 ~ 80
Acting 4 3 PARM4003 | 10,000 700 | 10,000 512 70 Manual PW4 | Advance/Hold/Retum | 60 ~ 100
Model
Number ) B A e f :
PARD1701 93 1910 | 939 | 579 | 472 | 8.07 | 12.34 | 1590 42
PARD1703 93 - 1195 | 835 (728 | 1201 | 12.34 | 17.96 54
PAR1703 93 11.94 | 1053 | 821 | 728 | 1201 | 12.34 | 18.08 55
PARD4001 95 100 19.10 1 579 | 472 | 8.07 | 12.34 | 16.34 54
PARD4003 95 100 - 1356 | 835 | 7.28 | 1201 | 1234 | 184 66
PAR4003 95 100 1355 | 1053 | 821 | 7.28 | 1201 | 12.34 | 18.52 67
PARM1703 44 93 11.94 | 1053 | 821 | 7.28 | 1201 | 1234 | 18.08 55
PARM4003 95 100 1355 | 1053 | 821 | 7.28 | 121 | 12.34 | 18.52 67

www.bvahydraulics.com



HYDRAULICS

SINGLE SPEED METAL HAND PUMPS

« All metal reservoirs resist cracks and leaks

* Internal pressure relief valve for overload protection
3/8"-18N| 5
2.4 B
PacE
T T = ) J b D =
— T ¢
K . G
| A
aAw-nw‘rF )
,a(;_ | B
Il jJ D J. fF - |
P1201S K -E c

Single Single | 365 | P601S 10,000 0.15 109 | 079 | %"-18NPTF 13.0
Acting | Speed | 670 | P1201S 10,000 0.13 89 | 082 | %"18NPTF 200
Model

Number
P601S 18.94 6.46 19.53 15.35 157 1.26 20.79 520 374 14.45

P1201S 21.73 6.73 23.07 374 173 2173 531 374 18.27

TWO SPEED ALUMINUM HAND PUMPS

* Lightweight aluminum alloy for easy handling
» Two speed operation increases productivity and reduces user fatigue

! ' G '»f :
* Internal pressure relief valve for overload protection A L/
3/8"-18NPTF —
- o
g4 N B
v Hoo
| T’_7) J 1 E I D
c
K _ G
_ A
d.4
{ ] 1/4"-18NPTF
S B
/ J JF_ oY) b
i

Model
Number

" 18NPTF
Speed | 61.0 P1000 200 10,000 0.81 0.14 99 082 | %"-18NPTF | 137

Number

P350 13.43 5.91 13.89 9.09 2.36 1.34 14.13 3.35 2.56 -
P1000 21.77 6.34 23.03 14.96 3.59 1.26 19.96 4.88 394 16.93

T
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TWO SPEED METAL HAND PUMPS

* All metal reservoirs resist cracks and leaks

» Two speed operation increases productivity and reduces user fatigue
* Internal pressure relief valve for over load protection

* Load release valve for single acting cylinder usage

» Large oil capacity to power a wide range of cylinders and tools

P2001

K
A
3/8- i"‘ £ B G } ﬁ
| - 1 =Y .
| —~ =]
F G
c | F B ]
Oil Displacement
Pressure Rating per Stroke —
Usedwith = Pump | UsableOil Operating | Fiston e Weight
S Type = 1st Force |Stoke |  Outlet (Ibs)
(in°) 2nd Stage| 1st Stage |2nd Stage| (ibs) (in) Port
Stage s | () | (i)
(psi)
670 | P1201 | 200 | 10,000 | 081 0.14 99 082 | %"-18NPTF | 205
1220 P2001 200 10,000 0.81 0.14 95 082 | %"-18NPTF 242
Single Acting| Two Speed| 128.0 P2301 200 10,000 0.81 0.14 99 082 | %"-18NPTF 277
250.0 P4301 200 10,000 0.81 0.14 99 082 | %"-18NPTF 376
4760 | Ps701 | 200 | 10,000 | 7.71 0.29 143 | 169 | %"-18NPTF | 76.0

Model Dimensions (in)

Number A B c | o E F G H J K
P1201 | 2173 | 673 |2307| 374 | 106 | 173 | 2173 | 492 | 374 | 1827
P2001 2291 689 2429 - 1.06 173 | 2382 | 480 256 =
P2301 | 2173 | 681 |2398|374| 106 | 173 | 2350 | 531 | 354 | 2256
P4301 2173 768 2287|374 | 1.06 173 | 2240 | 531 374 | 2146

P8701 2579 | 1161 |3035|1154)2417 | 825 | 2694 | 1524 | 11.18 -

P4301
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HYDRAULICS

DOUBLE ACTING HAND PUMPS

» 4-way control valve for operation of double acting cylinders

Model
Number

P8701M

« Large oil capacities to power a wide range of cylinders and tools
» Two speed operation increases productivity and reduces user fatigue

| | [

Double 128.0 | P2301M | 200 | 10,000

0.81

0.14 99

0.82

%"-18NPTF 323

- Two Speed
Acting P 476.0 | P8701M | 290 | 10,000

7.31

0.29 143

1.67

%"-18NPTF 774

Model
Number _ _ _

P2301M 2545 6.81 2744 3.74 1.06 2593 21.73 472 3.54 22.56
P8701M 25.79 11.61 30.35 11.54 2417 8.25 26.94 15.24 11.18 -
* Lightweight and portable for use with punch drivers
* Rugged steel pump with chrome handle o
+ Single speed ]
* Mounting bracket for easy, permanent mounting HI gi l 4 | D
» Maximum working pressure 7,200 psi -~ v —<omg
g— C
G
1/4"-18NPTFE — — )

Model
Number

Single Acting Ls‘i’,‘]“é::)’g;i‘gg 147 | P240L

7,200

0.09

55.7

0.63

%" - 18 NPTF 9.02

Model
Number
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P U M PICYLI N D E R C 0 M B -Eg;:Sr'l’,SGe::Ic:‘octlllfyedsr:aulic Hose (CS3838)

« Gauge Adapter (CF3814)
= 4" Wet Gauge (GW4014)

» Matched sets provide a combination of components - 3/8" High Flow Male Coupler (CH38M)

for single acting cylinder applications - Cylinder (see chart below)
» Orderingisaseasyas 1, 2, 3 . .
1.Select the cylinder you want Cylinder Pump (see chart below)

2.Select the pump you want

3.Choose the set number /Wet Gauge
%", 6 Foot

Hydraulic Hose

%" High Flow
Male Coupler

Gauge Adapter

*except HF0503B come with CR38F

5 H0505 5.08 8.70 SP3-0505

H1002 2.01 484 SP10-1002 SA15-1002
H1006 5.94 9.84 SP10-1006 SA151006 | SAL15-1006
10 H1010 9.96 13.86 SP10-1010 SA15-1010 | SAL15-1010
HT1006 5.95 11.46 SP10-1006T SA15-1006T | SAL15-1006T
HT1010 9.96 15.47 SP10-1010T SA15-1010T | SAL15-1010T
igignlg 5 H1504 3.86 8.66 SP10-1504 SA15-1504
Cylinders H1506 5.87 10.67 SP10-1506 SA15-1506
H2502 2.01 6.82 SP10-2502 SA152502
- H2504 3.94 8.78 SP10-2504 SA152504
H2506 5.94 10.79 SP10-2506 SA152506
H2508 7.95 12.80 SP202508 | SA15-2508
55 H5506 6.25 11.13 SP20-5506 | SA155506
100 H10006 6.63 13.25 SA38-10006
/S\icr;% 5 HF0503B* 0.24 1.26 SP3.0503B
F'(gﬂ‘iﬁgg,v 10 HF1005B 0.43 1.69 SP3-1005B
12 HC1201T 0.31 236 SP31201T
Single Act-
ing Hollow 12 HC1202XT | 1.61 474 SP3-1202XT
qﬁ'ﬁ'ﬁer 12 HC1203XT 2.99 7.24 SP10-1203XT
20 HC2002T 2.01 6.38 SP10-2002T SA15.2002T
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HYDRAULICS
*Positive locking valve available

ELECTRIC PUMPS please refer to page 45

* Quiet operation meets OSHA regulations (80dBA)

» 2 speed operation allows for faster cylinder advance

* Full load starting capacities

* Internal filter keeps contamination from damaging
pump

* Rugged durable design meets the demands of
industrial applications

* Precision components to minimize wear and
improve overall dependability

* All pumps are single phase

05 | 10 | Peoso1T | 350 |10,000] 203 18 9 15 | 595

10 | 20 | Petoo2T | 700 |10000| 397 37 12 15 | 705

15 | 30 | PE1503T | 700 |10000| 476 61 17 15 | 885

15 | 50 | PE1505T | 700 |10000| 476 61 17 15 | 940

_ 15 | 100 | PE1510T | 700 |10000| 476 61 17 15 | 1160
i'c'gﬂg 15 | 150 | PE1515T | 700 | 10,000 | 476 61 31%:;%’& 17 15 | 1270
15 | 250 | PE1525T | 700 |10000| 476 61 17 15 | 1480

30 | 50 | PE300sT | 700 |10000| 592 | 110 17 230 | 1010

30 | 100 | PE3010T | 700 |10000| 502 | 110 17 230 | 1230

30 | 150 | PE3015T | 700 |10000| 592 | 110 17 230 | 1340

3.0 25.0 PE3025T 700 | 10,000 | 592 110 Adl-‘fg;:;e/ 17 230 155.0

05 | 10 | PEM0S01T | 350 | 10,000 203 18 Retum 9 15 | 595

10 | 20 | PEM1002T | 700 |10000| 397 37 12 15 | 705

15 | 30 | PEM1503T | 700 |10000| 476 61 17 15 | 885

15 | 50 | PEM1505T | 700 |10000| 476 61 17 15 | 940

15 | 100 | PEM1510T | 700 |10000| 476 61 17 15 | 1160

%;x 15 | 150 | PEM1515T | 700 |10000| 476 61 31;"”;.:3'6“ 17 15 | 1270
15 | 250 | PEM1525T | 700 |10,000| 476 61 17 15 | 1480

30 | 50 | PEM3005T | 700 |10000| 592 | 110 17 230 | 1010

30 | 100 | PEM3010T | 700 |10000| 592 | 110 17 230 | 1230

30 | 150 | PEM3015T | 700 |10000| 592 | 110 17 230 | 1340

30 | 250 | PEM3025T | 700 |10000| 592 | 110 17 230 | 1550
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PE & PEM Series

Electric Pumps Flow Chart

B
{

0 2000 4000 6000 8000 10.000
~—Model PE0S01T (0.5hp) Pressure (psi) b
—Model PE1002T (1hp)

—Model PE1503T (1.5hp)
—Model PE3005 (3hp)

0

i
b HIE A B c D E F G H
PEO501T 14.92 10.28 19.09 472 567 799 8.07 12.36
PE1002T 16.65 12.01 17.83 594 6.89 921 453 12.36
PE1503T 16.65 12.01 19.72 724 8.19 10.51 453 12.36
PE1505T 16.57 12.01 2478 12.28 1321 (155 453 12.32
PE1510T 20.87 16.54 31.48 18.98 19.93 2225 827 16.54
PE1515T 20.87 16.54 3463 2213 23.08 2540 8.27 16.54
PE1525T/ 2559 21.26 3463 2213 23.08 2540 10.63 21.26
PE3005T 16.54 12.01 26.54 12.28 13.23 15.51 453 12.36
PE3010T 20.87 16.54 33.24 18.98 19.93 2225 827 16.54
PE3015T 20.87 16.54 36.39 2213 23.08 2540 827 16.54
PE3025T 2559 21.26 36.39 2213 23.08 2540 10.63 21.26
PEMO0501T 14 .92 10.28 19.09 472 567 799 807 12.36
PEM1002T 16.65 12.01 17.83 594 6.89 9.21 453 12.36
PEM1503T 16.65 12.01 19.72 724 8.19 10.51 453 12.36
PEM1505T 16.57 12.01 2478 12.28 13.21 15.53 453 12.32
PEM1510T 20.87 16.54 3148 18.98 19.93 2225 827 16.54
PEM1515T 20.87 16.54 3463 2213 23.08 2540 827 16.54
PEM1525T 2559 21.26 3463 2213 23.08 2540 10.63 21.26
PEM3005T 16.54 12.01 26.54 12.28 13.23 15.51 453 12.36
PEM3010T 20.87 16.54 3324 18.98 19.93 2225 827 16.54
PEM3015T 20.87 16.54 36.39 2213 23.08 2540 827 16.54
PEM3025T 2559 21.26 36.39 2213 23.08 2540 10.63 21.26

www.bvahydraulics.com
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HYDRAULICS

ELECTRIC PUMPS
with PENDANT SWITCH
~—

*Positive locking valve available
please refer to page 45

* Quiet operation meets OSHA regulations (80dBA)
» 2 speed operation allows for faster cylinder advance
* Full load starting capacities
* Internal filter keeps contamination from damaging pump
* 10 ft. hand held pendant switch allows user to turn
on/off motor
* All pumps are single phase
* Pumps come with manual valve
_» Toggle switch only turns on/off motor

Model

Number

05 10 | PEW0OS01T | 350 |10,000| 293 18 9 15 595

1.0 20 | PEW1002T | 700 |10,000| 397 37 12 15 705

15 30 | PEW1503T | 700 |10,000| 476 61 17 15 885

15 50 | PEW1505T | 700 |10,000| 476 61 17 15 940

, 15 | 100 | PEW1510T | 700 |10,000| 476 61 17 115 | 116.0
f\'c':g]'g 15 | 150 | PEW1515T | 700 |10,000| 476 61 3_?)‘(‘)"5‘?2’(’)“ 17 15 | 1270
15 | 250 | PEW1525T | 700 |10,000| 476 61 17 115 | 148.0

30 50 | PEW3005T | 700 |10,000| 592 110 17 230 | 1010

30 | 100 | PEW3010T | 700 |10,000| 592 110 17 230 | 123.0

30 | 150 | PEW3015T | 700 |10,000| 592 110 17 230 | 1340

3.0 25.0 PEW3025T 700 10,000 | 592 110 Advance/ 17 230 155.0

05 10 | PEWMO501T | 350 | 10,000 | 293 18 R'L‘:{f;] 9 15 595

1.0 20 | PEWM1002T | 700 |10,000| 397 37 12 115 705

15 30 | PEWM1503T | 700 | 10,000 | 476 61 17 15 885

15 50 | PEWM1505T | 700 |10,000| 476 61 17 15 94.0

15 | 100 |PEWM1510T | 700 |10,000| 476 61 17 15 | 116.0

'i‘;;’iz': 15 | 150 |PEWM1515T | 700 |10,000| 476 61 3_‘:)';"5%’6,‘ 17 15 | 127.0
15 | 250 |PEWM1525T | 700 |10,000| 476 61 17 15 | 1480

3.0 50 | PEWM3005T | 700 |10,000| 592 110 17 230 | 101.0

30 | 100 |PEWM3010T | 700 |10,000| 592 110 17 230 | 1230

30 | 150 |PEWM3015T | 700 |10,000| 592 110 17 230 | 134.0

30 | 250 |PEWM3025T | 700 |10,000| 592 110 17 230 | 1550

T
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Electric pumps can be used in a
variety of industrial settings

G
B
Model Dimensions (in)

Number A B c D E F G H
PEWO0501T 14.92 10.28 19.09 472 567 7.99 8.07 12.36
PEW1002T 16.65 12.01 1783 5.94 6.89 921 453 12.36
PEW1503T 16.65 12.01 19.72 7.24 8.19 10.51 453 12.36
PEW1505T 16.57 12.01 2478 12.28 13.21 15.53 453 12.32
PEW1510T 20.87 16.54 3148 18.98 19.93 2225 8.27 16.54
PEW1515T 20.87 16.54 3463 2213 23.08 2540 8.27 16.54
PEW1525T 2559 21.26 34.63 2213 23.08 2540 10.63 21.26
PEW3005T 16.54 12.01 26.54 12.28 13.23 15.51 453 12.36
PEW3010T 20.87 16.54 33.24 18.98 19.93 22.25 8.27 16.54
PEW3015T 20.87 16.54 36.39 2213 23.08 2540 8.27 16.54
PEW3025T 25.59 21.26 36.39 2213 23.08 2540 10.63 21.26

PEWMO0501T 14.92 10.28 19.09 472 5.67 799 8.07 12.36
PEWM1002T 16.65 12.01 17.83 594 6.89 9.21 453 12.36
PEWM1503T 16.65 12.01 19.72 7.24 8.19 10.51 453 12.36
PEWM1505T 16.57 12.01 2478 12.28 13.21 15.53 453 1232
PEWM1510T 20.87 16.54 3148 18.98 19.93 2225 8.27 16.54
PEWM1515T 20.87 16.54 34.63 2213 23.08 25.40 8.27 16.54
PEWM1525T 2559 21.26 34.63 2213 23.08 2540 10.63 21.26
PEWM3005T 16.54 12.01 26.54 12.28 13.23 15.51 453 12.36
PEWM3010T 20.87 16.54 33.24 18.98 19.93 22.25 8.27 16.54
PEWM3015T 20.87 16.54 36.39 2213 23.08 2540 8.27 16.54
PEWM3025T 2559 21.26 36.39 2213 23.08 25.40 10.63 21.26

www.bvahydraulics.com
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HYDRAULICS

ELECTRIC PUMPS
with LOCKING SOLENOID VALVE

» Locking valve provides positive load holding

* Quiet operation meets OSHA regulations (80dBA)

» I[deal for applications where a remote control is required
» 2 speed operation allows for faster cylinder advance

* Full load starting capabilities

* Internal filter keeps contamination from damaging pump
+ 10 ft. hand held remote controls the solenoid valve

Use with = P::::: S OREFENESE Valve valve c:w m Weight
optnaer | gy | capecry pe totsage | 20 | st [ ama Type | Function | Drdw | VORO® | bs)
PSY | (psi) | (inmin) | (in*/min)

05 | 10 PESLO501T 350 | 10,000 | 203 18 9 15 | 615
05 | 20 PESL0502T 700 | 10000 | 293 18 9 15 | 653
10 | 20 PESL1002T 700 | 10000 311 37 12 15 | 726
15 | 30 PESL1503T 700 | 10000 | 476 61 17 15 | 904
_ 15 | 50 PESL1505T 700 | 10000 | 476 61 Sy 17 15 | 980
22}%‘3 15 | 100 PESL1510T 700 | 10000 | 476 61 3 posi 17 15 | 1180
15 15.0 PESL1515T 700 10,000 | 476 61 tion 17 15 | 129.0
15 | 250 PESL1525T 700 | 10000 | 592 110 17 230 | 1500
30 | 100 PESL3010T 700 | 10000 592 10 17 230 | 1250
30 | 150 PESL3015T 700 | 10,000 | 592 110 17 230 | 1360
30 | 250 PESL3025T 700 | 10000 | 592 10 Advance/ | 17 230 | 157.0
05 | 10 | PEsmLoso1T 350 | 10,000 203 18 ol 15 | 615
05 | 20 | PEsmLoso2T 700 | 10000 | 293 18 9 15 | 653
10 | 20 | PEsmL1o02T 700 | 10000 | 311 37 12 15 | 726
15 | 30 | PESML1503T 700 | 10000 | 476 61 17 15 | 904
15 | 50 | PESML1505T 700 | 10000 | 476 61 - 17 15 | 980
%‘égﬁ'; 15 | 100 | PEsmL1510T 700 | 10000 | 476 61 3-posi 17 15 | 1180
15 | 150 | PESML1S15T 700 | 10000 | 476 61 = 17 15 | 1290
15 | 250 | PESML1s25T 700 | 10000 592 10 17 230 | 1500
30 | 100 | PEsmL3ot0T 700 | 10,000 | 592 110 17 230 | 1250
30 | 150 | PESML3015T 700 | 10000 | 592 10 17 230 | 1360
30 | 250 | PESML302sT 700 | 10000 | 592 110 17 230 | 1570

T
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Dimensions (in)

Model
LT A B c D E F G H
PESLO0501T 12.74 10.26 19.10 472 565 11.96 8.07 12.36
PESL0502T 1274 10.26 19.10 472 565 11.96 8.07 12.36
PESL1002T 17.88 12.01 17.88 598 6.90 13.16 451 12.36
PESL1503T 17.88 12.01 17.88 598 6.90 13.16 4.51 12.32
PESL1505T 16.10 12.01 17.13 598 6.90 13.16 4.51 12.36
PESL1510T 2087 16.54 31.48 18.98 19.89 26.38 827 | 1654
PESL1515T 20 87 16.54 3463 2213 23.04 2953 8.27 16.54
PESL1525T 2559 21.26 3463 2213 23.04 2953 1063 | 2126
PESL3010T 20 87 16.54 33.24 18.98 19.89 26.38 8.27 16.54
PESL3015T 2087 16.54 36.39 2213 23.04 2953 827 | 1654
PESL3025T 2559 21.26 36.39 2213 23.04 2953 1063 | 2126
PESMLOS01T 12.74 10.26 19.10 472 565 11.96 8.07 12.36
PESML0502T 12.74 10.26 19.10 472 565 11.96 8.07 12.36
PESML1002T 17 88 12.01 17.88 5.98 6.90 1316 451 12.36
PESML1503T 17 88 12.01 17.88 598 6.90 13.16 451 12.32
PESML1505T 16.10 12.01 17.13 5.98 6.90 13.16 451 12.36
PESML1510T 20.87 16.54 31.48 18.98 19.89 26.38 827 16.54
PESML1515T 20.87 16.54 34.63 2213 2304 29.53 827 |1654
PESML1525T 2559 21.26 34.63 2213 23.04 29.53 10.63 21.26
PESML3010T 20.87 16.54 33.24 18.98 19.89 26.38 8.27 16.54
PESML3015T 2087 16.54 36.39 2213 23.04 2953 8.27 16.54
PESML3025T 2559 21.26 36.39 2213 23.04 29,53 1063 |21.26

www.bvahydraulics.com
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HYDRAULICS

ELECTRIC PUMP
with AUTO RETURN VALVE

» Quiet operation meets OSHA regulations (80dBA)

» Best suited for punching, crimping, and cutting applications

- 2 speed operation allows for faster cylinder advance

« Full load starting capabilities

« Internal filter keeps contamination from damaging pump

» Rugged durable design meets the demands of industrial applications

« 10 ft. remote pendant switch to control motor on/off a SRl

— — — -

Flow (in'fmin) *00he

o8 8EH Y EE

2000 4000 3000 8000 10000
Pressure (psl)

>I0)

2-way, Advance/
05 | 10 |PEDOSOIT| 350 | 10000 | 233 18 rosaen | R 9 115 80 | 662

PEDO501T | 12.76 10.28 19.09 472 | 579 36 | 12.36

GAS PUMP with HONDA ENGINE

« Gas engine pump will provide 10,000 psi.hydraulic force at
remote locations

« Industrial grade 5.5 hp Honda gas engine

- Manual control valve for use with single or double acting
cylinders or tools

« Two speed pump designed for rapid cylinder advance

- Gas pump features a sturdy protective roll cage for use |n the
toughest environments -

55 5 PG5505 | 10,000 | 700 | 10,000 | 427 100 | 3way 3positon | AdvancelMod! | 3500 | g3 | 1212
55 5 |PGM5505| 10000 | 700 | 10000 | 427 100 | away3posiion | AMVaC/HAd | 3650 | g3 | 1212
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Model
Number

[\

GAS PUMP with SOLENOID VALVE
and HONDA ENGINE

» Gas engine pump will provide 10,000 psi.
hydraulic force at remote locations

« Industrial grade 10.2 hp Honda gas engine

- Ideal for applications when a remote control is required

» Two speed pump designed for rapid cylinder advance

» Gas pump features a sturdy protective roll cage for
use in the toughest environments

102 5 PGSL1005 | 10,000 | 700 600 | 200 | 3way,3position |AMEIHIY 3600 | 93 | 194
102 5 |PGSML1005| 10,000 | 700 | 10,000 | 600 | 200 | 4way,3posiion | ““memo?| 3600 | 93 | 194
102 10 PGSL1010 | 10,000 | 700 | 10,000 | 600 | 200 | 3way,3position |AMmcelHod| 3600 | 93 | 223
102 10 |PGSML1010| 10,000 | 700 | 10,000 | 600 | 200 | 4way,3position | “EeHY | 3600 | 93 | 223
10.2 15 PGSL1015 | 10,000 | 700 | 10,000 | 600 | 200 | 3way,3positon |AMaceIHd| 3600 | 93 | 252
102 15 | PGSML1015| 10,000 | 700 | 10,000 | 600 | 200 | 4way,3position |"“meerHo¥| 3600 | 03 | 252

26.57

20.94

1047

1547

PGSL1005 215 11.50 12.43

PGSML1005 26.57 215 20.94 10.47 11.50 12.43 18.74
PGSL1010 28.25 2337 27 135 12 12.93 17.375
PGSML1010 285 23.37 27 13.5 12 12.93 19.765
PGSL1015 28.25 2337 27 13.5 12 12.93 17.375
PGSML1015 28.25 23.37 27 13.5 12 12.93 19.765

www.bvahydraulics.com
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HYDRAULICS

DIESEL PUMP with SOLENOID VALVE
AND HATZ ENGINE

« Pump will provide 10,000 psi.
hydraulic force at remote locations
« Industrial grade 7.3 hp HATZ Diesel engine
« Locking solenoid control valve for use with single or
double acting cylinders or tools
« 10 ft. hand remote controls the solenoid valve
» Two speed pump designed for rapid cylinder advance
« Pump features a sturdy protective roll cage for
use in the toughest environments
- Ideal for application when diesel fuel and/or remote control
is required

%600
il
€ 400 b
il ¢ L “ i
%200 C I
_4*_LEI = 3 °
0
0 2,000 4,000 6,000 8,000 10,000 "_D
Pressure (psi) » C A
- . Oil Output Flow
Model RN (l:i?nn' Rate valve | ROMMON | Cooitank | dBA | Wei
N (in*/min) Valve Type ¢ Speed ) ght
umber Output Function Size @7m (Ibs)
(psi) 1st 2nd 1st 2nd (rpm)
Stage | Stage | Stage | Stage
Manual /
73 5 PDSL7305 | 10,000 | 700 | 10,000 | 600 | 200 | Solencia |AMance/HOd | 3600 | 51/132gal| 76 215
Optional
Manual /
73 5 |PDSML7305| 10,000 | 700 | 10,000 | 600 | 200 | Solenoid |AMc¥HAd| 3600 |51/132gal| 76 | 215
Optional
Manual /
73 10 | PDSL7310 | 10,000 | 700 | 10,000 | 600 | 200 | Solenoia |AMaCEHA| 3600 |51/130gal| 76 | 249
Optional
Manual /
73 10 | PDSML7310| 10,000 | 700 | 10,000 | 600 | 200 | Solenoia |AdvancelHold| 3600 | 5)/132gal| 76 249
Optional
Manual /
73 15 PDSL7315 | 10,000 | 700 | 10,000 | 600 | 200 | Solencia |AMance/Hold| 3600 |51/1.32gal| 76 283
Optional
Manual /
73 15 | PDSML7315| 10,000 | 700 | 10,000 | 600 | 200 | Solencia |AM&ceHod| 3600 |51/132gal| 76 | 283
Optional
Model Dimensions (in)
Sumber A B c D E F G
PDSL7305 26.57 215 20.94 1047 11.50 12.43 1547
PDSML7305 26.57 215 20.94 10.47 11.50 12.43 18.74
PDSL7310 28.25 23.37 27 135 12 1293 | 17.375
PDSML7310 28.25 23.37 27 135 12 1293 | 19.765
PDSL7315 28.25 26 27 135 12 1293 | 17.375
PDSML7315 28.25 26 27 135 12 1293 | 19.765
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MAINTENANCE KITS g ereneoreon meio e porsor o resoose

» 10 ton set has wheel for easy movement
- Designed for applications of pushing, spreading, pressing,

and more
0%
)

5
2
S 0

ERon s J50200

s

Number ollapsed Heig d H : tive Are:

J50100

ul

in?) in?)
15.75 0.998 14 46.0

4 8,000 J50040 11.00

10 10,000 J50100 13.63 19.75 241 13 810
20 10,000 J50200 177 16.93 5.14 16 206.0
*When extension tubes and/or offset attachments are used, the capacity is reduced.

SPREADERS

* Designed to work in confined working space
» |deal for wedging, prying, and opening
* High strength forged steel

« Spring return for easy operation

3/8"- 18NPTF

Model
Number

1 SR10 1.09 0.86 390 | 657 | 047 | 217 | 220 51

www.bvahydraulics.com
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YDRAULICS

25/55/100 TON

SHOP PRESSES

- Heavy steel welded construction

» Multi-position bed for work height adjustment

- |deal for the removal or installation of gears,
universal joints, pulleys, wrist pins, and other

press jobs

- Excellent for bending, bonding, or straightening
applications

Model

Number | \
25 IMP2506 Manual P1000 H2506 8 6 71"X 48"X 28" 4" ~ ATVs"
1AP2506 Air PA1500 H2506 8 6 71"X 48"X 28") 45" ~ 4ATYs"
IAP5506 Air PA1500 H5506 9 6 79"X 56" X 30"| 14" ~ 552"
IEP5506 Electric PEWO0501T H5506 9 6 79"X 56" X 30"| 14" ~ 55%%"
55 IMP5506 Manual P2301 H5506 9 6 79"X 56" X 30"| 14" ~ 55%%"
IAP5513 Air PA3801 H5513 9 13 [79"X 56" X 30" 14" ~55%"
IEP5513 Electric PEWO0501T H5513 9 13 |[79"X 56" X307 14" ~55%"
IEPD5513 Electric PEWM1002T HD5513 9 13 [79"X 56" X 30" 14" ~ 55%%"
100 IEP10010 Electric PEW1002T H10010 8 10 |89"X 63"X 30" 11%" ~51"
P —
Model B
Number e L
( ) | (Max.)
IMP2506 | 45 |4725| 71|48 |28 | 30 | 6 | 3 |65/ 3| 6 |11.5| 560 A (min) i
IAP2506 | 45 |4725 | 71 | 48 | 28 | 30 6 | 3|65 3| 6 |115] 560 A (max) j\- J
IAP5506 | 140 | 555 | 79 | 56 | 30 | 354 | 6 | 4| 9| 3 | 10 |148] 760 e, _L = B
IEP5506 | 140 | 555 | 79 | 56 | 30 | 354 | 6 | 4 | 9| 3 | 10 |148| 760 uﬂ ° El° o _{
o Y ot
IMP5506 | 140 | 555 | 79 | 56 | 30 | 354 | 6 |4 | 9| 3 |10 |148| 760 ® r . "__{
IAP5513 | 140 | 555 | 79 | 56 | 30 | 354 | 6 | 4| 9| 3 |10 |148| 760 o I ° !
o o
IEP5513 | 140 | 555 | 79 | 56 | 30 (354 | 6 |4 | 9| 3 |10 |148| 760 ° °
IEPD5513| 140 | 555 | 79 | 56 | 30 | 354 | 6 |4 | 9| 3 |10 |148| 770 _ 8 __G """" ) ;‘
IEP10010| 113 | 510 | 89 | 63 | 30 | 355 | 8 - |10 - | 12 116.0| 1,550 C D
CS25 includes:
300-002-229 - Ram forcing cap
300-002-807 - V push adapter
300-002-953 - Threaded adapter :
300-002-510 - %" push adapter
300-002-511 - 1" push adapter
AP25 = Arbor plates (in pairs)
CS55 includes: .
400-002-230 » Ram forcing cap
400-002-368 » Threaded adapter
400-002-757 = 192" push adapter AP100 - Arbor plates
400-002-756 » 1%4" push adapter (in pairs)
400-002-808 » V push adapter ‘
AP55 = Arbor plates (in pairs)

38
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» Hydraulic system is protected from internal damage by a patented by-pass
mechanism, U.S. Patent No.5,946,912

» Machined and polished cylinders with die-cut threads provide non-abrasive
leak-free, durable performance

- Fabricated from hard-cast steel with heat-treated critical stress areas

= Unique cross-type forged release valve assures positive load control

- A wide, rugged base provides stability and strength

m

Nir Hydraulic

Model
Number

3% 5% 5% 17.5

J10125 9% 18%

6
12 J10129 6 10% 3 1% 5% 5% 14.9
20 J10205 9% 18% 6 3% 6% 5% 215
J10209 | 6% 1% 3% 1% 6% 5% 218
30 J10300 1 18 7 - 8% 6% 53.5
50 J10500 12 19 7 - 10% 1% 96.4

AIR/MANUAL BOTTLE JACKS

- Effortless air operation will greatly reduce operator fatigue and speed up
the efficiency of industrial work

- A compact yet powerful air turbo motor U.S. Patent No. 5,341,723 is equipped
to raise the load to the desired height efficiently, effortlessly, and safely

» Hydraulic system is protected from internal damage by a patented by-pass
mechanism, U.S. Patent No.5,946,912

Versatile "Quick Connector” design provides for easy removal of air hose
from air motor allowing compact storage or remote operation

= All air bottle jacks have chrome plated rams

Model
Number
12 J18122 9% 18% 5% 3% 77 6% 110175 28.6
20 J18202 9% 18% 5% 3% 8% 7% 110-175 374
30 J18302 1 18 7 - 10% 8% 110-175 60.5
50 J18502 12 19 7 - 10% 1% 110-175 | 1285
J18992 12 18% 6% - 12% 9-% 110175 | 2059

TOE JACKS

- Heat treated and chrome plated medium-carbon steel cylinder

» Chrome plated ram promotes longer seal life and optimum performance

- U.S. Patented by-pass device protects hydraulic system from over traveling
damage

« Hydraulic system is protected from internal damage by a patented by-pass

mechanism, U.S. Patent No.5,946,912

3 J13060 0.62 575 9.0 14.12 512 6.00 x 4.37 36.1
6 J13120 0.88 6.00 10.50 15.63 513 11.00 x 7.50 55.0
10 J13200 1.13 6.25 11.00 16.13 513 11.63 x9.00 840
15 J13300 1.13 6.63 13.13 18.63 5.50 1250x10.75| 1166

www.bvahydraulics.com



HYDRAULICS

MINI JACKS 1”&»"&“"9“"55“""

* Low profile mini jack
*» Pocket size and lightweight
» Convenient for storage

Number

J11050 313 0.76 413 x4.00 46
J11055 3.37 4.88 1.51 413 x4.00 5:3
10 J11100 475 6.25 1.63 4.88 x4.38 125
20 J11200 513 6.75 1.63 538x4.75 16.7

MECHANICAL JACKS

» Mechanically hold loads without slip or creep
+ Ratchet design for ease of operation

* High strength steel ram

» Convenient carry handle

Model
Number

5 MJ0505 9.45 14.57 15.69 3.86 12.8

10 MJ1006 11.02 16.93 16.88 433 19.45

BEAD BREAKER

* 5" opening

» Works on single rimmed wheels

* Constructed from rugged steel

» Works with any 10,000 PSI pump

* Hydraulic pressure does all the
unseating

» Light weight and portable

J22953 Bead Breaker Combo

Includes:

» J22910 Bead breaker

* PA1500 Metal air pump

» CS3838C Hydraulic hose

* CH38 Hydraulic coupler set

it

J22910

5Ton J22910 26 250 mL 177%" X 52" X 12" 36
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SD Series HTD10 SDT10
Saddle Type Model Number Forllsewlﬂlm;lﬂrmny Saddle Type Model Number mmg;;“"w
SD05 5 SDT05 5
SD10 10 SDT10 10
Grooved
SD15 15 Tilt SDT15 15
SD25 25 SDT25 25
Threaded HTD10 10 SDT55 55
CEB Series a CP10
For use with
CED Series clevis Cylinder Capacity Number
Type (tons)

CEP Ser 5 CEBO5

enes Base 10 CEB10

Clevis e Model 15 CEB15

Type Cylinder Capacity NDar

(tons) 25 CEB25

5 CEPO5 9 CEDO09

PA 10 CEP10 Plunger & Base 16 CED16

unger
15 CEP15 HP1006 only CP10*
25 CEP25 * 2-pc set with an adapter
3/8"-18NPTF(7X)
1.25"

IE

CMH6

Model Number

o
Db
0.82'

1.63

www.bvahydraulics.com

Manifold Type Number of Ports Port Size Mounting Hole
6-Port Hexagon Manifold CMH6 6 %"-18NPTF %"-20UNC
7" Long Manifold CM7 7 Z%"-18NPTF %"-20UNC
14" Long Manifold CM14 7 %"-18NPTF Y%a"-20UNC
Manifold with Two Needle Valves MFC2 3 %"-18NPTF 44
Manifold with Four Needle Valves MFC4 5 %"-18NPTF 101
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HYDRAULICS
HYDRAULIC PRESSURE GAUGES
{‘/“: 3 : Gauge g ECE Face Thread Fressure Range or uinoreﬂdmm or Minor
\\0':‘ ST Number D"('i""?“ (in) = |l e e
‘ " (psi) (psi) (bar) (bar)
= Vs By | pry [GD2514 | 250 1,000 200
e gv[\)/‘;:zi ;:gg %"18NPTF | 0-10,000 | 0-700 f’ggg ;gg 100 10
Wet | swao1a | 400 2,000 100
B
c
GAUGE ADAPTER i it e
Y /
A
Model Dimensions (in)
Number B c D E F
CF3814 | 512 | 138 | %-18NPTF | %-18NPTF | %"-18NPTF | 1.25
BASES
For use with Dimensions
Cylinder Model (in)
Ca‘::;l)ty Number A B = 5
5 CBO5 032 | 465 | 787 | 154
10 CB10 039 | 472 | 906 |[228
15 CB15 047 | 480 |[1000]276
25 CB25 063 | 496 | 1102341
HYDRAULIC
OlL PUMP
'BvAGylindersand " MOUNTED
pumps
: MANIFOLD
By | e W &, |BLOCK
1 FO1 144 234 53 215 356 | -49 | 308 || -~ Converts BVApumps with pump
mounted valves for use with
t ted val
PRESSU RE SWITCH -rg;nn?eimz(:ieg\slemsounﬁng

N\ S

« Automatically shuts off electric pump when predetermined
system pressure is reached

screws

CVS1
Model Adjustable Pressure . _ = Weight
Number Range Electrical Rating Port Size (Ibs)
CVS1 1,000~10,150 psi 15 amp @ 250V max Ya"-18NPTF 1.32
42 1-888-332-6419




Hose Model Numb Operatif Hose Oil
HYDRAULIC | & odel Niwoe HoseEna | PN | oseLangin | foze2)
(in) Rubber Thermo-Plastic ngs (psi) (ft) (in%)
HOSE CS1414 - %"-18NPTF 10,000 6 353
CS3814 CT3814 %"-18NPTF 10,000 6 353
‘ CS3814A - %"-18NPTF 10,000 2 118
v 14" CS3814B CT3814B %"-18NPTF 10,000 3 177
€S3814C CT3814C %"-18NPTF 10,000 10 5.89
A CS3814D | CT3814D | % 18NPTF | 10,000 20 178
- - CT3814E %"-18NPTF 10,000 30 17.76
CS1438 - va"-18NPTF 10,000 6 8.08
CS3838 CT3838 %"-18NPTF 10,000 6 7.95
3 - CS3838C CT3838C %"-18NPTF 10,000 10 1325
CS3838D CT3838D %"-18NPTF 10,000 20 26.51
= CT3838E %"-18NPTF 10,000 30 39.76
CS3838F R %"-18NPTF 10,000 50 66.25
CH38 R
- . | CR38 A
i ! " "
C
1
Rjjftntis o jisiile=
J s - S J
A CRZ14 A
B D B
4 { [ {
_H_ I | “") ¢
HD (od
i As K T =
F
-—‘—,— Gj
Model Number Dimensions (in)
pler Type Complete Set Male Half | Female Half BW.% B c D E F G H J
Hicgohu';':;” CH38* CH38M | CH38F | 335 | 284 | %"18NPTF | 1-316"16 | 1.10 | 0.94 |1.00| 075 | 0.63
F'gzt'pﬁgrce CFS38 CFS38M | CFS38F | 4.36 | 2.85 | %"18NPTF 119 121 | 1.06 |1.12| 0.79 | 0.63
Reg‘(‘)'l?;lg"w CR38* CR38M | CR38F | 315 | 220 | %"-18NPTF | 1516"20 | 1.04 | 094 |073| 050 | 053
Zinc Coupler CRZ14 CRZ14M CRZ14F 242 1.67 Y"-18NPTF 13/16"-20 095 083 | 058 | 039 | 0.35
* Value A is total length when male and female couplers are connected.**Plastic Dust Cover, CDC38, sold separately

HOSE SETS

Hose Hose Coupler
1.D. Nose | Length
(in) ") CH38M CR38M CRZ14M
CS3814B 3 CS3814BM CS3814BRM -
1/4" CS3814 6 CS3814M - CS3814QM
Rubber | csas1ac 10 CS3814CM CS3814CRM -
€S3814D 20 CS3814DM CR3814CRM =
€S3838 6 €S3838M - -
3/8" €S3838C 10 CS3838CM = =
Rubber | cs3s3sp 20 CS3838DM - -
CS3838F 50 CS3838FM s s
1/4" CT3814 6 CT3814M - -
Thermo
Plastic | CT3814C 10 CT3814CM = =

PLASTIC
DUST COVER

» Works with CH38
and CR38 coupler

« Helps keep hydraulic
oil clean for long
equipment life.

CDC38

www.bvahydraulics.com




HYDRAULICS

PRESSURE COMPENSATING

FLOW CONTROL VALVE

« Primarily used in material compression and tensile testing
such as soil, rock, concrete, asphalt, and others

Valve Type Use with Cylinder

Hydraulic Symbol

Weight
(Ibs)

A

PW34M | Manual |3Way 4-POStion, |- ginge acting | | £

Tandem Center

S (RS

L

8.71

297
I I -3/8-18NPTF
=)
< ﬁ 6.23
A
o ‘gm@ e )
= [l ’ ll - il
- 231" v = T
- 463"
PW2 ‘ 5.58 PW33L
6.13" 566"
| | VB-18NPTF
3 ‘ ) I | [ ﬁ 623
[-] g O. umug‘@ - _*
1= U w T O e O 7
(= p— L -
175" 325" !
483" 5.58
PW3 & PW4 ) PW43L

Valve Use with Model
Operation R Cylinder Number AL E

3-way, Single
2-position Acting s

3-way,

3-position, Single
Tandem Acting S

Center T
3;3’;;& Double i A"O\‘O P
- , u
Manual Tandem Acting PW4 T:JEPE_IIX]__‘“"‘] /
Center Py 8T
3-way, A
3-position, | g 10 A
Tandem Acting PW33L
Center 1) L —
Locking ERY
4-way, A B A 8
3-position, r % 9
Tandem | OU0° | PwasL %—@ \
Center, X )|
Locking . f

44
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A

7N

I
0 o T
. .]:m T ﬁ j., Ll
pu| = U
A8 16UNC 2.X4
Use With Model Valve Valve . . Weight
Cylinder Number Type Function | HYdraulic Symbol Schematic Flow path Pty
A
- .. | Advance/
ilcrlg:e e ???&:g Hold/ 70
o Retum | =TI
A B . i
.. | Advance/ N A
[/)\Ocltjigle PS43L ?ﬁ";;‘:g Hold/ Eﬁ-—? -éli\ D 70
° Retum | ¢ TR, —{— N
252
I 3/8" - 18NPTF
3
3.88"
252 CVC3
CVN1 &CVN3
P
150 =
6 = 173 - E

e ]

CVR3

Valve
Type

I |on

f

CVP3

Model
Number

Ports

Application

Needle Valve Cvi1 YABNPTE Controls cylinder speed and acts as temporary shut-off vaive %
CVN3 %" 18NPTF for load holding
Check Valve CcvC3 %"-18NPTF Allows flow in one direction only (O
Mounted in line to a cylinder and will hold pressure in he
Pilot cylinder in the event of pressure loss in the system.
Operated CVP3 %"-18NPTF Most often used on double-ac ing cylinders with pilot port N
Check Valve receiving pressure from a tee off of the cylinder retracting line. !
Pilot pressure ratio 15% or 6.5:1 ‘
Controls pressure developed by the pump in hydraulic loop. — f
Pressure i By-pass occurs when pre-set pressure is reached. I
Relief Valve CVES AT Turns clockwise to increase pressure,counter clockwise to - A

decrease

www.bvahydraulics.com




I

JB-HNPTFN) — E__; 6.16
1%) z‘r 421 BNPTF{4x)
r \\) i J 0,75 1.38
1.38 L0UNCHER)
PR33, PR33C PR33L , PR33CL PR43CL
- """I- o | ValveType g‘ﬁm el Hydraulic Symbol Schematic Flow path ':ﬁg;"
T A T4
%} 3k @
T 0) 5
T T_ T
3 ﬁo“svﬁén rrasc | f7E IRy 1% < g -QJ_‘ Y| s
Closed center D‘ L-
Single Pt Pt
g Acting T T4
3-way,
3&?32?:’ PR33L - J§) -I:J—. &4 | s
center, L‘“‘ L
Locking Pt Pt
T i
3-way,
mggisg):{er, PR33CL g%):)l AE@ 573
Locking
Pt Pt
Manual 4 Way JL f‘—l T f'j_
3 position, praz | T X sy %k ‘ } ijcf 12 e
X .
T A A
Way, L) 4
3 :)—ositaizn, _[_' Q D '—l
Tandem PR43L % = - | » ({) = | 573
center, D ,—J J 1_, ﬁ
Locking t t
‘acting T Tt
0 y
3 posi?izn, Prasc [T Xy %‘—[ . -‘:I_‘ CELE 353
Closed center ‘,"J L' f,_l-
Pt Pt
4-way, Tt J—T'f'—l.
3 position, J_”Q B B .’:ch) ,.B,
Tandem, PR43CL % - g 573
Closed center, D‘_J-
Locking Pt Pt

421

46
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HYDRAULICS

REMOTE MOUNTED DIRECTIONAL CONTROL
.| VALVES

PR33

PR43C

PR43L

1-888-332-6419



FITTINGS

Model
Number

Adaptor
¥%"-14 Female %"-18 FT108 1.69 114 | Female %2"-14NPTF Male %"-18NPTF
g Male - NPTF
- Adaptor
¥%"-14 Female %"-18 FT118 1.69 114 Male %2"-18NPTF Female 2"-14NPTF
Male - NPTF
Bushings
@ Bushing CB1438 0.87 | 067 Male %"-18NPTF Female %"-18NPTF
-}g Bushing CB1412 110 | 087 Male ¥2"-18NPTF Female %"-18NPTF D
Connectors
= 2 way 90° Connector
1 Street E bow, FT101 1.81 1.02 | Female %"-18NPTF Male %"-18NPTF
L %" to %" NPTF
- 2 way 90° Connector
~ | Elbow, FT107 1.40 1.02 Female%"-18NPTF Female %"-18NPTF
Qa %" to %" - NPTF
- 3 Way Connector azn am
s %" 10 %" - NPTE FT106 1.77 1.02 | Female %"-18NPTF | Female %"-18NPTF
- 4 Way Connector
'j - Cross, FT105 1.77 102 | Female %"-18NPTF | Female %"-18NPTF
g %" to %" - NPTF
Couplings
Coupling
Reducing Connector, FT102 1.18 1.02 Female %"-18NPTF Female %"-18NPTF
%" to Ya"-NPTF
— =
Coupling
Reducing Connector, FT112 1.89 1.14 | Female 2"-14NPTF Female %"-18NPTF
- 12" to %" - NPTF
ey FT103 | 118 | 102 | Female %™-18NPTF | Female %"18NPTF
Fitting
[\ 2
'J ‘ Fitting CA3814 138 | 091 Male %2"-18NPTF Female %"-18NPTF
Male Connectors
Male Connector
Hex Nipple, FT104 150 | 067 Male %4"-18NPTF Male Y.-18NPTF
%" to Va" - NPTF
i Male Connector
Hex Nipple, FT114 150 | 0.75 Male %"-18NPTF Male %"-18NPTF
W %" to %"- NPTF
Male Connector
Hex Nipple, FT124 145 | 075 Male %4"-18NPTF Male %"-14NPTF

%" to %"- NPTF

www.bvahydraulics.com
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HYDRAULICS

BVA CROSS REFERENCE CHART

[BVAW ENERPAC [BVAY ENERPAC
Single Acting Cylinders Threaded Cylinders Hollow Hole Cylinders

Aluminum Cylinders

§

HHEGEH

2
g

~
o

Lock Nut Cylinders

CLL

RAC-10010

:
-

,_
2

Profile Cylinders
RCS-101

004

ol
EY

Body Cylinders

2

RR-1010

Blxon|=n|=
% 2| %
E g‘

32| 3

~
(L]

i [ e [ e ] ]
2

RC-51
RC-102
RC-104
RC-151
RC-251
RC-252
RC-254
RC-258

RR-7513

o o o
-HAHERERHRARG

RR-1006

-
(4]

BVA ® is a registered trademark of SF Companies.

Enerpac® is a registered trademark of the Actuant Corporation.
Power Team® is a registered trademark of SPX Corporation.
Simplex® is registered to Templeton, Kenly & Co., Inc.

48  For comparison purposes only. Products are not identical. 1-888-332-6419
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3
a
o
c
3
o
n

o
o
8

PARG-1102N

PATG-1102N

PATG-1105N

P-801
o |
T e |
"o |
I
]
=
—
o |
—
—

To view complete cross over list go to

www.bvahydraulics.com
For comparison purposes only. Products are not identical.
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SAFETY FIRST!

= Study, understand, and follow
all instructions before operating
this device.

= Do not exceed rated capacity.
Use only on hard, level surfaces.

= Immediately after liting, support .

the load with appropriate
means.

= Failure to heed these markings
may result in personal injury
and/or property damage

IVIE N

SAFETY INSTRUCTIONS

Jacks

General

A Do not override the factory setting
of relief valves. Always use a gauge fo
check system pressure.

.‘/_‘\
X)

VAT
PRI % _..‘I

A Never place any part of your body
under the load. Ensure the load is

on a solid support before venturing

under.

Cylinders

A Provide a solid support for the
entire cylinder base area. Use
cylinder base attachment for more

stability.

A The entire jack saddle must be in
contact with load. Movement of the
load must be in the same direction as
jack plunger.

A The entire cylinder saddle must be
in contact with the load. Movement of
the cylinder must be parallel with the
movement of the load.

©

®f

A G—]
S0
)

o

> :.'__4‘

i

> "__‘t.

A Provide a level and solid support for
the entire jack base area.

A Remove the jack handle when it is
not being used.

"

A Do not use cylinder without saddle.
This will cause plunger to “mushroom”
Saddles distribute load evenly on the
plunger.

e ©

A\
W

S A

A As with jacks, never place any part

A Always protect cylinder hreads for

A Keep hydraulic equipment away

BVA®is a registered trademark of SF Companies. of your body under the load. Load use with attachments. from open fire and temeratures above
Enerpac?® is a registered trademark of the Actuant Corporation. must be on cribbing before venturing 150°F (65°C).
Power Team® is a registered trademark of SPX Corporation. under.
Simplex® is registered to Templeton, Kenly & Co., Inc. Pumps
oA ) )
1 pound (i.) 0.4536 kg 1in| 25.4mm = N\, - .
kg 220516 imm | 0039m _E— b o ) TR W% e
1 fon (short,US)_|_2000s 1| 64520m —C . . N i Ol B S
Tion (metrc) | 220506 o | 015w i % : —pat S '\X/' k/_/-
| A ~
1 — | teserem 1 psi (ban?) | 0.6 bar A Do not use handle extender. Hand A Close release valve finger tight. A Fill pump only to recommended
Tem 0061 In* 1bar| 145psl pumps should be easy to operate Using force will damage the valve. level. Fill only when connected
1 ster s1.02m° 1xPa] 0.145psl when used correctly. cylinder is fully retracted.
0254 gal (US) Hoses and Couplers
1gal (US. iquid) | 3.785 ier = —
21 oF| ©cCx 18132 — ’/_\] O
3785 o oc| @r-32)-18 Y \// ® é:;) @ @ J v =
L = s ®
- \ \ > >. \ =
Cylinder Plunger Speed L‘ HoL ok = —= B
Formula __ V=A/Q SEER 1 K708 O Kz 7T -
e Cylinder Effective Area (in?) 60 (sec) o i L
it Oil Output Flow Rate (in/min) 1 (min) ; -
| Speed (seciin) | A Use only genuine BVA hydraulic A Clean both coupler parts before A Detach cylinder only when fully
Force oil. THe wrong fluid can destroy your  connecting. Use dust caps when retracted or use shut-off valves or
Formula F=PxA seals and pump and_will render your  coupler parts are not connected. safety valves to lock-in cylinder
I Force |_ | Hydraulic Working |Cyrnder Effective] warranty null and void. pressure.
(lbs) Pressure (Ibfin®) Area (in?) S A./. ] 7 T
Cylinder Oil Capacity ® s P g .‘JE‘
[oica | Cyli { 3 { |3
& || Sylinder | |Cylinder Stroke “‘, s f
) Area (in?) i) W 1 |
inder Effective Area - ® - @
Cylinder | « | Cyiinder Bore Diametery A Keep hoses away from he ares A Do not kink hoses bending radius A Don't lift hydraulic equipment by
Eectve | =) T | X\ =% beneath loads. should be at least 4%". Do notdrive  the hoses.

where {[= 3.14150

www.bvahydraulics.com

over or drop heavy objects on the
hoses.




HYDRAULICS

BASIC SYSTEM SET-UPS

CS3814
, 8 PE1002T
CH3AM 6’ Hydraulic Hose Electric Pump
Double Acting Cylinder Male Coupler CH38M CH38F
s / Male Coupler Female Coupler

D NMM@[[{M

4 Single Push Application GW4014 )
; ' : CS3814 P1000
Single Acting Cylinder & Hydraulic Hose Pressurle Gauge Hand Pump
:
o
Q o
* Al
CH38M CF3814
\_ Male Coupler Gauge Adapter J
4 Single Acting Cylinder with longer strokes )
i Single Acting Cylinder GWA4014 PA1500
Pressure Gauge Foot Pump -
CS3814
6' Hydraulic Hose
o
S|
T |H
CH38M CF3814
\_ Male Coupler Gauge Adapter )
(" Double Acting Cylinder Set-up )

o Needle Valve

° = * GW4014 CH38M

3 g —— v Pressure Gauge > Male Coupler

2 | R I - )

(=] |

* si===IN-—"W e — e — H:DIHEZ) El[l]]]

t crasis 4 CH38F 1
FT114 Gauge Adapter Female Coupler
G Male Connecter

BVA Lifetime Warranty

BVA products are warranted to be free of defects in materials and workmanship. Any BVA product that does not conform to specification will
be repaired or credited (at BVA's option) at BVA's expense for the life of the product. Simply contact BVA for disposition of this warranty.

This warranty does not cover ordinary wear and tear, abuse, misuse, alteration, or use of improper fluids or maintenance as determined
by BVA and its authorized service dealers. All electric motors, gas engines, batteries and other parts or materials sold with or part of BVA
products but that are separately warranted by another manufacturer are covered by that manufacturer’s warranty and not the BVA Lifetime
Warranty. BVA shall not be liable for consequential or incidental damage or loss whatsoever.

Reiair Parts available

50 1-888-332-6419



Five convenient locations - same great service

&N
<— NORTH «&@,"; 1S O&sq
@ 0@9\2' S. Golden State Frontage™~%/ Rd.
o 3

S. Recreation Ave.

San Leandro

Take MARINA EAST Exit

Turn RIGHT on TEAGARDEN St.

Turn RIGHT into the DRIVEWAY
(before left bend)

Drive back between the buildings

Alvarado| St. hose ¢;

Marina Blvd.

2
Teag|ard en St.

Alladin

¢

880

L

<— NORTH

Glendale Blvd.

o
x
f

Baldini's
Casino

hose & fittings, etc.
850-A S. Rock Bivd.

Sparks

NORTH —»

HWY;
395

S. Rock Blvd.

Phone: 888.715.4673
E-mail: hfe@hfeweb.com

hfeweb.com

4570 Enterprise St.
Fremont, CA 94538

Phone: 510.661.0151
Hours: 7 a.m. - 5 p.m. (M-F)

3667 South Bagley Ave., #102

Fresno, CA 93725
Phone: 559.495.1220
Hours: 7 a.m. - 5 p.m. (M-F)

1811 Enterprise Blvd.
West Sacramento, CA 95691
Phone: 916.372.3888
Hours: 7 a.m. - 5 p.m. (M-F)

3011 Teagarden St.

San Leandro, CA 94577
Phone: 510.352.1514
Hours: 7 a.m. - 5 p.m. (M-F)

850-A South Rock Blvd.
Sparks, NV 89431

Phone: 775.331.4673
Hours: 7 a.m. - 5 p.m. (M-F)

Ihose & Fittings,
m In Callfornla & N

QR Code

e )

evada cﬁ)


http://www.hoseandfittingsetc.com/Services/Parker-Stores/fremont-ca/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/Services/Parker-Stores/fresno-ca/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/Services/Parker-Stores/sacramento-ca/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/Services/Parker-Stores/san-leandro-ca/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/Services/Parker-Stores/sparks-reno-nv/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog
http://www.hoseandfittingsetc.com/?utm_source=hfe&utm_medium=pdf&utm_campaign=catalog



