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Description

The 4XZM Zone Relay Module is an optional module with
zone/function relays for use with the AUTOPULSE® 442R
and AUTOPULSE 442D control systems. Listings for this
module are under the control unit.

The Zone Relay module provides Form-C general alarm and
trouble contacts, plus four Form-C relays that activate with
each of the four output circuits. These relays can be
silenced/non-silenced by jumper option.

Technical Information

Dry, Form-C contacts rated for:
2.0 amps @  30 VDC (resistive)
0.5 amps @ 30 VAC (resistive)

Ordering Information

Shipping
Weight

Part No. Description lb. (kg)

417881 4XZM Zone Relay Module 0.5      (0.23)
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USE DISABLE SWITCH TO
DISCONNECT THE RELAYS

RELAY #1 THROUGH #4
WILL ACTIVATE WITH
OUTPUT #1 THROUGH
#4 AND REMAIN
LATCHED UNLESS
JUMPER “LATCH” IS CUT

CUT JUMPER FOR NON-
LATCHING (SILENCEABLE)
RELAY OPERATION

1 NO

2 NC RELAY #1

3 C
}

4 NO

5 NC RELAY #2

6 C
}

7 NO

8 NC RELAY #3

9 C
}

10 NO

11 NC RELAY #4

12 C
}

13 NO

14 NC ALARM

15 C
}

16 NO

17 NC TROUBLE

18 C
}

4XZM ZONE RELAY MODULE

2 1/2 IN.
(64 mm)

4 IN.
(102 mm)


	Back to Main Menu

