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Assembly Instructions
To attach saw blade to pruning head, remove saw blade screw “A”. Slip key hole in blade over 
slotted head of pivot bolt “B”. Slide saw blade into position with narrow portion of keyhole 
aligned with pivot bolt. Position either of the small holes on the saw blade over the saw blade 
screw hole, replace saw blade screw and tighten securely.

NOTE: The angle of the saw blade can be changed by choosing between the two holes in the 
bottom of the saw blade. 

Instrucciones de ensamblaje
Conecte la hoja para sierras a la cabeza de la podadora removiendo el tornillo de la hoja "A". Ponga 
orificio en la hoja sobre la cabeza del tornillo de pivote. "B". Ponga la hoja de sierra en posicion con la 
porcion estrecha del orificio alineado con el tornillo de pivote. Alinee cualquiera de los hoyos más 
pequeños de la hoja para sierras sobre el hoyo del tornillo y ensamble el tornillo. Apriete la tuerca de 
pivote y atornille para seguridad. 

NOTA: La hoja para sierras se puede ajustar en el ángulo que usted desee usando uno de los dos 
orificios proporcionados.
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WE'RE HERE TO HELP! 
For additional expert pruning advice, warranty information or 
replacement parts, log on to www.coronaclipper.com or call us at 
1-800-847-7863

ESTAMOS AQUI PARA AYUDARLO! 
Para sugerencias de como podar, información de garantía, o partes de repuestos, 
llame al 1-800-847-7863 o la página en la red: www.coronaclipper.com

PODADORA DE ARBOLES
DE 14' Y DE ACCION COMPUESTA 

14' COMPOUND ACTION TREE PRUNER 


