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Hand-held devices \ Vernier callipers

Min./max. length measuring range 0-100 mm 0-150 mm 0-150 mm
Type of locating With locking 

screw
With locking 

screw
With torque 

clamping
Length of jaw (mm) Vernier scale Vernier scale (imperial) Depth gauge rod Depth gauge rod thick-

ness (mm)
31003...
Ident. No.

31003...
Ident. No.

31003...
Ident. No.

30 0.05 mm 1/128 inch Flat - 006 ● - - - -
40 0.05 mm 1/128 inch Round 1.5 - - 011 ● 020 ●
40 0.05 mm 1/128 inch Flat - - - 015 ● - -

Price/unit, €
Prod. Gr. 3AC

pocket vernier calipers (DIN 862)

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� Scale and vernier scale with anti-glare, brushed 

chromium-plated finish

 � Measuring and guiding surfaces hardened

Delivery: 
In a case 

Min./max. length measuring range 0-150 mm 0-150 mm
Type of locating With locking 

screw
With torque 

clamping
Length of jaw (mm) Vernier scale Vernier scale (imperial) Depth gauge rod 31006...

Ident. No.
31004...
Ident. No.

40 0.05 mm 1/128 inch Flat 010 ● 010 ●
Price/unit, €

Prod. Gr. 3BA

No. 31004
With quick adjustment

pocket vernier calipers (DIN 862)
 with parallax-free vernier scale reading

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� Scale and vernier scale with anti-glare, brushed 

chromium-plated finish

 � Measuring and guiding surfaces hardened

Advantage: 
 � Vernier and scale are on the same level, making it 
easier to read from the side

Delivery: 
In a case 

Min./max. length measuring range 0-150 mm 0-150 mm 0-150 mm 0-300 mm
Type of locating With torque 

clamping
With locking 

screw
With locking 

screw
With locking 

screw
Length of jaw (mm) Vernier scale Vernier scale (imperial) Depth gauge rod 31012...

Ident. No.
31013...
Ident. No.

31014...
Ident. No.

31013...
Ident. No.

40 0.05 mm 1/128 inch Flat 010 ● 010 ● 010 ● - -
64 0.05 mm 1/128 inch Flat - - - - - - 030 ●

Price/unit, €

Prod. Gr. 3BA

No. 31014No. 31013No. 31012

Application: 
For measuring external, internal, step and depth dimensions.

Execution: 
� Scale and vernier scale with anti-glare, brushed chromium-plated finish

 � Hardened measuring and guidance faces
 � No. 31014: Left-handed version

Delivery: 
No. 31012–31013: In case
No. 31014: in case 

pocket vernier calipers (DIN 862)

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

No. 31169 020–31169 035

No. 31163 020

Pocket vernier callipers with round scale (DIN 862)

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� Depth gauge also covers the rack to protect it from 

chips
� Rotating dial with clamp
� No. 31163 010–31167 810, 31169 025–31169 

035: Round scale, 32 mm diameter

� No. 31167–31169: Shock-resistant measuring 
mechanism
� No. 31169 010–31169 020: Round scale, diameter 

32 mm
� No. 31169 025–31169 035: With drive wheel

Delivery: 
No. 31163 010–31169 020: In a case
No. 31169 025–31169 035: In case 

Min./max. length measuring range 0-150 mm 0-150 mm 0-150 mm 0-200 mm 0-300 mm
Type of locating With locking 

screw
With locking 

screw
With locking 

screw
With locking 

screw
With locking 

screw
Length of jaw (mm) Scale value (mm) Depth gauge rod Measurement travel of 

one pointer revolution 
(mm)

31163...
Ident. No.

31167...
Ident. No.

31169...
Ident. No.

31169...
Ident. No.

31169...
Ident. No.

40 0.01 Flat 1 010 ● - - 010 ● - - - -
40 0.02 Flat 2 020 ● - - 020 ● - - - -
40 0.02 Flat 1 - - 810 ● - - - - - -
50 0.02 Flat 2 - - - - - - 025 ● - -
64 0.02 Flat 2 - - - - - - - - 035 ●

Price/unit, €

ORION = Prod. Gr. 3BH
TESA = Prod. Gr. 362

Degrees of protection against dust Degrees of protection against water
IP first number IP second number
0 Not protected 0 Not protected
1 Protected against solid foreign bodies 50 mm in diameter and larger 1 Protected against dripping water
2 Protected against solid foreign bodies 12.5 mm in diameter and larger 2 Protected against dripping water where housing is inclined at angle of up to 

15°
3 Protected against solid foreign bodies 2.5 mm in diameter and larger 3 Protected against spray
4 Protected against solid foreign bodies 1.0 mm in diameter and larger 4 Protected against splash water
5 Dust-protected 5 Protected against hose water
6 Dust-proof 6 Protected against heavy jets of hose water

7 Protected against impact of temporary submersion in water
8 Protected against impact of continual submersion in water

IP degrees of protection in accordance with DIN EN 60529

Ident. No. 301
Ref. no. 112

electronic pocket vernier calipers (DIN 862)
 with data output

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� ABS function
� Keeptronic System

 � High-contrast display

Advantage: 
� Key lock to prevent unintentional adjustment
� Switched on by the ON button or automatically 

switched on by calliper movement
� Particularly energy-saving electronics (battery

lifetime up to 3 years)

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

multiCOM

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

p. 1048

Data transmission type No multiCOM
Min./max. length 
measuring range

Digit increment 
(mm)

Length of jaw 
(mm)

Depth gauge rod Depth gauge rod 
thickness (mm)

Preset function Digit height (mm) 31173...
Ident. No.

31173...
Ident. No.

0-150 mm 0.01 40 Round 1.5 No 8.5 102 ● - -
0-150 mm 0.01 40 Flat - No 8.5 103 ● - -
0-150 mm 0.01 40 Round 1.5 Yes 8.5 - - 112 ●
0-150 mm 0.01 40 Flat - Yes 8.5 - - 113 ●
0-300 mm 0.01 64 Without - Yes 8.5 - - 301 ●

Price/unit, €

Prod. Gr. 3CA
spare battery see no. 56815 210 page 1383

Data transmission type TLC
Min./max. length 
measuring range

Digit increment 
(mm)

Length of jaw (mm) Depth gauge rod Depth gauge rod 
thickness (mm)

Digit height (mm) With drive wheel 31172...
Ident. No.

0-150 mm 0.01 40 Round 1.5 11 Yes 110 ●
0-150 mm 0.01 40 Flat - 11 No 115 ●
0-200 mm 0.01 50 Flat - 11 Yes 120 ●
0-300 mm 0.01 65 Flat - 11 Yes 130 ●

Price/unit, €
Prod. Gr. 362

p. 1049

electronic pocket vernier calipers (DIN 862)
 Twin-Cal IP40

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON
� Zero setting at any position
� Auto off

Advantage: 
 � Adaptable vernier callipers with wired or wireless
connection

 � Data transmission via battery cover

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

TWIN-CAL

spare battery see no. 56815 210 page 1383

Ident. No. 005

electronic pocket vernier calipers
 MarCal 16 ER

Application: 
for measuring external, internal, step and depth 
dimensions.

Execution: 
� ON/OFF
� zero setting at any position
� mm/inch changeover
� AUTO OFF

 � ABS function

Advantage: 
 � key lock to prevent unintentional adjustment
 � Simple measurement readings thanks to high-con-
trast display
� Switched on automatically by moving the slider

Delivery: 
In a case, with battery (1 x 3 V lithium, type CR 2032) 

multiCOM

p. 1048

Data transmission type - multiCOM
Min./max. length 
measuring range

Digit increment (mm) Length of jaw (mm) Depth gauge rod Depth gauge rod 
thickness (mm)

Digit height (mm) 31181...
Ident. No.

31181...
Ident. No.

0-150 mm 0.01 40 Round 1.5 11 005 ● 025 ○
0-150 mm 0.01 40 Flat - 11 015 ● 035 ○
0-200 mm 0.01 50 Flat - 11 021 ● 045 ○
0-300 mm 0.01 64 Without - 11 031 ● 055 ○

Price/unit, €

Prod. Gr. 305
spare battery see no. 56815 210 page 1383

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

with 1.55 V 
battery

with 3 V 
battery

Min./max. length 
measuring range

Digit increment (mm) Length of jaw (mm) Depth gauge rod Digit height (mm) With automatic 
shut off

31170...
Ident. No.

31170...
Ident. No.

0-100 mm 0.01 30 Flat 11 No 201 ● - -
0-150 mm 0.01 40 Flat 11 No 401

601
●
● 205 ●

0-150 mm 0.01 40 Flat 11 Yes 211
231

●
● - -

0-300 mm 0.01 60 Flat 11 Yes 651 ● - -
Price/unit, €

Prod. Gr. 3BH

Ref. no. 401Ref. no. 205

Application: 
Ident. No. 201, 211–651: For measuring external, internal, step and depth 
dimensions.
Ident. No. 205: for measuring external, internal, step and depth dimensions.

Execution: 
� ON/OFF
� Ident. No. 201, 211, 651: mm/inch switch-over
� Ident. No. 201, 211–651: Zero setting at any position
� Ident. No. 205: zero setting at any position
� Ident. No. 205, 231–601: mm/inch changeover

� Ident. No. 231: With cemented carbide measuring surfaces
� Ident. No. 401: With metal housing
� Ident. No. 601: Left-handed version

Advantage: 
� Ident. No. 231: Suitable for marking-off jobs
� Ident. No. 401: Scratch-resistant

Delivery: 
Ident. No. 201, 211–651: In a case, with battery (1x type SR 44)
Ident. No. 205: in a case, with battery (1 x 3 V, type 2032) 

Spare battery see no. 56815 200 page 1383

Electronic pocket vernier callipers (DIN 862)

Min./max. length
measuring range

Digit increment 
(mm)

Length of jaw 
(mm)

Depth gauge rod With automatic 
shut off

31176...
Ident. No.

0-150 mm 0.01 40 Flat Yes 021 ●
Price/unit, €

Prod. Gr. 3BH

Electronic pocket vernier callipers (DIN 862)
 SOLAR

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
 � ON

� Zero setting at any position
� mm/inch switch-over
� can also be fitted with battery

Delivery: 
In a case 

Min./max. length
measuring range

Digit increment (mm) Length of jaw (mm) Depth gauge rod Preset function Digit height (mm) 31173...
Ident. No.

0-150 mm 0.01 40 Flat No 8.5 202 ●
0-150 mm 0.01 40 Round No 8.5 203 ●

Price/unit, €

Prod. Gr. 3CA

Ident. No. 202

p. 1048

Electronic pocket vernier calipers IP67 (DIN 862)
 IP67

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� ABS function
� Keeptronic System

 � High-contrast display

Advantage: 
� Key lock to prevent unintentional adjustment
� Switched on by the ON button or automatically 

switched on by calliper movement
� Particularly energy-saving electronics (battery

lifetime up to 3 years)

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

Spare battery see no. 56815 210 page 1383
Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Ref. no.105-135

Ref. no. 225

IP67 electronic pocket vernier callipers
 MarCal 16 EWR 

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off

 � ABS function

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Simple and reliable measurement reading thanks
to high-contrast display 

 � Switched on automatically by moving the slider

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

multiCOM

p. 1048

Data transmission type No multiCOM
Min./max. length 
measuring range

Digit increment (mm) Length of jaw (mm) Depth gauge rod Depth gauge rod 
thickness (mm)

Digit height (mm) 31181...
Ident. No.

31181...
Ident. No.

0-150 mm 0.01 40 Round 1.5 11 225 ● - -
0-150 mm 0.01 40 Flat - 11 235 ● - -
0-200 mm 0.01 50 Flat - 11 245 ● - -
0-300 mm 0.01 64 Without - 11 250 ● - -
0-150 mm 0.01 40 Round 1.5 8.5 - - 105 ●
0-150 mm 0.01 40 Flat - 8.5 - - 115 ●
0-200 mm 0.01 50 Flat - 8.5 - - 125 ●
0-300 mm 0.01 64 Without - 8.5 - - 135 ●

Price/unit, €

Prod. Gr. 305
Spare battery see no. 56815 210 page 1383

Data transmission type TLC
Min./max. length 
measuring range

Digit increment 
(mm)

Length of jaw (mm) Depth gauge rod Depth gauge rod 
thickness (mm)

Digit height (mm) With drive wheel 31174...
Ident. No.

0-150 mm 0.01 40 Flat - 11 No 160 ●
0-150 mm 0.01 40 Round 1.5 11 No 165 ●
0-200 mm 0.01 50 Flat - 11 Yes 210 ●
0-300 mm 0.01 65 Flat - 11 Yes 310 ●

Price/unit, €

Prod. Gr. 362

p. 1049

electronic pocket vernier calipers (DIN 862)
 Twin-Cal IP67

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON
� Zero setting at any position
� mm/inch switch-over
� Auto off

 � ABS function

Advantage: 
 � IP protection guaranteed even with data transfer 
connection

 � Soft Touch for comfortable handling
 � Long operating time of over 12,000 hours

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

TWIN-CAL

spare battery see no. 56815 210 page 1383

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Min./max. length measuring
range

Digit increment (mm) Length of jaw (mm) Depth gauge rod With automatic shut off 31177...
Ident. No.

0-150 mm 0.01 40 Flat No 115 ●
0-200 mm 0.01 50 Flat No 120 ●
0-300 mm 0.01 60 Flat No 130 ●

Price/unit, €
Prod. Gr. 3BH

Electronic pocket vernier callipers (DIN 862)
 IP67

Application: 
For measuring external, internal, step and depth 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
 � mm/inch switch-over

Advantage: 
� Depth gauge: flat design with narrow probe tip, 

length 22 mm, for depth measurements in small 
boreholes from 2.5 mm diameter

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

spare battery see no. 56815 210 page 1383

31180... Ident. No.
Price/unit, €

031
●

Prod. Gr. 3BB

Depth gauge stop
 For pocket vernier callipers up to 150 mm

Application: For increasing the support surface. 

31185... Ident. No.
Price/unit, €

012
○

Prod. Gr. 3BH

Pocket vernier calliper accessory set
 For electronic pocket vernier callipers up to 150 mm

Application: 
For measuring internal recesses, grooves, bore 
intervals etc.

Execution: 
� Steel, black burnished

� 2 gauge slide carriers
� 6 gauge slide pairs
� Hexagon key

Delivery: 
2 gauge slide carriers, 6 pairs of gauge slides, hexa-
gon key, in a case 

Min./max. length measuring range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm 0-1500 mm 0-2000 mm
Length of jaw (mm) 90 150 150 150 200 200
Inner measurement scales (mm) 10 20 20 20 30 30
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm

31092...
With blade 
tips, with fine 
adjustment

Ident. No.
Price/unit, €

003
●

005
●

008
●

010
●+

015
(○)+

020
○

31088...
Without blade 
tips, without fine 
adjustment

Ident. No.
Price/unit, €

103
●

105
●

108
● - - -

No. 31091No. 31088No. 31092

Application: 
For measuring external and internal dimensions.

Execution: 
� Vernier scale and scale with anti-glare, brushed chromium-plated finish

Delivery: 
No. 31088: in box
No. 31091: In a case 

workshop vernier callipers (DIN 862)

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Min./max. length measuring range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm 0-1500 mm 0-2000 mm
Length of jaw (mm) 90 150 150 150 200 200
Inner measurement scales (mm) 10 20 20 20 30 30
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm

31091...
With blade tips, 
without fine 
adjustment

Ident. No.
Price/unit, €

003
●

005
●

008
○

010
●+ - -

Prod. Gr. 3AC

workshop vernier callipers (DIN 862)
 Lightweight design with blade tips

Application: 
For measuring external and internal dimensions.

Execution: 
� Parallax-free reading
� Measuring arms made of hardened steel

Advantage: 
 � Internal double vee-block guide for optimum guid-
ance and slide properties

Delivery: 
In a plastic case 

Min./max. length measuring range 0-200 mm 0-300 mm 0-500 mm 0-700 mm 0-900 mm
Length of jaw (mm) 90 90 90 90 90
Inner measurement scales (mm) 10 10 10 10 10
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm
31115... Ident. No.

Price/unit, €
402

○
403

○
405

○
407

○
409

○
Prod. Gr. 3BA

No. 31080

workshop vernier calipers (DIN 862)

Application: 
For measuring external and internal dimensions.

Execution: 
� Vernier scale and scale with anti-glare, brushed 

chromium-plated finish

 � 2 graduations: mm/inch
 � No. 31080: With fine adjustment

Delivery: 
In a case 

Min./max. length measuring range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm
Length of jaw (mm) 90 150 150 150
Inner measurement scales (mm) 10 20 20 20
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm
31079... without fine adjustment Ident. No.

Price/unit, €
103

●
105

●
108

●
110

●
31080... With fine adjustment Ident. No.

Price/unit, €
103

●
105

●
108

●
110

●
Prod. Gr. 3BA

electronic workshop vernier calipers (DIN 862)

Application: 
For measuring external and internal dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function

 � ABS function
 � Keeptronic System

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Switched on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

p. 1048

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Min./max. length measuring range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm
Length of jaw (mm) 90 125 150 150
Digit increment (mm) 0.01 0.01 0.01 0.01
Inner measurement scales (mm) 10 20 20 20
31150... with blade tips, without 

fine adjustment
Ident. No.

Price/unit, €
130

●
150

●
180

●
200

●
31151... with blade tips, with 

fine adjustment
Ident. No.

Price/unit, €
130

●
150

●
180

●
200

○
31152... without blade tips, with 

fine adjustment
Ident. No.

Price/unit, €
230

●
250

●
280

○
300

○
Prod. Gr. 3CA
Spare battery see no. 56815 210 page 1383

Min./max. length measuring range 0-300 mm
Length of jaw (mm) 90
Digit increment (mm) 0.01
Inner measurement scales (mm) 10
With automatic shut off No
31145... Ident. No.

Price/unit, €
130

●
Prod. Gr. 3BH

Electronic workshop vernier callipers (DIN 862)

Application: 
For measuring external and internal dimensions.

Execution: 
 � ON/OFF

� Zero setting at any position
� mm/inch switch-over

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

Spare battery see no. 56815 210 page 1383

Ref. no. 510

Ident. No. 103–108

electronic workshop vernier calipers
 in lightweight design

Application: 
Ident. No. 103–108: For measuring external and 
internal dimensions.
Ident. No. 510–530: for measuring external and 
internal dimensions.

Execution: 
� ON/OFF
� mm/inch switch-over
� Ident. No. 103–108: 
� Zero setting at any position
� With adjustable and replaceable measuring arms
� Stainless steel measuring arms
� Ident. No. 510–530: 
� zero setting at any position
� with adjustable and replaceable measuring arms

 � stainless steel measuring arms

Advantage: 
� Ident. No. 103–108: 
� Both measuring arms can be moved
� Internal double vee-block guide for optimum

guidance and slide properties
� Ident. No. 510–530: 
� both measuring arms can be moved
� internal double vee block guide for optimum 

guidance and slide properties

Delivery: 
Ident. No. 103–108: In a case, with battery (1 x type 
SR 44 1.55 V)
Ident. No. 510–530: in a wooden case, with battery 

Min./max. length measuring 
range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm 0-1500 mm 0-2000 mm 0-2500 mm 0-3000 mm
Length of jaw (mm) 90 90 90 150 150 150 150 150
Digit increment (mm) 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
Weight (kg) 0.5 0.6 0.75 1.8 2.2 2.6 3 3.4
Inner measurement scales (mm) 10 10 10 10 10 10 10 10
Error limit (mm) 0.04 0.05 0.06 0.06 0.10 0.13 0.20 0.25
31115... Ident. No.

Price/unit, €
103

●
105

●
108

●
510
●+

515
●+

520
(○)+

525
(○)+

530
(○)+

Prod. Gr. 3BH

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Ref. no. 121-201

Ident. No. 221–301

electronic workshop vernier calipers  (DIN 862)
 Twin-Cal IP67

Application: 
For measuring external and internal dimensions.

Execution: 
� ON
� Zero setting at any position
� mm/inch switch-over
� Auto off

 � ABS function

Advantage: 
 � IP protection guaranteed even with data transfer 
connection

 � Soft Touch for comfortable handling

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

TWIN-CAL

p. 1049

Min./max. length measuring range 0-200 mm 0-300 mm 0-500 mm 0-800 mm 0-1000 mm
Length of jaw (mm) 80 90 150 150 150
Digit increment (mm) 0.01 0.01 0.01 0.01 0.01
Inner measurement scales (mm) 10 10 20 20 20
31154... without blade tips Ident. No.

Price/unit, €
121

●
131

●
151

●
181

○
201

●
31154... with blade tips Ident. No.

Price/unit, €
221

●
231

●
251

●
281

○
301

○
Prod. Gr. 362
spare battery see no. 56815 210 page 1383

Application: 
For measuring external and internal dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function
� ABS function

� Ident. No. 703–710: With blade tips
� Ident. No. 803–810: Without blade tips

Advantage: 
� Key lock to prevent unintentional adjustment
� Lightweight design with reduced cross-sections, with weight-reducing holes

from 500 mm
� Switched on automatically by moving the slider

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

multiCOM

IP65 electronic workshop vernier callipers
 MarCal 18 EWR

p. 1048

Min./max. length measuring range 0-300 mm 0-500 mm 0-750 mm 0-1000 mm
Length of jaw (mm) 90 150 150 150
Digit increment (mm) 0.01 0.01 0.01 0.01
Inner measurement scales (mm) 10 20 20 20
Error limit (mm) 0.03 0.04 0.05 0.06
31181... with blade tips Ident. No.

Price/unit, €
703

●
705

●
707

●
710

●
31181... without blade tips Ident. No.

Price/unit, €
803

●
805

●
807

○
810

○
Prod. Gr. 305
Spare battery see no. 56815 210 page 1383

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Electronic workshop vernier callipers
 IP66

Application: 
For measuring external and internal dimensions.

Execution: 
� ON/OFF

� Zero setting at any position
� mm/inch switch-over

Delivery: 
In a case, with battery (1 x 3 V lithium type CR 2032) 

66

Min./max. length measuring range 0-300 mm 0-500 mm 0-800 mm 0-1000 mm 0-1500 mm
Length of jaw (mm) 90 150 150 150 200
Digit increment (mm) 0.01 0.01 0.01 0.01 0.01
Inner measurement scales (mm) 10 20 20 20 20
Error limit (mm) 0.03 0.04 0.05 0.06 0.06
With automatic shut off Yes Yes Yes Yes Yes
31147... Ident. No.

Price/unit, €
035

●
055

●
085

●
105

●
155

●
Prod. Gr. 3BH
Spare battery see no. 56815 210 page 1383

Min./max. length measuring range 0-150 mm
Digit increment (mm) 0.01
Length of jaw (mm) 40
31173... Ident. No.

Price/unit, €
900

●
Prod. Gr. 3CA

p. 1048

Electronic universal vernier calipers set IP67
 With interchangeable gauge slides

Application: 
For measuring various internal and external 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch changeover
� AUTO OFF
� Preset function
 � ABS function

Advantage: 
� Button locking prevents inadvertent adjustments
� Switched on by moving the slider
� Suitable for a wide range of measuring applications 

due to exchangeable M2.5 gauge slides

Delivery: 
in a wooden case, with 2 pairs of gauge slides (ball 
Ø 5 mm, end face Ø 4.8 mm) setting dimension, with 
battery (1 x 3 V lithium, type CR 2032) 

multiCOM

spare battery see no. 56815 210 page 1383

internal groove vernier calipers

Application: 
For measuring internal recesses.

Execution: 
� Scale and vernier scale with anti-glare, brushed 

chromium plated finish

� Measuring and guiding surfaces hardened

Delivery: 
In box 

Min./max. length measuring range 10-160 mm 20-160 mm 26-200 mm 30-250 mm 35-300 mm
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm
Length of jaw (mm) 25 40 60 80 100
Measuring surface thickness (mm) 0.9 2 3 4 5
Inner measurement scales (mm) 3 5 7 8.5 10
31191... Ident. No.

Price/unit, €
010

●
020

●
030

●
040

●
050

●
Prod. Gr. 308

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Vernier callipers

Min./max. length measuring range 10-160 mm 20-160 mm
Digit increment (mm) 0.05 0.05
Length of jaw (mm) 25 40
Measuring surface thickness (mm) 0.9 2
Min. internal length (mm) 10 20
31191... Ident. No.

Price/unit, €
312

●
322

●
Prod. Gr. 3CA

Ident. No. 312

p. 1048

electronic internal groove vernier calipers

Application: 
For measuring internal recesses.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function

 � ABS function
 � Keeptronic System

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Switch on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

spare battery see no. 56815 210 page 1383

Example applications

Ident. No. 130

electronic universal vernier calipers set
 With interchangeable gauge slides

Application: 
For measuring various internal and external 
dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function
� ABS function

 � Keeptronic System
 � HOLD function

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Switch on by moving the slider

Delivery: 
with gauge slide pairs no. 33149 ref. no. 
150/140/100/180 in a wooden case with battery (1 
x 3 V lithium type CR 2032) 

multiCOM

p. 1048

Min./max. length measuring range 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01
Length of jaw (mm) 90 100
Min. internal length (mm) 40 50
31155... Ident. No.

Price/unit, €
130

●
150

●
Prod. Gr. 3CA
Spare battery see no. 56815 210 page 1383

No. 31278
Rail for refitting

No. 31276

Vernier depth calliper (DIN 862)

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
� Vernier scale and scale with anti-glare, brushed 

chromium plated finish
� Rails manufactured from one piece

 � rust-proof
 � No. 31276: Graduation on front
 � No. 31278: Graduation on front and rear side for 
refitting

Delivery: 
In box 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length meas-
uring range 0-150 mm 0-200 mm 0-250 mm 0-300 mm 0-500 mm 0-500 mm 0-800 mm 0-1000 mm
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm
Bridge length x bridge 
width 100 x 8 mm 100 x 8 mm 130 x 12 mm 150 x 12 mm 150 x 12 mm 250 x 20 mm 250 x 20 mm 250 x 20 mm

31276... Ident. No.
Price/unit, €

015
●

020
●

025
●

030
●

050
●

055
●

075
○

100
(○)+

31278... Ident. No.
Price/unit, €

015
●

020
●

025
●

030
●

050
●

055
○

075
○

100
(○)+

Prod. Gr. 3CB

Min./max. length measuring range 0-150 mm 0-200 mm 0-300 mm
Vernier scale 0.05 mm 0.05 mm 0.05 mm
Bridge length x bridge width 100 x 8.5 mm 100 x 8.5 mm 100 x 8.5 mm
31240... Ident. No.

Price/unit, €
015

●
020

●
030

●
Prod. Gr. 3BB

Depth callipers (DIN 862)

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
 � Vernier scale and scale with anti-glare, brushed 
chromium plated finish

� Rails manufactured from one piece
� Graduation on front

Delivery: 
In box 

Rail for refitting

Depth callipers (DIN 862)
 With measuring pins

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
� Rails manufactured from one piece
� Ident. No. 080: 

 � vernier scale is glare free brushed 
chromium-plated

 � Graduation on front
� Ident. No. 150–300: 

 � Vernier scale and scale with anti-glare, brushed 
chromium plated finish

 � Graduation on front and rear side for refitting 

Min./max. length measuring range 0-80 mm 0-150 mm 0-200 mm 0-250 mm 0-300 mm
Vernier scale 0.05 mm 0.05 mm 0.05 mm 0.05 mm 0.05 mm
Bridge length x bridge width 50 x 8 mm 100 x 8 mm 100 x 8 mm 130 x 12 mm 150 x 12 mm
31216... Ident. No.

Price/unit, €
080

●
150

●
200

●
250

●
300

●
Prod. Gr. 3CB

31281

Electronic depth callipers IP67 (DIN 862)
 With data output

Application: 
For measuring e. g. hole depths, offsets on work-
pieces, etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch changeover
� AUTO OFF
� Hold function

� ABS function
� Keeptronic system
 � PRESET function

Advantage: 
� Button locking prevents inadvertent adjustments
� Switched on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

p. 1048

Min./max. length measuring range 0-200 mm 0-300 mm 0-500 mm 0-1000 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 150 x 9 mm 150 x 9 mm 250 x 12 mm
31280... Ident. No.

Price/unit, €
120

●
130

●
150

●
200

○

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring range 0-200 mm 0-300 mm 0-500 mm 0-1000 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 150 x 9 mm 150 x 9 mm 250 x 12 mm
31281... Ident. No.

Price/unit, € - 130
●

150
○ -

Prod. Gr. 3CC
Spare battery see no. 56815 210 page 1383

Min./max. length measuring
range 0-150 mm 0-200 mm 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
Bridge length x bridge width 80 x 7 mm 100 x 7 mm 150 x 7 mm 150 x 9 mm
With automatic shut off Yes Yes Yes Yes
31295... Ident. No.

Price/unit, €
115

●
120

●
130

●
150

●
Prod. Gr. 3BI

Ident. No. 115

Electronic depth calliper (DIN 862)

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
 � ON/OFF

 � Zero setting at any position
 � mm/inch switch-over
 � ABS function

Delivery: 
in a plastic case, with battery (1 x type SR44) 

Min./max. length measuring range 0-150 mm 0-300 mm
Digit increment (mm) 0.01 0.01
Bridge length x bridge width 100 x 7 mm 150 x 7 mm
With automatic shut off Yes Yes
31298... Ident. No.

Price/unit, €
115

●
130

●
Prod. Gr. 3BI

Ident. No. 115

Electronic depth callipers (DIN 862)
 IP67

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
 � ON/OFF

 � Zero setting at any position
 � mm/inch switch-over

Delivery: 
In plastic case with battery (1 x 3 V lithium type 
CR2032) 

Spare battery see no. 56815 210 page 1383

Min./max. length measuring range 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01
Bridge length x bridge width 150 x 8 mm 150 x 8 mm
31282... Ident. No.

Price/unit, €
130

●
150

●
Prod. Gr. 3CC

p. 1048

Depth callipers (DIN 862)
 With mount for sliding measuring bridges

Application: 
For measuring, e. g. hole depths, distances on 
workpieces etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
 � Auto off

 � ABS function
 � Keeptronic System

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Switched on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

Spare battery see no. 56815 210 page 1383

Bridge length x bridge width 300 x 16 mm 400 x 16 mm
31282... Ident. No.

Price/unit, €
501

●
502

●
Prod. Gr. 303

Sliding measuring bridge
 Suitable for use with depth callipers 31282

Application: 
For extending depth calliper support surface.

Execution: 
 � stainless steel 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring
range 0-150 mm 0-200 mm 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 100 x 8 mm 150 x 8 mm 150 x 8 mm
31285... Ident. No.

Price/unit, €
115

●
120

●
130

●
150

●
Prod. Gr. 305

Electronic depth caliper IP67
 MarCal 30 EWRi with integrated wireless transmission

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
� HOLD function

� ABS function
 � Preset function

Advantage: 
� Key lock to prevent unintentional adjustment
� Switched on automatically by moving the slider
� 10 mm-high digits ensure simple and reliable 

measurement readings

Delivery: 
In a case with battery (1 x 3 V lithium type CR 2032) 

Spare battery see no. 56815 210 page 1383

Min./max. length measuring
range 0-150 mm 0-200 mm 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 100 x 8 mm 150 x 8 mm 150 x 8 mm
31285... Ident. No.

Price/unit, €
215

●
220

●
230

●
250

●
Prod. Gr. 305

p. 1048

Electronic depth caliper IP67
 MarCAl 30 EWR with measuring pin

Application: 
For measuring, e. g. bore depths, shoulders on 
workpieces etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
 � Auto off

� ABS function
 � Preset function

Advantage: 
� Key lock to prevent unintentional adjustment
� Switched on automatically by moving the slider

Delivery: 
In a case with battery (1 x 3 V lithium type CR 2032) 

multiCOM

Spare battery see no. 56815 210 page 1383

Ident. No. 331

Ident. No. 121–131

Electronic depth callipers  (DIN 862)
 Twin-Cal IP67

Application: 
Ident. No. 121–131: For measuring, e. g. hole 
depths, distances on workpieces etc.
Ident. No. 331: For measuring bore depths, offsets, 
width and distance measurements.

Execution: 
� ON
� Zero setting at any position
� mm/inch switch-over
� Auto off
� ABS function

Advantage: 
� Soft Touch for comfortable handling
� Ident. No. 121–131: IP protection guaranteed even 

with data transfer connection
� Ident. No. 331: IP protection even with data 

transfer cable connected

Delivery: 
Ident. No. 121–131: In a case, with battery (1 x 3 V 
lithium type CR 2032)
Ident. No. 331: In a case with battery (1 x 3 V lithium 
type CR 2032) 

TWIN-CAL

p. 1049

Min./max. length measuring range 0-200 mm 0-250 mm 0-300 mm
Digit increment (mm) 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 100 x 8 mm 150 x 8 mm
31284... straight depth gauge Ident. No.

Price/unit, €
121

●
126

●
131

●
31284... with double hook Ident. No.

Price/unit, € - - 331
●

Prod. Gr. 362
Spare battery see no. 56815 210 page 1383

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Ref. no. 332

Ref. no. 012

Electronic depth callipers
 With double hook or 3 replaceable gauge slides

Application: 
No. 31283: For measuring hole depths, offsets, 
widths and distances.
No. 31288: For universal measurement of depth, 
width, steps and distance dimensions.

Execution: 
� ON/OFF
� Zero setting at any position
� ABS function
� Preset function
� No. 31283: 
� mm/inch changeover
� AUTO OFF
� Keeptronic system

 � No. 31288: 
� mm/inch switch-over
� Auto off
� Keeptronic System

Advantage: 
� No. 31283: 
� Button locking prevents inadvertent adjustments
� Switched on by moving the slider
� No. 31288: 
� Key lock to prevent unintentional adjustment
� Switch on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

p. 1048

Min./max. length measuring range 0-300 mm 0-100 mm
Digit increment (mm) 0.01 0.01
Bridge length x bridge width 150 x 8 mm 85 x 8.5 mm
31283... Ident. No.

Price/unit, €
332

● -

31288... Ident. No.
Price/unit, € - 012

●
Prod. Gr. 3CC
Spare battery see no. 56815 210 page 1383

Application: 
Ident. No. 432–433: For measuring bore depths, offsets, width and distance 
measurements.
Ident. No. 442–443: For measuring hole depths, offsets, widths and distances.
Ident. No. 511–512: For universal measurement of depth, width, steps and 
distance dimensions.

Execution: 
� ON/OFF
� ABS function
� Ident. No. 432–433, 511–512: 
� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function
� Ident. No. 442–443: 

 � zero setting at any position
 � mm/inch changeover
 � AUTO OFF
 � preset function
 � HOLD function

Advantage: 
 � Switched on automatically by moving the slider
 � Ident. No. 432–433, 511–512: Key lock to prevent unintentional adjustment
 � Ident. No. 442–443: key lock to prevent unintentional adjustment
 � Ident. No. 511–512: Unrestricted freedom of movement (radio range up to 6 m)

Delivery: 
Ident. No. 432–433, 511–512: In a case with battery (1 x 3 V lithium type CR 
2032)
Ident. No. 442–443: In a case, with battery (1 x 3 V lithium, type CR 2032) 

multiCOM

30 EWRi-N30 EWR-N

30 EWRi-D30 EWR-D

Electronic depth callipers IP67
 With double hook or 3 replaceable gauge slides

Min./max. length measuring range 0-200 mm 0-300 mm 0-100 mm
Digit increment (mm) 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 150 x 8 mm 85 x 8 mm
Error limit (mm) - - 0.03
31285... EWR-D / multiCOM Ident. No.

Price/unit, €
432

●
433

● -

31285... EWRi-D / integrated wireless Ident. No.
Price/unit, €

442
●

443
○ -

31285... EWR-N / multiCOM Ident. No.
Price/unit, € - - 511

●

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring range 0-200 mm 0-300 mm 0-100 mm
Digit increment (mm) 0.01 0.01 0.01
Bridge length x bridge width 100 x 8 mm 150 x 8 mm 85 x 8 mm
Error limit (mm) - - 0.03
31285... EWRi-N / integrated wireless Ident. No.

Price/unit, € - - 512
●

Prod. Gr. 305

4

6 6
23,9

Electronic depth caliper IP67
 With interchangeable gauge slides

Application: 
For all depth measurements such as bore depths, 
offsets, widths and distances.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch changeover
� AUTO OFF
� Hold function
� ABS function

� Keeptronic system
 � Preset function

Advantage: 
� Button locking prevents inadvertent adjustments
� Switched on by moving the slider
� Adjust to the specific depth measuring task by 

changing the gauge slides

Delivery: 
In a case, with standard gauge slide 31296411 and 
battery (1 x 3 V lithium, type CR 2032) 

multiCOM

p. 1048

Min./max. length measuring range 0-300 mm 0-500 mm
Digit increment (mm) 0.01 0.01
Bridge length x bridge width 150 x 8 mm 150 x 8 mm
31296... Ident. No.

Price/unit, €
130

●
150

●
Prod. Gr. 3CC
Spare battery see no. 56815 210 page 1383

5 2,5

Ident. No. 416

8

6

20

Ident. No. 415

2Ø

8

Ident. No. 414

4
Ø

12

Ident. No. 413

4
Ø

12

Ident. No. 412

4

6 6
23,9

Ident. No. 411

Probe inserts
 For electronic depth callipers 31296

Probe tip with double hook Probe tip with ball meas-
uring insert, angled

Probe tip with ball meas-
uring insert, straight

Probe tip with measuring 
pin Probe tip with hook Probe tip with straight 

measuring rod
31296...
Ident. No.

31296...
Ident. No.

31296...
Ident. No.

31296...
Ident. No.

31296...
Ident. No.

31296...
Ident. No.

411 ● 412 ● 413 ● 414 ● 415 ○ 416 ●
Price/unit, €

Prod. Gr. 303

Bridge length x bridge width 31282...
Ident. No.

31297...
Ident. No.

400 x 16 mm 502 ● - -
500 x 16 mm - - 551 ●

Price/unit, €
Prod. Gr. 303

Sliding measuring bridges
 Suitable for use with depth callipers 31296

Application: 
For extending depth calliper support surface.

Execution: 
� stainless steel 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Electronic depth calliper
 Lightweight design incl. 3 measuring bridges

Application: 
For measuring, e. g. hole depths, distances on 
workpieces etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Ident. No. 203–208: Measuring bridges 

150/300/450 mm
� Ident. No. 302–310: Measuring bridges, 150/350 

mm

Advantage: 
 � Internal double vee-block guide for optimum guid-
ance and slide properties
� Replaceable blade tips M2.5

Delivery: 
Ident. No. 203–208: In a case, includes dou-
ble-hook gauge slide, gauge slide with ball, with 
battery (1 x type SR 44, 1.55 V)
Ident. No. 302–310: In a case, gauge slides with 
ball, plate, with battery (1 x type SR 44, 1.55 V) 

Min./max. length meas-
uring range 0-300 mm 0-500 mm 0-800 mm 0-200 mm 0-300 mm 0-500 mm 0-800 mm 0-950 mm
Digit increment (mm) 0.01 0.01 0.01 0.01 0.01 0.01 0.01 0.01
Bridge length x bridge 
width 150 x 13 mm 150 x 13 mm 150 x 13 mm 150 x 16 mm 150 x 16 mm 150 x 16 mm 150 x 16 mm 150 x 16 mm
Depth gauge rod width 
(mm) - - - 4 6 6 6 6
Error limit (mm) 0.04 0.05 0.06 0.03 0.04 0.05 0.06 0.06
31115... Ident. No.

Price/unit, €
203

●
205

●
208

○
302

●
303

●
305

●
308

○
310

○
Prod. Gr. 3BI

Min./max. length measuring range 0-25 mm
Digit increment (mm) 0.01
Bridge length x bridge width 48 x 8 mm
Depth gauge rod width (mm) 2
31283... Ident. No.

Price/unit, €
012

●
Prod. Gr. 3CC

p. 1048

Small electronic depth calliper, IP67

Application: 
For measuring depths in small boreholes and in 
restricted areas.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� Auto off
 � ABS function

 � Keeptronic System
 � Preset function
 � Overall length 122.5 mm

Advantage: 
 � Key lock to prevent unintentional adjustment
 � Switched on by moving the slider

Delivery: 
in a wooden case, with battery (1 x 3 V lithium, type 
CR 2032) 

multiCOM

Spare battery see no. 56815 210 page 1383

Min./max. length measuring range 0-25 mm
Digit increment (mm) 0.01
Bridge length x bridge width 60 x 6 mm
Depth gauge rod width (mm) 2.4
31308... Ident. No.

Price/unit, €
012

●
Prod. Gr. 3BI

Small electronic depth callipers (DIN 862)

Application: 
For measuring depths in small boreholes and in 
restricted areas.

Execution: 
� ON
 � Zero setting at any position

 � mm/inch changeover
 � Auto off
 � Overall length 150 mm

Delivery: 
In a case, with battery (1 x 3 V, type CR 2032) 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Ident. No. 360Ident. No. 320Ident. No. 160Ident. No. 130Ident. No. 120

Measuring tool sets

31320...
2-part
Pocket vernier callipers, 150 mm, no. 31003 010
micrometer, 0–25 mm

Ident. No.
Set price, €

120
●

31320...
3-part
Pocket vernier callipers, 150 mm, no. 31003 010
micrometer, 0–25 mm, knife-edge square, 100 x 
70 mm, no. 38126 010

Ident. No.
Set price, €

130
●

31320...

6-part
Pocket vernier callipers, 150 mm, no. 31003 
010 micrometer, 0–25 mm, no. 31342 005 
scale, 200 mm, no. 37101 020 flat square, 100 x 
70 mm, no. 38060 010 hardened straight edge, 
100 mm, no. 37550 010 spring dividers, 125 mm,
no. 35010 125

Ident. No.
Set price, €

160
●

31320...
2-piece
electronic pocket vernier callipers, 150 mm, no.
31173102 micrometer, 0–25 mm

Ident. No.
Set price, €

320
●

31320...

6-piece
electronic pocket vernier callipers, 150 mm, 
no. 31173 102 micrometer, 0–25 mm, scale, 
200 mm, no. 37101 020 flat square, 100 x 
70 mm, no. 38060 010 hardened straight edge, 
100 mm, no. 37550 010 spring dividers, 125 mm,
no. 35010 125

Ident. No.
Set price, €

360
●

Prod. Gr. 3AC

38170... Ident. No.
Price/unit, €

013
●

Prod. Gr. 3AF

Measuring instrument set
 13 pieces

Delivery: 
1 Pocket vernier callipers 150 mm
1 Micrometer 0–25 mm
1 Depth callipers 150 mm
1 Spring dividers 175 mm
1 Marking gauge 200 mm
1 Radius gauges R 1–7.5 and R 7.5–15 mm

1 Scale 300 mm
1 Straight edge 100 mm
1 Try square 150 x 100 mm
1 Straight edge 50 x 40 mm
1 Protractor 120 x 150 mm
1 Scriber 160 mm 

Min./max. length measuring
range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5
Measuring spindle increments 
(mm) 0.5 0.5 0.5 0.5

31342... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

Prod. Gr. 3AD

Micrometers (DIN 863)

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
 � Carbide measuring faces

� Friction coupling for consistent, repeatable meas-
uring force
� Steel bracket, brushed chromium-plated
� Ident. No. 025–075: With setting gauges

Delivery: 
In case 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

Min./max. length measuring range 0-100 mm
Measuring spindle increments (mm) 0.5
Measuring surface Ø (mm) 6.5
Vernier scale 0.01 mm
31342... Ident. No.

Set price, €
400

●
Prod. Gr. 3AD

Micrometer set 0-100 mm (DIN 863)
 Including setting gauges

Micrometers (DIN 863)
 Micromar 40 A

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
� Carbide measuring faces
 � Steel bracket, painted

 � Ident. No. 005: Friction coupling for consistent,
repeatable measuring force

 � Ident. No. 025–175: 
� Ratchet for consistent, repeatable measuring

force
� With setting gauges

Delivery: 
Ident. No. 005: In a case
Ident. No. 025–175: In case 

Min./max. length meas-
uring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31332... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

100
●

125
●

150
●

175
●

Prod. Gr. 305

Min./max. length measuring range 0-100 mm 100-200 mm
Measuring spindle increments (mm) 0.5 0.5
Measuring surface Ø (mm) 6.5 6.5
Vernier scale 0.01 mm 0.01 mm
31332... Ident. No.

Price/unit, €
400

●
450

●
Prod. Gr. 305

Micrometer sets 0-200 mm (DIN 863)
 Including setting gauges

Micrometers (DIN 863)

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
� Carbide measuring faces

 � Friction coupling for consistent, repeatable meas-
uring force
� Ident. No. 005–175: Steel bracket, brushed 

chromium-plated
� Ident. No. 200–275: Cast iron bracket, painted, 

with weight-reducing bores

Delivery: 
Ident. No. 005: In case
Ident. No. 025–275: In case with setting gauges 

Min./max. length meas-
uring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31330... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

100
●

125
●

150
●

175
●

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

Min./max. length meas-
uring range 200-225 mm 225-250 mm 250-275 mm 275-300 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5

31330... Ident. No.
Price/unit, €

200
●

225
●

250
●

275
●

Prod. Gr. 3BC

Min./max. length measuring range 0-100 mm 0-150 mm
Measuring spindle increments (mm) 0.5 0.5
Measuring surface Ø (mm) 6.5 6.5
Vernier scale 0.01 mm 0.01 mm
31331... Ident. No.

Set price, €
100

●
150

●
Prod. Gr. 3BC

Micrometer sets 0-150 mm (DIN 863)

Min./max. length measuring 
range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 8 8 8 8
Measuring spindle increments 
(mm) 1 1 1 1

31348... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

Prod. Gr. 3BC

Micrometers with direct reading (DIN 863)

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Carbide measuring faces
 � Friction coupling for consistent, repeatable meas-
uring force

Advantage: 
� Measuring spindle increment: 1 mm (direct 1/100 

reading for prevention of reading errors, no need 
to add the 0.5 mm value)

Delivery: 
Ident. No. 005: In case
Ident. No. 025–075: In case with setting gauges 

Min./max. length measuring range 0-100 mm
Measuring spindle increments (mm) 1
Measuring surface Ø (mm) 8
Vernier scale 0.01 mm
31348... Ident. No.

Set price, €
400

●
Prod. Gr. 3BC

Micrometers with direct reading (DIN 863)
 In a 0-100-mm set

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

Micrometers (DIN 863)
 6 exchangeable anvils with 25-mm increment

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
� Carbide measuring faces
� Friction coupling for consistent, repeatable meas-

uring force

� Ident. No. 015: Including 25, 50, 75, 100, 125 mm 
setting gauges
� Ident. No. 030: Including setting gauges 150, 175, 

200, 225, 250, 275 mm

Advantage: 
� Measuring spindle increment: 1 mm (direct 1/100 

reading for prevention of reading errors, no need 
to add the 0.5 mm value)

Delivery: 
In case with setting gauges 

Min./max. length measuring range 0-150 mm 150-300 mm
Vernier scale 0.01 mm 0.01 mm
Measuring surface Ø (mm) 8 8
Measuring spindle increments (mm) 1 1
31344... Ident. No.

Set price, €
015

●
030

●
Prod. Gr. 3BC

Ident. No. 025–175

Micrometer (DIN 863)
 TESAMASTER

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
 � Carbide measuring faces

 � Friction coupling for consistent, repeatable meas-
uring force

Advantage: 
� Parallax-free µ-range reading

Delivery: 
In a case 

Min./max. length meas-
uring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Vernier scale 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5 8 8 8 8
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31405... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

100
●

125
●

150
○

175
○

Prod. Gr. 362

Min./max. length measuring 
range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Digit increment (mm) 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5
Measuring spindle increments 
(mm) 0.5 0.5 0.5 0.5

31406... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

Prod. Gr. 3BJ

Electronic micrometer (DIN 863)

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Carbide measuring faces
 � Advanced friction coupling for consistent, repeat-
able measuring force

� ON/OFF
� Zero setting at any position
� mm/inch switch-over

Delivery: 
In a case, with battery (1 x type SR 44, 1.55 V), 1 
setting gauge from size 25–50 mm 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

Min./max. length measuring range 0-100 mm
Digit increment (mm) 0.001
Measuring surface Ø (mm) 6.5
Measuring spindle increments (mm) 0.5
31406... Ident. No.

Set price, €
400

●
Prod. Gr. 3BJ

Electronic micrometer set (DIN 863)
 0-100 mm

Min./max. length measuring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Digit increment (mm) 0.001 0.001 0.001 0.001 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5 6.5 6.5 6.5 6.5
Measuring spindle increments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5
31403... IP 40 Ident. No.

Price/unit, €
006

● - - - - - - -

31403... IP 65 Ident. No.
Price/unit, €

205
●

225
●

250
●

275
● - - - -

31403...
IP 65/EWRi 
integrated 
wireless

Ident. No.
Price/unit, €

305
●

325
●

350
●

375
●

559
○

561
○

563
○

565
○

Prod. Gr. 305

Ident. No. 305, 559–565Ident. No. 205Ident. No. 006

Application: 
for measuring e.g. shaft diameters, external dimensions of workpieces etc.

Execution: 
� carbide-tipped measuring faces
� Reset
� LOCK function
� mm/inch changeover
� AUTO OFF
� ABS function

� HOLD (measured value storage)
� Ident. No. 205–565: Origin (measurement presetting)
� Ident. No. 305–565: TOL (input of tolerances and warning limits)

Advantage: 
� Digit height 10 mm

Delivery: 
In a case, with battery (1 x 3 V lithium, type CR 2032), 1 setting gauge from size 
25–50 mm 

electronic micrometers
 Micromar 40 ER/EWR/EWRi

Min./max. length measuring
range 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Digit increment (mm) 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5
Measuring spindle increments 
(mm) 0.5 0.5 0.5 0.5

31403... Ident. No.
Price/unit, €

558
○

560
○

562
○

564
○

Prod. Gr. 305

p. 1048

Electronic micrometer
 Micromar IP65

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Carbide measuring faces
� RESET (resetting the display)
� ABS (display can be set to zero without losing the 

reference to the ORIGIN)
 � mm/inch

� ORIGIN (measurement pre-setting)
� LOCK function (keypad lock)
� TOL (input of tolerances and warning limits)
� DATA (in connection with data connection cable)
� HOLD (measured value storage)

Delivery: 
operating instructions, battery, setting gauge (from a 
measuring range of 25–50 mm), travel case 

multiCOM

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring range 0-100 mm
Digit increment (mm) 0.001
Measuring surface Ø (mm) 6.5
Measuring spindle increments (mm) 0.5
31403... IP 65/EWRi integrated 

wireless
Ident. No.

Price/unit, €
401

●
Prod. Gr. 305

electronic micrometer sets
 0–100 mm, IP65, 40 EWR/EWRi

Ident. No. 506

Ident. No. 405–425, 525–557

Electronic micrometer
 Micromar 40 EWR-L/EWRi-L

Application: 
for measuring e.g. shaft diameters, external dimen-
sions of workpieces etc.

Execution: 
� carbide-tipped measuring faces
� Reset
� LOCK function
� mm/inch changeover
� AUTO OFF
� Origin (measurement presetting)

 � ABS function
 � HOLD (measured value storage)
 � TOL (input of tolerances and warning limits)

Advantage: 
 � Digit height 10 mm
 � Non-rotating spindle
 � QUICK DRIVE quick adjustment

Delivery: 
In a case, with battery (1 x 3 V lithium, type CR 
2032), 1 setting gauge from size 25–50 mm 

MarConnect

multiCOM

Min./max. length measuring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Digit increment (mm) 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5
Measuring spindle increments (mm) 5 5 5 5
31403... IP 65/EWRi integrated 

wireless
Ident. No.

Price/unit, €
405

●
425

●
555

○
557

○
31403... IP 65 Ident. No.

Price/unit, €
506

●
525

●
554

○
556

○
Prod. Gr. 305

Min./max. length measuring range 0-30 mm
Digit increment (mm) 0.001
Measuring surface Ø (mm) 6.5
Measuring spindle increments (mm) 0.5
31407... Ident. No.

Price/unit, €
005

●
Prod. Gr. 362

Electronic micrometer (DIN 863)
 MICROMASTER EASY

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Carbide measuring faces
 � Advanced friction coupling for consistent, repeat-
able measuring force

� Zero setting at any position
� mm/inch switch-over
� Auto off
� Preset function
� ABS function

Delivery: 
In a case with battery (1 x 3 V lithium type CR 2032) 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

No. 31408

Electronic micrometer (DIN 863)
 MICROMASTER IP54 with data output

Application: 
For measuring e. g. shaft diameters, external dimen-
sions on workpieces etc.

Execution: 
� Carbide measuring faces
� Advanced friction coupling for consistent, repeat-

able measuring force
 � Zero setting at any position

� mm/inch switch-over
� Auto off
� Preset function
� ABS function
� Display blocking function

Delivery: 
In a case, with battery (1 x 3 V lithium, type CR 
2032), up to 100 mm including SCS calibration 
certificate 

RS 232
Opto

p. 1050

Min./max. length measuring range 0-30 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Digit increment (mm) 0.001 0.001 0.001 0.001 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 6.5 6.5 6.5 6.5 8 8 8 8
Measuring spindle increments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5
31408... Without data 

output
Ident. No.

Price/unit, €
005

●
025

●
050

●
075

● - - - -

31409... With data 
output

Ident. No.
Price/unit, €

005
●

025
●

050
●

075
● - - - -

31409... with data 
output

Ident. No.
Price/unit, € - - - - 100

●
125

●
150

●
175

●
Prod. Gr. 362

Min./max. length measuring range 0-75 mm
Digit increment (mm) 0.001
Measuring surface Ø (mm) 6.5
Measuring spindle increments (mm) 0.5
31414... Ident. No.

Set price, €
275

●
Prod. Gr. 362

p. 1050

Electronic micrometer set (DIN 863)
 0-75-mm Micromaster IP54

RS 232
Opto

Setting gauge for micrometers
 Up to 950 mm

Application: 
For adjusting micrometers.

Execution: 
� Measuring faces planar on both sides
 � Manufacturing tolerance according to DIN 863
(js2)

� Measuring faces hardened and lapped

Delivery: 
Up to 275 mm with calibration certificate from 
accredited laboratory, factory calibration certificate 
from 300 mm, indicating traceability to DKD/PTB 
standards. 

Length (mm) 25 50 75 100 125 150 175 200
Ø (mm) 7 7 7 8 8 8 8 8
31404... Ident. No.

Price/unit, €
002

●
005

●
007

●
010

●
012

●
015

●
017

●
020

●
Length (mm) 225 250 275
Ø (mm) 8 8 8
31404... Ident. No.

Price/unit, €
022

●
025

●
027

●
Prod. Gr. 3BC
Other sizes available on request

31417... Measuring force test system Ident. No.
Set price, €

100
●

Prod. Gr. 3BC

Measuring force testing system for micrometers

Application: 
For testing the measuring force between micrometer 
measuring faces (up to Ø 8 mm).

Execution: 
� Force measuring cell for micrometers
� Extensions for micrometers up to 100 mm

� 3 screw-on extensions for micrometers up to
measuring range 100 mm

Delivery: 
In a case

Technical data: 
� Min./max. force of measuring range: 5-10 N

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

31419... Plane-parallel test glasses Ident. No.
Set price, €

100
●

Prod. Gr. 3BC

Plane-parallel test glasses sets
 For measuring range 0–25 mm

Application: 
For testing the flatness and parallelism of 0–25 mm 
micrometer measuring faces.

Delivery: 
In a case 

Micrometer
 Narrow measuring surfaces

Application: 
For measuring narrow external recesses.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish

 � Measuring faces made of hardened steel
 � Friction coupling for consistent, repeatable meas-
uring force
� Non-rotating measuring spindle

Delivery: 
In a wooden case 

Min./max. length measuring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface depth (mm) 4 4 7 7
Measuring spindle increments (mm) 0.5 0.5 0.5 0.5
Measuring surface width x Measuring surface 
depth 0.4 x 4 mm 0.4 x 4 mm 0.75 x 7 mm 0.75 x 7 mm

31550... Ident. No.
Price/unit, €

005
●

025
●

051
●

076
●

Prod. Gr. 3AD

Min./max. length measuring 
range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 2 2 2 2
Measuring surface depth (mm) 5 5 5 5
Measuring spindle increments 
(mm) 0.5 0.5 0.5 0.5

31464... Ident. No.
Price/unit, €

105
●

125
●

150
●

175
●

Prod. Gr. 3BC

Micrometer (DIN 863)
 Small measuring faces

Application: 
For measuring narrow external recesses and 
grooves.

Execution: 
 � Scale with anti-glare, brushed chromium-plated
finish

 � Carbide-tipped measuring faces
 � Friction coupling for consistent, repeatable meas-
uring force

Delivery: 
In case 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Micrometer (DIN 863)
 with disc-shaped measuring faces

Application: 
For measuring tooth span (Wk) on cogs as of module 
0.5, for recesses, groove distances etc.

Execution: 
� Measuring faces made of hardened steel

� Friction coupling for consistent, repeatable meas-
uring force

Delivery: 
In a case 

Min./max. length measuring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring surface Ø (mm) 20 20 20 20
Measuring spindle increments (mm) 0.5 0.5 0.5 0.5
31531... Ident. No.

Price/unit, €
005

●
025

●
050

●
075

●
Prod. Gr. 3BC

Electronic micrometer (DIN 863)
 with disc-shaped measuring faces

Application: 
For measuring tooth span (Wk) on cogs as of module 
0.5, for recesses, groove distances etc.

Execution: 
� Measuring faces made of hardened steel
� Advanced friction coupling for consistent, repeat-

able measuring force

� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� ABS function

Delivery: 
In a case, with battery (1 x 1.5 V type SR44) 

Min./max. length measuring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Digit increment (mm) 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 20 20 20 20
Measuring spindle increments (mm) 0.5 0.5 0.5 0.5
31610... Ident. No.

Price/unit, €
005

●
025

●
050

●
075

●
Prod. Gr. 3BJ

Electronic universal micrometer (DIN 863)
 7 interchangeable gauge slide pairs

Application: 
For measuring various external dimensions.

Execution: 
� Measuring faces made of hardened steel
� Advanced friction coupling for consistent, repeat-

able measuring force

� ON/OFF
� Zero setting at any position
� mm/inch switch-over
� ABS function

Delivery: 
In a case, with battery (1 x 1.5 V type SR44) 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring 
range 0-25 mm 25-50 mm 50-75 mm 75-100 mm
Digit increment (mm) 0.001 0.001 0.001 0.001
Measuring surface Ø (mm) 8 8 8 8
Measuring spindle increments 
(mm) 0.5 0.5 0.5 0.5

31620... Ident. No.
Price/unit, €

005
●

025
●

050
●

075
●

Prod. Gr. 3BC

Thread micrometer (DIN 863)
 For measuring male threads

Application: 
For measuring flanks and outside diameters on male 
threads.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
� Location hole, diameter 3.5 mm

Advantage: 
 � Direct measurement of flank diameter
 � Replaceable thread inserts

Delivery: 
In wooden case, gauge slides and setting gauges not 
included

Notes: 
Inserts for Whitworth and trapezoidal threads deliv-
erable on request 

Min./max. length meas-
uring range 0-25 mm 25-50 mm 50-75 mm 75-100 mm 100-125 mm 125-150 mm 150-200 mm
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5
Spindle clamping Yes Yes Yes Yes Yes Yes Yes
31579... Ident. No.

Price/unit, €
005

●
025

●
050

●
075

●
100

●
125

●
150

○
Prod. Gr. 3AD
Setting gauges available on request

Prism

Tip

Thread flank gauge slides
 Metric 60°

Application: 
For use in thread micrometer no. 31579.

Execution: 
� Hardened steel, fine ground

Delivery: 
In pairs (prism and tip)

Technical data: 
 � Adapter diameter: 3.5 mm

Min./max. pitch 0.35-0.5 mm 0.6-0.8 mm 0.9-1.25 mm 1.5-2 mm 2.5-3.5 mm 4-6 mm
31581... Ident. No.

Price/pair, €
001

●
002

●
003

●
004

●
005

●
006

●
Prod. Gr. 3AD

Min./max. length meas-
uring range 0-6.5 mm 0-13 mm 0-25 mm
Shaft Ø (mm) 6 9.5 9.5
31450... Ident. No.

Price/unit, €
006

●
013

●
025

●
Prod. Gr. 3BB

Ident. No. 013

micrometer heads

Application: 
For integration in measuring and pre-adjustment 
devices and for use as setting and control elements 
in machine tools.

Execution: 
 � hardened spindle

 � anti-glare, brushed chromium-plated measuring
drum

Technical data: 
 � Digit increment: 0.01 mm
 � Measuring spindle increments: 0.5 mm

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Min./max. length measuring range 0-25 mm 0-50 mm 50-100 mm
Measuring sensor travel (mm) 3 3 3
Measuring surface Ø (mm) 8 8 8
Shaft Ø (mm) 8 8 8
Spindle clamping Yes Yes Yes
31935... Ident. No.

Price/unit, €
025

●
050

●
100

●
Prod. Gr. 3AD

Precision pointer snap gauges

Application: 
For precise testing of cylindrical parts in series.

Execution: 
 � Carbide measuring faces

� Spring-mounted anvil
� Consistent, repeatable measuring force

Delivery: 
In case, without precision pointer 

Precision pointer snap gauges
 Marameter 840F

Application: 
For precise testing of cylindrical parts in series.

Execution: 
� Carbide measuring faces
� Spring-mounted anvil
� Consistent, repeatable measuring force

� Forged steel bracket
� Measuring and counter probe made from stainless, 

hardened steel
� Adjustable centring stop

Delivery: 
In wooden box, display unit not included 

Min./max. length measuring range 0-25 mm 25-60 mm 50-100 mm 100-150 mm 150-200 mm
Measuring surface Ø (mm) 8 9 10 12 12
Measurement force (N) 7.5 7.5 7.5 7.5 7.5
Shaft Ø (mm) 8 8 8 8 8
Spindle clamping Yes Yes Yes Yes Yes
31936... Ident. No.

Price/unit, €
005

●
025

●
050

●
100

○
150

○
Prod. Gr. 305

Min./max. length measuring
range 0-40 mm 40-80 mm 80-130 mm 130-180 mm
Measurement force (N) 7.5 7.5 9 9
Shaft Ø (mm) 8 8 8 8
Spindle clamping Yes Yes Yes Yes
31937... Ident. No.

Price/unit, €
005

●
040

○
080

○
130

○
Prod. Gr. 305

Precision pointer snap gauges
 Marameter 840FM

Application: 
For precise testing of narrow shoulders, centring 
wheels, tooth widths etc.

Execution: 
� Carbide measuring faces
 � Spring-mounted anvil

� Consistent, repeatable measuring force
� Forged steel bracket
� Measuring and counter probe made from stainless, 

hardened steel

Delivery: 
In wooden box, display unit not included 

No. 31477No. 31471 105No. 31472

Application: 
For quick testing of parts from series production.

Execution: 
� Adjustable tolerance marks
� Movable measuring probe for lifting the anvil
� No. 31471 105–31471 125, 31477 005: Carbide measuring faces

� No. 31472: carbide-tipped measuring faces
� No. 31477: 
� Adjustable support
� Rotating dial

Delivery: 
No. 31471 105–31471 125, 31477 005: In a case
No. 31472: in case 

precision pointer micrometers (DIN 863)

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Micrometers

Min./max. length measuring range 0-25 mm 0-25 mm 25-50 mm
Indicating calliper measuring range +/- 0.04 mm +/- 0,065 mm +/- 0,065 mm
Digit increment, micrometer (mm) 0.01 0.01 0.01
Digit increment, indicating calliper (mm) 0.001 0.001 0.001
Indicating calliper error limit (mm) 0.001 0.001 0.001
Measuring spindle increments (mm) 0.5 0.5 0.5
Spindle clamping Yes Yes Yes

31477... Ident. No.
Price/unit, €

005
● - -

31471... Ident. No.
Price/unit, € - 105

●
125

○
31472... Ident. No.

Price/unit, € - 005
●

025
○

a = Prod. Gr. 3AD
ORION = Prod. Gr. 3BC
MAHR = Prod. Gr. 305

Min./max. length measuring range 0-100 mm 0-150 mm
Digit increment (mm) 0.01 0.01
Bridge length (mm) 102 102
Bridge width (mm) 17 17
Measuring surface Ø (mm) 4.5 4.5
Measuring spindle increments (mm) 0.5 0.5
Spindle clamping Yes Yes
Number of measurement needles (PCS) 4 6
31630... Ident. No.

Price/unit, €
100

●
150

●
Prod. Gr. 3BB

Depth calliper (DIN 863)

Application: 
For measuring bore depths and shoulders.

Execution: 
 � Scale with anti-glare, brushed chromium plated 
finish

 � Steel measuring needles hardened and lapped
 � Measuring range per measuring needle: 25 mm
 � Advanced friction coupling

Delivery: 
In a case 

Min./max. length measuring range 0-100 mm
Digit increment (mm) 0.001
Bridge length (mm) 100
Bridge width (mm) 16
Measuring surface Ø (mm) 4.5
Measuring spindle increments (mm) 0.5
Spindle clamping Yes
Number of measurement needles (PCS) 4
31633... Ident. No.

Price/unit, €
100

●
Prod. Gr. 3BB

Electronic depth micrometer (DIN 863)

Application: 
For measuring bore depths and shoulders.

Execution: 
� ON/OFF
 � Steel measuring needles hardened and lapped

 � Measuring range per measuring needle: 25 mm
 � Advanced friction coupling
 � Zero setting at any position
 � mm/inch switch-over

Delivery: 
In a case, with battery (1 x 1.5 V type SR44) 

Min./max. length measuring range 5-55 mm
Vernier scale 0.01 mm
Measuring spindle increments (mm) 0.5
31635... Ident. No.

Price/unit, €
010

●
Prod. Gr. 316

Internal micrometers (DIN 863)
 For 2-point measurement

Application: 
For measuring e.g. bores during turning, milling and 
grinding processes.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish
 � Ball bearing measuring spindle

 � Carbide measuring faces
 � Advanced friction coupling for consistent, repeat-
able measuring force
� Internal double-sided scale sleeve

Delivery: 
In a wooden case 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Internal micrometers

Min./max. length measuring range 5-55 mm
Vernier scale 0.01 mm
Measuring spindle increments (mm) 0.5
31640... Ident. No.

Price/unit, €
010

●
Prod. Gr. 3BB

Internal micrometer (DIN 863)
 Dual measuring spouts

Application: 
For measuring e.g. bores during turning, milling and 
grinding processes.

Execution: 
 � Scale with anti-glare, brushed chromium plated 
finish

� Measuring faces made of hardened steel
� Friction coupling for consistent, repeatable meas-

uring force
� Internal double-sided scale sleeve

Delivery: 
In case with setting ring, diameter 30 mm 

Internal micrometer set (DIN 863)
 for 2-point measurement

Application: 
For measuring large bore diameters, distances on 
workpieces, etc.

Execution: 
� Scale with anti-glare, brushed chromium-plated

finish
� Carbide-tipped measuring faces
� Can be individually configured for the diameter 

being measured
� Graduated drum, Ø 17 mm
� Measuring body, 25 mm, adjustable
� Threaded connection, M7 x 1 

Advantage: 
� Ready for measuring with no special settings 

required
� High level of measuring accuracy: extension rods 

hardened at the ends, lapped along the length of 
the gauge block and with insulated grips to prevent 
transfer of heat from the hands
� Measuring range extendible via screw-on 

extensions

Delivery: 
In wooden case 

Min./max. length measuring range 50-150 mm 50-250 mm 50-450 mm 50-850 mm 50-1450 mm
Digit increment (mm) 0.01 0.01 0.01 0.01 0.01

31678...
Ident. No.

31678...
Ident. No.

31678...
Ident. No.

31678...
Ident. No.

31678...
Ident. No.

115 ○ 125 ● 145 ● 185 ● 245 ●
Price/unit, €

Prod. Gr. 316

Internal micrometer (DIN 863)
 Micromar 44F

Application: 
For measuring bore diameters, distances on work-
pieces etc.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish

� Lightweight, kink-resistant tube design
� Measuring spindle completely hardened and

ground

Delivery: 
In a case 

Min./max. length meas-
uring range 30-40 mm 40-50 mm 50-70 mm 70-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Error limit (µm) 4 4 5 5 6 6 7 7
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31680... Ident. No.
Price/unit, €

025
○

040
●

050
○

070
●

100
○

125
○

150
○

175
○

Prod. Gr. 305

Internal micrometers (DIN 863)

Application: 
Ident. No. 306–310: For measuring through-bores 
and blind bores (from diameter 12 mm) and short 
centring shoulders.
Ident. No. 312–475: For measuring through holes 
and blind bores (from diameter 12 mm) and short 
centring shoulders.

Execution: 
� Scale with anti-glare, brushed chromium plated 

finish

� Friction coupling for consistent, repeatable meas-
uring force
� Ident. No. 306–310: Measuring faces made of 

hardened steel
� Ident. No. 312–475: 
� Carbide measuring faces
� Measures to the base of bore holes
� Ident. No. 340–475: Aluminium measuring head

Delivery: 
In a case 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Internal micrometers

Min./max. length meas-
uring range 6-8 mm 8-10 mm 10-12 mm 12-16 mm 16-20 mm 20-25 mm 25-30 mm 30-40 mm
Error limit (µm) 4 4 4 4 4 4 4 4
Vernier scale 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.005 mm 0.005 mm 0.005 mm
Measuring depth (mm) 58 58 58 64 64 68 68 76
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31915... Ident. No.
Price/unit, €

306
●

308
●

310
●

312
●

316
●

320
●

325
●

330
●

Min./max. length meas-
uring range 40-50 mm 50-60 mm 60-70 mm 70-85 mm 85-100 mm 100-125 mm 125-150 mm 150-175 mm
Error limit (µm) 4 5 5 5 5 6 6 7
Vernier scale 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm
Measuring depth (mm) 76 79 79 97 97 132 132 132
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31915... Ident. No.
Price/unit, €

340
●

350
●

360
●

370
●

385
●

400
●

425
●

450
○

Min./max. length meas-
uring range 175-200 mm
Error limit (µm) 7
Vernier scale 0.005 mm
Measuring depth (mm) 132
Measuring spindle incre-
ments (mm) 0.5

31915... Ident. No.
Price/unit, €

475
○

Prod. Gr. 303

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31915... 6-12 mm 0.001 58 4 Ident. No.
Price/unit, €

610
●

31915... 12-20 mm 0.001 64 4 Ident. No.
Price/unit, €

620
●

31915... 20-50 mm 0.005 68/76 4 Ident. No.
Price/unit, €

630
●

31915... 50-100 mm 0.005 79/97 5 Ident. No.
Price/unit, €

640
●

Prod. Gr. 303

Ident. No. 610

Internal micrometer sets (DIN 863)

Min./max. length of application area 6-12 mm 12-20 mm 20-30 mm 30-200 mm
Length (mm) 75 75 150 150

31915...
Ident. No.

31915...
Ident. No.

31915...
Ident. No.

31915...
Ident. No.

900 ○ 910 ● 920 ● 930 ●
Price/unit, €

Prod. Gr. 303

Measurement depth extension
 For ATORN 3-point internal micrometers

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.

 
                                        www.iconridge.com

http://www.iconridge.com


9 3 8

Hand-held devices \ Internal micrometers

Min./max. length meas-
uring range 3.5-4 mm 4-4.5 mm 4.5-5.5 mm 5.5-6.5 mm 6-8 mm 8-10 mm 10-12 mm 11-14 mm
Error limit (µm) 4 4 4 4 4 4 4 4
Vernier scale 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.001 mm 0.005 mm
Measuring depth (mm) 20 20 25 25 52 52 52 77
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31695... Ident. No.
Price/unit, €

003
○

004
○

005
●

006
●

008
●

010
●

012
●

014
●

Min./max. length meas-
uring range 14-17 mm 17-20 mm 20-25 mm 25-30 mm 30-35 mm 35-40 mm 40-50 mm 50-60 mm
Error limit (µm) 4 4 4 4 4 4 5 5
Vernier scale 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm
Measuring depth (mm) 77 77 78 78 78 78 84 84
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31695... Ident. No.
Price/unit, €

017
●

020
●

025
●

030
●

035
●

040
●

050
●

060
●

Min./max. length meas-
uring range 60-70 mm 70-80 mm 80-90 mm 90-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm
Error limit (µm) 5 5 5 5 6 6 7 7
Vernier scale 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring depth (mm) 84 84 84 84 81 81 81 81
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31695... Ident. No.
Price/unit, €

070
○

080
●

090
●

100
○

125
●

150
●

175
●

200
○

Min./max. length meas-
uring range 200-225 mm 225-250 mm 250-275 mm 275-300 mm
Error limit (µm) 8 8 8 8
Vernier scale 0.01 mm 0.01 mm 0.01 mm 0.01 mm
Measuring depth (mm) 81 81 81 81
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5

31695... Ident. No.
Price/unit, €

225
○

250
○

275
○

300
○

Prod. Gr. 362

① Step taper

Application: 
For high-precision measurement of through-bores, even at high measuring 
depths.

Execution: 
� Friction coupling for consistent, repeatable measuring force
� Self-centring and self-aligning
� Ident. No. 003–012: Measuring faces made of hardened steel
� Ident. No. 014–100: TiN-coated measuring faces
� Ident. No. 125–300: Carbide-tipped measuring faces

� Ident. No. 225–300: 150 mm extension

Advantage: 
� Ground step taper for high precision
� Insensitive to influence of body heat from the user‘s hand and fluctuations in 

ambient temperature
� The only 3-point internal micrometer working on the Abbe principle

Delivery: 
Ident. No. 003–200: In box
Ident. No. 225–300: In wooden case 

IMICRO internal micrometers, individual devices (DIN 863)
 with analogue measurement display

IMICRO internal micrometer set (DIN 863)
 with analogue measurement display

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Internal micrometers

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31688... 3.5-6.5 mm 0.001 20/25 4 Ident. No.
Set price, €

100
●

31694... 6-12 mm 0.001 100 4 Ident. No.
Set price, €

100
●

31704... 11-20 mm 0.005 150 4 Ident. No.
Set price, €

120
●

31714... 20-40 mm 0.005 150 4 Ident. No.
Set price, €

120
●

31724... 40-100 mm 0.005 150 5 Ident. No.
Set price, €

120
●

31734... 100-200 mm 0.01 150 6/7 Ident. No.
Set price, €

100
(○)+

Prod. Gr. 362

Min./max. length of application area 6-12 mm 11-20 mm 20-40 mm 40-100 mm 100-300 mm
Length (mm) 100 150 150 150 150

31692...
Ident. No.

31702...
Ident. No.

31712...
Ident. No.

31722...
Ident. No.

31732...
Ident. No.

100 ○ 100 ○ 100 ○ 100 ● 100 ○
Price/unit, €

Prod. Gr. 362

Measuring depth extensions
 For IMICRO internal micrometers

Internal micrometers (DIN 863)

Application: 
Ident. No. 006–010: For measuring through-bores 
and short centring shoulders.
Ident. No. 012–088: For measuring through holes 
and blind bores (from diameter 12.5 mm) and short 
centring shoulders.

Execution: 
 � Scale with anti-glare, brushed chromium plated 
finish

 � Carbide measuring faces
 � Friction coupling for consistent, repeatable meas-
uring force

Delivery: 
Single device with setting ring and measuring depth 
extension in a case 

Min./max. length meas-
uring range 6-8 mm 8-10 mm 10-12 mm 12-16 mm 16-20 mm 20-25 mm 25-30 mm 30-40 mm
Error limit (µm) 4 4 4 4 4 4 4 4
Vernier scale 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm
Measuring depth (mm) 54 54 54 80 80 90 90 97
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

31910... Ident. No.
Price/unit, €

006
●

008
●

010
●

012
●

016
●

020
●

025
●

030
●

Min./max. length meas-
uring range 40-50 mm 50-63 mm 62-75 mm 75-88 mm 87-100 mm
Error limit (µm) 5 5 5 5 5
Vernier scale 0.005 mm 0.005 mm 0.005 mm 0.005 mm 0.005 mm
Measuring depth (mm) 97 114 114 114 114
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5

31910... Ident. No.
Price/unit, €

040
●

050
●

062
●

075
●

088
●

Prod. Gr. 3BB

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31910... 6-12 mm 0.005 100 4 Ident. No.
Set price, €

500
●

31910... 12-20 mm 0.005 150 4 Ident. No.
Set price, €

510
●

31910... 20-50 mm 0.005 150 4/5 Ident. No.
Set price, €

520
●

31910... 50-100 mm 0.005 150 5 Ident. No.
Set price, €

530
●

Prod. Gr. 3BB

Internal micrometer sets (DIN 863)

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Internal micrometers

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31746... 3.5-6.5 mm 0.001 20/25 4 Ident. No.
Set price, €

010
○

31746... 6-12 mm 0.001 79 4 Ident. No.
Set price, €

020
○

31746... 11-20 mm 0.001 93 4 Ident. No.
Set price, €

030
○

31746... 20-40 mm 0.001 91 4 Ident. No.
Set price, €

040
○

31746... 40-100 mm 0.001 104 5 Ident. No.
Set price, €

050
○

31746... 100-200 mm 0.001 100 6/7 Ident. No.
Set price, €

060
○

Prod. Gr. 362

p. 1050

electronic 3-point internal micrometers set (DIN 863)
 IMICRO IP54

RS 232
Opto

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31912... 6-12 mm 0.001 58 4 Ident. No.
Price/unit, €

510
○

31912... 12-20 mm 0.001 64 4 Ident. No.
Price/unit, €

520
●

31912... 20-50 mm 0.001 68/76 4 Ident. No.
Price/unit, €

530
○

31912... 50-100 mm 0.001 79/97 5 Ident. No.
Price/unit, €

540
○

Prod. Gr. 305

Ident. No. 530

p. 1048

electronic internal micrometers sets (DIN 863)
 Micromar 40EWR

52multiCOM

Ident. No. 035

electronic internal micrometers (DIN 863)

Application: 
Ident. No. 006–010: For measuring through-bores 
and short centring shoulders.
Ident. No. 012–275: For measuring through holes 
and blind bores (from diameter 12.5 mm) and short 
centring shoulders.

Execution: 
� Self-centring and self-aligning
� Friction coupling for consistent, repeatable meas-

uring force
� ON/OFF
 � Zero setting at any position

� mm/inch switch-over
� Max./min. value memory
� HOLD function
� Preset function
� Tolerance function
� Ident. No. 006–010: Measuring faces made of 

hardened steel
� Ident. No. 012–275: Carbide measuring faces

Delivery: 
Single device with battery (1 x 3 V lithium type CR 
2032) and calibration certificate in a case 

PROXIMITY

p. 1050

Min./max. length meas-
uring range 6-8 mm 8-10 mm 10-12.5 mm 12.5-16 mm 16-20 mm 20-25 mm 25-35 mm 35-50 mm
Digit increment (mm) 0.001 0.001 0.001 0.001 0.001 0.001 0.001 0.001
Measuring depth (mm) 58 58 58 62 62 66 66 80
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5
Error limit (µm) 4 4 4 4 4 4 4 4
31917... Ident. No.

Price/unit, €
006

○
008

○
010

○
012

○
016

○
020

○
025

○
035

○
Min./max. length meas-
uring range 50-65 mm 65-80 mm 80-100 mm 100-125 mm 125-150 mm 150-175 mm 175-200 mm 200-225 mm
Digit increment (mm) 0.001 0.001 0.001 0.001 0.001 0.001 0.001 0.001
Measuring depth (mm) 80 80 100 115 115 115 115 115
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5
Error limit (µm) 5 5 5 6 6 7 7 8
31917... Ident. No.

Price/unit, €
050

○
065

○
080

○
100

○
125

○
150

○
175

○
200

○

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Hand-held devices \ Internal micrometers

Min./max. length meas-
uring range 225-250 mm 250-275 mm 275-300 mm
Digit increment (mm) 0.001 0.001 0.001
Measuring depth (mm) 115 115 115
Measuring spindle incre-
ments (mm) 0.5 0.5 0.5
Error limit (µm) 8 9 9
31917... Ident. No.

Price/unit, €
225

○
250

○
275

○
Prod. Gr. 317

Min./max. 
length meas-
uring range

Digit incre-
ment (mm)

Measuring 
depth (mm)

Error limit 
(µm)

31917... 6-10 mm 0.001 58 4 Ident. No.
Set price, €

510
○

31917... 10-20 mm 0.001 58/62 4 Ident. No.
Set price, €

520
○

31917... 20-50 mm 0.001 66/88 4 Ident. No.
Set price, €

530
○

31917... 50-100 mm 0.001 80/100 4 Ident. No.
Set price, €

540
○

31917... 100-150 mm 0.001 115 6 Ident. No.
Set price, €

550
○

31917... 150-200 mm 0.001 115 7 Ident. No.
Set price, €

560
○

Prod. Gr. 317

Ident. No. 520–560

p. 1050

electronic internal micrometers, partial sets (DIN 863)

PROXIMITY

Application: 
Ident. No. 010: For universal measurements of diverse tasks, e.g. external and 
internal measurement of bores, threads, toothing, recesses, grooves etc.

Execution: 
� Ident. No. 010: 
� 1 adjustable fixed measuring arm
� one moving measuring arm for internal and external measurements, spring-

mounted for consistent, repeatable results, measuring direction reversible, 
measurement path approx. 18 mm
� Robust, torsion-free tubular structure

 � Measured values displayed by dial gauge, precision pointer or electronic
measuring probes

 � Adjusted using a setting device with gauge block combinations, master 
gauges, ring gauges or other material measures

 � Measuring range of basic device 5-220 mm external/15-230 mm internal, can 
be increased up to 2000 mm with extensions.

Delivery: 
Ident. No. 010: In a wooden case

Notes: 
Ident. No. 010: Accessories 31970100 - 240 are required for measuring, depend-
ing on the measuring task. 

Ref. no. 
010/220/230/240Ref. no. 

010/220/230/240

Ref. no. 010/130/200
Ref. no. 010/130/190Ref. no. 010/130/180

Ref. no. 010/130/170
Ref. no. 010/130/150

Ident. No. 010
Basic device with meas-
uring arms, ref. no. 220

universal comparison measuring instrument for internal and external measurements

31970... Basic device Ident. No.
Price/unit, €

010
●

31970... Universal measuring instrument 100 mm 
extension

Ident. No.
Price/unit, €

100
●

31970... Universal measuring instrument 200 mm 
extension

Ident. No.
Price/unit, €

110
●

31970... Universal measuring instrument 500 mm 
extension

Ident. No.
Price/unit, €

120
○

31970... Attachment piece for gauge slides Ident. No.
Price/pair, €

130
●

31970... Shoulder gauge slides for external measurements Ident. No.
Price/pair, €

140
●

31970... Shoulder gauge slides for internal measurements Ident. No.
Price/pair, €

150
●

31970... Gauge slides with spherical contact surface, 
length 23 mm

Ident. No.
Price/pair, €

160
●

31970... Gauge slides with spherical contact surface, 
length 53 mm

Ident. No.
Price/pair, €

170
○

31970... Cylindrical gauge slides, length 52 mm Ident. No.
Price/pair, €

180
○

31970... Gauge slides, bent, length 41 mm Ident. No.
Price/pair, €

190
○

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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31970... Gauge slides with gauge disc, length 42 mm, 
diameter 12 mm

Ident. No.
Price/pair, €

200
●

31970... Measuring arms for gauge slides, length 40 mm Ident. No.
Price/pair, €

210
●

31970... Measuring arms for gauge slides, length 80 mm Ident. No.
Price/pair, €

220
●

31970... Depth stop for measuring arms, length 34 mm, 
width 30 mm

Ident. No.
Price/pair, €

230
●

31970... Adapter 5 mm for gauge slides M 2.5 Ident. No.
Price/pair, €

240
●

Prod. Gr. 303

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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Ref. no. 015 with large support plates ref. no. 020

2-point comparison measuring instrument

Application: 
For measuring internal and external diameters, re-
cesses inside and outside, chamfers, through holes, 
blind bores and shape and position deviations. Ideal 
for series measurements.

Execution: 
� Wide range of applications: from the smallest 

readable internal measurement of 6.5 mm (using 
special accessories) to the largest external meas-
urement of 300 mm (using large base plate)

� Holder for mobile probe element in precise bearing
� Clamp holder for fixed probe tip
� Hard-coated surface

Advantage: 
� Comparison measuring instrument for versatile

applications

Delivery: 
Measuring device with standard base plate, long and 
short clamp probe tip holders, 2 pairs of probe tips 
in a case (without dial gauge). 

Length x width x height 150 x 150 x 68 mm
31950... Ident. No.

Price/unit, €
015

●
Prod. Gr. 308

Min./max. length measuring
range 0-300 mm 0-600 mm 0-1000 mm 0-1250 mm
Digit increment (mm) 0.01 0.01 0.01 0.01
31900... Ident. No.

Price/unit, €
030

○
060

○
100

○
125

○
Prod. Gr. 305

Electronic universal measuring device Multimar 25EWR

Application: 
For universal measurements of diverse tasks, 
e.g. external and internal measurement of bores, 
threads, toothing, recesses, grooves etc.

Execution: 
� ON/OFF
� Zero setting at any position
� mm/inch changeover
 � AUTO OFF

 � Preset function
 � Extensive accessories: Measuring arm probe tips,
stops (optional) 

 � Both measuring arm holders are movable

Delivery: 
Battery, operating instructions, mounting and
storage blocks, wooden box
(without gauge slides) 

multiCOM

Min./max. external length measuring 
range 0-85 mm 80-235 mm 230-585 mm
Min./max internal length measuring 
range 30-115 mm 110-265 mm 260-615 mm
Measurement force (N) 5 5 5
Measuring span (mm) 12 12 12
31900... Ident. No.

Price/unit, €
200

○
205

○
220

●
Prod. Gr. 305

Universal measuring device Multimar 844T

Application: 
For universal measurements of diverse tasks, 
e.g. external and internal measurement of bores, 
threads, toothing, recesses, grooves etc.

Execution: 
� Direction of the measuring force can be changed 

for measuring external or internal dimensions
 � Integral measuring force spring to ensure a 
constant measuring force

 � The movable measuring arm holder is housed in a 
high-precision ball-bearing guide to minimise play
and friction

 � Strong, ground, hard chrome-plated column
 � Mount for dial gauges and precision pointers, Ø 
8 mm

Delivery: 
Operating instructions, mounting and storage 
blocks, wooden box
(without display unit, gauge slides) 

Source: Hahn+Kolb Werkzeuge GmbH 
Technical data subject to change. 
Availability subject to country specific rules and regulations.
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