Vaporesso Firmware Guidance

Installation

1. Download the firmware package from http://www.vaporesso.com/download-manuals-for-
vapes
* This firmware applies to TargetPro, TarotPro, TarotNano, TarotMini, Attitude kit, Revenger
kit/'Swag Kit/Revenger X(TPCBAT version)
* For Swag kit, please check your hardware version by long hold FIRE and MODE button
simultaneously for 2 seconds. If you see SPCBAT?9, this guidance is not suitable for you,
please refer to the other Firmware.

2. Run the Installer file and install the firmware.
*Please do not change the default install folder, otherwise the installation could fail.

Update and Customize

1. Run the firmware and turn your Vaporesso device off before connection.
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While connecting to your device, please shut down the device first and holding fire
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2. If the device is with battery, pull it out, and hold down the fire button before plug it into the pc
to get connected, only release the fire button after connection is successfully built.
The name of your device will appear in Current Device list blank after connection.
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3. Choose “Rom Update,” and accordingly select the latest firmware update that you shall have

downloaded from the website. Suitable model and firmware version will be shown on
screen.
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4. Press the download button to update the firmware. Wait until the updating percent reach
100%.
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5. To customize your device, go to “Customize.” This section will allow you to set your own
function and display, including the watts and temperature curve under CCW/CCT mode.
After the customize work is done, click Write to Device button so that the set will be written
to your mod.

System{S] View(V) HelpH)

Current device list Tarot Nano Mod - | @8 Disconnect
Welcome Page i Weicome Page | Device Information mw@ b
Device Information
ROM Update Read From Device Write ToDevice | Load Fie | Save Fie | Default |
Customize

q Display Parameters

Temperature Lines Power Line
1
01. Logo for power on Vaparasss | Edt I

oetart | .
02 Detecting coil [ NEW LOAD: + et | Defait |
OLD LOAD: —
03. Coil resistance too low LoV Edt I Defauit I
ATOMIZER
04. Coil resistance too high HIGH Edit I Defauit |
ATOMIZER
05. Coil notfound CHECK e | oefoit |
ATOMIZER
06. Coil short ATOMIZER £dt | oefoit |
SHORT
07 Waming for over time " 10S TINE OUT | Edt I Default I
SHOKING STOP ‘

LOG

Ready CAP| MUM| SCRL



7 Finally, click Disconnect button. Pull out the cable of your device and turn it on. Enjoy vaping
your updated device now!
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Frequently asked questions:
1. Why I can not connect my device to pc?
A. Please make sure your device is turned off and battery out. And you keep holding fire
button before insert the cable.
B. Try use a new cable to make sure this was not caused by a faulty cable.
2. Why | can not update firmware?
A. Please make sure the firmware version you chose is the correct one matches your
device.
B. Try use a new cable to make sure this was not caused by a faulty cable.

If any further questions, just feel free to contact our customer service.



