








PREPRESS
FILE SUBMISSION GUIDELINES

Accepted Property Asset File Types & Specs

Photos

Photos used for print are required to be a much higher quality and resolution than those used for websites.
Benson prefers to not accept photos from websites for use in printed materials. Website photos typically print
blurry or have pixelation issues. Please follow the guidelines listed below to ensure you supply high-resolution
photos that will produce high-quality printed materials. Once we receive your photos one of our Graphic Artists
will check your images to ensure they will be high enough quality for print. If they are too low-resolution for use
your Account Team will notify you.

* Acceptable File Types: .jpg & tif (.png, .omp, .gif file types are not accepted).

+ All photos need to be supplied as .jpg or .tif at 300dpi to desired size needed for printing.
(example: if you are printing a 4x6” photo, the image needs to be set to 300dpi at the 4x6” size)

 For typical usage on printed materials your file size should be at least 1TMB. Anything below that may be too
low-res to use. Photos used for larger scale signage items may require a higher resolution and/or file size.

0 High-Res Photo @ Low-Res Photo - Web Image
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Pricing

SUPPLIED TO GUIDELINES - FREE SETUP
SUPPLIED OUTSIDE OF GUIDELINES - $75 SETUP FEE, PER FILE
CHANGES REQUESTED TO FILES AFTER SUBMISSION - $35 PER FILE, PER ROUND OF CHANGES
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