
9”x 6” Hit & Miss Ventilator - Data Sheet

Key Features & Benefits
• Easy to install and maintain
• Allows for manual adjustment of airflow
• Integral flyscreen to reduce light, draughts 

and insects
• Slim, low-profile design to minimise appear-

ance
• Tested to BS EN13141-1:2004 by BRE
• Meets all current Building Regulations, in-

cluding Part F - Ventilation (2009) and require-
ments for all Better Energy Homes Schemes

Applications
KORE’s 9”x 6”Hit & Miss Ventilator is designed to 
provide room background ventilation. Required air-
flow can be manually adjusted from the vent cover.   
This vent is not designed or suitable for combus-
tion appliances.

Technical Details
Free Area: 4,400mm2 

Size: 241mm x 165mm (9”x 6”)
Colors: White
Material: High Impact Polystyrene 

Installation Guidelines
KORE 9”x 6” Hit & Miss Ventilators are easily in-
stalled to provide background ventilation in rooms 
where required:

• With a hole drilled in wall to appropriate size, 
detach the flyscreen from the front cover of 
vent

• Fasten the flyscreen over the opening
• Ensure the front cover is aligned with the fly-

screen and simply snap into place

The Green, Kilnaleck, Co. Cavan

T +353 49 4336998 F +353 49 4336823 E info@kore-icf.com

W www.kore-system.com 
FB www.facebook.com/KOREIreland Twitter @KORESystem


