
SET YOUR AV FREE
WITH HDBaseT



advoli
http://www.advoli.com/

TA6 & TB6 HDBaseT Graphics Cards
• TA6 Performance: 6 x 4K over 100 meters / 328 feet - World’s First HDBaseT-certified Graphics Card

• TA6 Distance: 6 x 1080P over 150 meters / 492 feet

• TB6 Standard: 6 x 1080P over 70 meters / 229 feet

• All with A/V and Controls (IR, RS232, CEC) + HDBaseT cable and Environmental Diagnostics

Multiple Patents Pending



• 4 channel x 4K up to 100 m / 328 feet Modular Graphics Card

• Audio/Video, Ethernet (Hub), Controls (RS232, IR, CEC) and 
HDBaseT cable and Environmental diagnostics

• Designed for professional audiovisual installations requiring 
Frame Lock and Genlock over long distances.

• Compatible with other HDBaseT products

advoli 
http://www.advoli.com/

TA4 Professional HDBaseT Graphics Card

Multiple Patents Pending



• 4K 60Hz 4:4:4 up to 100 meters / 328 feet (DSC)

• Full 5 Play Features (A/V, Ethernet, USB, Controls & Power)

• Designed to work in half-length, single width PCIe x1 to x16

• Ultra small form factor

advoli 
http://www.advoli.com/

TC1 Extreme HDBaseT PCIe Extender Card

Multiple Patents Pending



advoli
http://www.advoli.com/

RA1 & RB1 HDBaseT Receivers

• World’s smallest HDBaseT receiver dongles with PoH (L: 
65 mm H: 27 mm W: 40 mm / L: 2.56 inches H: 1.06 
inches W: 1.57 inches ) 

• Near-universal compatibility for direct integration into 
HDMI ports of displays, LED panels and projectors

• Redundant dual active cooling

• The RA1 HDBaseT-certified receiver provides the full 
features of the TA6 Distance and TA6 Performance 
HDBaseT-certified graphics cards, for up to 150m at 
1080p and 100m at 4K

• The RB1 HDBaseT-certified receiver will give you the full 
features of the TB6 Standard, for up to 70m at 1080p 
and 40m at 4K

Multiple Patents Pending



Arista 
https://www.goarista.com/

16-Slot HDMI/DVI/SDI/VGA HDBaseT 
Transmitter/Receiver Cluster (ARD-
5816) • Standard 5RU height, 11” in 

depth 19” rack mount

• Up to 16 transmitters and 
receivers

• Swappable modular design 
providing maximum flexibility 
of configuration to fit highly 
dynamic event requirements



Arista 
https://www.goarista.com/

16-Slot HDMI/DVI/SDI/VGA HDBaseT Transmitter/ 
Receiver Cluster, cont.
• Swappable modular design to obtain minimum 

maintenance and upgrade efforts requirement

• Swappable video conversion modules for mixed 
video signals applications

• Supports wide variety of video format, HDMI, 
DVI-D, 3G-SDI, DP, RGB

• HDBaseT extenders support 4K ultra high 
resolution video, RS-232, USB, IR signals 
transmission and receiving

• HDBaseT transmitter supports PoE to power 
the receiver unit at remote location

• Powered by external redundant power supply 
for maximum availability and up time



Arista 
https://www.goarista.com/



Astrodesign
http://www.astrodesign.co.jp/english/

Programmable Digital Video Generator 
(VG-879) 

• New HDBaseT 2.0 interface

• Max.300MHz TMDS clock with 4K/60p(4:2:0) or 
4K/30p(4:4:4) video timing formats

• Four channel output with split modes to generate a 
max.8K/30p timing signal 

• HDMI Ver.1.4b(CEA-861-E) based compressed or 
uncompressed audio

• Support for HDCP and EDID

• Dolby Vision test pattern with metadata

• Program data with the appropriate Vendor Specific 
InfoFrame

• Support for 1920 x 1080 and 3840 x 2160 resolutions



ATEN
http://www.aten.com

Ultimate A/V Experience with ATEN True 4K 
HDMI/USB HDBaseT 2.0 Extender (VE1832)

• Extends virtually lossless True 4K video (4K @ 60Hz, 
4:4:4) via a single cat 6 cable @ 100 meters via Display 
Stream Compression (DSC) technology

• Long Reach Mode supports up to 1080p @ 150 meters

• Control IO supports IR, RS232, Ethernet and USB bypass 

• Supports multiple independent audio channels, 
including HDMI, stereo, S/PDIF Toslink and Coaxial audio 

• SI-friendly design for easy handling and installation 



ATEN
http://www.aten.com www.aten.com

Fully Extend Multiple Interface Signals with 
the HDBaseT 2.0 KVM Extender Series 

• Fully extends multiple interface signals, 
allowing you to connect further and 
control easier

• Long Reach Mode supports up to 1080p 
@ 150 meters

• Extends DVI, HDMI, DisplayPort 
4K/1080p display and control signals 
over a single Cat 6 Cable

http://www.aten.com/


ATEN
http://www.aten.com

Flexible Transmission of HDMI or VGA signals
HDMI & VGA HDBaseT Transmitter (VE2812T)

• Extends HDMI or VGA + audio signals over a single Cat  6 
cable

• 4K / 1080p at distances up to 100 m via a Cat 6 or ATEN 2L-
2910 Cat 6 cable 

• Long Reach Mode supports up to 1080p @ 150 m

• Source switch by both Auto Detection & Manual Selection

• HDMI LockPro for HDMI cable connection stability

• Supports 3D, Deep Color, and embedded HD lossless audio 
formats

HDMI LockPro



Aurora Multimedia
http://www.auroramm.com/

Supercharged HDBaseT HT Series 
• 4K60 4:4:4 18Gbps with Unshielded CAT 330’

• IP Port Expansion

• Dante™/AES67

• PoE Powers TX & RX

• Reversible USB 2.0

• ReAX™ IP Control Option



AVPro Edge
https://www.avproedge.com/

AC-DA210-HDBT
• HDMI 2.0 - HDCP 2.2

• Up to 70M Signal Transmission (1080p)

• 4K60 4:2:0 Support (40 Meters)

• "Triple Play" Audio De-Embedding (2CH, 
Optical, SPDIF)

• 2 Input Switching

• IR, RS-232 Control

• Ultra-Low Profile Receivers (AC-EX70-UHD-R) 
w/ PoH (with AC-DA210-HDBT-KIT)

• Cascade-able & Switchable over Multiple 
Layers



AVPro Edge
https://www.avproedge.com/

AC-EX100-444-KIT
• HDMI 2.0(a/b)

• 2 Ethernet ports (on Tx & Rx) for extending a LAN 
network

• 18Gbps Bandwidth Support (Using ICT)

• USB Extension Support

• Up to 4K60 4:4:4 Support

• Full HDR (HDR 10 & 12 Bit), Dolby Vision, HDR 10+, 
& HLG Support

• Audio Return Channel on HDMI or TOSLINK (ARC)

• 4K  1080P Down-scaling for mixed systems

• EDID Management and EDID emulate

• 4K & HD Test Patterns built into Tx and Rx for 
troubleshooting

• L/R Audio Extraction via Toslink

• HDCP 2.2 (and all earlier versions supported)

• CEC Pass Through

• 3D Support

• 100M 4K (up to 4K60 4:4:4, HDR) (Cat6a)​



AVPro Edge
https://www.avproedge.com/

AC-EX70-UHD-R
70 M Receiver Compatible with:
AC-MX9XHDL-HDBT
AC-DA210-HDBT
AC-SW62-UHD

AC-EX100-UHD-R2
100 M Receiver Compatible with:
AC-EX100WPP-UHD-T
AC-EX100TT-UHD
AC-SW411-AUHD

AC-EX100-UHD-T
100 M Transmitter



AVPro Edge
https://www.avproedge.com/

AC-EX100WPP-UHD-T
100 M Single Gang Wall 
Plate Transmitter

AC-EX100WPP-UHD-T
100 M Table Top VGA/HDMI
HDBaseT Transmitter

AC-EX70-444-RNE
70 M HDBaseT Receiver 
Compatible with:
AC-MX88-AUHD-HDBT
AC-MX44-AUHD-HDBT



AVPro Edge
https://www.avproedge.com/

AC-MX88-AUHD-HDBT
• HDMI 2.0(a/b)

• 18Gbps Uncompressed Bandwidth Support on HDMI

• 18Gbps with ICT on HDBaseT outputs

• 4K60 4:4:4 Support

• Full HDR (HDR 10 & 12 Bit), Dolby Vision, HDR10+ and 
HLG Support

• HDCP 2.2 (and all earlier versions supported)

• 1080p  4K Up Scaling on HDMI outputs

• 4K> 1080P Down Scaling on HDBaseT outputs

• Advanced EDID Management

• IR, RS-232 and LAN Control Options

• Digital Toslink Out (7CH PCM, DD, DD+, DTS, DTS-MA)

• Balanced Analog Out (2CH PCM)

• Audio Delay for Digital & Analog Out

• Driver Support for Crestron, C4, RTI, ELAN and more

• Extracted Audio Supports DD+, DTS Master Audio on 
Toslink

• Built in Test Pattern on Each Output to Verify 
Infrastructure



AVPro Edge
https://www.avproedge.com/

AC-SW62-UHD
• 3x HDMI 2.0 (a/b) Inputs

• Display Port & VGA Inputs

• HDBaseT Input (w/ PoE for Wall Plate Transmitter)

• HDMI & HDBaseT Matrix Outputs

• HDCP 2.2 & Earlier Supported 

• PoE provider for AC-EX100WPP-UHD-T Wall Plate 
Transmitter

• PoE Provider for AV-EX70-UHD-R Receiver

• Analog Audio extraction RS-232 & IR Control, as 
well as RS-232 & IR pass through to HDBaseT 
Receiver

• Compatible with HDBaseT displays, projectors, 
AVR's

• Designed for the classroom room so your customers 
can focus on their students, not their video system



AVPro Edge
https://www.avproedge.com/

AC-MX9XHDL-HDBT
• Fully uncompressed video

• Instant Matrix Switching w/ AIMS Technology

• 9-Source, Unlimited Outputs

• Robust HDBaseT Technology

• Matrixable Quad View (Matrix each quadrant 

independently) and 9-Source Multiview

• Dynamic Video Walls

• Dual Color LCD Screens for Setup

• IR, RS-232, or Ethernet Control

• IR, RS-232 Pass through to Displays/Projectors

• Advanced RS-232 Routing to single outputs

• 4 port IR Matrix

• Free PC Control Software (Serial)

• Web Interface for control and setup

• FPGA Based hardware

• HDBaseT Lossless Video Transport

• Instant, seamless switching of sources and into and 

out of Multiview mode (Or Video Wall Mode)



AVPro Edge
https://www.avproedge.com/

AC-MX9XHDL-HDBT Receiver Options

AC-EX150-HD-R
150 M HDBaseT Receiver

AC-EX70-UHD-R
70 M HDBaseT Receiver

AC-EX70VW-HD-R
70 M HDBaseT Receiver with Video 
Wall Capabilities

AC-EX150VW-HD-R
150 M HDBaseT Receiver with 
Video Wall Capabilities



AVPro Edge
https://www.avproedge.com/

AC-EX100TT-UHD-T
• Fully uncompressed video

• HDMI 2.0 & VGA auto sensing Inputs

• 4K 30 4:4:4, 4K60 4:2:0

• HDR 24FPS 4:2:2 12 Bit Support

• HDCP 2.2 & Earlier Supported

• 100M (330ft) 0n 1080P, Up to 70m (230ft) on 4K (Cat6a)

• Bi-Directional PoE, (ieee Standard)

• I-Pass for control system direct control

• Bi Directional IR & RS232 pass through

• Ethernet Hub

• Ethernet IP Control & WebOS

• Compatible with HDBaseT displays, projectors, AVR’s

• Designed for the conference/classroom room so your customer can 
focus on their meetings, not their video system.



Belden
https://www.belden.com/

Belden 4K UHD Media Cable with 
HDBaseT 5Play

Uncompressed 

Video & Audio

100BaseT

Ethernet

Control 

Signals

Power 

up to 100W
USB 2.0

100 meters



Belden
https://www.belden.com/

Power over HDBaseT

*UL is a trademark of Underwriters Laboratories

• 4K UHD Media 
Cable

100W POH

Limited Power (LP) 
Certified

0.6A

NEW! Power over 
HDBaseT (PoH) 

Certified UL4299



Cypress
http://en.cypress.com.tw/



Cypress
http://en.cypress.com.tw/



Cypress
http://en.cypress.com.tw/



Cypress
http://en.cypress.com.tw/



Cypress
http://en.cypress.com.tw/



Cypress
http://en.cypress.com.tw/



Fabrimex
https://www.fabrimex.com/

FSK-HD-Rx, FSK-HD-Tx, FSM22-ALH 

• Connect your touch screen monitor with one 
single cat 6 cable and transmit video signals, 
USB, audio as well as power for the whole 
monitor

• Completely integrated solution, no external 
boxes needed

• PCIe x1 card transmitter can be installed in 
most PCs



Grandbeing
http://www.grandbeing.com/

EX0101-N554 100M 4K60 Scaling 
HDBaseT Receiver
Scale incoming signals up or down



Grandbeing
http://www.grandbeing.com/

EX0101-N583/N584 Slim 70M 4K60 
4:4:4 HDBaseT Extender



Grandbeing
http://www.grandbeing.com/

EX0101-N603/N604 Slim 100M 4K60 
4:4:4 HDBaseT Extender w/ARC



Grandbeing
http://www.grandbeing.com/

EX0101-N585/N586Slim 100M 4K60 
4:4:4 HDBaseT 2.0 Extender w/DSC



Grandbeing
http://www.grandbeing.com/

EX0301-N001 & EX0201-N120 4K 
Switching HDBaseT Scaling Extender



Grandbeing
http://www.grandbeing.com/

EX0401-N001 & EX0301-N003 4K Soft 
CODEC Integration Switching Extender



Grandbeing
http://www.grandbeing.com/

MX0404-1020 4x4 HDMI 2.0 Matrix Switcher 
w/HDBaseT Outputs & Audio De-embedding



Grandbeing
http://www.grandbeing.com/

MX0808-1020 8X8 HDMI 2.0 Matrix Switcher 
w/HDBaseT Outputs & Audio De-embedding



Media Solutions
https://www.m4sol.com/

MS-TestPro HDBaseT Tester

• Thorough testing of physical layer of the 
HDBaseT protocol and configuration, testing for 
interoperability

• Three levels of testing parameters: 

• detailed  visual analysis of the link 
performance

• Go-No-Go window for general link quality 

• In-depth HDBaseT link performance for 24 
hours analysis

• Cable analyzer certification

• Collect data over time and compile it to a 
certification report

• Clear pass fail indications 



• Award winning 4x4 HDBaseT matrix with 4 HDMI 
inputs, 4 HDBaseT outputs and 2 HDMI mirror ports

• HDCP 2.2, 4K supported (up to 40m) and 1080p (up 
to 70m)

• Works with Alexa for voice control

• Built in Britain

Pulse-Eight
www.pulse-eight.com

neo:4 Professional - 4x4 HDBaseT Matrix  
(P8-HDBT-L-FFMS44-22-KIT)



• 8x10 HDBaseT matrix with 8 HDMI inputs, 8 HDBaseT 
outputs and 2 HDMI outputs

• HDCP 2.2, 4K supported (up to 40m) and 1080p (up to 70m)

• Works with Alexa for voice control

• Built in Britain

Pulse-Eight
www.pulse-eight.com

neo:8 - 8x10 HDBaseT Matrix
(P8-HDBT-L-FFMB810-KIT)



• 8 HDMI inputs, 8 HDBaseT outputs and 2 HDMI outputs

• Supports 4K/60, 4:4:4, 8bit or 4K/60 4:2:2, 12bit up to 100 meters 
and 1080p up to 150 meters

• Audio breakout of input sources

• Works with Alexa for voice control

• Built in Britain

Pulse-Eight
www.pulse-eight.com

neo:X - 8x10 HDBaseT Audio & Video Matrix
(P8-HDBT2-U-FFMJ810-KIT)



• HDBaseT Class C (Ultra) Thin Transmitter and Receiver Set 

• Extend all HDMI 2.0 video, from 4K 4:4:4 8bit to 4K 60 HDR10 at 100meters

• ARC (Audio Return Channel)

• Built in Britain

Pulse-Eight
www.pulse-eight.com

neo:Ultra HDMI Extender Set 
(P8-HDBT2-U-EXSET)



SILORA R&D
http://www.silrd.com/

SRD-4K60-EXT
• Extending 4K@60 4:4:4 and 10 Bit HDR up to 

100 meters over HDBaseT

• HDCP 1.4/2.2 Support

• Audio return channel 

• 100 MB Ethernet extension on same cat5E 
cable 

• Bidirectional RS232 and IR for remote control 

• IEEE-POE – Delivers the power from TX to RX 
side 



• Miniaturised POE PD module

• Less than 8mm high

• Fully IEEE802.3af compliant POE 

• 1500V DC impulse isolation 

• Overload & short-circuit protection 

• Over temperature protection 

• Industrial temperature range

• Up to 9W output  

Silvertel
http://www.silvertel.com/

Ag9900-LP  – Miniature Low 
Profile PoE/PoH module



• IEEE802.3bt Draft & PoH compatible module

• Max output of 85W

• Power received on all 4 pairs 

• Compact DIL package

• Overload, thermal & short-circuit protection 

• 12V or 24 V output

• 1500V isolation (input to output)

Silvertel
http://www.silvertel.com/

Ag5800 – IEEE802.3bt  & Power 
over HDBaseT PD module



• IEEE802.3bt Draft3 & PoH compatible

• Max allowed output Power 99W

• Power on all 4 pairs 

• Compact DIL package

• Overload & short-circuit protection 

Silvertel
http://www.silvertel.com/

Ag6800 – IEEE802.3bt & Power 
over HDBaseT PSE module



Teledyne LeCroy
www.quantumdata.com

280G – Video Generator for 
HDMI & HDBaseT Testing

280A – Video Analyzer for 
HDMI & HDBaseT Testing



Teledyne LeCroy
www.quantumdata.com

780E – Video Generator / Protocol 
Analyzer for HDMI, DisplayPort & 
HDBaseT Testing



Valens
https://www.valens.com/

Valens Colligo VS200 & VS210

• Audio & video, control, USB, and power 
over a single
cable, for up to 70m/230ft

• Pin-compatible with other Valens Colligo
chipsets, allowing for the differentiation 
of a range of products through assembly 
options of a common printed circuit 
board



Valens
https://www.valens.com/

VA6000 

• Transmission of 1Gbps Ethernet, Audio, 
Serial Control, and USB over unshielded 
single twisted pair, lightweight and 
lower cost, cables

• Support for point-to-point and daisy-
chain topology



Thank You


