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In this tutorial, it’s shown how to design an irregular hollow reinforced concrete as 

per AASHTO-LRDF 2012. The section is designed using midas GSD (General Section 

Designer), which is an add-on module available with midas Civil and midas Gen. 

Nonlinear material model Mander model for Concrete and bilinear curve for steel 

are used to meet the AASHTO code requirement. The software develops 2D & 3D 

interaction diagram and moment curvature curve (with idealized curve), and stress 

contour for both concrete and steel rebar. This module can be linked to midas Civil 

and Gen and information (like section properties, materials properties and load 

combinations) can be exchanged. 
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1. Open Midas Civil 
2. Under Tool tab click General Section Designer to open a new midas GSD 
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Material 
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1. In the midas GSD: 
2. At the right bottom corner, change units to kips and in 
3. Model > Material 
4. Click > Add 
5. Select RC from Type of Design 
6. Select > ASTM (RC) from Standard 
7. Select Grade 6000 from DB  
8. Check on Use Nonlinear and click Define Nonlinear Prop. 
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Material 
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1. Select Mander Model from 
    Hysteresis Model menu 
2. Ensure the values in Skeleton  
    Curve section are as shown in the picture 
alongside, these  are selected based on defined  
    material, but you can change if required 
3. Click > OK 
4. Click >OK 
5. Close 
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1. Model > Shape > Basic Shape 
2. Select Box from dropdown menu 
3. Select >User 
4. H: 204, B: 84, tw: 15, tf1: 16 in 
5. Material: Grade C6000 
6. Insertion Point: 42, 102 
7. Ok 
8. Click           to see entire new shape 
 
 

2 

3 

4 

5 

6 

7 



midas Civil 
Bridging Your Innovations to Realities 
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1. Model > Rebar > Rebar Material  
    Property … 
2. Select ASTM 
3. Grade 60 
4. Select Bilinear Model 
5. Ok 
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Reinforcement 
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1. Model > Rebar > Rebar- Perimeter 
    Pattern 
2. Select Shape 1 from tree menu 
3. Rebar Material : Grade 60 
4. Rebar Dia: #11 
5. Distance 3.3 in 
6. No. of rebars: 69 
7. Direction: Inner 
8. Apply 
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1. Option > Design Code  
2. Design Code: AASHTO-LRFD 12 
3. Compression-controlled: 0.75 
4. Tension-controlled: 0.9 
5. OK 
6. Load > Load Combination 
7. Enter 8 load combinations as it’s 
    shown below 
8. Close 
9. Click  
To perform design 
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Results 
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Interaction Curve 

 

 

 

 

- You can see following interaction curves: 

 1. P-M interaction curve. 

 2. My-Mz interaction curve. 

 3. 3D interaction surface. 
 

 

 

 

 

 

 Result > Interaction Curve 

     P-M curve can be seen for all the  

     angles from 0 to 360 by 15 degrees. 

     Select 0 from menu 

     Select tie as type of hoop 
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 Result > Interaction Curve 

    Select Load Combination 

    load combinations.  

    Select Design 1 

    Checking Ratio can be calculated in 

    three ways: 

1.Keep M/P constant 

2. Keep M constant 

3. Keep P constant 

Select Keep M/P constant 
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 Result > Interaction Curve 

 

     Click on “3D” tab 
 
     Select Show All in View Option  to see 
     all the P-M curves at the same time. 
      
     Select Show All in M-M Curve 
 
    Select Show All in Load Combination 
     
    The Capacity Ratio is shown for all the  
    load combinations. The ratio > 1 is  
    shown in red (LC2) 
 

 

 

 

  

 

3-D interaction surface 
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 Result > Moment –Curvature Curve 

                            or 

     Click on “Moment-Curvature” tab. 

 

     Enter 100 kips as Axial Load P 

 

     Enter 0.2 as the Maximum Strain 

     

     Number of Points: 50 

 

     Display Idealized Model  Apply 

 

     Click on different points on curve to  

     see strain diagram for a each point 

 

   

 

 

 

  

 

Moment –Curvature curve 
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 Result > Stress Contours  

                       OR 

Click on “Stress Contours” tab. 

 

     Select the Load Combination LCB4 

 

     Check Stress for both Concrete and Rebar 

 

    Check the Max/Min & N.A value 
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Stress Contours 
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- Tension is taken as +ve and compression as –ve. 
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