
P-M Curve

Mode : Load Combination =

Checking Ratio =

P-M Curve

Mode : Angle = °

16408.538 1212408.318

15706.902 1235123.898

19334.815 1151730.915

18332.360 1175702.912

17353.990 1195679.597

22404.780 1052420.666

21374.404 1090493.251

20350.007 1123430.888

25593.742 896810.172

24479.528 959057.822

23438.770 1008767.569

0.00

Pu(kip) Mn(kip×in)

39261.371 2484.512

-3693.555 194665.515

-5248.042 58275.837

-5812.560 3260.088

3342.009 614120.278

788.523 494700.219

-1650.373 345931.330

10081.955 797430.041

7998.609 763001.503

5748.922 702198.291

13774.783 750196.162

12803.503 766273.352

11558.362 782967.607

15786.484 701723.169

15054.215 722360.155

14442.926 736839.225

19052.142 662262.948

17808.176 672472.826

16663.132 682472.638

23359.191 606721.145

21838.627 631991.091

20398.864 649598.832

28230.090 461294.446

26610.415 520347.280

24959.037 570231.059

Design 2

0.159 (Keep M/P Constant)

Pu(kip) Mn(kip×in)

39261.371 2484.512    52500
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Max. Design Axial Force :  31409
(31409,160333)

(5000,25456)

0

0

P (kip)

M (kip×in)

Theta=315.00Deg.
N.A=103.16Deg.

Rat=0.159
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Max. Design Axial Force :  31409

0
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P (kip)

M (kip×in)

N.A=0.00Deg.



3450.057 871920.895

-103.071 557323.181

-5812.560 3260.088

8654.714 1227518.204

7058.423 1136136.575

5421.926 1026307.925

12665.272 1352617.914

11711.681 1361114.265

10198.454 1301841.909

14796.517 1275183.708

14142.941 1300836.566

13427.062 1326824.663

15294.439 1253876.519
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Max. Design Axial Force :  31409
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N.A=0.00Deg.


