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The Model 201/ 201HD -
~ 7 ~ CGCOMMERCIAL ROLLING SHEET DOOR ~
-~ - B ASTA Door Model 201,/201HD continuous corrugated steel rollup e
door is produced with the highest quality and durability in the industry.
> - Pl The Model 201 is available in sizes up to 12 x 16 and the Model 201 g p
: HD is available in sizes up to 20 x 18 in a variety of colors. Excellent
— price and efficient installation make our Commercial Sheet Doors the
4 il perfect choice for loading docks, warehouse buildings, distribution e
centers, freight terminals, or any commercial applications.
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g4255 McEver Industrial Drive » Acworth, Georgia 30101
« Phone: 7270-974-2600 « Fax: 770-974-1455 - Toll Free: 800-423-0659 -
_ website: www.astadoor.com * e-mail: info@astadoor.com :
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Hardware ... For mounting to steel, wood or block/masonry jambs [specify when ordering).
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Options:

* Steel Mounting Plates - For lateral jamb extension to provide door support.
® Chain Hoist - Reduction gear for easy, smooth operation [(where not standard].
* Electric Dperation - Easy, fast motorized operation at a push of a button.
* Top Draft Stop - To seal tight at the header to reduce air filtration [standard model 202 /202HD).

* Side Draft Seal - 2° brush weatherseal with 1* aluminum retainer attached to door jamh
[field installed] [standard on model 202/202HD].
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* \ision Panels - 7% x 227 Lexan windows for viewing outside without opening door.
* Insulation - Refer to ASTA Model 202,/202HD - standard 201,/201HD design with mylar and
polyethylene insulation laminated to backside of curtain, B = 5.24 [see detail).

* Windlock - Refer to ASTA Model 203. [separate brochure)

i =i 5 0 Strip stesl ASTM A-526.
Dura-Finish Paint Process 0““"'“'! !:':_'_"_m P :

The ASTA process is designed to give a coating per ASTM A-525.
longer life, with less mamtenance and much :l;:::il:“ far_prame caat
better protection against the elements such | |®Corrasion inhibiting
as weather and dust. Our method produces primer-minimum thickness ¢

one of the best systems in our industry [.2-.3] mils on each side.
© Dura finish (white polyester

for a longer lasting and more maintenance & + minh Thickn 0—
free finish. Dur system produces one of the {E :IT. :::t'::;! '5 _;:ﬁ

thickest top coat finishes in our industry. back side.]

Model 201,/201HD offers an
nomical door in sizes up to 20
wide by 18 feet high. Easy
ation and superior performance
e this an outstanding door. Eve
el 201,/201HD is fitted with P\ﬂ:
ber side stripping to prevent metal
etal contact within the door
e and insure a quiet and easy
ating door.

Guide Detall

2017 Ssandard Guide
Mount to Masonry

Clearance Requirements

201 Standard Guide
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207THD Standard Guide
e i Mount to Steel

ELEVATION —@) SECTION-A-A o
SIDE ROOM REQUIREMENTS BEE ELEVATION i s
A-1] A-2 K
FHAND - ROPE PULL Gl Gl T o
DIRECT DRIVE GHAIN HOIST 5 (H = \
CHAIN HOIST & o i 1268 |
ELECTRIC MOTOR DPERATOR KIT 5 W T Ill
HOTE: FOR ALL MODEL 204HD ADD 1" TO A-1 AND TO A-2 DIMENSION ,-'—G-W'—"l I|I
*X" and "V* HEAD ROOM DIMENSION VARY WITH DOOR HEIGHT BLOCK CLIPSWITH ANCHCRS —1
BY ONLY

* ASTA Door Corporation reserves the right to change engineering specifications without prior notice.
* Nustrations shown are for general reference and should be vertfied for construction purposes.
* Consult customer service or visit our website for head room clearance requirements.



