
①Valve Body:  Cast Iron 

②Resilient Wedge Disk: Cast Iron 

③Stem: Stainless Steel 

④Bonnet Gasket: EPDM 

⑤Bonnet: Cast Iron

⑥Stem Packing: EPDM 

⑦Yoke: Cast Iron 

⑧Stem Bushing: Brass Hpb59-1 

⑨Gland: Cast Iron 

⑩Stem Nut: Brass Hpb59-1 

⑪Handwheel: Cast Iron 

⑫Washer: Brass Hpb59-1

⑬Gland Nut: Carbon Steel Zinc Plated 

⑭Stud:  Carbon Steel Zinc Plated 

⑮Flat Washer: Carbon Steel Zinc Plated 

⑯Nut: Carbon Steel Zinc Plated 

⑰O-Ring: EPDM 

General Description

The MECH OSY Flanged Gate Valve is used in fire 

protection systems for on/off operation. UL listed 

and FM approved. 100mm Gate alve also available 

in 4-hole Table D.

Technical Data

Part List  

OSY Table E Flanged Gate 

Valve - Rising Spindle 

Working Pressure: 300 PSI 

Temperature range: 0°C  - 80°C

Connections: Available in Table E

Coating: Fusion Bonded Epoxy Coating


