
METAL RAIN COLLAR

METAL SLEEVE
MECHANICALLY ATTACHED
TO STRUCTURAL SUBSTRATE

FTR #101 SEALANT

WORM GEAR CLAMP
STAINLESS STEEL

FTR-DP7i

HEATED STACK FLASHING
  WITH METAL COLLAR

DRAWING NUMBERISSUE DATEREVISES DETAIL

8" MIN.

STAINLESS STEEL
WORM GEAR CLAMP

HEATED STACK OR PIPE

ADHERE FLASHING TO METAL SLEEVE
WITH FTR #201 OR FTR #190e OR (MIN. 4 FASTENERS)

& STRESS PLATE
FTR FASTENER

TEMPERATURE APPROPRIATE SEALANT

HOT AIR WELD

INSULATION ATTACHED PER
SPECIFICATION REQUIREMENTS

1" MIN. GAP

NON-REINFORCED FTR
MEMBRANE FLASHING

APPLICABLE SYSTEMS:

GENERAL REFERENCE:

ALL PREVIOUS
"FTR MA 01/21"

"FTR GS 01/21"

02-23-21
"FTR AD 01/21"
"FTR BA 01/21"ROOFING SOLUTIONS

INTELLIGENT

Alpha-Tite BONDING ADHESIVE
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