APPLICABLE SYSTEMS:
GENERAL REFERENCE:
ALL PREVIOUS
REVISES DETAIL
ISSUE DATE
DRAWING NUMBER
ROOF DRAIN FLASHING
LIGHTWEIGHT CONCRETE

ROOFING SOLUTIONS
INTELLIGENT
FTR-LWDF

"FTR AD08-17"
"FTR GS08-17"

DRAIN ASSEMBLY WITH CLAMPING RING (BY OTHERS)
FTR #101 SEALANT
FTR FASTENER(S) & STRESS PLATE(S) 12" O.C. AROUND SUMP AREA
EXTEND FTR NON-REINFORCED MINIMUM OF 1/2" BEYOND INSIDE OF CLAMPING RING
NON-FLEECE BACK FTR MEMBRANE FLASHING
FTR-FB MEMBRANE
LIGHTWEIGHT CONCRETE PER SPECIFICATION REQUIREMENTS
HOT AIR WELD

NON-FLEECE BACK FTR MEMBRANE FLASHING
FTR-FB MEMBRANE
LIGHTWEIGHT CONCRETE PER SPECIFICATION REQUIREMENTS
HOT AIR WELD
EXTEND FTR NON-REINFORCED MINIMUM OF 1/2" BEYOND INSIDE OF CLAMPING RING

FTR FASTENER(S) & STRESS PLATE(S) 12" O.C. AROUND SUMP AREA
EXTEND FTR NON-REINFORCED MINIMUM OF 1/2" BEYOND INSIDE OF CLAMPING RING
NON-FLEECE BACK FTR MEMBRANE FLASHING
FTR-FB MEMBRANE
LIGHTWEIGHT CONCRETE PER SPECIFICATION REQUIREMENTS
HOT AIR WELD

ROOF DRAIN FLASHING
LIGHTWEIGHT CONCRETE

GENERAL REFERENCE: "FTR GS08-17"
APPLICABLE SYSTEMS: "FTR AD08-17"

REVISED DETAIL
ISSUE DATE
DRAWING NUMBER
ALL PREVIOUS
10-01-18
FTR-LWDF