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* 3/8" to 1/4" Adapter Required

Solenoid Valves for On/Off Control 
Accessories 

Remotely start and stop with an in-line solenoid valve for the 
pump’s air line. 

Part No. Description 

13412-00-10 
3/8" Ported Solenoid Valve,110/50 VAC or 120/60 VAC, for use with A050, A075 and A100 
Pumps* 

13412-00-12 3/8" Ported Solenoid Valve, 12 VDC, for use with A050, A075 and A100 Pumps* 

13412-00-20 
3/8" Ported Solenoid Valve, 220/50 VAC or 240/60 VAC, for use with A050, A075 and A100 
Pumps* 

13412-00-24 3/8" Ported Solenoid Valve, 24 VDC, for use with A050, A075 and A100 Pumps* 

13413-00-10 
3/4" Ported Solenoid Valve,110/50 VAC or 120/60 VAC, for use with A150, A200, and A300 
Pumps 

13413-00-12 3/4" Ported Solenoid Valve, 12 VDC, for use with A150, A200, and A300 Pumps 

13413-00-20 
3/4" Ported Solenoid Valve, 220/50 VAC or 240/60 VAC, for use with A150, A200, and A300 
Pumps 

13413-00-24 3/4" Ported Solenoid Valve, 24 VDC, for use with A150, A200, and A300 Pumps 

13434-00 
6’ Cord with Din 43650B Female Plug, for use with A050, A075, A100, A150, A200, A300 
Pumps 

13465-00 Illuminated Connector with 6 foot cord for 110VAC/ 220VAC, A025 Metering Pumps 

13466-00 Illuminated Connector with 6 foot cord for 12VDC/ 24VDC, A025 Metering Pumps 

13840-26 3/8" Male to 1/4" Male Adapter 
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A025 SOLENOID ELECTRICAL PROPERTIES 

A050, A075, A100, A200, A300 SOLENOID ELECTRICAL PROPERTIES 

CYCLE CONTROL FOR AIR OPERATED 
DOUBLE DIAPHRAGM PUMPS 

The A025, A050, and A100 can be configured with solenoid pulse control 
to enable metering and dispensing application. The solenoid is 
available in 4 voltages, 110VAC, 220VAC, 12VDC and 24VDC. All solenoid 
equipped pumps have a standard DIN 43650B male connector. The 1/4  
inch A025 is available with an optional DIN 43650C male connector. 
See pump product manual for configuration codes. 

.08 .05 840 6.9 

.04 .03 3310 6.4 

.38 .38 32 4.8 

.20 .20 121 4.8 

A025 SOLENOID ELECTRICAL PROPERTIES 
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CYCLE COUNTER FOR AIR OPERATED DOUBLE 
DIAPHRAGM PUMPS 

OPERATIONAL DESCRIPTION: 
The cycle counter model operates via a magnetically actuated 
proximity-switch installed into the main air-valve. The switch closes 
when the spool is in the down position, thus allowing open loop 
metering applications. This option is available on all pumps. See 
pump product manual for configuration codes. 
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