
General Description

Specifications

 

Item Codes:

Sp
ec

 S
he

et

AMMEX Corporation • Kent, WA 98032 • Phone: 1-800-274-7354 • Fax: (425) 251-4621 • E-mail: info@ammex.com 

PREMIUM HD LATEX

ILHD42100  S
ILHD44100  M

ILHD46100  L
ILHD48100  XL
ILHD49100 XXL

Gloveworks HD are twice as thick as standard latex 
gloves while providing the dexterity and sensitivity that 
you expect. These heavy duty industrial grade gloves are 
perfect for your toughest jobs.

TENSILE STRENGTH (Min. Mpa)

Before Aging : 18 Mpa
After Aging : 14 Mpa

5 SIZES (S - XXL)

TEXTURED

POWDER-FREE

For a comfortable fit.

Prevents skin irritation 
associated with glove powders.

For a superior wet or dry grip.

LATEX WARNING: This product contains natural rubber latex which may
cause allergic reactions in certain individuals

AQL LEVEL  :  4.0

AVG. MIN. POWDER MASS
(Min. mg Per Glove) < 2 mg

PROTEIN CONTENT
< 50 μg

ELASTICITY/ELONGATION (%)

Before Aging : 650%
After Aging : 500%

SUPERB TENSILE STRENGTH
Beaded cuff for increased tear
resistance.

Gloveworks® HD  

Industrial Grade
Heavy Duty 
Latex Gloves


